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PREFACE. 


At  the  suggestion  of  the  pnbhshers  this  work  was  undertaken  to 
form  one  of  their  series  of  Dictionaries  and  Cyclopaedias.  In  this 
view,  it  has  been  the  intention  to  make  it  a  complete  course  of  instruc- 
tion and  book  of  reference  to  the  mechanic,  architect  and  engineer. 
It  has  not  therefore  been  confined  to  the  explanation  and  illustration 
of  the  methods  of  projection,  and  the  delineation  of  objects  which 
might  serve  as  copies  to  the  draughtsman,  matters  of  essential  impor-- 
tance  for  the  correct  and  intelligible  representation  of  every  form ;  but 
it  contains  the  means  of  determining  the  amount  and  direction  of 
strains,  to  which  different  parts  of  a  machine  or  structure  may  be  sub- 
jected, and  the  rules  for  disposing  and  proportioning  of  the  material 
employed,  to  the  safe  and  permanent  resistance  of  those  strains,  with 
practical  applications  of  the  same.  Thus  while  it  supplies  numeroiK 
illustrations  in  every  department  for  the  mere  copyist,  it  also  affords 
suggestions  and  aids  to  the  mechanic  in  the  execution  of  new  designs. 
And  although  the  arranging  and  properly  proportioning  alone  of  mate- 
rial in  a  suitable  direction  and  adequately  to  the  resistance  of  the  strains 
to  which  it  might  be  exposed,  would  produce  a  structure  sufficient  in 
point  of  strength  for  the  purposes  for  which  it  is  intended,  yet  as  in 
many  cases  the  disposition  of  the  material  may  be  applied  not  only 
practically,  but  also  artistically,  and  adapted  to  the  reception  of  orna- 
ment, under  the  head  of  Architectural  Drawing  the  general  charac- 
teristics of  various  styles  have  been  treated  of,  and  illustrated,  with 
brief  remarks  on  proportion  and  the  apphcation  of  color. 
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IT  PREFACE. 

Within  the  last  few  years  both  here  and  abroad,  a  number  of  works 
have  been  published  on  "  Practical  Drawing,"  but  no  one  work  has  il- 
lustrated all  departments  of  the  subject.  In  the  mechanical,  the  works 
cf  M.  Le  Bran  and  M.  M.  Armengaud  are  the  standard  which  have 
been  made  the  basis  of  two  English  works,  "  The  practical  Draughts- 
man's Book  of  Industrial  Design  "  and  the  "  Engineer's  and  Machinist's 
Drawing  Book."  Erom  the  latter  of  these  works  we  have  drawn  most 
of  our  chapters  on  Geometrical  and  Mechanical  Drawing,  and  Shades 
and  Shadows.  In  neither  the  Erench  nor  the  EngHsh  works  has  the 
science  of  architectural  construction  and  drawing  been  adequately  illus- 
trated, nor  has  Topographical  Drawing  been  treated  of.  In  these  two 
departments  a  varied  selection  has  been  made  from  the  best  authorities. 
In  the  Architectural,  Eerguson  and  Garbett  have  been  the  most  con- 
sulted; in  the  Topographical,  Williams,  Gillespie,  Smith  and  Erome. 
The  work  wdl  be  found  quite  fully  illustrated,  and  the  drawings  and 
engravings  have  been  carefully  executed,  mostly  under  the  supervision 
of  Mr.  H.  Grassau. 

Like  most  cyclopEedia8,this  work  claims  for  its  articles  but  little  of 
novelty  or  originality;  the  intention  of  the  compiler  was  to  collect 
Avithin  moderate  compass  as  much  valuable  matter  as  .possible,  in  prac- 
tical Drawing  and  Design ;  and  to  this  purpose  he  brings  the  expe- 
rience of  series  of  years  in  each  of  the  departments  treated.  Practi- 
cally, he  has  had  means  of  knowing  the  necessities  of  the  trade  and  of 
the  profession,  and  trusts  that  the  selection  now  made  wdl  be  found 
useful  for  the  purposes  for  which  it  was  intended.— W. 
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130;  unit  o^  130;  motors,  131;  circura- 
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136. 


Shafting,  137 ;  described,  137 ;  diameters  of 
thejoumalsofwater-wheels  and  other  shafts 
for  heavy  work,  138 ;  description  of  cuts, 
138-139 ;  the  torsal  strain  on  a  shaft,  140. 
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reference  to  torsal  strain,  141 ;  example, 
141,  Bearings  or  supports  for  the  journals 
of  shafts,  142;  for  upright  shafts,  142; 
explanation  of  cuts,  143-144  ;  pillow, 
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145.  Projections  of  a  standard,  146 ;  ex- 
planation of  cuts,  147-148 ;  couplings,  148 ; 
&ce  coupling,  148 ;  explanation  of  cuts, 
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coupling,  150 ;  shde  or  clutch  eouplii^, 
151 ;  friction  cone  couplii^,  152;  pulleys, 
152;  pulleys,  cast  iron,  153;  explanation 
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154,  Table  of  strain  on  the  belt  by  Morin, 
155 ;  application  of  the  table,  155 ;  fast  and 
loose  pulley,  156.  Geering,  157 ;  spur- 
wheels,  157  ;  internal  geering^  158 ;  rack 
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geer  or  pinion,  158 ;  berel  geering,  158 ; 
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action  of  the  teeth  of  a  pair  of  wheels,  170 ; 
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beam  of  the  New  World,  195 ;  safe  rule  for 
land  ei^nes,  195  ;  crank  of  American  river 
boats,  196 ;  cast  iron  connecting  rods,  197 ; 
wrought  iron  connecting  rods,  197. 
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200.  JfiwSines,  201 ;  working  of  a  machine 
illostrated.  201;  Maudsley  &Pield's  direct 


action  double  cylinder  marine  engine,  201 ; 
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ed by  Gwilt.  228.  Joints,  229 ;  circular 
roofs,  230 ;  iron  roofs,  231 ;  dimensions 
and  weights  of  diflerent  parts,  231 ;  expla- 
nation of  cuts,  232 ;  general  principles  of 
bracii^,  223 ;  results  of  overloading  at 
points,  234;  on  the  truss  by  tension  rod, 
235  ;  example,  235. 

Drawing,  237.  Description,  238 ;  mode  of 
proceedmg,  238-239 ;  plans  of  New  York 
houses,  240 ;  plans  of  English  basement 
houses,  240 ;  size  and  proportion  of  rooms 
in  general,  241 ;  dinmg  or  eating  rooms, 
242;  show  room  parlors,  242;  pantries, 
243 ;  passages,  243  ;  he^ht  of  stories,  243 ; 
details  of  parts,  244;  stairs,  244;  doors, 
245  ;  explanation  of  cuts,  246 ;  windows, 
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a  torus  of  an  astragal,  251 ;  to  construct  an 
OYolo.  251 ;  a  Roman  ovolo,  251  ;"a  Greek 
ovolo,  251;  to  describe  a  cavetto,  252;  to 
describe  a  oyma  recta  or  ogee,  252  j  to  de- 
scribe a  cyma  reversa  or  talon,  252 ;  to  de- 
scribe a  scotia,  262. 
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deflnitiona,  253 ;  ©samples  of  parts,  254 ; 
example  of  the  Ionic  order,  255  ;  example 
of  the  Corinthian  order,  256 ;  one  of  the 
capitals  of  the  Tower  of  Winds,  256 ; 
the  Composite  order,  257 ;  the  Greek  or- 
ders the  rudiments  of  modem  architecture, 
259.  Illustrations  of  the  different  modes 
of  treatment  of  the  arch  and  entablature, 
260 ;  general  characteriEtics  of  the  Gothic, 
360 ;  mouldii^,  261 ;    Gothic  mouldings, 

,  261 ;  jamb  mouldings,  261 ;  arch  mould- 
ii^,  262;  capilala,  262;  bases,  262;  string 
courses,  262 ;  cornices,  262 ;  scroll  mould- 
ing, 263.  Arches,  263  ;  domes  and  vaults, 
264 ;  fan  tracery  Taultit^,  265 ;  pinnacles, 
267;  spires,  267;  towers,  268;  windows, 
269 ;  the  hmcet,269 ;  decorated  tracery,  270 ; 
doorways,  271.  Italian  schools,  272 ;  Vene- 
tian sdiools,  272;  Roman  schools,  272. 
Ornament,  273 ;  characteristic  of  Roman 
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Roman,  274;  Christian  art,  275;  Saracenic 
period,  275;  Alhambra  diaper,  276  ;  early 
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ments of  a  school-house,  289;  lecture 
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halls,  290 ;  application  of  acoustics,  290 ; 
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tal palaces,  297 ;  color  of  country  houses, 
299 ;  ventilation  and  warming,  300 ;  ven- 
tilators, 302. 

Sptcijkationa,  303.  Usual  forms  illustratod, 
303;  mason  work,  303;  cut  stone  work, 
305 ;  carpenters'  work,  307. 


wall,  314 ;  to  find  the  shadow  cast  by  n 
straight  line  upon  a  curved  surface,  Ac, 
315 ;  to  find  the  shadow  cast  upon  a  verti- 
cal plane  by  a  given  circle  parallel  to  it, 
316 ;  explanation  of  cuts,  317 ;  to  find  the 
outline  of  the  shadow  cast  upon  both 
planes  of  projection  by  a  regular  hexagonal 
pyramid,  318 ;  to  determine  the  limits  of 
shade  on  a  cylinder  placed  vertJcally,  &c., 
318  ;  to  find  the  line  of  shade  in  a  reversed 
cono,  &c.,  319 ;  explanation  of  cuts,  32'' , 
to  define  the  shadows  cast  upon  the  inte- 
rior of  a  hollow  cylinder  m  sertion  by  it 
self,  &c,  321 ;  to  find  the  outline  of  the 
shadow  cast  into  the  mterior  of  a  hollow 
hemisphere,  323;  to  find  the  Ime  of  shide 
in  a  sphere,  &c,  324 ,  to  dr^w  the  line  of 
shade  on  the  surface  of  a  ring  of  circular 
section,  in  vertical  section,  elevation  and 
plan,  325  ;  of  shadows  cast  on  the  surfaces 
of  grooved  pulleys,  326 ;  to  trace  the  out^ 
lines  of  the  shadows  cast  upon  the  surfaces 
of  screws,  nuts,  &o.,  327. 
Manipulation  i)f  Shading  and  Shadows.  Meth- 
ods of  Tinting,  328.  Sur&ces  in  the  light, 
328  ;  surfeces  in  shade,  329  ;  shading  by 
flat  tints,  329 ;  shading  by  softened  tints 
332 ;  elaboration  of  shading  and  s/iado-ies^ 
333 ;  paper  for  colored  drawings,  333 ;  ap- 
plication of  rules  to  complex  forms,  333  ; 
shadows  appear  to  increase  in  depth  as 
their  distance  from  the  spectator  diminish- 
es, 335 ;  examples,  835-336-337.  Finished 
coloring,  339 ;  how  to  color  a  circular  cast- 
ing, 340 ;  washing  or  sponging,  341 ;  color- 
ing wrought  iron,  343 ;  coloring  brass,  343 ; 
to  promote  definiteness  of  a  colored  me- 
chanical drawing,  345  ;  coloring  wood,  brick 
and  stone,  347. 


Explanation,  349;  illustrations,  349-^50 ;  on 
the  representation  of  hills,  351 ;  German 
system  of  representing  slopes,  353 ;  draw- 
ing hills  by  contours,  353.  Plotting,  355  j 
scales,  355 ;  for  ferm  surveys,  355 ;  for 
State  surveys,  356 ;  for  coast  survey,  356 ; 
for  rwlroad,  356 ;  for  canal,  356 ;  for  U.  S. 
engineer  service,  357 ;  variation  of  the  nee- 
dle, 357 ;  examples  of  plotting,  358 ;  bal- 
ancing the  survey,  360-361 ;  plotting  curves, 
363 ;  profile  paper,  365  ;  cross  sections, 
306;  marine  surveys,  367;  finishing  the 
map  or  plan,  369 ;  lettering,  370 ;  examples, 
371;  Roman,  371;  ItaHc,  371;  Gothic, 
371  i  Old  English  Scribe  Btack,  372 ;  Ger- 
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man,  372;  Clarendon,  372;  email  Claren- 
don, 3T3;  Grecian,  373;  Ornamental,  373  i 
eparang  of  letters,  374-375.  Tinted  Topo- 
graphical  Draining,  378 ;  marblii^,  381. 
Copying  o/drateinga  liy  Photography,  383. 


Definition,  385;  point  of  view,  387;  ezpla^ 
nation  of  terms,  388 ;  esamples,  389-392 ; 
to  determine  the  perspective  position  of 
any  point  in  the  ground  plane,  392;  to 
draw  an  oct^on  in  parallel  perspective, 
393 ;  to  draw  a  circle  in  parallel  perspec- 
tive, 394 ;  to  draw  a  pyramid  in  parallel 
perspectiTe,  395  ;  to  draw  a  cone  in  paral- 
lel perspective,  396 ;  to  draw  a  square  and 
cube  in  angular  perspective,  396 ;  to  draw 
a  perspective  projection  of  an  octagonal  pil- 
lar iu  ai^ular  perspective,  398 ;  to  construct 


a  circular  pillar  in  ai^lar  perspective,  398 ; 
t«  draw  an  octagonal  pyramid  in  angular 
perspective,  399;  to  draw  a  cone  in  angular 
perspective,  399  ;  to  draw  in  angular  per- 
spective the  elevation  of  a  building,  399 ; 
to  draw  in  ai^ulat  perspective  an  arched 
hrii^,  400 ;  to  draw  in  parallel  perspective 
the  interior  of  a  rocau,  401 ;  to  draw  in  per- 
spective a  flight  of  stdrs,  401 ;  to  find  the 
reflection  of  objects  in  the  water,  402 ;  to 
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402. 


Definition,  405 ;  esplanations,  405  ;  to  draw 
angles  to  the  boundary  lines  of  an  Isomet- 
rical  cube,  407 ;  application  of  this  species 
of  projection  to  curved  lines,  408 ;  to  di- 
vide the  circumference  of  a  circle,  409. 
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ctcloptEdia  of  drawing. 


GEOMETRICAL  DEFERTnONS  AND  TECHNICALITIES. 

Apoim  is  mere  position  without  magnitude,  as  the  intersection  of  two 
lines,  or  the  centre  of  a  circle. 

Xities  are  measured  by  length  merely,  and  may  be  straight  or  curved. 
Straight  lines  are  generally  designated  by  letters  or  figures  at  their  ex- 

tremitiea,  as  the  line  A E,  the  line  1 2.      Cmred  lines,  by 

additional  intermediate  letters  or  figures,  as  the  curved  line  ABC, 

A  gwen  pmnt  or  gwen  li/ne  expre^es  a  point  or  line  of  fixed  position 
or  dimension. 

Surfaces  or  superficies  are  measured  by  length  and  breadth  only.  They 
may  \>&  plane  or  curved. 

SdUds  are  measured  by  length,  breadth,  and  thickness.  The  extremi- 
ties of  Ivjies  are  pomts,  the  boundaries  of  smfaces  are  Imes,  and  the  boun- 
daries of  solids  are  ew^aeea.  

ParaUd  lines  are  lines  in  the  same  plane 

which  are  equally  distant  from  each  other     

at  every  part  (fig.  1). 

Horisontcd  lines  are  such  as  are  parallel  to  the  horizon,  or  level. 

Vertical  Unes  are  such  as  are  parallel  to  the  position  of  a  plumb-line 
suspended  freely  in  a  stiU  atmosphere. 

Inclined  Unes  occupy  an  intermediate  between  horizontal  and  vertical 
lines.  Also  two  lines  which  converge  towards  each  other,  and  if  produced, 
would  meet  or  intersect,  are  said  to  incline  to  each  other. 


„Googlc 


eEOUETECIOAL  DEFINITIONS  ASD  TEMHUIOAUrrKS, 

An  angle  is  the  opening  between  two  straight  lines  which  meet  one 
another.  "  "When  eeveral  angles  are  at 
one  point  B,  any  one  of  them  is  expressed 
by  three  letters,  of  which  the  letter  that 
is  at  the  vertex  of  the  angle,  that  is,  at 
the  point  in  which  the  straight  lines  that 
contain  the  angle  meet  one  another,  is 
rig.  2.  put  between  the  other  two  letters  :  Thus 

the  angle  which  is  contained  by  the 
t  lines,  AB,  CB,  is  named  the  angle  ABC,  or  CBA ;  but  if  there  be 
only  one  angle  at  a  point,  it  may  be  expressed  by  a  letter  placed  at  that 
point ;  as  the  angle  at  E.' 

When  a  straight  Hue  standing  on  another  straight  line  makes  the  adja- 
cent angles  equal  to  one  another,  each  of  the  angles  is  called  a  right  angle  ; 
and  the  straight  lines  are  said  to  he  perpendiaular  to  each  other  (fig.  3). 
An  obtuse  a/ngle  is  that  which  is  greater  than  a  right  angle  (fig.  4). 


An  aeute  angle  is  that  which  is  less  than  a  right  angle  (fig.  5). 

A  iricmgle  is  a  flat  surface  bounded  by  three  straight  lines ;  when  the 
three  sides  are  equal,  the  triangle  is  equilateral ;  when  only  two  of  its 
sides  are  equal,  iaoacdea;  when  none  equal,  sccdme;  when  one  of  the 
angles  is  a  right  angle,  the  triangle  is  right  arigled,  and  then  the  longest 
side,  or  that  opposite  the  right  angle  is  called  the  hypothermse.  The 
upper  extremity  of  the  triangle  is  called  the  apex,  the  bottom  line  the 
iaae,  and  the  two  other  including  lines  the  sides. 

A  Quadrilateral  figure  is  a  surface  boimded  by  four  straight  lines. 


Fig.  I.  Fig.  8.  Fig.  9.  Pig.  10. 

When  the  opposite  sides  are  parallel,  it  is  a  parallelogram ;  if  its  angl 


Hosted  byGoOglC 


OKOMBTBIOAi,  DEFDirnONB   AND  TECHNIOALriTES.  3 

are  riglit  angles,  it  is  a  rectangle  (fig,  T) ;  if  the  sides  are  also  equal,  it  is  a 
square  (fig.  8) ;  if  all  the  sides  are  equal,  but  the  angles  not  right  angles, 
it  18  a  rhoTThbus  (fig,  9).  A  tra/pssimm  has  only  two  of  its  sides  parallel  (fig. 
10).  A  diagonal  is  a  straight  line  joming  two  opposite  angles  of  a  figure. 
Plane  figures  of  more  than  four  sides  are  called  ipokjgons.     When  the 

Ftg-  IS.  Fig,  11. 


Pig.  IB. 


Fpntogon,  Bts  side*.  EexigOD,  di  Bides.  Heptagon,  asTen  A&».  OcCigon,  elgbt  Aies. 

sides  are  equal,  they  are  regvlm'  polygona  j  of  which  figs,  11-14  are  ( 
amples,  annexed  to  which  are  their  respective  designations. 

A  cvrde  is  a  plane  figure  contained  by  one  line, 
which  is  called  the  cwciimfereTice,  and  is  Buch  that  all 
straight  lines,  drawn  from  a  certain  point  mthin  the  / 
figure  to  the  circumference,  are  equal  to  one  another.  [ 
And  this  point  is  called  the  cenire  of  the  circle. 

The  term  cvrde  ia  very  generally  used  for  the  c 
cumference,  and  will  be  found  to  be  employed  in  this 
work  with  this  twofold  meaning. 

Any  straight  line  drawn  from  the  centre  and  terminating  in  the  cir- 
cumference is  termed  a  radius  ;  if  drawn  through  the  centre,  and  termi- 
nated at  each  end  by  the  circumference,  it  ia  termed  a  diawMer. 

An  a/rc  of  a  circle  is  any  part  of  the  circumference. 

A  sector  of  a  circle  is  the  space  enclosed  by  two  radii  and  the  inter- 
cepted are.    When  the  radii  are  at  right  angles,  the  space  is  called  a 
rwnt  as  to  one-fourth  of  a  circle.    Half  a  circle  is 

A  chord  is  a  straight  line  joining  the 
extremities  of  an  arc,  aa  ah.  The  space 
cut  oflf  by  the  chord  is  termed  a  segment. 

A  t<mgeni  to  a  circle  or  other  curve 
ia  a  straight  line  which  touches  it  at  only 
one  point,  b&  c  d  touching  the  circle  at 
only  e.  ^_ 

Circles  are  concentric  when  described  ne.i«t 

fi^m  the  same  centres.     Eccentric  when  described  from  different  centres. 

Triangular  or  other  figures  with  a  greater  number  of  sides  are  imorihed 
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Fig,  la. 


m  a  circle,  or  eirctimsor'^ed  hy  it,  wlien  the  vertex  of  all  its  angles  are  in 
the  circumference  (fig.  17). 

A  circle  is  inscribed  in  a 
Btraight-sided  figure,  when  it 
is  tangent  to  all  the  sides  (flg. 
18). 

AH  regular  polygons  may- 
be inscribed  in  circles,  and 
circles  may  be   inscribed  in 
polygons;  hence  the  facility 
with  which  polygons  may  be  constructed. 

For  the  measurement  of  angles,  the  circumference  of  a  circle  is  divided 
into  360  equal  arcs,  called  deffreea  °, 
which  are  again  subdivided  into  min- 
utes '  and  seconds  ' ;  60  minutes  to  a 
degree,  and  60  seconds  to  a  minute, 
the  vertex  of  the  angle  being  placed 
at  the  centre  of  the  circle ;  the  angle 
is  measured  by  the  arc  enclosed  be- 
tween the  sides.  Thus  the  angle 
DOB  is  measured  by  the  arc  DE ;  the 
line  DH,  a  line  drawn  from  one  ex- 
tremity of  the  arc  perpendicular  to 
the  radius  passing  through  the  other 
extremity  is  called  the  ame  of  the 
^iB- 18-  angle,  GD  is  the  cosine,  HB  the  versed 

sine,  AB  the  tamgent,  FE  the  cotangent,  AC  the  seermt,  and  CE  the  cosecant. 
An  ellipse  is  an  oval-shaped  curve  from  any  point  P  in  which,  if  strai^t 
lines  be  drawn  to  two  fixed  points 
FF',  their  sum  will  be  always  the 
same.  FF'  are  the  foci,  the  line 
passing  through  the  foci  is  called 
the  transverse  axis,  the  line  CD 
Lb  perpendicular  to  the  centre  of 
this  line  the  conjugate  axis. 

A  ^wrahda  is  a  curve  in 
which  any  point  P  is  equally  dis- 
tant from  a  certain  fixed  point 
F  and  a  straight  line  KK' ;  thus, 
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PF  is  always  equal  to  PD— .    F  is  called  the  foms,  and  the  line  KK'  the 
direciaix  (fig.  21). 


An  hyperbola  ie  a  curve  from  any  point  P  in  which,  if  two  straight  lines 
be  drawn  to  two  fixed  points  FF'  ih&fociy  their  difference  shall  always  be 
the  same  (fig.  22). 

A  eydcnd  m  the  curve  described  by  a  point  P  in  the  circumference  of 


ng.  K. 


Flg,M. 


a  circle  which  rolls  along  an  extended  straight  line  until  it  has  completed 
a  revolution. 

If  the  circle  be  rolled  on  the  circumference  of  another  circle,  the  curve 
then  described  by  the  point  P  is  called  an  epicydoid  (fig.  24). 

Epicycloidfl  are  external  or  mtemal,  according  a&  the  rolling  or  gen£r- 
atmff  circle  revolves  on  the  outside  or  inside  of  the  fimdamm,tal  circle. 
The  internal  epicycloid  is  sometimes  called  a  h 


OF     SOLIDS. 


Aprism  is  a  solid  of  which  the  ends  are  equal,  similar,  and  parallel 
straight-sided  figures,  and  of  which  the  other  sides  are  parallelograms. 
When  all  the  sides  are  squares,  it  is  called  a  ouhe  (fig.  25). 

A^pyratmd  is  a  solid  having  a  straight-eided  base,  and  triangular  sides 
terminating  in  one  point  or  vertex  (fig.  26). 

Prisms  and  pyramids  are  distinguished  as  triangular,  quadrangular, 
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pentagonal,  hexagonal,  &c.,  according  as  the  base  has  three,  four,  five,  s 
sides,  &c. 


lig  as  Fig  St.  Fig   2T 

A  ^here  or  globe  (fig  27),  is  a  solid  bounded  by  a  unitonnly  curved 
surface,  every  point  of  which  is  equally  distant  from  the  ctntre,  a  point 
within  the  sphere.  A  line  passing  through  the  centre,  and  terminating 
both  ways  at  the  surface,  is  a  diameter. 


Fig.  as.  rig.  as.  Fig.  so. 

A  cyTAfid&e  is  a  round  solid  of  uniform  thickness,  of  wliieh  the  ends  are 
equal  and  parallel  circleB  (fig.  28). 

A  &yne  ia  a  round  solid,  with  a  circle  for  its  base,  and  tapering  uni- 
formly to  a  point  at  the  top  (fig.  29). 

When  a  solid  is  cut  through  transversely  by  a  plane  parallel  to  the 
base,  the  part  cut  off"  is  a  segment,  and  the  part  remaining  is  afrusirum  of 
the  solid.     The  latter  term  is  usually  limited  to  pyramids  and  cones. 


The  tetrahedron,  bovmded  bj  four  equilateral  triangles  (fig  30) 
The  hexaliednm,  or  cube,  bounded  by  six  squares  (fig.  31). 
The  octahedron,  bounded  by  eight  equilateral  triangles  (fig.  32). 
The  dodecahedron,  bounded  by  twelve  pentagons  (fig.  33). 
The  icosahedron,  bounded  by  twenty  equilateral  triangles  (fig.  34). 
Eegular  solids  may  be  eircuinscribed  by  spheres,  and  spheres  may  be 
inscribed  in  regular  solids. 
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DEAWING   INSTEUMEKTS. 

Lead  ^eraci?.— Pencils  are  of  various  qualities,  distinguished  by  letter 
marks,  of  wMcli  the  most  common  in  use  by  draftsmen  are  HH  and  HHM. 
The  pencil  used  for  drawing  straight  lines  should  be  sharpened  to  a  chisel 
edge ;  for  making  dots  and  marking  points  (.),  the  pencil  should  have  a 
round  sharp  point.  Pencil  lines  intended  to  he  made  permanent  in  ink, 
should  be  drawn  quite  dehcately.  The  pencil  should  not  be  held  tightly ; 
a  slight  bold  without  slackness,  inclined  a  little  to  the  side  toward  which 
the  line  is  drawn.  Never  extend  the  line  beyond  what  is  necessary,  and 
avoid  as  much  as  possible  the  use  of  rubber,  as  it  roughs  the  paper,  mak- 
ing it  difficult  to  trace  a  smooth  line  in  ink,  and  readier  to  receive  and 
retain  duat. 

The  common  ruler  or  straight  edge. — Enlers  should  be  of  close-grained, 
thoroughly  seasoned  wood,  such  as  mahogany,  maple,  pear,  &c.  They 
should  be  about  \  of  an  inch  thick,  bevelled  a  little  on  one  edge,  and  from 
1  to  2^  inches  wide,  according  to  their  length.  Every  draftsman  should 
have  at  least  two  rulers,  the  shortest  from  9  inches  to  a  foot  long,  and  the 
other  as  long  as  he  may  require  in  his  drawing.  Aa  the  accuracy  of  a 
drawing  depends  greatly  on  the  straightness  of  the  lines,  the  bevelled  edge 
of  the  ruler  should  be  perfectly  straight.  To  test  this,  place  a  sheet  of 
paper  on  a  perfectly  smooth  board ;  insert  two  very  fine  needles  in  an  up- 
right position  through  the  paper  into  the  board,  distant  from  each  other 
nearly  the  length  of  the  ruler  to  be  tested ;  bring  the  edge  of  the  ruler 
against  these  needles,  and  draw  a  line  from  one  needle  to  the  other ;  re- 
verse the  ruler,  bringing  the  same  edge  on  the  opposite  side  and  against 
the  needles,  and  again  draw  a  line.  If  the  two  lines  coincide,  the  edge  is 
straight ;  but  if  they  disagree,  the  ruler  is  inaccurate.  When  one  ruler 
has  been  tested,  the  other  can  be  examined  by  placing  their  edges  against 
the  correct  one,  and  holding  them  between  the  eye  and  the  light. 

IHtmgles  are  made  of  the  same  kinds  of  wood  as  the  ruler,  and  some- 
what thinner,  and  of  various  sizes.  They  should  be  right-angled,  with  acute 
angles  of  45°,  or  of  60°  and  30°,  The  most  convenient  size  for  general  use 
measures  from  3  to  6  inches  on  the  side.    A  larger  size  from  8  to  10  inches 
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long  on  tlie  side  is  conTenient  for  making  drawings  to  a  large  scale.      Gi- 
eular  openings  are  made  in  the  body  of  the  triangle  for  the  insertion  of  the 
end  of  the  finger  to  give  facility  in  eliding  the  triangle  on  the  paper.    Tri- 
angleB  we  sometimes  made  as  large  as  15  to  18  inches  on  the  side  ;  but  in 
this  ease  they  are  framed  in  three  pieces  of  about  1{ 
wide,  leaving  the  centre  of  the  triangle  open.     The 
value   of  the  triangle   in    drawing   perpendicular 
lines  depends  on  the  accuracy  of  the  right  angle. 
To  test  this  (fig.  36),  draw  a  Hne  with  an  accurate 
ruler  on  p^er.     Place  the  right  angle  of  the  tri- 
angle near  the  centre  of  this  line,  and  make  one 
of  the  adjacent  sides  to  coincide  with  the  line ;  now 
draw  a  Une  along  the  other  adjacent  side,  which, 
if  the  angle  is  strictly  a  right  angle,  will  be  per- 
pendicular to  the  first  line.     Turn  the  triangle  on 
this  perpendicular  side,  bringing  it  into 
the  position  ABC ;  if  now  the  sides  of 
the  triangle  agree  with  the  line  BC  and 
AB,  the  angle  is  a  right  angle,  and  the 
sides  straight.     The  straightneas  of  the 
hypothenuse  or  longest  side  can  be  tested 
like  a  common  ruler. 
The  triangle  is  used  for  the  drawing  of  lines  parallel  or  perpendicular 
to  each  other.    Thns  (fig.  37),  if  it  were  required  to  draw  lines  parallel 
£uid  perpendicular  to  c  d,  place 
one  side  of  the  triangle  so  as  to 
coincide  accurately  with  the  given 
hne  cd;  keeping  the  triangle  in 
this  position  with  the  right  hand, 
bring  the  edge  of  the  ruler  against 
the  hypothenuse  of  the  triangle ;  if 
now  the  ruler  be  held  securely  by 
the  left  hand,  the  triangle  may  be 
'*°''  shd  along  the  edge  of  the  ruler, 

and  any  line  drawn  along  the  upper  side  of  the  triangle  will  be  parallel  to 
the  line  c  (?,  and  the  lines  drawn  along  the  other  side  of  the  triangle  will 
be  perpendicular  to  this  same  hne ;  in  this  way  a  rectangle  may  be  drawn 
through  three  given  points  without  moving  the  position  of  the  ruler. 

It  is  evident  that  for  the  drawing  of  parallel  lines  merely,  either  side 
may  be  brought  in  contact  with  the  ruler ;  but  the  longer  the  side  in  con- 
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tact,  the  more  accnrately  may  the  paralleliem  be  preserved  in  sliding  the 
triangle. 

The  T  as^iare  is  a  tIiin""Btraight  edge"  or  ruler,  a,  fitted  at  one 
end  with  a  stock,  5,  applied  transversely  at  right  angles.  The  stock 
being  eo  formed  as  to  fit  and  sKde  against  one  edge  of  the  drawing  board, 
the  blade  reaches  over  the  surface,  and  presents  an  edge  of  its  own  at  right 
angles  to  that  of  the 
board,  by  which  par- 
allel straight  lines 
may  be  drawn  npon 
the  paper.  To  suit 
a  41-inch  board,  the  ^^  '  "  ■" 
blade  should  meas-  ^e-  ^ 

ure  40  inches  long  clear  of  the  stock,  or  one  inch  shorter  than  tiae  board, 
to  remove  risk  of  injury  by  overhanging  at  the  end ;  it  should  be  2^ 
inches  broad  by  /j  inch  thick,  as  this  section  makes  it  sufficiently  stiff 
laterally  and  vertically.  The  tip  of  the  blade  may  be  secured  from 
splitting  by  binding  it  with  a  thin  strip  inserted  in  a  saw-cut.  The 
stock  should  be  14  inches  long,  to  give  sufficient  bearing  on  the  edge  of 
the  board,  2  inches  broad  and  f  inch  thick,  in  two  equal  thicknesses 
glued  together.  With  a  blade  and  stock  of  these  sizes,  a  well  propor- 
tioned T  square  may  be  made,  and  tlie  stock  will  be  heavy  enough  to  act 
as  a  balance  to  the  blade,  and  to  relieve  the  operation  of  handling  the 
square.  The  blade  should  be  sunk  flush  into  the  upper  half  of  the  stock 
on  the  inside,  and  very  exactly  fitted.  It  should  be  inserted  full  breadth, 
as  shown  in  the  figure  ;  notching  and  dovetailing  is  a  mistake,  as  it  weak- 
ens the  blade,  and  adds  nothing  to  the  security.  The  lower  half  of  the 
stock  should  be  only  1  f  inches  broad,  to  leave  a  J-inch  check  or  lap,  by 
which  the  upper  half  rests  firmly  on  the  board  and  secures  the  blade  lying 
flatly  on  the  paper. 

For  the  smaller  sizes  of  board,  reduce  the  proportions  of  both  the  blade 
and  the  stock. 


One  half  of  the  stock,  c  (fig.  39),  is  in  some  cases  made  loose,  to  turn 
npon  a  brass  swivel  to  any  angle  with  the  blade  a,  and  to  be  clenched  by 
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a  screwed  nut  and  washer.  The  loose  stock  is  nseful  for  drawing  parallel 
linea  obliquely  to  the  edges  of  the  board,  such  as  the  threads  of  screws, 
oblique  columns,  and  connecting-rods  of  steam-engines.  A  square  of  this 
sort  should  be  rather  as  an  addition  to  the  fixed  square,  and  used  only 
when  the  bevel  edge  is  required,  as  it  is  not  so  handy  as  the  other. 

The  edges  of  the  blade  should  be  very  slightly  rounded,  as  the  pen  will 
thereby  work  the  more  freely.  It  is  a  mistake  to  chamfer  the  edges,  that 
is,  to  plane  tliera  down  to  a  very  thin  edge,  as  is  sometimes  done  with  the 
object  of  insuring  a  correct  position  of  the  lines ;  for  the  edge  is  easily 
damaged,  and  the  pen  is  liable  to  catch  the  edge,  and  to  leave  ink  upon  it. 
A  small  hole  should  be  made  in  the  blade  near  the  end,  by  which  the 
square  may  be  hung  up. 

In  many  drawing  cases  will  be  found  the  parallel  ruler  (fig.  40),  consist- 
ing of  two  rulers  connected 

by   two   bars    moving   on 

— I        pivots,  and  so  adjusted  that 
the  rulers,  as  they  open, 
form  the  sides  of  a  paral- 
lelogram. The  edge  of  one 
Jig.  40.  of  thfi  rulers  being  retained 

in  a  position  coinciding 
with,  or  parallel  to  a  given  line  ;  the  other  ruler  may  be  moved,  and  lines 
drawn  along  its  edge  must  also  be  parallel  to  the  given  line.  This  instru- 
ment is  only  useful  in  drawing  small  parallels,  and  in  accuracy  and  con- 
venience does  not  compare  with  the  triangle  and  ruler  or  T  square. 


SWEEPS    AND    VAEIABI.E    0TJEVE8, 

For  drawing  circular  arcs  of  large  radius,  beyond  the  range  of  the  or- 
dinary compasses,  thin  slips  of  wood,  termed  sweeps,  are  usefully  employed, 
of  which  one  or  both  edges 
are  cut  to  the  required  circle. 
For  curves  which  are  not 
circular,  but  variously  ellip- 
tic or  otherwise,  "universal 
sweeps,"  made  of  thin  wood, 
of  variable  curvature,  are 
very  serviceable.  The  two 
Fit  «.  ono  fonxth  Ml  siie.  examples  have  been  found 

from  experience  to  meet  almost  all  the  requirements  of  ordinary  drawing 
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practice.  "Whatever  be  the  nature  of  the  curve,  some  portion  of  the  uni- 
versal sweep  ■will  be  found  to  coincide  with 
its  commeneement,  and  it  can  be  continued 
throughout  ite  extent  by  applying  si 
ench  pai'ts  of  the  sweep  as  are  suitable,  taking 
care,  however,  that  the  continuity  is  not  in- 
jured by  unskilful  junction. 

!No  varnish  of  any  description  should  be  applied  to  any  of  the  wooden 
instruments  need  in  drawing,  aa  the  best  varnish  will  retain  dust,  and  soil 
the  paper.  Use  the  wood  in  its  natural  state,  keeping  it  carefully  wiped. 
Various  other  materials  besides  wood  have  been  used,  as  steel  for  the  blades 
of  the  T  square  and  the  ruler ;  the  objection  is  the  liability  to  soil  the 
paper.  Glass  is  frequently  used  for  the  ruler  and  the  triangle,  and  r 
its  correctness  of  edge  and  angle,  but  too  heavy  in  use,  and  liable  of  & 
to  fracture. 


THE    COMPASSES     OR    DIVrDEKS. 

The  best  compasses  are  constructed  with  joints  of  two  different  metals, 
as  steel  and  brass,  whereby  the  wear  is  more  equal,  and  the  motion  of  the 
legs  uniform  and  steady,  and  not  subject  to  sudden  jerks  in  opening  or 
shutting.  This  motion  will  occasionally  require  some  adjustment  to  render 
it  uniformly  smooth,  and  to  move  stiffer  or  easier  at  pleasure,  but  so  that 
they  may  keep  steadily  any  position  that  may  be  given  to  them.  This  ad- 
justment is  performed  by  the  application  of  a  tumscrew  to  the  axis  of  the 
joint.  In  the  common  compasses,  a  simple  screw  forms  the  axis,  which 
may  be  turned  with  a  screwdriver ;  but  in  the  best  made  instruments,  a 
steel  pin  passes  through  the  joints,  having  at  one  end  a  head  of  brass 
riveted  fast  upon  it,  and  on  the  other  end  a  similar  plate  or  nut  is  screwed, 
on  a  diameter  of  which  are  drilled  two  small  holes  for  the  application  of  a 
key  (fig.  43).  The  points  of  a  well  made  instrument  should  be 
of  steel  so  tempered,  as  neither  to  be  easily  bent  or  blunted ;  not 
too  fine  and  tapering,  and  yet  meeting  closely  when  the  com- 
passes are  shut. 

Instruction  for  using  dividers,  which  are  applied  only  to 
measure  and  transfer  distances  and  dimensions,  may  appear 
supei-fluous;  but  ^ere  are  a  few  simple  directions  which  may  s 
young  draughtsman  much  perplexity  and  loss  of  time.    It  is,  of  course,  de- 
sirable to  work  the  compasses  in  such  a  manner  that,  when  the  dimension 
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is  taken,  it  may  suffer  no  diBtnrbance  in  its  transfer  from  ttie  scale  to  the 
drawing.  In  order  to  this,  the  instrument  is  to  be  held  by  the  head  or 
joint,  the  forefinger  resting  on  the  top  of  the  joint,  and  the  thumb  and 
second  finger  on  either  side.  When  held  in  this  way,  there  is  no  pressure 
except  on  the  head  and  centre,  and  the  dimension  between  the  points  can- 
not be  altered ;  but  if  the  instrument  be  clumsily  seized  by  a  thumb  on 
one  leg,  and  two  fingers  on  the  other,  the  pressure,  in  the  act  of  transfeiy 
ence,  must  inevitably  contract,  in  some  small  degree,  the  opening  of  the 
compasses ;  £Uid  if  the  dimension  has  to  be  set  off  several  times,  the  proba- 
bility 18,  that  no  two  transfers  will  be  exactly  the  same.  And  whilst  it  is  all 
important  to  keep  the  dimension  exact,  it  is  also  desirable  to  manipulate  in 
such  a  way,  when  setting  off  the  same  dimension  a  number  of  times,  that 
the  point  of  position  be  never  lost.  Persons  unaccustomed  to  the  use  of 
compasses,  are  very  apt  to  turn  them  over  and  over  in  the  6<mis  direction, 
when  laying  down  a  number  of  equal  measures,  and  this  necessitates  a  fre- 
quent change  of  the  finger  and  thumb,  which  direct  the  movement  of  the 
instrument ;  the  consequence  is,  either  that  the  fixed  leg  is  driven  deep 
into  the  drawing,  or  it  loses  position.  !Now,  if  the  movement  be  alternately 
above  and  below  the  line  on  which  the  distances  are  being  set  off,  the  com- 
^-=^  passes  can  be  worked  with  great  freedom  and  deHeacy,  and 
\  I  without  any  liability  to  shifting.  If  a  straight  line  is  drawn,  and 
semicircles  be  described  alternately  above  and  below  the  line,  it 
wiU  show  the  path  of  the  traversing  foot.  If  the  two  movements 
are  tried,  the  superiority  of  the  one  recommended  will  at  once  be 
discovered.  The  forefinger  rests  gently  on  the  head ;  and  the 
thumb  and  second  finger,  without  changing  from  side  to  side, 
direct  the  movement  for  setting  off  any  number  of  times  that 
may  be  required. 

The  ham  compaesee  (fig.  44}  is  constructed  in  the  same  man- 
ner as  the  common  compasses.  The  only  difference  consists  in  a 
contrivance,  whereby  the  lower  or  point  half  of  one  shank  can 
be  moved  a  very  small  quantity  either  towards  or  from  the  other 
point,  so  that  when  the  compasses  are  opened  nearly  to  the  re- 
quired extent,  by  the  help  of  the  screw  I  the  points  may  be  set 
with  great  precision,  which  cannot  be  done  so  well  by  the  motion 
of  the  joints  alone. 

Compasses  with  mwdhlepmnts  (fig.  45)  is  a  pair  of  compasses 
of  which  the  point  half  of  one  of  the  legs  is  movable,  to  admit 
^^  **"     of  adapting  singly  a  pen,  a  pencil,  or  a  dotting  point.     The  pen 
point  is  used  for  drawing  circles  or  arcs  with  ink.    The  pencil  point  is  a 
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a  tube  adapted  to  hold  a  piece  of  lead  pencil  for  describing  circles  or  aree, 

and  the  dotting  point  consists  of  two  blades,  between  which  revolves  a 

small  wheel,  with  numerous  points  round  its 

circumterence,  resembling  the  rowel  of  a  spur. 

The  space  between  the  blades  being  supplied 

with  Indian  ink,  as  the  compasses  describe  a 

circle  or  arc,  each  point,  as  the  wheel  revolves, 

wiU  pass  through  the  ink,  and  transfer  it  to 

the  paper  beneath,  making  equidistant  dots  in 

the  circle  which  the  compasses  describe. 

The  movable  points  have  a  joint  in  them,  6- 
just  under  that  part  which  locks  into  the 
shank  of  the  compasses,  by  which  tiie  part  be- 
low the  joint  may  be  set  perpendicular  to  the 
plane  on  which  the  lines  are  described,  when 
the  compasses  are  open. 

An  additional  piece,  called  a  lengthening    1 1 
■  bar,  is  frequently  applied  to  these  compares,    "^ 
to  enable  them  to  strike  larger  circles,  or  mea^ 
sure  greater  extents  than  they  otherwise  could.     The  annexed  engraving 
represents  this  instrument  and  its  appendages, 

A,  the  compasses,  with  a  movable  point  at  B ;  0  and  D,  the  joints  to 
set  each  point  perpendicular  to  the  paper ;  E,  the  pencil  point ;  F,  the  pen 
point ;  Or,  the  lengthening  bar. 

Bow  compasses. — ^These  are  a  small  pair,  either  having  a 
point  for  ink  or  pencil,  used  to  describe  small  arcs  or  circles, 
which  they  do  more  conveniently  than  large  compasses.     Fig. 
46  is  adapted  for  describing  area  of  a  radius  intermediate  between 
those  described  by  the  above-named  compasses,  and 
those  capable  of  being  produced  by  the  bows  repre- 
sented by  flg,  47.     In  fig.  46,  the  legs  can  be  o 
considerable  width  by  the  joint,  whilst  in  fig.  47,  the 
opening  is  limited,  the  two  blades  or  legs  being  formed 
out  of  one  solid  piece  of  steel,  and  tempered  so  as  to 
form  a  spring  at  the  upper  part ;  the  spring  of  the  two 
blades  is  then  kept  in  obedience  by  an  adjusting  screw 
D,  by  which  the  two  points  may  be  set  to  any  required  , 
degree  of  minuteness,  and  very  small  circles  may  be 
described  with  precision.  Fig.  *e.      ng.  a. 

The  pen  bows  (figs.  48,  49)  are  similar  in  their  construction  to  the  pen- 
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ively  cleaned  after  ui 


cil  bows.  In  fig.  49  there  is  a  second  joint  A,  ty  -whicli,  when  the  instru- 
ment is  open  for  nee,  tlie  pen  may  be  set  perpendicular,  or  nearly  so,  to 
the  paper,  which  is  essential  in  the  uae  of  the  draw- 
ing pen. 

Similar  to  fig.  48  in  their  construction  are  the 
spring  dividers  (fig.  50),  particularly  useful  for  re- 
peating divisions  of  a  small  but  equal  extent,  a 
practice  that  has  acquired  the  name  of  stepping. 

The  da-awing  pen  (fig.  51)  is  used  for  drawing 
straight  lines.  It  consists  of  two  blades  with  steel 
points  fixed  to  a  handle ;  and  they  are  so  bent,  that  a 
sufficient  cavity  is  leti  between  them  for  the  ink,  when 
the  ends  of  the  steel  points  meet  close  together,  or 
nearly  so.  The  blades  are  set  with  the  points  more 
or  less  open  by  means  of  a  millheaded  screw,  so  as 
to  draw  lines  of  any  required  fineness  or  thickness. 
One  of  the  blades  is  framed  with  a  joint,  so  that  by 
IS  may  be  completely  opened,  and  the  points 
The  ink  is  to  be  put  between  the  blades  by 
pen,  and  in  using  the  pen  it  should  be 
slightly  inchned  in  the  direction  of  the  line  to  be 
dra^vn,  and  care  should  be  taken  that  both  points 
touch  the  paper ;  and  these  observations  equally  apply 
to  the  pen  points  of  the  compasses  before  described. 
The  drawing  pen  should  be  kept  close  to  the  ruler 
or  straight  edge,  and  in  the  same  direction  during 
the  whole  operation  of  drawing  the  hne.  Care 
must  be  taken  in  holding  the  straight  edge  firmly 
with  the  left  hand,  that  it  does  not  change  its  posi- 
tion. 

For  drawing  close  parallel  lines  in  mechanical 
and  architectural  drawings,  or  to  represent  canals 
or  roads,  a  double  pen  (fig.  52)  is  frequently  used, 
with  an  adjusting  screw  to  set  the  pen  to  any  re- 
quired small  distance.  This  is  usually  called  the 
road  pen.  The  best  pricking  point  is  a  fine  needle 
held  in  a  pair  of  forceps  (fig.  53).  It  is  used  to  mark 
the  intersection  of  lines,  or  to  set  off  divisions  from 
the  plotting  scale  and  protractor.  This  point  may 
Fig,  61.  Fig,  62.     Fig.  M.      ^^^°  ^®  "^^"^  *^  ^^^^^  through  a  drawmg  upon  an 
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intended  copy,  or,  the  needle  being  reversed,  the  eye  end  forma  a  good 
tracing  point. 

For  filling  up  the  broad  lines  of  borders,  a  goose  (jiiill  is  often  used 
with  a  short  nib  and  no  elit  (fig.  54).     In  drawing  with  this  pen,  incline 


the  drawing-board  eo  that  the  ink  will  follow  the  pen,  which  prevents  blots 
or  the  accumulation  of  too  much  ink  at  any  one  point. 

The  dottmg  fovni  (fig.  55)  resembles  a  drawing  pen,  except  that  the 
points  are  not  so  sharp.  On  the  back  blade,  as  seen  in  the  engraving,  is  a 
pivot,  on  which  may  be  placed  a  dotting  wheel,  a,  resembling  the 
rowel  of  a  spur ;  the  screw  J  is  for  opening  the  blades  to  remove  the  \—k 
wheel  for  cleaning  after  nse,  or  replacing  it  with  one  of  anodier 
character  of  dot.  The  cap  c,  at  the  upper  end  of  the  instrument,  is 
a  box  containing  a  variety  of  dotting  wheels,  each  producing  a  dif- 
ferent shaped  dot.  These  are  used  as  distinguishing  marks  for  dif- 
ferent classes  of  boundaries  on  maps  ;  for  instance,  one  kind  of  dot 
distinguishes  county  boundaries,  another  kind  town  boundaries,  a 
third  kind  distinguishes  that  which  is  both  a  county  and  a  town 
boundary,  &c.,  &c.  In  using  this  instrument,  the  ink  must  be  in- 
serted between  the  blades  above  the  dotting  wheel,  so  that,  as  the 
wheel  revolves,  the  points  shall  pass  through  the  ink,  each  carrying 
with  it  a  drop,  and  marking  the  paper  as  it  passes.  It  sometimes 
happens  that  the  wheel  will  revolve  many  times  before  it  begins  to 
deposit  its  ink  on  the  drawing,  thereby  leaving  the  first  part  of  the 
line  altogether  blank,  and  in  attempting  to  go  over  it  again,  the  first 
made  dots  are  liable  to  get  blotted.  This  evil  may  be  mostly  reme- 
died by  placing  a  piece  of  blank  paper  over  the  drawing  to  the  very  point 
the  dotted  line  is  to  commence  at,  then  begin  with  drawing  the  wheel  over 
the  blank  paper  first,  so  that  by  the  time  it  will  have  arrived  at  the  proper 
point  of  commencement,  the  ink  may  be  expected  to  fiow  over  the  points 
of  the  wheel,  and  make  the  dotted  line  perfect  as  required. 

Drawing  pins  (fig,  56)  are  used  to  hold  paper  down  upon  a 
drawing  or  other  board  in  any  required  position,  and  in  most 
cases  answer  better  than  heavy  weights,  which  are  frequently 
used  for  that  purpose,  as  the  board  may  be  shifted  from  place 
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to  place  without  moving  the  paper.  They  consist  of  a  hrasa  head,  with 
a  eteel  point  at  right  angles  to  its  plane.  A  represents  it  as  seen  edgewise, 
and  B  as  seen  from  above. 


Fig.  57  represents  the 


nsual  scale  to  be  fonnd  in  the  common  boxes  of 
drawing  instruments.  It  contains,  on  its 
two  sides,  simply  divided  scales,  a  diagonal 
scale  and  a  prot^a<itor.  The  simply  divided 
scales  consist  of  a  series  of  equal  divisions  of 
an  inch,  which  are  numbered  1,  2,  3,  &c., 
beginning  from  the  second  division  on  the 
left  band. 

It  will  be  seen  (figs.  57,  58)  that  the  dif- 
ferent scales  are  marked  30,  35,  40,  &c.,  and 
that  the  upper  part  of  the  left  division  in 
each  is  subdivided  into  twelve  equal  parts, 
and  that  the  lower  part  of  the  same  division 
is  subdivided  into  ten  equal  parts.  If  now 
these  last  subdivisions  or  tenths  be  consid- 
ered as  units,  one  mile,  or  one  chain,  or  one 
foot,  then  each  primary  division  will  repre- 
sent ten  units,  ten  miles,  ten  chains,  or  ten 
feet,  and  the  scale  is  said  to  be  30,  35, 40  (ac- 
cording to  the  scale  selected)  miles,  chains, 
or  feet  to  the  inch.  Thus,  suppose  that  it 
were  required  on  a  scale  of  30  feet  to  the 
inch,  to  lay  ofi"  47  feet.  On  the  scale  marked 
30,  place  one  point  of  the  compasses  or  di- 
viders at  4,  and  bring  the  other  point  to  the 
7th  lower  subdivisions,  counting  from  the 
right,  and  we  have  the  distance  required. 
Each  of  the  primary  divisions  may  be  re- 
garded as  unit,  one  foot  for  instance ;  then 
the  upper  subdivisions  are  twelfths  of  a  foot 
or  inches,  and  the  lower  subdivisions  tenths 
of  an  inch. 

In  fig.  57,  the  scales  are  marked  at  the 
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left,  in.,  i,  i,  i,  but  the  divisions  and  subdivisions  are  as  above.  In  this 
fig.,  the  primary  divisions  are  one  inch,  |,  i,  and  j  of  an  inch,  Tliese  scales 
are  more  generally  used  for  drawings  of  machinery  and  of  architecture. 
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■while  fig.  58  are  for  topographical  drawings.  The  application  of  these 
scales  are  similar  to  those  already  described,  "WTien  the  primary  divisions 
are  considered  inches,  then  the  drawings  wUl  be  each  full,  I,  ^,  or  ^  size, 
according  to  the  scale  adopted. 

On  the  selection  of  the  scale. — In  all  working  architectural  and  me- 
chanical drawings,  use  as  large  a  scale  as  possible  ;  neither  depend,  even 
in  that  ease,  that  the  mechanics  employed  in  the  construction  will  measure 
correctly,  but  write  in  the  dimensions  as  far  as  practicable.  For  arcliitec- 
tural  plans,  the  scale  of  J-  an  inch  to  the  foot  is  one  of  very  general  use, 
and  convenient  for  the  mechanic,  as  the  common  two-foot  rule  carried  by 
ail  mechanics  is  subdivided  into  Jtlis,  ^ths,  and  sometimes  sixteenths  of  an 
inch,  and  the  distances  on  a  drawing  to  this  scale  can  therefore  be  easily 
measured  by  them.  This  fact  should  not  be  lost  sight  of  in  working  draw- 
ings. When  the  dimensions  are  not  written,  make  use  of  such  scales  that 
the  distances  may  be  measured  by  the  division  of  the  conmion  two-foot 
rule ;  thus,  in  a  scale  of  i  or  J-  full  size,  6  inches  or  3  inches  represent 
one  foot ;  in  a  scale  of  an  inch  to  the  foot  or  twelfth  fuU  size,  each  \  an 
inch  represents  6  inches,  {  3  inches  ;  but  when  ^  or  y's  an  inch  to  the  foot, 
or  any  similar  scale,  is  adopted,  it  is  evident  that  these  divisions  cannot 
be  taken  by  the  two-foot  rule.  The  scale  should  be  written  on  every 
drawing,  or  the  scale  itself  should  be  drawn  on  the  margin.  In  topographi- 
cal and  geodesic  drawings  the  latter  is  ^sential,  as  the  scale  adopted  fre- 
quently has  to  be  drawn  for  the  specific  purpose,  and  the  paper  itself  con- 
tracts or  expands  with  every  atmospheric  change,  and  the  measurements 
will  therefore  not  agree  at  all  times  with  a  detached  scale ;  and  moreover, 
a  drawing  laid  down  from  such  detached  scale,  of  wood  or  ivory,  will  not 
be  uniform  throughout,  for  on  a  damp  day  the  measurements  will  be  too 
short,  and  on  a  dry  day  too  long,  Mr,  Holtzapfi^el  has  sought  to  remedy 
this  inconvenience  by  the  introduction  ofpa^^  scales ;  but  all  kinds  of  paper 
do  not  contract  and  expand  equally,  and  the  error  is  therefore  only  par- 
tially corrected  by  his  ingenious  substitution  of  one  material  for  another. 
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l  scales. — ^The  simply  divided  Bcales  give  only  two  denomina- 
tions, primaries  and  tenths,  or  twelfths ;  but  more  minute  subdivision  is 
attained  by  the  diagonal  scale,  which  consists  of  a  number  of  primary 
divisions,  one  of  which  is  divided  into  tenths,  and  subdivided  into  hun- 
dredths    by    diagonal 
lines   (tig.   59).      This 
scale  IB  constructed  in 
the  following  manner : 
— Eleven  parallel  lines 
Fig,  B9,  are  ruled,  enclosing  ten 

equal  spaces ;  the  length  is  set  off  into  equal  primary  divisions,  as  DE,  El, 
&c. ;  the  iirst  DE  is  subdivided,  and  diagonals  are  then  drawn  from  the  sub- 
divisions between  A  and  B,  to  those  between  D  and  E,  as  shown  in  the  dia- 
gram. Hence  it  is  evident  that  at  every  parallel  we  get  an  additional  tenth 
ofthesubdivisions,  or  ahimdredth  of  the  primaries,  andean  therefore  obtain 
a  measurement  with  great  exactness  to  three  places  of  figures.  To  take  a 
measurement  of  (say)  168,  we  place  one  foot  of  the  dividers  on  the  primary 
1,  and  carry  it  down  to  the  ninth  parallel,  and  then  extend  the  other  foot 
to  the  intersection  of  the  diagonal,  which  falls  from  the  subdivision  6,  with 
the  parallel  that  measures  the  eight-hundredth  part  (fig,  60).  The  pri- 
maries may  of  course  be  considered  as  yards,  feet,  or  inches  ;  and  the  sub- 
divisions as  tenths  and 
hundredths  of  these 
respective  denominar 
tions. 

The  diagonals  may 
be  applied  to  a  scale 
where  only  one  sub- 
division is  required. 
Thus,  if  seven  lines  be 
Pig.  80.  (fig.  61)  ruled,  enclos- 

ing six  equal  spaces,  and  the  length  be  divided  into  primaries,  as  AB,  BO, 
&c,,  the  first  primary  AB  may  be  subdivided  into  twelfths  by  two  diagonals 

running  from  6,  the  mid- 
dle of  AB,  to  13  and  0. 
We  have  here  a  very  con- 
venient scale  of  feet  and 
inches.  From  C  to  6  is 
1  foot  6  inches ;  and  from 
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C  on  the  eeveral  parallels  to  the  various  intereectiona  of  the  diagonals,  we 
obtain  1  foot  and  any  number  of  inches  from  1  to  12. 

Plotting  scales  and  rulers  are  scales  of  equal  parts,  with  the  divisions 
placed  on  a  fiducial  edge,  by  which  any  length  may  be  pricked  off  on  to  the 
paper  without  using  the  compaesee,  whose  points,  by  frec[uent  use,  destroy 
the  fineness  of  the  graduation. 

On  the  scale  (fig.  57)  in  common  boxes  of  drawing  insti'umenta,  the 
edge  of  one  side  is  divided  as  a  protractor,  for  the  laying  out  of  angles. 
The  instrument,  when  by  itself,  consists  of  a  semicircle  of  thin  metal  or 


horn  (fig.  62),  whose  circumference  is  divided  into  180  equal  parts  or  de- 
grees (180°).  In  the  larger  protractors  each  of  these  divisions  is  sub- 
divided. 

Application  of  the  protrcbctor. — ^To  lay  off  a  given  angle  from  a  given 
point  on  a  straight  line,  let  the  straight  line  a  5  of  the  protractor  coincide 
with  the  given  Kne,  and  the  point  c  with  the  given  point ;  now  mark  on 
the  paper  against  the  division  on  the  periphery,  coinciding  with  the  angle 
required ;  remove  the  protractor,  and  draw  a  line  through  the  given  pomt, 
and  the  mark. 

The  instruments  already  described  are  those  to  be  found  in  the  usual 
cases  of  drawing  instruments,  and  are  sufficient  for  all  the  ordinary  pur- 
pose of  draughtsmen ;  but  there  are  others  adapted  to  special  purpose,  or  of 
careful  and  elaborate  workmanship,  which  are  useful  where  great  accuracy 
and  finish  are  required,  and  of  some  of  which  descriptions  will  be  given. 

Yemiev  scales  are  preferred  by  some  to  the  diagonal  scale  already 
described.  To  construct  a  vernier  scale  by  which  a  number  to  three 
places  may  be  taken,  divide  all  the  primary  divisions  into  tenths,  and 


„Googlc 


20 


DEAWDTQ  DfBTBIIMENTe. 


number  these  Bubdivisions  1,  2,  3,  from  left  to  right.  Take  off  now 
with  the  compasses  eleven  of  these  subdivisions,  set  the  extent  off  back- 
wards from  the  end  of  the-iirst  primary  division,  and  it  will  reach  beyond 
the  beginning  of  this  division,  or  zero  point,  a  distance  equal  to  one  of  the 
subdivisions.  Now  divide  the  extent  thus  set  off  into  ten  equal  parts, 
marking  the  divisions  on  the  opposite  side  of  the  divided  line  to  the  strokes 
marking  the  primary  divisions  and  the  subdivisions,  and  number  them  1, 
2,  3,  &c.,  backwards  from  right  to  left.  Then,  since  the  extent  of  eleven 
subdivisions  has  been  divided  into  ten  equal  parts,  so  that  these  ten  parts 
exceed  by  one  subdivision  the  extent  of  ten  subdivisions,  each  one  of  these 
eijual  parts,  or,  as  it  may  be  called,  one  division  of  the  vernier  scale,  ex- 
ceeds one  of  tlie  subdivisions  by  a  tenth  part  of  a  subdivision,  or.  a  hun- 
dredth part  of  a  primary  division. 

To  take  off  the  number  253  from  tliis  scale.     Increase  the  first  figure  2 
J  1,  making  it  3  ;  because  the  vernier  scale  commences  at  the  end  of  the 


first  primary  division,  and  the  primary  divisions  are  measured  from  this 
point,  and  not  from  the  zero  point.  The  first  thus  increased  with  the 
second  now  represents  35  of  the  subdivisions  from  the  zero  point,  from 
which  the  third  figure,  3,  must  be  subtracted,  leaving  32 ;  since  three  divi- 
sions of  the  vernier  scale  will  contain  three  of  these  subdivisions,  together 
with  three-tenths  of  a  subdivision.  Place,  then,  one  point  of  the  com- 
passes upon  the  third  division  of  the  vernier  scale,  and  extend  the  other 
point  to  the  32d  subdivision,  or  the  second  division  beyond  the  3d  primary 
division,  and  laying  down  the  distance  between  the  points  of  the  compass, 
it  will  represent  253,  or  25'3,  or  2-53,  according  as  the  primary  divisions 
are  taken  as  hundreds,  tens,  or  imits. 

General  rulc—^o  take  off  any  number  to  three  places  of  figures  upon 
this  vernier  scale.  Increase  the  first  figure  by  one ;  subtract  the  third 
figure  from  the  second,  borrowing  one  from  the  fixst  increased  figure,  if 
necessary,  and  extend  the  compasses  from,  the  division  upon  the  vernier 
scale,  indicated  by  the  tliird  figure,  to  the  subdivision  indicated  by  the 
number  remaining  after  performing  the  above  subtraction. 

On  some  of  the  plain  scales  in  the  instrument  boxes  will  be  found  divi- 
sions marked  as  in  fig.  64.  Many  of  the  divisions  here  laid  down  have  no 
application  to  drawing,  according  to  the  scope  of  this  work ;  a  brief  ex- 
planation and  application  will  therefore  only  be  given.    Under  definitions 


„Googlc 


OTBTBTIMENTe, 


and  teehnicalities,  the  signification  of  the  terms  chords,  tangents,  sines,  and 
,s  been  defined.     The  chord  of  60°  is  equal  to  radius,  or  hah' 


Pig.  85. 


Fig.  M. 

the  diameter.     The  line  of  chords  is  used  to  set  off  an  angle,  o 
an  angle  already  laid  down. 

To  set  off  am  angle. — An  angle  of  35°  for  instance :  open  tl 
to  the  extent  of  60°  on  the  scale  of  chords,  setting  one  point  at  A  on  the 
line  A  B,  describe  with  the  other  point  an  arc  ;  again  with  the  compasses 
open  to  the  extent  of  35°  on  the  scale,  setting  one  point  on  B,  describe  an 
arc,  cutting  the  arc  B  C ;  through  this  intersection  and  the  point  A, 
draw  the  line  A  0,  and  we  have  the  angle  CAB,  35°. 

To  measure  the  angle  contained  by  the  straight  lines  A  B  and  A  0  al- 
ready laid  down.  Open  the  compasses  to  the  extent 
of  60°  on  the  line  of  chords,  as  before,  and  with  this 
radius  describe  the  arc  B  C,  cutting  A  B  and  A  C, 
produced,  if  necessary,  in  the  points  B  and  C ;  then, 
extending  the  compasses  from  B  to  C,  place  one 
point  of  the  compassra  on  the  beginning  or  zero 
point,  of  the  line  of  chords,  and  the  other  point  will  extend  to  flie  number 
upon  this  line,  indicating  the  degrees  in  the  angle  E  A  C. 

Tlie  Iwies  of  sines,  secants,  tangents,  and  semitangenU  are  principally 
used  for  the  several  projections,  or  perspective  representations,  of  the  circles 
of  the  sphere,  by  means  of  which  maps  are  constructed. 

The  line  of  rhumbs  is  a  scale  of  the  chords  of  the  angles  of  deviation 
from  the  meridian  denoted  by  tlie  several  points  and  quarter  points  of  the 
compass,  enabling  the  navigator,  without  computation,  to  lay  down  or 
measure  a  ship's  course  upon  a  chart. 

The  line  of  longitudes  shows  the  number  of  equatorial  miles  in  a  de- 
gree of  longitude  on  the  parallels  of  latitude  indicated  by  the  degrees  on 
the  corresponding  points  of  the  line  of  chords.  Example. — A  ship  in  lati- 
tude 60°  N.  saihng  E.  79  miles,  required  the  difference  of  longitude  be- 
tween the  beginning  and  end  of  her  course.  Opposite  60  on  the  line  of 
chords  stands  30  on  the  Hne  of  longitudes,  which  is,  therefore,  the  number 
of  equatorial  miles  in  a  degree  of  longitude  at  that  latitude.  Hence,  as 
30  :  79  : :  60  :  158  miles,  the  required  difference  of  longitude. 
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The  sector  (fig.  66)  coneiets  of  two  flat  rulers  trnited  by  a  central  joint, 
and  opening  like  a  pair  of  compafises.    It  carries  several  plain  scales  on  its 
faces,  but  its  most  important  lines  are  in  pairs, 
running  accurately  to  the  central  joint. 

Plain  scales  on  the  sector. — On  tbe  outer  edge 
of  the  sector  is  usually  given  a  decimal  scale  from 
1  to  100  ;  and  in  connection  with  it,  on  one  of  the 
sides,  a  scale  of  inches  and  tenths.  These  are 
identical  with  the  lines  on  the  plain  scale,  previ- 
ously mentioned,  but  tlie  latter  are  more  commo- 
diously  placed  for  use.  On  the  other  side  we  have 
logarithmic  lines  of  numbers,  sines,  and  tangents. 
Sectoral  dovUe  scales. — ^Tliese  are  respectively 
named  the  Lines  of  Lines,  Chords,  Secants,  Sines, 
and  Tangents.  These  scales  have  one  line  on  each 
ruler,  and  the  two  lines  converge  accurately  in  the 
central  joint  of  the  sector. 

Tlie  piineiple  on  which  the  double  scales  are 
constructed  is,  that  similar  triangles  have  their 
like  sides  proportional.  Let  the  lines  A  B,  A  0, 
represent  tlie  legs  of  the  sector,  and  q 
A  D,  A  E,  two  equal  sections  from 
the  centre  ;  then,  if  the  points  B  C 
and  D  E  be  connected,  the  lines  B  C 
and  D  E  will  be  parallel ;  therefore, 
the  triangles  A  E  0,  A  D  E,  will  be 
similar,  and  consequently  the  sides 
A  B,  E  C,  A  D,  D  E,  proportional, 
that  is,  as  AE  :  B  C  : :  A  D  :  DE  ; 
so  that  if  A  D  be  the  half,  third,  or 
fourth  part  of  A  B,  then  D  E  will 
be  a  half,  tliird,  or  fourth  part  of  A 

B  C  ;  and  the  same  holds  of  aH  the         ^^  *"■ 
\^  /  rest.    Hence,  if  D  E  be  the  chord,  sine,  or  tangent 

.  Fig.  M.  of  any  arc,  or  of  any  number  of  degrees  to  the 

radius  A  D,  then  B  C  will  be  the  same  to  the  radius  A  B.  Thus  at  every 
opening  of  the  sector,  the  transverse  distances  D  E  and  0  E  from  one  ruler 
to  another,  are  proportional  to  the  lateral  distances,  measured  on  the  lines 
A  B,  A  G.  It  is  to  be  observed,  that  all  measures  are  to  be  taken  from 
the  inner  lines,  since  these  only  run  accurately  to  the  centre. 
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The  Une  of  Iwnes,  marked  L  on  each  leg  of  the  sector. — ^This  Es  a  line 
of  10  primaries,  each  subdivided  into  tenths,  thus  making  100  divisions. 
Its  nse  is,  to  divide  a  given  line  into  any  number  of  equal  parte ;  to  give 
accurate  ecale  measures  for  the  construction  of  a  drawing ;  to  form  any 
req^uired  scale ;  to  divide  a  given  line  in  any  assigned  proportion ;  and  to 
find  third,  fourth,  and  middle  proportionals  to  given  right  lines. 

To  divide  a  gi'o&n,  line  imio  eight  equal  ^a/fts. — Take  the  line  in  the  com- 
passes, and  open  the  sector  so  as  to  apply  it  transversely  to  8  and  8,  then 
the  transverse  from  1  to  1  wiU  be  the  eighth  part  of  the  line. 

To  form  <my  required  scale  of  equal  paHa. — ^Take  one  inch  in  the  com- 
passes, and  open  the  sector,  till  this  extent  becomes  a  transverse  distance 
at  the  division  indicating  the  number  of  parts  in  an  inch  of  the  rec[uired 
scale. 

Exam/pie. — To  adjust  the  sector  as  a  scale  of  one  inch  to  four  chains. 
— Make  one  inch  the  transverse  distance  of  4  and  4 ;  then  the  transverse 
distances  of  the  other  corresponding  divisions  and  subdivisions  wiU  repre- 
sent the  number  of  chains  and  links  indicated  by  these  divisions :  thus,  the 
transverse  distance  from  3  to  3  will  represent  three  chains. 

To  eonstruet  a  ecale  of  feet  and  inches  in  such  a  manner,  that  an  ex- 
tent of  three  inches  shall  represent  twenty  inches. — ^Make  three  inches  a 
transverse  distance  between  10  and  10,  and  the  transverse  distance  of  6  and 
6  wiU  represent  12  inches.  Set  off  this  extent,  divide  it  into  12  eq^ual  parts, 
each  of  these  divisions  will  represent  inches.  Place  the  figure  0  at  the 
right,  and  set  off  again  the  extent  of  the  whole  twelve  parts,  from  0  to  1, 
1  to  2,  &c.,  to  represent  the  feet. 

Prcip<yption. — ^Two  lines  being  given,  to  find  a  third  proportional. 

Eeamtple. — ^The  given  lines  =  2  and  6,  a  third  proportional  required. 
Take  between  the  compasses  the  lateral  distance  of  the  second  term  6  on  any 
convenient  scale,  and  open  the  sector  until  this  distance  becomes  the  trans- 
verse distance  to  tlie  first  term  2 ;  then  the  transverse  distance  of  Hie  second 
term  6,  measured  upon  the  same  scale  as  the  former,  -wiLL  equal  18,  fiie 
third  proportional  required. 

Mminple. — ^to  find  a  fourth  proportional  to  the  numbers  2,  6,  and  10. 

Take  the  lateral  distance  of  the  second  term  6,  from  any  convenient 
scale  of  equal  parts,  and  open  the  sector  until  that  quantity,  or  any  aliquot 
part  thereof,  becomes  the  transverse  distance  of  the  first  term  2,  then  the 
transverse  distance  of  the  third  term  10,  taken  from  the  same  scale  of  equal 
parts,  will  give  30,  the  fourth  proportional  required. 

Line  of  Chords,  marked  C  on  each  leg  of  the  sector.  The  double  scales 
of  chords  upon  the  sector  are  more  useful  than  the  single  line  of  chords  de- 
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scribed  on  tlie  plane  scale ;  for  on  the  sector,  the  radiue  with  ■which  tiie  arc 
is  to  be  described  may  be  of  any  length  less  than  the  transverse  distance 
of  60  and  60  when  tlie  legs  are  opened  as  far  as  the  instrument  will  admit 
of  But  with  the  chorda  on  the  plane  scale,  the  arc  described  must  be 
always  of  the  same  radius. 

To  protract  an  angle  BAG,  which  shall  contain  a  given  number  of  de- 
grees, suppose  36°. 

Make  the  transverse  distance  of  60  and  60  equal  to  the  length  of  the 
radius  of  the  circle,  and  with  that  opening  de- 
Bcribe  the  arc  B  C. 

Tate  the  transverse  distance  of  the  given  de- 
grees 36,  and  lay  this  distance  on  the  arc  &om 
the  point  B  to  C, 

From  the  centre  A  of  the  arc,  draw  A  C, 
A  B,  and  these  two  lines  will  contain  the  angle 
required. 

To  protract  an  angle  of  more  than  60°,  divide  the  required  angle  by  2 
or  3,  and  set  off  as  above  twice  or  thrice  the  arc. 

From  what  has  been  said  about  the  protracting  of  an  angle  to  contain 
a  given  number  of  degi-ees,  it  will  easily  be  seen  how  to  find  the  degrees 
(or  measure)  of  an  angle  already  laid  down. 

Line  of  Polygons. — The  line  of  polygons  is  chiefly  useful  for  the  ready 
division  of  the  circumference  of  a  circle  into  any  number  of  equal  parts 
from  4  to  12 ;  that  is,  aa  a  ready  means  to  inscribe  regular  polygons  of  any 
given  number  of  sides,  from  4  to  12,  within  a  given  circle.  To  do  which, 
set  off  the  radius  of  the  given  circle  (which  is  always  equal  to  the  side  of 
an  inscribed  hexagon)  as  the  transverse  distance  of  6  and  6  upon  the  line 
of  polygons.  Then  the  transverse  distance  of  4  and  4  will  be  the  side  of  a 
square ;  the  transverse  of  5  and  5  the  side  of  a  pentagon. 

If  it  be  required  to  form  a  polygon,  upon  a  given  right  line  set  off  the 
extent  of  the  given  Kne,  as  a  transverse  distance  between  the  points  upon 
the  line  of  polygons,  answering  to  the  number  of  sides  of  which  the  poly- 
gon is  to  consist,  as  for  a  pentagon  between  5  and  5,  or  for  an  octagon  be- 
tween 8  and  8 ;  then  the  transverse  distance  between  6  and  6  will  be  the 
radius  of  a  cirole,  whose  circumference  would  be  divided  by  the  ^ven  line 
into  the  number  of  sides  required. 

All  regular  polygons,  whose  number  of  sides  will  exactly  divide  360 
(the  number  of  degrees  into  which  all  circles  are  supposed  to  be  divided) 
without  a  remainder,  may  likevrise  be  set  off  upon  the  circumference  of  a 
circle  by  tiie  line  of  chords.    Thus,  take  the  radius  of  the  circle  between 
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the  compasses,  and  open  the  sector  till  that  extent  tecomes  the  transverse 
distance  between  60  and  60  upon  the  Bne  of  chords ;  then  having  divided 
360  by  the  required  number  of  sides,  the  transverse  distance  between  the 
numbers  of  the  quotient  will  be  the  side  of  the  polygon  required.  Thus, 
for  an  octagon,  take  the  distance  between  45  and  45 ;  and  for  a  polygon 
of  36  sides,  take  the  distance  between  10  and  10,  &e. 

Lines  of  sin^a,  tangents  mid  aeea/nts. — Gwen,  the  radius  of  a  ci/rcle, 
required  the  sine  and  tangent  of  28°  30'  to  that  Todius — 

Open  the  sector,  so  that  the  transverse  distance  of  90  and  90  on  the 
sines,  or  of  45  and  45  on  the  tangents,  may  he  equal  to  the  given  radius ; 
then  will  the  transverse  distance  of  28°  30',  taken  from  the  sines,  be  tlie 
length  of  that  sine  to  the  given  radius ;  or  if  taken  from  the  tangents,  will 
be  the  length  of  tliat  tangent  to  the  ^ven  radius. 

But  if  the  secant  of  28°  30'  was  required — 

Make  the  given  radius  a  transverse  distance  of  0  and  0,  at  the  begin- 
ning of  the  line  of  secants,  and  then  take  the  transverse  distance  of  the  de- 
grees wanted,  viz.,  28°  30'. 

A  ta/ngent  greaier  than  45  degrees  {suppose  60)  is  found  thus : 

Make  the  given  radius  a  transverse  distance  to  45,  and  45  at  the  begin- 
ning of  the  scale  of  upper  tangents,  and  then  the  required  degrees  (60)  may 
be  taken  from  the  scale. 

(?vven,  the  length  of  the  sine,  tangent,  or  seeant  of  any  degrees,  to  fnd 
the  length  of  the  radius  to  that  si^e,  tangent,  or  secant. 

Make  the  given  length  a  transverse  distance  to  its  given  degrees  on  its 
respective  scale.    Then 

90  and  90  on  &e  ones  1  will  lia 

46  BJid  16  on  the  tangents  (  the  la- 

45  and  46  on  the  upper  tangents    f  diua 
0  and  0  on  tha  secanta  )  sought 

Tof/nd  the  length  of  a  versed  sine  to  a  given  nujnber  of  degrees,  and  a 
given  radius. 

Make  the  transverse  distance  of  90  and  90  on  the  sine  equal  to  the 
given  radius.  Take  the  transverse  distance  of  the  complement  of  the  sine 
of  the  given  number  of  degrees.  If  the  given  number  of  degrees  is  less 
tlian  90,  subtract  the  complement  of  the  sine  from  the  radius,  tlie  remain- 
der will  be  the  versed  sine. 

If  the  given  number  of  degrees  are  more  than  90,  add  the  complement 
of  the  sine  to  the  radius,  and  the  sum  will  be  the  versed  sine. 

To  open  the  legs  of  a  sector,  so  that  the  correspondiTig  double  secdes  cf 
lines,  chords,  sines,  taaigents,  may  make  each  a  right  am^le. 
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On  tits  line  of  Imes,  make  the  lateral  diBtance  10,  a  transverse  distance 
between  8  on  one  leg  and  6  on  the  other  leg. 

On  the  line  of  sines,  make  the  lateral  distance  90,  a  transverse  distance 
from  45  to  45,  or  from  40  to  50,  or  from  30  to  60,  or  from  the  sine  of  any 
degrees  to  their  complement. 

On  the  line  of  tangents,  make  the  lateral  distance  of  45  a  traneveree 
distance  between  30  and  30. 

Marguois's  scales  (fig.  69). — ^These  scales  consist  of  a  right-angled  tri- 
angle, of  which  the  hypothennse  or  longest  side  is  three  times  the  length 
of  the  shortest,  and  a  rectangular  rule.  Our  figure,  which  is  drawn  one- 
third  the  actual  size  of  the  instruments  from  which  it  is  taken,  repre- 
sents the  triangle  and  a  rule,  as  being  used  to  draw  a  series  of  paral- 
lel Hnes.  The  rale  is  one  foot  long,  and  has,  parallel  to  each  of  its 
edges,  two  scales,  one  placed  close  to  the  edge,  and  the  other  immec 


within  this,  the  onter  being  termed  the  artificial,  and  the  inner  the  natural 
scale.  The  divisions  upon  the  outer  scale  are  three  times  the  length  of 
those  upon  the  inner  scale,  so  as  to  bear  the  same  proportion  to  each  other 
that  the  longest  side  of  the  triangle  bears  to  the  shortest.  In  the  artificial 
scales,  the  zero  point  is  placed  in  the  middle  of  the  edge  of  the  rule,  and 
the  primary  divisions  are  numbered  both  ways  from  this  point  to  the  two 
ends  of  the  rule,  and  are  every  one  subdivided  into  ten  equal  parts,  each 
of  which  is,  consequently,  three  times  the  length  of  a  subdivision  of  the 
corresponding  natural  scale. 

The  triangle  has  a  short  line  drawn  perpendicular  to  the  hypothenuse 
near  the  middle  of  it,  to  serve  as  an  index  or  pointer  ;  and  the  longest  of 
the  other  two  sides  has  a  sloped  edge. 

To  draw  a  IvnepwaUel  to  a  gwrnh  line,  at  a  given  dista/nce  from  it. — 1, 
Having  appHed  the  given  distance  to  the  one  of  the  natural  scales  which 
is  found  to  measure  it  most  conveniently,  place  the  triangle  with  its  eloped 
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edge  coincident  with  the  given  line,  or  rather  at  such  small  distance  from 
it,  that  the  pen  or  pencil  passes  directly  over  it  when  drawn  along  this 
edge.  2.  Set  the  rule  closely  against  the  hypothenuse,  making  the  zero 
point  of  the  corresponding  artificial  scale  coincide  with  the  index  upon  the 
triangle.  3.  Kove  the  triangle  along  the  rule,  to  the  left  or  right  accord- 
ing as  the  required  line  is  to  be  above  or  below  the  given  line,  until  the 
index  coincides  with  the  division  or  subdivision  corresponding  to  the  num- 
ber of  divisions  or  snbdivisions  of  the  natural  scale,  which  measures  the 
given  distance ;  and  the  line  drawn  along  the  sloped  edge  in  its  new  posi- 
tion will  be  the  line  required. 

The  natural  scale  may  be  used  advantageously  in  setting  off  the  dis- 
tances in  a  drawing,  and  the  corresponding  artificial  scale  in  drawing 
parallels  at  required  distances. 

The  advantages  of  Marquois's  scales  are  :  1st,  that  the  sight  is  greatly 
assisted  by  the  divisions  on  the  artificial  scale  being  so  much  larger  than 
those  of  the  natural  scale  to  which  the  drawing  is  constructed  ;  2d,  that 
any  error  in  the  setting  of  the  index  produces  an  error  of  but 
one-third  the  amount  in  the  drawing. 

If  the  triangle  be  accurately  constructed,  these  scales  may 
be  advantageously  used  for  dividing  lines  with  accuracy  and 


Triangular  eompasses.— Fig.  70  represents  this  instrument 
closed  up.     That  which  appears  in  the  fig.  as  one  limb  A,  con- 
sists of  a  pair  of  compasses  of  the  ordinary  construction.     The 
single  point  limb  B  has  a  compass  joint  at  a,  by  which  its  point 
may  be  opened  at  right  angles  to  the  plane  of  the  pair  of  com- 
passes A,  when  the  three  points  wiU  form  a  triangle.    The  com- 
pass joint  a  is  firmly  attached  to  the  centre  of  the  compasses  A, 
which,  by  means  of  a  nut  and  screw  S,  may  be  turned  round 
without  moving  the  limbs,  of  which  it  is  the  centre.    The  double 
motion  thus  given  to  the  point  limb  B  (both  at  right  angles  to, 
and  parallel  to  the  plane  of  the  compasses  A),  partakes  of  the 
nature  of  a  universal  joint,  and  enables  the  three  points  of  the 
instrument  to  be  placed  at  the  angular  points  of  any  shaped  tri- 
angle whatever.     This  instrument  is  chiefly  useful  in  transfer- 
ring of  points  from  one  paper  to  another.     The  two  points  of      ^^'  ^^ 
the  compasses  A  being  set  upon  such  points  of  the  drawing  as  have  been 
already  copied,  the  third,  B,  is  brought  upon  any  other  point ;  then,  by 
applying  the  points  A  to  the  corresponding  points  on  the  copy,  the  point 
B  will  establish  the  other  and  new  point  on  the  copy. 
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Wholes  and  hahes. — For  copying  and  reducing  drawing  to  half  size, 
mpaeses  called  wholes  and  halves  are  need  (fig.  71),  in  which  the  longer 
B  being  twice  the  length  of  the  shorter,  when  the  former  are  < 
any  ^ven  line,  the  shorter  ones  will  be  J 
opened  to  the  half  of  that  line.  By  their 
means  then,  all  the  lines  of  a  drawing  may 
be  reduced  to  one-half,  or  enlarged  to 
double  their  length.  Tlieae  eompaseea  are 
also  useful  for  dividing  lines  by  continual 
bisections. 

1h.G  proportional  compasses  (fig.  72)  are 
somewhat  similar  in  their  construction  to 
wholes  and  halves,  but  of  more  varied  ap- 
plication. The  principle  is  the  same,  with 
this  difference,  that  the  screw-joint  C 
passes  through  slides  moving  in  the  slots 
of  the  bars,  and  admits  of  the  centre  being 
Fig.  II.  adjusted  for  various  relative  proportions 

between  the  openings  A  B  and  D  E.  Different  sets  of  num- 
bers are  engraved  on  the  outer  faces  of  the  bars,  and  by  these 
the  required  proportions  are  obtained.  The  instrument  must 
be  closed  for  adjustment,  and  the  nut  C  loosened  ;  the  slide  is  then  moved 
in  the  groove,  until  a  mark  across  it,  named  the  index,  coincides  with  the 
number  required  ;  which  done,  the  nut  is  tightened  again. 

The  scales  usually  engraved  on  these  compasses  are  named  Dues, 
Circles,  Planes,  and  Solids, 

The  scale  of  lines  is  numbered  from  1  to  10,  and  the  index  of  the  slide 
being  brought  to  any  one  of  these  divisions,  the  distance  D  E  will  measure 
A  E  in  that  proportion.  Thus,  if  the  index  be  set  to  4,  D  E  will  be  con- 
tained four- times  in  A  B. 

The  line  of  circles  extends  from  1  to  20,  and  the  index  being  set  to 
(say)  10,  D  E  will  be  the  tenth  part  of  the  circumference  of  the  circle, 
whose  radius  is  A  B. 

The  line  of  planes,  or  squares,  determines  the  proportion  of  similar 
areas.  Thus,  if  the  index  is  placed  at  3,  and  the  side  of  any  one  square  be 
taken  by  A  E  from  a  scale  of  equal  parte,  D  E  will  be  the  side  of  anodier 
square  of  one-third  the  area.  And  if  any  number  be  brought  to  the  index, 
and  the  same  number  be  taken  by  A  E  from  a  scale  of  equal  parts,  D  E 
will  be  the  square  root  of  that  nxmiber.  And  in  this  latter  case,  D  E  will 
also  be  a  mean  proportional  between  any  two  numbers,  whose  product  is 
equal  to  A  B. 
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The  line  of  solids  expresses  the  proportion  between  cuhea  and  spheres. 
Thus,  if  the  index  be  set  at  2,  and  the  diameter  of  a  sphere,  or  the  side  of 
a  cube,  be  taken  from  a  scale  of  equal  parts  by  A  B,  then  will  D  E  be  a 
diameter  or  side  of  a  sphere  or  cube  of  half  the  solidity.  And  if  the  sHde 
be  set  to  (say)  8,  and  the  same  number  be  taken  from  a  scale  of  eijual 
parts,  then  will  D  E  measure  3  on  the  same  scale,  or  the  cube  root  of  8. 

Beam  com^aeses  (fig.  73),— -When  it  ie  required  to  set  off  with  accuracy 
distances  of  considerable  extent,  or  describe  arcs  of  over  a  foot  radius,  the 
beam  conipaas  is  used.  This  instrument  consists  of  a  beam,  A  A,  of  any 
length  required,  generally  made  of  well-eeasoned  mahogany ;    upon  its 


face  is  inlaid  throughout  its  whole  length  a  slip  of  holly  or  boxwood,  a  a, 
upon  which  are  engraved  the  divisions  or  scale,  either  feet  and  decimals  or 
inches  and  decimals,  or  whatever  particular  scale  may  be  required ;  but 
ordinary  beam  compasses  are  constructed  with  a  plain  beam,  with  no  scale 
whatever.  Two  brass  boxes,  B  and  C,  are  adapted  to  the  beam ;  the  latter 
may  be  moved,  by  shding,  to  any  part  of  its  length,  and  fixed  in  position 
by  tightening  the  clamp  screw  E.  Connected  with  the  brass  boxes  are 
the  two  points  of  the  instrument  G  and  H,  which  may  have  any  extent  of 
opening  by  shding  the  box  C  along  the  beam,  the  other  box,  B,  being 
firmly  fixed  at  one  extremity.  The  object  to  be  attained  in  the  use  of  this 
instrument,  is  the  nice  adjustment  of  the  points  Q-  H  to  any  definite  dis- 
tance apart ;  this  is  accomphshed  by  two  vernier  or  reading  plates  b  c,  each 
fixed  at  tlie  side  of  an  opening  in  the  brass  boxes  to  which  they  are  attached, 
and  afford  the  means  of  minutely  subdividing  the  principal  divisions  a  a 
on  the  beam,  which  appear  through  those  openings.  X>  is  a  clamp  screw 
for  a  similar  purpose  as  tlie  screw  E,  namely,  to  fix  the  box  E,  and  prevent 
motion  in  the  point  it  carries  after  adjustment  to  position.  F  is  a  slow 
motion  screw,  by  which  tlie  point  G  may  be  moved  any  very  minute  quan- 
tity for  perfecting  the  setting  of  the  instrument,  after  it  has  been  set  as 
nearly  as  possible  by  the  hand  alone. 

The  method  of  setting  the  instrument  for  use  may  be  understood  from 
the  above  description  of  its  parts,  and  also  by  the  following  explanation  of 
the  method  of  examining  and  correcting  the  adjustment  of  the  vernier  5, 
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which  will  occasionally  get  deranged  ;  this  verification  must  be  done  by 
means  of  a  detached  scale.  Thus,  suppose,  for  example,  that  our  beam 
compaes  is  divided  to  feet,  inches,  and  tenths,  and  subdivided  by  the  ver- 
nier to  hundredths,  &c.  First  set  the  zero  division  of  the  vernier  to  the 
zero  of  the  principal  divisions  on  the  beam,  by  means  of  the  slow  motion 
screw  V.  This  must  be  done  very  nicely.  Then  slide  the  box  C,  with  its 
point  G,  till  the  zero  on  the  vernier  c  exactly  coincides  with  any  principal 
division  on  the  beam,  as  twelve  inches  or  six  inches,  &c.,  which  must  also 
be  done  very  accurately;  then  apply  the  points  to  a  similar  detached 
scale,  and  if  the  adjustment  is  perfect,  the  interval  of  the  points  G  H  will 
measure  on  it  the  distance  to  which  .they  were  set  on  the  beam.  If  they 
do  not  by  ever  so  small  a  quantity,  it  should  be  corrected  by  turning  the 
screw  F  till  the  points  exactly  measure  that  quantity  on  the  detached  scale ; 
then,  by  loosening  the  little  screws  which  hold  the  vernier  b  in  its  place, 
the  position  of  the  vernier  may  be  gradually  changed,  tiU  its  zero  coincides 
with  the  zei-o  on  the  beam,  and  then  tightening  the  screws  again,  the  ad- 
justment will  be  complete. 

Poriahle  or  tui-nAn  compasses  (fig.  Y4)  forms  in  itself  a  complete  port- 
able case  of  drawing  instruments,  consisting  of  a  large  pair  of  compasses 
with  movable  points,  which  are 
also  so  contrived,  that  one  forma 
in  itself  a  small  pencil  bow,  the 
other  a  pen  bow  ;  and  when  the 
whole  instrument  is  put  together 
and  folded  up,  they  occupy  but  a 
space  three  inches  long,  and  may 
be  carried  in  the  pocket  without 
being  an.  incumbrance, 

Fig.  74  represents  the  instru- 
ment when  all  its  parts  are  to- 
gether. The  principal  legs  of  the 
instrument  are  F  and  G, -movable 
as  usual  by  a  joint  at  A.  The 
Fig.  Ti  lower  joints,  B  and  C,  aflbrd  the 

means  of  setting  the  point  limbs  D  and  E  perpendicular  to  the  paper. 

Each  of  the  point  limbs  may  be  removed  ti-om  the  legs  F  and  G,  and 
by  means  of  their  joints  B  and  C,  form  perfect  instruments,  the  one  a  pen 
bow  represented  at  H,  and  the  other  a  pencil  bow,  shown  at  I K ;  the  point 
limbs  of  these  lesser  instruments  are  all  adapted  to  slide  into  the  principal 
legs  F  and  G  of  the  larger  one,  which  are  made  hollow  for  their  reception. 
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It  may  easily  be  seen  from  the  engraving,  that  by  rerersmg  either  of 
the  points  in  the  principal  instrument,  it  may  be  euppHed  with  a  pen  or 
pencil  as  may  be  required,  leaving  the  other  fine  or  plain  point  E  or  D  to 
act  as  a  centre. 

Mr.  Brunei  has  introduced  what  are  called  Tubular  Compasses,  in 
which  the  upper  part  of  the  legs  lengthens  out  like  the  shde  of  a  telescope, 
thus  giving  greater  extent  of  radius  when  required.  The  movable  legs  are 
double,  having  points  at  one  end,  and  a  pencil  or  pen  at  the  other  ;  and 
they  move  on  pivots,  so  that  the  pen  or  pencil  can  be  instantly  substituted 
for  the  points,  or  vice  versa,  and  that  with  the  certainty  of  a  perfect  adjust- 
ment. The  design  is  very  ingenious,  and  oifers  many  conveniences,  but 
the  instrument  is  too  delicate  for  ordinary  hands.  Without  extreme  care 
it  is  soon  disarranged. 

Large  screw  dividers  (fig.  75)  are  used  for  accurately  dividing  lines 
into  a  definite  number  of  equal  parts,  or  for  setting  off  equal  distances. 
Ais  the  centre  about  which  the  legs  AC  jt 

and  A  B  open  or  shut.  B  and  C  are 
joints,  by  which  the  point  limbs  may  be 
set  perpendicular  as  usual ;  the  extent  or 
opening  between  the  points  is  regulated 
by  a  screw  passing  through  a  socket 
F,  and  terminated  at  the  other  extremity 
by  a  milled  head  E,  by  which  the  screw 
is  turned  round.  Between  this  miUed 
head  and  the  nearest  point  limb  is  fixed 
what  is  called  a  micrometer  head,  deci- 
mally divided  round  its  outer  or  cylindri- 
cal edge.  One  turn  of  the  screw  carries 
the  micrometer  head  completely  round ; 
therefore,  when  part  of  a  turn  only  is 
given  to  the  screw,  the  divisions  on  the  head  show  what  fraction  of  a  turn 
has  been  given,  and  if  it  be  known  what  number  of  turns  or  threads  of  the 
screw  are  equal  to  one  inch,  the  points  of  these  compasses  may  be  thus  set 
to  any  small  definite  measure  of  len^h  with  the  utmost  precision.  The 
index  or  zero  for  reading  the  fraction  of  a  turn  of  the  screw  is  marked  on 
the  point  limb  below  B.  Thus  this  instrument  may  he  considered  as  a 
beam  compass  of  small  dimensions  and  minute  accuracy. 

Ths  eirmdar  protractor  (fig.  76)  is  one  of  the  best  kind  of  protractors. 
It  is  a  complete  circle,  A  A,  connected  with  its  centre  by  four  radii,  aaaa. 
The  centre  is  left  open,  and  surrounded  by  a  concentric  ring  or  collar,  S, 


Fig.  75. 
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which  carries  two  radial  bars,  c  o.  To  the  extremity  of  one  bar  is  a  pinion, 
d,  woriring  in  a  toothed  rack  quite  round  the  outer  circumference  of  the 
protractor.  To  the  opposite  extremity  of  the  other  bar,  c,  is  fixed  a  vernier, 
which  subdivides  the  primary  divieions  on  the  protractor  to  single  minutes, 
and  by  estimation  to  30  seconds.  This  vernier  is  carried  round  the  pro- 
tractor by  taming  the  pinion  d.  Upon  each  radial  bar  o  c,  is  placed  a 
branch  e  e,  carrying  at  their  extremities  a  fine  steel  pricker,  whose  points 
are  kept  above  the  surface  of  the  paper  by  springs  placed  under  their  sup- 
ports, which  give  way  when  the  branches  are  pressed  downwards,  and 
allow  the  points  to  make  the  necessary  punctures  in  the  paper.  The 
branches  e  e  are  attached  to  the  bare  c  c,  with  a  joint  which  admits  of  their 
being  folded  backwards  over  the  instrument  when  not  in  use,  and  for  pack- 
ing in  its  case.  The  centre  of  the  instrument  is  represented  by  the  inter- 
section of  two  Hues  drawn  at  right  angles  to  each  other  on  a  piece  of  plate 
glass,  which  enables  the  person  using  it  to  place  it,  so  that  the  centre,  or 
intersection  of  the  cross  lines,  may  coincide  with  any  given  point  on  the 
plan.  If  the  instrument  is  in  correct  order,  a  line  connecting  the  fine 
pricking  points  with  each  other  would  pass  through  the  centre  of  the  in- 
strument, as  denoted  by  the  before-mentioned  intersection  of  the  cross 
lines  upon  the  glass.  In  using  this  instrument,  the  vernier  should  first  be 
set  to  zero  (or  the  division  marked  360)  on  the  divided  limb,  and  then 


Ftg,T«. 

placed  on  the  paper,  so  that  the  two  fine  steel  points  may  be  on  the  given 
line  (from  whence  other  and  angular  lines  are  to  be  drawn),  and  the  centre 
of  the  instrument  coincides  with  the  given  angular  point  on  such  line.  This 
done,  press  the  protractor  gently  down,  which  wiU  fix  it  in  position  by 
means  of  very  fine  pointe  on  the  imder  side.    It  is  now  ready  to  lay  off  the 
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given  angle,  or  any  number  of  angles  that  may  be  required,  which  is  done 
by  turning  the  pinion  d  till  the  opposite  vernier  reads  the  required  angle. 
Then  press  downwards  the  branches  e  e,  which  will  cause  the  points  to 
make  punctures  in  the  paper  at  opposite  sides  of  the  circle  ;  which  being 
afterwards  connected,  the  line  wiU  pass  through  the  given  angular  point, 
if  the  instrument  was  first  correctly  set.  In  this  manner,  at  one  setting  of 
the  instrument,  a  great  number  of  angles  may  be  laid  off  from  the  same 
point. 

It  is  not  essential  that  the  centre  be  over  the  given  point,  when  applied 
to  the  given  line,  provided  the  pricking  points  exactly  fall  upon  the  line, 
for  the  inclined  line  may  be  transferred  to  pass  through  the  given  angular 
point  by  a  parallel  ruler. 

^  (fig.  Tl)  is  used  for  the  copying  of  drawings  either  on 


the  same  scale,  on  a  reduced  scale,  or  on  an  enlarged  scale,  as  may  be  re- 
quired.    It  is  represented  (fig.  77)  as  in  the  act  of  copying  a  plan  H,  upon 
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a  reduced  scale  h.  The  pentagraph  coneists  of  four  rulers,  A,  B,  C,  and  D, 
made  of  stout  brass.  •  The  two  longer  rulers,  A  and  B,  are  connected  to- 
gether by,  and  have  a  motion  round  a  centre,  shown  at  the  upper  part  of 
the  engraving.  The  two  shorter  rulers  are,  in  like  manner,  connected  with 
each  other,  and  with  the  longer  rulers.  The  whole  instrument  is  supported 
by  small  pillars  resting  upon  ivory  castors,  aaa,  &c.,  which  have  a  motion' 
in  all  directions.  The  rulers  A  and  C  have  each  an  equal  number  of  simi- 
lar divisions,  marked  J,  i,  &c. ;  and  hkewise  a  sliding  index,  E  and  F, 
which  can  be  iixed  to  any  divisions  on  the  ruler  \)-'^  a  milled-headed  clamp 
screw  shown  in  the  engraving.  The  sliding  indexes,  E  and  F,  have  each 
of  them  a  tube  adapted  to  sHde  on  a  pin,  rising  from  a  heavy  circular 
weight  called  the  fulcrum,  which  acts  as  a  centre  for  the  whole  instrument 
to  turn  upon  when  in  use,  or  to  receive  a  sliding  holder  with  a  pencil  or  a 
tracing  point,  as  may  be  required. 

To  explain  the  method  of  using  the  instrument,  the  engraving  repre- 
sents the  instrument  in  the  act  of  reducing  a  plan  to  a  scale  of  one  half  the 
original.  For  this  purpose  the  tracing  point  is  fixed  in  a  socket  at  G,  over 
the  original  drawing  H.  The  pencil  is  placed  in  a  similar  tube  or  socket  at 
F,  over  the  paper,  to  receive  the  copy ;  and  the  fulcrum  is  fixed  to  that  at  E, 
the  scale  being  one  half  the  original.  The  sliding  indices  were  first  clamped 
at  tiiose  divisions  en  the  rulers  marked  ^.    The  instrument  being  thus  set  for 


use,  if  correct,  the  three  poi 
as  shown  by  the  dotted  line 
at  whatever  division  the  indi 


ints,  E,  F,  and  G,  wiU  be  in  one  straight  line, 
n  the  figure.  This  will  invariably  be  the  case 
may  be  set  to.  Now,  if  the  tracing  point 
G  be  passed  delicately  and  steadily  over  every  line  of  the  plan  H,  a  true 
copy,  but  of  one  half  the  scale  of  the  original,  will  be  marked  by  the  pencil 
at  F  on  the  paper  h  beneath  it.  The  fine  thread  represented  as  passing 
from  the  pencil  quite  round  the  further  extremity  of  the  instrument  to  the 
tracer  at  G,  is  to  enable  the  draftsman  at  the  tracing  point  to  raise  the 
pencil  from  the  paper,  whilst  he  passes  the  tracer  from  one  part  of  the  ori- 
ginal to  another,  and  prevents  false  lines  being  made  on  the  copy.  Like- 
wise, it  may  be  noticed,  that  the  pencil  holder  F  is  represented  as  sur- 
mounted by  a  cup,  which  is  for  the  purpose  of  putting  some  small  shotjn, 
to  press  the  pencil  heavier  upon  the  paper,  whenever  such  expedient  may 
be  found  necessary. 

If  the  object  had  been  to  enlarge  the  drawing  to  double  its  scale,  then 
the  tracer  must  have  been  placed  at  F,  and  the  pencil  at  G.  And  if  a  copy 
be  required,  retaining  the  scale  of  the  original,  then  the  slides  E  and  F 
must  be  placed  at  the  divisions  marked  1.  The  fulcrum  must  take  the 
middle  station,  and  the  pencil  and  tracer  those  on  the  exterior  rules  A  and 
B  of  the  instrument. 
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The  camera  ludda  is  eornetimea  used  for  copying  and  reducing  topo- 
grapliieal  drawings.  A  description  of  tlie  use  of  this  instrument  will  be 
found  under  the  head  of  topographical  drawing. 

The  drawing  tcMe  and  dra/wing  Ixiard. — The  usual  size  of  the  drawing 
tatle  should  be  from  5  to  6  feet  long,  and  3  feet  wide,  of  1^  or  2  inch  white 
pine  plank  well  seasoned,  witliont  any  knots,  closely  joined,  glued,  dowelled, 
and  clamped.  It  should  be  fixed  on  a  strong  firm  frame  and  legs,  and  of 
such  a  height  that  the  draughtsman,  as  he  stands  up,  may  not  have  to 
stoop  to  his  work.  The  table  is  usually  provided  with  a  shallow  drawer  to 
hold  paper  or  drawings.  Drawing  tables  are  made  portable,  by  having 
two  horses  for  their  supports,  and  a  movable  drawing  board  for  the  top ; 
this  board  ie  made  similar  to  the  top  of  the  drawing  table,  hut  of  inch 
boards,  and  barred  at  the  ends.  Various  woods  are  used  for  the  purposes, 
but  white  pine  is  by  far  the  cheapest  and  best.  Drawing  boards  should  be 
made  truly  rectangular,  and  with  perfectly  straight  sides  for  the  use  of  the 
T  square.  Two  sizes  are  sufficient  for  common  purposes,  41  X  30  inches 
to  carry  double  elephant  paper  with  a  margin,  and  31  X  24  inches  for  im- 
perial and  smaller  sizes.  Boards  smaller  than  tliis  are  too  light  and  un- 
steady in  handling. 

Small  boards  are  occasionally  made,  as  loose  panels  fitting  into  a  frame, 
flush  on  the  dra^ving  surface,  with  buttons  on  the  back  to  secure  it  in 
position.     The  panel  is  mostly  of  white  pine,  with  a  hard-wood  frame. 


DRAWING   PAPER. 


Drawing  paper,  properly  so  called,  is  made  to  certain 
follows ; — 


Demy 

20  inch 

es  by  151  iuc 

Medium, 

82" 

'         171      ' 

Eoyal, 

24 

■         191      ' 

Super  Koyal, 

.     271 

•         191      • 

Imperial,    . 

30 

22 

Elephant, 

.    28 

'         23        ' 

Columbier, 

35 

23J      ' 

Atlas,     .        .        . 

.    34 

'         28 

Double  Elephant, 

40 

27 

Antiquarian,  . 

.     63 

31 

Emperor,    . 

68 

48 

Of  these,  Double  Elephant  is  the  largest  in  common  use  by  engineers,  and 
it  is  the  most  generally  useful  size  of  sheet.     Demy  and  Imperial  are  the 
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only  other  sizes  worth  providing  for  a  drawing  eetahlishment.  Whatman's 
■white  paper  is  the  quality  most  usually  employed  for  finished  drawings ; 
it  will  bear  wetting  and  stretching  without  injury,  and  when  so  treated, 
receives  color  readily.  For  ordinary  working  drawings,  where  damp- 
stretching  is  dispensed  with,  cartridge  paper,  of  a  coarser,  harder,  and 
tougher  quality,  is  preferable.  It  bears  the  use  of  indiarubber  better,  re- 
ceives ini  on  the  original  undamped  surface  more  freely,  shows  a  fully 
better  Une,  and  as  it  does  not  absorb  very  rapidly,  tinting  lies  better  and 
more  evenly  upon  it.  For  dehcate  small-scale  line-drawing,  the  thick 
blue  paper,  such  as  is  used  for  ledgers,  &e.,  imperial  size,  answers  exceed- 
ingly well ;  but  it  does  not  bear  damp-stretching  without  injury,  and 
should  be  merely  pinned  or  waxed  down  to  the  board.  With  good  man- 
agement, there  is  no  ground  to  fear  the  shifting  of  the  paper.  Good  letter 
paper  receives  light  drawing  very  well ;  of  course  it  does  not  bear  much 
fatigue. 

Large  sheets,  destined  for  rough  usage  and  frequent  reference,  should 
be  mounted  on  linen,  previously  damped,  with  a  free  application  of  paste. 

Tracm^  paper  is  a  preparation  of  tissne-  paper,  transparent  and  quali- 
fied to  receive  ink  lines  and  tinting  without  spreading.  When  placed 
over  a  drawing  already  executed,  the  drawing  is  distinctly  visible  through 
the  paper,  and  may  be  copied  or  traced  directly  by  the  ink-instruments  ; 
thus  an  accurate  copy  may  be  made  with  great  expedition.  Tracings  may 
be  folded  and  stowed  away  very  conveniently  ;  but,  for  good  service,  they 
should  be  mounted  on  cloth,  or  on  paper  and  cloth,  with  paste. 

Tracing  paper  may  be  prepared  from  thick  tissue  paper,  by  sponging 
over  one  surface  with  a  mixture  of  one  part  raw  linseed  oil  and  five  spirits 
of  turpentine ;  five  gilia  of  turpentine  and  one  of  oil  will  go  over  from 
forty  to  fifty  sheets  of  paper. 

Tracing  cloth  is  a  similar  preparation  of  linen,  and  is  preferable  for  its 
toughness  and  durability. 

Mouth  Glvs,  for  the  sticking  of  the  edges  of  drawing  paper  to  the 
board,  is  made  of  glue  and  sugar  or  molasses  ;  it  melts  at  the  temperature 
of  the  mouth,  and  is  convenient  for  the  draughtsman. 

Drawing  paper  may  be  fixed  down  on  the  drawing  board  by  the  pins 
at  the  comers,  by  weights,  or  by  gluing  the  edges.  The  first  is  sufficient 
when  no  shading  or  coloring  is  to  be  applied,  and  if  the  sheet  is  not  to  be 
a  very  long  time  on  the  board ;  and  it  has  the  advantage  of  preserving 
the  paper  in  its  natural  state.  For  shaded  or  tinted  drawings,  the  paper 
mnst  be  damped  and  glued  at  the  edges,  as  the  partial  wetting  of  paper, 
lotme  or  fixed  at  the  comers  merely,  by  the  water  colors  distorts  the  surface. 
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Damp-stretching  is  done  as  follows  : — Tlie  edges  of  the  paper  should 
first  be  cut  straight,  and,  as  near  as  possible,  at  right  angles  with  each 
other ;  also  the  sheet  should  be  so  much  larger  than  the  intended  drawing 
and  its  margin,  as  to  admit  of  being  afterwards  cut  from  the  board,  leaving 
the  border  by  which  it  is  attached  thereto  by  glue  or  paste,  as  we  shall 
next  explain. 

The  paper  must  first  be  thoroughly  and  equally  damped  with  a  sponge 
and  clean  water,  on  the  opposite  side  from  that  on  which  tlie  drawing  is  to 
be  made.  When  the  paper  absorbs  the  water,  which  may  be  seen  by  the 
wetted  side  becoming  dim,  as  its  surface  is  viewed  slantwise  against  the  light, 
it  is  to  be  laid  on  the  drawing  board  with  the  wetted  side  downwards,  and 
placed  BO  that  its  edges  may  be  nearly  parallel  with  those  of  the  board ; 
otherwise,  in  using  a  T  square,  an  inconvenience  may  be  experienced. 
This  done,  lay  a  straight  flat  ruler  on  the  paper,  with  its  edge  parallel  to, 
and  about  half  an  inch  from  one  of  its  edges.  The  ruler  must  now  be  held 
firm,  while  the  said  projecting  half  inch  of  paper  be  turned  up  along  its 
edge  ;  then,  a  piece  of  solid  or  mouth  glue,  having  its  edge  partially  dis- 
solved by  holding  it  in  boiling  or  warm  water  for  a  few  seconds,  must  be 
passed  once  or  twice  along  the  turned  up  edge  of  the  paper,  after  which, 
by  eliding  the  ruler  over  the  glued  border,  it  will  be  again  laid  flat,  and 
the  rule  being  pressed  down  upon  it,  that  edge  of  the  paper  will  adhere  to 
the  board.  If  sufficient  glue  has  been  applied,  the  ruler  may  be  removed 
directly,  and  the  edge  finally  rubbed  down  by  an  ivory  book-knife,  or  by 
the  bows  of  a  common  key,  by  rubbing  on  a  slip  of  paper  placed  on  the 
drawing  paper,  so  that  the  smface  of  the  latter  may  not  be  soiled,  which 
will  then  firmly  cement  the  paper  to  the,  board.  This  done,  another  but 
adjoining  edge  of  the  paper  must  be  acted  upon  in  Kke  manner,  and  then 
the  remaining  edges  in  succession ;  we  say  the  adjoining  edges,  because 
we  have  occasionally  observed,  that  when  the  opposite  and  parallel  edges 
have  been  laid  down  first,  without  continuing  the  process  progressively 
round  the  hoard,  a  greater  degree  of  care  is  required  to  prevent  undula- 
tions in  the  paper  as  it  dries. 

Sometimes  strong  paste  is  used  instead  of  glue ;  but  as  this  takes  a 
longer  time  to  set,  it  is  usual  to  wet  the  paper  also  on  the  upper  surface  to 
within  an  inch  of  the  paste  mark,  care  being  taken  not  to  rub  or  injure  the 
surface  in  the  process.  The  wetting  of  the  paper  in  either  case  is  done  for 
the  purpose  of  expanding  it ;  and  the  edges  being  fixed  to  the  board  in  its 
enlarged  state,  act  as  stretchers  upon  the  paper,  while  it  contracts  in  dry- 
ing, which  it  should  be  allowed  to  do  gradually.     All  creases  or  undula- 
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tions  by  this  means  disappear  from  the  surface,  and  it  forms  a  smooth 
plane  to  receive  the  drawing. 

To  remove  the  paper  after  the  drawing  ia  finished,  cut  off  inside  the 
pasted  edge,  and  remove  the  edge  by  warm  water  and  the  knife. 

With  panelled  boards,  the  panel  is  taken  out,  and  the  frame  inverted  ; 
the  paper,  being  first  damped  on  the  back  with  a  sponge  slightly  charged 
with  water,  is  applied  equally  over  the  opening  to  leave  equal  margins, 
and  is  pressed  and  secured  into  its  seat  by  the  panel  and  bare. 


MOUNTING   PAPER  AND  DBAWINGe,    VAENISHING,    ETC. 

In  mounting  paper  upon  canvas,  the  latter  should  be  well  stretched 
upon  a  smooth  flat  surface,  being  damped  for  that  purpose,  and  its  edges 
glued  down,  as  was  recommended  in  stretching  drawing  paper.  Then  with 
a  brush  spread  strong  paste  upon  the  canvas,  beating  it  in  tiU  the  grain  of 
the  canvas  be  all  filled  up ;  for  this,  when  dry,  will  prevent  the  canvas 
from  shrinking  when  subsequently  removed ;  then,  having  cut  the  edges 
of  the  paper  straight,  paste  one  side  of  every  sheet,  and  lay  them  upon  the 
canvas  sheet  by  sheet,  overlapping  each  other  a  small  quantity.  If  the 
drawing  paper  is  strong,  it  is  best  to  let  every  sheet  lie  five  or  six  minutes 
after  the  paste  is  put  on  it,  for  as  the  paste  soaks  in,  the  paper  will  stretch, 
and  may  he  better  spread  smooth  upon  the  canvas  ;  whereas,  if  it  be  laid 
on  before  the  paste  has  moistened  the  paper,  it  will  stretch  afterwards  and 
rise  in  blisters  when  laid  upon  the  canvas.  The  paper  should  not  be  cut 
off  from  its  extended  position  till  thoroughly  diy,  which  should  not  be 
hastened,  but  left  in  a  dry  room  to  do  so  gradually,  if  time  permit ;  if  not, 
it  may  be  exposed  to  the  sun,  unless  in  the  winter  season,  when  the  help 
of  a  fire  is  necessary,  provided  it  is  not  placed  too  near  a  scorching  heat. 

In  joining  two  slieets  of  paper  together  by  overlapping,  it  is  necessary, 
in  order  to  make  a  neat  joint,  to  feather  edge  each  sheet ;  this  is  done  by 
carefully  cutting  with  a  knife  half  way  through  the  paper  near  the  edges, 
and  on  the  sides  which  are  to  overlap  each  other  ;  then  strip  off  a  feather- 
edged  slip  from  each,  which,  if  done  dexterously,  will  form  a  very  neat 
and  efficient  joint  when  put  together. 

For  mounting  and  varnishing  drawing  or  prints,  stretch  a  piece  of  linen 
on  a  frame,  to  which  give  a  coat  of  isinglass  or  common  size,  paste  the  back 
of  drawing,  which  leave  to  soak,  and  then  lay  it  on  the  linen.  When  dry, 
give  it  at  least  four  coats  of  well  made  isinglass  size,  allowing  it  to  dry  be- 
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tween  each  coat.     Take  Canada  balsam  diluted  with  the  best  oil  of  turpen- 
tine, and  with  a  clean  bruah  give  it  a  full  flowing  coat. 


MANAGEMENT   OF  THE   INSTRTTMENTS. 


In  constructing  preparatory  pencil-drawings,  it  is  advisable,  as  a  rule 
of  general  application,  to  make  no  more  line's  upon  the  paper  than  are  ne- 
ceesary  to  the  completion  of  the  drawing  in  ink  ;  and  also  to  make  these 
lines  just  so  dark  as  is  consistent  with  the  distinctness  of  the  work,  With 
respect  to  the  first  idea,  it  is  of  frequent  application :  in  the  case,  for 
example,  of  the  teeth  of  spur  wheels,  where,  in  many  instances,  all  that  is 
necessary  to  the  drawing  of  their  end  view  in  ink  are  three  circles,  one 
of  them  for  the  pitch  line,  and  the  two  others  for  the  tops  and  hottoras 
of  the  teeth  ;  and  again,  to  draw  the  face  view  of  the  teeth,  that  is^  in  the 
edge  yiew  of  the  wheel,  we  have  only  to  mark  ofi"  by  dividers  the  positions 
of  the  lines  which  compose  the  teeth,  and  draw  four  pencil  lines  for  the 
two  sides,  and  the  top  and  bottom  of  the  elevation.  And  here  we  may 
remark  the  inconvenience  of  that  arbitrary  rule,  by  which  it  is  by  some  in- 
sisted that  the  pupil  should  lay  down  in  pencil  every  hne  that  is  to  he 
drawn,  before  finishing  it  in  ink.  It  is  often  beneficial  to  ink  in  one  part 
of  a  drawing,  before  touching  other  parts  at  all ;  it  prevents  confusion, 
makes  the  first  part  of  easy  reference,  and  allows  of  its  being  better  done, 
as  the  surface  of  the  paper  inevitably  contracts  dust,  and  becomes  other- 
wise soiled  in  the  course  of  time,  and  therefore  the  sooner  it  is  done  with 
the  better. 

Circles  and  circular  arcs  should,  in  general,  be  inked  in  before  straight 
lines,  as  the  latter  may  be  more  readily  drawn  to  join  the  former,  than  the 
former  the  latter.  Wlien  a  number  of  circles  are  to  be  described  from  one 
centre,  the  smaller  should  be  inked  first,  while  the  centre  is  in  better  con- 
dition. When  a  centre  is  required  to  hear  some  fatigue,  it  should  be  pro- 
tected with  a  thickness  of  stout  card  glued  or  pasted  over  it,  to  receive  the 


Indiarubber  is  the  ordinary  medium  for  cleaning  a  drawing,  and  for  cor- 
recting errors  in  the  pencil.  For  slight  work  it  is  quite  suitable ;  that  sub- 
stance, however,  operates  to  destroy  the  surface  of  the  paper ;  and  by  re- 
peated application,  it  so  ruffles  the  surface,  and  imparts  an  unctuosity  to  it, 
as  to  spoil  it  for  fine  drawing,  especially  if  ink  shading  or  coloring  is  to  be  ap- 
plied. It  is  much  better  to  leave  trivial  errors  alone,  if  corrections  by  the 
pencil  may  be  made  alongside  witliout  confusion ;  as  it  is,  in  such  a  case, 
time  enough  to  clear  away  superfluous  lines  when  the  inking  is  finished. 
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For  cleaning  a  drawing,  a  piece  of  bread  two  days  old  h  preferable  to 
indiarubber,  as  it  cleans  the  surface  well  and  does  not  injure  it.  When  ink 
lines  to  any  considerable  extent  have  to  be  erased,  a  Email  piece  of  damped 
soft  eponge  may  be  rubbed  over  them  till  they  disappear.  As,  however, 
this  process  is  apt  to  discolor  the  paper,  the  sponge  must  be  passed  through 
clean  water,  and  applied  again  to  take  up  the  straggling  ink.  For  ordi- 
nary small  erasures  of  ink  linSs,  a  sharp  rounded  pen-blade  applied  hghtly 
and  rapidly  does  well,  and  the  surface  may  be  smoothed  down  by  the 
thumb-nail.  In  ordinary  working  drawings,  a  line  may  readily  be  taken 
out  by  damping  it  with  a  hair  pencil,  and  quickly  applying  the  indiarub- 
ber ;  and  to  smooth  the  surface  so  roughened,  a  light  application  of  the 
knife  is  expedient.  In  drawings  intended  to  be  highly  finished,  particular 
pains  should  be  taken  to  aroid  the  necessity  for  corrections,  as  every  thing 
of  this  kind  detracts  from  the  appearance. 

In  using  the  square,  tiie  more  convenient  way  is  to  draw  the  lines  off 
the  left  edge  with  the  right  hand,  holding  the  stock  steadily  but  not  very 
tightly  against  the  edge  of  the  board  with  the  left  hand.  The  convenience 
of  the  left  edge  for  drawing  by  is  obvious,  as  we  are  able  to  use  the  arms 
more  freely,  and  we  see  exactly  what  we  are  doing. 

To  draw  lines  in  ink  with  the  least  amount  of  trouble  to  himself,  the 
mechanical  draughtsman  ought  to  take  the  greater  amount  of  trouble  with 
his  tools.  If  they  be  well  made,  and  of  good  stuff  originally,  they  ought 
to  last  through  three  generations  of  draughtsmen ;  their  working  parts 
should  be  carefully  preserved  from  injury,  they  should  be  kept  well  set, 
and,  above  all,  scrupulouBly  clean.  The  setting  of  instruments  is  a  matter 
of  some  nicety,  for  which  purpose  a  small  oil-stone  is  convenient.  To  dress 
up  the  tips  of  the  blades  of  the  pen  or  of  the  bows,  as  they  ai-e  usually 
worn  unequally  by  the  customary  usage,  they  may  be  screwed  up  into  con- 
tact in  the  first  place,  and  passed  along  the  stone,  turning  upon  the  point 
in  a  directly  perpendicular  plane,  till  they  acquire  an  identical  profile.- 
Being  next  unscrewed  and  examined  to  ascertain  the  parts  of  unequal 
thickness  roimd  the  nib,  the  blades  are  laid  separately  upon  their  backs  on 
the  stone,  and  rubbed  do^vn  at  the  points,  tiU  they  be  brought  up  to  an 
edge  of  uniform  fineness.  It  is  well  to  screw  them  together  again,  and  to 
pass  them  over  the  stone  once  or  twice  more,  to  bring  up  any  fault ;  to  re- 
touch them  also  on  the  outer  and  inner  side  of  each  blade,  to  remove  barbs 
or  frasing ;  and,  finally,  to  draw  them  across  the  palm  of  the  hand. 

The  China  ink,  which  is  commonly  used  for  line-drawing,  ought  to  be 
rubbed  down  in  water  to  a  certain  degree,  avoiding  the  sloppy  aspect  of 
light  lining  in  drawings,  and  making  the  iok  just  so  thick  as  to  run  freely 
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from  tlie  pen.  Thie  medium  degree  may  be  judged  of  after  a  little  practice 
by  the  appearance  of  the  ink  on  the  pallet.  The  best  quality  of  ink  has  a 
soft  feel  when  wetted  and  smoothed ;  free  from  grit  or  sediment,  and 
musky.  The  rubbing  of  China  ink  in  water  tends  to  crack  and  break  away 
the  surface  at  the  point ;  this  may  be  prevented  by  shifting  at  intervals  the 
position  of  the  stick  in  the  hand  while  being  rubbed,  and  thus  rounding  the 
surface.  Nor  is  it  advisable,  for  the  same  reason,  to  bear  very  hard,  as 
the  mixture  is  otherwise  more  evenly  made,  and  the  enamel  of  the  pallet 
is  less  rapidly  worn  off.  When  the  ink,  on  being  rubbed  down,  is  likely 
to  be  for  some  time  required,  a  considerable  quantity  of  it  should  he  pre- 
pared, as  the  water  continually  vaporises ;  it  will  thus  continue  for  a 
longer  time  in  a  condition  fit  for  application.  The  pen  should  be  levelled 
in  the  ink,  to  take  up  a  sufficient  charge  ;  and  to  induce  the  ink  to  enter 
the  pen  freely,  the  blades  should  be  Hghtly  breathed  upon  before  immer- 
sion. After  each  application  of  int,  the  outsides  of  the  blades  should  be 
cleaned,  to  prevent  any  deposit  of  ink  upon  the  edge  of  the  squares. 

To  keep  the  blades  of  his  inhere  clean,  is  the  first  duty  of  a  da-aughtsman 
who  is  to  make  a  good  piece  of  work.  Pieces  of  blotting  or  unsized  paper 
and  cotton  velvet,  washleather,  or  even  the  sleeve  of  a  coat,  should  always 
be  at  hand  while  a  drawing  is  being  inked.  "When  a  small  piece  of  blot- 
ting paper  is  folded  twice  so  as  to  present  a  comer,  it  may  usefully  be 
passed  between  the  blades  of  the  pen  now  and  then,  as  the  ink  is  liable  to 
deposit  at  the  point  and  obstruct  the  passage,  particularly  in  fine  lining ; 
and  for  this  purpose  the  pen  must  be  unscrewed  to  admit  the  paper.  But 
this  process  may  be  delayed  by  drawing  the  point  of  the  pen  over  a  piece 
of  velvet,  or  even  over  the  surface  of  thick  blotting  paper  ;  either  method 
clears  the  point  for  a  time.  As  soon  as  any  obstruction  takes  place,  the 
pen  ^ould  be  immediately  cleaned,  as  the  trouble  thus  taken  will  always 
improve  and  expedite  the  work.  K  the  pen  should  be  laid  down  for  a  short 
time  with  the  ink  in  it,  it  should  be  unscrewed  to  keep  the  points  apart, 
and  BO  prevent  deposit ;  and  when  done  with  altogether  for  the  occasion, 
it  ought  to  be  thoroughly  cleaned  at  the  nibs.  This  will  preserve  its  edges 
and  prevent  rusting. 

Tor  the  designing  of  machinery,  it  is  very  convenient  to  have  some 
scale  of  reference  by  which  to  proportion  the  parts ;  for  this  purpose,  a 
vertical  and  horizontal  scale  may  be  drawn  on  the  walla  of  the  room. 
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It  18  desirable  that  the  beginner  should  construct  the  following  prob- 
lems, not  copying  them,  bat  adopting  some  scale,  which  wUl  give  him  the 
use  of  the  scale,  and  imprint  the  problems  on  his  memory. 
Problem  I. — To  d/ra/w  a  straight  line  through  given  points. 
Let  A  and  B  (fig.  78)  be  two  given  points,  represented  by  the  intersec- 
tion of  two  lines,  or  pricked 

. 4—    ■■■ — — *- — — ]      into  the  surface.     Surround 

tlie  points  by  email  circles, 

Fig-JS.  . 

when  advisable  for  assisting 
to  define  tlieir  locality,  as  thus  0  ;  place  tlie  straight  edge  at  or  so  near 
the  points,  that  the  point  of  the  pen  or  pencil  may  pass  through  them,  and 
draw  the  line  firmly  and  steadily. 

Lines'  in  drawing  are  divided  into  several  classes,  as  full,  hrdken,  dotted, 
and  iroken  and  dotted,  &c. ;  these  again  are  divided  into  Jme,  medium,  and 
heavj/,  according  to  the  breadth  of  the  line  (fig.  79). 

The  lines  of  a  problem  which  are  either  given  or  are  to  be  found,  and 


the  outlines  of  an  object  that  can  be  seen  from  the  point  of  view  in  which 
it  is  represented  should  be  full,  and  either  fine,  medium,  or  heavy,  accord- 
ing to  the  particular  effect  that  the  draughtsman  wishes  to  give.  Tlie  por- 
tions of  the  outline  that  are  hidden  from  view,  but  which  are  requisite  to 
give  a  complete  idea  of  the  object,  should  be  dotted  or  broken. 
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The  other  lines  are  used  for  conventional  purposes  fcy  the  draughtsman, 
as  boundaries  of  parishes  or  estates,  or  to  show  a  change  in  position  of  an 
object,  &c.,  &c. 

Pkob.  II. — To  set  off  a  given  distance  along  a  strmght  Ime  C  'D,frmn 
a  gi/oen^oint  A.  on  it  (fig.  80). 

Take  off  the  given  distance  from  the  scale  of  equal  parts  with  tlie 
dividers.     Set  one  foot  of  the" 

dividers  on  A,  and  bring  the    c         Aa  t  B p 

other  foot  upon  the  line,  and  ri^Bo. 

mart  the  point  B,  either  by 

pricking  with  the  foot  of  the  dividers,  or  by  a  small  dot  with  the  sharp 

point  of  a  lead  pencil, 

Wben  the  distance  as  at  A  to  be  set  off  is  too  small  to  be  taken  off 
from  the  scale  with  accuracy,  set  off  any  convenient  distance  A  h  greater 
than  the  given  distance  ;  set  off  from  5  towards  A,  the  length  by  which 
A  J  is  greater  than  the  given  distance  ;  the  part  A  a  will  be  the  required 
distance. 

To  set  off  a  number  of  distances  on  a  straight  line,  set  off  their  succes- 
sive sums.  Thus,  to  set  off  successively  the  distances  —  10,  15,  20,  set  off 
as  above  10,  35,  and  45,  always  starting  from  the  same  point.  The  object 
of  performing  the  operation  in  this  manner  is  to  avoid  carrying  forward 
any  inaccuracy  tliat  might  be  made  were  the  respective  distances  set  off 
separately,  one  after  the  other.  If  the  distances  to  be  set  off  are  equal,  it 
will  be  more  accurate  to  set  off  a  distance  equal  either  to  the  whole  aggre- 
gate, or  such  a  number  of  them  as  can  be  contained  by  the  compasses,  and 
then  dividing  the  line  into  the  required  parts. 

Pkob,  III, — To  dwide  a  gwen  line  into  two  eqwdpwrts  (fig.  81). 

Open  the  dividers  to  as  near  as  possible  half  the  given  line,  place  one 
point  of  the  dividers  on  the  end  of  the  line,  bring  the  other  point  to  the 
line,  and  turn  on  this  point ;  if  now  the  point  of  the  dividers  coincide  with 


the  other  end  of  the  line,  we  have  the  division  required ;  but  should  the  point 
of  the  dividers  fall  within  or  without  the  end  of  the  line,  divide  this  deficit 
or  excess  by  the  eye  into  two  equal  parf«,  and  contract  or  open  the  dividers 
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to  tliis  point,  and  apply  them  again  as  at  first ;  perform  the  operation  till 
the  revolution  of  the  compasBes  coincides  with  the  given  hne.  Thus  (fig. 
81),  suppose  it  were  required  to  divide  the  Hne  A  B  into  two  equal  parte, 
and  the  distance  A  C  was  the  first  guess  or  opening  of  the  dividers ;  turn- 
ing on  the  point  C,  the  point  of  the  dividers  that  was  at  A  falls  on  the 
point  D  beyond  B,  keeping  the  point  of  the  dividers  still  on  the  point  C, 
open  them  till  they  emhrace  the  distance  C  5,  i  being  at  or  near  as  can 
be  judged  by  the  eye  the  centre  of  D  B ;  begin  again  from  the  point  A  with 
the  distance  C  b  contained  in  the  dividers,  and  apply  the  distance  as  at 
first,  dividing  the  deficit  or  excess  of  the  two  revolutions,  till  the  point  of 
the  dividers  that  was  at  A  falls  by  revolution  on  B.  The  eye,  by  practice, 
becomes  so  accustomed  to  this  means  of  division,  that  a  plan  may  be  re- 
duced to  half  scale  as  quietly  and  with  as  little  chance  of  mistake  as  by  the 
proportional  compasses. 

To  divide  a  Une  into  amy  tmmber  qf  equal  parts. — If  the  number  is 

divisible  by  two,  bisect  the  line,  or  divide  it  into  two  equal  parts  as  above, 

and  continue  this  as  long  as  the  number  remaining  is  divisible  by  two  ;  but 

when  the  number  is  uneven,  measure  the  given  line  on  the  scale,  divide 

numerically  the  length  tlius  found  by  the  number  of  parts  into  which  it 

is  to  be  divided,  and  take  on  the  scale  as  accurately  as  possible  the  quotient 

thus  obtained  ;  apply  this  length  successively  on  the  line,  and  if  the  last 

distance  set  off  does  not  agree  with  the  extremity  of  the  line  ;  thus  if,  as  in 

fig.  81,  when  the  line  is  to  be  divided  into  two  paits,  the  repeated  length 

exceeds  the  line,  divide  this  excess  by  the  eye  into  as  many  parts  as  the 

given  line  is  to  be  divided,  and  close  the  dividers  so  as  to   include  a 

length  less  by  one  of  these  parts.      If  the  point  D  should   fall  inside 

'\j;/  B,  divide  the  deficit  as  before  by 

.■'i\  the  number  of  parts,   tut  open 

/  j  \  the    dividers    by  one    of  these 

I  parts. 

!  The  above  problems  may  be 

1  constructed  geometrically  as  fol- 

1  lows : — ^To  Maect  or  divide  into 

.    I    ^/  two  equal  parts  a  given  line  A  B. 

\|  /  From  A  and  B,  with  any  radius 

y]i\  greater  than  half  of  A  B,  describe 

^^-  ^  arcs  intersecting  each  other  above 

and  below  the  given  line,  the  line  C  D  connecting  these  intersections  will 

bisect  A  B,  and  also  be  perpendicular  to  it. 
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Peob.  IV. — To  divide  a  gi/oen  Ime  into  a  gwm  nuTnber  of  equal  pa/rts. 
Let  A  B  be  the  distance 
to  Le  divided,  for  example, 
into  four  equal  parts ;  draw 
the  line  A  C,  making  an 
acute  angle  with  A  B  ;  on 
A  C  lay  oif  any  four  equal 
distances,  each  as  near  as 
may  he  to  J  of  A  B,  con- 
nect the  last  division  4  with 
B,  and  through  the  other 
points  1,  3,  3,  draw  lines 
parallel  to  4  B,  the  inter- 
sections of  th^e  lines  J,c,d^, 
with  the  line  A  B,  will  divide  it  into  four  equal  parts. 

Pbob.  V. — To  draw  a  perpendicular  to  a  straight  line,  from  a  point 
without  it. 

1st  Method  (fig,  84), — From  the  point  A,  with  a  sufficient  radius,  cut 
the  given  line  at  ¥  and  G,  and  from  these  points  describe  arcs  cntting  at  E ; 
through  E  draw  A  E,  which  will  he  the  perpendicular  required.  If  there  be 
no  room  below  the  line,  the  intersection  may  be  taken  above  ;  that  is,  be- 
tween the  line  and  the  given  point.  This  mode  is  not,  however,  likely  to 
be  as  exact  in  practice  as  the  one  given. 


// 


.  85). — ^From  any  two  points  B  and  C,  at  some  distance 
apart,  in  the  given  line,  and  with  radii  B  A,  C  A,  respectively,  describe  arcs 
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cutting  at  A  and  D.  Draw  the  perpendicular  required,  A  D.  This  method 
is  nseful  where  the  giveii  point  is  opposite  the  end  of  the  Hne,  or  nearly  so. 

Pkob.  TI, — To  d^aw  a  jperpenMeulaa'  to  a  straigM  Une  from  a  given 
point  A  in  that  line. 

1st  Method  (fig.  86). — "With  any  radius,  from  the  given  point  A,  in  the 
given  line  B  C,  cut  the  line  at  B  and  C ;  with  a  greater  radius  describe  arcs 
from  E  and  C,  cnttuig  each  other  at  D,  and  draw  D  A  the  perpendicular. 


N 


Fig.  86.  Fig.  3T. 

■•  87).— From  any  centre  F,  above  B  C,  describe  a  circle 
passing  through  the  given  point  A,  and  cutting  the  given  line  at  D  ;  draw 
D  F,  and  produce  it  to  cut  the  circle  at  E ;  and  draw  A  E  the  perpendicular. 
This  method  is  useful  when  the  point  A  is  at  or  near  one  end  ;  and  in  prac- 
tice, it  is  expedient  in  the  first  place  to  sfrike  out  a  preliminary  arc,  of  any 
convenient  radius,  from  the  point  A,  as  any  point  in  that  arc  may  he 
chosen  for  the  centre  F,  with  the  certainty  that  the  arc  from  thifi  centre 
will  pass  through  A,  without  the  delay  of  adjusting  the  point  of  the  com- 
pass to  it.  This  expedient  is  of  general  use  where  an  arc  is  to  be  passed 
through  a  given  point,  and  particularly  if  the  point  of  the  pencil  be  round 
,  and  therefore  uncertain. 

i). — From  A  describe  an  arc  E  C,  and  from  E,  with  the 


same  radius,  the  arc  A  C,  cutting  the  other  at  C ;  through  C  draw  a  hne  E  C  D, 
and  set  off  0  D  equal  to  C  E,  and  through  D  draw  A  D  the  perpendicular 
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required,  Tliia  method,  like  the  previous  one,  is  useful  when  the  point  A 
is  at  one  end. 

itk  Method  (lig,  89). — From  the  given  point  A,  set  off  a  distance  A  E 
equal  to  three  parts,  by  any  scale ;  and  on  the  centres  A  and  E,  with  radii 
of  four  and  five  parts  respectively,  describe  arcs  intersecting  at  0.  Draw 
A  C  for  the  perpendicular  required.  This  method  is  most  useful  on  very  large 
scales,  where  straight  edges  are  inapplicable,  as  in  laying  down  perpendi- 
culars or  right  angles  on  the  ground ;  as  in  laying  out  the  comers  of  houses, 
beams  and  girders  may  be  set  square  with  the  sides  of  the  houses :  columns, 
and  the  like,  may  be  set  perpendicularly  by  the  same  method.  The 
numbers  3,  4,  5,  are,  it  is  to  be  observed,  taken  to  measure  respectively— 
the  base,  the  perpendicular,  and  the  slant  side  of  the  triangle  A  E  0.  Any 
multiples  of  these  numbers  may  be  used  with  equal  propriety,  as  6,  8,  10, 
or  9,  12,  15,  whether  feet,  yards,  or  any  other  measure  of  length. 

Pkoe.  Vn. — To  draw  a  straight  Ims  pa^aUel  to  a  gi/ven  line,  a 


From  the  centres  A,  B,  in  the  given  line, 
with  the  given  distance  as  radius,  describe 
arcs  C,  ~D  ;  and  draw  the  parallel  line  C  D 
touching  the  arcs.     The  method  of  drawing 

tangents  will  be  afterwards  shown ;   mean-  "'■'  ■" 

time,  in  all  ordinary  cases,  the  line  0  D  may  ^'*^  **' 

be  drawn  by  simply  applying  a  straight  edge  by  the  eye. 

Peob.  Ym. — To  drmo  aj>aralld  through  a  gwenpoi/rd. 

Isi  Method  (fig,  91). — With  a  radius  equal  to  the  distance  of  the  given 
point  0  from  the  given  Hne  A  B,  describe  the  arc  D  from  E,  taken  con- 
siderably distant  from  0  ;  draw  the  parallel  through  C  to  touch  the  arc  D. 


2(?  Metfiod  (fig.  92).— -From  A,  the  given  point,  describe  the  arc  F  D, 
cutting  the  given  line  at  F ;  from  F,  with  the  same  radius,  describe  the 
arc  E  A ;  and  set  off  F  D  equal  to  E  A,  Draw  the  parallel  through 
the  points  A,  D. 
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Peob.  JX.—  To< 

equal  to  a  gwen  cmgU  (flg,  93). 

Thue,  on  the  line  ah  to  construct  an  an- 
gle which  shall  be  equal  to  the  given  angle 
CAB.  With  the  dividers  describe  the  arc 
I,  C  B ;  from  the  point  o,  with  the  same  ra- 

J_ diua  describe  c  b;  with,  the  dividers  mea- 
sure the  length  of  the  arc  C  B,  and  on  e  J 
lay  off  this  distance ;  through  c  draw  c  a, 
and  we  hare  the  required  angle  or  open- 
ing cah,  equal  to  the  given  angle  CAB. 
Pbob.  X.~  j^z-om  a  point  A  of  a  gimen 
line  D  E,  to  draw  a  line  nwMng  an  imgle 
"                                        ii  of  60°  with  the  given  Idne  (fig.  94). 

^^^'  Take  any  convenient  distance  in  the 

dividers,  and  from  A  describe  the  are  B  0.  From  B,  with  the  same  dis- 
tance, describe  an  arc,  and  mark  the  point  0  where  the  arcs  cross.  Draw 
the  line  A,  0.  This  line  will  make  with  the  given  one  the  required 
angle  of  6'  ' 


Flg,M. 


B& 


agwen 


Peoe.  XL.— Fro 

an  amgle  ofi5°  with  ii  (fig.  95). 

Set  off  any  distance  E  a,  along  D  E,  from  B.     Construct  a  perpendicu- 
lar to  D  E  at  a,  and  set  off  on  this  perpendicular  a  c  equal  to  «  B ;  draw 
through  Boa  line,  which  wUl  make  with  D  E  the  required  angle  of  45°. 
Peob.  XII. — To  dimde  a  given 


tM  B  A  C  ( 


,  into  two 


From  the  point  A,  or  vertex  of 
the  angle,  with  any  radius  describe 
an  are  5  <? ;  from  h  and  c,  the  inter- 
sections of  the  arc  with  the  sides  of 
the  angle,  with  any  radius  greater 


„Googlc 


QEOiarrBKAi.  psoBi^am.  48 

than  half  the  are  J  e,  describe  two  arcs  interaectiiig  each  other,  as  at  D ; 
through  A  and  D  draw  a  line  which  will  bisect  or  divide  into  two  equal 
parts  the  angle  BAG. 

Peob.  XTTT. — To  Jyisect  the  angle  Cfmtadnedieiween  two  lme8,aa  A.'^amd 
C  D  (fig.  97),  when  the  ■mterseotmff  jmnt  or  vertex  of  the  angle  is  not  on  the 
3ra/wing. 

Set  off  a  point  &  at  any  convenient  dietance  from  A  B,  and  through  this 
point  draw  a  parallel  to  »_ 


A  B ;  at  the  same  distance 
from  C  D  draw  a  paral- 
lel ;  extend  these  parallels 
till  they  intersect  at  c  y  bi- 
sect the  angle  hodhj  ca, 
which  will  also  bisect  the 
angle  contained  between 
Ihe  lines  A  B  and  0  D. 


Pbob.  XIV, — TImmgh  two  gvoen  poi/nia,  as  B  and  C  (fig.  98] 
an  a/rc  of  a  circle  with  a  given  radius. 

From  B  and  0,  with  an  opening  of  the  dividers  equal  to  ttie  given 
radius,  describe  two  arcs  crossing  at  A ;  from  A,  as  a  centre,  with  the  same 
radius  describe  an  arc  which  will  be  the  one  required.  It  is  to  bo  observed, 
that  there  are  two  points  A,  one  above  and  one  below  the  line  B  C,  from 
which,  as  centres,  arcs  can  be  described  with  the  given  radius,  and  passing 
through  B  and  C. 


'f^<:. 


Plg,»8. 


ng.99. 


Peob.  XY. — Tofmdthe  centre  of  a  gimen  d/rde,  or  of  an  aroofaeircU. 

Of  a  circle  (fig.  99). — ^Draw  the  chord  A  B,  bisect  it  by  the  perpendic- 
nlar  C  D,  whose  extremities  lie  in  the  circumference,  and  bisect  C  D  for 
the  centre  G  of  the  circle. 

Of  an  a/ro,or  of  adnywmf&rence  (fig.  100). — Select  the  points  A,  B,  C,  in 
the  circumference  well  apart ;  with  one  radius  describe  arcs  from  these 
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tiiree  points,  cutting  each  oUier ;  and  draw  the  two  lines  D  E,  F  G,  tlirough 
their  intereeotions :  the  point  O,  where  fiiey  cnt,  is  the  centre  of  the  circle 


Peoe.  XVI. — To  describe  a  circle passmg  through  three  gwenpomts. 

Join  the  given  points  A,  B,  C  (fig.  100),  and  proceed  ae  in  last  problem 
to  find  the  centre  0,  from  which  the  circle  may  be  described. 

This  problem  is  of  utility  :  in  striking  out  the  circular  arches  of  bridges 
upon  centering,  when  the  span  and  rise  are  given ;  describing  shallow 
pane,  or  dished  covers  of  vessels ;  or  finding  the  diameter  of  a  fly-wheel,  or 
any  other  object  of  large  diameter,  when  only  a  part  of  the  circumference 


Peob.  XVn. — To  describe  a  Gircle  passmg  th/rmtgh  three  gwen  poinie, 
when  the  centre  is  TWt  avmlaile. 

1st  Method  (fig.  101). — ^From  the  extreme  points  A  B,  as  centres,  de- 
scribe arcs  A  H,  B  G.  Through  the  third  point  C  draw  A  E  and  B  F, 
cutting  the  arcs.  Divide  A  F  and  B  E  into  any  number  of  equal  parts, 
and  set  off  a  series  of  equal  parts  of  the  same  length  on  the  upper  portions 
of  the  arcs  beyond  the  points  E  F.  Draw  straight  lines  B  L,  B  M,  &c.,  to 
the  divisions  in  A  F  ;  and  A  I,  AK,  &c.,  to  the  divisions  in  E  G :  the  euc- 
cessive  intersections  N,  0,  &c.,  of  these  lines,  are  points  in  the  circle  re- 
q\iired,  between  Hie  given  points  A  and  0,  which  may  be  filled  in  accord- 
ingly.   Similarly,  the  remaining  part  of  the  curve  B  C  may  be  described. 

M  Method  (fig.  102).— 
Let  A,  D,  B,  be  the  given 
points;  drawAB,  AD,DB, 
and  e/,  parallel  to  A  B.  Di- 
vide D  A  into  a  number  of 
equal  parts,  1,  2,  3,  &c., 


> 

>_^_^^ e. 

«^^ 

--''' 

■^'■'"' 
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and  from  D  describe  arcs  through  these  points  to  meet  ef.  Divide  the  arc 
A  e  into  the  same  num.ber  of  equal  parts,  and  draw  straight  lines  irom  D  to  the 
points  of  division.  The  intersections  of  these  lines  successively  with  the 
arcs  1,  2,  3,  &c.,  are  points  in  the  circle,  which  may  be  filled  in  as  before. 

Note. — ^The  second  method  is  not  perfectly  true,  but  sufficiently  so  for 
arcs  less  than  one-fourth  of  a  circle. 

To  desanhe  the  a^c  mechanicaUy  with  ihiree  eirips  of  howrd  forTmng  a 
triangle. — ^Insert  two  stiff  pins  or  nails  at  A  and  B ;  place  the  strips  as 
shown  in  fig,  103, 
one  against  the  pins 
at  A  and  B,  and 
having  D  at  their 
intersection;  fasten 
the  two  strongly  to- 
gether at  this  point  and  at  the  base  of  the  triangle  by  the  third  strip ;  plac- 
ing the  pencil  at  D,  and  keeping  the  edges  against  A  and  B,  moving  the 
triangle  to  the  right  and  left,  the  pencil  will  describe  the  circle. 

Pbob.  XVIII, — To  drmo  a  tcmgeni  to  a  cirdefrom,  a  gvoenpomt  in  the 
cvrffumfereiice. 

Ist  Method. — Through  the  given  point  A  (fig.  104)  draw  the  radial  line 
A  C,  and  the  perpendicular  F  G  for  the  tangent  required. 


Fig.  104  Pfe.  1». 

2<?  Method. — From  A  (fig.  105)  set  off  equal  segments,  A  B,  A  D ; 
join  B  D,  and  draw  A  E  parallel  to  it,  for  the  tangent.  This  method  is 
useful  when  the  centre  is  inaccessible. 

Prob,  XIX. — To  dram  tangents  to  a  circle  from  apoint  without  it  (fig. 
106). 

Draw  A  0  from  the  given  point  A  to  the  centre  of  the  circle,  bisect  it 
at  D,  trom  D  describe  an  arc  through  C,  cutting  the  circle  at  E  and  F. 
Draw  A  E,  A  F  for  the  required  tangents. 

To  construct  within  the  sides  of  am,  angle  a  circle  tangent  to  these  sides, 
at  a  gvoen  distance  from,  the  vertex. — In  fig.  107,  to  describe  a  circle  or  arc 
tangent  at  a  and  J,  equally  distant  from  the  vertex  A  ;  draw  perpendicu- 
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lars  to  A  C  at  o,  and  t«  A  B  at  i;  tlie  intersection  of  these  will  be  the 
centre  of  the  required  circle. 


Li  the  same  fig.,  to  fimA  the  centre,  the  radms  iemg  given,  and  not  the 
points  a  and  J. — ^Draw  parallels  to  A  C  and  A  B  at  a  distance  equal  to  the 
given  radius,  and  their  intersection  will  be  the  centre  required. 

Peob.  XX. — To  describe  a  circle  Jrom  a  given  pmnt  to  touch  a  given 
ovrcU  (figB.  108,  109). 

D  E  being  the  given  circle,  and  B  the  point,  draw  from  B  to  the  centre  C, 
and  produce  it,  if  necessary,  to  cut  the  circle  at  A,  and  with  B  A  as  radius 
describe  the  circle  F  G,  touching  the  given  circle.  The  operation  is  the 
same  whether  the  point  B  be  within  or  without  the  circle. 


It  will  be  remarked  that,  in  all  cases  of  circles  tangential  to  each  other. 
their  centres  and  their  points  of  contact  must  lie  in  the  same  straight  line. 

PaoB.  XXI.— 
To  draw  tangerUa 
to  two  gv>}en  drclee. 
lat  Method  (fig. 
110).— Draw  the 
straight  line  ABO 
through  the  cen- 
tra of    the    two 
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given  circles ;  from  the  centreB  A,  B,  draw  parallel  radii  A  D,  E  E,  in 
the  same  direction ;  join  D  E,  and  produce  it  to  meet  the  centre  line  at  C, 
and  from  C  draw  tangents  to  one  of  the  circles  by  Prob.  XIX.  Those  tan- 
gents -will  touch  hoth  circles,  as  required. 

2(?  Method  (fig.  111). — Draw  A  B,  and  in  the  larger  circle  draw  any 
radius  A  H,  on  which  set  off  H  G  equal  to  the  radius  of  the  emaller  circle ; 


on  A  describe  a  circle  with  the  radius  A  G,  and  draw  tangents  B  I,  B  K,  to 
this  circle  from  the  other  centre  B ;  from  A  and  B  draw  perpendiculars  to 
these  tangents,  and  join  C,  D,  and  E,  F,  for  the  required  tangents. 

iPbfe. — The  second  method  is  useful  when  the  diameters  of  the  circles 
are  nearly  equal. 

Pros.  XXII. — Between  imo  inclined  lines  to  draw  a  aeries  of  circles 
touching  these  lines  and  touching  etwh,  other  (%.  112). 

Bisect  the  inclination  of  the  given  lines  A  B,  C  D,  by  the  line  K"  O  ; 
this  is  the  centre  line  of  the  circles  to  be  inscribed.  From  a  point  P  in  this 
line  draw  the  perpendicular  P  B 
to  the  line  A  E,  and  from  P  de- 
scribe the  circle  B  D  touching  the 
given  lines  and  cutting  the  centre 
line  at  E  ;  from  E  draw  E  F  per- 
pendicular to  the  centre  line,  cut- 
ting A  E  at  F,  and  from  F  describe 
an  arc  E  G,  cutting  A  E  at  G  ; 
draw  G  H  parallel  to  B  P,  giving  H  the  centre  of  the  second  touching 
circle,  described  with  tlie  radius  H  E  or  H  G.  Ey  a  similar  process  the 
third  circle  I  N  is  determined.     And  so  on. 

Inversely,  the  largest  circle  may  be  described  first,  and  the  smaller 
ones  in  succession. 

Note. — ^This  problem  is  of  frequent  use  in  scroll  work. 

Peob.  XSm. — Between  two  inclined  lines  to  (Irons  a  circular  segment 
to^l  v^  the  angle,  and  touching  the  Unes  (fig.  113). 
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Let  A  B,  D  E,  be  the  inclmed  lines  ;  bisect  the  inclination  by  the  line 
F  0,  and  draw  the  perpendicular  A  F  D  to  define  the  limit  within  which 
the  circle  is  to  be  drawn.  Bisect  the  angles  A  and  D  by  lines  cutting  at 
C,  and  from  0  widi  radius  0  F,  draw  the  arc  H  F  G  as  required. 


Pboe.  XXTV. — To  fin  ■wp  the  wngU  of  a  strmght  Une  and  a  cvrde,  loith 
a  ei/rcular  a/rc  of  a  gimen  raSkis  (fig.  114). 

In  the  given  circle  A  D  draw  a  radius  C  B  and  produce  it,  set  off  B  E 
equal  to  the  radius  of  the  required  arc,  and  on  the  centre  0  with  the  radius 
C  E,  describe  the  arc  E  F.  Draw  G  F  parallel  to  the  given  line  H  I,  at 
the  distance  G  H  equal  to  the  radius  of  the  required  arc,  and  cutting  the 
arc  E  F  at  F.  Then  F  is  the  required  centre ;  draw  the  perpendicular  F  I, 
and  the  radius  F  C  cutting  the  circle  at  A,  and  with  the  radius  F  A  or  F I 
describe  the  arc  A I  as  required. 

Peob.  SSY. — Tofll  wp  the  angle  of  a  straight  Une  and  a  cirde,  with 
a  ci/roidar  arc  tojom  the  drde  at  a  gwenpoimt  (fig.  115). 

In  the  given  circle  draw  the  radius  A  and  produce  it ;  at  A  draw  a 
tangent  meeting  the  given  line  at 
D ;  bisect  (he  angle  A  D  E  so  formed 
with  a  line  cutting  the  radius  at  F ; 
and  on  the  centre  F  describe  the 
arc  A  E  as  required. 

Peob.  XXVI.— To  desert  a 
ci/roular  arc  joining  two  circles,  and 
to  touch  one  of  them  at  a  given 
foiid  (fig.  116). 

Let  A  B  and  F  G  be  the  given 

*■'*  ^'"^  circles,  to  be  joined   by  an  arc 

touching  one  of  them  at  F.     Draw  the  radius  E  F,  and  produce  it  both 

ways  ;  set  off  F  H  equal  to  the  radius  A  0  of  the  other  circle  ;  join  C  H 
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and  bisect  it  witii  tJie  perpendicular  L  I,  catting  E  F  at  I  on  the  centre  I ; 
with  radius  I  F  describe  the  arc  Fas  required. 


Phob.  XXVn. — To  find  the  wcwMch  shall 
be  tangent  to  a  given  point  Kona  straight  Une, 
a/ndpass  through  a  gi/venjpovnt  outride  the  line 

FiB.  lid  (fig.  117). 

Erect  at  A  a  perpendicidar  to  the  given  line  ;  connect  0  A,  and  bisect 
it  by  a  perpendicular ;  the  intersection  of  the  two  perpendiculars  at  o  will 
be  the  centre  of  the  required  arc. 

Peob.  SXVilL — To  (xmmect  twopar(Md  lines  ty  a  reoersed  curve  com- 
posed of  two  ares  of  equal  radius,  and  tangent  to  the  lines  at  gi/ven  points, 
as  at  A  and  B  (fig.  118). 

Join  A  B,  and  divide  it  into  two  equal  parts  at  C  ;  bisect  CA  and  CB 
by  perpendiculars ;  at  A  and  B  erect  perpendiculars  to  the  given  lines,  and 
the  intersections  a  and  h  will  be  the  centres  of  the  arcs  composing  the  re- 
quired curve. 


Peob.  XXIX. — Tojoim,  two  given  points,  as  A  and  B  (fig.  119),  m  two 
given  parallel  lines  T}y  a  reversed  curve  qftwo  equal  arcs,  whose  centres  lie 
in  the  parallels. 

Join  A  B,  and  divide  it  in  equal  parts  at  0,  as  above.  Bisect  also  A  C 
and  B  0  by  perpendiculars ;  the  intersections  a  and  h  of  the  parallel  lines 
by  these  perpendiculars  will  be  the  centre  of  the  required  arcs. 

Pbob.  XXX. — On  a  given  Une,  as  A  B  (fig.  120),  to  construct  a  com- 
p&imd  curve  of  three  cmm  of  circles,  the  radii  of  the  two  aide  ones  hem^ 
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equal  and  of  a  given  length,  and  their  centres  in  the  gwen  Une  ;  the  central 
(wc  to  pass  through  a  gvaen  point,  as  0,  on  the  perpendicular  hiseeting  the 
gifoen  line,  and  tangent  to  the  othffr  two  arcs. 

Draw  the  perpendicular  0  D ;  lay  off  A  a,  B  h,  and  0  c,  each  equal  to 

the  given  radius  of  the 
side  arcs ;  join  a  c; 
bisect  «  c  by  a  per- 
pendicular ;  the  inter- 
section of  this  line 
with  the  perpendicu- 
lar C  D  will  be  the 
required  centre  of  the 
central  arc.  Throngh 
a  and  i  draw  the  lines 
D  e  and  D  e' ;  from  a 
and  b  with  the  given  radius,  equal  to  a  A,  6  E,  describe  the  arcs  A  e  and 
B  e',  from  D  as  a  centre,  with  a  radius  equal  to  C  D,  and  consequently  by 
construction  D  e  and  D  e',  describe  the  ai-c  e  C  e',  and  we  have  the  com- 
pound curve  required. 

For  the  construction  of  compound  curves  of  five  arcs,  see  construction 
of  ellipses,  page  72, 


I  OIBOLES  AMT>  EECTILINEAB  FIGUEES, 

PaoB.  XXXI. — To  construct  a  triangle  upon  a  ginen  straight  line  or 
lose,  the  length  of  the  two  sides  being  given. 

First,  an  equilateral  triangle  (fig.  121).  On  the  ends  A  B  of  the  given 
line,  with  A  B  as  radius,  describe  arcs  cutting  at  C,  and  draw  A  0,  B  C ; 
then  A  B  0  is  the  triangle  required. 


Big.  Ml.  Fig.  121. 

Second,  when  the  sides  are  unequal  (fig.  122).    Let  A  D  be  the  base, 
and  B  and  C  the  two  sides.    On  either  end,  as  A,  of  lie  base-line,  with  the 
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line  B  aa  radius,  describe  an  arc ;  and  on  D,  with  0  as  radius,  cat  the  arc 
at  E.    Draw  A  K,  E  D,  then  A  E  D  is  the  triangle  as  required. 

This  construction  is  used  also  to  find  the  position  of  a  point,  when  its 
distances  are  given  from  two  other  given  points,  whether  joined  by  a  line 
or  not. 

Pbob.  XXXn. — To  amst/nu^  a  square  or  a  reotcmgle  v^xyn,  a  given 


First,  a  square  (fig.  123).  Let  A  B  be  the  given  line  ;  on  A  and  B 
centres,  with  the  radius  A  B,  describe  arcs 
cutting  at  C ;  on  C,  with  the  same  radius, 
describe  arcs  cutting  the  others  at  D  and 
E ;  and  on  D  and  E,  cut  these  at  E  G. 
Draw  A  E,  B  G,  cutting  the  ares  at  H,  I ; 
and  join  H  I  to  form  the  square  as  re- 
quired. 

Second,  a  square  or  rectangle  (fig.  124). 
To  the  base  E  F  draw  perpendiculars  E  H, 
F  G,  equal  to  the  sides,  and  join  G  H  to 

When  the  centre  lines  of  the  square  or 
may  be  described  as  follows  : — 


Flg.lS8. 

the  rectangle. 
tangle  are  given,  the  figure 
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Let  A  B  and  C  D  (fig.  125)  be  tiie  centre  lines,  perpendicular  to  each 
other,  and  E  the  middle  point  of  the  figure  ;  set  off  E  F,  E  G,  equal  each 
to  the  half  length  of  the  rectangle,  and  E  H,  E  J,  each  equal  to  half  the 
height.  On  the  centres  H,  J,  with  a  radius  equal  to  the  half  length,  de- 
scribe arcs  on  both  sides  ;  and  on  F,  G,  with  a  radius  of  half  the  height, 
cut  these  arcs  at  K,  L,  M,  If.  Join  the  four  intersections  so  formed,  to 
complete  the  rectangle. 

Peob.  XXXIII. — To  eonatmct  a  parallelogram,  of  which  the  sides  amd 
one  of  the  ambles  are  given  (fig.  126). 

Let  A  and  B  be  the  lengths  of  the  two  sides,  and  C  die  angle ;  draw  a 
straight  line,  and  set  off  D  E  equal  to  A ;  from  D  draw  D  F  equal  to  B, 
and  forming  an  angle  with  D  E  equal  to  0 ;  from  E  with  D  F  as  radios, 
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describe  an  arc,  and  from  F  with  D  E  as  radius,  cut  the  arc  at  G,  and 
draw  F  G  and  E  G,  to  complete  the  parallelogram.  Or,  the  remaining 
sides  may  be  drawn  parallel  to  D  E  and  D  F,  cntting  at  G,  and  the  figure 

18  thus  completed. 


Peob.  XXXIT. — To  desaribe  a  circle  ah&ui  a  tr-Umgle  (fig.  127). 

Bisect  two  of  the  sides  A  B,  A  0,  of  the  triangle  at  E,  F  ;  from  these 
points  draw  perpendiculars  cntting  at  K.  From  the  centre  K,  with  K  A 
as  radius,  describe  tlie  circle  A  B  C,  as  required. 

^KOB.  XXXV".— 2()  msorihe  a  circle  in  a  tHa/ngle  (fig.  128). 

Bisect  two  of  the  angles  A,  C,  of  the  triangle  A  B  C,  by  lines  cutting 
at  T>  ;  from  D  draw  a  perpendicular  D  E  to  any  side,  as  A  C ;  and  with 
D  E  as  radius,  from  the  centre  D,  describe  the  circle  required. 

When  the  triangle  is  equilateral,  the  centre  of  the  circle  is  more  easily 
found  by  bisecting  two  of  the  sides,  and  drawing  perpendiculars,  as  in  the 
previous  problem.  Or,  draw  a  perpendicular  from  one  of  the  angles  to 
the  opposite  side,  and  from  the  side  set  off  one-third  of  the  length  of  the 
perpendicular. 


Prob.  XXXn. — To  imscrihe  a  agwwe  m  a  ci/rde;  amd  to  dm}r3>c  a 

ci^de  about  a  sguaa-e  (fig.  129). 
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To  inscribe  the  square.  Draw  two  diameters  A  B,  C  D,  at  right  angles, 
and  join  the  points  A,  B,  0,  ~D,  to  form  the  square  as  required. 

To  describe  the  circle.  Draw  the  diagonals  A  B,  0  D,  of  the  given 
square,  cutting  at  E ;  on  E  as  a  centre,  with  E  A  as  radius,  describe  the 
circle  as  required. 

In  the  same  way,  a  circle  may  be  described  about  a  rectangle. 

Pkob.  XXX  Vii. — To  inscribe  a  (Arde  in  a  square,  and  to  desoribe  a 
square  d>out  a  circle  (fig.  130). 

To  inscribe  the  circle.  Draw  the  diagonals  A  B,  CD,  of  the  given 
square,  cutting  at  E  ;  draw  the  perpendicular  E  F  to  one  of  the  sides,  and 
with  the  radius  E  F,  on  the  centre  E,  describe  the  circle. 

To  describe  the  square.  Draw  two  diameters  A  B,  C  D,  at  right  angles, 
and  produce  them  ;  bisect  the  angle'  D  E  E  at  the  centre  by  the  diameter 
F  G,  and  throngh  F  and  G-  draw  perpendicnlara  A  C,  B  D,  and  join  the 
points  A,  D,  and  B,  C,  where  they  cut  the  diagonals,  to  complete  the  square. 

Feob.  XXXTm. — To  mscribe  a  pentagon  in  a  circle  (fig.  131). 

Draw  two  diameters  A  C,  B  D,  at  right  angles ;  bisect  A  O  at  E,  and 


/ 


from  E  with  radius  E  B,  cut  A  C  at  F  ;  from  B,  with  radius  B  F,  cut  the 
circumference  at  G  H,  and  with  the  same  radius  step  round  the  circle  to  I 
and  K ;  join  the  points  so  found  to  form  the  pentagon. 

Pkob.  XXXIX. — To  coTistruct  a  regula/r  hexagon  tipon  a  given  3, 


From  A  and  B,  with  a  radius  equal  to  the  given  line,  describe  arcs 
cutting  at  g  ;  from  g,  with  the  radius  ^  A,  describe  a  circle ;  with  the  same 
radius  set  off  from  A  the  arcs  A  G,  G  F,  and  from  B  the  arcs  B  D,  D  E, 
Join  the  points  so  found  to  form  the  hexagon. 

Peob.  XL. — To  inscribe  a  regular  hexagon  in  a  circle  (fig.  183). 

Draw  a  diameter  A  B,  from  A  and  B  as  centres,  with  the  radius  of  the 
circle  A  0,  cut  the  circimiference  at  D,  E,  F,  G ;  draw  straight  lines  A  D, 
D  E,  &c.,  to  form  the  hexagon. 
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The  pointB  of  contact,  D,  E,  &c.,  may  also  be  found  by  setting  off  the 
radius  six  times  upon  the  circumference. 


Peob.  XLI, — To  deserve  a  regular  hexagon  (Aout  a  drcte  (fig.  134). 

Draw  a  diameter  A  B  of  the  given  circle ;  with  the  radius  A  D  from  A 
as  a  centre,  cut  the  circumference  at  C ;  join  A  C,  and  bisect  it  with  the 
radius  D  E ;  ttirough  E  draw  F  G  parallel  to  A  0,  cutting  the  diameter  at 
F,  and  with  the  radius  D  F  describe  the  circle  F  H.  "Within  this  circle 
describe  a  regular  hexagon  by  the  preceding  problem ;  the  figure  will  touch 
the  given  circle  as  required. 

Peob.  XUI. — To  construct  a  regular  octagon  ■upon  a  given  straight  lins 
(fig.  135). 

Produce  the  given  line  A  B  both  ways,  and  draw  perpendiculars  A  E, 
B  F  ;  bisect  the  external  angles  at  A  and  B  by  the  lines  A  H,  B  0,  which 
make  equal  to  AB;  draw  C D  and  H G  parallel  to  AE  and  equal  to  AB; 
and  from  the  centres  G,  D,  with  the  radius  A  B,  cut  the  perpendiculars  at 
E,F,  and  draw  E  F  to  complete  the  octagon. 


Fig.  186.  Fie-  IM. 

Phob.  XLin. — To  convert  a  square  into  a  regular  octagon  (fig.  136). 

Draw  the  diagonals  of  the  square  cutting  at  e;  from  the  comers  A,  B,  C,  D, 
with  A  e  aa  radius,  describe  arcs  cutting  the  sides  at  g  h,  &c. ;  join  the 
points  BO  found  to  complete  the  octagon. 
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Peob.  SXIV. — To  insert  a  regular  octagon  in  a  drcU  (fig.  137). 
Draw  two  diameters  A  C,  E  D,  at  right  angles ;  bisect  the  arcs  A  B, 
B  C,  &c.,  at  BiJ',  &c. ;  and  join  A  «,  e  B,  &c.,  for  the  inscribed  figure. 


Pig,  188. 

Peob.  XLT. — To  describe  a  regula/r  octagon  about  a  circle  {fig.  138). 

Describe  a  square  about  the  given  circle  A  B ;  draw  perpendiculars 
h  k,  &c.,  to  the  diagonals,  touching  the  circle.  The  octagon  so  formed  is 
the  figure  required. 

Or,  to  find  the  points  h,  k,  &c.,  cut  the  sides  from  the  comers  of  the 
square,  as  in  Prob.  XLIH. 

Peob.  XL VI. — To  inscnbe  a  cvrcle  within  a  regular ^lygon. 

When  the  polygon  has  an  even  number  of  sides,  as  in  fig.  139,  bisect 
two  opposite  sides  at  A  and  B,  draw  A  B,  and  bisect  it  at  C  by  a  diagonal 
D  E  drawn  between  opposite  angles ;  with  the  radius  0  A  describe  the 
circle  as  required. 

When  the  number  of  sides  is  odd,  as  in  fig.  140,  bisect  two  of  the  sides 
at  A  and  B,  and  draw  lines  A  E,  B  D,  to  the  opposite  angles,  intersecting 
at  C  ;  from  0  with  C  A  as  radius,  describe  the  circle  a 


Fig.  tS9. 

Peob.  XLVIL — To  describe  a  circle  without  a 

When  the  number  of  sides  is  even,  draw  two  diagonals  from  opposite 
angles,  like  D  E  (fig.  139),  to  intersect  at  C ;  and  from  0  with  C  D  aa 
radius,  describe  the  circle  required. 
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When  the  nmnber  of  sides  is  odd,  find  the  centre  C  (fig.  140)  as  in  last 
problem,  and  with  C  D  as  radius  describe  the  circle. 

The  foregoing  selection  of  problems  on  regular  figures  is  the  most  use- 
ful in  mechanical  practice  on  that  subject.  Several  other  regular  figures 
may  be  constructed  from  them  by  bisection  of  the  arcs  of  the  circumscrib- 
ing circles.  In  this  way  a  decagon,  or  ten-sided  polygon,  may  be  formed 
from  the  pentagon  by  the  bisection  of  the  arcs  in  Prob.  XXXVIII.,  fig. 
132.  Inversely,  an  equilateral  triangle  maybe  inscribed  by  joining  the 
alternate  points  of  division  found  for  a  hexagon. 

The  constructions  for  inscribing  regular  polygons  in  circles  are  suitable 
also  for  dividing  the  circumference  of  a  circle  into  a  number  of  equal 
parts.  To  supply  a  means  of  dividing'the  circmnference  into  amy  nmnber 
of  parts,  including  cases  not  provided  for  in  the  foregoing  problems,  the 
annexed  table  of  angles  relating  to  polygons,  expressed  in  degrees,  will  he 
fomid  of  general  utility.    In  this  table,  the  angle  at  the  centre  is  foimd  by 


Table  of  Poltqonal  Angles. 


Namb«r  of  Sides  of  fiogiilitr 

Polygon;   or    iiDmb.r  of 

AogUat 

Number  of  Sides  of  Begnlar 

eqnal  parta  of  the  cuonm- 

Centre, 

Polygon. 

Centre. 

No. 

DegreOB. 

No. 

Degrees. 

3 

120 

12 

30 

4 

90 

13 

srA 

6 

72 

14 

25f 

6 

60 

15 

24 

1 

51j 

16 

224 

8 

45 

IT 

SIA 

9 

40 

18 

20 

10 

86 

19 

18U 

11 

82t't 

20 

18 

dividing  360°,  the  number  of  degrees  in  a  circle,  by  the  number  of  sides 
in  the  polygon  ;  and  by  setting  oflf  round  the  centre  of  the  circle  a  suc- 
cession of  angles  by  means  of  the  protractor,  equal  to  the  angle  in  the 
table  due  to  a  given  number  of  sides :  the  radii  so  drawn  will  divide  the 
circumference  into  the  same  number  of  parts.  The  triangles  thus  formed 
are  termed  the  elementary  triangles  of  the  polygon. 

Pkob,  XLVin. — To  mserihe  <my  regula/r polygon  m  a  given  circle  ;  orto 
dmide  the  cvrGwrnference  into  a  given  mimier  of  egwd  ^a/rts,  hy  means  of 
the  angle  at  the  centre  (fig.  141). 


,y  Google 


QBOlOrCBIOAJ.  FBOBLSUB. 

Suppose  the  circle  is  to  contain  a  hexagon,  or  is  to  I 
circumference  into  six  equal  parts.    Find  the  angle 
at  the  centre  for  a  hexagon,  or  60° ;  draw  any  ra-         / 
diuB  B  0,  and  set  off  by  a  protractor  or  otherwise     / 
the  angle  at  the  centre  C  B  D,  equal  to  60°  ;  then   / 
the  interval  0  D  is  one  side  of  the  figure,  or  seg- 
ment of  the   circumference;   and   the   remaining  \ 
points  of  division  may  be  found  either  by  stepping     \ 
along  the  circumference  with  the  distance  C  D  in  f> 

the  dividers,  or  by  setting  off  the  remaining  five 
angles  of  60°  each  round  the  centre. 


THE   USE  OF   THE   J    8QUAKE   AND   TRIAWGLE   IN   T3E  OONSTEUCTION   OF   SOME 
OF  THE  FOBEOOINQ   FBOBLEMS. 

From  the  description  of  the  J  square  it  may  be  seen,  that  by  sliding 
the  stock  along  two  contiguous  edges  of  the  board,  the  left  hand  and 
bottom  edges,  any  number  of  parallel  and  perpendicular  lines  may  be 
drawn.  In  so  far,  therefore,  the  T  square  supersedes  the  application  of  all 
the  problems  for  drawing  parallels  and  perpendiculars,  coinciding  in 
direction  with  the  edges  of  the  board ;  for  the  square  need  only  be  set 
with  its  edge  coincident  with  the  points  through  which  the  line  is  to  be 
drawn,  and  the  pen  or  pencil  drawn  along  the  edge  wiU  describe  the  line 
required.  When  the  perpendiculars  or  upright  lines  are  of  short  length, 
the  triangle  and  ruler  are  used.  For  this  purpose,  the  triangle  of  60°  is 
preferable  to  that  of  45°,  as  it  is  longer  and  hghter. 

When  the  hues  to  be  drawn  do  not  coincide  in  direction  with  the  edges 
of  the  board,  the  square  may  be  adjusted  with  its  bevel  stock  to  the 
obHquity  required,  and  the  hnes  may  he  drawn  ae  before.  This  is  proba- 
bly the  best  plan  when  the  oblique  lines  are  numerous  or  extensive.  In 
most  cases,  however,  oblique  lines  are  only  occasional,  and  when  their 
position  is  given,  they  may  be  drawn  with  a  straight-edge.  When  the 
obHque  parallels  and  perpendienlara  are  short,  as  in  oblique  framing,  short 
rods  or  bars,  bolt-heads,  and  the  Hke,  the  com- 
bined Dse  of  the  straight-edge  and  triangle  is 
expedient.  Square  figures  may  be  described 
on  a  given  centre,  at  one  setting  of  the 
straight-edge,  as  in  the  drawing  of  the  head  ptg.  iis. 

of  a  square  nut  n  (fig.  142).     From  the  given  centre,  with  a  radius  equal 
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to  half  the  side  of  the  square,  describe  a  circle,  and  with  the  aid  of  the  tri- 
angle draw  lines  tangent  to  four  sides. 

To  draw  an  octagon,  apply  the  set-square  of  45°  to  the  comers,  after 
completing  a  square  figure,  and  draw  tangents  to  the  inscribed  circle,  as, 
for  example,  the  line  A  h  (fig.  138). 

To  draw  an  equilateral  triangle  upon  a  given  line  A  B  (fig.  143),  it  is 
only  necessary  to  apply  the  slant  edge  of  the  set-square  of  60°  to  each  end 


of  the  base,  with  the  short  side  b  c  applied  to  the  square-blade,  and  to 
draw  the  two  sides  A  C,  B  C.  If  the  given  side  A  B  be  upright  (fig.  144), 
apply  the  long  side  o  5  to  the  straight-edge,  and  draw  as  before. 

To  draw  a  regular  hexagon  about  a  circle,  with  two  of  its  sides  parallel 
to  the  lower  edge  of  the  board :  draw  the  centre  line  A  B  (fig.  145),  and 
the  upper  and  lower  sides  D  E,  F  G,  touching  the  circle,  and  apply  the 
triangle  of  60°  touching  the  circle  for  the  four  remaining  sides,  as  shown 
ill  the  figure. 

When  the  hexagons  are  to  be  inscribed  in  the  circle,  first  draw  the 


centre  line  A  B 


as  a  diameter,  and  fhim  the  ends  A,  B,  with  the 
set-square,  draw  four  sides  cutting  the  circle 
at  D,  E,  F,  G,  and  join  D  E,  F  G. 

The  triangles  of  45°  and  60°  are  useful  in 
setting  out  the  centre-lines  of  wheels  with  3, 
4,  6,  8,  &c.,  arms,  by  drawing  lines  through 
the  centre  of  the  wheeL  To  set  out  12  spokes 
in  a  wheel  (fig,  146) : — Draw  two  diameters, 
A  B,  0  D,  parallel  to  the  two  edges  of  the 
board ;  in  the  quadrant  A  C,  draw  i-adii  E  a, 
E  h,  with  the  long  and  the  short  sides  of  the 
triangle  against  the  square-blade.  These  will 
"*^*''  divide  the  quadrant  equally;  and  the  same 

constniction  being  employed  for  the  other  quarters  of  the  circle,  12  centre 
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lines,  equally  distant,  will  be  dracribed.  Should  the  triangle  be  largt^ 
enougb  to  embrace  the  whole  circle  at  once,  tiie  opposite  quadrants  A  C 
and  B  D  may  be  divided  with  the  same  setting  of  the  triangle. 

A  short  method  of  dividing  a  line  or  surface  into  a  number  of  equal 
parts  is  illustrated  by  fig.  147 ;  and  it  is  convenient  where  an  ordinary 
rule   does  not   evenly  a_  r  n 

the 


^> 


dimen- 
sion. Suppose  the 
width  A  C  is  to  be  di- 
vided into  seven  equal 
parte,  and  that  it  mea^ 
Bures  72  inches  ;  an  or- 
dinary inch  rule,  it  is 
plain,  does  not  afford  the  subdivisions  when  applied  directly ;  but  if  14 
inches  of  length,  or  double  the  number  of  parts,  be  applied  obliquely  across 
the  space  between  the  paraUeJs  A  B,  C  D,  so  as  to  measure  it  exactly, 
then  point  off  two-inch  intervals  on  the  edge  of  the  rule,  and  in  this  way 
7  equal  subdivisiona  will  be  effected,  through  which  par&Uela  may  be 
drawn. 


STUFLi:   APFLICAT10H9   OF  BEGULAB  FIOIIHES. 


Peob.  XLIS. — To  cover  a  sulfas  vniK  equzUUeral  fy-iaTigle^ 
or  losenges. 

Describe  an  equilateral  triangle 
ABO,  and  produce  the  sides  in- 
definitely. Set  off  from  one  angle 
A,  equal  intervals  at  a,  h,  a',  &', 
&c.,  as  required ;  and  through 
these  points  draw  parallels  to  each 
of  the  sides  of  tbe  triangle.  The 
area  will  be  covered  with  triangles 
as  required. 

For  hexagons,  or  equilateral 
triangles   and    hexagons    on   the  f'b  1*8. 

same  surface,  or  lozenges,  group  the  triangles. 

Pbob.  L. — To  cover  a  swrface  with  octagons  a/nd  squares. 

Draw  two  straight  lines  A  B,  A  C,  at  right  angles ;  set  o 
S 
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vah  A  d,de,  &c.,  on  each  line,  equal  to  tlie  breadth  of  the  octagon  to  be 
described,  and  through  these  points  draw  paraUek  to  the  given  lines,  to 


i^^m<>7< 


Xiiz 


Fig.  149. 

form  squares.     "Within  these  squares  construct  octagons,  by  Probs.  XLHl, 
or  XLIV.,  and  finish  as  in  the  figure. 


PROBLEMS    ON   FKOPOETIONAL   LfflEB   ANn   EQUIVALENT 

Prob,  LI. — To  divide  a  given  straight  Ime  mto  two  parts  proportMnal 
to  two  gwen  Imes. 

let  A  B  (fig.  150)  be  the  line  to  be  divided ;  draw  the  straight  line 
A  D  at  any  angle  with  A  B,  and  set  off  A  E,  E  D,  equal  to  the  other  two 
given  lines.  Join  D  B,  and  draw  0  E  parallel  to  it ;  this  line  divides  A  B 
at  C  in  the  required  ratio. 

Peob.  Ln. — To  dimde  a  siraight  Une  mto  amy  nrnnber  cfpmis  tfgvom 
proportions;  or  si/rml<miy  to  a  gwen  straight  Une. 

let  A  B  (fig.  151)  be  the  hue  to  be  divided.    Draw  B  G  at  any  angle 


with  it,  and  set  off  by  any  convenient  scale,  E  C,  0  D,  &c.,  to  G-,  respec- 
tively, equal  to  the  given  divisions.    Join  A  G,  and  from  the  points  of 
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division  of  B  G  draw  parallels  to  A  G,  cutting  it  at  H,  I,  &c-  The  paral- 
lels so  drawn  will  divide  A  B  as  required. 

Pkob.  LIII. — To  find,  afrntrtk  ^oporUonal  to  three  gwm  Imes. 

Draw  two  lines  I  K,  I  N  (iig.  152),  at  any  angle,  and  set  off  I  M,  I  N, 
equal  to  the  two  first  of  tlie  given  lines,  and  set  off  I  L  equal  to  the  third. 
Join  L  M,  and  draw  !N"  K  parallel  to  it.  Then  I  K  is  a  fourth  proportional 
as  required. 

Tlie  two  first  lines  may  be  set  off  successively  on  the  same  Hne,  as  from 
I  to  M,  and  from  M  to  N,  and  the  third  from  I  to  L ;  then  L  K  will  be 
the  fourth  line  required, 

Pbob.  LIV. — To  find  a  tnewn  proportional  hetween  two  given  Imea  (fig. 
153). 

Let  a  h  and  S  c  be  the  given  lines.  Set  off,  on  a  straight  line,  A  B,  B  0, 
equal  to  the  given  lines ;  bisect  A  0  at  D,  and  with  D  A  as  a  radiue  describe 
the  semicircle  A  E  C ;  draw  B  E  perpendicular  to  A  C,  meeting  the  circle 
at  E.     Then  B  E  is  the  mean  proportional  required. 


\ 


Peob.  LV. — To  construct  a  tria/ngle  equal  in  area  to  a  gimen  rectasigle: 
Bisect  the  base  B  C  (fig,  154)  of  the  rectangle  at  D,  and  draw  the  per- 
pendicular D  A  equal  to  twice  the  height,  D  E,  of  the  rectangle.     Draw 
B  A,  A  0  ;  the  triangle  A  B  C  is  equal  in  area  to  the  rectangle  B  G. 


Prob,  LVI, — To  const/met 
Let  A  B  C  D  be  the  rectangle ; 
produce  A  B,  and  set  off  B  E  equal 
to  the  side  B  C  of  the  rectangle ;  bi- 
sect A  E  at  K,  and  describe  a  semi- 
circle on  A  E  ;  draw  the  perpendicn- 
lar  B  H,  cutting  the- circle  at  H,  and 
on  B  H  describe  the  square  B  O 
required. 

Peob.  LVII. — To  construct  a 


I  to  a  given  rectam^U  (fig.  155). 


K  B         E        F 


to  amy  regvlw. 
Pind  the  radioe  of  the  circle  inscribed  in  the  polygon.    Se 
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right  line  a  dktance  equal  to  half  the  Bum  of  the  sides  of  the  polygon. 
This  distance  will  be  the  base  of  the  equivalent  triangle,  and  the  radius  of 
the  inficribed  circle  its  perpendicular  or  altitude. 


ON   THE  ELLIPSE,   THE   PAEABOLA,   THE   HTPEEBOLA,   tHE   CTOLOID, 
AND  THE  EPICTOLOID. 


The  EUvpse. 

Pbob.  LTIIL — To  describe  mi  ellipse^  ths  length  and  Ireadtk,  or  the  two 
(nees  being  gimen. 

l«f  J^(/W(fig.  156), — Bisect  the  transverse  axis  A  B  at  C,  and  through 


0  draw  the  perpendicular  D  E,  making  0  D  and  0  E  each  equal  to  half 
the  conjugate  diameter.  On  D  as  a  centre,  with  C  A  as  radius,  describe 
arcs  cutting  at  F,  F',  for  the  foci.  Divide  A  0  into  a  number  of  parts  at 
the  points  1,  2,  3,  &c.  With  radius  A  1  on  F  and  F'  as  centres,  describe 
arcs ;  and  with  radius  B  1,  on  the  same  centres,  describe  arcs  inter- 
secting the  others  as  shown.  Repeat  the  operation  for  the  other  divisions 
of  the  transverse  axis.  The  series  of .  intersections  thus  found  will  be 
points  in  the  curve,  and  they  may  be  as  numerously  found  as  ia  desir- 
able ;  after  which  a  curve  traced  through  them  will  form  the  complete 
ellipse. 

U  Method  (fig.  157).— The  two  axes,  A  B,  D  E,  being  given.  On  A  E 
and  D  E  as  diameters  from  the  same  centre  0,  describe  circles  F  G-,  H  I ; 
take  a  convenient  number  of  points,  a,  b,  &c.,  in  the  semi-circumference 
A  F  B,  and  draw  radii  cutting  the  innner  circle  at  a'  h',  &c. ;  from  a,  5, 
&c.,  draw  perpendiculars  to  A  B,  and  from  a',  J',  &e.,  draw  parallels  to 
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A  B,  cutting  the  respective  perpendiculatB  at  n,  0,  &c.     The  pointa  of  in- 
tersection  bo  found  are  points  in  the  curve. 

Zd    Method    (fig. 
158).  —  Along     the 
straight  edge  of  a  slip 
of  stiff  paper  mark  off 
a  distance  a  c  equal 
to  A  C,  half  the  trans- 
verse axis ;  and  from 
the  Bame  point,  a  dis- 
tance  a   h   equal    to 
C  D,  half  the  conju- 
gate axis.     Place  the 
slip  BO  as  to  bring  the 
point  h  on   the   line 
A  B  of  the  trauBverae 
axis,  and  the  point  a 
on  the  line  D  E  ;  and 
set  off  on  the  drawing 
the  poBition  of  the  point 
a.     Always  keeping  the 
point  &  on  the  tranBverse 
axis,  and  the  point  0  on 
the   conjugate  axis,  any- 
required  number  of  points 
may  be  found. 

Uh  Method  (fig.  159). 
— ^By  the  above  method 
large  curves  may  be  de- 
scribed     continuously     by 
means  of  a  bar  m  k,  with 
eteel  points  m,  I,  h,  riveted 
into  brass  slides,  adjusted  to 
the  length  of  the  semi-axes, 
and    fixed   with  set-screws. 
A   rectajigular   cross   E  G, 
with  guiding  slots,  is  placed 
to   coincide   with    the    two 
axes  of  the  ellipse  A  C  and  B  H ;  by  sliding  the  points  k,  I,  in  the  slots, 
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and  carrying  round  tbe  point  m,  the  curve  may  be  completely  deBcribed. 
If  desirable,  of  course,  a  pen  or  pencil  may  be  fixed  at  t/v. 

6th  Method  (fig.  160). — Given  tlie  two  axes  A  B,  0  D  ;  on  the  centre 
C,  with  A  E  as  radius,  describe 
an  arc  cutting  A  B  at  F  and  G, 
the  foci ;  fix  a  couple  of  pins 
into  the  transverse  axis  at  F 
and  G,  and  loop  on  a  thread 
or  cord  upon  these,  eCLual  in 
length,  when  looped  on,  to  A 
B,  80  as,  when  stretched,  as  per 
dot-line  FOG,  just  to  reach 
the  extremity,  0,  of  the  conju- 
gate axis.  Place  a  pencil  or 
draw-point  inside  the  cord,  as 
PfB-  iw-  at  H,  and  guiding  the  pencil 

in  this  way,  keeping  the  cord  equally  on  tension,  pass   round  the  two 
points  F,  G,  and  describe  the  curve  as  required. 

This  method  is  employed  in  setting  off  elliptical  garden-plots,  walks, 
&c. 

Pkob.  LTX. — To  drmo  a  tmtgent  to  an  dUpae  tha-ough  a  gw&n  point 
m  the  curve  (fig.  161). 

From  the  given  point  T  draw  straight  lines  to  the  foci  F,  F' ;  produce 


ns.161. 


F  T  beyond  the  curve  to  e,  and  bisect  the  exterior  angle  e  T  F'  by  the  line 
T  d.     This  line  T  <?  is  the  tangent  required. 

Peob.  LX. — To  drmo  a  trnigmt  to  an  dlvpae  from  a  gi/om  point  with- 
out the  curve  (fig.  162). 

From  the  given  point  T  as  centre,  with  a  radius  equal  to  its  distance 
from  the  nearest  focus  F,  describe  an  arc  ;  from  the  other  focus  F',  with 
the  transverse  axis  as  radius,  cut  the  arc  at  K,  L,  and  draw  K  F',  L  P, 
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cutting  the  curve  at  M,  N ;  then  the  lines  T  M,  T  N,  are 
curve. 


Tl 

to  the 


Pbob.  LXI, — To  deserUe 


of  ai/rculiw 


First,  -with  arcs  of  two  radii  (flg.  163).  Take  the  difference  of  the  trans- 
verse and  conjugate  axes,  and  set  it  off  from  the  centre  O  to  a  and  c,  on 
O  A  and  O  C  ;  draw  a  o,  and  set  off  half  aoto  d;  draw  d  i  parallel  to  o  c, 


Fig,  183, 

set  off  O  6  equal  toOd,  join  e  i,  and  draw  em,  dm,  parallel  todi,ie.  On 
centre  m,  with  radius  m  C,  describe  an  arc  through  C,  and  from  centre  * 
describe  an  arc  through  D ;  on  centre  d,  e,  also,  describe  arcs  through  A 
and  B.  The  four  arcs  thus  described  foi-m  approximately  an  ellipse.  This 
method  does  not  apply  satisfactorily  when  the  conjugate  axis  is  less  than 
two-thirds  of  the  transverse  axis. 

Second,  with  arcs  of  three  radii  {fig.  164).  On  the  transverse  axis  A  B, 
draw  the  rectangle  B  G-,  equal  in  height  to  O  0,  half  the  conjugate  axis. 
Draw  G  D  perpendicular  to  A  0  ;  set  off  O  K  equal  to  O  0,  and  on  A  K 
as  a  diameter,  describe  the  semicircle  A  N  K  ;  draw  a  radius  parallel  to 
O  0,  intersecting  the  semicircle  at  N  and  the  line  G-  E  at  P  ;  extend  O  G 
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to  L  and  to  D  ;  set  off  O  M  equal  to  P  N,  and  on  D  as  a  centre,  with  it 
j'adius  D  M,  describe  an  arc ;  from  A  and  B  as  centres,  mth  a  radius  0  L, 


intersect  this  arc  at  a  and  &.  The  points  H,  «,  D,  5,  H',  are  the  centres  of 
the  ai'ca  required ;  produce  the  lines  a  H,  D  a,  D  6,  J  H',  and  the  spacer 
enclosed  determine  the  lengths  of  each  are. 

This  procees  works  well  for  nearly  all  proportions  of  ellipses.     It  is 
employed  in  striking  out  vaults  and  stone  bridges. 


The  Pwrdbola. 

Tlie  fwrdhola  may  be  defined  as  an  ellipse  whose  transverse  axis  is  in- 
finite ;  its  charactemfic  is  that  every  point  in  the  curve  is  equally  distant 
from  the  directrix  E  N  and  the  focus  F  (fig.  165). 

Pkob.  LXII. — To  consitruct  a  parabola  when  thefoeus  and  directnx  are 
gwen. 

1st  Mdfwd  (fig.  I(i5). — ^Tiu'ough  the  focns  F  draw  the  axis  A  B  perpen- 
dicular to  the  directrix  E  N,  and  bisect  A  F  at  e,  then  e  is  the  vertex  of  the 
cui-ve.  Through  a  series  of  points  C,  D,  E,  on  the  directrix,  draw  parallels 
to  A  B ;  connect  these  points  C,  D,  E,  with  the  focus  F,  and  bisect  by 
perpendiculars  the  lines  F  0,  F  D,  F  E;  The  intersections  of  these  per- 
pendiculars with  the  parallels  will  give  points  in  the  curve  C'D'E',  tlirough 
which  trace  the  parabola, 

M  Method  (fig.  166). — Place  a  straight  edge  to  the  directrix  E  N,  and 
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apply  to  it  a  square  LEG;  fasten  at  G  one  end  of  a  cord,  equal  in  length 
to  E  G ;  fix  the  other  end  to  the  focus  F ;  slide  the  square  steadily  along 


the  edge  of  the  square  by 


the  straight  edge,  holding  the  cord  taut  a 
a  pencil  D,  and  it  ivill  describe  the  curve. 

Peob.  liXIII. — To  constmict  apwrahola  when  the  vertex  A,  tJm  axis  A  B, 
and  a^nt  H  of  the  curve  are  gvoen  {fig.  167). 

Construct  the  rectangle  A  B  JI  C  ;  divide  M  C  into  any  number  of 
equal  parts,  four  forinstance ;  di- 
vide A  C  in  like  manner ;  con- 
nect A  1,  A  2,  A  3 ;  tlirough  1' 
2'  3',  draw  parallels  to  the  axis. 
The  intersections  I,  II,  III,  of 
these  lines  are  points  in  the  re- 
quired curve.  Ftg.iOT. 

Prob,  LXIY. — To  draw  a  tangent  to  a  given  point  II  of  the  parahola 
(fig.  167). 

T"rora  the  given  point  II  let  fall  a  pei-pendicuiar  on  tho  axiH  nt  h  ;  ex- 
tend the  axis  to  the  left  of  A ;  make  A  a  eqiial  to  A  5  ,•  draw  a  II,  and 
it  is  the  tangent  required. 

The  lines  perpendicular  to  the  tangent  are  called  nonuala.  To  find 
the  normal  to  amy  j)oint  I,  hawing  the  tangent  to  any  otfier  point  11. —Draw 
the  normal  II  c;  from  I  let  fall  a  pei-pendicular  Id  on.  the  axis  A  B ;  lay 
otE.(?  6  equal  iol  o  ;  connect  I  e,  and  we  have  the  normal  required.  Tlie 
tangent  may  be  drawn  at  I  by  a  perpendicular  to  the  normal  I  e. 
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Tbs  Hyperbola. 


An  hyperbola  is  a  curve  from  any  point  P  in  which,  if  two  straight 
Knes  be  drawn  to  two  fixed  points,  F  F'  the  foci,  their  difference  shall 
always  be  the  same. 

Peob.  LXV.— 2b  deserve  am  hypm^ola  (fig.  168). 

From  one  of  the  foci  F,  with  an  assumed  radius,  describe  an  arc,  and 
from  the  other  focus  F',  with  another  radius  exceeding  the  fonner  by  the 
given  difference,  describe  two  small  arcs,  cutting  the  first  as  at  P  and^. 
Let  this  operation  be  repeated  with  two  new  radii,  taking  care  that  the 
second  shall  exceed  the  first  by  the  same  difference  as  before,  and  two  new 
points  will  be  determined  ;  and  this  determination  of  points  in  the  curve 
may  thus  be  continued  till  its  track  is  obvious.  By  m^ing  use  of  the 
same  radii,  but  transposing,  that  is,  describing  with  the  greater  about  F, 
and  the  less  about  F',  we  have  another  series  of  points  equally  belonging 
to  the  hyperbola,  and  answering  the  definition ;  eo  that  the  hyperbola  con- 
sists of  two  separate  branches. 


Ths  owrve  may  he  desanbed  mechanicall/y  (fig.  169). — By  fixing  a  ruler 
to  one  focus  F',  eo  that  it  may  be  turned  round  on  this  point,  connect  the 
extremity  of  the  ruler  R  to  the  other  focus  F  by  a  cord  shorter  than  the 
whole  length  F  !R  of  the  ruler  by  the  given  difference  ;  then  a  pencil  P 
keeping  this  cord  always  stretched,  and  at  the  same  time  pressing  against 
the  edge  of  the  ruler,  will,  as  the  ruler  revolves  around  F',  describe  an 
hyperbola,  of  which  F  F'  are  the  foci,  and  the  differences  of  distances  from 
these  points  to  every  point  in  the  curve  will  be  the  same. 

Pkob.  LXVI. — To  djra/w  a  tam^emA  to  any  point  Y  of  a/n,  hyperbola  (fig. 

iro). 
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On  F'  P  lay  off  P^  equal  to  F  P  ;  connect  Fp,  and  from  P  let  faU  a 
perpendicular  on  this  line  P^,  and 
it  will  be  the  tangent  required. 

The  tbree  curves,  the  ellipse, 
the  parabola,  and  the  hyperbola, 
are  called  conic  sections,  as  they 
are  formed  by  the  intersections  of  a 
plane  with  the  surface  of  a  cone 
(plate  m). 

K  the  cone  be  cut  through  both 
its  sides  by  a  plane  not  parallel  to 
the  base,  the  section  is  an  ellipse  ; 
if  the  intersecting  plane  be  parallel  to  the  aide  of  the  cone,  the  section  is  a 
parabola  ;  if  the  plane  have  such  a  position,  that  when  produced  it  meets 
the  opposite  cone,  the  section  is  a  hyperbola.  The  opposite  cone  is  a 
reversed  cone  formed  on  the  apex  of  the  other  by  the  continuation  of  its 


The 

The  cycloid  is  the  curve  described  by  a  point  in  the  circumferenee  of  a 
circle  rolling  on  a  straight  line. 

Pkob.  LXVII.— To  describe  a  eydmd  (fig.  171). 

Draw  the  straight  line  A  B  as  the  base  ;  describe  the  generating  circle 
tangent  to  the  centre  of  this  line,  and  through  the  centre  C  draw  the  line 
E  E  parallel  to  the  base  ;  let  fall  a  perpendicular  from  0  upon  the  base  ; 


Fig.  ITl, 

divide  the  semicircumference  into  any  number  of  equal  parts,  for  instance 
six  ;  lay  off  on  A  B  and  C  E  distances  0  1',  1'  2' , . .,  equal  to  the  divisions 
of  the  circumference ;  draw  the  chords  D1,D2  ...,  from  the  points  1',  2',  3',.. 
on  the  line  0  E,  with  radii  equal  to  the  generating  circle,  describe  arcs ; 
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from  the  points  1',  2',  3',  4',  5'  on  the  line  B  A,  and  with  radii  equal  snc- 
ceesively  to  the  chords  I>  1,  D  3,  D  3,  D  4,  D  5,  describe  arcs  cutting  the 
preceding,  and  the  intersections  will  be  points  of  the  curve  required. 

M  Method  (fig.  1T2).— Let 
0  9'  be  the  base  line,  0  4  9  the 
half  of  the  generating  circle  ; 
divide  the  half  circle  into  any 
number  of  equal  parts,  say  9, 
and  draw  the  chord  0  1,  0  2, 
0  3,  &c. ;  lay  off  on  the  baee 
^  0 1',  V  2',  2'  3' .... ,  equal  re- 
spectively to  the  length  of  one 
w  of  the   divisions   of  the   half 

y.  circle  0  1 ;  draw  through  the 

ir'<.  \      points  1',  2',  8' lines  par- 

a:{    allel  to  the  chords  0  1,  0  2, 
™'    0  3.,,.;  the  intersections  I, 
II,  in ... .  of  these  lines  are  centres  of  the  arcs  0  a,  ab,  b  c  ....,  of  which 
the  cycloid  is  composed. 


The  Epieydoid. 

The  ^uiydoid  ie  formed  by  a  point  in  the  circumference  of  a  circle 
revolving  either  externally  or  internally  on  the  circumference  of  another 
circle  as  a  base. 

Pbob.  LXVin. — To  deserve  am  epicycloid. 

Let  us  in  the  first  place  take  the  exterior  curve.  Divide  the  circum- 
ference A  B  D  (fig.  173)  into  a  series  of  equal  parts  1,  2, 3  ... .,  beginning 
from ,  the  point  A ;  set  off  in  the  same  manner,  upon  the  circle  A  M,  A  N, 
the  divisions  1',  2',  3'. . . .  equal  to  the  divisions  of  the  circumference  A  BD. 
Then,  as  the  circle  A  B  D  rolls  upon  the  circle  A  M  A  N,  the  points  1, 2, 3 
will  coincide  successively  with  the  points  1',  2',  3' ;  and,  drawing  radii 
from  the  point  O  through  the  points  1',  2',  8',  and  also  describing  arcs  of 
circles  from  the  centre  O,  through  the  points  1,  2,  3,  . . .  .,  they  will  inter- 
sect each  other  successively  at  the  points  G,d,e....  Take  now  the  dis- 
tance 1  to  c,  and  set  it  off  on  the  same  arc  from  the  point  of  intersection,  c, 
of  the  radius  A  C ;  in  like  manner,  set  off  the  distance  2  to  (Z,  from  h  to  A", 
and  the  distance  3  to  «  to  A",  and  so  on.  Then  the  points  A',  A',  A', 
will  be  BO  many  points  in  the  epicycloid ;  and  their  frequency  may  be  iij- 
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creased  at  pleasure  by  ahortening  the  diTiBJons  of  the  circular  arcs.     Thus 
the  i'omi  of  the  curve  may  be  determmed  to  any  amount  of  accuracy,  and 

completed  by  tracing  a  line  through  the  points  found. 

As  the  distances  1  to  c, . . . .  which  are  near  the  commencement  of  the 
curve,  must  be  very  short,  it  may,  in  some  instances,  be  more  convenient 
to  set  off  the  whole  distance  *  to  1  from  o,  and  in  the  same  way  the  distance 
5  to  2  from  d  to  A',  and  so  on.  In  this  manner  the  form  of  the  curve  is 
the  more  likely  to  be  accurately  defined. 


^  r. 


^<|  >  >^. 


2(Z  Method. — To  find  the  pointa  in  the  curve,  find  the  positions  of  the 
centre  of  the  rolling  circle  corresponding  to  the  points  of  contact  1',  2',  3', 
&c.,  which  may  be  readily  done  by  producing  tlie  radii  from  the  centre  O, 
through  the  points  1',  2',  3', .  •  -  -  to  cut  the  circle  B  C,  From  these  centres 
describe  arcs  of  a  circle  with  the  radius  of  C  A,  cutting  the  corresponding 
arcs  described  from  the  centre  O,  and  passing  through  the  points  A',  A', 
A', ....  as  before. 

When  the  moving  circle  A  E  D  is  made  to  roll  on  the  interior  of  the 
circumference  A  M,  A  N,  as  shown  (fig.  174),  the  curve  described  by  the 
point  A  is  called  an  interior  epicycloid.    It  may  be  constructed  in  the 
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same  way  as  in  the  preceding  case,  as  may  be  easily  understood,  the  same 
figures  and  letters  of  reference  being  used  in  both  figures. 


The  Involute. 
The  involute  is  a  curve  traced  by  the  extremity  of 
vinding  from  the  circumference  of  a  circle. 


a  flexible  line  un- 


Pkob.  JjX1K.~To  a 

Divide  the  circumference  of  the  given  circle  (fig.  115)  into  any  nmnber 
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of  equal  parts,  as  0, 1,  2,  3, 4, . . . . ;  at  each  of  these  points  draw  tangents  to 
the  given  circle ;  on  the  first  of  these  lay  off  the  distance  1  1',  equal  to  the 
arc  0  1 ;  on  the  second  lay  off  2  2',  equal  to  twice  the  arc  0  1  or  the  arc 
0  2  :  establish  in  a  similar  way  the  points  3',  4',  5',  ....  as  far  as  may  be 
requisite,  which  are  points  in  the  curve  required. 

It  may  be  remarked,  that  in  all  the  problems  in  which  curves  have 
been  determined  by  the  position  of  points,  that  the  more  numerous  the 
points  thus  fixed,  the  more  accurately  can  the  curve  be  drawn. 

The  involute  curve  may  be  described  mechanically  in  several  ways. 
Thus,  let  A  (fig.  176)  be  tlie  cen-  ^ 
tre  of  a  wheel  for  which  the  form 
of  involute  teeth  is  to  be  found. 
Let  m  na  he  a  thread  lapped 
round  its  circumference,  having 
a  loop-hole  at  its  extremity  a; 
in  this  fix  a  pin,  with  which  de- 
scribe the  curve  or  in/volute  a  i 

A,  by  unwinding  the  thread 

gradually  from  the  circumfer-  Fig.  im 

ence,  and  tliis  curve  will  be  the  proper  form  for  the  teeth  of  a  wheel  of  the 

given  diameter. 


The  Spiral. 

The  ^riral  is  the  involute  of  a  circle  produced  beyond  a  single  revolutioh. 
Prob.  LXX. — To  desanhe  a  spiral  (figs.  5  and  6,  plate  VII.) 
Divide  the  circumference  of  the  primary  into  any  number  of  equal 
parts,  say  not  less  than  eight.  To  these  points  of  division  e,f,  i,  &c.,  draw 
tangents,  and  from  these  points  draw  a  succession  of  circular  arcs ;  thus, 
from  e  as  a  centre,  witli  the  radius  e  g,  equal  to  the  arc  a  e  reduced  to  a 
straight  line,  describe  the  s-vc  a  g  h;  from  /,  with  the  radius  hf,  describe 
the  arc  gh;  from  *  the  next  arc,  and  so  on.  Continue  the  use  of  the  centres 
successively  and  repeatedly  to  the  extent  of  the  revolutions  required. 
Thus  the  point  a  in  the  fig.  is  used  as  a  centre  for  three  arcs,  hl,em,dn. 
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ABcHrrECTUBAX  and  mechanical  drawing  is  generally  ^e  delineation  of 
bodies  by  geometrical  or  ortliograpliic  projection ;  the  representation  on  a 
sheet  of  paper  which  has  only  two  dimensions,  length  and  breadth ;  solidfl 
which  have  three,  length,  breadth,  and  thickness. 

Since  the  surfaces  of  all  bodies  may  be  considered  as  composed  of 
points,  the  first  step  is  to  represent  the  position  in  space  of  a  point,  by  re- 
ferring it  planes  whose  position  is  estabHshed.  The  projection  of  a  point 
upon  a  plane  ie  the  foot  of  the  perpendicular  let  fall  from  the  point  on  the 
plane.  K,  therefore,  on  two  planes  not  parallel  to  each  other,  whose  posi- 
tions are  known,  we  have  the  projections  of  a  point,  the  position  of  this 
point  is  completely  determined  by  erecting  perpendiculars  from  each  plane 
at  the  projected  points :  their  intersection  will  be  the  point. 

If  from  every  point  of  an  indefinite  straight  line  A  B  (fig.  ITT),  placed 
A  ,  in  any  manner  in  space,  perpendiculars  be  let 
fall  on  a  plane  L  M  N  O,  whose  position  is  given, 
then  all  the  points  in  which  these  perpendiculars 
meet  the  plane  will  form  another  indefinite  straight 
line  ab:  this  line  is  called  the  projection  of  the 
line  A  B  on  this  plane.  Since  two  points  are 
sufficient  to  determine  a  straight  line,  it  is  only 
Fig.  n:.  necessary  to  project  two  points  of  the  line,  and 

the  straight  line  drawn  through  the  two  projected  points  will  be  the  pro- 
jection of  the  given  line.  The  projection  of  a  straight  line,  itself  perpen- 
dicular to  the  plane,  is  the  point  in  which  this  perpendicular  meets  the 
plane. 

If  the  projections  a  h  and  a'  h'  of  a  straight  line  on  the  two  planes 
L  M  N  O  and  L  M  P  Q  (fig.  178)  are  known,  this  line  A  B  is  determined ; 
for  if,  through  one  of  its  projections  a  5,  we  suppose  a  plane  drawn  perpen- 
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dicularly  to  LMNO,  and  if  through  a'  V  another  plane  be  drawn  perpen- 
dicTilar  to  L  M  P  Q,  the  intersection  of  the  two  planes  will  be  the  Une  A  B. 
To  delineate  a  solid,  as  the  form  of  a  machine  for  instance,  it  must  be 
referred  to  three  series  of  dimensions,  each  of  them  at  right  angles  to  the 
plane  of  the  other. 


Thus,  let  al}  c  {fig.  179)  be  a  parallelopiped  in  an  upright  position,  of 
which  the  plane  a  S  is  horizontal,  and  the  planes  a  c  and  c  1>  vertical.  Let 
d  e,  df^  and  d  g,  be  the  boundary  planes  of  a  cubical  space  in  which  the 
body  ah  cia  placed ;  the  sides  of  the  body  beftig  parallel  to  those  planes, 
each  to  each,  let  the  figure  of  the  pai-allelopiped  be  projected  on  these 
planes  ;  for  this  purpose  draw  parallel  lines  from  the  angles  of  the  body 
perpendicular  to  the  planes,  as  indicated  by  the  dotted  hnes ;  then  upon  the 
plane  dewe  shall  have  a'  ¥,  the  projection  of  tlie  surface  ah:  this  is  called 
the  plan  of  the  object.  Upon  the  plane  dfy^e  have  a'  c',  the  projection 
of  the  surface  a  c,  ^e  front  devaUon/  and  upon  the  plane  dg,  the  projec- 
tion h'  c'  of  the  surface  J  c,  the  aide  elevation.  Here,  then,  we  have  three 
distinct  views  of  the  regular  solid  ahc  delineated  on  plane  surfaces,  whicli 
convey  an  accurate  and  sufficient  idea  of  its  form.  Indeed,  any  two  of 
these  representations  are  sufBcient  as  a  description  of  the  object.  From 
the  two  figures  a'  (/,  h'  c',  for  example,  the  third  figure  a'  V  may  be  com- 
pounded, by  merely  drawing  the  vertical  lines  c'  A,  V  i,  and  a'  k,  d  ?,  to 
meet  the  plane  d  e,  and  by  producing  them  horizontally  till  they  meet  and 
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form  the  figure  oJ  V.    Similarly,  the  figure  V  o'  may  be  deduced  from  the 
o'.her  two  hy  the  aid  of  the  lines  A,  *,  from  a!  h',  and  the  lines  m,  n,  from 


It  is  in  this  way  that  a  third  view  of  any  piece  of  machinery  is  to  be 
found  from  two  given  views ;  and  in  many  cases  two  elevations,  or  one 
elevation  and  a  plan,  may  afi'ord  a  sufficiently  complete  idea  of  the  con- 
struction of  a  machine.  In  other  cases,  many  parts  may  be  concealed  by 
others  in  which  they  are  enclosed  ;  this  suggests  the  occasional  necessity 
of  views  of  the  interior,  in  which  the  machine  is  supposed  to  be  cnt  across 
by  planes,  vertically  or  horizontally,  so  as  properly  to  reveal  its  structure. 
Such  views  are  termed  sections,  and,  with  reference  to  theplan^  qf  section, 
are  denominated  vertical  and  horizontal  sections.  To  all  such  drawings 
is  given  the  general  title  of  geometrical  drawirigs,  as  distinguished  from 
perspective  drawings. 

By  the  aid  of  drawing  instruments,  measurements  are  transferable  from 
one  position  to  another  ;  and  there 
is  no  necessity  for  erecting  three 
such  planes  as  are  supposed  in  fig. 
179,  upon  which  to  execute  draw- 
ings of  a  machine.  In  practice, 
the  drawings  are  done  upon  one 
common  surface,  and  we  may  readi- 
ly suppose  the  plane  d  g  moved 
back  into  the  position  d  g',  and  d  e 
also  moved  to  d  e',  both  of  these 
positions  being  in  the  plane  of  df. 
This  being  done,  we  have  the  three 
views  depicted  on  one  plane  surface 
0).  In  this  figure,  the  same 
letters  of  reference  are  employed 
as  in  fig.  179 ;  d  I  and  <?  m  are  the 
ground  and  vertical  lines.  It  is 
^'^^^'  evident  that  the   positions  of  the 

same  points  in  a'  c'  and  a'  V  are  in  the  same  perpendicular  from  the  ground 
line  :  that,  in  short,  the  position  of  a  point  in  the  plane  may  be  found  by 
applying  the  edge  of  the  square  to  the  same  point  as  represented  in  the 
elevation.  The  same  remark  is  applicable  as  between  the  two  elevations. 
Hence  the  method  of  drawing  several  views  of  one  machine  upon  the  same 
surface  of  paper  in  strict  agreement  with  each  othei". 


4 i_ 
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In  ouUme  drawings,  or  drawings  which  consist  simply  of  the  lines  em- 
ployed to  indicate  the  form  of  the  object  represented,  the  roundness,  the 
flatness,  or  the  obliquity  of  individual  surfaces,  is  not  indicated  by  the 
lines,  although  it  may  generally  be  inferred  from  the  relation  of  diflerent 
views  of  the  same  part.  The  direct  significance  of  an  outline  drawing  may, 
however,  be  considerably  increased,  by  strengthening  those  lines  which  in- 
dicate the  contours  of  surfaces  resting  in  the  shadow ;  and  this  dietinction 
also  improves  the  general  appearance  of  the  drawing.  The  strong  lines,  to 
produce  the  best  effect,  ought  to  be  laid  upon  the  sharp  edges  at  the  sum- 
mits of  salient  angles ;  bat  bounding  lines  for  curve  surfaces  should  be 
drawn  finely,  and  should  be  but  slightly,  if  at  all,  strengthened  on  the 
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Fig.  180. 


shade  side.  This  distinction  assists  in  contrasting  flat  and  curve  surfaces. 
To  understand  and  apply  the  shade  Knes,  however,  we  must  know  the 
direction  in  which  the  light  is  supposed  to  fall  upon  the  object,  and  thence 
the  locality  of  the  shadows. 

It  is  necessary  for  the  explicitness  of  the  drawing,  that  firstly,  the  light 
be  supposed  to  fall  upon  the  object  in  parallel  lines,  that  all  the  parte  may 
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be  shade-lined  according  to  one  uniform  rule ;  secondly,  that  the  light 
should  be  supposed  to  fall  upon  the  object  obHquely,  as  in  this  way  both 
the  horizontal  and  vertical  lines  may  be  relieved  by  shading.  To  distribute 
the  shadows  equally,  the  light  is  supposed  to  fall  in  directions  forming  an 
angle  of  45^  with  both  the  horizontal  and  the  vertical  planes  of  projection. 
In  general,  the  light  should  fall,  as  it  were,  from  towards  the  upper  left- 
hand  comer  of  the  sheet  of  paper,  supposing  it  square,  making  also  an 
angle  of  45°  with  the  surface. 

To  illustrate  what  has  been  stated,  let  ah  c  d  and  a'  h'  e/{^g8. 181  and 
182)  represent  the  elevation  and  plan  of  a  solid  rectangular  body,  N  O 
being  the  ground  line.  Let  the  direction  of  the  light  in  both  views  be 
represented  in  projection  by  the  arrows  A  B ;  these  lines  form  the  angle 
45°  with  the  line  N  O,  and  by  drawing  the  parallels  at  5,  d,  a',  e\  so  as  to 
embrace  the  extreme  contour,  we  may  readily  perceive  the  way  in  which 
the  light  falls  upon  the  body :  it  falls  upon  three  faces,  namely,  the  two 
vertical  faces  k'/, /e,  and  the  top  a'  V  ef.  Consequently,  the  intersec- 
tions or  lines  at  which  these  planes  meet  ought  to  be  lightly  drawn,  namely, 
ah,  ad;  a'f  and  /  e.  Again,  the  lateral  planes  represented  by  J  c,  c  d, 
h'  e',  and  a'  7>',  are  obviously  in  the  shade,  as  no  light  falls  upon  them 
directly  ;  and  these  lines  are  sti-engthened  to  express  the  distinction. 

In  figs.  183  and  184,  the  portion  of  the  exterior  from  5  by  tf  to  c?  is  in 
the  shade,  while  the  rest  is  light ;  and  the  inverse  is  the  case  with  the  inner 
edges.  A  peculiarity,  however,  occurs  at  d,  for  here  the  edges,  inner  and 
outer,  are  parallel  to  the  direction  of  the  light.  It  is  plain  that  the  surfaces 
which  come  up  to  these  edges  will  be  in  a  medium  shade,  and  that  the 
lines  at  d  should  be  of  medium  thickness. 

Figs.  185  and  186  represent  a  hollow  cylinder  in  projection.  In  the 
plan,  two  lines,  a,  e,  drawn  parallel  to  the  direction  of  the  light,  and  touch- 
ing the  exterior  of  the  cylinder,  define  the  semicircular  outhne  a  V  c,  which 
is  thrown  in  the  shade,  and  ought  to  be  strengthened.  The  outlines  a  and 
c  are,  like  the  edges  at  d  (fig.  183),  parallel  to  the  light,  and  the  contour 
on  each  side  gradually  recedes  and  advances  to  the  light.  The  thickness 
of  the  line  should,  therefore,  he  rather  gi-adually  reduced  at  the  points  a,  c. 
In  the  elevation,  the  base-line  df%ho\AA  be  shaded,  and  ldi&  often  half- 
shaded,  as  it  lies  in  a  curve  surface ;  more  generally  full-shaded. 

If,  again,  the  cylinder  be  hollow,  presenting  in  plan  the  ititerior  contour 
circle  e  A,  then  the  semicircle  egh  expresses  the  shady  side  of  the  interior, 
the  fight  striking  directly  upon  the  oppposite  semicircle. 

These  examples  illustrate  every  case  of  shade-lining  that  occurs  in  out- 
line drawings.     The  effect  is  enhanced  by  proportioning  the  thickness  of 
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the  lines  to  the  depth  of  the  surfaces  to  which  they  belong,  below  the 

original   stirfaces  from  which  the  shadows 

arise. 

In  the  later  French  system  of  shading, 
the  light  is  supposed,  in  ^lam,,  to  strike  to- 
wards the  right  hand  upper  comer,  falling, 
as  it  were,  in  front  of  the  objects ;  but  in 
elevatMn,  towards  the  right  hand  and  foot  of 
the  sheet  (figs.  188,  187). 

It  will  be  observed  in  the  illustrations  of 
this  work,  that  in  the  tinted  drawings,  the 
shadow  is  thrown  according  to  the  French 
system  ;  that  is,  the  light  is  supposed  to  fall 
on  the  drawing  over  the  left  shoulder  at  an 
angle  of  45°.  But  in  outline  drawings,  on 
account  of  its  greater  simplicity,  the  more  Fig.  iBs. 

usual  system  of  throwing  the  shade  line  one  way,  both  in  plan  and  e 
tion,  is  adopted. 
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FROJECTIOK8   OF   SIMPLE  EODIES. 

of  a  regvla/r  Jtexagonal  jtyraimd  {plate  I). — ^It  is  evident 
that  two  distinct  geometrical  views  are  necessary  to  convey  a  complete 
idea  of  the  form  of  the  object :  an  elevation  to  represent  the  sides  of  the 
body,  and  to  express  its  height ;  and  a  plan  of  the  upper  surface,  to  ex- 
press the  form  horizontally. 

It  is  to  be  observed  that  this  body  has  an  imaginary  axis  or  cent/re-lme, 
about  which  the  same  parts  are  equally  distant ;  this  is  an  essential  charac- 
teristic of  all  symmetrical  figures. 

Draw  a  horizontal  straight  line  L  T  through  the  centre  of  the  sheet ; 
this  line  will  represent  the  ground  line.  Then  draw  a  perpendicular  Z  Z' 
to  the  ground  line.  For  the  sake  of  preserving  the  symmetry  of  the  draw- 
ing, the  centres  of  the  lower  range  of  figures  are  all  in  the  same  straight 
line  M  N,  drawn  parallel  to  the  ground  Hne. 

Figs.  1,  2. — In  delineating  the  pyramid,  it  is  necessary,  in  the  first 
place,  to  construct  the  plan.  The  point  S',  where  the  line  Z  Z'  intersects 
the  line  M  N,  is  to  be  taken  as  the  centre  of  the  figure,  and  from  this 
point,  with  a  radius  equal  to  the  side  of  the  hexagon  which  forms  the  base 
of  the  pyramid,  describe  a  circle,  cutting  M  N  in  A'  and  D'.     From  these 
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points  with  the  same  radius,  draw  four  arcs  of  circles,  cutting  the  primary 
circle  in  four  points.  These  six  points  being  joined  by  straight  lines,  will 
form  the  figure  A'  B'  C  D'  E'  F',  which  is  the  base  of  the  pyramid  ;  and 
the  lines  A'  D',  B'  E',  and  C  E',  will  represent  the  projections  of  its  edges 
fore-shortened  as  they  would  appear  in  the  plan.  If  this  operation  has 
been  correctly  performed,  the  opposite  sides  of  the  hexagon  should  be 
parallel  to  each  other  and  to  one  of  the  diagonals ;  this  should  be  tested 
by  the  application  of  the  square  or  other  instrument  proper  for  the  pur- 
pose. 

By  the  help  of  the  plan  obtained  as  above  described,  the  vertical  pro- 
jection of  the  pyramid  may  be  easily  constructed.  Since  its  base  rests 
upon  the  horizontal  plane,  it  must  be  projected  vertically  upon  the  ground 
line ;  therefore,  from  each  of  the  angles  at  A',  B',  C,  and  D',  raise  per- 
pendiculars to  tliat  line.  The  pointa  of  intersection,  A,  B,  C,  and  D,  are 
the  true  positions  of  all  the  angles  of  the  base ;  and  it  only  remains  to 
determine  the  height  of  the  pyramid,  which  is  to  be  set  off  from  the  point 
Q  to  S,  and  to  draw  S  A,  S  B,  S  C,  and  S  D,  which  are  the  only  edges  of 
the  pyramid  visible  in  the  elevation.  Of  these  it  is  to  be  remarked  that 
S  A  and  S  D  alone,  being  parallel  to  the  vertical  plane,  are  seen  in  their 
true  length ;  and  moreover,  that  from  the  assumed  position  of  the  soHd 
under  examination,  the  points  F'  and  E'  being  situated  in  the  lines  B  B' 
and  C  0',  the  Unea  S  B  and  S  C  are  each  the  projections  of  two  edges  of 
the  pyramid. 

Figs.  3  and  4. — To  construct  the  projections  of  the  same  -pyramid,  hom- 
ing its  base  set  in  cm  inclined  positMn,  but  with  its  edges  S  A  (md.  8  D  stiU 
parcdlel  to  the  vertical  plane. 

It  is  evident,  that  with  the  exception  of  the  inclination,  the  vertical 
projection  of  this  solid  is  precisely  the  same  as  in  the  preceding  example, 
and  it  is  only  necessary  to  copy  fig.  1.  For  diis  purpose,  after  having 
fixed  the  position  of  the  point  D  upon  the  ground  line,  draw  through  this 
point  a  straight  line  D  A,  making  with  L  T  an  angle  eq^ual  to  the  desired 
inclination  of  the  base  of  the  pyramid.  Then  set  ofi^  the  distance  D  A,  fig. 
1,  from  D  to  A,  fig.  3 ;  erect  a  perpendicular  on  the  centre,  and  set  off 
G  S  eq^ual  to  the  height  of  the  pyramid.  Transfer  also  from  fig.  1  the  dis- 
tance B  G  and  C  G  to  the  corresponding  points  in  fig.  3,  and  complete  the 
figure  by  drawing  the  straight  lines  A  S,  B  S,  C  S,  and  D  S. 

In  constructing  the  plan  of  the  pyramid  in  this  position,  it  is  to  be  re- 
marked, that  since  the  edges  S  A  and  8  D  are  still  parallel  to  the  vertical 
plane,  and  the  point  D  remains  unaltered,  the  projection  of  the  point  A 
will  still  be  in  the  line  M  N.     Its  position  at  A',  (fig.  4)  is  determined  by 
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the  intersection  of  the  perpendicular  A  A'  with  that  line.  The  remaining 
points  B',  C,  &c.,  in  the  projection  of  the  base,  are  found  in  a  similar 
manner,  by  the  intersections  of  perpendiculars  let  faU  from  the  correspond- 
ing points  in  the  elevation,  with  lines  drawn  parallel  to  M  N,  at  a  distance 
(set  off  at  o,p,)  equal  to  the  width  of  the  base.  By  joining  all  the  con- 
tiguous points,  we  obtain  the  figure  A'  B'  C  D'  E'  F',  representing  the 
horizontal  projection  of  the  base,  two  of  its  sides,  however,  being  dotted, 
as  they  must  be  supposed  to  be  concealed  by  the  body  of  the  pyramid. 
Tlie  vertex  S  having  been  similarly  projected  to  S',  and  joined  by  straight 
lines  to  the  several  angles  of  the  base,  the  projection  of  the  solid  is  com- 
pleted. 

Figs.  5  and  6. — Toji/ndthe  harisonial  projection  of  a  tratwoeffse  secHtm 
of  the  sarnie  pyrmrtid,  Tuade  Jyy  a  pla/ne  perpendicular  to  the  vertical,  hut 
inclined  at  am,  angle  to  the  horizontal  plane  of  projection  /  and  let  all  the 
sides  of  the  base  be  ai  an  a/ngle  with  the  ground  li/ne. 

Having  drawn  the  vertical  S  S',  the  centre  line  of  the  figures,  its  point 
of  intersection  with  the  line  M  N  is  the  centre  of  the  plan.  Since  none  of 
the  sides  of  the  base  are  to  be  parallel  with  the  ground  line,  draw  a  diam- 
eter A'  D'  making  the  req^uired  angle  with  that  line,  and  from  the  points 
A'  and  D'  proceed  to  set  out  the  angular  points  of  the  hexagon  as  in  fig.  2, 
Then,  in  order  to  obtain  the  projections  of  the  edges  of  the  pyramid,  join 
the  angular  points  which  are  diametrically  opposite ;  and,  following  the 
method  pointed  out  in  reference  to  fig.  1,  project  the  figure  thus  obtained 
upon  the  vertical  plane,  as  shown  at  fig.  5. 

Now,  if  the  cutting  plane  be  represented  by  the  line  a  dm  the  eleva- 
tion, it  is  obvious  that  it  will  expose,  as  the  section  of  the  pyramid,  a  poly- 
gon whose  angular  points  being  the  intersections  of  the  various  edges  with 
the  cutting  plane,  will  be  projected  in  perpendiculars  drawn  from  the 
points  where  it  meets  these  edges  respectively.  If,  therefore,  from  the 
points  a,  /,  J,  &c.,  we  let  fall  the  perpendiculars  a  a',  ff,  h  h',  &c.,  and 
join  their  contiguous  points  of  intersection  with  the  lines  A'  D',  F'  C,  B'  E', 
&e.,  we  shall  form  a  six-sided  figure,  which  will  represent  the  section  re- 
quired. The  edges  F  S  and  E  S  being  concealed  in  the  elevation,  but 
necessary  for  the  construction  of  the  plan,  have  been  expressed  in  dotted 
lines,  as  also  the  portion  of  the  pyramid  situated  above  the  cutting  plane, 
which,  though  supposed  to  be  removed,  is  necessary  in  order  to  draw  the 
lines  representing  the  edges.  "We  have  here  introduced  the  ordinary 
method  of  expressing  sections  in  purely  line-drawings,  by  fiUing  up  the 
spa^^es  comprised  within  tlieir  outlines  with  a  quantity  of  parallel  straight 
lines  drawn  at  equal  distances. 
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Jigs.  7  and  8. — To  find  the  horisonial  prelection  of  the  t 
tion  of  a  regular  Ji/oe-aided  pyramid,  cut  hy  a  plane  perpendicular  to  the 
■certical,  hut  mdined  to  the  horisontal  plane  ;  and  let  one  edge  of  the  pyra- 
mid he  in  a  plmie  perpendicular  to  loth  planes  of  pr<^ection. 

The  plan  of  the  pyramid  is  constructed  by  describing  from  the  centre 
S'  a  circle  circumscribing  the  base,  and  from  B'  dividing  the  circumference 
into  five  equal  parte,  and  joining  the  contiguous  points  of  division  by 
straight  lines  to  form  the  polygon  A'  B'  C  D'  E',  each  of  whose  angles, 
being  joined  to  the  centre  S',  shows  the  projections  of  the  edges  of  the 
pyramid.  Then,  following  the  method  above  explained,  we  obtain  the 
elevation  and  the  horizontal  projection  of  the  section  made  by  the  plane 
a  c.  But  that  method  will  not  suffice  for  the  determination  of  the  point  h', 
because  the  perpendicular  let  fall  from  the  corresponding  point  6,  in  the 
elevation,  coincides  with  the  projection  of  the  edge  B  S.  Let  the  pyramid 
he  supposed  to  be  turned  a  quarter  of  a  revolution  round  its  axis ;  the  line 
B'  S'  will  then  have  assumed  the  position  S'  5".  Project  the  point  V  to  5', 
and  join  S  6'.  Tlien,  since  the  required  point  must  also  be  conceived  to 
have  described  a  quarter  of  a  circle  in  a  plane  parallel  to  the  horizontal 
plane,  and  that  its  new  position  must  be  in  the  line  S  6",  it  is  obvious  that 
its  vertical  projection  is  the  point  6',  the  intersection  of  a  horizontal  line 
drawn  through  5,  witli  that  line.  The  distance  h  h',  then,  being  transferred 
from  S'  to  J',  determines  the  position  of  the  latter  point  in  the  plan ;  or, 
following  a  more  methodical  process,  by  projecting  the  point  5'  to  J',  and 
describing  a  circle  from  the  centre  S'  passing  through  b" ;  its  intersection 
with  E'  S'  is  the  point  s 


PEOJECTIONS   OF  A   PGISM. 


Plate  IL,  figs.  1  and  2. — Required  to  repreaeni  in  plan  a 
a  reguliw  ei^sided  prism  in  an  uprighi  position. 

Lay  down  the  ground  line  and  centre  line,  and  describe  the  hexagon  ae 
already  directed.  Project  the  plan  thus  delineated  by  perpendiculars  to 
the  ground  line  from  each  of  its  angular  points  ;  and  since  the  prism  is 
upright,  these  angular  points  themselves  represent  the  horizontal  projec- 
tions of  all  its  edges,  and  their  elevations  coincide  with  the  perpendiculars 
A'  G,  B'  H,  &c.  Set  off  from  G  to  A  the  height  of  the  prism,  and  through 
A  draw  A  D  parallel  to  the  ground  line.  This  wiU  be  the  vertical  projec- 
tion of  the  upper  surface.  The  edges  being  all  parallel  to  the  vertical 
plane,  are,  of  course,  seen  in  their  actual  length. 

Figs.  3  and  4. — To  form  the  proJeeO^ma  of  the  same  prism,  S'upposing  U 
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to  home  he&ii  Tnoved  round  the  pamt  G,  in  a  plams  parallel  to  the  vertical 
plam. 

Copy  the  elevation  (fig.  1)  on  an  inclined  base.  Now,  by  letting  fall 
perpendicular  from  all  the  angles  in  the  elevation,  and  joining  the  con- 
tiguous points  of  intersection  with  the  horizontal  lines  appropriate  to  these 
points  respectively,  we  obtain  the  polygon  A'  B'  C  D'  E'  F'  as  the  projec- 
tion of  the  upper  surface,  and  G'  H'  I'  K'  L'M'  as  that  of  the  base  of  the 
prism.  Einally,  it  will  be  observed  that  all  the  edges  are  represented,  in 
the  horizontal  projection,  by  equal  straight  lines,  as  D'  K',  A'  G',  &c.,  and 
that  the  sides  A'  B',  G'  H',  &c.,  remain  still  parallel  to  each  other,  which 
wiU  afford  the  means  of  verifying  the  accuracy  of  the  drawings. 

Figs.  5  and  Q.^Reqmred  the  projections  of  the  same  prism  set  into  a 
position  inclined  to  both  planes  of  projection. 

Assuming  that  the  inclination  of  the  prism  upon  the  horizontal  plane 
is  the  same  as  in  the  preceding  figures  for  the  sake  of  simplifying  the  opera- 
tion, the  first  process  is  to  copy  fig.  4,  which  may  be  done  by  drawing  a 
centre  line  X  X,  so  as  to  form  the  required  angle  of  the  prism  with  the 
vertical  plane ;  then,  having  set  off  upon  this  line  a  distance  equal  to 
A'  K',  fig.  4,  transfer  the  distances  A'  G'  and  D'  K'  also  to  fig.  6  ;  and  in 
order  to  find  the  remaining  angular  points,  make  A'  a  equal  to  the  corre- 
eponding  distance  in  fig.  4,  and  through  a  draw  B'  F'  perpendicular  to  the 
centre  line,  and  transfer  the  distances  a  B',  a  F'.  Through  the  points  B' 
and  F'f  draw  straight  lines  parallel  to  A'  K',  and  join  A'  B',  A'  F' ;  and 
since  we  have  aheady  seen  that  all  the  other  sides  must  be  parallel  to  these, 
the  figure  is  completed  by  drawing  through  the  points  G',  D',  and  K', 
straight  lines  parallel  to  A'  B'  and  A'  F'  respectively. 

Now,  since  the  prism  has  been  supposed  to  have  preserved  its  former 
inclination  to  the  horizontal  plane,  it  is  obvious  that  every  point  in  it,  such 
as  A,  has,  in  assuming  its  new  position,  simply  moved  in  a  horizontal 
plane,  and  will,  therefore,  be  in  the  Une  A  A  parallel  to  the  ground  line, 
and  since  the  same  point  has  been  projected  to  A',  fig.  6,  it  will  also  be  in 
the  perpendicular  A'  A  ;  the  point  of  intersection  A,  fig.  6,  is,  therefore, 
its  projection  in  the  elevation.  The  remaining  angular  points  in  this  view 
are  all  determined  in  the  same  manner  by  the  aid  of  figs.  3  and  6  ;  and 
having  joined  the  contiguous  points,  and  the  corresponding  angles  of  the 
upper  and  lower  surface,  we  obtain  the  complete  vertical  projection  of  the 
prism  in  its  doubly-inclined  position. 
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Plate  m. — The  plam.  of  the  cone  (flg.  2)  id  simply  a  circle,  i 
from  the  centre  S'  of  a  diameter  equal  to  that  of  the  base.  Its  elevation 
(fig,  1)  is  an  ieoseelea  tiiangle,  obtained  by  drawing  tangents  A'  A,  B'  B, 
perpendicular  to  and  intersecting  the  ground  line ;  then  set  off  upon  the 
centre  line  the  height  C  S,  and  join  8  A,  S  B,  These  lines  are  called  the 
exterior  gm^atrioss  of  the  cone. 

Figs.  1  and  2. — Oi/oen  the  projecUoTia  of  a  eone^  and  the  di/rection  of  a 
plane  X  X,  cutting  it  perpendieula/rly  to  the  vertical,  mid  ofMqitely  to  the 
horisontal  plane  /  required  to  Jmd,  first,  the  horizontal. projection  of  this 
section  ;  amd,  secondly,  the  outldne  of  the  ellipse  thus  formed. 

Through  the  vertex  of  the  cone  draw  a  line  S  E  to  any  point  within  the 
base  A  B ;  let  fall  a  perpendicular  from  E,  cutting  the  circumference  of 
the  base  in  E',  and  join  E'  S' ;  then  another  pei-pendicular  let  fall  from  e 
will  intersect  E'  S'  in  a  point  e' ,  which  will  be  the  horizontal  projection 
of  a  point  in  the  curve  required ;  and  so  on  for  any  required  number  of 
points. 

The  exterior  generatrices  A  S  and  B  S  being  both  projected  upon  the 
line  A'  B',  the  extreme  limits  of  the  curve  sought  will  be  at  the  points  a' 
and  V  on  that  line,  which  are  the  projections  of  the  points  of  intersection 
a  and  5  of  the  cutting  plane  with  the  outlines  of  the  cone.  And  since  the 
line  a'  V  wiU  obviously  divide  the  curve  symmetrically  into  two  equal 
parts,  the  points  /',  g' ,  h\  &c.,  will  be  readily  obtained  by  s 
above  that  line,  and  on  their  respective  perpendiculars,  the  d 
e'  e\  &c.  A  sufficient  number  of  points  having  thus  been  determined,  the 
curve  drawn  through  them  (which  will  be  found  to  be  an  eUipse)  will  be 
tiie  outline  of  the  section  required. 

This  curve  may  be  obtained  by  another  method,  depending  on  the  prin- 
ciple that  all  sections  of  a  cone  by  planes  parallel  to  the  base  are  circles, 
Thus,  let  the  line  F  G  represent  a  cutting  plane ;  the  section  which  it 
mates  with  the  cone  will  be  denoted  on  the  horizontal  projection  by  a 
circle  drawn  from  the  centre  S',  with  a  radius  equal  to  half  the  line  F  G ; 
and  by  projecting  the  point  of  intersection  H  of  the  horizontal  and  obliqiie 
planes  by  a  perpendicular  H  H',  and  noting  where  this  line  cuts  the  circle 
above  referred  to,  we  obtain  two  points  H'  and  I'  in  the  curve  required. 
By  a  similar  construction,  as  exemphfied  in  the  drawings,  any  number  of 
additional  points  may  be  found. 

As  the  projection  obtained  by  the  preceding  methods  exhibits  the  eec- 
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tion  as  fore-ehortened,  and  not  in  its  true  dimensions,  we  shall  now  proceed 
to  the  consideration  of  the  second  question  proposed.  Let  the  cutting 
plane  X  X  be  conceived  to  turn  upon  the  point  5,  so  as  to  coincide  with 
the  vertical  line  1>  k,  and  (to  avoid  confusion  of  lines)  let  J  &  be  transferred 
to  a'  h',  which  will  represent,  as  before,  the  extreme  limits  of  the  curve 
required.  Now,  taking  any  point,  such  as  d,  it  is  obvious  that  in  this  new 
position  of  the  cutting  plane,  it  will  be  represented  by  <?,  and  if  the  cutting 
plane  were  turned  upon  a'  V  as  an  axis  till  it  is  parallel  to  the  vertical 
plane,  the  point  which  had  been  projected  at  d?  would  then  have  described 
round  a'  V  an  "arc  of  a  circle,  whose  radius  is  the  distance  3!  (?  (fig.  2). 
This  distance,  therefore,  being  set  off  at  d'  and  f  on  each  side  of  a'  V, 
gives  two  points  in  tlie  curve  sought.  By  a  similar  mode  of  operation  any 
number  of  points  may  be  obtained,  through  which,  if  a  curve  be  drawn,  it 
will  be  an  eUipee  of  the  true  form  and  dimensions  of  the  section. 

Figs.  3  and  ^.—Tojtmd  the  horizontal  pnyection  wnd  actual  outUne  of 
the  section  of  a  cans,  made  iy  a  plameY  Y  2)airaUel  to  one  aid^  or  generatrix, 
amd  p0rp&ndioula/r  to  the  vertical  plane. 

Determine  by  the  second  method  laid  down  in  the  preceding  problem 
any  number  of  points,  as  'F',  GK,  J',  K',  &e.,  in  the  curve  representing  the 
horizontal  projection  of  the  section  specified.  The  horizontal  plane  pass- 
ing through  M  gives  only  one  point  M'  (which  is  the  vertex  of  the  curve 
sought),  because  the  circle  which  denotes  the  section  that  it  makes  with 
the  cone  is  a  tangent  to  the  given  plane. 

In  order  to  determine  the  actual  outline  of  this  curve,  suppose  the 
plane  Y  Y  to  turn  as  upon  a  pivot  at  M,  until  it  has  assumed  the  position 
M.  B,  and  transfer  M  B  parallel  to  itself  to  M'  B'.  The  point  F  will  thus 
have  first  described  the  arc  F  E  tiU  it  reaches  the  point  E,  which  is  then 
projected  to  E' ;  suppose  the  given  plane,  now  represented  by  M'  B',  to 
turn  upon  that  line  as  an  axis,  until  it  assmnes  a  position  parallel  to  the 
vertical  plane,  the  point  E',  which  is  distant  from  the  axis  M'  B'  by  the 
distance  F'  8'  (iig.  4),  will  now  be  projected  to  F'  (fig.  3).  The  same  dis- 
tance F'  S'  set  off  on  the  other  side  of  the  axis  M'  B'  gives  another  point 
Qt'  in  the  curve  required,  which  is  the  parabola. 

Figs.  7,  8,  9. — To  draw  the  vertictd  prelection  of  the  sections  of  two  op- 
posite  cones  made  Jyy  a  pla/ne  pwrtdld  to  th^ir  oasis. 

Let  C  E  D  and  C  B  A  be  the  two  cones,  and  X  X  the  position  of  the 
cutting  plane  (fig.  7).  Project  in  plan  either  of  the  cones,  as  in  fig.  8 ; 
from  its  centre,  with  a  radius  equal  to  L  H,  describe  a  circle,  and  draw 
the  tangent  ha;  ba  will  be  the  horizontal  projection  of  the  cutting  plane. 
Draw  the  line  H'  M'  (fig.  9)  parallel  to  the  cutting  plane ;  H'  M'  corre- 
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eponding  in  position  to  the  intersections  H,  M  (fig.  7),  of  the  plane  with  the 
cones.  Prom  H'  and  M'  lay  off  dietances  equal  to  L  K,  K  I,  and  the  length  of 
the  cone,  and  through  these  points  draw  perpendiculars,  as/'  e',  d'  c',  V  a', 
&c.,  wMch  must  be  made  equal  to  tlie  chords/"  e,dc,ha  {lig.  8),  made  by 
the  cutting  plane  a  h,  with  circles  whose  radii  are  G  K,  IF,  and  the  radius 
of  the  base  of  the  cone.  Thro\igh  the  points  a',  e',  e',  H',/',  d',  i',  draw 
the  curve,  and  we  have  the  projection  required.  A  similar  construction 
will  give  the  sectional  projection  of  the  opposite  cone  at  H',  The  curve 
thus-found  is  the  hyperbola. 


PENETRATIONS   OE  INTEHSECTIONS   OF   SOLIDS. 

On  examining  the  minor  details  of  most  machines,  we  find  numerous 
examples  ot  cylindrical  and  other  forms,  fitted  to,  and  even  appearing  to 
pass  through  each  other  in  a  great  variety  of  ways,  ■  The  examples  grouped 
in  plates  IV.  and  V.  are  selected  with  the  view  of  exhibiting  those  cases 
which  are  of  most  frequent  occurrence,  Mid  of  elucidating  general  principles. 


PENETKATIONS    OF  CTI.INBER8. 

Plate  IV. — Figs.  1  and  3  represent  the  projections  of  two  cylinders  of 
unequal  diameters  meeting  each  other  at  right  angles;  one  of  which  is 
denoted  by  the  rectangle  A  B  E  D  in  the  vertical,  and  by  the  circle 
A'  H'  B'  in  the  horizontal  projections  ;  while  the  other,  which  is  supposed 
to  be  horizontal,  is  indicated  in  the  former  by  the  circle  L  P  I  N,  and  in 
the  latter  by  the  figure  L'  I'  K'  M'.  From  the  position  of  these  two  solids 
it  is  evident  that  the  curves  formed  by  their  junction  will  be  projected  in 
the  circles  A'  H'  B'  and  L  P  I  N ;  and  farther,  that  such  would  also  be 
the  case  even  although  their  axes  did  not  intersect  each  other. 

But  if  the  position  of  these  bodies  be  changed  into  that  represented  at 
fi^s.  3  and  4,  the  lines  of  their  intersection  will  assume  in  the  vertical  pro- 
jection a  totally  different  aspect,  and  may  be  accurately  determined  by 
the  following  construction. 

Through  any  point  taken  upon  the  plan  (fig.  4)  draw  a  horizontal  line 
a'  5', which  is  to  be  considered  as  indicating  a  plane  cutting  both  cylinders 
parallel  to  their  axes  ;  this  plane  would  cut  the  vertical  cyhnder  in  lines 
drawn  perpendicularly  through  the  points  c'  and  d'.  To  find  the  vertical 
projection  of  its  intersection  with  the  other  cylinder,  conceive  its  base  I'L', 
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after  being  transferred  to  I"  L°,  to  be  turned  over  parallel  to  the  horizontal 
plane  ;  this  is  expressed  by  simply  drawing  a  circle  of  the  diameter  I'  L' ; 
and  producing  the  line  a'  V  to  a* ;  then  set  off  the  distance  a^  e'  on  each 
side  of  the  axis  I  K,  and  draw  straight  lines  through  these  points  parallel 
to  it.  These  lines  ah,gh,  denote  the  intersection  of  the  plane  a'  b'  with 
the  horizontal  cylinder,  and  therefore  the  points  c,  d,  m,  o,  where  they  cut 
the  perpendiculars  oo',  dd\  are  points  in  the  curve  required.  By  laying 
down  other  planes  similar  to  a'  h',  and  operating  as  before,  any  number  of 
points  may  be  obtained.  The  vertices  *  and  A  of  the  curves  are  obviously 
projected  directly  ;  and  their  extreme  points  are  determined  by  the  inter- 
sections of  the  outhnes  of  both  cylinders.  "When  the  cylinders  are  of 
unequal  diameters,  as  in  the  present  case,  the  curves  of  penetration  are 
hyperbolas. 

Figs.  3  and  6. —  WTten  the  diameters  of  the  cylinders  aire  equal,  and 
when  they  cut  each  other  at  right  angles,  the  curves  of  penetration  are  pro- 
jected vertically  in  straight  lines  perpendicular  to  each  other,  as  in  flg.  5, 
where  the  projections  of  some  of  the  points  are  indicated  in  elevation  and 
plan  by  the  same  letters  of  reference. 

Figs.  7  and  8. — To  delineate  the  'i/nterseoUons  of  two  cylinders  of  equal 
diameters  at  right  angles,  when  cms  of  the  eylmders  is  i/ncUned  to  the  ver- 


Supposing  the  two  preceding  figures  to  have  been  drawn,  the  projec- 
tion 0  of  any  point  such  as  o'  may  be  ascertained  by  observing  that  it  must 
be  situated  in  the  perpendicular  c'  c,  and  that  since  the  distance  of  this 
point  (projected  at  e  in  fig.  5)  from  the  horizontal  plane  remains  unaltered, 
it  must  also  be  in  the  horizontal  line  c  c.  Upon  these  principles  all  the 
points  indicated  by  literal  references  in  fig.  7  are  determined  ;  the  curves 
of  penetration  resulting  therefrom  intersecting  each  other  at  two  points 
projected  upon  the  axial  Hne  L  K,  of  which  that  marked  q  alone  is  seen. 
The  ends  of  the  horizontal  cyhnder  are  represented  by  ellipses,  the  con- 
struction of  which  will  also  be  obvious  on  referring  to  the  figures ;  and 
they  do  not  require  further  consideration  here. 


PENETEATIONS   OF   CTI.INDEE8,    CONES,   AND   SPHEEES. 

Plate  v.,  figs.  1  and  2. — To  Jmd  the  curves  resulting  from  tJie  inter- 
sectdon  of  two  oylinders  of  unequal  diameters,  meeting  at  amy  angle. 

For  the  sake  of  simplicity,  suppose  the  axes  of  both  cylinders  to  be 
parallel  to  the  vertical  plane,  and  let  A  B  E  D  and  N  O  Q  P  be  their  pro- 
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jections  upon  that  plane.  In  constructing,  in  the  first  place,  their  horizon- 
tal projection,  observe  that  the  upper  end  A  B  of  the  larger  cylinder  is 
represented  by  an  ellipse  A'  K'  B'  M',  which  may  easily  be  drawn  by  the 
help  of  the  major  axis  K'  M'  equal  to  the  diameter  of  the  cylinder,  and  of 
the  minor  A'B',  the  projection  of  the  diameter.  The  visible  portion  of 
the  base  of  the  cylinder  being  similarly  represented  by  the  semi-ellipse 
L'  D'  H',  its  entire  outline  will  be  completed  by  drawing  tangents  L'  M.' 
and  H'  K'.  The  upper  extremity  P  N  of  the  smaller  cylinder  will  also  be 
projected  in  the  ellipse _p'  4'  W. 

Now,  suppose  a  plane,  as  a'  g'  (fig.  2),  to  pass  through  both  cylinders 
parallel  to  their  axes  ;  it  will  cut  the  surface  of  the  larger  cylinder  in  two 
straight  lines  passing  through  the  points/'  and  g'  on  the  upper  end  of  the 
cyhnder ;  these  lines  will  be  represented  in  the  elevation,  by  projecting 
the  points/"'  and  g'  to/  g;  and  di'awing  <i/and  c  g  parallel  to  the  axis. 
The  plane  a'  g'  will  in  like  manner  cut  the  smaller  cylinder  in  two  straight 
lines,  which  will  be  represented  in  the  vertical  projection  by  tZ  A  and  e  i, 
and  the  intersectionB  of  these  lines  with  «/  and  c  g  will  give  four  points 
I,  k,  m,  and  n,  in  the  curves  of  penetration.  Of  these  points  one  only,  that 
marked  I,  is  visible  in  the  plan,  where  it  is  denoted  by  V. 

Fig.  1. — To  Jtfid  the  cv/rvee  of  p&tmtraimm  in  the  elevation  without  the 
aid  oftheplaih. 

Let  the  bases  D  E  and  Q  O  of  both  cylinders  be  conceived  to  be  turned 
over  into  the  vertical  plane  after  being  transferred  to  any  convenient  dis- 
tance, as  D'  E'  and  Q'  0=,  from  the  principal  figure ;  tliey  will  then  be 
represented  by  the  circles  D*  H'  E'  and  Q=  G'  O'.  Now  draw  o*e*  paral- 
lel to  D  E,  and  at  any  suitable  distance  from  the  centre  I ;  this  line  will 
represent  the  intersection  of  the  base  of  the  cylinder  with  a  plane  parallel 
to  the  axes  of  both,  as  before.  The  intersection  of  this  plane  with  the 
base  of  the  smaller  cylinder  will  be  found  by  setting  ofi"  from  E  a  distance 
R^,  equal  to  I  0,  and  drawing  through  the  pointy  a  straight  line  parallel 
to  Q  O.  It  is  obvious  tiiat  the  intersection  of  the  supposed  plane  with  the 
convex  surfaces  of  the  cylinders  will  be  represented  by  the  lines  af,  c  g, 
and  dh,  ei,  drawn  parallel  to  the  axes  of  the  respective  cylinders  through 
the  points  where  the  chords  «*  c'  and  d^  e'  cut  the  circles  of  their  bases ; 
and  that,  consequently,  the  intersections  of  these  lines  indicate  points  in 
the  curves  sought.  These  points  may  be  multiplied  indefinitely  by  con- 
ceiving other  planes  to  pass  through  the  cylinders,  and  operating  as 
before. 

Figs.  3  and  4,  —  To  find  the  curves  of  penetration  of  a  cone  and 
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Let  D  S  be  the  axis  of  the  cone,  A'  L'  B'  the  circle  of  its  baee,  and  the 
triangle  A  E  S  its  projection  on  the  vertical  plane ;  and  let  C,  C,  be  the 
projections  of  the  centre,  and  the  circles  E'  K'  F'  and  E  G  IF  those  of  the 
circumferences  of  the  sphere. 

This  problem,  like  most  others  similar  to  it,  can  he  solved  only  by  the 
aid  of  imaginary  intersecting  planes.  Let  a  b  (fig.  3)  represent  the  pro- 
jection of  a  horizontal  plane  ;  it  will  cut  the  sphere  in  a  circle  whoso  diam- 
eter is  a  i,  and  which  is  to  he  drawn  from  the  centre  C  in  the  plan. 
Its  intersection  with  the  cone  is  also  a  circle  described  from  the  centre  S' 
with  the  diameter  c  d;  the  points  e'  and_/',  where  these  two  circles  cut 
each  other,  are  the  horizontal  projections  of  two  points  in  the  lower  curve, 
which  is  evidently  entirely  hidden  by  the  sphere.  The  points  referred  to 
are  projected  vertically  upon  the  line  ah  &t  e  and  y.  The  upper  curve, 
which  is  seen  in  both  projections,  is  obtained  by  a  similar  process ;  but  it 
is  to  be  observed  that  the  horizontal  cutting  planes  must  be  taken  in  such 
positions  as  to  pass  through  both  solids  in  circles  which  shall  intersect  each 
other.  Por  our  guidance  in  this  respect  it  will  be  necessary,  first,  to  de- 
termine the  vertices  m  and  n  of  the  curves  of  penetration. 

For  this  purpose,  conceive  a  vertical  plane  passing  through  the  axis  of 
the  cone  and  the  centre  of  the  sphere ;  its  horizontal  projection  wiU  be  the 
straight  line  C  L'  joining  the  centres  of  the  two  bodies.  Let  us  also  make 
the  supposition  that  this  plane  is  turned  upon  the  line  C  C  as  on  an  axis, 
until  it  becomes  parallel  to  the  vertical  plane  ;  the  points  S'  and  L'  will 
now  have  assumed  the  positions  S"  and  L°,  and  consequentiy  the  axis  of 
the  cone  will  be  projected  vertically  in  the  line  D'  S^,  and  its  side  in  S'  L', 
cutting  the  sphere  at  the  points  p  and  r.  Conceive  the  solids  to  have 
resumed  their  original  relative  positions,  it  is  clear  that  the  vertices  or 
adjacent  limiting  points  of  the  curves  of  penetration  must  he  in  the  hori- 
zontal lines^  0  and  r  q,  drawn  through  the  points  determined  as  above  ; 
their  exact  positions  on  these  lines  may  be  ascertained  by  projecting  ver- 
tically the  points  m'  and  n',  where  the  ares  described  by  the  points^  and 
r,  in  restoring  the  cone  to  its  first  position,  intersect  the  line  8  L. 

It  is  ofjmportance  further,  to  ascertain  the  points  at  which  the  curves 
of  penetration  meet  the  outlines  A  S  and  S  B  of  the  cone.  The  plane 
which  passes  through  tiaese  lines  being  projected  horizontally  in  A'  B',  will 
cut  the  sphere  in  a  circle  whose  diameter  is  i'J';  this  circle,  described  in  the 
elevation  from  the  centre  C,  will  cut  the  sides  A  S  and  S  B  in  four  points 
at  which  the  curves  of  penetration  are  tangents  to  the  outlines  of  the  cone. 

Figs.  5  and  6. — To  find  the  lines  of  penetration  of  a  eylmder  and  a 
cylmdrical  Hng  or  torus. 
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Let  the  circles  A'  E'  B',  F'  G'  K',  represent  the  horizontal,  and  the 
figure  A  C  E  D  the  vertical  projection  of  the  torus,  and  let  tlie  circle 
H'y  L',  and  the  rectangle  H  I  M  L  be  the  analogous  projections  of  the 
cylinder,  which  passes  perpendicularly  through  it.  Conceive,  as  before, 
a  plane  a  h  (fig.  5),  to  pass  horizontally  through  both  solids ;  it  will  ob- 
viously cut  the  cylinder  in  a  circle  which  will  be  projected  in  the  base 
H'y  L'  itself,  and  the  ring  in  two  other  circles,  of  which  one  only,  part 
of  which  is  represented  by  the  arc  f  5'  I',  will  intersect  the  cyhnder  at 
the  points  J"  and  J',  which  being  projected  vertically  to  fig.  5,  will  give 
two  pointsyajid  5'  in  the  upper  curve  of  penetration. 

Another  horizontal  plane,  taken  at  the  same  distance  helow  the  centre 
line  A  B  ^  that  marked  a  J  is  above  it,  will  evidently  cut  the  ring  in 
circles  coinciding  wjth  those  already  obtained  ;  consequently  the  points y^' 
and  J'  indicate  points  in  the  lower  as  well  as  in  the  upper  curves  of  pene- 
tration, and  are  projected  vertically  at  d  and  e.  Thus,  by  laying  down 
two  planes  at  equal  d^tances  on  each  side  of  A  B,  by  one  operation  four 
points  in  the  curves  required  are  determined. 

To  determine  the  vertices  m,  and  n,  following  the  method  explained  in 
the  preceding  problem,  draw  a  plane  O  n',  passing  through  the  axis  of  the 
cylinder  and  the  centre  of  the  ring,  and  conceive  this  plane  to  be  moved 
round  the  point  O  as  on  a  hinge,  until  it  has  assumed  the  position  O  B', 
parallel  to  the  vertical  plane ;  the  point  n',  representing  the  extreme 
outline  of  the  cylinder  in  plan,  will  now  be  at  /,  and  being  projected  ver- 
tically, that  outline  will  cut  the  ring  in  two  points^  and  r,  which  would 
be  the  limits  of  the  curves  of  penetration  in  the  supposed  relative  position 
of  the  two  solids  ;  and  by  drawing  the  two  horizontal  lines  r  n  and  ^  m, 
and  projecting  the  point  n'  vertically,  the  intersections  of  these  lines,  the 
two  points  m  and  n,  are  the  vertices  of  the  curves  in  the  actual  position  of 
the  penetrating  bodies. 

The  points  at  which  the  curves  are  tangents  to  the  outlines  H I  and  L  M 
of  the  cylinder,  may  readily  be  found  by  describing  arcs  of  circles  from 
the  centre  O  through  the  points  H'  and  L',  which  represent  these  lines  in 
the  plan,  and  then  proceeding,  as  above,  to  project  the  points  thus  obtained 
upon  the  elevation.  Lastly,  to  determine  the  points,  as  J,  s,  &e.,  where 
the  curves  are  tangents  to  the  horizontal  outlines  of  the  ring,  draw  a  circle 
P'  s'  J'  with  a  radius  equal  to  that  of  the  centre  line  of  the  ring,  namely, 
P  D  ;  the  points  of  intereection  s'  and  J'  are  the  horizontal  projections  of 
the  points  sought. 

Eequired  to  represent  the  aecdona  which,  would  he  made  m  the  rm^  now 
h^fore  uSf  hy  two  planes,  one  (yfwhichy  N'  T',  is  paraUel  to  the  vertical 
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pl<m€y  while  ths  oiher^  T'  E',  is  perpendicular  to  both  plwnm  of  pryec- 

The  Bection  made  by  the  last-named  plane  must  obviously  have  its  ver- 
tical projection  in  the  line  C  D,  which  indicates  the  position  of  the  plane ; 
but  the  former  wiU  be  represented  in  its  actual  form  and  dimensions  in 
the  elevation.  To  determine  its  outlines,  let  two  horizontal  planes  g  q  and 
i  h,  equidistant  from  the  centre  line  A  B,  be  supposed  to  cut  the  ring ; 
their  lines  of  intersection  with  it  will  have  their  horizontal  projections  in 
the  two  circles  g'  o'  and  h'  q'  which  cut  the  given  plane  N'  T'  in  o'  and  q'. 
These  points  being  projected  vertically  to  o,  q,  Jc,  &c.,  give  four  points  in 
the  curve  required.  The  line  N'  T'  cutting  the  circle  A'  E'  B'  at  N',  the 
projection  N  of  this  point  is  the  extreme  limit  of  the  curve. 

The  circle  P'  s'j',  the  centre  line  of  the  rim  of  the  torus,  is  cut  by  the 
planes  W  T'  at  the  point  s',  which  being  projected  vertically  upon  the 
lines  D  P  and  C  I,  determines  a  and  I,  the  points  of  contact  of  the  curve 
with  the  horizontal  outlines  of  the  ring.  Finally,  the  points  t  and  u  are 
obtained  by  drawing  from  the  centre  O  a  circle  T'  v'  tangent  to  the  given 
plane,  and  projecting  the  point  of  intersection  v'  to  the  points  v  and  x, 
which  are  then  to  be  replaced  upon  0  D  by  drawing  the  horizontals  v  t 
and  JC  u. 


PENETRATIONS   OF  CTLINDEES,    PBI8MS,    BPHEE18,   AND   00HE8. 

Plate  VI.,  figs.  1  and  2. — RequweA  to  deUfi£ate  the  Unea  of  p>enetra- 
tion  of  a  sphere  and  a  regular  hexagonal  prism,  whose  axis  passes  through 
the  centre  of  ths  sphere. 

The  centres  of  the  circles  forming  the  two  projections  of  the  sphere  are, 
according  to  the  terms  of  the  problem,  upon  the  axis  0  C  of  the  upright 
prism,  which  is  projected  horizontally  in  the  regular  hexagon  D'  E'  F'  G' 
H'  I'.  Hence  it  follows,  that  as  all  the  lateral  faces  of  the  prism  are  equi- 
distant from  the  centre  of  the  sphere,  their  lines  of  intersection  with  it  will 
necessarily  be  circles  of  equal  diameters.  Now,  the  perpendicular  face 
represented  by  the  line  E'  F'  in  the  plan,  will  meet  the  surface  of  the 
sphere  in  two  circular  arcs  E  F  and  L  M  (fig.  1),  described  from  the  centre 
C,  with  a  radius  equal  to  c'  V  or  a'  c'.  And  the  intersections  of  the  two 
oblique  faces  D'E'  and  F'  G'  will  obviously  be  each  projected  in  two  arcs 
of  an  elUpse  whose  major  axis  dg  is  equal  to  the  diameter  of  the  circle  ach, 
and  the  minor  axis  is  the  vertical  projection  of  that  diameter,  as  represented 
at  e'f  (fig,  2),  But  as  it  is  necessary  to  draw  small  portions  only  of  these 
curves,  the  following  method  may  bo  e 
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Draw  D  G ;  through  the  points  E,  F,  divide  the  portions  E  F  and  F  G 
respectively  into  the  same  number  of  equal  parts,  and  drawing  perpen- 
diculai-s  through  the  points  of  division,  set  off  from  F  G  the  distances  from 
the  corresponding  points  in  E  F  to  the  circular  arc  E  C  F,  as  points  in  the 
elliptical  arc  required.  The  remaining  elliptical  arcs  should  be  traced  by 
the  same  method. 

Figs.  3  and  4. — Requvred  to  d/rano  ths  limes  of penebraMon,  of  a  eylmd^r 
and  a  sphere,  the  centre  of  ths  sph&re  }>6vng  without  the  aads  of  the  eylinder. 

Let  the  circle  D'  E'  L'  be  the  projection  of  the  base  of  the  given  cylin- 
der, the  elevation  of  which  is  shown  at  fig,  3,  and  let  A  E  be  the  diameter 
of  the  given  sphere.  •  If  a  plane,  as  o'  d',  be  drawn  parallel  to  the  vertical 
plane,  it  will  evidently  cut  the  cylinder  in  two  straight  lines  G  G',  H  H', 
parallel  to  the  axis,  and  projected  vertically  from  the  points  G'  and  H'. 
This  plane  will  also  cnt  the  sphere  in  a  circle  whose  diameter  is  equal  to 
g'  d',  and  which  is  to  be  described  from  the  centre  C  with  a  radius  of  half 
that  line  ;  its  intersection  with  the  lines  G  Q'  and  H  H'  will  give  so  many 
points  in  the  curves  sought,  viz.,  G,  H,  I,  K. 

The  planes  a'  i'  and  e'  f,  which  are  tangents  to  the  cylinder,  furnish 
only  two  points  respectively  in  the  curves ;  of  these  points  E  and  'E  alone 
are  visible,  the  other  two,  L  and  M,  being  concealed  by  the  solid  ;  there- 
fore, the  planes  drawn  for  the  construction  of  the  enrves  must  be  all  taken 
between  a'  V  and  e'  f  ■  Tlie  plane  which  passes  through  tlie  axis  of  tlie 
cylinder  cuts  the  sphere  in  a  circle  whose  projection  upon  the  vertical 
plane  will  meet  at  the  points  D,  K,  and  g-,  A,  the  outlines  of  the  cylinder, 
to  which  the  curves  of  penetration  are  tangents. 

Figs.  5  and  ^.~~To  f/n,d  the  lines  of  penepration  of  a  imncated  cone 
emd  a  jmsm. 

The  straight  line  C  D  is  the  axis  of  a  truncated  cone,  which  is  repre- 
sented in  the  plan  by  two  circles  described  from  the  centre  C  ;  and  the 
horizontal  lines  M  N  and  M'  K'  are  the  projections  of  the  axis  of  a  prism 
of  which  the  base  is  square,  and  the  faces  respectively  parallel  and  per- 
pendicular to  the  planes  of  projection. 

In  laying  down  the  plan  of  this  solid,  it  is  supposed  to  be  inverted,  in 
order  that  the  smaller  end  of  the  cone,  and  the  lines  of  intersection  of  the 
lower  surface  F  G  of  the  prism  may  be  exhibited.  According  to  this 
arrangement,  the  letters  A'  and  B'  (fig.  6)  ought,  strictly  speaking,  to  be 
marked  at  the  points  I'  and  H',  and  conversely ;  but  as  it  ie  quite  obvious 
that  the  part  above  M'  N'  is  exactly  symmetrical  with  "that  below  it,  the 
distribution  of  the  letters  of  reference  adopted  in  our  figures  can  lead  to  no 
confosion. 
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The  intersection  of  the  plane  F  G  with  the  cone  is  projected  horizon- 
tally in  a  circle  described  from  the  centre  C,  with  the  diameter  F'  G'. 
Tlie  area  I'  F'  A'  and  H'  G'  B'  are  the  only  parte  of  this  circle  which  re- 
quire to  be  drawn. 

Figs.  7  and  8. — To  describe  the  cnvrves  formed  hy  the  ■mtersection  of  a 
cylinder  with  thefrustwm  cf  a  cone,  ihe  axes  of  the  two  solids  eutting  each 
other  at  right  angles. 

The  axes  of  the  solids  and  their  projections  are  laid  down  in  the  figures 
precisely  as  in  the  preceding  example.  The  intersections  of  the  outlines 
of  the  cone  in  the  elevation  with  those  of  the  cylinder,  famish,  obvionsly, 
four  points  in  the  curves  of  penetration;  these  pointe  are  all  projected 
horizontally  upon  the  line  A'  B'.  Now,  suppose  a  plane,  as  a  5  (fig.  T), 
to  pass  horizontally  through  both  solids ;  its  intersection  with  the  cone 
will  be  a  circle  of  the  diameter  c  d,  while  the  cylinder  will  be  cut  in  two 
parallel  sb-aight  lines,  represented  in  the  elevation  by  a  h,  and  whose  hori- 
zontal projection  may  be  determined  in  the  following  manner  : — Conceive 
a  vertical  planey  ^,  cutting  the  cylinder  at  right  angles  to  its  axis,  and  let 
the  circle  g  efiherehy  formed  be  described  from  the  intersection  of  the 
axes  of  the  two  solids  ;  the  line_?'  h  will  now  represent,  in  this  position  of 
the  section,  the  distance  of  one  of  the  lines  sought  from  the  axis  of  the 
cylinder.  Now  set  off  this  distance  on  both  sides  of  the  point  A',  and 
through  the  points  k  and  a'  thus  obtained,  draw  straight  lines  parallel  to 
A'  E' ;  the  intersections  of  these  lines  with  the  circle  drawn  from  the 
centre  C  of  the  diameter  c  d  will  give  four  points  m',  p',  n,  and  o,  which 
being  projected  vertically  upon  a  b,  determine  two  points  m  andj>  in  the 
curves  required. 

In  order  to  obtain  the  vertices  or  adjacent  limiting  points  of  the  curves, 
draw  from  the  vertex  of  the  cone  a  straight  line  t  e,  touching  the  circle  g  ef, 
and  let  a  horizontal  plane  be  supposed  to  pass  through  the  point  of  con- 
tact e.  Proceed  according  to  the  method  given  above  to  determine  the 
intersections  of  this  plane  with  each  of  the  solids  in  question,  the  four 
points  i',  r",  q,  and  s,  which  being  projected  vertically  upon  the  line  e  t, 
determine  the  vertices  *  and  r  required. 

OF    THE    HELIX. 

Plate  YII. — The  Belix  is  the  curve  described  upon  the  surface  of  a 
cylinder  by  a  point  revolving  round  it,  and  at  the  same  time  moving 
parallel  to  its  axis  by  a  certain  invariable  distance  during  each  revolution. 
This  distance  is  called  the_^cA  of  the  screw. 
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Fige.  1  and  2. — Required  to  construct  the  helical  curve  des&rihed  hy  the 
point  A  i^}on  a  cylinder  projected  hcmsontally  m  the  eirde  A'  C  F',  the 
pitch  he^/ng  rej^esmtted  hy  the  line  A'  A'. 

Divide  the  pitch  A'  A'  into  any  number  of  equal  parts,  say  eight ;  and 
throngh  each  point  of  division,  1.  3,  3,  &c.,  draw  straight  lines  parallel  to 
the  ground  line.  Then  divide  the  circumference  A'  0'  F'  into  the  same 
number  of  parts ;  the  points  of  division  B',  C,  E',  F',  &c.,  will  be  the 
horizontal  projections  of  the  different  positions  of  the  given  point  during 
its  motion  roimd  the  cylinder.  Thus,  when  the  point  is  at  B'  in  the  plan, 
its  vertical  projection  will  be  the  point  of  intersection  B  of  the  perpendicu- 
lar drawn  through  B'  and  the  horizontal  drawn  through  the  first  point  of 
division.  Also,  when  the  point  arrives  at  C  in  the  plan,  its  vertical  pro- 
jection is  the  point  C,  where  the  perpendicular  drawn  from  C  cuts  the 
horizontal  passing  through  the  second  point  of  division,  and  so  on  for  aU 
the  remaining  points.  The  curve  A  B  C  F  A'  drawn  through  all  the 
points  thus  obtained,  is  the  hehx  required. 

Figs.  1  and  2. — To  draw  the  vertical  elevation  of  the  soUd  contained 
between  two  helical  surfaces  am,d  two  concentric  cylinders. 

A  helical  surface  is  generated  by  the  revolution  of  a  straight  Hue 
round  the  axis  of  a  cylinder ;  its  outer  end  moving  in  a  hehx,  and  the  hne 
itself  forming  with  the  axis  a  constant  and  invariable  angle. 

Let  A'  C  F'  and  K'  M'  0'  represent  the  concentric  bases  of  the  cylin- 
ders, whose  common  axis  S  T  is  vertical ;  the  curve  of  the  exterior  hehx 
A  C  F  A=  is  the  first  to  be  drawn  according  to  the  method  above  shown. 
Then  having  set  off  from  A  to  A'  the  thickness  of  the  required  solid,  draw 
through  A'  another  helix  equal  and  similar  to  the  former.  Now  construct, 
as  above,  another  helix,  K  C  0,  of  the  same  pitch  as  the  last,  but  on  the 
interior  cylinder ;  as  also  another,  K"  0'  0*,  equal  and  parallel  to  the 
former.  The  lines  A'  K',  B'  L',  C  M',  &c.,  represent  the  horizontal  pro- 
jections of  the  various  positions  of  the  generating  straight  line,  which,  in 
the  present  example,  has  been  supposed  to  be  horizontal ;  and  these  lines 
are  projected  vertically  at  A  K,  B  L,  &c. 

It  will  be  observed,  that  in  the  position  A  K  the  generating  hne  is 
projected  in  its  actual  length,  and  that  at  the  position  C  M'  its  vertical 
projection  is  the  point  C.  The  same  remark  apph«a  to  the  generatrix  of 
the  second  helix.  The  parts  of  both  curves  which  are  visible  in  the  ele- 
vation may  be  easily  determined  by  inspection. 

Figs.  3  and  4. — To  determine  the  v^iad  projection  of  the  solid  formed 
hy  a  sphere  m,ovi'ng  in  a  helical  curve. 

Let  A'  C  E'  be  the  base  of  a  cylinder,  upon  which  the  centre  point  C 
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of  a  sphere  whose  radius  is  a!  C  descrites  a  helix,  which  is  projected  on 
the  vertical  plane  in  the  curve  A  C  E  J.     After  determining  as  above  the 

various  points  A,  B,  C,  D ,  in  this  curve,  draw  from  each  of  these 

points  as  centres,  circles  with  the  radius  a'  C  ;  the  circumferences  of  these 
circles  will  denote  the  various  positions  of  the  sphere  during  its  motion 
round  the  cylinder ;  and  if  lines  be  drawn  touching  these  circles,  the 
curves  thereby  formed  will  constitute  the  figure  required.  One  of  tliese 
carves  will  disappear  at  O,  which  is  its  point  of  contact  with  the  circle 
described  from  the  point  E,  the  intersection  of  the  helix  with  the  perpen- 
dicular E  E' ;  it  wiU  again  reappear  at  the  point  I  when  it  becomes  a  tan- 
gent to  the  circle  described  from  the  point  J  in  the  prolongation  of  the 
line  A  A'.  The  exterior  and  interior  circles  (fig.  4)  represent  the  horizon- 
tal projection  of  the  solid  in  question. 

The  conical  helix  differs  from  the  cylindrical  one  in  that  it  is  described 
on  the  surface  of  a  cone  instead  of  on  that  of  a  cylinder  ;  but  the  construc- 
tion differs  but  slightly  from  the  one  described.  By  following  out  the  same 
principles,  helices  may  be  represented  as  lying  upon  spheres  or  any  other 
surfaces  of  revolution. 

In  the  arts  are  to  be  found  numerous  practical  applications  of  the  heli- 
cal curve,  as  wood  and  machine  screws,  geers,  and  staircases,  the  construc- 
tion of  which  will  be  still  farther  explained  under  their  appropriate  heads. 
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THE  DEVELOPMENT  OF  SURFACES. 

The  development  of  the  surface  of  a  solid  is  the  drawing  or  niirollliig 
on  a  plane  the  form  of  its  covering ;  and  if  that  form  be  cut  out  of  paper, 
it  would  exactly  fit  and  cover  the  surface  of  the  solid.  Frequently  in 
practice,  the  form  of  the  surface  of  a  solid  is  found  by  applying  paper  or 
thin  sheet  brass  directly  to  the  solid,  and  cutting  it  to  fit.  Tin  and  copper- 
emiths,  boiler-makers,  &c.,  are  continually  required  to  form  from  sheet 
metal  forms  analogous  to  solids ;  to  execute  which  they  should  be  able  to 
construct  geometrically  the  development  of  the  surface  of  which  they  are 
to  make  the  form. 

The  development  of  the  surface  of  a  plain  cylinder  is  evidently  but  a 
plane  sheet,  of  which  the  circumference  is  one  dimension  whilst  its  length 
is  the  other. 


THE   DEVELOPMENT   OF  THE   STJEFACE   OF  INTEESECTED  CTXINDBES. 

Plate  Till.,  figs.  1  and  2. — To  draw  the  smftxce  of  a  eylind&r  formed 
In/  the  irttersectUMi  (^another  equal  cylinder,  as  the  hnee  of  a  stove  pipe. 

Let  A  E  C  D  be  the  elevation  of  the  pipe  or  cylinder.  Above  A  B 
describe  the  semicircle  A' 4' B' of  the  same  diameteras  the  pipe;  divide  this 
semicircle  into  any  number  of  equal  parts,  eight  for  instance ;  through  these 
points  1',  2',  3',  &c,,  draw  lines  parallel  to  side  A  C  of  pipe,  and  touching 
the  line  C  D  of  the  intersection  of  the  two  cylinders.  Lay  off  A'  B"  equal  to 
the  semicircle  A'  4'  B',  and  divided  into  the  same  number  of  equal  parte ; 
through  these  pointe  of  division  erect  perpendiculars  to  A'  B',  and  on  these 
perpendiculars  lay  off  the  distances  A"  C",  1"  1",  2"  2",  3"  3",  and  so  on, 
corresponding  to  A  C,  1 1,  2  2,  3  3,  &c.,  in  preceding  figure.     Through  the 

points  C",  1",  2", D",  then  draw  connecting  lines,  and  we  have  the 

developed  surface  required.  It  is  to  be  remarked,  that  this  gives  but  one 
half  of  the  surface  of  the  pipe,  the  otter  being  exactly  similar  to  it. 
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FigB.  3  and  i. — To  develop  the  surface  of  a  cylmder  intersected  hy  aiv- 
other  cylinder,  as  in  the  formation  of  a  J  pipe. 

The  conBtruction  is  similar  to  tJie  preceding,  and  as  the  same  letters 
and  figures  are  preserved  relatively,  the  demonatration  will  be  easily 
understood  from  tlie  foregoing. 

The  development  of  the  surface  of  a  right  cone  (figs.  5  and  6).  From  C 
(fig.  6)  as  a  centre,  with  a  radius  C  A'  ec[ual  to  the  inclined  side  A  C  of 
the  cone  (fig.  5),  describe  an  arc  of  a  circle  A'  B'  A"  ;  on  this  are  lay  off 
the  distance  A'  B'  A'  eyual  to  the  circumference  of  the  base  of  the  cone  ; 
connect  A'  C  and  C  A",  and  A'  B'  A"  C  is  the  developed  surface  re- 
quired. 

To  develop  the  surface  of  afrustrum  of  a  cone,  D  A  B  E  (fig.  5). 

On  fig.  6  develop  the  cut-off  cone  0  D  E  as  in  preceding  construction, 
and  we  have  A'  B'  A"  D*  E'  D  as  the  developed  surface  of  the  right 
frustrum. 

To  dmelop  the  sv/iface  of  a  frustrum  of  a  cons,  when  the  cutting  plmw 
a  h  (fig.  5)  »8  inclined  to  the  hose. 

On  A  B  the  base  describe  the  semicircle  A  3'  B ;  divide  the  semicircle 
into  any  number  of  equal  parts,  six  for  instance  ;  fi'om  each  point  of  divi- 
eion  1',  2',  3',  4',  5',  let  fall  perpendiculars  to  the  base  ;  at  1,  2,  3,  i,  5,  con- 
nect each  of  these  last  points  with  the  apex  0.  Divide  now  the  arc  A'  B' 
(fig.  6)  into  six  equal  parts,  or  the  arc  A'  B'  A"  into  twelve ;  each  of  these 
parts  by  the  construction  is  equal  to  the  arc  A  1',  1'  2'  (fig.  5) ;  connect 
these  points  of  division  with  the  point  C ;  on  C  A'  (fig,  6)  take  0'  a'  equal 
to  C  ffl  of  fig.  5,  a  being  the  point  at  which  the  plane  cuts  the  inclined  side 
of  the  cone  ;  in  the  same  way  on  C  B',  lay  off  0'  h'  equal  to  0  i. 

It  is  evident  that  all  the  lines  connecting  the  apex  0  with  the  base, 
included  within  the  two  inclined  sides,  are  represented  as  less  than  their 
actual  length  in  fig.  5,  and  must  be  projected  on  the  inclined  sides  to  de- 
termine their  absolute  dimensions;  project,  therefore,  the  points  1',  2",  3", 
4",  5",  at  which  the  cutting  plane  IntersectB  the  lines  0  1,  C  2,  C  3,  C  4, 
0  5,  by  drawing  parallels  to  the  base  through  these  points  to  the  inclined 
side  0  B'.     On  fig.  6  lay  off  C  V,  C  2"",  &e.,  equal  to  C  1'",  C  2,'",  &c. 

(fig.  5) ;  co:mect  the  points  »',  1"",  2"", h', a',  and  we  have  the 

developed  surface  a'  A'  B'  A"  o"  h'  required. 

To  develop  the  surface  of  a  »p}iere  or  laU  (figs.  189, 190). 

It  is  evident  that  the  surface  cannot  be  accurately  represented  on  a 
plane  surface.  It  is  done  approximately  by  a  number  of  gores.  Let  CAB 
(fig.  189)  be  the  eighth  of  a  hemisphere ;  on  C  D  describe  the  quarter 
circle  D  A  c/  divide  the  arc  into  any  number  of  equal  parts,  six  for  in- 
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stance  ;  from  ttie  points  of  divieion  1,  2,  3, . . .  let  fall  perpendiciilars  on 
C  D,  and  from  tie  intersections  with  this  line  describe  area  1'  1",  2'  2',  3'  3", 
....  cutting  the  line  C  E  at  1",  2",  3",  .... ;  on  the  straight  line  C  D'  (fig. 
190),  lay  off  C  D'  equal  to  the  arc  D  A  c,  with  as  many  equal  divi- 


/ 


sioDB  ;  then  from  either  side  of  this  line  lay  off  1'"  1"",  2'"  2"" D'  B' 

equal  to  the  arcs  1'  1",  2'  2", D  B  (fig.  189).     Connect  the  points  C, 

1™,  2'"', ....  and  C  A'  B'  is  the  developed  surface. 

It  ifl  to  be  remarked,  that  in  the  preceding  demonstrations,  the  forms  are 
described  to  cover  the  surface  only  ;  in  construc- 
tion, allowance  is  to  be  made  for  lap  hy  the  addi- 
tion of  margins  on  each  side  as  necessary.  It 
is  found  difficult  in  the  formation  of  hemispherical 
'  ends  of  boilers,  to  bring  all  the  gores  together  at 
the  apex  ;  it  is  usual,  therefore,  to  make  them,  as 
shown  (fig.  191),  by  cutting  short  the  gores,  and 
surmounting  the  centre  with  cap  piece. 
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MECHATJIOS. 

The  profession  of  an  architectural  or  mechanical  draughtsman  should 
embrace  not  merely  the  mere  copying  of  examples  which  may  be  fur- 
nished him,  but  also  the  desigiiing  of  new  edifices  and  machines,  in  which 
he  may  draw  from  the  results  of  his  own  experience ;  from  good  models, 
by  collating  suitable  parts  from  divers  designs ;  or  by  the  rules  of  me- 
chanics, proportioning  the  parts  according  to  the  magnitude  and  direction 
of  the  strains  to  which  they  are  to  be  subject,  and  the  materials  of  which 
they  are  to  be  composed ;  introducing  as  much  of  ornament  as  the  subject 
may  require. 

Force  is  that  which  tends  to  cause  or  to  destroy  motion.  The  di/reeiion 
of  a  force  is  that  in  which  this  tendency  is  exerted ;  thus,  gravity  tends  to 
draw  bodies  to  the  earth,  and  its  direction  is  therefore  vertical.  Any  num- 
ber of  forces  which,  being  applied  to  a  body,  destroy  one  another's  ten- 
dency to  communicate  motion  to  it,  and  thus  hold  it  at  rest,  are  said  to  be 
in  equilibrium.  Two  forces  cannot  hold  a  body  at  rest  unless  they  are 
equal  to  each  other,  and  in  opposite  directions,  and  in  the  same  straight 
line.  To  compare  different  forc^,  they  are  referred  to  some  known  stand- 
ard, as  for  instance  to  pounds  weight.  For -constructive  purptrees  it  is 
very  convenient  to  represent  forces  by  lines ;  in  this  way  they  can  be 
represented  both  in  magnitude  and  direction.  Thus,  if  two  forces  act,  for 
instance,  on  the  point  P  in  the  direction  P  A  and  P  B  (fig.  192),  by  laying 
off  from  a  scale  of  equal  parts  a  distance  corre- 
sponding in  number  to  the  pounds  weight  exerted 
by  each  force  ;  thus,  if  the  force  exerted  in  the 
direction  of  P  A  would  be  represented  numeri- 
cally by  4  lbs.,  4  cwt.,  or  4  tons,  and  that  exerted 

in  the  direction  P  B  be  represented  by  2  lbs.,  2    s ^__ 

cwt.,  or  2  tons,  lay  off  from  any  convenient  scale  Fig.i»2.   '' 

4  equal  parts  on  P  A  from  P,  and  from  the  same  scale  2  parts  on  P  B,  and 
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we  have  the  two  forces  represented  not  oulj  in  direction  but  in  magnitude. 
It  is  evident,  that  in  this  particular  case  the  body  cannot  be  at  rest,  as  the 
two  forces  do  not  act  in  opposite  directionB,  neither  ai-e  they  in  the  same 
straight  line.  A  third  force  is  necessary  for  equilibrium.  We  proceed  to 
show  how  the  magnitude  and  direction  of  this  force  may  be  determined. 
A,  Through  the  extremities  a  and  b  (fig.  193),  the 
distances  laid  off  to  represent  the  forces,  draw  two 
other  lines,  a  o  parallel  to  P  5,  and  b  c  parallel  to 
P  a.  Tlie  four  will  then  form  a  parallelogram. 
Join  the  two  opposite  angles,  P,  c/  then  this  line 
will  represent,  in  magnitude  and  direction,  the 
other,  which  will  hold  the  other  two  at  rest.  Or 
stating  this  in  general  terms : — If  three  forces  act- 
ing on  a  point  are  in  eqwUihrium,  tmd  lines  he 
•measwred,  from,  this  poi/nt  in  the  direction  of  the 
rig.  191  forces,  representing  severaUy  in  length  the  relative 

amount  of  force  exerted  by  them,,  then  these  lines  will  form  the  adjacent 
sides  amd  diagonal  (f  a  pa/raUelogram.  This  is  called  the  Law  of  the 
Parallelogram  of  Forces,  which  governs  the  equilibrium  of  any  three 
forces,  and  the  understanding  of  which  is  important  for  every  one  having 
charge  of  constructions  either  in  machinery  or  architecture.  The  following 
simple  and  easy  experiment  will  illustrate  the  principle.  Let  a  small  cord 
ji  be  passed  over  the  pulleys  B  and  C  (fig.  194),  and 

weights  be  attached  to  each  end,  and  also  one  sus- 
pended from  the  centre  at  A,  then  the  threads  wiU 
assume  a  certain  position  dependent  on  the  rela- 
tion of  the  weights,  and  in  this  one  position  only 
I     will  they  balance  each  other ;  and  if  deranged  by 
[_j  pulHng,  they  will  return  to  the  same  position  when 
Vit-iii.  left  at  liberty.      If  this  position  be  laid  off  on 

paper,  and  from  a  scale,  lay  off  A  P  equal  to  the  weight  W,  and  the  line 
P  E  drawn  parallel  to  A  C,  and  B  A  continued  to  E,  then  P  E  on  the 
same  scale  would  represent  the  weight  suspended  at  C,  and  A  E  the 
weight  at  B.  Thus,  if  a  body  be  kept  at  rest  by  three  forces,  and  any 
two  of  them  be  represented  in  magnitude  and  direction  by  two  sides  of  a 
triangle,  the  third  side  will  represent  in  magnitude  and  direction  the  other 
force.  To  extend  this  illustration  still  farther  to  any  number  of  forces  in 
the  same  plane  :  suspend  a  number  of  weights  (fig.  195)  over  pulleys,  and 
after  they  have  assumed  the  position  of  rest,  lay  off  the  position  of  the 
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lines  on  paper,  making  A  a  eq^ual  to  the  weight  M ;  a  J  equal  to  N,  and 
parallel  to  ite  direction  An./  5  o  equal  to  O,  and  parallel  toAo;  cd  equal 
to  P,  and  parallel  to  Kp;  d  e  equal  to  Q,  and  parallel  to  a  q;  then  the 
last  force  K  will  be  in  the  direction  and  equal  to  the  line  A  e,  which  com- 
pletes the  polygon.  Hence,  if  loe  represent  in  dwection  cund  magnitude 
any  mtmher  of  farces  hy  ths  sides  of  a  polygon,  the  force  necessary  to  Tceep 
the  others  at  rest  will  he  represented  hy  the  line  which  completes  the  poly- 
gon.   This  line  is  called  the  resultant. 


Fl»  186.  Fig.  Ma. 

As  a  practical  illustration  of  the  application  of  the  Parallelogram  of 
Forces,  take  the  raising  of  a  weight  by  a  crane  or  derrick  (fig.  196).  Re- 
present by  A  B  the  weight  W ;  draw  C  B  parallel  to  the  direction  of  the 
rope  A  D ;  C  B  will  represent  the  strain  on  the  rope  A  D,  and  A  C  the 
pressure  in  the  direction  of  the  line  of  the  boom.  The  strain  in  the  direc- 
tion A  D  is  supported  by  the  guy  D  P,  and  the  mast  D  E ;  represent  by 
D  a  the  strain  on  D  A ;  then  by  coi^tructing  the  parallelogram  we  have 
D/  as  the  strain  on  the  guy,  and  Dd&s  the  downward  pressure  or  weight 
exerted  on  the  top  of  the  mast.  By  a  similar  construction,  the  pressure 
A  0  lengthways  of  the  boom  may  be  decomposed  into  a  vertical  pressure 
downwards  on  the  step  of  the 
mast,  and  a  horizontal  thrust 
tending  to  displace  it. 

In  the  common  roof  truss 
(fig.  197),  suspend  a  weight  from 
the  ridge  representing  it  by 
a  line,  and  construct  the  paral-  ^'  "'■ 

by  lines  parallel  to  the  direction  of  the  rafters,  and  draw  dia- 
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gonals.  Then  a  A  will  represent  the  pressure  exerted  against  the  end  of  the 
rafter  A,  which  will  be  resolved  at  its  foot  into  a  downward  pressure  a  w, 
and  a  thrust  tt!  A  ;  in  the  same  way  the  pressure  on  the  other  rafter  becomes 
a  weight,  a  w,  and  a  thrust,  w  B.  The  thrust  exerted  by  each  rafter  at  its 
foot  tends  to  break  out  its  footing,  or  to  tear  asunder  the  tie  ;  the  amount 
of  strain  on  the  tie  will  be  represented  by  eitlier  the  lines  w  A  or  w  B,  and 
its  tenacity  mast  be  sufficient  to  hold  this  weight  with  safety. 

Fig.  198  represents  a  roof,  of  wliich  the  rafters  have  unequal  pitches 
or  inclinations,  and  consequently  unequal  pressures  exerted  against  them. 
^  C  A  being  the  pressure  on  the 
rafter   A,   and   C  B   on   B,  the 
weight  supported  at  the  foot  h  is 
represented  by  C  «?,  on  »  by  C  e  ; 
the  thrusts  are  equal,  A  w  and 
]   B  e,  either  of  which  is  the  strain 
*^  '^'  on  the  tie.    The  weight  supported 

at  the  end  of  the  trusses  is  the  inverse  ratio  of  the  distance  at  which  the 
weight  is  supported  from  each  end  ;  thus  if  C  o  represent  the  weight  at  h, 
C  d  will  represent  the  weight  at  a.  The  weight  of  the  structure  itself  has 
not  been  regarded  in  the  preceding  estimates  of  the  strains  on  the  different 
parts. 

It  is  evident  that  the  weight  or  vertical  pressure  on  the  points  of 
support  can  never  exceed  the  suspended  weight  and  the  weight  of  the 
stmcture ;  but  the  horizontal  strain  may  be  increased  or  diminished  by 
lowering  or  raising  the  point  C.  This  is  shown  in  the  toggle-joint  of  the 
common  hand-printing-press  (fig.  199) ;  thus  the  pressure 
on  A  and  E  increases,  the  nearer  C  approaches  the 
straight  line  connecting  them,  and  a  small  weight  or 
pressure  exerts  an  almost  infinite  force. 

Parallel  Forces. — Forces  may  act  in  lines  parallel  to 
each  other,  as  in  case  of  two  horses  harnessed  abreast ; 
and  the  resultant  of  any  number  of  forces  acting  thus  and 
1  the  same  direction  must  be  equal  to  the  sum  of  the 
'^i*''  forces.     Bnt  when  two  parallel  forces  act  in  opposite 

directions,  they  have  no  simple  resultant,  but  their  tendency  is  to  rotation. 
When  two  parallel  but  unequal  forces,  acting  in  the  same  direction, 
are  balanced  by  a  third,  it  must  be  equal  to  their  sum,  it  must  act  in  a 
contrary  direction,  and  must  be  applied  at  a  point  nearer  the  greater  than 
the  less,  inversely  as  their  intensities.    Thus  (fig.  200),  suppose  the  force  or 
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weiglit  applied  at  A  to  be  to  that  at  B,  as  B  a  is  to  A  a,  a  ie  the  point  of  aj 
plication  of  the  third  force.  To  find  this  point,  auppoee  that  the  force  A  = 
3  lbs.,  B  =  8,  then  divide  A  B  into  11       ^  ^, 

parte,  and  set  off  from  B  3,  and  we  have 
the  point  a  of  the  application  of  the  third 
force,  -which  will  be  11  lbs.,  the  sum  of  i 

the  two,  and  acts  in  the  opposite  direction.  ^'«-  ^^ 

Now,  the  forces  with  which  all  bodies  tend  to  fall  to  the  earth  may  be  con- 
sidered paraUd  /  hence,  every  body  may  be  considered  as  acted  on  by  a 
system  of  parallel  forces,  whose  resultant  may  be  found ;  and  these  forces, 
in  all  positions  of  the  body,  act  on  the  same  points  in  the  same  vertical 
direction.  There  is,  therefore,  in  every  body  a  point,  through  which  the 
resultant  always  passes,  in  whatever  position  it  is  placed.  This  point  is 
called  the  een^'e  of  gravity  of  the  body.  The  centre  of  gravity  of  a  uni- 
form cylinder  or  prism  is  in  its  axis,  and  at  the  middle  of  its  length  ;  of  a 
right  cone  or  pyramid  it  is  also  in  the  axis,  but  at  one-fourth  the  height 
from  the  base. 

To  ascertain  mechanically  the  position  of  the  centre  of  gravity  of  a 
body  (figs.  201,  202).  Suspend  the  body  by  a  string  from  the  point  Q 
(fig.  201),  and  let  Q  K  be  the  direction  of  the  line  when  plumb  ;  now  the 
only  forces  by  which  the  body  is  acted  on  are  the  weights  of  its  different 
parts  and  the  tension  of  the  string  ;  the  former  may  be  replaced  by  their 
resultant.  Since  the  body  is  in  equilibrium,  the  resultant  and  the  tension 
must  act  in  opposite  directions,  and  in  the  same  straight  line  Q  K.  But 
as  the  resultant  must  always  pass  through  the  centre  of  gravity,  the  centre 
of  gravity  must  be  in  the  line  Q  K.     Mark  the  direction  Q  E,  and  si 


from  another  point  P.     The  centre  of  gravitv  by  similar  reasoning,  must 


3 


be  in  the  line  P  M,  and  can  only  be,  therefore,  at  the  intersection  C  of  the 
two  lines. 

Another  method. — Balance  the  body  upon  the  edge  of  a  bench  till  it  be 
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just  on  the  point  of  falling  off ;  then  mark  a  line  along  it  by  the  edge  of 
the  bench  ;  do  the  same  in  another  position  of  the  body,  and  the  point  of 
intersection  will  be  in  a  line  corresponding  to  the  place  of  the  centre  of 
gravity  in  the  body, 

A  body,  when  placed  on  a  horizontal  plane,  will  fall  over  nnless  the 
vertical  line  paeaing  through  its  centre  of  gravity  fall  within  the  base ; 
thus  in  fig.  203,  the  body  will  stand  firmly,  -whereas  in  fig,  204  it  muBt 
manifestly  tumble  over.     Persons  who  carry  loads  adjust  their  position  so 


that  the  common  centre  of  gravity  of  the  load  H  and  of  the  body  G  shall 
fall  within  the  area  bounded  by  their  feet  (figs.  205,  206,  207). 

The  lower  the  centre  of  gravity,  and  the  more  extended  the  base,  the 
more  stable  the  position  of  the  body,  and  the  more  difBcult  to  be  over- 
turned. 


THE  MECHAMICAI.  I 


The  simple  machines  or  mechanical  powers  which  enter  i 
into  the  composition  of  all  machinery  are  three,  the  inclined  plcme,  the 
lever,  and  the  pvU&y ;  to  these  some  add  the  toggle-^oint  and  hydroatatio 
press.  The  inclined  plane  includes  the  incline,  the  wedge,  and  the  screw,- 
the  lever  embraces  the  wheel-axle,  being  a  modification  of  the  same 
principle. 

The  incUne. — "WTien  a  body  is  drawn  along  a  horizontal  plane,  the  tractive 
force  overcomes  merely  the  friction  of  the  surface,  the  weight  is  supported 
entirely  by  the  plane.  But  when  the  plane  is  vertical,  the  whole  weight 
is  supported  by  the  elevating  power,  and  none  by  the  plane.  If,  however, 
the  body  be  drawn  up  an  inclined  plane,  the  power  required  is  proportion- 
ate to  the  inclination  of  the  plane  and  the  direction  of  the  force  exerted. 
By  the  parallelogram  of  forces,  decomposing  the  weight  into  an  elevating 
force  acting  parallel  to  the  plane  and  a  pressure  acting  vertically  to  it,  we 
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form  a  triangle  Bimilar  to  the  construction  of  the  plane ;  that  is,  if  we 
represent  by  o  e  the  length  of  the  incline  (flg.  208),  the  weight  of  tlie 
body,  then  the  vertical  line  or  height 
■will  represent  the  force  acting  par- 
allel to  the  plane  necessary  to  sus- 
tain the  body,  and  the  horizontal 
line  or  base  wiU  represent  the  pres- 
sure exerted  perpendicular  to  the 
plane.  Hence,  the  power  acting  parallel  to  the  plane,  we  have  the  follow- 
ing rales : 

To  find  the  power  that  wiU  support  a  given  weight,  the  length  and  height 
of  the  plane  being  known  : 

Multiply  the  weight  l>y  the,  height  of  the  2>lane,  and  divide  the  prod-uct 
hy  its  length. 

Length  of  the  plane,  5i  inches ;  height  of  ditto,  18  inches  ;  weight  to 
be  raised,  &6  lbs. 

Hence,  '  . ^  22  lbs.,  the  power  required  to  support  the 

weiglit,  and  any  other  power  greater  than  22  lbs.  will  raise  the  body. 

To  find  the  weight  that  will  be  sustained  by  a  known  amount  of  power, 
the  length  and  height  of  the  plane  being  given  : 

Midtvply  the  power  hy  the  length  of  the  inclined  plane,  amd  divide  the 
product  hy  its  height. 

Length  of  the  plane,  8  feet ;  height  of  ditto,  2  feet ;  power  to  be  ap- 
plied, 50  lbs. 

„         8  feet  X  50  lbs.       „. .  ,, 

Hence, ,  „    ^ — „_—  200  lbs. 

2  leet. 

The  weight  to  the  power,  therefore,  is  as  200  to  50,  or  as  4  to  1. 

To  find  the  length  of  an  inclined  plane  to  raise  a  given  weight,  when 
its  height,  and  the  power  to  be  applied,  are  known  : 

MiAti^/y  the  height  of  the  inclined  plane  hy  the  weight,  amd  divide  the 
product  ly  the  power. 

To  find  the  height  of  an  inclined  plane  necessary  to  sustain  a  given 
weight,  its  length,  and  the  power  to  be  applied,  being  known : 

Multiply  the  length  of  the  inclined  plane  hy  the  power,  amd  dimde  tJte 
prodiict  hy  the  weight. 

It  is  to  be  observed,  that  in  the  determination  of  the  rules  of  mechanics, 
friction  and  the  inertia  are  entirely  left  out  of  consideration. 
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The  wedge  is  a  movable  incline,  and  when  the  power  is  applied  continu- 
ously to  the  back,  the  force  required  to  exert  a  determinate  pr^sure  may 
be  determined  by  the  same  nilee  as  for  the  incline.  But  the  power  is  com- 
monly imparted  to  this  instrument  by  a  succession  of  blows  or  strokes,  or 
a  percussive  force.  This  force  has  not,  as  yet,  been  properly  investigated, 
and  we  cannot,  with  propriety,  assign  a  rule  to  the  wedge  under  these 
conditions. 

The  screw  is  an  inclined  plane  formed  round  the  circumference  of  a 
cylinder.  The  hsigM  of  the  inclined  plane  is  the  distance  from  the  upper 
surface  of  one  thread  of  the  screw  to  the  upper  surface  of  the  next.  The 
length  is  the  extent  of  the  spiral  line  between  those  surfaces,  or  in  one 
revolution  of  the  circumference. 

Power  is  usually  imparted  to  the  screw  through  the  interposition  of 
the  lever  or  winch.     To  calculate  its  power : 

Divide  the  cinswrnfefrence  desaribed  hy  the  lever  in  its  roiatwti  h/  the  in- 
ierval  or  distcmce  between  two  threads  of  the  screw  ;  the  qiMtient  wiU  he  the 
nmnher  of  times  the  weight  raised  mceeds  the  power. 

Circumference  of  circle  =  48  inches ;  from  thread  to  thread  =  \  inch. 
Hence,  48  -j-  ^  =  96.     The  weight  to  the  power  is  as  96  to  1. 

To  find  the  weight  raised : 

Mtdtiply  the  ci/rcwmferenee  of  the  dmsle  deearibed  hy  the  lever  or  winch 
hy  the  power  thai  is  to  he  ap^ied,  and  divide  the  product  hy  th^  distcmce 
between  two  threads  of  the  screw. 

Circumference  of  circle,  30  inches ;  from  thread  to  thread,  1  inch ; 
power  to  be  applied  12  lbs. 

Hence,   -— -^p- — '-  =  360  lbs.     The  weight  raised  will  be 


Zevers  are  of  three  classes,  according  to  the  relative  positions  of  tbe 
power,  weight,  and  fulcnim. 


6^       \^      ^ 


Fig.  ao9. 
In  the  lever  of  the  frst  class.,  the  power  is  at  one  end  of  the  bar,  the 
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weight  at  tlie  other,  and  the  fulcrnm  is  placed  eomewhere  in  the  inter- 
mediate space  between  them. 

In  the  l^er  of  the  second  class,  the  relative  positions  of  the  fiilenim  and 
weight  are  changed. 

In  the  Im&rofthe  third  class,  the  weight  changes  place  with  the  power. 

The  power  and  effect  of  the  different  lands  of  lever  may  be  thus  dete;  - 
mined: 

To  find  the  position  of  the  fulcrum  to  support  a  given  weight  by  a  known 
amount  of  power : 

Divide  the  weight  to  he  sv^orted  hy  the  power  to  he  applied  ;  the  quo- 
tient will  exhibit  the  diifferenoe  of  leverage  necessa/ry  to  support  the  t 


Weight  to  be  supported,  42  cwt. ;  power  to  be  applied,  6  cwt. 
Hence,  43  -^  6  =  7. 
The  distance  from  the  power  to  the  fulcrum,  therefore,  must  be  seven  times 
greater  than  from  the  fulcrum  to  the  weight. 

To  find  the  weight  that  will  be  supported  by  a  known  amount  of  power, 
the  position  of  the  fulcrum  being  given : 

Multiply  the  diatOMie  betwem.  the  power  amd  the  fulcrum  hy  ths  power , 
amd  di/vide  theprod/iict  hy  the  distiMKie  helween  the  fulcrum  am,d  the  weight. 

A  bar  10  feet  long  is  arranged  aa  a  lever  of  the  first  kind. 

From  power  to  fulcrum,  8|  feet;  fi-om  fulcrum  to  weight,  1^  foot; 
power  to  be  applied,  40  lbs. 

Hence,  ^^  ^^fy  ^^^^  ^^^'  -  280  lbs.    The  weight  supported,  280  lbs. 

The  same  bar  is  arranged  as  a  lever  of  the  second  kind. 
From  power  to  fulcrum,  10  feet;  from  weight  to  fulcrum,  li  foot; 
power  to  be  applied,  40  lbs, 
in  fpot  V  4-0  Ihs 

Hence,         ii  fopt  ^  ^'^^  ^^^'   ^®  ""^^^^^*  supported,  320  lbs. 

To  find  the  power  that  will  support  a  given  weight,  the  position  of  the 
fulcrum  being  known ; 

Multiply  the  dista/nce  hepiveen  the  weight  and  the  fulcrum,  hy  the  weight 
to  he  raised,  wnd  divide  the  product  hy  the  distance  ietween  thefulorum,  and 
thepmner. 

Lever  of  the  third  kind :— from  power  to  fulcnim,  1  foot ;  from  weight 

to  fulcrum,  10  feet ;  weight  to  be  supported,  15  lbs. 

,_          10  feet  X  15  lbs.       n  .,m.      ^i.  ■    j 

Ilence,  ■ — ■  ■  ^-^   -, =  150  lbs.,  the  power  required. 
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In  the  above  examples  we  have  considered  weights  or  gravity  ae  the 
acting  forces ;  but  should  the  forces  not  be  parallel  nor  perpendicular  to 
the  lever,  let  fall  from  the  fulcrum  perpendiculars  on  die  directions  of  the 
forces,  and  take  these  lines  as  the  distances. 


The  wheel  <md  aaile  ie  formed  of  a  series  of  levers,  so  fixed  on  a  fulcrum 
as  an  axis,  that  they  can  rotate  or  describe  circles  around  it.  The  rules 
given  for  the  lever  are,  therefore,  applicable  to  the  wheel  and  axle  and  the 
winch  and  axle ;  or  thus  . 

As  the  radius  of  the  wheel  is  to  the  raditis  of  the  axle,  so  is  the  weight 
to  the  power. 

The  pulley  is  of  two  kinds.  The  one  consists  of  a  series  of  cords  at- 
\"  '  " — ^  tached  to  a  beam  and  to  one  another ;  the  other  of  a 

single  cord,  passing  alternately  over  and  under  a  series 
of  sheeves  or  friction  wheels. 

To  find  the  power  and  effect  of  a  pulley  consisting 
of  a  series  of  cords ; 

DmMe  the  power  at  the  first  cord  or  point  of  sus- 
pension, and  continue  to  douUe  the  amount  at  every 


Required  the  weight  that  can  be  raised  by  one 
pound  of  power,  the  pulley  having  four  ■ .  —  -,  —  .* 
cords. 

Ist  cord— 1  lb.  X  2  =  2  lbs. 
2d  cord— 2  lbs.  x  2  =  4  lbs. 
3d  cord-^  lbs.  x  2  =  8  lbs. 
4th  cord— 8  lbs.  x  2  =  16  lbs. 
The  weight  that  can  be  raised  on 
the  fourth  cord  is  16  lbs.  (fig.  210). 

To  find  the  power  and  effect  of  a 
■Big.  sio.  P^ley,  formed  of  a  single  cord,  passing 

alternately  over  and  under  a  series  of  sheeves. 

Count  the  n/wmher  of  appa/rm,t  lines  connected  with  the 
lowest  Uoch  of  sheeves;  these  wUl  indimte  the  difference  he-  , 
iween  the  power  amd  the  weight.  pi^  ^jj 

Required  the  weight  that  can  be  raised  by  16  lbs.  of  power,  the  pull 
having,  apparently,  three  cords  attached  to  the  lowest  block  (fig,  211), 
15  lbs.  X  3  =  45  lbs.,  the  weight. 
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FRICTION,    AHD  THE   LIMITIN9  ANGLE   OF   EE6I8TANCE. 

Suppose  a  mass  A  (iig.  213)  be  pressed  upon  another,  B,  by  means  of 
a  force  acting  in  a  directioii  perpendicular  to  the  common  surface  of  the 
two  bodies,  and  let  a  second  force  Q  act  also  upon  it  in  a  direction  paral- 
lel to  this  surface.  Then,  since  the  forces  P  and  Q  act  in  directions  per- 
pendicular to  each  other,  they  manifestly  cannot  counteract  one  another, 
and  it  would  be  expected  that  the  body  should  move  in  the  direction  6f 
the  second  force.  This,  however,  is  not  always  the  case  ;  except  the  force 
Q  exceed  a  certain  limit,  no  motion  ensues.  Some  new  force  F,  therefore, 
has  been  produced  in  the  system,  counteracting  the  force  Q  ;  that  force  is 
called  friction.  It  acts  always  in  a  direction  parallel  to  the  surfaces  in 
contact,  amd  is  always  for  smfaces  of  the  same  nature  the  same  fracHon, 
orpaH  of  the  force  P  Jyy  which  time  a/re  pressed  together,  whatever  be  the 
amount  of  that  force,  or  whatever  the  extent  of  surfaces  in  contact.  This 
fraction  is  called  the  coefficient  of  friction.  "Wbilet  it  is  thus  the  same  for 
the  same  surfaces,  whatever  be  the  extent  of  the  surfaces,  or  the  force  with 
which  they  are  pressed  together,  it  is  different  for  different  surfaces. 

Construct  the  parallelogram  of  forces  P  P"  Q  M  (fig.  213).  P"  M  rep- 
resent the  resultant  of  the  two  forces  P  and  Q.  The  actual  friction  is 
always  a  certain  given  fraction  of  P  acting  parallel  to  the  impressed  sur- 
face. Take  M  Q'  equal  to  this  given  fraction  of  P  K,  complete  the  paral- 
lelogram, and  draw  the  diagonal  P'  M.  Since,  then,  M  Q'  represents  the 
friction  of  the  body  upon  the  plane,  or  the  force  called  into  action  by  P  M, 
which  opposes  the  motion  of  the  body ;  since,  moreover,  Q  M  represents 


tlie  force  tending  in  produce  motion,  it  follows  that  the  body  will  or  will 
not  move,  according  as  Q  H  is  greater  or  less  than  M  Q',  or  as  the  angle 
P  H  P"  is  greater  or  less  than  P'  M  P.  The  angle  P'  M  P  is  called  tiie 
limiting  angle  of  resistance.  It  depends  upon  the  coefficient  of  fi-iction, 
and  is  therefore  the  same  for  the  same  surfaces,  whatever  be  the  actual 
amount  of  the  impressed  force  P. 

Hence  it  appears,  that  force  impressed  upon  the  surface  of  a  solid  body 
at  rest,  by  the  intervention  of  another  solid  body,  will  be  destroyed,  pro- 
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vided  the  angle  which  the  direction  of  that  force  makes  with  the  perpen- 
dicular to  the  surface  does  not  exceed  a  certain  angle  called  the  limiting 
angle  of  the  resistance  at  that  surface,  and  this  is  true,  however  great  the 
force  may  be.  Also,  that  if  the  direction  of  the  impressed  force  lie  with- 
out this  angle,  it  cannot  be  sustained  by  the  resistance  of  the  surfaces  in 
contact,  and  that  this  is  true,  however  amall  the  force  may  be. 

Suppose  a  heavy  mass  (iig.  214),  whose  centre  of  gravity  is  G,  to  be 
placed  on  an  inclined  plane  A  B.  The  whole  pressure  of  the  mass  may 
be  supposed  to  act  in  the  direction  of  the  vertical  line  G  M,  and  this  pres- 
sure will  be  just  destroyed  by  the  resistance  of  the  surface  of  the  plane 
when  the  angle  G'  P  Q,  which  G  P  makes  with  the  perpendicular  P  Q,  is 
equal  to  the  limiting  angle  of  resistance.  A  mass  of  any  substance  will, 
therefore,  just  be  sustained  on  an  inchned  plane,  without  slipping,  when 
the  inclination  of  the  plane  is  equal  to  the  limiting  angle  of  the  resistance 
of  tlie  surfaces  in  contact ;  that  is,  when  the  angle  B  A  C  is  equal  to  the 
angle  G  P  Q. 

EXPERIMENTS   ON   FRICTION,  BT  M.  MORIN. 
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rrom  liiB  cxperimente  M.  Morin  found,  tliat  the  friction  of  two  surfaces 
whicli  had  been  considerable  time  in  contact  was  not  only  different  in  its 
amount,  but  in  its  nature,  from  the  friction  of  surfaces  in  continuous 
motion ;  especially  in  tliis,  that  this  friction  of  quiescence  is  subject  to 
causes  of  variation  and  uncertainty,  from  which  the  friction  of  motion  is 
exempt ;  but  that  the  slightest  jar  or  shock,  the  most  imperceptible  move- 
ment of  the  surfaces  of  contact,  was  sufficient  to  change  the  friction  from 
the  quiescent  state  into  that  which  accompanies  motion.  Hence,  as  every 
machine  or  structure  of  whatever  kind  may  be  considered  as  subject  to 
such  shock  or  imperceptible  motion,  all  questions  of  construction  depend- 
ing upon  the  state  of  friction  should  be  referred  to  that  which  accompanies 
continuous  motion.  The  friction  of  two  surfaces  outside  the  limits  of  abra- 
sion is  independent  of  the  extent  of  superficies,  and  when  in  motion,  of 
the  velocity  of  the  motion  also. 

There  are  three  states  in  respect  to  friction  into  which  the  surfaces  of 
bodies  in  contact  may  be  made  to  pass  ;  one,  a  state  in  which  no  unguent 
is  present ;  setxind,  a  state  in  which  the  surfaces  are  unctuous,  but  inti- 
mately in  contact ;  the  third,  a  state  in  which  the  surfaces  are  separated 
by  an  entire  stratum  of  the  interposed  unguent.  From  experiments  on 
this  last  class  Morin  deduces,  "  that  with  the  unguents  olive  oil  and  lard 
interposed  in  a  continuous  stratum  between  them,  surfaces  of  wood  on 
metal,  metal  on  wood,  wood  on  wood,  and  metal  on  metal,  when  in  motion 
have  aU  of  them  very  nearly  the  same  coefficient  of  friction,  the  value  of 
that  coefficient  being  in  all  cases  included  between  0.07  and  0.08,  and  the 
limiting  angle  of  resistance  between  4°  and  4°  35'.  For  tallow  as  an 
unguent,  the  coefficient  is  the  same  as  the  above,  except  in  case  of  metals 
upon  metals,  in  which  case  the  coefficient  was  found  to  be  0.10." 


ON   THE  EQiriLIBEnna   OF  THE  POLTQOIT   OF  E0D8   OH  COEDS. 

If  we  take  all  the  forces  excepting  those  which  act  upon  the  extremi- 
ties of  the  polygon,  and  find  the  direction  of  their  resultant,  then  the  two 
extreme  sides  of  the  polygon  being  produced  will  meet  this  direction  in 
the  same  point.  Thus,  in  the  polygon  represented  loaded  with  the  weights 
P',  P*,  P',  if  we  find  the  vertical  li  T  passing  through  the  centre  of  grav- 
ity of  these  weights,  and  produce  P  A  and  P*  B,  these  will  meet  E  T  in 
the  same  point  T  (fig.  215). 

Similarly  in  the  funicular  curve  or  catenary  (fig.  216),  if  we  draw  tan- 
gents at  the  points  of  suspension  A  and  B,  these,  being  in  the  direction  of 
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the  forces  suetaining  tlie  curve  at  these  points,  will  meet  when  produced 
in  the  Tertieal  line  G  T,  passing  through  the  centre  of  gravity  G  of  the 
curve.  Let  G  T  represent  the  weight  of  the  cord  A  B  ;  draw  G  M  and 
G  N"  parallel  to  A  T  and  B  T ;  N  T  will  represent  the  tension  at  A,  and 


M  T  the  tension  at  B.  Such  a  curved  line  is  more  liahle  to  rupture, 
therefore,  at  the  upper  point  of  suspension,  and  m  construction,  when  pos- 
sible, should  be  of  greater  dimensions. 

If  a  polygon  of  rods  he  reversed,  that  is,  placed  wpright  instead  of  sus- 
pended, the  position  in  which  it  will  stand  is  that  which  it  will  aesnme  for 
itself  when  loaded  with  the  same  weights,  and  suspended.  Hence,  to  de- 
termine the  positions  in  which  any  number  of  beams  should  be  arranged 
in  a  polygon,  so  as  to  support  one  another,  the  timbers  of  a  gambrel  roof 
for  instance :  let  a  cord  be  taten,  and  distances  be  measured  along  it, 
equal  respectively  in  length  to  the  sides  of  the  polygon ;  let  weights  be 
attached  to  these,  equal  each  to  one  half  the  sum  of  the  weights  of  the  two 
adjacent  sides.  Then  the  two  ends  of  the  string  being  held  at  a  distance 
apart  equal  to  the  length  of  the  base  of  tlie  polygon,  the  form  which  the 
string  will  assume  when  hanging  freely  wiU  be  that  in  which  the  beams 
should  be  arranged. 

To  the  continual  equilibrium  of  an  wprigM  framework  it  is  essential 
that  its  joints  should  be  stiffened.  TJ'ow  this  cannot  be  brought  about  by 
any  peculiarity  in  the  joint  itself,  for  the  different  parts  of  such  a  joint, 
being  situated  exceedingly  near  to  the  centre  about  which  each  rod  tends 
to  move,  are,  on  the  principle  of  the  lever,  readily  crushed  by  the  action 
of  a  force,  however  slight,  acting  at  the  extremity  of  the  rod.  It  is,  there- 
fore, requisite  that  each  joint  should  be  stiffened  by  subsidiary  framing. 
And  out  of  the  necessity  for  this  strengthening  arises  the  greater  economy 
of  the  suspended  than  the  upright  polygon  or  framing.  In  the  suspended 
polygon  or  curve,  the  only  precaution  necessary  is,  tliat  the  parte  should 
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not  tear  asunder.  In  its  v/pright  position,  their  flembUiiy  as  well  as  the 
cliance  oi'  their  com^reeeion,  must  "be  guarded  against. 

The  methods  of  giving  rigidity  to  a  system  of  rods  are  various.  They 
all  of  them,  however,  resolve  themselves  directly  or  indirectly  into  the 
arrangement  of  the  component  rods  in  tria/ngles.  Of  all  simple  geometri- 
cal figures,  the  triangle  is  the  only  one  which  cannot  alter  its  form  with- 
out at  the  same  time  altering  the  dimensions  of  its  sides,  and  which  cannot, 
therefore,  yield,  except  by  separating  at  its  angles,  or  tearing  its  sides 
asunder.  Hence,  therefore,  a  triangle  wh<Ke  joints  cannot  separate,  and 
whose  sides  are  of  sufficient  strength,  is  perfectly  rigid ;  and  this  can  be 
asserted  of  no,  other  plane  figure  whatever.  Thus  a  parallelogram  may 
have  sides  of  infinite  strength,  and  no  force  may  be  sufficient  to  tear  its 
joints  asunder,  and  yet  may  it  be  made  to  alter  its  form  by  the  action  of 
the  slightest  force  impressed  upon  it.  And  this  is  true  in  a  greater  or  less 
degree  of  all  other  four-sided  figures  and  polygons.  It  is  for  these  reasons 
that  in  all  framing,  care  is  taken  to  combine  all  the  parts,  as  far  as  pos- 
sible, in  triangles;  which  being  once  done,  we  know  that  the  rigidity  of 
the  system  may  be  insured  by  giving  the  requisite  strength  to  the  timbers 
and  joints. 

The  framing  of  a  gate  presents  a  very  simple  illustration  of  this  prin- 
ciple. The  outline  of  the  form  of  the  gate  is  that  of  a  rectangular  paral- 
lelogram. If,  as  in  the  accompanying  figure  (fig.  217),  the  parts  which 
compose  it  had  been  arranged  in  directions  parallel  to  its  sides  only,  so 


FFf 


Fig.  2 


Fig.  213. 


that  the  whole  fi-ame  should  have  been  composed  of  elementary  parallelo- 
grams, each  component  parallelogram,  and,  therefore,  the  whole  frame  of 
the  gate,  would  readily  have  altered  its  form. 

A  bar  placed  diagonally  across  the  gate  remedies  the  evil,  converting 
the  elementary  parts  of  the  gate  from  parallelograms  into  triangles,  and 
thus  giving  perfect  rigidity  to  the  frame  {fig.  218). 

Further  illustrations  of  the  principles  of  framing,  together  with  the 
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equilihrfiim  of  solid  1)0(1168  in  contact,  as  in  the  conatniction  of  retaining 
walls  and  arches,  will  be  found  under  the  head  of  Architectural  Drawing. 
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To  proportion  properly  the  parts  of  a  machine  or  edifice,  the  draughts- 
man should  understand  not  only  the  kind  of  strain,  the  direction,  and 
amount  to  which  its  different  parts  may  be  subjected,  but  also  the  nature 
and  properties  of  the  materials  of  which  it  may  be  composed,  and  their 
capability  of  resisting  uninjured  the  required  stress. 

The  forces  to  which  materials  in  constructions  are  subjected  are  com,- 
^ession,  tension,  fleaywe,  and  torsion. 

Parts  of  structures  are  usually  subjected  to  a  compressive  force  in  the 
direction  of  their  length,  and  when  this  dimension  is  less  than  a  certain 
proportion  (depending  on  the  nature  of  the  material)  to  its  diameter  or 
shortest  side,  rupture  takes  place  from  the  absolute  crushing  of  the  parts. 
Woods  have  been  found  to  resist  a  crushing  force  of  from  3  to  10,000  lbs. 
per  square  inch  of  surface,  varying  with  the  kind  of  wood  and  selection  of 
specimens.  The  various  stones  used  in  building  will  bear  from  1  to  5  tons 
per  square  inch ;  brick,  from  3  to  1^  tons  ;  cast  iron,  from  38  to  65  tons  ; 
cast  copper,  60  tons  ;  cast  lead,  3  tons.  In  the  actual  practice  of  construc- 
tion, materials  cannot  with  safety  he  subjected  to  any  pressure  approach- 
ing their  ultimate  strength.  They  are  liable  to  various  occasional  and 
accidental  pressures,  and  to  others  of  a  permanent  kind  resulting  from 
settlement,  and  other  causes,  of  which  no  previous  account  can  be  taken, 
for  which  allowance  must  nevertheless  be  made.  Navier,  from  existing 
structures,  deduces  the  rule  that  wood  and  stone  should  not  be  subjected 
lo  a  strain  over  one-tenth  of  that  which  breaks  them,  and  iron  to  not  over 
one-fourth.  "Wood  and  iron,  when  used  to  resist  a  compressive  force,  are 
generally  of  such  lengths  in  comparison  with  their  sides  or  diameter,  that 
rupture  takes  place  partly  from  compression,  partly  from  flexure.  It  has 
been  found,  that  if  the  length  of  a  circular  post  exceed  eight  times  its  diar 
meter,  that  the  tendency  under  pressure  will  be  to  bend  ;  and  the  longer 
the  pillar,  the  other  dimensions  remaining  the  same,  the  more  tliis .  ten- 
dency developes  itself. 

The  following  table  exhibits  the  pressure  in  lbs.  per  square  inch  which 
may  be  placed  with  safety  on  wooden  posts  of  various  lengths  in  propor- 
tion to  their  diameters,  care  being  of  course  taken  to  select  those  that  are 
not  defective. 
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Above  & 

Above  IJ. 

Above  24 

Above  43 

Sound  oak, 

425. 

850. 

210. 

70. 

Inferior  " 

370. 

120. 

70. 

Pitch  pine,         .         . 

630. 

440. 

265. 

105. 

Con,monpin«,   .         . 

140. 

ne 

70. 

Wlien  the  length  of  the  poet  is  intermediate  between  those  given  in  the 
table,  find  the  number  by  proportion ;  thus,  for  pitch  pine  pest  18  times 
the  length  of  its  diameter,  tlie  number  will  be  362.5  lbs.,  whicli  multiplied 
by  the  number  of  39  inches  of  bearing  surface  of  the  poet,  will  be  a  safe 
load. 

Tor  cast  iron  poets,  the  circular  form  is  nsually  adopted,  as  being  tiie 
etrongeet  form  for  the  same  amount  of  material,  the  hollow  pillar  being  in 
this  respect  preferable  to  the  solid.  Mr.  Hodgtinson,  from  his  experi- 
ments on  cast  iron  pillars,  deduces  the  following  rules : 

1st.  In  all  long  pillars  of  the  same  dimensions,  the  resistance  to  frac- 
ture by  flexure  is  three  times  greater  when  the  ends  of  the  pillar  are  flat 
and  firmly  bedded,  than  when  they  are  rounded  and  capable  of  moving. 
Tliis  shows  the  importance  of  having  the  ends  of  pillars  turned  square,  and 
of  having  the  ends  of  braces  square  and  not  rounded,  as  has  been  proposed 
and  adopted  by  some  architects. 

%d.  The  strength  of  a  pillar  with  one  end  round  and  the  other  flat,  is 
the  arithmetical  mean  between  that  of  a  pillar  of  the  same  dimensions, 
with  both  ends  rounded  and  both  ends  flat. 

3d.  A  long  uniform  pillar,  with  its  ends  flrmly  fixed,  whether  by  discs 
or  otherwise,  has  the  same  power  to  resist  breaking  as  a  pillar  of  the  same 
diameter  and  half  the  length,  with  the  ends  rounded. 

ith.  Some  little  additional  strength  is  given  to  a  pillar  by  enlarging  its 
diameter  at  the  middle  part ;  but  this  increase  is  not  over  one-seventh  of 
the  breaking  weight. 

5th.  In  cast  iron  pillars  of  the  same  length,  the  strength  is  as  the  3.6 
power  of  the  diameter  nearly. 

6th.  In  cast  iron  pillars  of  the  same  diameter,  the  strength  is  inversely 
proportioned  to  the  1.7  power  of  the  length. 

The  breaking  weight  of  solid  cylindrical  cast  iron  pillars,  with  theif 
ends  flat  and  incapable  of  motion,  is  in  tons  44  x  -r-j-^,  I  being  the  length 
in  feet,  d  the  diameter  in  inches.     In  hollow  pillars  the  same  rule  ap- 
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plies,  but  for  (^"  we  use  D^'  d^-',  D  being  the  external  and  d  the  internal 
diameter.  For  pillars  with  ends  movable  and  rounded,  one-tliird  of  the 
above  formula  will  be  the  breaking  weight. 


Table  I. — Diameters  to  the  3.6  power. 


Inc... 

r.c.e. 

l.eh^ 

2. 

12.12.'-> 

5.25 

391,36 

8. 

1783.9 

2.5 

27.07e 

B.5 

462.71 

8.26 

1991.7 

3. 

52.196 

5.75 

543.01 

S.5 

2217.7 

3.25 

69.628 

6. 

6S2.91 

8.35 

3461.7 

3.5 

90.917 

6.25 

733.11 

9. 

2724.4 

8.75 

116.56 

6.5 

844.28 

9.5 

8309.8 

4. 

147.03 

6.76 

967.15 

10. 

3981.1 

4.25 

182.89 

7. 

11D2.4 

10.5 

4745.5 

4.S 

224.68 

7.25 

1250.9 

11. 

5610.7 

4:76 

272.96 

7.6 

1413.3 

11.5 

6584.3 

5. 

828.32 

7.75 

1590.3 

12. 

7674.5 

Table  II. — Leiigths  to  the  1.1  power. 


I«. 

e.. 

iBOb 

- 

hcbw. 

1 

1. 

9 

41.900 

17. 

123.53 

2 

3.349 

10 

50.119 

18. 

136,13 

3 

6.473 

11 

58.934 

19. 

119.24 

4 

10.556 

12 

68.829 

20. 

162.84 

5 

15.426 

13 

78.289 

21. 

176.92 

6 

21.031 

14 

88.801 

22. 

191.48 

7 

27.332 

15 

99.851 

23. 

206.51 

8 

84.297 

16 

111.43 

24. 

222. 

Example.- — ^To  find  the  breaking  weight  of  a  hollow  cast  iron  pillar 
with  square  ends,  whose  outside  diameter  is  6  inches ;  inside  or  core,  4^ ; 
and  length,  16  feet. 

Then  from  Table  I. :  —  Against  6.  is  632.91 ;  against  4.5,  224.68. 
632.91  —  224.68  =  408.23  ;   40S.23  x  44  =  17962.12 ;   dividing  this  by 

17969 12 
111.43,  the  number  against  16  in  Table  II.,  we  have  '     ,  =  162  tons 

very  near  of  2,340  lbs,  each  as  the  weight  which  would  break  this  colnmn. 

The  above  formulas  apply  only  to  long  pillars ;  that  is,  those  wliose 

length  is  at  least  25  to  30  times  their  diameter,  and  the  result  arrived  at  is 
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their  ultimate  strength  ;  but  the  permanent  load  should  not  ( 
fourth  of  the  breaking  weight.  Short  cylindrical  pillara  may  be  loaded 
perfectly  safely  with  10  tons  to  the  square  inch  of  ai'ea  of  base.  It  is,  of 
course,  important  that  the  columns  should  be  straight  with  a  square  base, 
so  that  the  direction  of  the  strain  should  be  through  the  axis. 


of  materials^  'i 


in  the  direction  of  their 


^SOPMKTAX.. 

Speclflo  gMYity. 

Tonrtle  strebgth 

Weiglit  of  cubic  fool 

Copper,  o=»t,       .        .        . 

8.607 

22.570 

637.9 

"       wo,      . 

8.607 

G1.228 

Iron,  oast, . 

6.97  to  T.29 

13  to  25.000 

436.  to  456. 

'■    wrought  bar, 

7.6  to  7.8 

20  to  80.000 

476.  to  487. 

■'    cable,        . 

54  to  75.000 

86  to  113.000 

Lead,  sheet. 

11.407 

3300 

712.9 

Till,  cast  banoa. 

7.217  ■ 

3.679 
7.129 

461. 

Steel,  sift^ 

7.780 

120.000 

486.2 

"     oast. 

40.900 

Zine,  casl, 

7.215 

2.900 

451. 

"     shoot,         . 

. 

_„ 

16.616 

NAMES  or  WOODS.                 Spedflo  giivily. 

TensllE  stKngOi 

per  squBie  inch 

In  pounds. 

'•'■ffssr- 

Ash,  . 

0.727 

16  to  19.000 

17  to  22.000 

45.4 
43.6 

Beech, 

0.696 

Chestnut,  . 

C.610 

10  to  12.000 

88.1 

Ceaor,         .          ■ 

0.457 

6  to  11.000 

28.6 

Elm, 

0.564 

13.000 

34.6 

Looust, 

20.000 

0.8  to  0.870 

16  to  22.000 

Spanish, 

0.753 

12.000    ■ 

Oak,  white  American 

11.500 

■'     Enghsh,    .. 

07  to  0.76 

8  to  20.000 

43.7  to  47.6 

Pine,  pitch. 

0.623 

8  to  13.000 

89.1 

Spruce, 

0.651 

8.800 

34.4 

The  above  represent  the  absolute  strength,     Woods  are  seldom  used 
r  a  tensile  strain ;  but  when  so  used,  the  size  should  be  very  much  larger 
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than  that  merely  required  to  resist  the  strain,  eay  at  least  ten  times. 
Wrought  iron  is  the  material  the  most  generally  employed  to  resist  a  pull- 
ing force ;  and  its  elastic  power  in  that  capacity,  or  the  load  with  which  it 
may  safely  be  trusted,  is  8  to  10  tons  per  eq^uare  inch  for  good  iron. 


TEANSVEESE  STRENGTH   OF   MATEE1AL8. 

The  strength  of  a  square  or  rectangular  beam  to  resist  lateral  pressure, 
acting  in  a  direction  perpendicular  to  its  length  is  as  tlie  breadth,  and  the 
square  of  the  depth  ;  and  inversely  as  the  length,  or  the  distance  from  or 
between  points  of  support.  Thus  a  beam  twice  the  breadth  of  another, 
other  proportions  being  alike,  has  twice  the  strength ;  or  twice  the  depth, 
four  times  the  strength ;  but  twice  the  length,  only  half  the  strength. 

The  general  formula  is  W  =:    ■  ,  -  ,  in  which  "W  is  the  breaking  weight ; 

S,  a  number  determined  by  experiment  on  different  materials ;   h,  the 
breadth,  and  d,  the  depth  in  inches  ;  and  I,  the  length  in  feet. 


Yalue  of  S  for  diff&rwi  material. 

Wrought  iron, 

.   3,200  lbs.             Pitch  pine,  .     . 

.     660  Ihs. 

Oast            " 

.    2,500    "               White    '■     .     . 

.     400    " 

Oak,  white,    . 

580    "                 Spruce,    .     .     . 

.     350    « 

To  find  the  breaking  weight  of  a  beam  supported  at  the  ends  and 
loaded  in  the  centre :  Rule — Multiply  the  constant  S,  for  the  material  from 
the  above  table,  by  the  breadth  and  square  of  the  depth  in  inches,  and 
divide  the  product  by  the  length  in  feet. 

Encmvple. — What  is  the  ultimate  strength  of  a  beam  of  white  pine,  20 
feet  long,  8  inches  wide,  and  14  inches  deep  ? 

400  X  8  X  14=  =  627.300.      -^^^^  =  31-360  lbs. 

From  the  above  formula  we  can  determine  either  the  breadth,  depth, 
or  length,  the  other  quantities  being  known.  To  deterraiae  the  depth ; 
the  weight,  breadth,  and  length  being  known :  Multiply  the  length  in  feet 
by  the  weight  in  pounds ;  also  the  tabular  number  S  by  the  breadth  in 
inches.  Divide  the  first  product  by  the  last,  and  the  square  root  of  the 
quotient  will  be  the  required  depth. 

To  find  the  depth  of  an  oat  timber  15  feet  long  and  6  inches  wide,  to 
support  a  weight  of  10,000  lbs.    &i  practice  it  is  necessary  to  find  a  depth 
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that  would  support  this  load  permanently.  Multiply  the  given  weight  by 
6,  and  establish  the  depth  on  this  basis ;  thus,  to  support  10,000  securely 
and  permanently,  find  a  beam  whose  ultimate  strength  is  equal  to  60,000 
lbs. 

15  X  60000  =  900000.         580  x  6  =  3480.         ^^j^  =  258.6 
y'258.6,  =  say  16  inches,  the  depth  required. 

Wlien  the  load  is  not  on  the  middle  of  the  beam :  Divide  four  times 
the  product  of  the  distance  of  the  weight  in  feet  from,  each  bearing,  by 
the  whole  distance  between  the  points  of  support,  and  the  quotient  is  the 
equivalent  length  of  the  beam  loaded  in  the  middle. 

Suppose  a  beam  30  feet  in  length,  with  a  load  placed  9  feet  from  one 
end  ;  required  the  equivalent  length, 

30  —  9  =  21.    ?li^^^*  =  25.3  feet. 

"When  the  load  is  distributed  over  the  whole  length  of  the  beam,  it  will 
bear  double  the  load  which  it  would  support  in  the  middle ;  therefore, 
■  in  calculations  for  the  strength  of  a  beam  with  distributed  load,  use  double 
the  tabular  number  S ;  if  the  ends  of  this  beam  are  firmly  fixed,  use  three 
times  S.     If  loaded  at  the  middle  with  ends  firmly  fixed,  use  1^  times  S, ' 

When  a  beam  is  fixed  at  one  end,  and  the  weight  is  placed  on  the 
other  (fig.  218),  use  only  one- fourth  of  the  tabular  number ;  if  the  load  is 
distributed  on  a  like  beam,  use  one-half  of  S. 

Ed. — ^To  find  the  depth  of  a  white  pine  beam  10  inches  wide,  project- 
ing 5  feet  from  a  wall,  and  capable  of  supporting  with  safety  2,000  lbs. 
Call  the  breaking  weight  6  X  2.000  =  12.000  lbs. 

5  X  12.000  =  60.000.     ^x  10  -  1.000.      y^  -  60.     ■i/6T=  7.74  in. 

It  is  only  necessary  that  the  dimensions  thus  obtained  be 
the  points  of  greatest  strain,  that  is,  at  A  B  (fig.  218). 
"When  the  beam  has  two  points  of  support,  and  the  load 
is  intermediate,  the  point  of  suspension  of  the  weight  is 
the  point  of  greatest  strain,  and  the  beam  may  be  reduced 
towards  the  points  of  support  without  breaking  it. 

The  forms  of  beams  which  afibrd  equal  strength  throughout  are  para- 
bolic (figs.  219,  220,  221),  of  which  the  axis  A  B  and  the  vertex  A  are 
given,  and  the  points  M  determined  by  calculations.  Figs.  220,  221  are 
oftener  used  when  the  force  is  applied  on  alternate  sides  of  A  B, 

If  a  beam  be  subjected  to  a  transverse  strain,  one  side  is  compressed, 
while  the  other  side  is  extended  ;  and  therefore,  where  extension  terminates 


„Googlc 


HEOHASICS. 


and  compresBion  begins,  diere  is  a  lamina  or  surface  which  is  neither  ex- 
tended nor  compressed,  called  the  neutral  swiface  or  neutral  axis.  As  the 
strains  are  proportional  to  the  distance  from  this  axis,  the  material  of 
which  the  beam  is  composed  should  be  concentrated  as  much  as  possible 


Fl|p  £1».  rig.  120.  Fig.  331. 

at  the  outer  surface.  Acting  on  these  principles,  Mr.  Hodgkinson  has 
determined  the  most  economical  form  for  cast-iron  beams  or  girders,  of 
which  the  section  is  given  (fig.  222) ;  it  has  been  found,  that  the  strength 
of  cast-iron  to  resist  compression  is  about  six  times  that  to  resist  exten- 
sion ;  the  top  web  is  therefore  made  only  one-sixth  the  area  of  the  lower 
one.  The  depth  of  the  beam  is  generally  about  ^V  of  its  length,  the  deeper  ' 
of  course  the  stronger ;  the  thickness  of  the  stem  or  the  upright  part 
should  be  from  ^  an  inch  to  1^  inches,  according  to  the  size  of  the  beam. 
The  rule  for  finding  the  ultimate  strength  of  beams  of  the  above  section 


4 

,_-——- — - 

■——J^I^Z~~~~——..^ 

l^^"^ 

. 

~~~~~— -_ 



f 

i 

is : — Multiply  the  sectional  area  of  the  bottom  flange  in  square  inches  by 
the  depth  of  the  beam  in  inches,  and  divide  the  product  by  the  distance 
between  the  supports  in  feet,  and  2.16  times  the  quotient  will  be  the  break- 
ing weight  in  tons  (22iO  lbs.)  As  has  already  been  shown  above,  the  sec- 
tion thus  determined  need  only  be  that  of  the  greatest  strain,  and  can  be 
reduced  towards  the  points  of  support,  either  by  reducing  the  width  of 
the  flanges  to  a  parabolic  form  (fig.  222),  or  by  reducing  the  thichneas 
of  the  bottom  flange ;  the  reduction  of  the  girder  in  depth  is  not  in  general 
as  economical  or  convenient. 

I'or  railway  etructures  subject  to  an  impulsive  force,  the  upper  flange 
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ahould  be  J  of  the  lower  one.  For  wrought  iron  beams,  as  this  material 
affords  leas  resistanee  to  compression  than  tension,  the  top  flange  is  generally 
made  larger  than  the  lower  one  in  the  proportion  of  5  to  3.  The  following 
may  be  taken  for  the  formula  to  determine  the  strength  of  solid  wrought  iron 


I 

the  section,  d  the  depth,  I  the  distance  between  the  supports.  C  is  a  con- 
stant determined  by  experiment  for  each  form  of  beam ;  for  the  beam 
shown  in  section  (fig,  223)  C  is  found  to  be  about  40.000  lbs. 

a  =  1.     in.  X  2.75    =  2.75  sq.  in. 

1  =  8.      "    X  0.380  =  3.04    " 


t  0.42  " 


X  4.3 


For  wrought  iron  girders  of  1 
adopted. 


Fig.  aas. 
!  span,  the  box  form  is  generally 


Mypenments  on  the  tircmsverse  strength  ofreetangvlaa-  tvhes  of  wrought  iron, 
supported  at  each  end,  and  the  weight  laid  on  the  middle. 


DlsUnce  be- 
tween the 

Welgbt  of  tubas 
between  tbe(up- 

Breaking 

^veofthB 
ireigbu  of  the 

Eitenial 
depth^th* 

b^^thlf 

ThletDMSoflbe 
plateaoftbe 

F«t 

Toni 

Inebea, 

Inobei 

iMhei 

80.  e 

&.mawt. 

BT.6 

24 

13 

.525 

T.6 

72.88  Ibi. 

4<IM 

6 

1325 

8(10 
-5 

asOBcwL 

1.409 

U 

IS 

lISi 

3  75 

9  651U 

1.1 

3 

oei 

3T5 

4<!4lbs. 

.8 

3 

OS 

450 

"»£ 

64,8 

24 

.: 

7S 

In  several  of  tieee  experiments,  the  tubes  gave  way  by 
the  metal  at  the  top  becoming  wrinMed. 

In  similar  tubes,  the  strength,  and  consequently  the 
breating  weight,  is  proportioned  to  (1.9)  power  of  the  lineal 
dimensions. 

Appro^mateform/idafor  rvoetted  tiAes : 


W= 


4:ll> 


B  D'  —  5  (?'  [  the  breaking  weight  in  tons. 
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In  wliieli, 

A  O  =  D,  and  a  6  =  din  inches ;  h  =  lengtli  in  feet. 
A£=  £,  and  ah  =  h  "      " 
If  the  thickness  of  the  metal  be  ecjual  to  t  inches  completely  round 
lhe  section,  then  h  =  B  —  2  i,  and  d  —  D  —  2  i. 

What  is  the  breaking  weight  of  a  rectangular  tube  40  feet  long,  depth 
2  feet  6  inches,  thickness  of  plate  \  inch,  and  breadth  18  inches 'i 

=  -§-<! 

4800  1 


^=I^(^  1 18  K  30'  —  17.5  X  29.5"  [ 

\  486000  —  44016T  1  =  22.96  tons. 


1600  ( 

It  is  found  of  iron  beams  and  tubes,  that  they  may  be  safely  reduced 
in  strength  from  the  middle  towards  the  extremities  in  the  ratio  indicated 
by  theoiy. 

It  must  be  observed,  that  in  the  formula  given  for  determining  tbe 
strength  of  material,  the  force  exerted  is  supposed  to  be  dead  weight  or 
pressure,  and  that  no  consideration  is  paid  to  impidsive  force,  except  snch 
slight  shocks  as  are  incident  to  all  structures.  It  is  impossible  to  give 
niles  to  calculate  tlie  strength  necessary  to  resist  active  forc^,  varying  in 
intensity  and  frequency  ;  we  can  only  give  instances  of  practical  structures 
which  have  been  found  sufficient,  as  mere  data  on  which  to  form  judg- 
ment.* It  must  be  remarked,  that  where  rigidity  is  required,  stiffness  of 
beams,  unlike  their  ultimate  strength,  is  directly  as  the  breadth,  and  the 
eiuhe  of  their  depth,  and  inversely  as  the  o\Ae  of  their  length. 

Detrusion. — ^The  resistance  to  detrusion,  or  the  force  necessary  to  sheai' 
across  any  material,  is  called  into  play  at  the  joints,  and  in  the  bolts  of 
framings  of  timber  and  iron.  The  resistance  of  spnice  to  detrusion  in  the 
direction  of  its  fibre,  is  about  600  lbs.  per  square  inch  ;  of  cast  iron  to  de- 
trusion, about  73,000  lbs.  per  square  inch ;  of  wrought  iron,  45  to  60,000 
lbs. 

Torsion. — When  two  forces  act  in  opposite  directions  upon  a  body,  tend- 
ing to  tnm  its  extremities  in  different  directions,  or  twist  them,  it  is  said  to 
be  subjected  to  torsion.  Thus  the  main  shaft  of  a  steam-engine,  at  one  end 
of  which  the  power  acts  through  a  crank ;  which  at  the  other  is  transmitted 
through  a  gear  or  pulley;  the  resistance  which  the  load  presents  on  the 
one  hand,  and  on  the  other,  the  power  applied  to  the  crank,  represent  two 
forces,  subjecting  the  shatt  to  the  action  of  torsion. 

Wlien  the  toraion  exceeds  a  certain  limit,  depending  on  the  material 

*  For  tte  girders  of  railway  bridges,  they  should  be  of  such  dimensions  as  to  bear  a 
Strain  of  two  tons  per  foot  in  length. 
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and  its  form,  the  fibres  are  torn  asunder,  and  the  axles  twisted  off.  For 
the  detemiination  of  the  size  of  axles  subject  to  a  twisting  force,  we  de- 
duce from  "Weisbach  the  following  rule,  allowing  a  five-fold  security  or 
strength  above  the  absolute  breaking  twist :  Multiply  the  weight  in  pounds 
by  the  leverage  in  inches,  and  divide  the  product  by  C  determined  for 
different  forms  and  material,  and  the  cube  root  of  the  product  will  be  half 

the  thickness  of  the  axle,  expressed  by  formula  t  ■=  '\  -79-- 

Value  of  (7  for  wrought  and  cast  iron,  circular  section,  12,600  lbs. 
"  "  "  "  square        "         15,000   " 

"  "     wood,  circular      "  1,260   " 

"  "        "  square        "  1,500   " 

In  the  square  section,  the  rule  gives  as  the  cube  root  of  the  product  one- 
half  the  side  of  the  square. 

Mcmnple. — ^The  shaft  of  a  turbine  exerts,  through  a  toothed  wheel  of  30 
inch  pitch  or  15  inch  radius,  a  force  of  2,500  lbs.,  what  must  be  the  diam- 
eter of  the  shaft  ? 

8500  X  15  =  37500.        r  =  V^S^  =  Vflf  =  1-"  iMhM. 
1.4i  X  2  =  2.88,  say  3  inches,  diameter  required. 

The  lenffth  of  the  axle  subjected  to  torsion  does  not  affect  the  actual 
amount  of  pressure  required  to  produce  rupture,  but  only  the  angle  of  tor- 
sion which  precedes  rupture,  and  therefore  the  space  through  which  the 
pressure  must  be  made  to  act.  The  ultimate  strength  of  a  long  shaft  to  re- 
sist torsion  may  be  sufficient,  but  its  elasticity  will  be  found  to  be  too  much. 

To  determine  the  degrees  of  the  angle  of  torsion  of  a  given  shaft,  mul- 
tiply the  load  in  pounds  by  the  leverage,  and  also  by  the  length  of  the 
shaft,  between  the  points  of  the  applied  forces ;  and  divide  the  product  by 
the  fourth  power  of  the  half  diameter  or  half  square,  as  the  case  may  be, 
multiplied  by  a  constant  determined  by  experiment,  and  the  quotient  is 

the  number  of  degrees  in  the  angle,  that  is,  tm^.  =  ~Yf~r- 
Value  of  C. 

Circular  section.  Sqnare  see^on. 

Wood,      ....         3500  5800 

Cast  iron,         .         .         .     160000  280000 

Steel  and  wrought  iron,   .     280000  470000 

^EMMwple. — If  the  distance  of  the  tootlied  wheel  from  the  water  wheel 
in  former  experiment  be  60  inches,  what  is  the  angle  of  torsion  % 
9 
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Ajq  angle  too  coneiderable  for  practice ;  it  elioTild  not  exceed  one  degree. 
To  calculate  the  size  of  the  shaft,  eo  that  the  angle  is  ^  ",  the  fomiiila  be- 

'  iT-rr 

comes,  T  =  sj  -^ 


3Y.500  X  60        375  x  60       375  x  6 


160.000  X  i  80  8         ~  ^'''■"^•' 

f 281.25  =  Vl&Tn  =  4.1. 

4.1  X  2  =  8.2,  diameter  of  shaft. 

MECHANICAL   WORK   OR   EFFECT. 

To  work,  considered  in  the  abstract,  ie  to  overcome,  during  any  certain 
period  of  time,  a  continuously  replaced  resistance,  or  series  of  resistances. 

Mechanical  work  is  the  effect  of  the  simple  action  of  a  force  upon  a 
resistance  which  is  directly  opposed  to  it,  and  which  it  continuously  de- 
stroys, giving  motion  in  that  direction  to  tlie  point  of  application  of  the 
resistance.  It  follows  from  this  definition,  that  the  mechanical  work  or 
effect  of  any  mol»r  is  the  product  of  two  indispensable  quantities  or  terms : 

Fi/rst, — ^The  effort,  or  pressure  exerted. 

Second, — The  space  passed  through  in  a  given  time,  or  the  velocity. 

The  amount  of  mechanical  work  increases  directly  as  the  increase  of 
either  of  these  terms,  and  in  the  proportion  compounded  of  the  two  when 
both  increase.  If,  for  example,  the  pressm-e  exerted  be  ecjual  to  4  lbs.,  and 
the  velocity  one  foot  per  second,  the  amount  of  work  will  be  expressed  by 
i  X  1  =  4.  If  the  velocity  he  double,  the  work  becomes  4  x  2  =  8,  or 
double  also ;  and  if,  with  the  velocity  double,  or  2  feet  per  second,  the 
pressure  be  doubled  as  well— that  is,  raised  to  8  lbs. — the  work  will  be 
8  X  2  =  16  Ihs.  ft. 

The  unit  of  mechanical  effect  adopted  in  England  and  this  country  is 
the  horse  power,  which  is  equal  to  33,000  lbs.  weight  or  pressure,  raised  or 
moved  through  a  space  of  1  foot  in  a  minute  of  time.  The  corresponding 
unit  employed  in  France  is  the  kilogrammeti-e,  which  is  equal  to  a  kilo- 
gramme raised  one  metre  high  in  a  second.  The  horse  power  is  repre- 
sented by  75  kilogrammetres ;  that  is,  75  kilog.  raised  1  metre  high  per 
second.  When  we  speak  of  small  amounts  of  mechanical  effect,  it  is 
generally  said  that  they  are  equal  to  so  many  pounds  raised  So  many  feet 
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high  in  eome  given  time,  as  a  minute  for  example.  The  time  muBt  always 
be  expressed  or  understood.  It  is  impo^ible  to  express  or  state  intelligibly 
an  amount  of  mechanical  effect,  without  indicating  all  the  three  terms — 
pressure,  distance,  and  time. 

The  motors  generally  employed  in  manufactures  and  industrial  arts  are 
of  two  kinds — living,  as  men  and  animals  ;  and  inanimate,  as  water  and 
steam. 

"What  may  be  termed  the  amount  of  a  day's  work,  producible  by  men 
and  animals,  is  the  product  of  the  force  exerted,  multiplied  into  the  distance 
or  space  passed  over,  and  the  time  during  which  the  action  is  sustained. 
There  will,  however,  in  all  cases  be  a  certain  proportion  of  effort,  in  rela- 
tion to  the  velocity  and  duration  which  will  yield  the  largest  possible  pro- 
duct or  day's  work  for  any  one  individual,  and  this  product  may  be  termed 
the  maximum  effect.  In  other  wordsj  a  man  will  produce  a  greater  me- 
chanical' effect  by  exerting  a  certain  effort  at  a  certain  velocity,  than  he 
will  by  exerting  a  greater  effort  at  a  less  velocity,  or  a  less  effort  at  a 
gi-eater  velocity,  and  tiie  proportion  of  effort  and  velocity  which  will  yield 
the  maximum  effect  is  different  in  different  individuals. 

In  the  manner  and  means  in  which  the  strength  of  men  and  animals 
is  applied,  there  are  three  circiunstances  which  demand  attention  :— 

Is^.— The  power,  when  the  strength  of  the  animal  is  exerted  against  a 
resistance  that  is  at  rest. 

2(?. — ^The  power,  when  the  stationary  resistance  is  overcome,  and  tiie 
animal  is  in  motion.     And, 

3d.— The  power,  when  the  animal  has  attained  the  highest  amount  of 


In  tlie  first  case,  the  animal  exerts  not  only  its  muscular  force  or 
strength,  but  at  the  same  time  a  very  considerable  portion  of  its  weight  or 
gravity.  The  power,  therefore,  from  these  causes  must  be  the  greatest 
possible.  In  the  second  case,  some  portion  of  the  power  of  the  animal  is 
withdrawn  to  maintain  its  own  progressive  motion ;  consequently  the 
amount  of  usefal  labor  varies  with  the  variations  of  speed.  In  the  third 
case,  the  power  of  the  animal  is  wholly  expended  in  maintaining  its  loco- 
motion ;  it  therefore  can  carry  no  weight. 

The  following  table  exhibits  the  average  amount  of  mechanical  effect 
produced  by  men  and  animals  in  different  applications  ;  the  animal  work- 
ing with  a  mean  velocity  and  effort  during  an  average  day's  work,  thereby 
producing  the  maximum  effect. 
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Gerstner  aleo  gives  the  following  formula  to  calculate  the  effect  of 
change  of  velocity'. 

P  =  (2-^)K. 

K  and  o  representing  Uie  effort  and  velocity  per  second,  as  given  in  the 
Table,  t)  the  aesnmed  velocity,  and  P  the  resulting  effect. 

-£9«(«i^Ze.— Suppose  a  horee  to  travel  at  the  rate  of  6  feet  per  second. 
What  effort  will  he  exert,  and  what  will  be  the  mechanical  effect  per 
second  ? 

From  the  table  we  have  c  =  4. ;  K  =  120. ;  v  is  assumed  at  6 ;  then 

p  =  (2  —  ^  120  =  60.  =  effort. 
60  X  6  =  360  ft.  Ibe.  effect  per  second. 
It  is  evident  that  this  formula  will  not  apply  to  extreme  values  of  P  or 
V  ;  yet  it  may  be  considered  Buffieiently  near  for  most  practical  purposes, 
not  very  different  from  the  mean,  and  is  illustrative  of  the  ill  effects  re- 
sulting from  increase  of  velocity. 

Wai^  power. — ^Water  acta  aa  a  moving  power,  or  moves  machines 
either  by  its  weight,  by  pressure,  or  by  impact ;  and  is  applied  through 
various  forms  of  wheels.  The  mecbanical  effect  inherent  in  water  is  the 
product  of  its  weight  into  the  height  from  vphich  it  falls  ;  but  there  are 
many  losses  incurred  in  its  application  to  machinery,  so  that  only  a  portion 
of  the  mechanical  effect  becomes  available  ;  that  is,  the  efficiency  of  any 
water  wheel  is  represented  by  a  certain  per-centage  of  the  absolute  effect 
of  the  water. 
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—The  quantity  of  water  supplied  to  the  mills  at  Lowell  is 
3,596  cubic  feet  per  second  ;  the  net  fall  is  33  feet ;  the  absolute  dynami- 
cal effect  of  this  water  is  : 

3596  X  33  X  62.33  =  1.396.576  lbs.  ft.  per  second. 
62.33  being  the  -weight  of  a  cubic  foot  of  water,  at  60°  Fahr. ;  on  an  average 
it  may  be  assumed,  that  a  useful  effect  is  derived  equal  to  two-thirds  of 
the  total  power  of  the  water  expended  ;  two-thirds  of  7.396.576,  divided 
by  550,  gives  8965.5  horse  power  as  absolutely  available.  550  lbs.  1  foot 
high  per  second  represent  a  horse  power,  being  equal  to  33,000  lbs.  1  foot 
high  per  minute, 

Sisa/m  is  the  elastic  fluid  into  which  water  is  converted  by  a  continuous 
application  of  heat.  It  is  used  to  produce  mechanical  action  almost  in- 
variably by  means  of  a  piston  movable  in  a  cylinder.  The  horse  power 
of  a  steam-engine  is  computed,  by  multiplying  the  area  of  the  piston  in 
square  inches  by  the  effective  pressure  in  lbs,  on  each  square  inch  of  piston, 
and  the  product  by  velocity  in  feet  through  which  the  piston  moves  per 
minute,  dividing  this  last  product  by  33,000. 

The  area  of  the  piston  is  found  by  squaring  the  diameter,  and  multiply- 
ing the  square  by  0,7854. 

ExamvpU. — -Let  the  diameter  of  the  piston  be  18  inches,  the  effective 

pressure  45  lbs,  per  square  inch,  and  the  speed  300  feet  per  minute,  what 

wiU  be  the  horse  power  of  the  engine ! 

18  X  18  X  0,7854  =  254.46  square  inches,  area  of  piston. 

254.46  X  45  X  300       _ 

go  ^^ =  104.  horee  power. 


To  determine  the  effective  pressure  on  the  piston,  recotirse  must  be  had 
to  an  indicator,  and  take  the  mean  pressure,  as  shown  on  the  diagram ;  the 
pressure  on  the  boiler  is  readily  known,  but  the  steam  in  its  passage  to  the 
cylinder  is  subject  to  various  losses,  as  of  wire-drawing,  condensation,  &c., 
so  that  frequently  the  pressure  on  the  piston  does  not  exceed  two-thirds  of 
that  on  the  boiler.  ■  The  boilers  of  most  of  our  stationary  engines  are  sub- 
jected to  pressures  of  from  50  to  75  lbs,  per  square  inch  ;  the  smaller  en- 
gines, say  less  than  10  horse  power,  are  generally  worked  with  full  steam ; 
effective  pressure  from  30  to  60  lbs.  Larger  ones  are  generally  worked 
expansively,  cutting  off  at  irom  one-half  to  one-sixth  stroke.  The  principle 
of  working  steam  expansively  is  as  follows ;  If  a  cubic  foot  of  air  of  the 
atmospheric  density  be  compressed  into  the  compass  of  half  a  cubic  foot, 
its  elasticity  wiU  be  increased  from  15  lbs,  on  the  square  inch  to  30  lbs. ; 
if  the  volume  be  enlarged  to  two  cubic  feet,  the  pressure  will  be  one  half, 


„Googlc 


134 


or  ^j  lbs.  The  same  law  holds  in  all  other  proportions  for  gases  and  va- 
pors, provided  their  temperature  is  unchi 

Thus,  let  E  (fig.  225)  be  a  cy- 
linder, J  the  piston  ;  let  the  cylin- 
der be  supposed  to  be  divided  in 
the  dii-ection  of  its  length  into  any 
number  of  equal  parts,  say  twenty, 
and  let  the  diameter  of  the  piston 
represent  the  initial  pressure  of  the 
steam,  which  we  call  1,  If  now 
the  piston  descend  through  5  of 
the  divisions,  and  the  valve  be  then 
shut,  the  pressure  at  each  subse- 
quent position  of  the  piston  may 
be  calculated  by  the  law  above 
given,  and  represented  as  shown 
in  the  figure.  If  the  squares  above 
the  point,  when  the  steam  was  cut 
off,  be  counted,  they  will  be  found 
to  amount  to  50,  those  below  to 
about  68;    so  that  while,  by  an        ■  "**"■ 

expenditure  of  a  quarter  of  cylinder  full  of  steam,  we  get  an  amount  of 
power  represented  by  50,  we  get  68  without  any  further  expenditure,  by 
merely  permitting  expansion.  Practically,  for  large  cylinders,  it  may  be 
stated: 

Cutting  off  at  Saves  of  fuel  Gwns  in  effect 

^  stroke,  41  per  cent.  10  per  cent. 

I      "  58         "  10x2  =  140  per  cent. 

i      "  68         "  70  X  3  =  210        " 
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Water  converted  into  steam  under  tlie  preasure  of  the  atmosphere,  *.  e., 
15  pounds  per  square  inch,  expands  to  1700  times  its  volume ;  under  double 
the  pressure,  or  30  pounds,  the  volume  would  be  one-half ;  and  this  pro- 
portion would  be  strictly  accurate  but  for  the  fact  that  the  temperatures  at 
which  water  boils  in  these  cases  are  different. 

In  the  following  table  are  given  the  total  pressure  of  steam  in  pounds 
per  square  inch,  the  corresponding  temperature,  and  the  number  of  cubic 
incites  of  steam  which  would  be  produced  by  one  cubic  inch  of  water. 
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It  must  be  remarked,  that  in  non-condensing  engines,  the  effective  prea- 
sure is  the  exc^s  above  the  pressure  of  the  atmosphere. 


TahU  showing  the  weights^  evwporoMve  powers  per  weight,  and  hulk  and 
eha/raet0p  of  fuels,  from  the  rejxyrt  of  Prof.  Walter  R.  Johnson,  1844. 
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The  above  table  exhibits  the  ultimate  effects.  As  a  safe  estimate  for 
practical  values,  a  deduction  (for  the  coals)  of  y^j  should  be  made. 

From  these  two  tables  it  is  easy  to  calcnlate  the  amount  of  fuel  which 
mnet  be  expended  to  produce  a  given  power. 

Example. — To  find  the  consumption  of  water  and  fuel  reqoired  by  a 
high  pressure  engine,  12  inch  cylinder,  4  feet  stroke,  the  effective  pressure 
on  the  piston  being  40  lbs.,  and  the  number  of  double  strokes  35  per  min. 
Area  of  piston  =  12  x  12  x  0.7854  =  113.09. 
Velocity  of  piston  =  35  X  8  =  280  ft.  per  min. 
Then,  113.09  X  280  X  12  =  379.982  cubic  inches  of  steam  used  during  1 
minute,  or  379.982  X  60  =  22.798.920  X  60,  consumption  per  hour.  Look- 
ing in  the  first  table  against  the  pressure  55,  that  is  15,  or  atmosphere 
added  to  40  given  above,  we  find  508 ;  dividing,  therefore,  22.798.920  by 
508,  we  have  44880,  the  number  of  cubic  inches  of  water  used  per  hour  ; 

-       =  26  cnbic  feet  nearly. 

Multiplying  this  by  the  weight  of  a  cubic  foot  of  water, 

26  X  63.33  =  1620.58  lbs. 
Taking  the  safe  estimate  for  the  anthracites  of  the  evaporation  of  8  lbs.  of 
water  by  1  lb.  of  fuel,  we  have, 

-—  =  202.5  lbs.  the  consumption  of  coal  per  hour. 

On  an  average  of  boilers,  1  square  foot  of  grate  surface  is  allowed  for 
the  consumption  of  14  lbs.  of  coal  per  hour,  from  15  to  25  square  feet  of 
heating  surface,  and  one-sixth  of  a  square  foot  of  flue  at  the  base  of  the 
chimney.     Continuing  the  previous  example,  we  have 

~'-\ir  ~  "^^-^  square  feet  of  fire  grate. 

14.5  X  20  =  290  square  feet  of  heating  surface. 


The  horse  power  of  the  above  engine  would  be 
113,09  X  280  X  40       ^,  _  , 

33000  =  ^^-^  ^^^"  P°^"'- 

A  portion  of  which  power  would  be  consumed  in  the  driving  of  the  engine 
itself,  leaving  about  35  horse  power  as  effective  on  the  first  shaft. 
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Having  thus  laid  down  the  principles  of  geometrical  projection,  and 
the  rules  by  whicli  to  proportion  parts,  according  to  the  stress  to  which 
they  may  be  subjected,  we  now  proceed  to  the  practical  application  ot 
the  principles  and  rules  in  the  drawing  of  machinery. 


Shafts  are  made  of  wood,  cast  and  wrought  iion.  Fig  226  repre- 
sents the  sections  of  the  usual  forms.  "Wooden  shales  are  mostly  of  an 
octagonal  or  polyhedral  form,  antl  are  seldom  u%ed  but  as  hhafts  for  water- 
wheels,  but  are  not  equal 
to  those  of  cast  iron  ex- 
cept in  cheapness,  and  are 
seldom  adopted  when  the 
latter  can  be  readily  ob- 
tained. Cast  iron  is  used 
for  the  shafts  of  water- 
wheels,  and  the  heavier 
kinds  of  mill-work,  when 
the  strain  is  ratlier  transverse  than  torsional.  The  most  economical  form 
for  cast  iron  shafts  is  the  tubular,  but  the  more  usual  are  the  fiathered 
shafts,  that  is,  with  a  circular  or  sc[uare  centre,  and  ribs  ninmng  longi- 
tudinally. "Wrought  iron  shafts  are  used  for  the  main  and  counter  shafts 
of  mills,  and  for  heavy  shafts  subject  to  torsional  or  to  unequal  stress  and 
shocks,  and  is  by  far  the  best  material  for  shafts.  The  more  usual  and  the 
b^t  form  is  the  circular. 

Shafts  are  termed  first,  second,  and  third  movers  ;  the  first  are  the  first 
recipients  of  power,  as  the  jack-shaft  from  a  water-wheel,  or  the  fly-wheel 
shaft  of  engines ;  the  second  are  the  next  in  succession,  distributing  the 
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power,  as  the  main  shafta  of  mills  ;  and,  third,  the  countere  or  shafts  trans- 
mitting the  power  to  the  machines.  The  strain  upon  a  shaft  may  be  trans- 
verse, torsional,  or  both.  In  all  breast,  overshot,  or  undershot  water- 
wheels,  the  jack-geer  may  be  so  placed  that  there  will  be  no  torsional 
strain  on  the  shaft  of  the  wheel ;  in  many  other  shafts,  no  strain  will  be 
transmitted  through  the  journal.  In  these  cases,  the  size  of  the  journal 
may  be  estimated  from  the  transverse  strain  or  weight  to  which  it  is  sub- 
jected. The  following  table  is  taken  from  the  Practical  DrawgJUsman, 
calculated  on  this  formula,  D  =  V-w  x  ,1938,  D  being  the  diameter  in 
inches,  and  w  the  weight  to  be  sustained  in  lbs. 


Tc^lc  of  the  dia/meters  of  the  jowntals  of  water-^heel  <md  other  shafts  for 
hea/vy  work. 
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The  length  of  the  journal  should  be  from  once  to  twice  the  diameter. 
The  size  of  the  shaft  at  the  point  at  which  the  load  is  applied  may  be 
determined  from  previous  rules  ;  but  for  all  shafts  less  than  three  feet  be- 
tween bearings,  the  size  as  calculated  for  the  journal  need  only  be  enlarged 
enough  to  cut  the  key-seat. 

Plate  IX, — Figs.  1,  2,  3,  represent  different  views  of  a  wooden  water- 
wheel  shaft.  Fig.  1  shows  at  one  end  the  side  external  elevation  of  the 
shaft,  furnished  with  its  iron  ferules  or  collars,  and  its  gudgeon  at  the 
other  end.  The  shaft  is  shown  in  sections,  giving  the  ferules  in  section, 
but  showing  the  central  spindle  with  ita  feathers  in  an  external  elevation. 
Generally,  in  longitudinal  sectioDs  of  objects  enclosing  one  or  more  pieces, 
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the  innermost  or  central  piece  is  not  sectioned  unle^  it  has  some  internal 
peculiarity,  the  object  of  a  section  being  to  show  and  explain  peculiarities, 
and  being  therefore  unnecessary  when  the  object  is  solid ;  on  this  account, 
bolts,  nuts,  and  solid  cylindrical  shafts  are  seldom  drawn  in  section.  Fig. 
2  ia  a  cross  or  transverse  section  through  the  centre  of  the  shaft,  to  show 
the  outward  octagonal  form.  Fig.  3  is  an  end  view  of  the  shaft,  showing 
the  fitting  of  the  spindle  B  and  its  feathers  into  the  end  of  the  shaft,  and 
the  binding  of  the  whole  by  ferules  or  hoops  a  a.  From  these  views  we 
understand,  that  this  shaft  is  a  long  octagonal  shaft  of  wood,  oak  or  pine, 
of  which  Uie  ends  are  rounded  and  slightly  conical.  The  spindles  B,  which 
are  let  into  the  ends,  are  cast  with  four  feathers  or  wings  e.  The  tail-piece. 
h  is  by  many  millwrights  omitted.  The  ends  of  the  beam  are  bored  for 
the  spindle,  and  grooved  to  receive  the  feathers  ;  the  casting  is  then  driven 
into  its  place,  hooped  with  hot  ferules,  and  after  this  hard-wood  wedges  are 
driven  in  on  each  side  of  the  feathers,  and  iron  spikes  are  sometimes  driven 
into  the  end  of  the  wood. 

Figs.  4, 5, 6,  represent  different  views  of  a  cast  iron  shaft  of  a  water-wheel. 
Fig.  4  is  an  elevation  of  the  shaft,  with  one  half  in  section  to  show  the  form 
of  the  core;  flg.  5,  an  end  elevation ;  fig.  6,  a  section  on  the  line  ce  across  the 
centre.  The  body  is  cylindrical  and  hollow,  and  is  cast  with  four  feathers 
c  c,  disposed  at  right  angles  to  each  other,  and  of  an  external  parabolic  out^ 
line.  Near  the  extremities  of  these  feathers  four  projections  are  cast,  for  the 
attachment  of  the  bosses  of  the  water-wheel.  These  projections  are  made 
with  facets,  so  as  to  form  the  comers  of  a  circumscribing  square,  as  shown 
in  fig.  5,  and  they  are  planed  to  receive  the  keys  by  which  they  are  fixed 
to  the  naves  which  are  grooved  to  receive  them.  The  shaft  is  cast  in  one 
entire  piece,  and  the  journals  are  turned. 

Fig.  227  represents  the  sec-  ■ 
tion  of  aportion  of  awater-wheel, 
with  a  cast  iron  shaft,  in  use  in  , 
this  country,  in  which  stifEhess  is 
given  to  the  wheel  by  wooden 
trusses,  and  a  tensional  strain  is 
given  to  the  centre  of  the  shaft. 
These  shafts  are  cast  circular  in 
two  lengths  connected  at  the  cen- 
tre, with  circular  bosses  on  which 
the  naves  of  the  wheel  are  keyed. 

When  the  load  upon  a  shaft 
is  not  central  between  the  bearings,  the  size  of  the  journals  should  be  pro- 
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portioned  to  the  weight  it  will  he  required  to  eopport,  which  will  be  in- 
versely as  their  distance  from  the  centre  of  pressure. 

Fig.  228  represents  the  fly-wheel  shaft  of  a  stationary  engine.      The 
parts  of  least  diameter  are  the  journale ;  their  length  is  1 J  times  the  diam- 


Fie.  fit. 


eter ;  the  centre  of  the  shaft  is  enlarged  to  receive  the  hub  of  the  fly-wheei, 
and  for  convenience  in  driving  the  keys.  Shafts  of  this  form  are  mostly 
of  wrought  iron,  the  redaction  being  made  by  steps,  as  a  convenience  in 
Bwedging.     Fig.  229  is  a  plan  of  the  crank,  from  the  wheel  side. 

The  torsional  strain  on  a  shaft  is  as  the  power  transmitted  through  it. 
It  is  evident,  power  being  weight  multiplied  by  velocity,  that  the  greater 
the  velocity  of  the  shaft,  the  less  the  strain  to  transmit  the  same  amount 
of  power ;  and  it  is  the  modem  practice  to  drive  the  shafts  at  high  veloci- 
ties, and  reduce  the  weight  of  the  geering.  In  first  movers,  the  strain  is 
often  compound ;  and  when  the  journals  bear  but  little  transverse  strain, 
the  determination  of  their  size  must  depend  entirely  on  their  capacity  to 
resist  torsion.  The  formula  given  in  the  Practical  Draughtsmcm  for  de- 
termining the  proper  diameter  is  : 


V- 


RP 


X  a 


C  being  for  caet  iron,  1st  movers,  419  ;  2d,  206 ;  3d,  106. 
"  wr'ght"     "        "        349;    "   134;     "     67.6. 

Which  formula  is  simplified  and  tabellated,  so  that  it  is  only  necessary 
to  divide  the  number  or  revolutions  of  the  shaft  by  the  horse  power,  and 
■find  the  diameter  corresponding  to  the  quotient  in  the  table. 
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TtMs  qfdicemet&Piifor  shaft  jownals,  ctdcvlated  with  reference  to  torsional 
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JSiftm^Ze.— What  muet  be  the  diameter  of  the  journal  of  .a  wrought  iron 
first  mover,  transmitting  30  horse  power,  and  making  50  revolutions  per 
minute  ? 

1.667  in  the  table  is  intermediate  between  1.932  and  1.497,  corresponding 
to  5  and  5^,  and  should  be  about  5|  inches. 

It  is  the  common  practice  to  make  wrought  iron  2d  and  3d  movers  of 
an  imiform  diameter,  without  reduction  at  the  journal ;  the  shaft  is  pre- 
vented from  sliding  endways  hy  collars  keyed  on.  The  usual  length  of 
main  shafts  is  from  7  to  10  feet  between  bearings  ;  and  that  they  may  run 
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smooth,  and  not  spring  intermediately,  it  is  desirable  that  they  shonld 
never  be  less  than  2  inches  diameter,  and  tliat  the  pulleys  or  geers  through 
which  the  power  is  transmitted  to  the  next  mover  or  to  the  machine  should 
be  as  near  as  possible  to  the  bearing. 

Fig.  230  represents  a  line  of  shafting.  A  is  an  upright  shaft ;  a  a. 
bevel-geers ;  h  b,  bearings  for  the  shaft ;  c,  coupling  or  connection  of 
the  several  pieces  of  shafting.  These  shafts  are  intended  to  be  of  wrought 
iron.  1^0  reduction  is  made  for  the  journal,  no  bosses  for  pulleys  or  geers. 
As  the  power  is  distributed  from  this  line  of  shafting,  the  torsional  strain 
diminishes  with  the  distance  from  the  bevel-geers  or  first  movers,  and  the 


diameter  of  each  piece  of  shafting  may  be  reduced  consecutively,  if  neces- 
sary ;  but  uniformity  will  generally  be  found  to  be  of  more  importance 
than  a  small  saving  of  iron.  The  drawing  given  is  of  a  scale  large  enough 
to  order  shafting  by,  but  the  dimension,  should  be  written  in.  It  is  often 
usual  in  the  order  to  the  machinists  merely  to  give  the  lengths  of  the  shalta 
and  diameters  as  thus  : 

X  ^  8  ft.  X  8  ft.  ^  X  6  ft.  ^  X 
The  X  marks  represent  the  bearings  ;  the  joints  or  couplings  are  generally 
made  near  the  bearings,  and  it  is  also  usual  to  bring  the  pulleys  as  near 
the  bearings  as  possible.  It  frequently  happens,  therefore,  that  the  coup- 
ling and  pulley  are  needed  at  the  same  point ;  to  remedy  this,  as  the  posi- 
tion of  the  pulley  depends  on  the  machine  which  it  is  required  to  drive,  it 
frequently  cannot  be  moved  without  considerable  inconvenience  or  loss  of 
room;  the  shaft  will  have,  therefore,  to  be  lengthened  or  shorlcned,  to 
change  position  of  coupling ;  or  better,  the  coupling  and  pulley  may  be 
made  together. 

BEAEmOS   OE   SUPPORTS  POR  THE   JOURNALS   OF   SHAM'S, 

JF'or  v^Hght  shafts. — Footstep  or  st&p  for  an  v/pngKt  shaft. — Fig.  231 
represents  an  elevation  ;  fig.  232,  a  plan  of  the  step.  It  consists  of  a  foun- 
dation or  bed-plate  A,  a  box  B,  and  a  cap  or  socket  C.  The  plate  A  is 
firmly  fastened  to  the  base  on  which  it  rests ;  in  the  case  of  heavy  shafts, 
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often  to  a.  base  of  granite.     The  box  B  is  placed  on  A,  the  bearing  surface 
being  accurately  bevelled,  and  fitted  either  by  planing  or  chipping  and 


filing  ;  h,  h,  h,  are  what  are  commonly  called  chipping-pieces,  which  are  the 
bearing  surfaces  of  the  bottom  of  B.     A  and  B  are  held  together  by  two 


N 


BorewB ;  the  holes  for  these  are  cut  oblong  in  the  one  plate  at  right  angles 
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to  those  of  the  other  ;  this  admits  of  the  movement  of  the  hox  in  two  direc- 
tions to  adjust  nicely  the  lateral  position  of  the  shaft,  after  which,  by 
means  of  the  screws  the  two  plates  are  clamped  firmly  to  each  other,  0, 
the  cup  or  bushing,  whieli  should  be  made  of  brass,  sHps  into  a  socket  in 
B.  Frequently  circular  plates  of  steel  are  dropped  into  the  bottom  of 
this  cup  for  the  step  of  the  shaft.  The  cup  0,  in  case  of  its  sticking  to  the 
shaft,  will  revolve  with  the  shaft  in  the  box  B ;  if  plates  are  used,  these 
also  admit  of  movement  in  the  cup. 

Pig.  233  represents  the  elevation  of  a  bearing  for  an  upright  shaft,  in 
which  the  shaft  is  held  laterally  by  a  box  and  bracket  above  the  step.  The 
step  B  is  made  larger  than  the  shaft,  so  as  to  reduce  the  amount  of  wear 
incident  to  a  heavy  shaft.  The  end  of  the  ehatt,  and  the  cup  containing 
oil,  are  shown  in  dotted  line.  The  bed-plate  A  rests  on  pillars,  between 
which  is  placed  a  pillow-block  or  bearing  for  horizontal  shaft. 

Figs.  234,  235,  represent  the  elevation  and  vertical  section  of  the  sus- 
pension bearing  used  by  Mr.  Boyden  for  the  support  of  the  shaft  of  his  tur- 
bine wheels.  It  having  been  found  difficult  to  supply  oil  to  the  step  of  such 
wheels,  it  was  thought  preferable  by  him  to  suspend  the  entire  weight  of 
wheel  and  shaft,  where  it  could  be  easily  attended  to.  The  shaft  (see  sec- 
tion) is  cut  into  necks,  which  rest  on  corresponding  projections  cast  in  the 


box  J  /  the  spaces  in  the  box  are  made  somewhat  larger  than  the  necks  of 
the  shaft,  to  admit  of  Babbitting,  as  it  is  termed,  the  box ;  that  is,  the  shaft 
being  placed  in  its  position  in  the  box.  Babbitt,  or  some  other  sort  metal 
melted,  is  poured  in  roimd  the  shaft,  and  in  this  way  accurate  bearing  sur- 
faces are  obtained ;  projections  or  holes  are  made  in  the  box  to  hold  the 
metal  in  its  position.  The  box  is  suspended  by  lugs  5,  on  gimbals  e,  simi- 
lar to  those  used  for  mariners'  com-passes,  which  give  a  flexible  bearing, 
80  that  the  necks  may  not  be  strained  by  a  slight  sway  of  the  shaft.     The 
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e  support  the  gimbals,  consequently  the  shaft  and  wheel ;  ty  tliese 
screws  the  wheel  can  be  raised  or  lowered,  so  as  to  adjust  its  position  accu- 
rately ;  beneath  the  box  will  be  seen  a  movable  collar,  to  adjust  the  lateral 
position  of  shafts. 

Pigs.  236,  237  are  the  plan  and  elevation  for  the  etep^  or  rather  guide 
(as  it  bears  no  weight),  of  the  foot  of  the  shaft  of  these  same  turbines. 
The  ^ate  A  is  firmly  bolted  to  the  floor  of  the  wheel-pit ;  the  cushions,  0, 
holding  the  shaft,  are  either  wooden  or  cast  iron,  and  admit  of  lateral  ad- 


justment by  the  three  sets  of  set-ecrews.  "Wooden  steps  are  often  used  to 
support  the  shafts  of  the  smaller  horizontal  wheels  beneath  the  surface  of 
the  water ;  the  fibres  of  the  wood  are  placed  vertically,  ^d  afford  a  very 
excellent  bearing  surface.  When  cast  iron  or  steel  is  used  for  the  step,  it 
is  usual  to  encase  the  box,  and  supply  oil  by  leading  a  pipe,  sufBciently  high 
above  the  surface  of  the  water,  to  force  the  oil  down. 

For  long  upright  shafts,  it  is  very  usual  to  suspend  the  upper  portion 
by  a  suspension  box,  and  to  run  the  lower  on  a  step,  connecting  the  two 
portions  by  a  loose  sleeve  or  expansion  coupling,  to  prevent  the  unequal 
mashing  of  the  bevel  wheels,  incident  to  an  alteration  of  the  length  of  shaft 
by  variations  of  temperature.  The  suspension  is  frequently  made  by  a 
single  collar  at  the  top  of  the  shaft. 

"When  a  horizontal  shaft  is  supported  from  beneath,  its  bearing  is  usu- 
ally called  a  pillow  or  plumber-iloek,  or  sta/nda/fd^  if  suspended,  the  sup- 
ports are  called  hcmgers. 

rigs.  238,  239  are  the  elevation  and  plan  of  a  pillow-block.  It  consists 
of  a  base  plate  A,  the  body  of  the  block  B,  and  the  box  0,  The  plate,  as 
in  the  step,  is  bolted  securely  to  its  base  ;  the  surface  on  which  the  block 
E  rests  being  horizontal.  A  and  B  are  connected  by  bolts  passing  through 
oblong  holes,  so  as  to  adjust  the  position  in  either  direction  laterally.  The 
10 
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box  or  bush  C  is  of  brass,  in  two  parts  or  halves,  extending  through  the 
block,  and  forming  a  collar  by  which  it  ia  retained  in  its  place.    The  cap  of 

Ffg.    288 


the  block  is  retained  by  the  screws  ooo;  in  the  figure  there  are  two  screws 
on  one  side  and  one  on  the  other ;  often  four  are  used,  two  on  each  side, 
but  most  frequently  but  one  on  each  side. 


PEOJECnONS   OF  A  STAMDAED. 

Plate  S. — ^The  standard  is  simply  a  modification  of  the  piUow-bloeb, 
being  employed  for  the  support  of  horizontal  shafts  at  a  considerable  dis- 
tance above  the  foundation-plate.  Fig.  1  is  a  front  elevation ;  fig.  2,  a 
plan  ;  and  fig,  3,  an  end  elevation  of  a  standard.  Like  the  pillow-block, 
the  plate  A  is  fastened  to  the  foundation  itself,  and  the  upper  surface  is 
placed  perfectly  level  in  both  directions.  On  these  bearing  surfaces  aaa 
the  body  of  the  standard  rests,  and  can  be  adjusted  in  position  horizontally, 
and  then  clamped  by  screws  to  the  foundation-plate,  or  keyed  at  the  ends. 
Fig.  4  is  a  plan  of  tlie  upper  part  of  the  standard  with  the  cover  off,  show- 
ing the  form  of  the  box,  with  a  babitted  bearing  eurfaee. 

Whilst  drawing  the  front  elevatioiij  mark  off  on  figs,  3  and  i  tie  out- 
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lines  of  all  such  parte  as  are  immediately  traneferable  by  the  help  of  the 
ECLuare  and  compasses,  from  one  figure  to  tlie  other.  The  outline  e  h  and 
fl  are  arcs,  whose  centres  lie  in  e/"  produced,  and  pass  through  the  pointe 
e,  k  andy^,  I.  To  find  the  projection  of  this  arc  upon  the  plan  (fig.  2),  draw 
through  any  points  m  and  n,  taken  at  pleasure  upon  the  arc  e  k  (fig,  3),  the 
horizontals  m-m,  n  n,  and  through  «i  and  n  (fig.  1)  draw  m  m  and  n  n  paral- 
lel to  C  D,  then  set  off  the  distances  o  m  and^  n  (fig.  3)  to  the  corresponding 
points  on  the  lower  side  of  centre  line  M  N  (fig.  2} :  thus  the  curve  emnk 
will  be  determined.  By  a  similar  method  the  curve  cfnn'  will  be  ob- 
tained, as  also  the  projections  of  all  such  arcs  as  are  denoted  hj  rq  (fig.  3). 

To  draw  on  fig.  3  the  s  t  h  (fig.  3),  which  is  the  line  of  penetration  of 
two  cylinders,  a  similar  construction  to  the  preceding  may  be  adopted. 
But  to  avoid  drawing  too  many  lines  on  the  figures,  this  projection  is  con- 
structed (see  fig.  5)  on  another  part  of  tho  sheet,  in  which  s  t  h'  represent 
the  plan  of  Uie  curve  s  t  h  (fig.  2),  and  h-v^  t  the  elevation,  as  at  fig.  1. 
Divide  hv^  t  into  any  number  of  equal  parts ;  let  fall  perpendiculars  h.  h' 
v^v' . . .  from  the  points  of  division,  and  horizontal  and  parallel  lines  A  h, 
-0*  D  . . . ;  lay  off  on  each  side  from  the  half  chords  made  on  the  semicircle, 
and  we  have  the  curve  hv  tv  s,  which  may  easily  be  transferred  to  its 
position  in  fig.  3. 

It  will  be  observed,  that  one  side  of  the  elevation  (fig.  1)  is  represented 
as  broken  ;  this  is  often  done  in  drawing,  when  the  sides  are  uniform,  and 
economy  of  space  on  the  paper  is  required. 
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i  or  hangers  for  horizontal  shafte  are  divided  into 
two  general  classes — side  hangers  (figs.  240,  241),  and  sprawl  hangers 
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(plate  XI.,  fig.  1) ;  the  figures  will  eiifficiently  explain  the  distinction.  The 
side  hanger  is  the  more  convenient  when  it  is  required  to  remove  the  shaft, 
and  when  the  strain  is  in  one  direction,  against  the  upright  part ;  they  are 
generally  used  for  the  smaller  shafts,  but  sprawl  hangers  affording  a  more 
firm  support  in  both  directions,  are  used  as  supports  for  all  the  heavier 
shafts.  Hangere  are  bolted  to  the  floor  timbers,  or  to  strips  placed  to  sus- 
tain them,  the  centres  of  the  boxes  being  placed  accurately  in  line,  both 
horizontally  and  laterally. 

Plate  XI. — Fig,  1  represents  the  elevation  of  a  sprawl  hanger ;  flg.  2, 
the  plan  Idoking  from  above,  with  cover  of  box  off ;  fig.  3,  a  section  on 
the  line  A  B,  fig.  1. 

rig,  4  represents  the  elevation  of  a  bracket,  or  the  support  of  a  shaft 
bolted  to  an  upright ;  the  box  is  movable,  and  is  adjusted  laterally  by  the 
set-screwB.  Pig.  5  is  a  front  elevation  of  the  back  plate  cast  on  the  post ; 
it  wiR  be  seen  that  the  holes  are  oblong,  to  admit  of  the  vertical  adjust- 
ment of  the  bracket.  Fig.  6  is  a  side  elevation  of  the  box  ;  fig.  7,  a  sec- 
tion lengthways,  showing  aperture  for  grease,  and  the  points  which  retain 
the  babbit-metal  lining  in  its  place ;  fig.  8  is  a  plan  of  the  bottom  half  of 
the  box  ;  fig.  9,  plan  of  the  top. 

Fig.  243  represents  difi'erent  views  of  what  may  be  called  a  yoker 
hamger.  Fig.  1  is  a  front  and  flg,  2  a  side  elevation ;  fig.  3  a  plan  of  the 
hanger,  looking  up ;  and  flg.  i  a  plan  of  the  yoke,  looking  down  upon  it. 
A  is  the  plate  which  is  fastened  to  the  beam,  E  is  the  yoke,  and  B  the  stem 
of  the  yoke,  cut  with  a  thread  so  as  to  admit  of  a  vertical  adjustment ;  the 
box  D  of  the  shaft  C  is  supported  by  two  pointed  set-screws  passing  through 
the  jaws  of  the  yoke ;  this  affords  a  very  flexible  bearing,  and  a  chance  for 
lateral  adjustment. 

Couplings  are  the  connectjons  of  shafts,  and  are  varied  in  their  con- 
struction and  proportions  often  according  to  the  mere  whim  of  the  me- 
chanic making  them. 

The  Face  Coupling  (flg.  342)  is  the  one  in  most  general  use  for  the  con- 
necting of  wrought  iron  shafts ;  it  consists  of  two  plates  or  discs  with  long 
strong  hubs,  through  the  centre  of  which  holes  are  accurately  drilled  to 
flt  the  shaft ;  one-half  is  now  drawn  on  to  the  shaft,  and  tightly  keyed  ; 
the  plates  are  faced  square  with  the  shaft,  and  the  two  faces  are  brought 
together  by  bolts.  The  number  and  size  of  the  bolts  depend  upon  the  size 
ot  the  shaft,  never  less  than  4  for  shafts  lees  tlian  3  inches  diameter,  and 
more  as  the  diameter  increases ;  the  size  of  the  bolts  varies  from  |  to  IJ  in. 
in  diameter.  The  flgure  shows  a  usual  proportion  of  parts  for  shafts  of 
from  2  to  5  inches  diameter  ;  for  larger  than  these,  the  proportion  of  the 
diameter  of  the  disc  to  tiiat  of  the  shaft  is  too  large. 
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Fig,  243  is  a  rigid  eleeTe  coupling  for  a  cast  iron  shaft ;  it  consists  of  a 
eolid  hub  or  ring  of  east  iron  hooped  with  wronght  iron ;  the  shafts  are 
made  with  bosses,  the  coupling  is  slipped  on  to  one  of  the  shafts,  the  ends 


of  the  two  are  then  brought  together ;  the  coupling  is  now  slipped  back 
over  the  joint,  and  firmly  keyed.     This  is  an  extremely  rigid  connection. 


1 


Fig,  244  is  a  screw  coupling,  a  very  neat  and  excellent  rigid  coupling, 
for  the  connecting  of  wrought  iron,  more  especially  tlie  lighter  kinds.  It 
will  be  observed  that  this  coupling  admits  of  rotation  but  in  one  direction, 
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the  one  tending  to  bring  the  ends  of  the  shafts  towards  each  other,  the 
reverse  motion  tends  to  unscrew  and  throw  tliem  apart,  and  uncouple 
them. 

Fig.  245  is  a  clamp  coupling  for  a  square  shaft. 

In  many  eases  it  occurs  that  rigid  couplings,  such  aa  we  have  given, 
are  objectionable  ;  they  necessarily  imply  that,  to  run  with  the  least  strain 


Fig,  218. 


i,  the  bearings  should  be  in  accurate  Hne ;  any  displacement  involves 
the  sprin^ng  of  the  shaft,  and  if  considerably  moved,  fracture  of  shaft  or 
coupling.  "Wherever,  then,  from  any  cause  the  alUgnment  cannot  be  very 
nearly  accurate,  some  coupling  that  admits  of  lateral  movement  should  be 
adopted.  The  simplest  of  these  is  the  Joe  or  de&oe  coupling  (fig.  246), 
sliding  over  the  end  of  two  sq^uare  shafts,  keyed  to  neither,  but  often  held 


Fig,  841 

in  place  by  a  pin  passing  through  the  coupling  into  one  of  the  shafts.  For 
round  shafts,  the  loose  sleeve  coupling  is  a  pipe  or  hub,  generally  4  to  6 
times  the  diameter  of  the  shaft  in  length,  sliding  on  keys  fixed  on  either 
shaft. 

Fig.  247  represents  a  Twrmd  coupling.  The  two  parts  of  the  coupling 
are  counterparts  of  each  other,  each  firmly  keyed  to  its  respective  shaft, 
but  not  fastened  to  each  otlier  ;  the  horns  of  the  one  slip  into  the  spaces 
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of  the  other ;  if  the  faces  of  the  horns  are  accurately  fitted,  it  affords  an 
excellent  coupling,  and  is  not  perfectly  rigid. 

It  often  happens  that  some  portion  of  a  shaft  or  machine  ie  required  to 
be  stopped  whilst  the  rest  of  the  machinery  continues  in  motion.  It  is 
evident  that,  if  one  half  of  a  homed  coupling  be  not  keyed  to  the  shaft,  but 
permitted  to  slide  lengthways  on  the  key, — the  key  being  fixed  in  the 
shaft,  forming  in  this  case  what  is  more  usually  called  a  feather, — by  elid- 
ing back  the  half  till  the  horns  are  entirely  out  of  the  spaces  of  the  other 
half,  communication  of  motion  will  cease  from  one  shaft  to  the  other. 

Couplings  are  made  on  this  principle,  called  slide  or  clutch  couplings. 
As  usually  the  motion  is  required  but  in  one  direction,  the  more  general 
form  of  this  coupling  is  given  in  fig.  249.  A  represents  the  half  of  the 
coupling  that  is  keyed  to  the  shaft,  B  the  sliding  half,  c  the  handle  or  lever 
which  communicates  the  sliding  moTement ;  the  upper  end  of  the  lever 
terminates  in  a  fork,  enclosing  the  hub  of  the  coupling,  and  fastened  by 
two  bolts  or  pins  to  a  collar  c'  round  the  neck  of  the  hub ;  5  is  a  box 
or  bearing  for  the  shaft  A  to  support  B ;  the  end  of  the  shaft  extends 
a  slight  distance  into  the  coupling  A.  It  will  be  observed  that  the 
horns  are  ratchet-shaped  ;  by  this  form  motion  can  be  transmitted  but  in 
one  direction  ;  but  should  it  be  necessary  to  reverse  the  motion,  it  is  ne- 
'  that  the  horns  of  the  coupling   be  square.      Shafts   cannot  be 


Fig,  2M.  Fig.  Ml. 

.  with  this  form  of  coupling  while  the  shaft  is  in 
rapid  motion,  without  great  shock  and  injury  to  the  ma- 
chinery. To  obviate  this,  other  forms  of  coupling  are  re- 
quisite ;  one  of  these  is  represented  (fig.  250).  On  the  shaft 
B  is  fixed  a  drum  or  pulley,  which  is  embraced  by  a  friction  L. 
band  as  tightly  as  may  be  found  necessary ;  this  band  consists  of  two  straps 
of  iron,  clamped  together  by  bolts,  leaving  ends  projecting  on  either  side ; 
the  portion  of  the  coupling  on  the  shaft,  A  is  the  common  form  of  laycmet 
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clutch  ;  the  part  c  c  is  fixed  to  the  shaft,  and  affords  a  gnide  to  the  prongs 
or  bayonets  5  5,  as  they  slide  in  and  out.  Slipping  these  prongs  forward, 
they  are  thrown  into  geer  with  the  ears  of  the  iriction  band  ;  the  shaft  A 
being  in  motion,  the  band  slips  round  on  its  pulley  till  the  friction  becomes 
equal  to  the  resistance,  and  the  pulley  gradually  attains  the  motion  of  the 
clutch. 

But  of  all  slide  couplings  to  engage  and  disengage  with  the  least  shock, 
and  at  any  speed,  the  friction  cone  coupling  (flg,  251)  is  by  far  the  best. 
It  consists  of  an  exterior  and  interior  cone,  a,  Jy  a  is  fastened  to  the  shaft 
A,  whilst  h  slides  in  the  usual  way  on  the  feather/  of  the  shaft  B ;  press- 
ing h  forward,  its  exterior  surfece  is  brought  in  contact  with  the  interior 
conical  surface  of  a;  this  should  be  done  gradually;  tlie  surfaces  of  the 
two  cones  slip  on  each  other  till  the  friction  overcomes  the  resistance,  and 
motion  is  transmitted  comparatively  gradually,  and  without  danger  to  the 
machinery.  It  must  bo  observed,  that  the  longer  the  taper  of  the  cones, 
the  more  difficult  the  disengagement ;  but  the  more  blunt  the  cones,  the 
more  dii&cult  to  keep  the  surfaces  in  contact.  From  the  table  given,  page 
116,  it  will  be  seen  that  the  limiting  angle  of  resistance  for  surfaces  of  cast 
iron  upon  cast  iron  is  8°  39',  and  this  angle  with  the  line  of  shaft  will  give 
a  very  good  angle  for  the  surfaces  of  the  cones  of  this  material.  When 
thrown  into  geer,  the  handle  of  the  lever  or  shvp^p&r  is  sUpped  into  a  notch, 
that  it  may  not  be  thrown  out  by  accident. 

Pulleys  are  used  for  the  transmission  of  motion  from  one  shaft  to 
another  by  the  means  of  belts ;  by  them  every  change  of  velocity  may  be 
effected.  The  speed  of  the  two  shafts  will  be  to  each  other  in  the  inverse 
ratio  of  the  diameter  of  tlieir  pulleys.  Thus,  if  the  driving  shaft  make  100 
revolutions  per  minute,  and  the  driving  pulley  be  18  inches  in  diameter, 
whilst  the  driven  pulley  is  12  inches,  tlien, 

12  :  18  ::  100  :  150; 

that  is,  the  driven  shaft  will  make  150  revolutions  per  minute.  Where 
there  is  a  succession  of  shafts  and  pulleys,  to  find  the  velocity  of  the  last 
driven  shaft : — Multiply  together  all  the  diameters  of  the  driving  pulleys 
by  the  speed  of  the  first  shaft,  and  divide  the  product  by  the  product  of 
the  diameters  of  aU  the  driven  pulleys. 

Pulleys  are  made  of  cast  iron  and  of  every  diameter,  from  3  in.  np  to  20 
ft.  The  number  of  arms  vary  according  to  the  diameter ;  for  less  than  8  in. 
diameter  ihe plate  pulley  is  preferable  (fig.  252) ;  that  is,  tlie  rim  is  attached 
to  the  hub  by  a  plate ;  for  pulleys  of  larger  diameters,  those  with  arms 
are  used,  never  less  than  4  in  number.     The  arms  are  made  either  straight 
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(flg.  253),  or  curved  (fig.  254).  When  large  pulleys  are  caet  entire,  it  ie 
better  that  the  arms  should  be  curred  to  admit  of  contraction  in  cooling ; 
for  the  smaller  it  is  unimportant. . 


Fig.  255  represents  a  portion  of  the  elevation  of  a  pulley  sufficient  to 
show  the  proportion  of  the  several  parts,  and  fig.  356  a  section  of  the  same. 

Fig.  25S. 


The  parts  may  he  compared  proportionately  with  the  diameter  of  shaft ; 
thus  the  thickness  of  the  hub  is  about  i  the  diameter  of  the  shaft,  this  pro- 
portion is  also  used  for  the  hubs  of  coupHngs  ;  the  width  of  the  arms  from 
f  to  full  diameter  ;  the  thickness  half  the  width  ;  the  thickness  of  the  rim 
from  ^  to  ^  tile  diameter ;  the  length  of  hub  the 
same  as  the  width  of  face. 

Fig.  267  represents  a  faced  couphng  pulley, 
an  expedient  sometimes  adopted  when  a  joint  oc- 
cure  where  a  pulley  is  also  required,  the  two  are  ^e-  ^sr. 

then  combined  ;  the  pulley  is  cast  in  halves—two  plate  pulleys,  with  f 
at  the  side  instead  of  central,  faced  and  bolted  together. 
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"Wooden  pulleys  are  commonly  called  drrums ;  these  are  now  but  boI- 
dom  used  except  for  pulleys  of  very  wide  face.  Fig,  258  represents  one 
form  of  construction  in  elevation  and  longitudinal  section.     It  consists  of 


Fig.  253. 

two  cast  iron  pulleys  A  A,  or  spiders,  with  narrow  rims  ;  they  are  keyed 
on  to  the  shaft  at  the  required  distance  from  each  other,  and  plank  or  lag- 
ging is  bolted  on  the  rims  to  form  the  face  of  the  drum ;  the  heads  of  the 
bolts  are  sunk  beneath  the  surface  of  the  lagging,  and  the  face  is  turned. 

Fig.  259  represents  a  wooden  pulley  which  may  be  termed  a  wooden 
plate  pulley.  The  plato  consists  of  sectors  of  inch  boards  firmly  glued  and 
nailed  together,  the  joints  of  the  boards  being  always  broken.  The  face 
is  then  formed  in  a  similar  way,  by  nailing  and  gluing  arcs  of  board  one 
to  another  to  the  req^uired  width  of  face ;  these  last  should  be  of  clear 
sfcufE".  The  whole  is  retained  on  the  shaft  by  an  iron  hub,  cast  with  a  plate 
on  one  side,  and  another  separate  plate  sliding  on  to  the  hub  ;  the  hub  is 
placed  in  the  centre  of  the  pulley,  the  two  plates  arc  brought  in  contact 


Fig.  259. 


Fig.  aea 


with  the  sides  of  the  pulley,  and  bolted  through  ;  the  face  of  the  pulley  is 
now  turned  in  the  lathe.  A  similar  arrangement  of  hub  is  used  for  the 
hanging  of  grindstonea. 

Cone  pulleys  are  used  to  change  the  speed  of  the  driven  shaft.     Fig. 
260  represents  a  cone  pulley  with  its  hangers ;  on  the  machine  there  is  a 


,y  Google 


DRA'WING  OF  MAOHIHBBr, 


155 


Bimilar  set,  but  with  enda  reversed ;  that  ie,  the  large  end  of  the  hanging 
or  diiving-puUey  connects  with  the  small  end  of  the  pulley  on  the  machine. 
At  this  time  the  maximum  of  velocity  is  attained  on  the  driven  shaft ;  but 
if  the  belt  is  at  the  opposite  end,  small  puUey  on  to  a  large  one,  the  speed 
is  the  minimum,  the  speed  of  the  shafts  being  in  the  inverse  ratio  of  the 
diameters  of  tlieir  pulleys.  By  this  arrangement  speed  may  be  varied 
within  any  reCLuired  limit.  It  is  not  necessary  that  the  two  pulleys  should 
be  counterparts  of  each  other,  but  only  that  such  proportions  should  be 
preserved,  that  the  belt  may  be  tight  on  whatever  set  it  is  placed. 

The  width  of  the  face  of  the  pulley  depends  upon  the  width  of  the  belt 
necessary  to  transmit  the  power  ;  it  should  exceed  by  about  half  an  inch 
on  each  side  the  width  of  the  belt  for  the  ordinary  sizes.  To  determine  the 
width  of  the  belt,  determine  first  as  near  as  possible  the  power  required  to 
be  transmitted.  The  strain  on  the  belt  is  determined  by  dividing  the 
power  to  be  transmitted  by  the  velocity ;  thus,  if  a  belt  moving  at  a  velo- 
city of  1500  feet  per  min.  be  required  to  transmit  5  horse  powei' ;  that  is, 

38000  X  5  =  165000  lbs.  ft. ;  then  ■  .,  ^-r^-  =  110  lbs.,  the  stram  on  the  belt 
1500 

to  convey  the  power.  In  addition  to  this  strain,  it  must  be  remarked,  that 
the  belt  is  stretched  on  the  pulleys,  so  that  it  does  not  slip  while  con- 
veying the  power.  The  strain  given  above  may  be  considered  approxi- 
mately as  the  difference  of  tension  between  the  two  sides.  Morin  gives  the 
following  Table  to  determine  the  strain  on  each  side  of  the  belt. 
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0 

70 

9.0O 
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8,48 

fi.82 

0 

so 

12.34 

laea 

4.09 

6,TS 

DM 

10,90 

14.27 

4.SI 

B.5J 

l.» 

33,14 

19,16 

0.81 

10.69 

A^Ucation  of  the  table. — Find  in  the  table  the  value  of  K  according 
to  the  given  circumstances ;  from  this  number  subtract  unit  or  one,  and 
divide  the  strain  on  the  belt  to  convey  the  power  by  this  remainder,  and 
the  quotient  will  be  the  minimum  tension  or  that  on  the  slack  side.     Add 
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to  this  quotient  10  per  cent,  for  friction  due  to  shafting,  or  other  causes. 
The  tension  on  the  leading  or  tight  belt  will  be  the  above  product  added 
to  the  strain,  as  given  by  the  power  required  to  be  conveyed. 

Applying  this  to  the  example  above  of  a  straia  on  the  belt  of  110  lbs, 
with  the  ordinary  belt  embracing  i  or  0.50  of  the  circumference,  the  value 
of  K  in  the  table  is  2.41 ;  subtract  1.,  =  l.il ;  110  divided  by  1.41  =  78 
lbs.; 

78  +  10  per  cent,  or  78  +  7.8  =  85.8,  the  tension  on  the  slack  belt. 
85.8  +  110  =  195.8,  the  tension  on  the  tight  belt 

Good  belting  of  an  ordinary  thickness  of  -^  of  an  inch  should  sustain 
a  strain  of  50  lbs.  per  inch  of  width  vrithout  risk,  and  without  serious  wear 
for  a  considerable  time.  Therefore,  in  the  example  above,  the  belt  mov- 
ing at  a  velocity  of  1500  feet  per  minute,  required  to  transmit  a  power  of 
195.8 
50 

For  the  engaging  and  disengaging  of  a  machine,  that  is,  for  putting  into 
or  out  of  motion,  the  aiTatigeraent  of  a  fast-and-loose  pulley  is  adopted  as 
simpler  and  better  than  the  clutches  before  given.  It  consists  merely  of  two 
pulleys  in  juxtaposition  on  the  same  axis,  one  fast,  the  other  loose,  so  that 
the  belt  which  transmits  the  motion  may  be  shifted  from  one  to  the  other. 
The  face  of  the  driving  pulley,  that  is,  the  one  on  the  driving  shaft,  ought 
to  be  equal  in  width  to  that  of  both  the  fast  and  loose  pulleys.  By  making 
the  face  of  the  pulleys  slightly  convex,  the  belt  is  prevented  from  slipping 
olF,  as  the  tendency  of  a  belt  is  always  to  the  larger  diameter. 

When  the  belt  is  shifted,  whilst  in  motion,  to  a  new  position  on  a  drum 
or  pulley,  or  from  fast  to  loose  puUey,  or  vice  versa,  the  lateral  pressure 
must  be  applied  on  the  advcmeing  side  of  the  belt,  on  the  side  on  which 
tlie  belt  is  approaching  the  pulley,  and  not  on  the  side  on  which  it  is  run- 
ning off.  It  is  only  necessary  that  a  belt,  to  maintain  its  position,  should 
have  its  advancing  side  in  the  plane  of  rotation  of  that  section  of  the  pulley 
on  which  it  is  required  to  remain,  without  regard  to  the  retiring  side.  On 
this  principle,  motion  may  he  conveyed  by  belts  to  shafts  oblique  to  each 
other.  Let  A  and  B  (fig.  261)  be  two  shales  at  right  angles  to  each  other, 
A  vertical,  B  horizontal,  so  that  die 
line  run  perpendicular  to  the  direction 
of  one  axis  is  also  perpendicular  to  the 
other,  and  let  it  be  required  to  connect 
them  by  pulleys  and  a  belt,  that  their 
direction  of  motion  may  be  as  shown  by  the  arrows,  their  velocities  will  be 
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as  3  of  A  to  3  of  B.  On  A  describe  the  circumference  of  the  pulley  pro- 
poeed  on  that  shaft ;  to  tiiie  circumference  draw  a  tangent  a  h  parallel  to 
■m  n,  this  line  will  be  the  projection  of  the  edge  of  the  belt  as  it  leaves  A, 
and  the  centre  of  tlie  belt  as  it  approaches  B ;  consequently,  lay  off  the 
pulley  b  on  each  side  of  this  line,  and  of  a  diameter  proportional  to  the 
velocity  required.  To  fix  the  position  of  the  pulley  on  A,  let  fig.  262  he 
another  view  taken  at  right  angles  to  fig,  261,  and  let  the  axis  B  have  the 
direction  of  motion  indicated  by  the  arrow,  then  the  circle  of  the  pulley 
being  described,  and  a  tangent  a'  V  drawn  to  it  perpendicular  to  the 
axis  B  as  before  determined,  the  position  of  the  pulley  on  the  shaft  A  is 
likewise 


Fig.  aea.  fij.  aea. 

The  positions  of  the  two  pulleys  are  thus  fixed  in  such  a  way,  that  the 
belt  is  always  delivered  by  the  pulley  it  is  receding  from,  into  the  plane  of 
rotation  of  the  pulley  towards  which  it  is  approaching.  If  the  motion  be 
reversed,  the  belt  will  ran  off ;  thus  (iig.  263),  if  the  motion  of  the  shaft  A 
is  reversed,  the  pulley  B  must  be  placed  in  the  position  shown  by  the 
dotted  lines. 

It  is  not  an  essential  condition  that  the  shafts  should  be  at  right  angles 
to  each  other  to  have  motion  transferred  by  a  belt.  They  may  be  placed 
at  any  angle  to  each  other,  provided  the  shafts  lie  in  parallel  planes,  so 
that  the  perpendicular  drawn  to  one  axis  is  perpendicular  to  the  other.  If 
otherwise,  recourse  must  be  had  to  guide-pulleys,  which  should  be  con- 
siderably convex  on  their  face. 

Ge&rmg. — ^The  term  geering,  in  general  sense,  is  apphed  to  all  arrange- 
ments for  the  transmission  of  power ;  it  is  also  used  in  a  particular  sense, 
as  toothed  geering. 

Toothed  geering  may  be  divided  into  two  great  classes — ^pw  and  hmel 
wheels.  In  the  former,  the  axes  of  the  driving  and  driven  wheels  are 
parallel  to  each  other ;  in  the  latter  they  may  be  situated  at  any  angle :  if 
of  equal  size  and  at  right  angles,  they  are  called  jn^Ve-geers. 

Sp'^i/r  wh^lsy  strictly  so  called,  consist  of  wheels  of  which  tiie  teeth  are 
disposed  at  the  outer  periphery  of  the  wheel  (plate  XIII.),  in  direction  of 
radii  from  their  centres. 
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Interned  geervng^  in  which  the  teeth  are  disposed  in  the  interior  peri- 
phery of  the  wheel,  in  direction  of  radii  from  their  centres  (plate  XYI). 

Raeh  geer  <md  pinion  are  employed  to  convert  a  rotatory  into  a  recti- 
linear motion,  or  vice  versa.  In  this  arrangement  the  pinion  is  a  spur- 
wheel,  acting  on  teeth  placed  along  a  straight  bar  (plate  XV.,  fig.  1.) 

JBevd-geering,  strictly  so  called,  consists  of  toothed  wheels  formed  to 
work  together  in  difierent  planes,  their  teeth  being  disposed  at  an  angle  to 
the  plane  of  their  faces  (plate  XIV.) 

Tnmdle-geer  or  wheel  is  constructed  by  inserting  the  extremities  of  a 
certain  number  of  cylindrical  pieces,  called  stows,  into  equi-distant  holes 
formed  near  the  circumferences  of  two  parallel  plates.  The  tnmdle  or  lan- 
tern is  in  mill-work  made  of  wood,  and  is  very  useful  when  iron  geere  can- 
not be  easily  got  or  repaired.  Tlie  trundle  may  be  used  either  with  a  spur 
wheel  to  transmit  motion  to  parallel  shafts,  or  with  face  or  crovm  wheels, 
to  transmit  motion  to  sliafts  at  right  angles  to  each  other.  Face  or  crown 
wheels  are  such  as  have  their  teeth  perpendicular  to  the  plane  of  their  taces. 
The  sides  of  the  teeth  should  be  radial,  the  outer  edges  cornered,  and  in- 
serted in  a  single  plate  or  disc,  instead  of  two  as  the  tnmdle. 

On  the  transmission  cfmodon. — ^The  velocity  of  rotation  of  a  driven 
wheel  depends  on  its  relative  diameter  to,  and  the  velocity  of  the  driving 
wheel  with  which,  it  is  connected,  Tlius,  if  the  diameter  of  the  driven 
wheel  be  one-half  that  of  the  driver,  then  the  driven  wheel  must  make  two 
revolutions  for  one  of  the  driver.  The  driver  is  often  called  a  leader,  the 
driven  a  follower.  Hence,  to  obtain  the  diameters  of  two  wheels  having 
the  distances  apart  :  Divide  the  distances  between  their  centres  into  parts, 
inversely  proportional  to  the  number  of  revolutions  which  the  wheels  are 
to  make  in  the  same  unit  of  time.  Thus,  let  A  and  B  (fig.  264)  be  the 
given  centres,  the  ratio  of  their  velocities  being  respectively  two  and  three  ; 
if  the  Hue  joining  the  centres  A  and  B  be  divided  into  2-1-3  =  5  equal 
parts,  that  is,  into  as  many  equal  parts  as  there  are  units  in  the  terms  of 
the  given  ratio,  the  radius  of  the  wheel  upon  A  will  contain  three  of  these 
paints,  and  the  radius  of  the  pinion  on  B  will  contain  the  remaining  two 
parts. 

In  determining  the  size  of  a  pair  of  bevels,  we  are  not,  however,  limited 
to  any  particular  diameters  as  when  the  axes  are  parallel ;  the  wheels  may 
be  made  of  any  convenient  sizes,  and  the  teeth  consequently  of  any  breadth, 
according  to  the  stress  they  are  intended  to  bear.  The  question  is  the  mode 
of  determining  the  relati/oe  sizes  of  the  pair ;  and  this  resolves  itself  into  a 
division  of  the  angle  included  between  the  two  axes  inversely  as  the  ratio  of 
their  angular  velocities.    Let  B  and  0  (fig.  265)  be  the  position  of  the  two 
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given  axes,  and  let  them  be  prolonged  till  they  meet  in  a  point  A.    Further, 
let  it  be  required  that  C  make  seven  revolutions  while  B  makes ^ow.   Prom 


any  points  J)  and  E  in  the  lines  A  B,  A  C,  and  perpendicular  to  them, 
draw  D  d  and  E  e  of  lengths  (from  a  scale  of  equal  parts)  inversely  as  the 
number  of  revolutions  which  the  axes  are  severally  required  to  make  in 
the  same  unit  of  time.  Thus,  the  angular  velocity  of  axis  B  being  4  {fig. 
265),  and  that  of  the  axis  C  being  7,  the  line  D  d  must  be  drawn  =  T,  and 
tlie  line  E  e  =  4.  Then  through  d  and  e  parallel  with  the  axes  A  B  and 
A  0  draw  d  o  and  ecdH  they  meet  in  c.  A  straight  line  drawn  from  A 
through  0  wiU  then  make  the  required  division  of  the  angle  B  A  C,  and 
define  the  line  of  contact  of  the  two  cones,  by  means  of  which  the  two  roll- 
ing frusta  may  be  projected  at  any  convenient  distance  from  A. 

Otherwise,  having  determined  the  relative  perimeters,  diameters,  or 
radii,  of  the  pair,  tlien  the  lines  D  d  and  E  «  are  to  each  other  directly  as 
these  qiiantities. 

The  point  0  may  also  be  found  more  directly  thus :  From  A  towards  C 
in  the  axis  A  0,  set  off  from  a  scale  as  many  equal  parts  {A^  as  there  are 
units  in  the  number  (7)  expressing  the  velocity  of  that  axis ;  from  the  point 
_/  draw  y  G  parallel  to  A  B,  and  set  off  from  the  same  scale  as  many  parts 
{/  c)  as  there  are  units  in  the  number  (4)  expressing  the  velocity  of  the 
axis  A  B  ;  then  a  line  drawn  from  A  through  c,  as  before,  will  divide  the 
angle  as  required. 

The  case  in  which  the  axes  are  neither  parallel  nor  intersecting  admits 
of  solution  by  means  of  a  pair  of  bevels  upon  an  intermediate  axis,  so 
situated  as  to  meet  the  othei-s  in  any  convenient  points. 
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"When  the  contiguity  of  the  shafts  is  such  as  to  permit  of  their  being 
connected  by  a  single  pair,  ekewed  bevels  are  sometimes  employed. 

Wben  the  axes  are  at  rigbt  angles  to  each  other,  and  do  not  intersect, 
the  wheel  and  screw  may  be  employed  to  connect  them.  The  velocity  of 
motion  is  in  this  arrangement  immediately  deduced  from  that  of  tile  screw, 
its  nnmber  of  tlireads,  and  the  number  of  teeth  in  its  geeriog  wheel.  Thus, 
if  it  be  required  to  transmit  the  motion  of  one  shaft  to  another  eontiguons, 
and  at  right  angles  to  it — the  angular  motions  being  as  20  to  1 ;  then,  if 
the  screw  be  a  single-threaded  one,  the  wheel  must  have  20  teeth ;  but  if 
double-threaded,  the  number  of  teeth  will  be  increased  to  40,  for  2  teeth 
will  he  passed  at  every  revolution.  If  the  velocities  be  as  2  to  1,  the  con- 
dition is,  that  the  screw  have  half  as  many  threads  upon  its  barrel  as  there 
are  teeth  on  the  wheel ;  and  if  1  to  1,  the  wheel  and  screw  lose  their  dis- 
tinctive characters :  both  become  many-threaded  screws  under  tlie  fonn 
of  wheels.  Wheels  of  this  sort  may  often  be  applied  with  pecuHar  advan- 
tage, especially  in  light  geering ;  and  when  so  applied,  it  is  not  essentially 
necessary  that  the  axes  bo  at  right  angles  to  each  other  any  more  than  it 
is  in  bevel-geer. 

If  the  screw  have  few  threads  compared  with  the  number  of  teeth  of 
the  wheel,  it  must  always  assume  the  position  of  driver  on  account  of 
the  obhquity  of  the  thread  to  the  axis ;  and  in  tliis  respect  its  action  is 
analogous  to  that  of  a  travelling  rack,  moving  endwise  one  tooth,  whilst 
the  screw  mates  one  revolution  on  its  axis. 

On  tkepitch  ofichsels. — The  primary  object  aimed  at  in  the  construc- 
tion of  toothed-geor  is  the  uniform  transmiasion  of  the  power,  supposing 
that  to  be  constant  and  equal.  Tliis  implies  that  the  one  wheel  ought  to 
conduct  the  other,  as  if  they  simply  touched  in  the  plane,  passing  through 
both  their  centres.     This  plane  is  denoted  by  the  line  A  B  ui  fig,  264. 

"Wlien  this  Kne — which  is  usually  denominated  the  line  of  centres— is 
divided  into  two  parts,  A  o  and  B  c,  proportional  to  the  number  of  teeth 
formed  upon  the  perimeters  of  the  pinion  and  wheel,  these  two  parts 
are  proportioned  or  priinitive  radii  of  the  pair ;  and  a  circle  being  de- 
scribed from  each  centre  passing  through  the  commoji  point  c,  limits  what 
is  called  the^itoh  line  or  circle ,  that  is,  a  circle  described  fi-om  the  centre 
A,  and  anotlier  from  the  centre  B,  through  the  same  point,  are  called,  the 
first,  the  j?/fcA  circle  or  pitch  lims  of  the  pinion,  and  the  other  of  tlie  wheel. 
They  are  also  sometimes  called  the  prirmime  and  pr<yporiional  circles.  If 
the  pitch  circle  he  divided  into  as  many  equal  parts  as  there  are  teeth 
to  be  given  to  the  wheel,  the  length  of  one  of  these  parts  is  termed  the 
pitch  of  the  teeth.    One  of  these  area  comprehends  a  complete  tooth  and 
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space,  meaning  by  space  tlie  hollow  opening  between  two  contiguons 
teetli.  In  bevel  and  conical  wheels,  the  pitch  circle  is  the  base  of  the 
frustuin. 

Jiules.—I.  To  find  the  pitch  of  the  teeth  of  a  wheel,  the  diameter  and 
number  of  teeth  being  given,  divide  the  diameter  D  (in  inches)  by  the 
mimber  of  teeth  N,  and  multiply  the  quo- 
tient by  3.1416 :  the  product  is  the  pitch 
in  inches  or  parts  of  an  inch. 

II.  To  find  the  diameter  of  a  wheel, 
the  number  of  teeth  and  pitch  being 
given,  divide  the  pitch  by  3.1416,  and 
multiply  the  quotient  by  the  nmnber  of 
teeth, 

in.  To  find  the  number  of  teeth,  the 
diameter  and  pitch  being  given,  divide 
3.1416  by  the  pitch,  and  midtiply  the  re- 
sult by  the  diameter  in  inches. 

In  ordinary  geering,  the  pitches  most 
commonly  in  use  range  from  1  inch  to  4 
inches,  increasing  up  to  two  inches  by 
eighths,  and  beyond  by  fowt/ta  of  an 
inch.  Below  inch  the  pitches  decrease 
by  eighths  down  to  J  inch. 

The  rules  given  above  may  be  greatly 
simplified  by  the  use  of  the  annexed 
table,  which  will  be  found  very  conven- 
ient when  the  diameter  D  is  to  be  deter- 
mined, the  pitch  P  and  number  of  teeth 
N  being  given ;  and  conversely,  when 
the  diameter  and  pitch  are  given,  to  find 
the  number  of  teeth. 

Me.  1.— Given  a  wheel  of  88  teeth, 
2^-inch  pitch,  to  find  the  diameter  of  the  pitch  circle.  Here  tlie  tabular 
number  in  the  second  column  answering  to  the  given  pitch  is  .7958,  which 
multiplied  by  88  gives  70.03  for  the  diameter  required. 

2.  Given  a  wheel  33  inches  diameter,  l|-inch  pitch,  to  find  the  number 

of  teeth.     The  corresponding  factor  is  1,7952,  which  multiplied  by  33, 

gives  5!>.342  for  the  number  of  teeth,  that  is,  59J  teeth  nearly.     ISTow  59 

would  here  be  the  nearest  whole  number,  but  as  a  wheel  of  60  teeth  may 
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be  preferred  for  convenience  of  calculation  of  speeds,  we  may  adopt  that 
number,  and  find  tiie  diameter  corresponding.  The  factor  in  the  second 
column  answering  to  1|  pitch  is  .557,  and  this  multiplied  by  60  gives  33.4 
inches  as  the  diameter  which  the  wheel  ought  to  have. 

Another  mode  of  sizing  wheels  in  relation  to  their  pitches,  diameters, 
and  number  of  teeth,  is  adopted  in  some  macliine  shops,  by  dividing  the 
diameter  of  the  pitch  circle  into  as  many  equal  parte  as  there  are  teetli  to 
be  given  to  the  wheel.  To  illnsti'ate  this  by  an  arithmetical  example,  let 
it  be  assumed  that  a  wheel  of  20  inches  diameter  is  required  to  have  40 
teeth ;  then  the  diametral  pitch, 


40" 


:  ^  inch ; 


that  is,  the  diameter  being  divided  into  equal  parts  corresponding  in  num- 
ber to  the  number  of  teeth  in  the  circumference  of  the  wheel,  the  length 
of  each  of  these  parts  is  j  an  inch,  consequently  m  =^  2 ;  and  according  to 
the  phraseology  of  the  workshop,  the  wheel  is  said  to  be  one  of  two  ^toh. 
In  this  mode  of  sizing  wheels,  a  few  determined  values  are  given  to 
m,  as  20,  16, 14, 12, 10,  9,  8,  7,  6,  5,  4,  3,  2,  1,  which  includes  a  variety 
of  pitches  from  ^  inch  up  to  3  inches,  according  to  the  following  table, 
which  shows  the  value  of  the  circular  pitches  corresponding  to  the  a 
values  of  m. 
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As  it  is  convenient  to  express  all  the  dimensions  in  terms  of  the  same 
unit,  and  the  pitch  being  an  appropriate  quantity,  it  is  nearly  universally 


adopted  as  the  term  of  comparison.     The  following  are  the  proportions 
adopted  by  different  workshops,  some  preferring  one  and  some  the  other 
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A  C  =  Pitch  of  teeth,  =   1  pitch,  or  =  15  parts, 

a  0  =  Depth  to  pitch  Hne,  F  P,  =  tV  "  "  =    H  " 

Aa  +  ac  =  Working  depth  of  tootli,  =  j%  "  "  =  11  " 

0*;  —  A  a  =  Bottom  clearance,  =  rV  "  "  =    1  " 

Ca  =  Whole  depth  to  root,  =  A  ''  "  =  12  " 

C  J  =  Thickness  of  tooth,  =  A  "  "  =    7  " 

A  5  =  Width  of  space,  =  ]°j  "  "  =    8  " 

In  practice,  these  proportions  are  often  laid  off  m  hnes  for  the  conveni- 
ence of  the  workmen  in  the  pattern  shop,  bo  that  for  any  given  pitch  the 
other  dimensions  may  at  once  be  determined  by  means  of  the  compasses. 
In  figs.  267  and  268,  two  diagrams  of  that  sort  are  given.  Fig.  267  con- 
tains the  proportions  last  enumerated,  in  which  the  pitch  is  supposed  to  be 
divided  into  15  equal  parts  ;  and  fig.  268  is  constructed  nearly  according 
to  the  proportions  firat  given,  but  embraces  the  recognised  principle,  that 
the  relative  amount  of  clearance  ought  to  vary  inversely  as  the  pitch, 
wheels  of  small  pitch  requiring  more  clearance  relatively  than  those  in 
which  the  pitch  is  greater. 

The  construction  of  these  scales  is  very  simple.  Thus,  in  fig,  267,  let 
A  B  be  divided  into  15  equal  parts,  and  draw  B  C  perpendicular  to  it ;  and 
again  divide  B  C  into  a  determinate  number  of  parts  from  B,  actual  meas- 
ures of  the  pitches  for  which  the  scale  is  intended  to  be  used  ;  that  is,  B  a 
=  ^  incl»;  Bb  =  1  inch  ;  B  c  =  2  inches,  and  so  on,  and  join  a  and  A, 
&  and  A,  e  and  A,  and  so  on.  To  complete  the  scale,  draw  15  parallels  to 
B  C  from  the  points  numbered  in  the  line  A  B,  and  also  the  two  parallels 
T  and  U  equidistant  from  the  parallels  on  each  side  of  them. 

The  scale  is  thus  ready  for  use.  To  get  from  it  the  several  proportions 
for  a  given  pitch,  say  of  three  inches  =  B  (Z,  let  the  compasses  be  extended 
&om  the  intersection  of  the  parallel  marked  T,  with  the  line  A  B,  to  the 
point  where  it  intersects  the  line  A  d;  this  will  be  the  part  of  the  tooth 
from  the  pitch  line  to  the  point,  and  equivalent  to  5i  parts  of  the  pitch, 
(viz.,  of  B  (?) ;  similarly,  the  compasses  being  extended  from  the  intersec- 
tion of  the  parallel  U  with  the  line  A  B  to  its  point  of  interaection  of  the 
Hne  A  d,  will  give  the  part  of  the  length  of  the  tooth  from  the  pitch  line 
to  the  root,  and  equivalent  to  6^  parts  of  the  pitch.  For  the  whole  lengtli 
of  the  tooth  (if  wanted  in  one  measurement),  set  the  compasses  to  the  point 
where  the  parallel  marked  12  meets  the  line  A  B,  and  extend  to  its  point 
of  intersection  of  the  line  A  <^  ^^  *j  th^  length  is  12  parts  of  the  pitch  B  d; 
the  working  depth  is  in  like  manner  found  from  the  parallel  marked  11, 
the  thickness  from  that  marked  7,  and  the  width  of  space  from  that 
marked  8, 
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The  proportions  for  any  other  given  pitch  comprised  in  the  scale  are 
found  in  precisely  the  same  way ;  and  if  the  scale  he  well  constructed,  they 
may  be  measured  off  with  the  utmost  accuracy  and  readiness.  To  save 
confuBJon,  it  is,  however,  better  in  practice  to  insert  in  the  diagram  only 


Proport'. 


those  parallels,  namely,  T,  U,  12,  11,  8,  1,  which  are  required ;  the  others 
are  not  requisite,  and  by  inattention  may  lead  to  error. 

The  description  of  the  scale  as  here  given  supposes  that  the  lateral 
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clearance  is  constantly  l-15th  of  tlie  pitch  ;  bnt  as  it  ie  commonly  desirable 
that  this  should  vary  slightly  with  the  pitch,  relatively  increasing  as  the 
pitch  decreases,  two  other  hnes,  m  n  and  j?  g,  have  been  introduced  into 
the  scale,  to  enable  such  modification  to  be  adopted  should  it  be  required. 
Tliese  lines  are  drawn  at  such  angles  as  to  give  a  clearance  at  6  inches 
pitch  of  l-18th,  which  is  increased  at  f-inch  pitch  to  1-lOth.  From  these 
lines  the  thickness  and  space  are  to  be  taken,  instead  of  using  the  lines 
marked  T  and  8,  setting  the  compasses  in  the  points  of  intersection  witli 
the  pitch  lines,  and  extending  perpendicularly  to  the  line  A  B  ;  in  other 
words,  liie  shortest  distance  from  the  point  of  intersection  with  the  pitch 
line  to  the  line  A  B  is  the  required  measure  of  the  space  when  the 
line  j>  q  is  taken,  and  of  the  thickness  of  tooth  when  the  line  m  n  is, 
taken. 

Fig.  268  is  more  complete  than  the  one  described  ;  the  principle  of  its 
construction  is  in  effect  the  same,  hut  its  use  is  more  extended,  the  diam- 
eter of  the  wheel  being  found  from  it  simultaneously  with  the  length  and 
thickness  of  tooth,  width  of  space,  and  clearances.  The  scale  is  adapted  to 
wheels  of  all  the  pitches,  from  ^  inch  up  to  3  inches.  The  mode  of  con- 
struction is  this :  having  drawn  the  line  A  D  of  any  convenient  length, 
raise  the  perpendicular  0  B  to  it,  also  of  any  convenient  length.  On  the 
line  A  D  lay  off  the  greatest  pitch  of  the  scale  from  C  to  A  ;  then  from 
C  towards  D  lay  off  seven  times  the  pitch  onee  or  twice,  according  to  the 
sizes  of  wheels  to  which  the  scale  is  intended  to  be  applied.  In  the  scale 
given,  double  of  seven  times  the  pitch  is  laid  off,  namely,  42  inches  ;  then 
each  of  these  great  divisions  being  subdivided  into  11  equal  pai'ts,  one  of 
these  parts  will  he  equal  to  four  teeth  upon  the  radius  of  the  wheel,  so  that 
the  whole  line  0  D  will  be  divided  into  88  radial  pitches.  Next  on  the 
Hne  C  B  set  off  the  pitches  which  may  be  required  in  the  scale,  and 
through  these  points  draw  the  24  parallels  to  A  D,  terminating  in  the  lines 
A  B  and  D  B.  Then  each  parallel  measured  from  the  line  B  C  to  its 
point  of  termination  in  B  D  is  the  radius  of  a  wheel  of  88  teeth  of  the  par- 
ticular pitch  marked  against  it  on  the  line  A  E.  They  also  express  the 
radii  of  wheels  having  less  than  88  teeth  when  measTved  only  to  the 
corresponding  point  in  the  line  joining  B,  and  the  divisional  on  C  D, 
against  which  the  number  of  teeth  is  marked.  Thus,  the  radius  of  a 
wheel  of  S2  teeth  and  l|-ineh  pitch  is  r  s  =  15  7-16th  inches  very  nearly. 
(The  true  answer  by  the  table,  page  161,  is  30.8724  ~  2  =  15.4362 
inches). 

The  scale  may  also  be  used  when  the  number  of  teeth  exceeds  88  ;  for 
example,  to  find  the  radius  of  a  wheel  having  100  teeth.     Thus,  having 
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found  the  radius  answering  to  88  teeth,  upon  the  same  parallel  take  off'  the 
measure  answering  to  the  difference  100  —  88  =  12  teeth ;  and  the  two 
measures  together  will  be  the  radius  req^uired. 

To  adapt  the  scale  to  odd  numhers  of  teeth,  the  first  division  on  tlie 
right  of  C  is  divided  into  single  radial  pitches,  so  that  tlie  radius  of  any 
wheel  may  be  measured  off  without  having  recourae  to  calculation  of  any 
kind.  Thus,  for  example,  if  the  wheel  is  intended  to  contain  60  teeth,  the 
parallel,  answering  to  the  particular  pitch,  comprehended  between  52  B 
and  3  E,  will  give  the  radius  required,  that  is,  a  radius  answering  to 
52  —  2  =  50  teeth ;  and  any  other  number  of  teeth,  when  not  marked 
against  the  base,  may  be  found  in  the  same  way,  observing  tliat  it  is  more 
convenient  to  subtract  than  to  add  in  this  use  of  the  scale. 

For  the  proportions  of  tlie  teeth,  set  off  0  a  =  T-tentha  of  the  pitch, 
then  wiU  A  »  =  S-tent/is  of  the  pitch,  wliieh  corresponds  to  the  depth  from 
the  point  of  the  tooth  to  the  pitch  line.  Again,  set  off  C  J  =  l-Jtfteenths 
of  the  3-inch  pitch,  and  5-elevenths  on  the  parallel  against  the  1-inch  pitch ; 
this  will  be  the  thickness  of  the  tooth,  allowing  from  a  fiftem,th  for  clear- 
ance on  the  largest  pitch  to  a  tenth  on  those  from  ^-inch  and  under ;  and 
A  5  will  be  the  width  of  space,  including  the  clearance.  Lines  being 
drawn  from  those  points  to  B  complete  the  diagram,  which  will  be  found 
to  contain  all  the  proportions  enumerated  in  the  preceding  table. 

To  use  the  scale,  lay  off  the  addendum  of  the  tooth  ;  that  is,  the  length 
beyond  the  pitch  line,  equal  to  A  o  =  fV  pitch,  and  the  same  length 
marked  off  within  the  pitch  line  will  give  the  whole  working  depth  of  the 
tooth,  namely,  6-10th8  pitch.  Then  with  the  measure  C  a  =  t'j  pitch  in 
the  compasses,  mark  oif  the  whole  length  of  tlie  tooth,  and  this  wdl  allow 
1-lOth  at  bottom  for  clearance.  Again,  set  off  the  thickness  of  tooth  = 
C  5,  and  the  space  =  A  5,  which  will  contain  the  clearance  for  the  par- 
ticular pitch,  varying  from  l-15th  to  fully  1-lOth  on  the  email  pitches.  It 
is  hardly  necessary  to  observe,  that  these  measurements  must  be  taken 
upon  the  parallel  corresponding  to  the  particular  pitch  under  considera- 
tion at  the  time. 

The  amount. of  bottom  clearance  is  here  presumed  to  be  uniformly 
1-1 0th  of  the  pitch  ;  but  if  it  be  thought  advisable  to  make  this  vary,  as  in 
the  case  of  the  lateral  clearance,  it  will  then  be  necessary  to  insert  a  third 
line  c  B  in  the  scale,  and  so  related  to  a  B  that  the  space  a  c  shal!  be 
throughout  equal  to  the  depth  of  tooth  from  the  pitch  circle  to  the  root, 
and  giving  any  bottom  clearance  that  may  be  desired. 

In  relation  to  the  strength  of  wheels,  M.  Morin  gives  it  as  a  rule,  that 
when  the  velocity  of  the  pitch  circle  does  not  exceed  five  feet  per  second. 
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the  breadth  of  the  tooth  measured  parallel  to  the  axis  ought  to  be  equal 
to  four  times  the  thickness ;  but  when  the  velocity  is  higher,  the  breadth 
ought  to  be  equal  to  five  thickneeses,  the  teeth  being  constantly  greased. 
If  the  teeth  be  constantly  wet,  he  recommends  the  breadth  to  be  made 
equal  to  six  thickneeses  at  all  velocities. 

"With  respect  to  the  thickness  of  the  tooth,  it  is  plain  that  it  must  be 
dependent  on  the  pressure  which  the  tooth  is  required  to  sustain,  and  upon 
the  nature  of  the  material  of  which  it  is  formed.  We  subjoin  the  follow- 
ing table  for  calculating  the  strength  of  cast  iron  wheels. 

For  teeth  of  wood  add  50  per  cent,  to 
the  thickness  as- given  by  Table. 

When  cast  iron  and  wooden  teeth 
work  together,  their  action  upon  each 
other  tends,  in  consequence  of  the  elas- 
ticity of  the  wood,  to  maintain  a  more 
uniform  distribution  of  the  strain,  and 
being  at  first  commonly  more  accurately 
id,  to  prevent  abrasion  of  wood  by 
the  iron,  they  work  with  much  less  fric- 
tion, are  less  liable  to  shocks,  and  nearly 
exempt  from  accident  by  hard  particles 
coming  between  the  teeth. 

Tlie  best  practice,  when  a  mortise  and 
iron  wheel  are  to  work  together,  is  to 
make  both  of  the  same  pitch,  and  in  the  first  instance,  of  the  same  thick- 
ness of  tonth — the  pitch  being  of  course  calculated  for  the  wooden  teeth ; 
afterwards,  to  dress  down  the  teeth  of  the  iron  wheel  by  the  chippirtg-iooi^ 
or  the  geer-cutting  machine  and  file,  to  the  exact  form  and  thickness,  as 
given  by  the  Table  ;  that  is,  to  a  thickness  in  relation  to  the  thickness  of 
the  wooden  teeth,  which  shall  have  the  ratio  of  25  to  38.  The  following 
table  may  be  useful  in  determining  the  relation  of  the  dimensions  of  the 
teeth  of  wheels  of  the  given  pitches,  and  the  power  which  they  are  capable 
of  transmitting  safely  at  the  various  speeds  named. 

To  find  the  power  which  a  wheel  is  capable  of  transmitting  for  other 
velocities  than  those  in  the  table : — For  6  feet  per  second,  double  the  result 
given  for  3  feet ;  for  8  feet,  double  the  result  at  4  feet,  and  so  on  ;  and  for 
lower  velocities  than  those  given,  divide  the  tabular  number  by  the  ratio 
which  they  bear  to  those  enumerated.  Thus,  for  2J  feet  velocity,  take 
half  the  result  at  5  feet,  and  so  of  other  velocities. 
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When  a  wheel  and  pinion,  which  differ  very  much  in  size,  work 
together,  the  teeth  of  the  latter,  on  account  of  their  unequal  tliickness,  are 
capahle  of  sustaining  much  leee  pressure  than  the  teeth  of  the  wheel :  they 
are  in  effect,  if  not  in  fact,  much  reduced  in  thickness ;  and  in  applying 
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rules  to  the  calculation  of  the  strength  of  wheels,  the  difference  of  size  of 
the  pair  ought  not  to  be  overlooked,  milees,  as  is  indeed  very  common  in 
practice,  the  deficiency  of  etrengtli  be  made  up  to  the  pinion  by  a  flange 
cast  on  one  or  both  sides  of  the  rim,  of  the  same  depth  as  the  teeth,  and 
binding  these  together  like  the  staves  of  a  trundle.  In  this  case  the 
pinion  is  commonly  the  stronger  wheel  of  the  pair. 

In  the  construction  of  wheels,  the  problem  which  presents  itself  relative 
to  the  shape  of  the  teeth  is  this,  that  the  surfaces  of  mutual  contact  shall 
be  eo  formed,  that  the  wheels  shall  be  made  to  turn  by  the  intervention  of 
the  teeth,  precisely  as  they  would  by  the  friction  of  their  circumferences. 

Fundarnrntal  ^ndple.—Jji  order  that  two  circles  A  and  B  (fig.  269) 
may  be  made  to  revolve  by  the  contact  of  the  surfaces  of  the  curves  m  m 
and  nnoi  their  teeth  precisely  as  they  would  by  the  friction  of  their  cir- 
cumferences, it  is  necessary  and  sufficient  that  a  line  drawn  from  the  point 
of  contact  t  of  the  teeth  to  the  point  of  contact  a  of  the  circumferences 
(pitch  circles),  should,  in  every  position  of  the  point  t,  be  perpendiculai-  to 
the  surfaces  of  contact  at  that  point ;  that  is,  in  the  language  of  mathe- 
maticians, that  the  straight  line  be  a  normal  to  both  the  curves  m  m  and 
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n  n.  The  principle  here  announced  exliihits  a  special  application  of  one 
particular  property  of  that  curve  known  to  matliematicians  as  the  epi^yy- 
dold  {see  page  76). 


Of  epiojcloidal  teeth. — The  simplest  illustration  of  the  action  of  epicy- 
eloidal  teeth  is  when  thoy  are  employed  to  drive  a  trundle,  as  represented 
in  fig,  270.  Let  it  he  assumed  that  the  staves  of  the  trundle  have  no  sen- 
sible thickness ;  that  the  distance  of  their  centres  apart,  that  is  their  pitch, 
and  also  their  distance  from  the  centre  of  the  trundle,  that  is  their  pitch 
circle,  are  known.  The  pitch  circles  of  the  trundle  and  wheel  being  then 
drawn  from  their  respective  centres  B  and  A,  set  off  the  pitches  upon  these 
circumferences,  corresponding  to  the  number  of  teeth  in  the  wheel  and 
number  of  staves  in  the  trundle ;  let  ;Eve  pins  a  5  c,  &c.,  be  fixed  into  the 
pitch  circle  of  the  trundle  to  represent  the  staves,  and  let  a  series  of  epicy- 
cloidal  ares  be  traced  with  a  describing  circle,  equal  in  diameter  to  the 
radius  of  the  pitch  circle  of  the  trundle,  and  meeting  in  the  points  hlmn, 
&c.,  alternately  from  right  and  left.  If,  now,  motion  he  given  to  the  wheel 
in  the  direction  of  the  arrow,  then  the  curved  face  m  r  wiU  press  against 
the  pin  S,  and  move  it  in  the  same  direction ;  hut  as  the  motion  continues, 
the  pin  will  slide  upwards  till  it  reaches  m,  when  the  tooth  and  pin  will 
quit  contact.  Before  this  happens,  the  next  pin  a  will  have  come  into 
contact  with  the  face  al  oi  the  next  tooth,  which  repeating  the  same 
action,  will  hring  the  succeeding  pair  into  contact ;  and  so  on  continually. 

To  allow  of  the  required  thickness  of  staves,  it  is  sufficient  to  diminish 
the  size  of  the  teeth  of  the  wheel  by  a  quantity  equal  to  the  radius  of  the 
staves  (sometimes  increased  by  a  certain  fraction  of  the  pitch  for  clear- 
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ance),  by  drawing  within  the  primary  epicycloids  at  the  required  dietance 
another  series  of  curves  parallel  to  these.  In  practice,  a  portion  must  be 
cut  from  the  points  of  the  teeth,  and  also  a  space  must  be  cut  out  within 
the  pitch  circle  of  the  driver,  to  allow  the  staves  to  pass  ;  but  no  particular 
form  is  requisite,  the  condition  to  be  attended  to  is  simply  to  allow  of  suffi- 
cient space  for  tlie  staves  to  pass  without  contact. 

The  action  of  a  wheel  and  trundle  being  understood,  it  is  easy  to  com- 
prehend that  of  the  teeth  of  a  pair  of  wheels  of  the  ordinary  construction. 
Let  A  and  B  of  fig.  371  he  respectively  the  centres  of  a  wheel  and  pinion 
of  which  the  teeth  are  intended  to  he 
of  the  epicycloidal  form,  and  A  c  and 
B  0  their  primitive  radii.  To  lay  off 
the  teeth  of  this  pair,  having  deter- 
mined the  pitch  and  nutnber  of  teeth 
in  the  wheel  and  pinion,  let  the  pitch 
lines  be  divided  into  as  many  equal 
parts,  setting  out  from  the  point  of 
contact  c,  as  there  are  teeth  in  them 
respectively.  Let  the  thickness  of 
the  teeth  be  next  set  off,  taking  g  a 
for  the  thickness  of  a  tooth  of  the 
wheel,  and  o  b  for  that  of  a  tooth  of 
the  pinion.  Upon  the  radii  A  o  and 
B  c  as  diameters  describe  two  circles, 
having  also  their  point  of  contact  at 
^iK-  ^'-  c  and  their  centres  at  X  and  Y.   I^ow 

let  the  circle  Y  be  made  to  roll  upon  the  pitch  Hne  of  the  wheel,  and  a 
point  in  its  circumference  at  e  will  describe  the  epicycloidal  arc  c  m,  and 
this  curve  determines  the  form  of  the  point  of  tlie  tooth  of  the  wheel.  In 
the  same  way  describe  the  epicycloidal  arc  o  n,  by  making  the  circle  X  to 
roll  upon  the  pitch  circle  of  the  pinion,  and  this  curve  will  determine  the 
form  of  the  part  of  the  tooth  of  the  pinion  beyond  the  pitch  line. 

The  curve  cm  of  the  tooth  of  the  wheel  is  constantly  in  contact  with  the 
radius  B  e,  and  its  point  of  contact  is  at  tlie  same  time  situated  in  the  circum- 
ference of  the  circle  X ;  the  contact  will  therefore  cease  when  the  extrem- 
ity m,  of  the  tooth  becomes  the  point  of  contact ;  and  this  occurs  when  the 
point  m  has  arrived  at  the  circumference  of  T.  If,  then,  an  arc  of  a  circle  be 
described  from  the  cenfre  A  with  the  radius  A  m,  its  pointy  of  intersection 
with  the  circumference  of  Y  is  that  at  which  the  tooth  ought  to  cease  to  act. 
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to  secure  uniforraity  of  motion,  and  at  the  same  instant  that  another  new 
tooth  advances  into  geer.  The  determination  of  the  pointy^  hmits  also  the 
nsefiil  length  of  the  flank ;  for  if  from  B  as  a  centre,  with  radius  JiJ',  am 
arc  be  descrihed,  the  part  c/  of  the  radius  e  B  is  that  which  is  in  contact 
with  the  tooth  till  it  arrives  at  the  position  B,/,  and  consequently  this  is 
the  useful  length  of  the  flank  of  the  pinion.  In  the  same  manner  it  may 
he  determined,  that  the  useful  length  of  the  flank  of  the  tooth  of  the  wheel 
e  a  is  the  portion  e  g. 

To  find  the  fonn  of  the  portions  of  the  teeth  within  their  respective 
pitch  circles,  it  is  uaually  considered  enough  that  sufficient  space  for  play 
be  allowed  whilst  the  tooth  remains  strong  enough  for  its  work.  As  every 
tooth  moves  between  two  flanks,  and  touches  only  one  of  them,  the  space 
may  be  bounded  literally  by  radial  hnes  prolonged  towards  tlie  centre  of 
the  wheel.  Tlie  bottom  of  the  space  being  sufficiently  removed'  from  the 
pitch  circumference  to  allow  the  tops  of  the  teeth  of  the  pinion  to  pass 
round  without  touching  them,  may  be  described  by  arcs  of  a  circle  drawn 
from  the  centre.  In  practice,  and  especially  when  the  teeth  of  the  wheels 
are  small,  it  is  not  usually  considered  necessary  to  apply  strictly  the  form 
of  the  epicycloid  to  find  curves  of  the  t«eth,  but  to  define  them  approxi- 
mately. 

The  forms  of  the  teeth  are  also  occaeionaliy  described  by  arcs,  of  which 
the  radii  are  equal  to  the  pitch,  and  with  the  centres  taken  upon  the  pitch 
lines.  When  the  diameters  of  the  wheels  are  not  very  unequal,  and  the 
teeth  not  thick,  in  many  cases  the  curves  of  the  teeth  are  d^cribed  by  arcs 
drawn  from  the  centres  of  the  adjacent  teeth  upon  the  pitch  Hne.  This 
gives  a  radius  equal  to  the  pitch,  phis  half  the  thickness  of  a  tooth.  In 
like  manner,  the  sides  of  the  teeth  also  are  sometimes  described  by  arcs 
from  the  centres  of  the  adjacent  teeth,  giving  a  radius  equal  to  the  pitch, 
minus  half  the  thickness  of  a  tooth,  Tliis  form  of  the  tooth  may  be  defec- 
tive, in  the  case  of  a  very  small  pinion  having  to  transmit  great  pressure, 
as  the  extremities  of  the  teeth  may  be  too  much  reduced.  In  this  case, 
flie  curves  or  faces  of  the  teeth  may  be  described  with  radii  equal  to  three- 
fourths  of  the  pitch ;  and  if  this  be  not  sufficient  curvature,  radii  equal  to 
some  smaller  fraction  of  the  pitch  may  be  used.  When,  on  the  contrary, 
the  pitch  is  large,  and  the  pressure  comparatively  small,  the  teeth  may  be 
too  short ;  this  will  he  remedied  by  employing  ares,  of  which  the  radius  is 
one  and  a  half  or  twice  the  pitch.  In  practice,  the  ordinary  mode  in 
which  epicycloidal  teeth  are  set  out  is  by  the  mechanical  method  of  form- 
ing the  pattern  teeth  by  templets  (figs,  272,  273,  274,  275), 

Having  determined  the  pitch  of  the  teeth  and  the  radius  of  the  pitch 
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circle,  describe  on  a  tMn  slip  of  wood — say  J  in.  thick—an  arc  of  the  pitch 
circle,  and  on  another  similar  slip  an  arc  of  a  circle  equal  to  the  diameter 


of  the  "whed  to  the  points  of  the  teeth       I  ■■     I  ^'      ■  i    ■  -it  to  the  cir- 

cumferences of  the  circular  ai'ce  described  upon  them.     These  two  pieces 
so  prepared  are  fastened  together  by  screws,  as  in  the  fig.  2T2  ;  the  piece 


A,  whose  edge  s/is  an  arc  of  the  pitch  circle,  is  fixed  upon  B,  whose 
edge  is  an  arc  of  the  extreme  circumference  of  the  wheel,  the  space  s  s  be- 
tween those  edges  being  in  breadth  equal  to  the  length  of  the  teeth  from 


the  pitch  circle  to  the  points.     This  done,  a  like  templet  is  prepared  for 
the  pinion  (fig,  273). 

The  pair  of  templets  being  thus  prepared,  two  tracing  points  m  m  are 


„Googlc 


DRAWING   OF  MACHIHEEY.  173 

inserted  obliquely,  and  from  behind  into  the  piece  T>  of  the  pinion  tem- 
plet. One  of  these  points  passes  out  at  the  edge  of  the  piece  C,  and  the 
other  at  the  edge  of  the  piece  D,  and  the  templets  are  then  placed  upon 
each  other,  aa  shown  in  figs.  274  and  275  annexed,  so  that  the  cireumfer- 
enee  of  the  piece  C,  that  is  the  pitch  circumference  of  the  pinion,  shall 
meet  the  circumference  of  the  piece  A,  that  ia  the  pitch  circumference  of 
the  wheel.  If  in  this  position  the  templets  be  made  to  roll  upon  each 
other  through  a  certain  arc,  pressing  them  at  the  same  time  slightly 
together,-  the  tracing  points  wiU  mark  two  epicycloidal  curves  upon  the 
pieces  A  and  B,  as  ^  and  r;  of  these  two  curves,  that  marked  v,  which  is 
traced  oil  the  face  of  the  piece  A,  will  be  the  curve  of  the  lower  portion  or 
flank,  and  that  marked  r  will  he  the  curve  of  the  upper  portion,  or  face  of 
a  tooth  of  the  wheel.  If  now  the  thickness  of  the  tooth  be  marked  off  on 
the  edge  of  the  piece  C,  that  is,  on  the  pitch  circle,  and  the  corresponding 
tracing  point  he  made  to  coincide  with  that  point,  the  curves  of  the  oppo- 
site side  of  the  tooth  will  be  formed  by  making  the  templets  roll  together 
in  the  contrary  direction.  A  complete  outline  of  a  tooth  of  the  wheel  is 
thus  described,  to  which  a  pattern  tooth  may  be  cut  and  used  to  shape  the 
teeth  by  in  making  the  wheel  pattern.  Instead  of  forming  pattern  teeth, 
many  prefer  to  lay  off  the  teeth  by  circular  ares  coinciding  approximately 
with  the  epicycloidal  arcs  found  by  the  templets. 

The  preceding  mode  of  obtaining  the  curves  of  the  teeth  of  a  pair  of 
wheels  is  faulty  in  as  far  as  it  gives  a  form  of  teeth  smaller  at  the  root  than 
at  the  pitch  circles,  and  also  in  the  circumstance  that  a  pair  of  wheels, 
formed  in  the  manner  described,  ■will  only  work  correctly  with  each  other, 
and  not  with  wheels  of  any  other  numbers,  although  of  the  same  pitch. 
To  obviate  this,  it  is  necessary  to  employ  a  modification  of  the  ordinary 
practice. 

Let  a  thin  slip  of  wood  be  provided,  and  let  an  arc  of  the  pitch  circle 
be  struck  upon  it ;  divide  the  slip  into  two  portions  through  the  line  of 
this  arc  with  a  fine  saw ;  one  part,  A,  will  have  a  c<mcave,  and  the  other, 
B,  a  corresponding  convex  circular  edge.  Describe  an  arc  dd  of  the  pitch 
circle  upon  a  second  board  C  D,  upon  which  the  pattern  tooth  is  to  be 
drawn.  Pix  the  piece  B  upon  the  board,  so  that  its  circular  edge  may 
accurately  coincide  with  the  circumference  of  the  are  dd.  A  portion  of 
a  circular  plate  D  is  next  provided,  of  the  same  radius  which  it  is  "proposed 
to  give  to  the  generating  circle  :  this  plate  has  a  fine  ti-acing  point  at^ 
inserted  into  it,  and  projecting  sHghtly  from  its  under  surface,  and  accu- 
rately coinciding  with  its  circumference.  Having  set  off  the  tliickness  of 
the  tooth  a  o  upon  the  pitch  circle  d  d,  so  that  twice  this  width  increased 
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by  the  clearance  -which  it  is  desired  the  teeth  should  have,  may  be  eq^ual 
to  the  pitch,  the  generating  circle  D  is  made  to  roll  upon  the  convex  edge 
of  B;  meantime  the  point  at-will 
trace  upon  the  board  the  curve  of 
the  faces  of  the  tooih,  having  caused 
the  point  to  coincide  euccessively 
with  the  two  points  a  and  c,  and 
the  circle  to  roll  from  right  to  left, 
and  "oice  versa. 

Let  the  piece  B  be  now  re- 
moved, and  the  piece  A  applied 
and  fixed,  bo  that  ite  concave 
.  edge  may  accurately  coincide  with 
the  circular  arc  d  d;  then,  with 
ihe  same  circular  plate  D  pressed 
^'^"  '^^^'  against  the  concave  edge  of  A,  and 

made  to  roll  upon  it,  the  point  at  _^,  which  is  made  as  before  to  coincide 
successively  with  the  points  a  and  c,  will  trace  upon  the  surface  of  the 
board  C  D  the  two  hypocycloidal  arcs  ah,  ob,  which  form  the  flanks  of 
the  tooth.  The  complete  tooth,  thus  formed,  will  work  correctly  with  the 
teeth  similarly  described  upon  any  other  wheel,  provided  the  pitch  of  the 
teeth  be  the  same,  and  the  same  generating  circle  D  be  used  to  strike  the 
curves  upon  the  two  wheels.  In  this  manner  the  general  forms  of  the 
teeth  of  the  pair  are  determined ;  and  it  only  remains  to  cut  them  off  at 
such  lengths  that  they  shall  come  into  contact  in  the  act  of  passing  through 
the  line  of  centres. 

It  has  already  been  observed,  that  having  found  the  epicycloidal  curves 
of  the  teeth  by  means  of  the  templets,  a  common  method  of  proceeding  is 
to  find,  by  trial,  a  centre  and  small  radius,  by  which  the  arc  of  a  circle 
can  be  described  that  will  coincide  nearly  with  the  templet-traced  curve. 
A  more  commodious  and  certain  method  of  determining  the  centre  and 
radius  of  the  approximate  arc  has  been  supplied  by  Prof,  Willis  in  the 
construction  of  his  Odontogra^h,  manufactured  by  Messrs.  Holtrapfel  & 
Co.,  London,  for  description  of  which  see  Appleton^  Dictionary  of  Me- 
cha/nws,  pp.  819,  820. 

Irwolute  ^ee^A.— Involute  teeth  have  the  disadvantage  of  being,  when 
in  contact,  too  much  inchned  to  the  radius,  by  which  an  undue  pressure  is 
transfeiTcd  to  their  axes.  Their  mutual  friction  is  thereby  little  affected, 
but  that  of  the  axes  is  increased,  and  their  journals  are  more  speedily 
worn.     But  they  have  at  the  same  time  the  advantage  of  working  with 


„Googlc 


DRAWING   OF   MACHINERT.  l70 

more  accuracy  under  derangement  and  incorrectness  of  fitting,  and  any 
paira  of  them  -will  work  truly  together  in  sets  within  certain  limits,  how- 
ever different  in  diametere,  the  pitch  being  the  same. 

To  describe  this  ciu-ve  for  the  teeth  of  a  pair,  of  which  tte  radii  of  the 
pitch  circles  and  pitch  of  the  teeth  are  determined,  we  may  employ  the 
mode  illusti-ated  by  fig.  277.  Let  A  and  B  be  the  centres  of  the  pair,  and 
ebhe  their  pitch  lines ;  join  A  and  B  by  a  right  line  passing  through  c; 
from  this  last  point  draw  o  d,  e  d,  perpendicular  to  the  radials  3  d,  Ad, 
and  cutting  them  in  d  and  d;  this  line  ddin  then  a  common  normal  to 
the  teeth  in  contact,  and  the  perpendiculars  A  d,  B  d,  are  the  radii  of  the 
involute  circles  which  form  the  acting  faces  of  the  teeth. 


^ 


Fig.  an.  Fig.  2T8. 

Having  thus  elucidated  the  principles  of  the  operation  of  toothed  geer- 
ing,  and  the  form  and  proportions  to  be  given  to  their  parts,  we  proceed 
now  to  give  complete  drawings  of  different  toothed  wheels;  premising, 
that  except  in  case  of  working  drawings  to  full  size,  arcs  of  circles  are 
almost  invariably  used  by  the  draughtsman  to  describe  the  forms  of  the 
teeth  ;  and  that  in  practice,  too  little  attention  is  paid  to  the  conetinietion 
of  epicycloidal  and  involute  teeth.  In  many  drawings  details  are  unneces- 
sary, and  spur  geera  are  represented  by  pulleys  and  bevel  geers  as  in  fig. 
278,  the  pitch  being  written  in  in  figures. 


PKOJECTIOHS   OF  A    SPUE   WHEEL. 

Plate  XII. — To  draw  side  elevation  (fig.  1),  an  edge  view  (fig.  2),  and  a 
vertical  section  (fig.  3),  of  a  spur  wheel  with  3i  teeth,  and  a  pitch  of  two 
inches : 

Determine  the  radius  of  the  pitch  circle  from  table,  page  161 ;  against 
2  in.  we  find  in  the  second  column  .6366  ;  .6366  X  54  =  34.38,  the  diam- 
eter. Draw  the  central  line  A  C  B  and  the  perpendicular  D  E ;  on  C  as  a 
centre,  with  a  radius  17.19,  describe  the  pitch  circle,  and  divide  it  into  54 


„Googlc 


176  DE&WIKa   OP  MACHIHEET. 

equal  parts.  To  effect  this  division,  wittout  fraying  by  repeated  trials 
that  part  of  the  paper  on  which  the  teeth  are  to'  be  represented,  describe 
from  the  eame  centre  C,  with  any  convenient  radius,  a  circle  alod;  with 
the  same  radius  divide  its  circumference  into  six  equal  parts,  and  sub- 
divide each  sixth  into  nine  equal  parts,  and  draw  radii  to  the  centre  0' ; 
these  radii  will  cut  the  pitch  circle  at  the  required  number  of  points. 
Divide  the  pitch  (2  in.)  into  15  equal  parts  ;  mark  off  beyond  the  pitch 
circle  a  distance  equal  to  5^  of  these  parts,  and  within  it  a  distance  equal 
to  6^  parts  (see  page  163),  and  from  the  centre  0  describe  circles  passing 
through  these  points  ;  these  circles  are  projections  of  the  cylinders  bound- 
ing the  points  of  the  teeth  and  the  roots  of  the  spaces  respectively. 

In  forming  the  outlines  of  the  teeth,  the  radii  which,  by  their  intersec- 
tions with  the  pitch  circle,  divide  it  into  the  required  number  of  parts, 
may  be  taken  as  the  centre  lines  of  each  tooth.  Tlie  thickness  of  the  tooth, 
measured  on  the  pitch  circle,  is  y',  of  the  pitch,  and  the  width  of  the 
space  is  equal  to  y'j.  These  distances  being  set  off,  take  in  the  com- 
passes tlie  length  of  the  pitch,  and  from  the  centre  g  describe  a  circular 
arc  h  i;  and  from  the  centre  _/,  with  the  same  radius,  describe  anotlier  aa-c 
h  h  touching  the  former ;  these  arcs  being  terminated  at  the  circles  bound- 
ing the  points  of  the  teeth  and  the  bottoms  of  the  spaces  respectively,  form 
the  curve  of  one  side  of  a  tooth.  The  other  side  is  formed  in  a  similar 
manner,  by  drawing  from  the  centre  I  the  arc  m  n,  and  from  the  centre  p 
the  are  m-  o,  and  so  on  for  all  the  rest  of  the  teeth. 

The  teeth  having  been  thus  completed,  we  proceed  to  the  delineation 
of  tlie  rim,  arms,  and  eye  of  the  wheel.  The  thickness  of  the  rim  is  usu- 
ally made  equal  to  that  of  the  teefli,  namely,  /s  of  the  pitch,  which  dis- 
tance is  accordingly  set  off  on  a  radius  within  the  circle  of  the  bottoms  of 
the  spaces,  and  a  circle  is  described  from  the  centre  0  through  the  point 
q  thus  obtained.  Within  the  rim,  a  strengthening  feather  q  r,m  depth 
about  f  of  the  thickness  of  the  rim,  is  generally  formed,  as  shown  in 
the  plate.  The  eye,  or  central  aperture  for  the  reception  of  the  shaft,  is 
then  drawn  to  the  specified  diameter,  as  also  the  circle  representing  the 
thickness  of  metal  round  the  eye,  which  is  usually  made  equal  to  the  pitch 
of  the  wheel. 

To  draw  the  arms,  from  the  centre  C,  with  the  radius  C  w  equal  to  the 
pitch,  describe  a  circle  ;  draw  all  the  radii,  as  C  L,  which  are  to  form  the 
centre  lines  of  the  arms,  and  set  off  the  distance  L  v,  equal  to  |  pitch,  on 
each  side  of  these  radii  at  the  inner  circumference  of  the  rim,  and  through 
all  the  points  thus  obtained  draw  tangents  to  the  circle  passing  through 
u.    The  contiguous  arms  are  rounded  off  into  each  other  by  arcs  of  circles, 
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whose  centres  are  obtained  by  the  following  construction : — Taking,  tor 
example,  the  arc  M  P  Q,  it  is  obvious  that  its  centre  is  situated  in  tht- 
straight  line  C  E  which  divides  equally  the  interval  between  two  contigu- 
ous anus.  Having  fixed  the  point  P  (which  should  be  at  the  same  distance 
from  t  as  the  breadth  of  tlie  feather  at  the  back  of  the  rim)  draw  through 
it  a  perpendicular  It  P  to  the  line  C  E  ;  the  question  now  becomes  simply 
a  geometrical  problem,  to  draw  a  circle  touching  the  three  straight  lines 
M  N,  P  E,  and  S  Q.  Divide  the  angle  P  E  H  into  two  equal  parts  by 
the  straight  line  R  O,  which  cuts  C  E  in  the  point  O,  the  centre  of  the 
circle  required ;  its  radius  is  the  Hne  O  M  perpendicular  to  M  !N.  If,  now, 
a  circle  be  drawn  from  the  centre  C,  with  the  radius  0  O,  its  intersection 
with  the  radii  bisecting  all  the  intervals  between  the  arms  will  give  the 
remaining  centres,  such  as  0',  of  the  arcs  required ;  and  the  circle  pass- 
ing similarly  through  M,  marks  all  the  points  of  contact  M  Q  M',  &e.  To 
draw  the  small  arcs  terminating  the  extremities  of  the  arms,  set  off  upon 
the  line  0  E,  within  the  point  r,  the  required  radius  of  the  arcs,  and  from 
the  centre  C  with  a  radius  C  w  describe  a  circle  ;  the  distance  r  w  being 
then  transferred  to  the  extremities  of  the  arms  at  the  points  where  they 
are  cut  by  the  circle,  as  at  S  a;,  will  give  the  centres  of  the  arcs  required. 
Draw  the  central  web  of  the  arm  by  lines  parallel  to  their  radii,  making 
the  thickness  about  J  inch  for  wheel  of  about  this  size. 

Having  thus  completed  elevation,  the  construction  of  the  edge  view 
and  vertical  section  becomes  comparatively  simple.  Draw  the  perpendicu- 
lars F  G  and  H I  (figs.  2, 3)  as  central  lines  in  the  representations ;  set  off  on 
each  side  of  these  lines  half  the  breadth  of  the  teeth,  and  draw  parallels  ; 
project  the  teeth  of  fig.  1  upon  fig,  2,  by  drawing  through  all  tlie  visible 
angular  points  straight  lines  parallel  to  A  B,  and  terminated  at  either  ex- 
tremity by  the  verticals  representing  the  outlines  of  the  breadth  of  the 
wheel ;  project  in  like  manner  the  circles  of  the  hub  ;  lay  off  half  length 
on  each  side  of  F  G,  and  draw  parallels  to  it.  The  section  (fig.  3)  is  sup- 
posed to  be  made  on  the  Hne  D  E  of  the  elevation  ;  project,  as  in  fig,  2, 
those  portions  which  mil  be  visible  in  this  section,  and  shade  those  parts 
which  are  in  section.  The  arras  are  made  tapering  in  width,  and  somewhat 
less  than  the  face  of  the  wheel. 

Since  the  two  projections  (figs.  1  and  3)  are  not  suificient  to  exhibit  fully 
the  true  form,  a  cross  section  of  one  of  them  is  given  at  fig.  4 ;  this  section 
is  supposed  to  be  made  by  a  plane  passing  through  X  X'  and  Y  T'.  The 
points  1/,  s,  in  fig.  1,  and  corresponding  lines  in  fig.  3,  represent  the  edges 
of  key-seat. 

12 
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OBLIQUE  PEOJECnON   OF   A    E 


Plate  Xni. — In  drawing  a  spur  wheel  or  other  object  in  an  oblicLne 
position  with  respect  to  the  vertical  plane  of  projection,  it  is  necessary,  in 
the  first  place,  to  lay  down  the  elevation  and  plan  as  if  it  were  parallel  to 
that  plane,  as  represented  at  figs.  1  and  2.  Then  transfer  the  plan  to  fig. 
4,  giving  it  the  same  inclination  with  the  ground  line  which  the  wheel 
ought  to  have  in  relation  to  the  vertical  plane ;  and  assuming  that  the 
horizontal  line  A  B  represents  the  axis  of  the  wheel,  both  in  tlie  parallel 
and  oblique  positions,  the  centre  of  its  front  face  in  the  latter  position  will 
be  determined  by  the  intersection  of  a  perpendiciilar  raised  from  the  point 
C  {fig,  4)  with  that  axis.  Now  it  ia  obvious,  that  if  we  take  any  point,  as 
a  in  fig,  1,  the  projection  of  that  point  on  fig,  3  must  he  in  the  line  a  a, 
parallel  to  A  B  ;  and  further,  this  point  being  projected  at  a'  (fig,  4),  it 
must  be  in  the  perpendicular  a'  a;  therefore  the  intersection  of  these  two 
lines  ia  the  point  required.  Thus  all  the  remaining  points  5,  c,  d,  &c.,  may 
be  obtained  by  the  intersections  of  the  perpendiculars  raised  from  the 
points  b',  o',  d',  &c.  (fig.  4),  respectively,  with  the  horizontals  drawn 
through  the  corresponding  points  in  fig.  1.  It  will  also  be  observed,  that 
since  the  points  6  and^^,  in  the  further  face  of  the  wheel,  have  their  projec- 
tions in  a  and  h  (fig,  1),  their  oblique  projections  will  he  situated  in  the 
lines  a  a  and  S  J,  but  they  are  also  at  e  and/"/  consequently,  the  lines  e  a 
andy  i  are  the  oblique  projections  of  the  edges  a'  e'  and  i'  f.  We  have 
now  to  remark,  that  all  the  circles  which,  in  the  rectangular  elevation 
(fig.  1),  have  been  employed  in  the  construction  of  this  wheel,  are  pro- 
jected in  the  oblique  view  into  ellipses,  the  length  and  position  of  whose 
axes  may  be  determined  without  any  difficulty  ;  tor  since  the  plane  V  G-', 
in  which  these  circles  are  situated,  is  vertical,  the  major  axes  of  all  the 
ellipses  in  question  will  obviously  be  perpendicular  to  the  line  A  B,  and 
equal  to  the  diameters  of  the  circles  of  which  they  are  respectively  the  pro- 
jections ;  and  the  minor  axes,  representing  the  horizontal  diameters,  will 
all  coincide  with  the  line  A  B.  Thus,  to  obtain  the  ellipse  into  which  the 
pitch  circle  is  projected,  it  is  only  necessary  to  set  off  upon  the  vertical 
D  E  (fig.  3),  above  and  below  the  point  0,  the  radius  of  the  pitch-circle, 
whose  horizontal  diameter  ij  being  at  i'j'  (fig.  4)  is  projected  to  ij  (fig.  3) ; 
and  thus  having  obtained  the  major  and  minor  axes,  the  ellipse  in  question 
may  easily  be  constructed.  The  intorsection  of  the  horizontal  hnes  gg^hh^ 
&e.,  with  this  circle  gives  the  thickness  of  the  teeth  at  the  pitch  line ;  and 
by  projecting  in  the  same  manner  the  circles  bounding  the  extremities  and 
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roots  of  the  teeth,  these  points  In  each  individual  tooth  may  be  determined 
by  a  similar  process.  Bat  since,  in  cases  where  strict  accuracy  is  required, 
a  greater  number  of  points  is  necessary  for  the  construction  of  the  curvar 
ture  of  the  teeth,  two  additional  circles  m,  n  and  o  jp  may  be  drawn  on  fig. 
1,  and  projected  to  fig.  3,  and  the  points  of  their  intersection  with  the 
curves  of  the  teeth  projected  to  fig.  3,  where  the  corresponding  points  are 
indicated  by  the  same  letters. 

It  is  almost  unnecessary  to  obeorve,  that  the  instructions  we  have  given 
for  the  drawing  of  the  anterior  face  F'  G'  of  the  wheel  are  equally  appli- 
cable to  the  posterior  H'  I',  wliich  is  parallel  to  it,  and  in  all  respects  the 
same ;  the  common  centre  of  all  the  circles  in  it  being  at  0'  (fig.  4),  is  pro- 
jected to  0  in  fig.  3,  Hence,  it  wOl  be  easy  to  construct  the  ellipses 
representing  these  circles  in  the  oblique  projection,  and  consequently  to 
determine  the  points  e,  f,  A,  &c.,  in  the  curvature  of  the  teeth  ;  observing, 
that  as  their  centre  lines  converge  to  C  in  the  front  face,  they  all  tend  to 
O  in  the  remoter  surface,  which  is,  however,  for  the  most  part  concealed 
by  the  former. 

It  would  be  superfluous  to  enter  into  any  details  regarding  the  con- 
struction of  the  oblique  view  of  the  rim,  eye,  and  arms  which  are  drawn 
upon  precisely  similar  principles  to  those  we  have  already  so  fully  ex- 


PEOJECTIONS    OF   A   BEVIL   WHEEL. 

Plate  Xry.' — Fig.  1  is  a  face  view,  fig.  2  an  edge  yiew,  and  fig,  3  a 
vertical  transverse  section.  We  have  explained  (page  159)  the  determina- 
tion of  the  division  of  the  angle  of  incHnation  of  the  axes  of  a  pair  of  bevil 
wheels ;  their  size  and  proportion  aro  to  be  determined  by  the  rules  given 
for  spur-wheels  ;  thus,  consider  the  base  of  the  cone  A  B  (figs.  2,  3)  as  the 
diameter  of  the  pitch  circle  of  a  spur-wheel,  and  proportion  the  pitch,  form, 
and  breadth  of  teeth,  according  to  the  stress  to  which  they  are  to  he  subjected. 

Having  determined  and  laid  down,  according  to  the  required  condi- 
tions, the  axis  0  S  of  the  primitive  cone,  the  diameter  A  B  of  its  base,  the 
angle  A  S  O  which  the  side  of  the  cone  makes  with  tlie  axis,  and  the 
straight  hues  A  tf,  D  o',  pei-pendicular  to  A  S,  and  representing  the  sides 
of  two  cones,  between  which  the  breadth  of  the  wheel  (or  length  of  the 
teeth)  is  comprised,  the  first  operation  is  to  divide  the  primitive  circle,  de- 
scribed with  the  radius  A  0,  into  a  number  of  equal  parts  corresponding 
to  the  number  of  teeth  or  pitch  of  the  wheel.  Tben  upon  the  section  (fig. 
3),  draw  with  the  radius  f  A  or  o  B,  supposed  to  move  parallel  to  itself, 
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outside  tlie  fignre  a  small  portion  of  a  circle,  upon  whicli  construct  tlie 
outlines  of  a  tooth  M,  and  of  the  rim  of  the  wheel,  with  the  same  propor- 
tions and  after  the  same  manner  as  we  have  explained  in  reference  to 
spur-wheels ;  set  off  from  A  and  B  the  points  a,  d,  and/,  denoting  respec- 
tively the  distances  from  the  pitch  line  to  the  points  and  roots  of  the  teeth, 
and  to  the  inside  of  the  rim,  and  join  these  points  to  the  vertex  S  of  the 
primitive  cone,  terminating  the  lines  of  junction  at  the  lines  D  o',  E  o' ; 
the  figure  ah  c  d  will  represent  the  lateral  form  of  a  tooth,  and  the  figure 
c  df  e  a  section  of  the  rim  of  the  wheel,  by  the  aid  of  which  the  face  view 
(fig.  1)  may  easily  be  constructed. 

The  points  «,  5,  e,  d^  and  e,  having  been  projected  upon  the  verti 
diameter  A'  E',  describe  from  the  centre  C  a  series  of  circles  pass 
through  the  points  thus  obtained,  and  draw  any  radius,  as  C  L,  pass 
through  the  centre  of  a  tooth.  On  either  side  of  the  point  L  set  off  the 
distances  L  A,  L  7,  making  up  the  thickness  of  the  tooth  II  at  the  point, 
and  indicate,  in  like  manner,  upon  the  circles  passing  through  the  points 
B'  and  3!,  its  thickness  at  the  pitch  line  and  root ;  then  draw  radii  through 
the  points  i,  I,  Tc,  g,  m,  &c.,  terminating  them  respectively  at  the  circles 
forming  the  projections  of  the  corresponding  paria  at  the  inner  extremity 
of  the  teeth ;  these  radial  lines  will  represent  the  rectilinear  edges  of  all 
the  teeth.  The  curvilinear  outlines  may  be  delineated  by  arcs  of  circles, 
tangents  to  the  radii  g  C  and  i  C,  and  passing  through  the  points  obtained 
by  the  intersections  of  the  radii  and  the  various  concentric  circles.  The 
radii  of  these  circular  arcs  may  in  general,  as  in  the  case  of  spur  wheels, 
be  taken  equal  to  the  pitch,  and  their  centres  upon  the  interior  and  exte- 
rior pitch-circles ;  thus  the  points  g  and  i,  n  and  o,  for  example,  are  the 
centres  for  the  arcs  passing  through  tho  corresponding  points  in  the  next 
adjacent  teeth,  and  vice  versa. 

The  drawing  of  the  teeth  in  the  edge  view  (fig.  2),  and  of  such  portions 
of  them  as  are  visible  in  the  section  (fig.  3),  is  sufficiently  explained  by  in- 
spection of  the  hues  of  projection  which  we  have  partially  introduced 
into  the  plate  for  this  purpose.  "We  have  only  to  remark,  that  in  the  con- 
struction of  these  vievrs,  every  point  in  the  principal  figure  from  which 
they  are  derived  is  situated  upon  the  projection  of  the  circle  dra'wn  from 
the  centre  C,  and  passing  through  that  point.  Thus  the  points  g  and  i, 
for  example,  situated  upon  the  exterior  pitch-circle,  will  be  determined  in 
fig.  2  by  the  intersection  of  their  lines  of  projection  with  the  base  A  E  of 
the  primitive  cone  ;  and  the  points  h  and  I  will  be  upon  the  straight  line 
passing  through  a  a  (fig.  3),  and  so  on.  Farther,  as  the  lateral  edges  of 
all  the  teeth  in  fig.  1  are  radii  of  circles  drawn  from  the  centre  C,  so  in 
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fig.  2  they  are  represented  by  lines  drawn  through  the  various  points 
found  as  above  for  the  outer  extremities  of  the  teeth,  and  converging 
towards  the  common  apex  S ;  while  the  centre-lines  of  the  exterior  and 
interior  extremities  themselves  all  tend  to  the  points  0  and  O'  respectively. 
This  circumstance  will  suggest  a  mode  of  materially  simplifying  the  opera- 
tion of  drawing  the  edge  view  of  the  teeth  when  tlie  wheels  are  small,  or 
executed  to  a  small  scale ;  and  in  all  cases  it  affords  a  means  of  testing 
tlie  accuracy  of  the  operations,  if  the  method  of  projecting  numerous  points 
be  adopted. 

Shew-b&ods. — When  the  axes  of  wheels  are  inehned  to  each  other,  and 
yet  do  not  meet  m  direction,  and  it  is  pupu&ed  to  connect  them  by  a 
single  pair  of  bevels,  the  teeth  must  be  mchned  to  the  base  of  the  frusta  to 


allow  them  to  come  into  contact.  Set  oS  a  e  eq^ual  to  the  shortest  distance 
between  the  axes,  (called  the  eccentricity,)  and  divide  it  in  c,  so  that  a  o 
is  to  e  c  as  the  mean  radius  of  the  frustum  to  the  mean  radius  of  that  with 
which  it  is  to  work ;  draw  omd  perpendicular  to  a  e.    The  line  cmd  gives 
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the  direction  of  the  teeth ;  and  if  from  the  centre  a,  with  radius  a  c,  a 
circle  be  described,  the  direction  of  any  tooth  of  the  Wheel  will  be  a  tan- 
gent to  it,  as  at  c.  Draw  the  line  d  e  perpendicular  to  cm  d,  and  witii  a 
I'adiua  d  e  ecLual  to  c  e  describe  a  circle  ;  the  direction  of  the  teeth  of  the 
second  wheel  will  be  tangents  to  this  last,  ae  at  d. 


SYSTEM   COMPOSED   OF   A   PINION   DRIVING   A   BACK. 

Plate  XY,,  iig,  1.— The  pitch  line  M  F  of  the  rack,  and  the  primitive 
circle  A  B  D  of  the  pinion  being  laid  down  touching  one  another,  divide 
the  latter  into  twice  the  number  of  equal  parts  that  it  is  to  have  of  teeth, 
and  set  oiF  the  common  distance  of  these  parts  upon  the  line  M  N,  as  many 
times  as  may  be  required ;  this  marks  the  thickness  of  the  teeth  and  width 
of  the  spaces  in  the  rack.  Perpendiculars  drawn  through  all  these  points 
to  the  solid  part  of  the  rack  will  represent  the  flanks  of  the  teeth  upon 
which  those  of  the  pinion  are  to  be  developed  in  succession.  The  curvature 
of  these  latter  should  be  an  involute  A  e  of  the  circle  A  B  D.  The  teeth 
might  be  cut  off  at  the  point  of  contact  d  upon  the  line  M  N,  for  at  this 
position  the  tooth  A  begins  its  action  upon  that  of  the  rack  E ;  but  it  is 
better  to  allow  a  little  more  length  ;  in  other  words,  to  describe  the  circle 
bounding  the  points  of  the  teeth  with  a  radius  somewhat  greater  than  C  d. 

"With  regard  to  the  form  of  the  spaces  in  the  rack,  all  that  is  required 
is  to  set  off  from  M  N,  as  at  the  point  e,  a  distance  ehghtly  gi-eater  than 
the  difference  A  a  of  the  radius  of  the  pitch  circle,  and  that  of  the  circle 
limiting  the  points  of  the  teeth,  and  through  this  point  to  draw  a  straight 
line  r  G  parallel  to  M  N,  From  this  line  the  flanks  of  all  the  teeth  of  the 
rack  spring,  and  their  points  are  terminated  by  a  portion  of  a  cycloid  A  h, 
which,  however,  may  in  most  instances  be  replaced  by  an  arc  of  a  circle. 
The  depth  of  the  spaces  in  the  pinion  obviously  depends  upon  the  height 
of  this  curved  portion  of  the  teeth ;  their  outhne  is  fonned  by  a  circle 
drawn  from  the  centre  C,  with  a  radius  a  little  less  than  the  distance  from 
this  point  to  the  sti-aight  line,  bounding  the  upper  surface  of  the  teeth  of 
the  rack. 


SYSTEM  COMPOSED   OF   A  EACK   DEIVINQ   A   PINION. 

In  this  case  the  construction  is  in  all  respects  identical  with  that  of  the 
preceding  example,  with  this  exception,  that  the  form  proper  to  be  given 
to  the  teeth  of  the  rack  is  a  cycloid  generated  by  a  point  A  in  the  circum- 
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fereace  of  the  circle  A  E  C,  in  rolling  on  the  line  H  i7.     The  curvature 
of  the  teeth  of  the  pinion  is  an  involute,  as  hefore. 


SYSTEM  COMPOSED   OF  A  "WHEEL   AND   TANGENT,    OE  ENDLESS    SCREW. 

Fig.  2. — In  the  construction  of  this  variety  of  geering,  we  must  firet  fix 
upon  the  number  of  teeth  in  the  wheel,  and  the  distance  of  its  centre  from 
the  axis  of  the  screw.  Tlien  conceive  a  plane  passing  through  the  axis 
E  F  of  the  screw,  parallel  to  the  face  of  the  wheel,  and  let  0  be  the  centre 
of  its  primitive  circle.  If  now  a  perpendicular  C  G  be  drawn  from  0  upon 
E  E,  and  0  A  be  taken  as  the  radius  of  the  pitch  circle  B  A  D  of  the 
wheel,  the  difference  A  G  will  represent  the  radius  of  a  cylinder,  which 
may  be  termed  the  primiiwe  cylinder  of  the  screw ;  and  a  line  M  N  drawn 
through  A,  parallel  to  E  F,  will  be  a  generatrix  of  that  cylinder,  which 
will  serve  the  purpose  of  determining  the  form  of  the  teeth. 

The  section  having  been  made  tiu'ough  the  axis,  the  question  obviously 
resolves  itself  into  the  caee  of  a  rack  driving  a  pinion  ;  consequently  the 
curve,  of  the  teeth,  or  rather  thread,  of  the  screw  should  be  simply  a  cycloid 
generated  by  a  point  in  the  circle  AEG,  described  upon  A  C  as  a  diam- 
eter, and  rolling  upon  the  straight  hne  M  N.  It  is  to  be  remarked,  fur- 
ther, that  the  outlines  of  the  teeth  are  helical  surfaces  described  about  the 
cylinder  forming  the  screw,  with  the  pitch  A  h  equal  to  the  distance,  mea- 
sured upon  the  primitive  scale,  between  the  corresponding  points  of  two 
contiguous  teeth.  These  curves  have  been  drawn  on  our  figure,  but  being 
for  the  most  part  concealed,  they  are  expressed  by  dotted  lines.  The  teeth 
of  the  wheel  are  not,  as  in  ordinary  kinds  of  geering,  set  perpendicularly 
to  the  plane  of  its  face,  but  at  an  angle,  and  with  surfaces  corresponding 
to  the  inclination  and  helical  form  of  the  thread  of  the  screw.  In  some 
instances,  the  points  of  the  teeth  and  bottoms  of  the  spaces  are  formed  of  a 
concave  outline  adapted  to  the  convexity  of  the  screw,  in  order  to  present 
as  much  bearing  surface  as  possible  to  its  action.  In  this  kind  of  geering, 
for  obvious  reasons,  it  is  invariably  the  screw  that  imparts  the  motion. 

Fig.  3  represents  an  edge  elevation  of  the  wheel,  projected  as  in  pre- 
vious examples. 

SYSTEM   COMPOSED   OF   AIT  INTERNAL    SPUE-WHEEL   DRIVING   A   PINION. 

Plate  SVL,  fig.  1.— The  form  of  the  teeth  of  the  driving  wheel  is  in  this 
instance  determined  by  the  epicycloid  described  by  a  point  in  the  circle 
A  E  C,  rolhng  on  the  concave  circumference  of  the  primitive  circle  MAN. 
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The  points  of  the  teeth  are  to  be  cut  off  by  a  circle  drawn  from  the  centre 
of  the  internal  ■wheel,  and  passing,  through  the  point  E,  which  is  indi- 
cated, as  before,  by  the  contact  of  the  curve  with  the  flank  of  the  driven 
tooth. 

The  wheel  being  suppoeedto  be  invariably  the  driver,  the  curved  por- 
tion of  the  teeth  of  the  pinion  may  be  very  small.  Tliis  curvature  ia  a 
part  of  an  epicycloid  generated  by  a  point  in  the  circle  MAN  rolling 
upon  BAD. 


SYSTEM   COMPOSED   OF   AIT  INTERNAL   WHEEL   DRIVEN   BY   A   PINION. 

Fig.  2. — ^This  problem  involves  a  circumstance  which  has  not  hitherto 
come  under  consideration,  and  which  demands,  consequently,  a  different 
mode  of  treatment  from  that  employed  in  tlie  preceding  cases.  The  epicy- 
cloidal  curve  A  a,  generated  by  a  point  in  the  circle  having  the  diameter 
A  O,  the  radius  of  the  circle  MAN,  and  which  rolls  upon  the  circle 
BAD,  cannot  be  developed  upon  the  flank  A  S,  the  line  described  by 
the  same  point  in  the  same  circle  in  rolling  upon  the  concave  circumfer- 
ence MAN;  and  for  this  obvious  reason,  that  that  curve  is  situated  mth- 
out  the  circle  BAD,  while  the  flank,  on  the  contrary,  is  witJrni,  it.  It 
becomes  necessary,  therefore,  in  order  that  the  pinion  may  drive  the  wheel 
uniformly  according  to  the  required  conditions,  to  form  the  teeth  so  that 
they  shall  act  always  upon  one  single  point  in  those  of  the  wheel.  This 
may  be  most  advantageously  efi'ected  by  taking  for  the  curvature  of  the 
teeth  of  the  pinion  the  epicycloid  A  d  described  by  the  point  A  in  the 
circle  MAN,  rolling  over  the  circle  BAD.  It  will  be  observed  that,  as 
in  the  preceding  examples,  the  tooth  E  of  the  pinion  begins  its  action  upon 
the  tooth  F  of  the  wheel  at  the  point  of  contact  of  their  respective  primi- 
tive circles,  and  that  it  is  unnecessary  that  it  should  be  continued  beyond 
the  point  o,  because  the  succeeding  tooth  H  will  then  have  been  brought 
into  action  upon  G ;  consequently  the  teeth  of  the  wheel  might  be  bounded 
by  a  circle  passing  through  the  point  o.  It  is,  however,  one  of  the  prac- 
tical advantages  which  this  species  of  geering  has  over  wheels  working  ex- 
ternally, that  the  surfaces  of  contact  of  the  wheel  and  pinion  admit  of 
being  more  easily  increased ;  and  by  making  the  teeth  somewhat  longer 
than  simple  necessity  demands,  the  strain  may  be  difi^used  over  two  or 
more  teeth  at  the  same  time.  The  flanks  of  the  teeth  of  the  wheel  are 
formed  by  radii  drawn  to  the  centre  0,  and  (heir  points  are  rounded  off 
to  enable  them  to  enter  freely  into  the  spaces  of  the  pinion. 
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PKOJECTIONS    OF    ECCENTEli 


The  term  eccentric  is  applied  in  general  to  all  euch  curves  as  are  com- 
posed of  pointo  situated  at  unequal  diBtaneee  from  a  central  point  or  axis. 
The  ellipse,  the  curve  called  the  heari,  and  even  the  circle  itself,  when 
supposed  to  be  fixed  upon  an  axis  which  does  not  pass  through  its  centre, 
are  examples  of  eccentric  curves. 

The  object  of  such  curves,  which  are  of  frequent  occurrence  in  machin- 
ery, is  to  convert  a  rotatory  into  an  alternating  rectilinear  motion ;  and 
their  forms  admit  of  an  infinite  variety,  according  to  the  nature  of  the 
motion  desired  to  be  imparted.  Examples  of  their  application  occur  in 
many  arrangements  of  pumps,  presses,  valves  of  steam-engines,  spinning 
and  weaving  machines,  &c. 

Fig.  1,  plate  XVII. — To  draw  the  eccentrical  mfm/mebrical  cwrve  called 
the  heart,  which  is  such  as,  when  remolmrig  with  a  v/mform,  motion  on  its 
ams,  to  com/municate  to  a  'movable  ^poi/nb  A,o  vmiform,  reatili/neoT  moHon  of 
ascent  and  descent. 

Let  C  be  the  axis  or  centre  of  rotation  upon  which  the  eccentric  is 
fixed,  and  which  is  supposed  to  revolve  uniformly  ;  and  let  A  A'  be  the 
distance  which  the  point  A  is  required  to  traverse  during  a  half  revolution 
of  the  eccentric.  From  the  centre  0,  with  radii  respectively  equal  to  C  A 
and  C  A',  describe  two  circles ;  divide  the  greatest  into  any  number  of 
equal  parts  (say  16),  and  draw  through  these  points  of  division  the  radii 
C  1,  C  2,  C  3,  &c.  Then  divide  the  line  A  A'  into  the  same  number  of 
equal  parts  as  are  contained  in  the  semicircle  (that  is,  into  8  in  the 
example  now  before  us),  and  through  all  the  points  1',  2',  3',  &c,,  draw 
circles  concentric  with  the  former ;  the  points  of  their  intersection  B,  D,  E, 
&c.,  with  the  respective  radii  0  1,  C  2,  C  3,  <&c,,  are  points  in  the  curve 
required,  its  vertex  being  at  the  point  8. 

It  will  now  be  obvious  that  when  the  axis,  in  its  angular  motion,  shall 
have  passed  through  one  division,  in  other  words,  when  the  radius  C  1 
coincides  with  C  A',  the  point  A,  being  urged  upwards  by  the  curvature 
of  the  revolving  body  on  which  it  rests,  wiU  have  taken  the  position  indi- 
cated by  1' ;  and  further,  when  the  succeeding  radius  0  2  shall  have 
assumed  the  same  position,  the  point  A  will  have  been  raised  to  2',  and  so 
on  till  it  arrives  at  A',  after  a  half  revolution  of  the  eccentric.  The  re- 
maining half  A  G  F  8  of  the  eccentric,  being  exactly  symmetrical  with  the 
other,  will  enable  the  point  A  to  descend  in  precisely  the  same  manner  as 
it  is  elevated.    It  is  thus  manifest  that  this  curve  is  fitted  to  impress  a  uni- 
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form  motion  upon  the  point  A  itself,  but  in  practice  a  small  friction 
roller  is  usually  interposed  between  the  surface  of  the  eccentric  and  the 
piece  which  is  to  be  actuated  by  it.  Accordingly,  the  point  A  ia  to  be 
taken  as  the  centre  of  this  roller,  and  the  curve  whose  construction  we 
have  just  explained  ia  replaced  by  another  similar  to,  and  equidistant  from 
it,  which  is  drawn  tangentially  to  area  of  circles  described  from  the  various 
points  in  the  primary  curve  with  the  radius  of  the  roller.  This  second 
curve  is  manifestly  endowed  with  the  same  properties  as  the  other ;  for, 
supposing  the  point  e,  for  example,  to  coincide  with  A,  if  we  cause  the 
axis  to  revolve  through  a  distance  equal  to  one  of  the  divisions  the  point 
y,  which  is  the  intersection  of  the  curve  with  the  circle  whose  radius  is 
C  1',  will  then  obviously  have  assumed  the  position  1' ;  at  the  next  por- 
tion of  the  revolution,  the  point  g  (which  is  such  that  the  angle  fCgiis 
equal  to  e  C  /)  will  have  arrived  at  2',  and  so  on.  Thus  it  is  plain  that 
the  point  a  will  be  elevated  and  depressed  uniformly  by  means  of  the 
second  curve,  in  the  same  manner  as  that  denoted  by  A  is  actuated  by 
the  first. 

It  is  obvious  that  the  movable  point  a  must,  in  actual  working,  be  held 
in  contact  with  the  surface  of  the  eccentric ;  this  is  generally  accomplished 
by  the  action  of  a  weight  or  of  a  spring  ;  but  in  forma  similar  to  fig.  1,  in 
which  all  the  diametere,  as  A  E,  B  F,  D  G,  &c.,  are  equal,  two  frictions 
connected  and  placed  diametrically  opposite  each  other  may  be  used, 
which  will  he  thus  attemately  and  similarly  impelled  ;  in  many  cases  an 
eccentric  groove  is  cut,  and  the  friction  roll  or  point  a  is  made  to  elide  in 
this  groove. 

Fig,  2, — To  draw  a  double  eccetiine  curve,  which  shall  impart  a  mii- 
form  TUoUon  of  ascent  and  descent  to  the  point  A,  iramerdng  am,  arc  of  a 
circle  A  A'. 

First,  divide  the  given  arc  A  A'  into  any  number  of  equal  parts  (8  in 
the  present  example),  and  from  tlie  common  centre,  or  axis  C  of  the  eccen- 
tric, deacrjbe  circles  pasauig  through  each  of  the  points  of  division  1',  2',  3', 
&c.  Divide  also  the  circle  passing  through  O,  the  centre  of  the  arc  A  A', 
into  twice  the  number  of  equal  parts  ;  then  taking  up  in  the  compasses  the 
length  A  O,  and  placing  one  of  the  points  at  the  division  marked  1,  de- 
scribe an  arc  of  a  circle,  which  wiU  cut  at  B  the  circle  drawn  with  the 
radius  0  1' ;  from  the  next  point  of  division  2,  mark  off,  in  the  same  man- 
ner, the  point  D  in  the  circle  whose  radius  is  C  2',  and  so  on.  The  points 
B,  D,  E,  &c.,  thus  obtained,  are  points  in  the  curve  required,  which,  sup- 
posing the  eccentric  to  revolve  uniformly,  will  possess  the  property  of 
commimicating  to  the  point  A  a  uniform  motion  of  ascent  and  de- 
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scent  along  the  arc  A  A'.  This  admits  of  easy  demonstration.  The  angle 
E  C  1'  is  half  of  2'  0  D,  and  consequently,  when  the  point  E  has  anived 
at  1',  the  radius  C  D,  then  coinciding  with  C  B,  will  have  passed  through 
an  angle  equal  to  1'  C  E,  and  again,  at  the  next  point  in  the  revolution, 
will  coincide  with  C  2'.  Therefore  the  portion  B  D  of  the  curve  will 
impel  the  given  point  through  the  arc  1'  2',  in  the  same  time  and  with  the 
same  velocity,  aa  the  part  A  B  wiU  have  raised  it  from  A  to  V.  By  a 
similar  process  of  reasoning  it  will  bo  manifest,  that  the  angle  1'  C  B  being 
just  one-third  of  3'C  I,  the  point  A  will  also  traverse  tlie  space  2'  3'  with 
a  uniform  motion. 

By  a  glance  at  the  figure  it  will  be  seen  that  this  curve  is  not  symmetri- 
cal ;  in  other  words,  that  the  part  A  F  E  is  not  equal  or  similar  to  A  D  E. 
This  may  be  accounted  for  by  observing,  that  the  are  5  1',  for  instance,  is 
equal  to  1'  B,  and  consequently  the  point  fr  (which  is  determined  by  the 
intersection  of  the  circle  passing  through  1'  with  the  arc  described  from 
the  centre  15)  cannot  be  situated  in  the  same  position  in  relation  to  A  as 
the  point  B,  since  the  radius  C  A  docs  not  pass  through  1' ;  the  same  re- 
mark applies  to  all  the  other  arcs,  d  2',  &c.  It  is  not  the  less  certain, 
however,  that  the  part  A  F  E  of  the  eccentric  will  cause  the  given  point 
to  descend  through  the  arc  A'  A  in  the  same  uaiform  manner  as  it  had 
been  elevated  by  the  part  A  D  E. 

In  the  two  preceding  examples  of  eccentrics  it  has  been  shown,  that 
the  point  A  moves  tlirongh  equal  spaces  in  equal  times,  both  in  ascending 
and  descending.  In  some  cases,  however,  this  is  by  no  means  desirable  ; 
thus,  if  the  eccentric  is  destined  to  give  motion  to  a  mass  of  matter  which 
offers  considerable  resistance,  such  a  form  would  give  rise  to  injurious  and 
destructive  shocks.  In  such  cases,  it  is  necessary  so  to  regulate  the  curva^ 
ture  of  the  eccentric,  that  the  point  A  shall  move  at  the  beginning  and 
end  of  its  stroke  with  diminished  velocity ;  and  that  for  this  purpose, 
the  space  A  A  should  be  unequally  divided,  aa  in  the  example  which 
comes  next  under  notice. 

Fig.  3. — To  djrmo  a  doubh  a/nd  symmstrical  eocsntrio  curve,  suck  as  to 
cavse  the  point  A  to  "move  in  a  straigM  line,  and  with  am  v/ihequal  motion; 
the  vdoaivy  of  ascent  being  accelerated  in  a  gimen  raUo  from  t?ie  starting 
point  to  the  vertex  of  the  cu/nse,  and  the  velocity  of  descent  hein^  retarded 
in  the  samie  ratio. 

Upon  A  A'  as  a  diameter  describe  a  semicircle,  and  divide  it  into  any 
number  of  equal  parts  ;  draw  from  each  point  of  division  1',  2',  3',  &c., 
perpendiculars  upon  C  A';  and  through  the  points  of  intersection  1*,  2",  3*, 
&c.,  draw  circles  having  for  their  common  centre  the  point  C,  which  is  to 
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be  joined,  as,  before,  to  all  the  points  of  division  on  the  circle  (A'  48.) 
The  pointa  of  intersection  of  the  concentric  circles  with  the  radii  C  1,  C  2, 
C  3,  &c.,  are  points  in  the  curve  required. 

Fig.  i.—To  consiruoi  a  double  and  symmefHeal  eccentric,  wMeh  shall 
produce  a  umform  rectUinewr  motion,  with  periods  of  rest  at  the  poirvts 
nearest  to,  and  farthest  from,  the  aids  of  rotation. 

The  lines  in  the  figure  above  referred  to  indicate  sufficiently  plainly, 
■without  the  aid  of  further  description,  the  construction  of  the  curve  in 
question,  which  is  simply  a,  modification  of  the  eccentric  represented  at 
Fig.  1.  In  the  present  example,  the  eccentric  is  adapted  to  allow  the 
movable  point  A  to  remain  in  a  state  of  rest  during  the  first  quarter  of  a 
revolution  B  D  ;  then,  dining  the  second  quarter,  to  cause  it  to  traverse, 
■with  a  uniform  motion,  a  given  straight  line  A  A',  by  means  of  the  curve 
D  G  ;  again,  during  the  next  quarter  E  F  G,  to  render  it  stationary  at  the 
elevation  of  the  point  A' ;  and  finally,  to  allow  it  to  s'ubside  along  the 
curve  B  E,  with  the  same  uniform  motion  as  it  was  elevated,  to  its  original 
position,  after  having  performed  the  entire  revolution. 

Fig.  5  represents  an  edge  view  of  this  eccentric,  and  fig.  6  a  vertical 
section  of  it. 

Figs.  7,  8,  and  9,  a  Circular  ^^(^cejrfric.— These  figures  represent  a 
model  of  a  variety  of  the  circular  eccentric,  which  is  the  contrivance 
usually  adopted  in  steam-engines  for  giving  motion  to  the  valves  regu- 
lating the  action  of  the  steam  upon  the  piston.  The  circular  eccentric 
is  simply  a  species  of  disc  or  pulley  fixed  upon  tlie  crank-shaft,  or  other 
rotating  axis  of  an  engine,  in  such  a  manner  that  the  centre  or  axis 
of  the  shaft  shall,  be  at  a  given  distance  from  the  centre  of  the  pulley.  A 
ring  or  hoop,  either  formed  entirely  of,  or  lined  with  brass  or  gun  metal, 
for  the  purpose  of  diminishing  friction,  is  accurately  fitted  within  project- 
ing ledges  on  the  outer  circumference  of  the  eccentric,  so  that  the  latter 
may  revolve  freely  within  it ;  this  ring  is  connected  by  an  inflexible  rod 
with  a  system  of  levers,  by  which  the  valve  is  moved.  It  is  evident,  that 
as  the  shaft  to  which  the  eccentric  is  fixed  revolves,  an  alternating  recti- 
linear motion  will  be  impressed  upon  the  rod,  its  amount  being  determined 
by  the  eccentricity,  or  distance  between  the  centre  of  the  shaft  and  that 
of  the  exterior  circle.  The  th/row  of  the  eccentric  is  twice  the  eccentricity 
C  E ;  or  it  may  be  expressed  as  the  diameter  of  the  circle  described  by 
the  point  E.  The  nature  of  the  alternating  motion  generated  by  the  cir- 
cular eccentric  is  identical  with  that  of  the  crank,  which  might  in  many 
cases  be  advantageously  substituted  for  it. 

Fig.  8  is  the  edge  view,  fig.  9  the  section  of  fhe  eccentric,  in  this  par- 
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ticular  example,  formed  in  a  single  piece,  and  ■which  can  be  applied  only 
when  the  shaft  to  which  it  is  to  be  attached  is  straight  and  uninterrupted 
by  cranks,  &c.  The  mode  of  representing  the  arm  in  fig.  9,  -which  is  a 
eection  on  the  line  T>  F,  ia  not  strictly  accurate,  but  is  a  license  irecLuentlj 
practised  in  similar  cases,  and  which  is  attended  with  obvious  advantage. 

In  many  machines,  the  eccentric  is  used  for  the  raising  of  a  weight  a 
certain  height  and  then  letting  it  fall,  as  in  the  case  of  ore  stampers,  cloth 
beetles,  trip  hammers,  and  the  valve  rod  of  some  steam  engines.  In  these 
cases  the  eccentric  may  be  considered  as  merely  a  single  long  tooth  geer, 
in  which  commonly,  on  account  of  the  uniformity  of  action,  the  wiping  or 
rubbing  surface  is  an  involute  curve,  the  boas  of  the  eccentric  being  the 
generating  circle. 

In  practice,  the  term  eccentric  is  generally  confined  to  the  circular 
eccentric ;  all  others,  with  exception  of  that  last  described,  or  wypers, 
being  called  cams. 

DE4WING     OF     SCREWS. 

The  screw  is  a  cyhndrieal  piece  of  wood  or  metal,  in  the  surface  of 
which  one  or  more  helical  grooves  are  formed.  The  thread  of  the  screw 
is  the  solid  portion  left  between  the  grooves ;  and  the  pitch  of  the  screw 
is  the  distance,  measured  on  a  line  parallel  to  the  axis  of  the  cylinder,  be- 
tween the  two  contiguous  centres  of  the  same  thread. 

Pri^eat/iona  of  a  tria/ngidair-threaded  screw  a/nd  'n/iit,  plate  XYIII,,  fig.  1. 
— Having  drawn  the  ground  hne  A  B,  and  the  centre  lines  C  C  of  the 
figures,  from  0  as  a  centre,  with  a  radius  ec[ual  to  that  of  the  exterior 
cylinders,  describe  the  semicircle  tt  3  6  ;  describe  in  like  manner  the  semi- 
circle J)  c  6  with  the  radius  of  the  interior  cyHnder,  Now  draw  the  per- 
pendicolars  a  a"  and  6  6",  5  V  and  e  c",  which  will  represent  the  ver- 
tical projections  of  the  exterior  and  interior  cylinders.  Then  divide  the 
semicircle  a  3  6  first  described  into  any  number  of  eqaal  parts,  say  6,  and 
through  each  point  draw  radii,  wliich  will  divide  the  interior  semicircle 
similarly.  On  the  line  a'  a"  set  off  the  length  of  the  pitch  as  many  times 
as  may  be  required ;  and  through  the  points  of  division  draw  straight 
lines  parallel  to  the  ground  line  A  B.  Then  divide  each  distance  or  pitch 
into  twice  the  number  of  ec[ual  parts  that  the  semicircles  have  been  divided 
into,  and  following  instructions  already  laid  down  (page  100),  construct 
the  helix  a'  3'  6  both  in  the  screw  and  nut. 

Having  obtained  the  point  h'  by  the  intersection  of  the  horizontal  line 
passing  through  the  middle  division  of  a'  a  with  the  perpendicular  S  V,  de- 
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ecribe  the  helix  V  d  e',  wMeh  will  represent  tho  bottom  of  the  groove. 
The  apparent  outlines  of  the  screw  and  its  nut  will  then  be  completed  by 
drawing  the  lines  I' a',  a'i',  &c.,  to  the  curves  of  the  helices;  these 
are  not,  strictly  speaking,  straight  lines,  but  their  deviation  from  the 
straight  line  is,  in  most  instances,  eo  small  as  to  be  imperceptible,  and  it 
ia  therefore  unnecessary  to  complicate  the  drawing  by  introducing  the 
method  of  determining  them  with  rigorous  exactness. 

'\Vhen  a  long  series  of  threads  have  fo  be  delineated,  they  should  be 
drawn  mechanically  by  means  of  a  mould  or  templet,  constructed  in  the 
following  manner :— Tate  a  small  slip  of  thin  wood  or  pasteboard,  and 
draw  upon  it  the  helix  a'  3'  6  to  the  same  scale  as  the  drawing,  and  pare 
the  slip  carefully  and  accurately  to  this  line.  By  applying  this  templet 
upon  fig.  1,  so  that  the  points  a'  and  6  on  the  plate  shall  coincide  with 
a'  and  6  on  the  drawing,  the  curve  a'  3'  6  can  be  drawn  mechanically, 
and  so  on  for  the  remaining  curves  of  the  outer  helix.  The  same  templet 
may  be  employed  to  draw  the  corresponding  curves  in  the  screw-nut  by 
simply  inverting  it ;  but  for  the  interior  helix  a  separate  one  must  be  cut, 
its  outlines  being  laid  off  in  the  same  manner. 

Projections  of  a  square-threaded  screw  and  nut  (flg.  2). — ^The  depth  of 
the  thread  is  ec[ual  to  its  thickness,  and  this  latter  to  the  depth  of  the 
groove.  The  construction  is  similar  to  the  preceding,  and  will  be  readily 
understood  from  the  drawing,  the  same  letters  and  flguree  marking  rela- 
tive parts.  The  parts  of  the  curve  concealed  from  view  are  showTi  in 
dotted  lines. 

It  will  be  observed,  that  the  heads  and  nuts  of  the  screws  are  repre- 
sented as  broken,  which  is  done  for  economy  of  space. 

It  is  seldom  necessary  to  delineate  so  exactly  the  outlines  of  screws, 
as  they  are  generally  drawn  to  a  much  smaller  scale.  Fig.  3  shows  the 
einiplest  form  by  which  a  screw  may  be  represented.  Pigs.  4,  6,  6,  repre- 
sent a  triangular-threaded,  a  square-threaded  screw,  and  a  serpentine,  in 
which  the  helical  curves  are  replaced  by  straight  lines,  and  these  forms 
will  be  found  sufficiently  exact  and  graphic  for  most  of  the  cases  occur- 
ring in  practice. 

Screws  may  have  two,  three,  or  even  a  greater  number  of  threads,  ac- 
cording to  the  velocity  which  their  action  may  be  recLuired  to  produce. 
A.  dovMe-tkreaded  screux)  is  one  in  which  the  pitch  of  any  individual  helix 
includes  two  threads ;  a  three-threaded  screw,  one  in  which  it  embraces 
three  threads,  and  so  on. 

She  amd  proportion  of  holts. — The  diameter  of  the  bolt  depends,  of 
course,  on  the  strain  to  which  it  is  to  be  subjected  ;  but  since  the  tensile 
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strength  of  common  bolts  is  reduced  at  least  one  quarter  by  the  cutting  of 
tlie  thread,  as  a  safe  rule  the  tension  ought  not  to  exceed  4  tons  on  the 
square  inch  of  section.  It  ■will  be  found  economical  often,  where  the  bolt 
is  long,  to  cut  the  thread  on  a  larger  wire,  and  weld  the  piece  to  a  rod  of 
the  interior  diameter  of  the  screw.  The  section  of  the  thread  most  ap- 
proved of  for  strength  and  easy  motion  of  the  nut  is  the  equilateral  tri- 
angle, thus  A  J  the  bevelled  sides  being  equal  between  themselves  and  to 
the  base. 
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The  thickness  of  the  nut  should  be  equal  to  the  diameter  of  the  bolt. 
The  head  of  the  bolt  is  usually  square  ;  the  nut  may  he  of  the  same  form-, 
but  as  often  is  six-paned  or  six  square.     When  the  head  of  the  bolt  is  in- 


tended to  h&Jktsh  or  even  with  the  surface  of  the  piece  into  which  the  bolt 
is  inserted,  the  inside  of  the  head  is  made  conical  hke  the  common  wood- 
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Bcrew,  or  pyramidal,  and  it  is  then  said  to  be  countersunk.  When  bolts 
are  employed  in  wood,  washers  are  Tieually  placed  beneath  the  nut  and 
bead,  to  give  a  more  extended  beaiing  surface. 


rigs.  280  and  281  represent  two  wrought  iron  hooks,  in  which  the 
material  is  distributed  according  to  the  strain  to  which  the  parts  may  be 
subjected.  The  following  are  the  proportions  on  which  fig.  280  is  con- 
structed : — Assuming  the  neck  of  the  hook  as  the  modulus  or  1,  the  diam- 
eter of  journals  of  the  traverse  are  1.1 ;  width  of  traverse  at  centre,  2 ; 
distance  from  the  centre  of  the  hook  to  the  centre  of  the  traverse,  T-5 ; 
interior  circle  of  the  hook,  3.4;  greatest  thickness  of  the  hook,  2,8,  As- 
suming (fig.  281)  the  diameter  of  the  wire  of  the  chain  as  1 :  interior  circle 
of  hook  is  3.2,  and  greatest  thickness  of  hook,  3.5. 


FE  AMB8. 

Plate  XIX.  represents  the  application  of  iron  in  the  frames  of  tools. 

Fig.  1  represents  the  cam-punch  and  shear ;  in  this  case,  the  force 
exerted  whilst  the  machine  is  in  the  operation  of  punching  or  shearing, 
tends  to  open  the  jaws  a  a;  and  the  tendency  increases  with  the  depth  of 
the  jaw,  the  strain  obviously  being  the  greatest  at  the  inmost  part  of  the 
jaw.  Tlie  frame  consists  of  a  plate  of  cast  iron,  with  two  webs  around  its 
edges;  the  front  web  being  subjected  to  a  tensile  strain,  should  be  in  the 
area  of  its  section  about  six  times  that  of  the  rear  web  which  is  subjected 
to  a  compressive  force. 

Fig.  2  is  the  side  frame  of  a  planing  machine.  The  force  here  exerted 
is  horizontal  against  the  cotter,  which  can  he  raised  or  lowered  at  pleasure, 
according  to  the  magnitude  of  the  work  to  be  planed ;  the  upright  has, 
therefore,  to  be  braced,  which  is  done  in  a  curved  form  for  beauty  of  out- 
line. 

Fig.  3  is  a  common  jack-screw,  in  which  the  pressure  is  vertical ;  the 
base  is  made  extended  to  give  it  stability. 

Fig.  4  is  a  plan  of  the  top  plate,  and  fig.  5  the  elevation  of  a  hydraulic 
press.  The  top  and  bottom  plates  and  platen  are  cast  iron,  the  four  rods 
are  wrought  iron ;  the  strain  upon  the  rods  is  tensile,  and  it  is  only  neces- 
sary to  give  them  such  a  size  as  to  resist  securely  the  power  which  may  be 
required  on  the  press.  The  plates  are  beams,  supported  at  the  four  cor- 
1  to  a  breaking  strain,  it  will  be  evident  that  the  bottom 
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plate  is  the  strongest,  as  in  this  case  the  bottom  of  the  plate  being  sub- 
jected to  a  tensile  strain,  is  a  flange  or  platen,  and  affords  more  material 
remote  from  the  neutral  axJE  than  the  ribs  of  the  upper  plate  which  are 
subjected  to  the  tensile  strain.  The  movable  platen  is  braced  by  triangu- 
lar wings  or  flanges  radial  from  the  piston.  In  this  particular  case  the 
cyhnder  is  cast  iron  hooped  with  wrought  iron ;  it  is  very  common  to 
make  the  whole  cylinder  wrought  iron. 

PrindpU  of  the  action  of  the  hydrostatic  press.— 'Let  AB  GJ)  {^g.  ^$2) 
epresent  a  vertical  section  of  a  cylindrical  vessel  filled  with 
an  incompressible  non-elastic  fluid,  as  water  for  instance  ;  let  ■ 

E  and  F  be  two  pistons  of  difl'erent  magnitudes  connected  with    „^^^* 
the  cylinder,  and  fitting  closely  their  respective  orifices ;  now,       c^^^» 
whatever  pressure  be  exerted  by  the  piston  F  on  the  fluid        ^'e-  ^^■ 
in  the  cylinder,  it  will  be  repeated  on  the  piston  E  as  many  times  as  the 
area  of  the  small  piston  is  contained  in  the  large  piston ;  that  is,  if  the 
area  of  F  was  1  sq^uare  incli,  and  the  pressure  exerted  10  lbs.,  and  the  pis- 
ton E  100  square  inches,,  then  the  pressure  on  E  would  be  10  x  100,  or 
1000  lbs.     F  corresponds  to  the  plunger  of  the  force-pump,  E  to  the  piston 
or  ram  of  the  press.     The  thickness  of  metal  of  the  cylinder,  if  of  cast-iron, 
should  not  be  less  than  one-half  the  diameter  of  the  ram.     Adopting  this 
as  the  rule,  to  find  the  entire  pressure  in  tons  which  a  cyhnder  can  sustain, 
the  diameter  of  the  ram  being  given: 

Multiply  the  sc^uare  of  the  diameter  in  inches  by  3,  and  the  product 
will  be  the  pressure  in  tons. 

Or,  the  pressure  in  tons  being  given : 

Divide  the  given  pressure  in  tons  by  3,  and  the  square  root  of  the  quo- 
tient will 'be  the  diameter  of  the  piston  in  inches.  Thus,  the  diameter  of 
the  piston  being  10  inches,  the  thickness  of  metal  5  inches,  the  pressure 
might  be  10  X  10  X  3  =  300  tons. 

Figs.  6  &  7  represent  a  housing  for  rolls.  The  screw  a  presses  down 
upon  the  top  of  the  box  of  tlie  journal,  and  the  effect  is  a  tensile  strain  on 
the  sides  of  the  frame ;  but  it  must  be  remarked,  that  frames  of  this  sort 
are  subject  to  percussive  and  intermittent  strain  vastly  exceeding  the  mere 
tensile  strain,  and  proper  allowance  is  to  be  made  for  this ;  and  it  is  much 
better  to  depend  in  part  on  mass  or  on  dead  weight  of  material  to  resist 
such  strains  than  irpon  cohesive  strength  merely. 

Plate  XX.  represents  the  elevation  of  the  frames  of  three  classes  of 
American  marine  engines. 

Figs.  1  and  2  represent  the  frame-work  of  the  l^ew  World.  It  is  com- 
posed of  four  pieces  of  heavy  pine  timber  d  d,  which  are  formed  into  two 


„Goog[c 


194  DHAWING   OF   MACHITfEKT. 

triangles,  and  inclined  sliglitly  laterally  to  each  Other  (flg,  2) ;  their  lower 
ends  rest  on  the  keelsons,  and  upon  their  upper  extremities  are  placed  the 
pillow-block  e  of  the  working  team.  They  are  solidly  fastened  together 
and  to  the  boat  by  numerous  horizontal  and  diagonal  timbers,  which  are 
secured  by  wooden  knees  and  keys,  and  are  heavily  bolted.  ITie  two  front 
legs  are  bolted  to  flanges  cast  on  the  sides  of  the  condenser,  and  the  other 
end  of  the  framing  is  attached  to  a  large  mass  of  timbers,  which  support 
the  shaft  pillow-block  5,  The  framing  is  further  steadied  by  two  addi- 
tional timbers,  and  rods  running  from  the  beam  pillow-blocks  outside  the 
shaft  to  the  keelsons  of  the  boat ;  a  represents  the  guides,  which  are  bolted 
at  the  bottom  to  the  cylinder  flange,  and  retained  in  their  vertical  position 
by  wrought  iron  braces  connected  with  the  framing.  The  entire  fastening 
of  the  engine  and  its  framing  is  so  disposed  as  to  reduce  all  the  strains  to 
direct  ones  of  extension  or  compression  on  the  fibres  of  the  iron  and  wood 
employed  in  the  construction.  The  height  of  the  frame  is  46  feet,  width 
at  bottom  31  feet. 

Fig.  3  represeuts  the  side  elevation  of  the  frame  of  the  side  lever  ocean 
steamer  Pa<^fio.  In  this  frame  the  two  large  hoUow  pillow-blocks  which 
sustain  the  shaft  on  each  side  of  the  cranks  are  supported  by  four  wrought 
iron  columns  G  G  on  the  forward  extremity  of  the  bed-plate  I,  the  centre 
of  the  shaft  being  23  feet  above  the  keelson.  The  pillow-blocks  thus  sup- 
ported are  connected  by  two  strong  inclined  braces  D  to  the  cylinder,  by 
means  of  solid  facings  east  with  it  on  each  side  of  the  steam  opening.  The 
colunms  are  connected  by  horizontal  braces  A  A,  composed  of  hollow  tubes, 
through  which  bolts  pass,  and  the  frames  of  the  two  engines  are  connected 
at  the  same  points  by  similar  tubes,  and  also  two  diagonal  horizontal  braces 
cast  together.  Similar  braces  C  C  are  used  to  connect  each  extremity  of 
the  pillow-blocks,  and  the  two  engine  frames  are  connected  by  a  horizontal 
wrought  iron  cross.  To  resist  tlie  tendency  of  the  engines,  in  tlie  rolling 
of  the  ship,  to  press  the  outer  bearings,  there  are  in  a  vertical  transverse 
plan  three  wrought  iron  cross  or  diagonal  braces  F  between  the  pillow- 
blocks  and  bed-plates.  Four  cross  braces  H  and  J  connect  the  extremities 
of  the  cylinder  and  the  frame.  The  cylinders  are  also  connected  by  a 
horizontal  tubular  brace  K.  It  will  be  thus  seen  that  this  frame  is  a  sys- 
tem of  bracing  and  cross-bracing,  in  which  the  material  is  most  economi- 
cally disposed  to  resist  tlie  various  strains. 

The  bed-plate  consists  of  a  single  casting,  32  feet  long  and  9  feet  broad, 
which  is  securely  fastened  to  the  keelsons  and  ship's  bottom ;  the  diameter 
of  tlie  cylinder  is  96  inches,  and  the  stroke  9  feet. 

Fig.  4  represents  the  side  view  of  the  frame  of  the  inclined  engines  of 


„Googlc 


Hoaedb,GoOglc 


„Googlc 


„Googlc 


PLATE  XXI. 


Hoaedb,GoOglc 


DRAWING   OF   MACHINERY.  193 

the  war  steamer  Susquehanna.  Tlie  cylinder  A  ie  rested  between  two  tri- 
angular frames,  on  the  inclination  of  the  longest  side,  and  is  securely  bolted 
to  each  frame.  The  two  frames  are  connected  together  with  braces  similar 
to  those  of  the  Pa<Afio,  and  the  whole  is  securely  bolted  on  to  the  keelsons 
and  bottom  of  the  ship.  In  this  illustration,  the  main  pieces  of  the  frame 
are  made  of  boiler  iron,  constructed  like  box  girders ;  but  in  smaller  en- 
gines, it  is  usual  to  make  these  parts  of  wood.  The  diameters  of  the  cyhn- 
ders  are  5  feet  10  inches,  the  length  of  stroke  10  feet, 

Plate  XXI. — Fig.  1  represents  the  working-beam  of  the  New  World. 
It  is  composed  of  a  skeleton  frame  of  cast  iron,  round  which  a  wrought 
iron  strap  A  is  fixed.  This  strap  is  forged  in  one  piece,  and  its  extreme 
ends  are  formed  into  large  eyes,  which  are  bored  out  to  receive  the  end 
journals.  The  skeleton  frame  is  a  single  casting,  and  contains  the  eyes  for 
the  main  centre  and  air-pump  journal ;  the  centre  hub  is  strengthened  by 
wrought  iron  hoops  a  a,  which  are  shrunk  upon  it.  At  the  points  of  con- 
tact of  the  strap  and  skeleton,  key-beds  are  prepared,  into  which  the  keys 
are  carefully  fitted  and  tightly  driven ;  the  keys  are  afterwards  riveted 
over  at  botl>  ends,  whicli  retains  them  in  their  places,  as  well  as  the  strap 
on  the  skeleton  frame.  The  strap  is  also  secured  to  the  frame  by  straps 
J  5  and  keys.  The  skeleton  frame  is  still  further  braced  by  wrought  iron 
straps  C  C,  which  tie  the  middle  of  the  long  arms  of  the  cross  to  tJie  ex- 
tremities of  the  shorter  ones.  This  form  of  beam  is  that  usually  adopted 
for  the  engines  of  eastern  American  river  boats ;  the  proportions  are  some- 
what varied,  but  the  form  is  identical.  The  following  are  the  dimensions 
of  our  illustration : — ^From  centre  to  centre  of  end  journals,  26  feet ;  this 
is  somewhat  less  than  the  usual  proportion  to  length  of  stroke,  being  but 
slightly  less  than  double  the  stroke ;  length  of  centre  hub,  26  inches ; 
diameter  of  main  centre  eye,  15| ;  "of  eye  for  air-pump  journal,  6f ;  of  end 
journal,  87  inches. 

Fig,  3  represents  a  side  elevation ;  fig.  4,  a  plan ;  and  fig.  5  a  section  of 
a  cast  iron  working  beam  of  an  English  stationary  engine.  It  will  be  per- 
ceived that  the  outline  of  the  beam  is  a  parabola,  it  being  in  efiect  a  beam 
supported  at  the  centre  and  loaded  at  the  extremities. 

From  the  following  table  of  practical  examples  from  "  Architecture  of 
Machinery,"  we  would  assume  as  a  safe  rule  for  land  engines,  that  the 
depth  at  centre  should  be  the  diameter  of  the  cylinder,  and  the  length  of 
beam  three  times  the  length  of  stroke.  Hence  we  can  construct  the  out- 
line, having  for  the  vertex  the  exti'emity  of  the  beam  and  the  point  E  in 
the  curve  at  the  centre.  The  sectional  area  may  be  estimated  from  rules 
already  given,  knowing  the  load  at  the  extremity,  that  is ;  the  p 
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the  piston,  the  weight  of  tlie  same  and  its  connections,  and  also  the  force 
rec[uired  to  drive  the  air-pump,  estimated  at  the  extremity  of  the  lever. 
As  an  engine  is  subject  to  shocks,  the  load  should  be  estimated  as  six 
times  the  absolute  load,  "  Tive  per  cent,  of  the  nominal  power  of  the 
engine  may  be  considered  tlie  maximum  of  power  required  to  drive  the 
air-pump."— j5H.  Tred^old. 
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Figs.  6  and  1  represent  a  side  and  a  front  elevation  of  a  crank,  such 
s  is  usually  adopted  on  the  engines  of  American  river  boatsT  The  main 
body  of  the  crank  is  of  east  iron,  with  two  horns 
a  a  projecting  from  the  centi-al  hub,  and  the 
whole  is  bound  with  a  strap  of  wrought  iron. 
It  is  evident  that  this  form  of  crank  gives  the 
greatest  amount  of  strength  with  tbe  least  ma- 
terial, and  belongs  to  the  same  class  of  construc- 
tion as  the  working  beam  (fig,  1).  The  eye  of 
the  crank  is  usually  made  one-fourth  the  diam- 
eter of  the  cylinder.  The  table  from  Kedten- 
bacber  here  inserted  gives  the  relative  sizes  of 
central  and  end  eyes  of  cranks,  depending  on 
the  proportion  between  tlie  length  of  crank  and 
the  diameter  of  central  eye.  The  first  column 
exhibits  the  number  of  times  the  diameter  of  eye  is  contained  in  the  length 
of  crank ;  tlie  other  columns  exhibit  the  diameter  of  crank-pin. 

From  this  table  may  be  determined  for  any  crank  the  diameter  of 
either  eye,  one  being  known,  and  the  length  of  the  crank. 

Figs.  8,  9,  a  side  view  and  front  elevation  of  a  wrought  iron  crank  and 
their  practical  proportions ;  the  eye  for  the  crank-pin  is  a  slightly  conical 
hole,  and  the  pin  is  made  of  a  corresponding  taper. 

Plate  XXn.  represents  steam-engine  connecting-rods  and  their  details. 
Figs.  1,  2,  represent  the  front  and  side  elevation  of  a  cast  iron  connect- 
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ing-rod.  It  is  a  bar,  strengthened  throughout  the  greater  part  of  its  length 
by  four  ribs  or  feathers,  whose  outlines  in  the  direction  of  their  length  are 
parabolic  curves.  Its  upper  extremity  is  formed  into  two  projecting  arms, 
upon  each  of  which  a  close  wrought  iron  strap  A  is  fixed  by  means  of  a 
key  or  cotter  c.  Tiiese  straps  are  provided  and  formed  for  the  reception 
of  the  braes  bushes  a  and  b,  which  are  accurately  fitted  to  the  journals  or 
bearings  of  the  cro^  head. 

The  lower  end  of  the  connecting-rod  is  made  of  a  form  suitable  for  the 
reception  of  the  brasses,  and  other  adjusting  mechanism  necessary  for  the 
purpose  of  acting  freely,  but  without  play,  upon  the  pin  of  the  crank. 
In  the  present  example,  the  end  of  the  crank-pin  is  concealed  by  a  slight 
brass  cover  or  disc,  fixed  to  tlie  eonnecting-rod  by  two  small,  screw  pins, 
which  serves  to  protect  the  working  surfaces  from  dust,  and  imparts  an 
elegant  finish  to  the  whole. 

In  fig.  3  the  ends  of  the  connecting-rod  are  represented  upon  a  scale 
of  double  the  magnitude  of  the  preceding  figures.  One  of  the  upper  Unks 
or  straps,  with  its  adjusting  apparatus,  is  supposed  to  he  cut  by  a  vertical 
plane  passing  through  the  axes,  so  as  to  expose  the  interior  arrangement. 
This  section  exhibits  distinctly  the  mode  of  fixing  the  links  upon  the  arm^ 
of  the  connecting-rod  by  means  of  the  cottere  c,  c,  and  projecting  discs  e,  ■:, 
cast  upon  the  arms ;  as  also  the  contrivance  for  retaining  the  brasses  a  and 
h  in  their  places.  Fig.  5,  which  is  a  vertical  section,  shows  the  corre- 
sponding provisions  for  the  lower  end  of  the  rod ;  a  small  oblique  hole  for 
the  introduction  of  oil  will  be  observed  in  the  upper  brass  n,  while  the 
lower  m  is  formed  with  a  spherical  projection  entering  a  concave  recess  in 
tbe  cast  iron,  for  the  purpose  of  preventing  its  displacement  by  the  friction 
of  the  crank-pin,  which  is  regulated  and  adjusted  by  the  cotter  d. 

Fig.  6  is  a  horizontal  section  on  the  line  a  l,  showing  the  form  of  the 
body  and  feathers  of  the  rod. 

Fig.  4  repre^nts  the  end  of  a  connecting-rod,  in  which  tlie  ari'ange- 
ment  for  tightening  the  brasses  consists  of  a  gib  h  and  cotter  a.  The  small 
end  of  the  cotter  is  made  with  a  screw,  which  passing  through  a  lug  on 
the  gib,  is  fitted  with  a  nut,  by  means  of  which  the  cotter  is  adjusted  and 
retained  in  any  position  required. 

Pigs.  7  and  8  represent  the  side  and  front  elevation  of  a  wrought  iron 
connecting-rod,  such  aa  are  generally  used  on  American  river  boat  engines. 
The  extremities  are  fitted  with  brasses,  straps,  gibs,  and  cotters,  similar 
to  those  already  described.  The  peculiarity  over  the  general  English  con- 
struction is  the  economy  of  material,  and  the  means  adopted  to  give  the 
required  stiffness.    It  consists  of  a  double  truss  brace  a  a  of  round  iron. 
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which  is  fastened  \>y  bolts  to'  the  rod  near  each  end  ;  struts  h  h,  vut  with  a 
screw,  and  furnished  with  nuts  pass  through  the  «entre  of  the  brace,  by 
which  means  the  braces  are  tightened. 

The  length  of  connecting-rods,  as  recommended  by  English  mechanics, 
is  three  times  tliat  of  the  stroke  ;  in  this  conntry  shorter  connecting-rods 
are  used,  twice  the  length  of  stroke  being  not  an  unusual  proportion.  The 
connecting-rod  at  its  smallest  part  near  the  extremities  is  of  the  same  diam- 
e'er  as  the  piston-rod ;  t!ie  boss  in  the  centre  is  from  1  to  2  inches  more. 


In  the  arrangement  of  a  manufactory  or  workshop,  it  is  of  the  utmost 
importance  to  know  how  to  place  the  machinery,  both  as  to  economy  of 
space  and  also  of  working.  Where  a  new  building  is  to  be  constructed  for 
a  specific  purpose  of  manufacture,  it  will  be  found  the  best  to  arrange  the 
necessary  machines  as  they  should  be,  and  then  build  the  edifice  to  suit 
them.  For  defining  tlie  position  of  a  machine,  we  merely  need  in  outline 
the  space  it  occupies  in  plan  and  elevation,  and  the  position  of  the  driven 
puUcy  or  geer,  and  of  the  operative.  To  illustrate  this  subject,  we  have 
selected  a  two-story  weaving  room,  of  which  fig,  283  is  an  elevation  and 
2>late  XXUI.  a  plan. 

In  this  example  the  building  is  rectangular,  of  a  width  and  length  to 
accommodate  tlie  required  machinery.  The  iUiistration  is  confined  to  a 
few  rooms  in  one  angle,  the  rest  being  but  a  repeat  of  the  same.  The  tim- 
bering and  planking  are  the  same  as  adopted  at  all  our  large  manufacturing 
places.  Beams  14  to  16  inches  deep,  and  of  little  less  width,  placed  from 
8  to  9  feet  apart  from  centre  to  centre,  and  floored  with  3  to  4  inch 
plank  dowelled  or  matched,  with  top  floors  and  bottom  sheathing.  The 
form  of  construction  being  tixed,  and  the  size  of  the  building  being  deter- 
mined for  the  number  of  looms,  knowing  the  space  they  require  for  the 
machines  and  the  alley  ways ;  lay  down  the  outlines  of  the  building,  and 
dot  in,  or  draw  in  red  or  blue,  the  position  and  width  of  beams.  This  last 
is  of  importance,  as  it  will  be  observed  (fig.  383),  that  no  driving-pulley 
can  come  beneath  the  beam,  and  also  that  this  is  the  position  .for  the 
hanger.  Lay  off  now  the  width  of  the  alleys  and  of  the  machines.  The 
first  alley,  or  nearest  the  wall,  is  a  back  alley ;  that  is,  where  the  operative 
does  not  stand,  and  so  on  alternate  alleys.  Draw  the  lines  of  shafting  cen- 
tral to  the  alleys,  as  in  this  position  the  belts  are  least  in  the  way.  One 
operative  usually  tends  four  looms  ;  they  are  therefore  generally  arranged 
in  sets  of  four,  two  on  each  side  of  the  alley,  being  placed  as  close  to  each 
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other  as  poBBible,  say  one  inch  between  the  lathes,  a  small  cross  alley  being 
left  between  them  and  the  next  set.  Lay  off  now  the  required  alley  at  the 
end  of  the  room,  and  space  off  the  length  of  two  rows  of  looms  with  alleys 
at  the  end  of  alternate  looms,  and  mark  the  position  of  the  pulleys.     It 
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will  be  observed  that  looms  are  generally  rights  and  lefts,  so  that  the 
pulleys  of  both  looms  come  in  the  space  where  there  is  no  alley.  Should 
the  pulley  come  beneath  a  beam,  the  loom  must  be  either  moved  to  avoid 
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it,  or  the  pulley  may  be  sliifted  to  the  opposite  end  of  the  loom.  Parallel 
with  the  pulleys  on  the  looms  draw  tlie  driving-pulleys  on  the  shafts,  that 
is,  h  parallel  with  A,  5  with  6,  f  with  f,  and  bo  on.  Proceed  now  to  draw 
the  third  and  fourth  row  of  looms,  since  the  second  and  third  rows  are 
driven  from  the  same  shaft ;  if  they  are  placed  on  the  same  line,  it  will  he 
impossible  to  drive  both  from  the  same  end,  and  as  this  is  important,  we 
move  the  third  row  the  width  of  the  pulley  5,  and  for  the  sake  of  unifor- 
mity, the  fourth  row  also.  Lay  off  now  the  length  of  looms  and  position 
of  pulleys  as  before,  and  parallel  with  the  pulleys  the  driving-pulleys  on 
the  shaft,  that  is  c  against  e,  f  against  f,  and  so  on.  Having  in  this  way 
plotted  in  all  the  looms,  every  alternate  set  being  on  a  line  with  the  third 
and  fourth  row,  we  proceed  now  to  lay  down  the  position  of  the  looms  in 
the  floor  above ;  and  since  for  economy  of  shafting  it  is  usual  to  drive 
from  the  lines  in  the  lower  rooms,  to  avoid  errors,  interference  of  belts  and 
pulleys,  it  is  usual  to  plot  the  upper  room  on  the  same  paper  or  board 
as  the  lower  room,  using  either  two  different  colored  inks,  or  drawing  the 
machines  in  one  room  in  deep  and  in  the  other  in  light  line,  as  shown  in 
plate  XXIV.  If  the  width  of  the  rooms  are  the  same,  the  lateral  lines 
of  looms  and  alleys  are  the  same,  and  it  is  only  necessary,  therefore, 
to  fix  the  end  lines.  Ilfow,  as  the  first  loom  in  the  outer  row  of  looms, 
in  the  lower  room,  occupies  for  its  belt  the  position  k  on  the  shaft, 
the  loom  in  the  upper  room  must  be  moved  either  one  way  or  the 
other  to  avoid  this ;  thus  the  position  i  of  the  pulley  on  the  loom  must 
be  made  parallel  to  the  pulley  *  on  the  shaft,  so  in  the  other  looms  a  to  a, 
eto  e,dio  d,  and  S  to  5, 

Besides  the  plan,  it  is  often  necessary,  and  always  conveniet,  to  draw  a 
sectional  elevation  (as  in  fig.  283),  of  the  rooms,  with  the  relative  positions 
of  the  driving  pulleys  and  those  on  the  machines,  to  determino  suitably 
the  length  of  the  bells,  and  also  to  see  that  their  position  is  in  every  way 
the  most  convenient  possible.  Por  instance,  in  the  figure,  one  of  the  lower 
belts  should  have  been  a  cross  belt,  and  one  of  the  upper  ones  straight : 
now  had  the  belts  to  the  second  row  of  looms  in  the  upper  story,  been 
drawn  as  they  should  have  been,  straight,  the  belt  would  have  interfered 
a  little  with  the  alley,  and  it  would  have  been  better  to  have  moved  the 
driving  shaft  a  (rifle  towards  the  wall. 

From  this  illustration  of  the  location  of  machines,  knowing  all  the  re- 
quirements, in  a  similar  way  any  machinery  may  be  arranged  with  economy 
of  spaces,  materials,  power,  and  attendance.  These  two  .last  it-ems  are  of 
the  more  importance  as  they  involve  a  daily  expense,  where  the  others  are 
almost  entirely  the  first  outlay. 
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MACHINES. 


BUtherto  we  have  confined  ourselres  to  geometrical  projections,  and  to 
the  delineation  of  parts  of  machines,  we  now  proceed  to  give  representar 
tions  of  complete  machines,  taken  from  actual  constructions,  together  with 
a  full  description  of  their  working,  so  that  they  may  be  not  only  copies  for 
the  mere  draughtsman,  but  also  examples  to  aid  the  engineer.  "Working 
Drawings  are  drawings  in  detail  of  ri,-.  si.  r. 

the  parts  of  a  machine,  generally  in 
mere  outline,  or  with  but  sufBcient 
of  shade  to  distinguish  circular  from 
flat  parts.  The  drawings  already 
given  of  parts  of  machines  may  be 
taken  as  illustrations  of  working 
drawings,  but  on  a  much  smaller 
scale  than  in  actual  practice,  it  be- 
ing usual  to  make  them  as  near 
full  size  as  possible  witli  the  di- 
mensions written  in,  as  many  views 
of  the  parts  in  plan,  elevation  and 
section  are  given  aa  may  fully  ex- 
plain the  construction. 

The  working  of  a  machine  may  often  be  illustrated  by  a  very  few  lines 
— or  a  skeleton  drawing,  of 
which  lig.  284  may  be  taken 
as  an  example,  which  rep- 
resents the  side  elevation  of 
Maudsley  and  Field's  direct 
action  double  cylinder  ma- 
rine engine,  A  and  A*  being 
the  cylinders,  L  the  T  plate 
connecting  the  two  pistons, 
E  the  crank,  F  the  wheel 
shaft,  and  H  the  air  pump. 
Fig.  285  is  the  same  engine 
with  the  eylindere,  T  plate 
and  frame  in  outline,  and 
the  beams  and  connecting- 
rods  in  skeleton. 
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Plate  XXy.  fig.  1, 19  a  sectional  elevation  tJirough  the  centre  of  the 
cylinder  of  a  Cornish  Engine.  Fig.  2  is  a  front  elevation  showing  the 
valve  geer. 

A  ie  the  cylinder,  enclosed  in  a  jacket  or  casing  of  east-iron,  of  such  a 
diameter  as  to  leave  a  clear  space  of  one  inch  all  around  between  it  and 
the  outside  of  the  cylinder.  This  space  communicates  with  the  boilers  by 
a  pipe  a ;  the  boilers  being  so  placed  that  the  water  line  is  at  a  lower 
level  than  the  bottom  of  the  cylinder,  the  water  produced  by  condensa^ 
tion  in  the  jacket  finds  its  way  back  again  to  the  boilers.  The  space  d, 
under  the  bottom  of  the  cyhnder  is  kept  constantly  filled  with  steam  by 
a  branch  from  the  pipe  a. 

In  order  to  prevent  radiation  from  the  outside  of  the  steam  case,  the 
whole  is  surrounded  with  an  outer  covering  of  wood  (eliown  by  dotted 
hues  5,)  leaving  an  interstice  between  the  wood  and  the  iron.  Tliis  space 
is  filled  with  some  bad  conductor  of  beat.  The  cylinder  cover  is  fitted 
with  a  false  lid  or  cap  c,  enclosing  a  thick  layer  of  sawdust  or  other  bad 
conductor,  over  the  whole  of  the  metal  of  the  cover. 

The  stuffing  box  on  the  cyhnder  cover,  through  which  the  piston  rod 
passes,  is  of  peculiar  construction.  In  the  middle  of  the  packing,  and  divid- 
ing it  into  two  horizontal  layers,  a  small  chamber  is  formed  by  two  brass 
rings  G  0,  kept  apart  by  small  distance  pieces.  Into  this  chamber  steam  is 
admitted  by  a  small  pipe  from  the  jacket  of  the  cylinder,  the  object  of  the 
arrangement  being  to  prevent  any  leakage  of  ai/r  into  the  cylinder. 

C  is  the  plug  rod  for  working  the  valves  and  cataract.  The  plug  rod 
is  sometimes  single  and  sometimes  double,  the  latter  in  this  instance.  The 
two  rods  marked  C  2,  and  C  3,  4,  fig.  2,  are  connected  at  their  upper  ex- 
tremity by  joints  with  the  back  links  of  the  parallel  motion,  and  work 
through  guides  *  *.  The  rod  C  3, 4,  is  lengthened  at  its  lower  extremity 
for  the  purpose  of  working  the  lever  of  the  cataract, 

D  is  tbe  top  nozzle,  shown  on  a  larger  scale  and  more  fully  figs.  3,  4, 
Plate  XXYI.  It  contains  three  valves,  viz.  Pirst ;  V',  the  governor  or 
Tegulaiing  valve,  for  regulating  the  admission  of  steam  into  the  chamber 
kh  oi  the  nozzle.  The  motion  of  the  governor  valve  is  commanded  by  a 
handle  placed  within  reach  of  the  engine-man,  and  connected  by  a  rody 
and  lever  g ,  with  the  stalk  of  the  valve.  The  rod  has  a  micrometer  screw 
on  its  upper  end,  which  works  into  a  united  socket  attached  to  the  end  of 
the  lever  g ,  and  thereby  raises  or  lowers  the  valve.  Second;  V^,  the 
stea/m  valve,  for  admitting  steam  into  the  cylinder.  When  this  valve  is 
raised  (the  governor  valve  being  supposed  open  also),  the  steam  finds  a 
passage  through  it,  from  the  nozzle   chamber  £  k,  into  the  space  I,  and 
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thence  hy  tlie  upper  steam  port  m,  into  the  upper  part  of  the  cylinder ;  the 
piston  therefore  descends,  and  the  engine  commences  its  in-door  stroke. 

Third;  V*,  situated  in  the  middle  o^  the  nozzle,  iB  the  eqidlibriunt  val^e. 
When  this  valve  is  opened  the  steam  above  the  piston  finds  its  way  hy  the 
equilihrium,  pipe  E,  and  the  lower  port  n,  into  the  lower  part  of  the  cyhn- 
der,  until  an  equilibrium  is  restored  between  the  pressures  above  and  be- 
neath the  piston,  which  is  tlien  drawn  upwards  by  the  preponderating 
weight  of  the  rods  hung  at  the  outer  end  of  the  beam.  The  top  nozzle  is, 
like  the  cylinder  jacket,  enveloped  in  an  external  casing. 

F  is  the  bottom  nozzle  ;  it  contains  V*,  tlie  exhaustion  valve,  for  open- 
ing or  closing  the  communication  between  the  lower  part  of  the  cylinder 
and  the  condenser.  The  nozzle  chamber  above  the  valve  communicates 
with  the  cylinder  by  the  lower  port  n,  while  to  the  bottom  of  the  nozzle, 
under  the  valve,  is  attached  the  eduction  pipe  H.  The  four  valves  are 
double-beat  valves,  so  called  from  their  having  two  beating  faces. 

G  is  the  cataract,  fully  shown  in  two  sections,  figs.  1,  2,  Plate  XXVL, 
tlie  use  of  which  is  to  regulate  the  period  of  opening  the  steam  and  ex- 
haustion valves.  It  consists  of  a  barrel  in  which  works  a  plunger,  being 
in  fact  simply  a  small  plunger  forcing  pump.  The  inlet  is  by  a  valve  e' 
opening  freely  upwards,  but  the  outlet  is  contracted  at  pleasure  by  a  move- 
able plug  d'.  The  pump  is  placed  in  a  cistern  of  water  G,  and  the  plunger 
IS  attached  by  a  joint  to  the  arm  e'  of  the  lever  e'  f.  When  the  plug  rod 
Cj.,,  has  descended  nearly  to  the  bottom  of  its  stroke,  a  tappet  g'  upon 
the  lower  part  of  it  strikes  the  end  of  the  lever  and  thus  raises  the  plunger, 
the  water  entering  freely  through  the  valve  c'.  When  the  stroke  is  finished, 
and  the  plug  rod  begins  to  ascend,  the  tappet  g'  quits  the  lever,  and  the 
weight  h',  which  is  fixed  upon  the  arm  e',  and  has  been  raised  by  the  pre- 
ceding motion,  becomes  in  ita  turn  the  motive  power,  tending  to  expel  the 
water  from  the  pump,  by  forcing  the  plunger  down.  But  the  inlet  valve 
before  c\  is  closed,  and  the  only  exit  for  the  water  is  by  the  aperture  left 
round  the  regulating  piug  d'.  It  is  evident  therefore  that  the  interval  be- 
tween the  time  the  tappet  g'  leaves  the  cataract  lever,  and  the  commence- 
ment of  the  next  stroke,  depends  upon  the  time  occupied  by  the  descent 
of  the  cataract  plunger,  and  ultimately  upon  the  degree  of  opening  given 
to  the  regulating  plug  d.  This  can  be  adjusted  with  great  nicety  by  means 
of  a  micrometer  screw  and  handle  i  (fig.  1  Plate  XXV.,)  connected  with 
the  regulating  plug  by  the  rod  t  and  lever  I. 

The  parts  of  the  cataract  being  all  circular,  the  two  sections  given  at 
right  angles  to  each  other,  are  all  that  are  necessary  to  complete  its  con- 
struction, and  in  this  respect,  therefore,  are  sufficient  working  drawings. 
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Plate  XSVII.  fig.  1,  is  a  longitudinal  eection  of  a  locomotive  boiler, 
and  fig.  2  an  interior  view  of  the  emoke  box. 

The  steam  space  C  at  the  fire  end  of  the  boiler  is  half  globe  shaped, 
and  surmounted  by  a  dome.  The  object  of  the  dome  is  to' cany  the  steam 
as  high  as  possiblo  above  the  water  line  before  its  introduction  into  the 
steam  pipe^,  in  order  that  the  water  held  in  suspension  near  tbe  surface  of 
the  water,  may  not  be  carried  over  into  the  cylinders.  The  steam  pipe  trav- 
erses tlie  length  of  the  boiler,  and  in  the  smoke  box  branches  off  to  each 
cylinder ;  I  is  the  regulating  or  throttle  valve,  worked  by  tlie  handle  which 
passes  out  through  a  stuffing  box  in  the  end  of  the  boiler ;_/  is  the  fire  box, 
suiTOunded  on  all  sides  except  at  bottom  with  a  water  space ;  the  top  or 
crown  sheet  of  the  fire  box  is  strengthened  by  pieces  of  iron,  and  the  flat 
sides  are  securely  bolted  together.  The  tube  sheet  is  sufficiently  stayed 
by  the  tubes  themselves ;  this  sheet  is  often  made  of  copper,  as  are  the 
side  sheets,  from  6  to  7  inches  below,  to  about  the  same  height  above  the 
coal  line,  in  locomotive  boilers  burning  anthracite  or  bituminous  coal ;  q  q 
are  the  fire  tubes  varying  in  different  boilers  from  li  to  3  inches  in  diam- 
eter and  from  T  to  14  feet  in  length;  the  longer  the  tube  the  larger  the 
diameter.  H  H  are  the  cylinders,  x  x  the  steam  chests ;  M  w  the  exhaust 
pipes,  which  are  connected  together,  and  pass  up  into  the  centre  of  the 
smoke  stack  or  chimney.  The  exhaust  furnishes  by  its  blast  draught  to 
the  chimney,  and  if  the  outlet  be  contracted,  the  greater  the  force  of  the 
issuing  steam,  and  the  stronger  the  draught ;  but  of  course  the  greater  the 
back  pressure  in  the  cylinders. 

Plate  XXTIII.  is  the  front  elevation,  and  Plate  XXIX.  is  the  side  ele- 
vation and  section  through  air-pump  of  one  of  the  oscillating  engines  of  the 
Grolden  Gate,  in  which  a  is  the  main  shaft,  l  crank-pin,  e  cylinder,  d  trun- 
nions on  which  the  cylinder  oscillates  to  accommodate  itself  to  the  motion 
of  the  crank,  e,  stuffing-box  on  the  cylinder  head.  This  is  made  as  long 
as  practicable,  to  give  as  much  bearing  as  possible  for  oscillating  the 
cylinder,  ff,  belt^passage  connecting  the  trunnion  with  g  g,  side  pipe. 
h  h,  valve-stems  connecting  with  the  balance  puppet- valves,  in  i  i  valve- 
chests.  The  lower  valve  on  the  right  or  steam  side  is  concealed  by  j, 
air-pump.  The  air-pump  bucket  is  provided  with  Indiarrubber  valves,  and 
is  worked  by  h,  crank  on  the  intermediate  shaft.  1 1,  condenser.  There 
are  two  condensers  and  two  air-pumps,  they  are  located  between  the  cylin- 
ders and  inclined  towards  each  other,  one  only  being  represented. 

The  passage  ff,  together  with  the  side  pipes,  valve-chests,  and  appur- 
tenances, are  fixed  to  the  cylinder,  and  oscillate  with  it,  the  steam  being 
received  through  one  trunnion,  and  allowed  to  escape  to  the  condenser 
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through  the  opposite  one.  m  ia  an  injection  cock,  admitting  the  water 
upon  a  scattering  plate  in  the  condenser. 

The  valves  are  worked  by  the  toes  o  o  in  the  nsnal  manner.  The  rock- 
shafts  j)^  receive  motion  partly  from  the  movement  of  the  cylinder,  and 
partly  from  the  eccentric.  Levers  are  permanently  attached  to  the  trip- 
shafts  g  g',  the  ends  of  which  work  in  a  slotted  piece  curved  to  the  centre 
of  the  trunnion.  This  piece  is  guided,  aa  represented  in  the  engraving,  hy 
vertical  rods  sliding  in  bushes  attached  to  tiie  fixed  framing,  and  is  con- 
nected by  a  rod  to  the  starting-lever  r  ;  all  the  levers  for  working  by  hand 
being  eo  balanced,  that  the  engineer  with  one  hand  can  work  the  engine 
up  to  the  usual  speed. 

The  cut-ofF  valve  is  placed  outside  the  trunnion,  and  is  a  balance  pup- 
pet-valve, worked  by  the  ordinary  cam  motion,  and  so  arranged  as  to  act 
either  as  cut-off  or  throttle,  or  both,  the  levers  being  placed  within  reach 
of  the  engineer  when  working  the  engine. 

Plate  XXX.  is  a  vertical  section  through  the  centre  of  a  Tuebine 
Wheel,  and  the  axis  of  the  supply  pipe.*  Plate  XXXI.  is  a  plan  of  the 
Turbine  and  wheelpit.  Fig.  1,  Plate  XXXII,,  is  a  plan  of  the  whole  wheel, 
the  guides  and  garniture.  This  Turbine  was  constructed  for  tl^e  Tremont 
Manufacturing.  Co.  at  Lowell,  by  Mr.  James  E.  Francis,  and  contains 
most  of  Mr.  Boyden's  improvements.  Its  expenditure  of  water  under  13 
feet  head  and  fall,  is  about  139  cubic  feet  per  second,  and  its  ratio  of  useful 
effect  to  the  power  expended,  about  79  per  cent. 

B,  the  surface  of  the  water  in  the  wheelpit,  represented  at  the  lowest 
height  at  which  the  turbine  is  intended  to  operate.  C,  the  masonry  of  the 
wheelpit.  D,  the  floor  of  the  wheelpit.  To  resist  the  great  upward  pres- 
sure which  takes  place  when  the  wheelpit  is  kept  dry  by  pumps,  three  cast- 
iron  beams  are  placed  across  the  pit,  the  ends  extending  about  a  foot  under 
the  walls  on  each  side ;  on  these  are  laid  thick  planks,  which  are  firmly 
secured  to  the  cast-iron  beams  by  bolts.  To  protect  the  thick  planking 
from  being  worn  out  by  the  constant  action  of  the  water,  they  are  covered 
with  a  flooring  of  one  inch  boards.  E,  the  wrought-iron  supply  pipe. 
This  is  constructed  of  plate  iron  three-eighths  of  an  inch  thick,  riveted 
together.  The  supply  pipe  is  furnished  with  the  man  hole  and  ventilating 
pipe  G,  and  the  leak  box  H,  to  catch  the  leakage  of  the  head  gate,  when- 
ever it  is  closed  for  repairs  of  the  wheel. 

The  lower  end  of  the  supply  pipe  is  formed  by  the  east-iron  curbs  III. 
The  curbs  are  supported  from  the  wheelpit  floor  by  four  columns,  resting 

*  By  permission  of  tlie  autbor  we  take  tlie  followiiig  plates  and  deecnplioii  from  tlie  standaid 
work,  ■'  Lowell  Hydraulic  Experiments." 


„Googlc 


DRAWING   OF   MACHINEET. 


on  the  eaet-iron  beam,  0 ;  the  beams  N',  rest  immediately  upon  the  col- 
umns, and  the  curb  upon  the  beams,  the  latter  projecting  over  the  columns 
far  enough  for  that  purpose.  The  beams  N'  also  act  as  braces  from  the 
wheelpit  wall  to  the  curb,  and  are  strongly  bolted  at  each  end. 

K,  the  disc.  This  is  of  cast-iron,  and  is  turned  smooth  on  the  upper 
surface,  and  also  on  its  circumference.  It  is  suspended  from  the  upper 
curb  I,  by  means  of  the  disc  pipes  M  M.  The  disc  carries  on  its  upper 
surface,  thirty-tbree  guides  {fig.  1,  Plate  XXXII.),  for  the  purpose  of  giving 
tbe  water  entering  the  wheel,  proper  directions.  They  are  made  of  Bus- 
sian  plate  iron,  one-tenth  of  an  inch  in  thickness,  secured  to  the  disc  by 
tenons,  riveted  on  the  under  side.  Tlie  upper  comers  of  the  guides,  near 
the  wheel,  are  connected  by  the  garniture  L,  which  is  intended  to  diminish 
the  contraction  of  the  streams  entering  the  wheel,  when  tbe  regulating 
gate  is  fully  raised.  Tbe  garniture  is  composed  of  thirty-tlffee  pieces  of 
cast-iron,  carefully  fitted  to  fill  the  spaces  between  the  guides ;  they  are 
strongly  riveted  to  the  guides  and  to  each  other. 

The  upper  flange  of  the  disc  pipe  is  furnished  with  adjusting  screws, 
by  which  the  weight  is  supported  upon  the  upper  curb.  The  escape  of 
water  between  the  upper  curb  and  the  upper  flange  of  the  disc,  pipe,  is 
prevented  by  a  band  of  leather  on  the  outside,  which  is  retained  in  its 
place  by  the  wrought-iron  ring  P.  The  top  of  the  disc  pipe,  just  below 
the  upper  flange,  has  two  wings,  fitting  into  recesses  in  the  top  of  the  curb, 
to  prevent  the  disc  trom  rotating  in  the  opposite  direction  to  the  wheel. 

R,  E,  the  regulating  gate.  Represented,  Plate  XXX.,  as  fully  raised. 
The  gate  is  of  cast-iron ;  the  upper  part  of  the  cylinder  is  stiff'ened  by  a 
rib,  to  which  are  attached  three  brackets,  S,  S.  To  these  brackets  are  at- 
tached wrought-iron  rods,  by  which  the  gate  is  raised  or  lowered.  To  one 
of  the  rods  is  attached  the  rack  V.  The  other  two  rods  ai'e  attached  by 
means  of  lints,  to  the  levers  T  T.  The  other  ends  of  these  levers  carry 
geered  arch  heads,  into  which,  and  into  the  rack  V,  work  three  pinions, 
"W",  of  equal  pitch  and  size,  fastened  to  the  same  shaft,  so  arranged  that  by 
the  revolution  of  the  pinion  shaft,  the  gate  is  moved  up  or  down,  equally 
on  all  sides.  The  shaft  on  which  the  pinions  are  fastened,  is  driven  by  the 
worm  wheel  X ;  this  is  driven  by  the  worm  a,  either  by  the  govemdr  T, 
or  the  hand  wheel  Z.  Tlie  shaft  on  which  the  worm  a  is  fastened,  is  fur- 
nished with  movable  couplings,  which,  when  the  speed  gate  is  at  any  inter- 
mediate points  between  its  highest  and  lowest  positions,  are  retained  in 
place  by  spiral  springs ;  in  either  of  the  extreme  positions,  the  couplings 
are  separated  by  means  of  a  lever  moved  by  pins  in  the  rack  Y ;  by  this 
means,  both  the  regulator  and  hand  wheel  are  prevented  from  moving  tbe 
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gate  in  one  direction,  when  the  gate  has  attained  either  extreme  position. 
If,  however,  the  regnlator  or  hand  wheel  should  be  moved  in  the  opposite 
direction,  the  eoiiplings  would  catch,  and  the  gate  would  be  moved.  The 
weight  of  the  gate  is  counterbalanced  by  weights  attached  to  the  levers 
T  T,  and  by  the  intervention  of  a  lever  to  the  rack  V. 

h  b,  the  wheel,  consists  of  a  central  plate  of  cast-iron,  and  two  crowns, 
c  c,  of  the  same  material  to  which  the  buckets  are  attached.  The  buckets 
ai'e  forty-four  in  number,  made  of  Russian  plate  iron,  /j  of  an  inch  in 
thickness,  and  are  secured  to  the  crowns  by  grooves  cut  in  the  crowns  of 
the  exact  form  of  the  buckets,  and  by  tenons  entered  into  the  mortises 
in  both  crowns,  and  riveted  on  the  opposite  sides. 

d.d,  the  vertical  shaft,  of  wrought-iron,  runs  upon  a  series  of  collars, 
resting  upon  corresponding  projections  in  the  suspension  box  e'.  The  part 
of  the  shaft  on  which  the  collars  are  placed,  is  made  separate  from  the 
main  shaft,  and  is  pinned  to  it  at/,  by  means  of  a  socket  in  the  top  of  the 
main  shaft,  which  receives  a  corresponding  part  of  the  collar  piece.  The 
collars  are  made  of  cast  steel ;  they  are  separately  screwed  on,  and  keyed 
to  a  wrought-iron  spindle. 

The.  suspension  box  is  made  in  two  parts,  to  admit  of  its  being  taken 
off  and  put  on  the  shaft ;  it  is  lined  with  Babbit  metal.  It  is  found  tliat 
bearings  thus  lined  will  carry  from  fifty  to  a  hundred  pounds  to  the  square 
inch,  with  eveiy  appearance  of  durability. 

J" J",  the  upper  and  lower  bearings  are  of  cast-iron,  lined  with  Babbit 
metal,  adj  ustable  horizontally  by  means  of  screws.  The  suspension  box  e', 
rests  upon  the  gimbal  ff.  The  gimbal  itself  is  supported  on  the  frame  h  A 
by  adjusting  screws,  which  give  the  means  of  raising  and  lowering  the 
suspension  box,  and  with  it,  the  vertical  shaft  and  wheel.  The  lower  end 
of  the  shaft  is  fitted  with  a  cast-steel  pin,  *.  This  is  retained  in  its  place 
by  the  step,  which  is  made  in  three  parts,  and  lined  with  case-hardened 
wrought-iron. 

The  weight  of  the  wheel,  upright  shaft,  and  bevel  geer,  is  supported 
by  means  of  the  suspension  box  e'  on  the  frame  h,  which  rests  upon  the 
long  beams  m,,  reaching  across  the  wheelpit,  and  supported  at  the  ends  by 
the  masonry,  and  also  at  intermediate  points  by  the  braces  n-  n. 

Mr.  Francis  deduces  the  following  rules  for  proportioning  turbines : 

The  ram  of  the  ahorteat  distanoeB  between  the  hnokets,  stonld  he  equal  to  the  diameter 
of  the  wheel. 

The  height  of  the  orifices  at  the  circumference  of  the  wheel,  should  he  equal  to  one- 
tenth  of  the  diameter  of  the  wheel, 

Thewldtliof  the  crowns  Bhould  be  ftnu- times  the  shortest  distance  between  the  buckets. 
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Tlie  aum.  of  the  shortest  distances  hetween  the  ourred  guides,  talien  near  the  wheel, 
should  he  eijual  to  the  interior  diameter  of  the  wheeU 

The  numher  of  huckets  is,  to  a  certain  extent,  arbitrary.  As  a  gnide  in  practice,  to 
be  controlled  by  pai'ticular  circumstances,  and  Umited-  to  diameters  of  not  lesa  than  two 
feet,  the  number  of  buckets  should  he  three  times  the  diameter  in  feet,  plus  thirty.  The 
Tremont  Turbine  is  8J  feet  in  diameter,  and  according  to  the  proposed  rule,  should  have 
fifty-five  buckets  instead  of  forty-four.  The  number  of  the  guides  is  also  to  a  certain  ex- 
tent arbitrary ;  the  practice  at  Lowell  has  been,  usually,  to  have  from  a  half  to  three- 
fourths  of  the  number  of  buckets. 

As  turbines  are  generally  used,  a  velocity  of  the  interior  oiromnfbrence  of  the  wheel, 
of  about  fifty-six  per  cent,  of  that  due  to  the  fall  acting  upon  tlie  wheel,  appears  moat 
Boitable. 

To  1^  out  the  curve  of  the  buckets. 

Referring  to  Plate  XXXII^  fig.  3,  the  number  of  buckets,  ^  having  been  determined 
by  the  preceding  rules,  set  off  the  arc  jf  t  =  -^  .  Let  w  =  ?  A,  the  sborteat  distance 
between  the  buckets :  (  the  thicknesa  of  the  metal  forming  the  buckets.  Make  the  arc 
ffk:=  5a.  Draw  the  radius  o  it,  intersecting  the  interior  circumference  of  the  wheel  at  I; 
the  point  I  will  be  the  inner  extremity  of  the  bucket.  Draw  the  directrix  Im  tangent  to 
the  inner  circumference  of  the  wheel.  Draw  the  arc  o  n,  with  the  radius  <u  +  t,  ii-om  i,  as 
a  centre;  the  other  directrix  ffp,  mnst  be  found  by  trial,  the  required  conditions  being, 
that,  when  the  line  m  i  is  revolved  round  to  the  position  g  t,  the  point  m  being  constantly 
on  the  directrix  gp,  and  another  point  at  the  distance  mg  :=rs,  from  the  extremity  of  the 
line  describing  the  bucket,  being  constantly  on  the  directrix  m  I,  the  curve  described  shall 
just  t^iucb  the  arc  no,  A  convenient  line  for  a  first  approximation,  may  be  drawn  by 
making  the  angle  Ogp  =  11°.  After  determining  the  directrix  according  to  the  preceding 
method,  if  tbe  angle  0  gp  should  be  greater  than  12°,  or  less  than  10°,  the  length  of  the 
arc  g  Je  should  be  changed,  to  bring  the  angle  within  theae  limits. 

The  trace  adopted  for  the  corresponding  guides  is  as  follows: — The  number  ji  having 
been  determined,  divide  the  circle  in  which  the  exti'emities  of  tbo  guides  are  fonnd,  into  n. 
equal  parts,  n  m,  m  3!,  &c.  Put  a  for  the  width  between  two  adjoining  guides,  and  ('  for 
fie  thickness  of  the  metal  forming  the  guides.  We  have  by  rule,  w'  =  — .  With  so'  aa 
a  centre,  and  the  radius  a'  +  (',  draw  the  arc  y  a  ,■  and  with  »  aa  a  centre,  and  the  radius 
2(<u'  +  f),  draw  the  arc  a'  I'.  Through  c  draw  the  portion  of  a  circle  v  e',  touching  the 
arcs  y  2  and  a'  I';  this  will  be  the  curve  for  the  essential  part  of  the  guide.  The  remainder 
of  the  guide,  c'  d\  should  be  drawn  tangent  to  the  curve  c'  ii ;  a  convenient  radius  is  one 
tiiat  would  cause  the  curve  c'  d',  if  continued,  to  pass  through  the  centre  0. 

Tor  further  and  still  more  elaborate  drawings  of  machinery  eee  "  SJiad 
ing  and  Shadows." 
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AEOHTTEOTUEAL  DRAWmG. 

The  art  of  areltitecture  consists  in  the  designing  of  a  building,  bo  as  to 
be  most  suitable  and  convenient  for  the  purposes  for  which  it  is  intended ; 
in  selecting  and  disposing  of  the  inatenaJs  of  which  it  is  composed,  so  as  to 
witlistand  securely  and  permanently  the  strains  and  wear  to  which  tliey 
may  be  subjected ;  and  arranging  the  parts  so  as  to  produce  the  most 
artistic  effect  consistent  with  the  use  of  the  building,  and  applj-iug  to  it 
such  appropriate  ornament  as  may  express  the  purpose,  and  harmonize 
with  the  construction. 

The  art  of  architecture,  according  to  Ferguson's  Hcmd^Booh  of  ArcM- 
techire,  should  combine  the  art  of  the  engineer  with  that  of  the  architect. 
"  The  art  of  the  engineer  consists  in  selecting  the  best  and  most  appropriate 
materials  for  the  object  he  has  in  view,  and  using  these  in  the  most  scien- 
tific manner,  so  as  to  insure  an  economical  but  satisfactory  result.  Where 
the  engineer  leaves  off,  the  art  of  the  architect  begins.  His  object  is  to 
arrange  the  materials  of  the  engineer,  not  so  much  with  regard  to  econo- 
mical as  to  artistic  effects,  and  by  light  and  shade,  and  outline,  to  produce 
that  which  in  itself  shall  be  permanently  beautiful.  He  then  adds  orna- 
ment, which  ^ny  itB  meaning  doubles  the  effect  of  the  disposition  he  has 
just  made,  and  by  its  elegance  throws  a  charm  over  the  whole  composi- 
tion. Viewed  in  this  Jight,  it  is  evident  that  there  are  none  of  the  objects 
which  are  usually  delegated  to  the  civil  engineer  which  may  not  be 
brought  within  the  province  of  the  architect ;  a  bridge,  an  aqueduct,  a 
pier,  are  all  legitimate  subjects  for  architectural  ornament. 

It  is  not  necessary  that  the  engineer  should  know  any  thing  of  architec- 
ture, though  it  certainly  would  be  better  in  most  instances  if  he  did 
but,  on  the  other  hand,  it  is  indispensably  necessary  that  the  architect 
should  understand  construction,  "Without  that  knowledge  he  cannot  de- 
sign ;  but  it  would  be  well  if,  in  most  cases,  he  could  delegate  the  mechan- 
ical part  of  his  task  to  the  engineer,  and  so  restrict  himself  entirely  to  the 
14 


„Googlc 


210  ABCurmurvsi 

artistic  arraageraent  and  ornamentation  of  his  design.  A  building  may 
be  said  to  be  architectural  in  the  proportion  in  whicli  the  ornamental  or 
artistic  purposes  are  allowed  to  prevail  over  the  mechanical ;  and  an  object 
of  engineering,  where  the  utilitarian  exigencies  of  the  design  are  allowed 
to  prevail  over  the  artistic.  But  it  is  nowhere  possible  to  draw  the  line 
sharply  between  the  two,  nor  is  it  desirable  to  do  so.  Architecture  can 
never  descend  too  low,  nor  need  it  ever  be  afraid  of  ornamenting  too' mean 
objects ;  while,  on  the  other  hand,  good  engineering  is  absolutely  indis- 
pensable to  a  satisfactory  architectural  effect  of  any  class.  The  one  is  the 
prose,  the  other  is  the  poetry  of  the  art  of  building." 

Since,  then,  the  basis  on  which  the  architect  must  build  is  the  art  of 
the  engineer,  we  continue  a  former  chapter  on  the  Strength  of  Materials 
with  examples  of  the  forms  and  principles  of  construction. 

FOUNDATION  a. 

In  preparing  the  foundation  for  any  building,  there  are  two  sources  of 
failure  which  must  be  carefully  guarded  against :  viz.,  inequality  of  settle- 
ment, and  lateral  escape  of  the  supporting  material ;  and  if  these  radical 
defects  can  be  guarded  against,  there  is  scarcely  any  situation  in  which  a 
good  foundation  may  not  be  obtained.  It;  is,  therefore,  important,  that 
previous  to  the  commencement  of  the  work,  soundings  should  be  taken  to 
ascertain  the  nature  of  the  soil  and  the  lay  of  the  strata,  to  determine  the 
kind  of  foundation  ;  and  the  more  important  and  weighty  the  superstruc- 
ture, the  more  careful  and  deeper  the  examination. 

JVaiwal  foundations. — The  best  foundation  is  a  natural  one,  such  as  a 
stratum  of  rock  or  compact  gravel.  If  circumstances  prevent  the  work 
being  commenced  from  the  same  level  throughout,  the  ground  must  be 
carefully  henched  out,  i.  e.,  cut  into  horizontal  steps,  so  that  the  courses 
may  all  he  perfectly  level.  It  must  also  be  home  in  mind,  that  all  work 
will  settle  more  or  less,  according  to  the  perfection  oi'  the  joints,  and 
therefore  in  these  cases  it  is  Itest  to  bring  up  the  foundations  to  a  uniform 
level  with  large  blocks  of  stone  or  with  concrete,  before  commencing  the 
superstructure,  which  would  otherwise  settle  most  over  the  deepest  parts, 
on  account  of  the  greater  number  of  mortar  joints,  and  thus  cause  unsightly 
fractures.  Foundations  in  soil  should  bo  excavated  to  a  depth  below  the 
action  of  frost. 

Artificial  foimdations. — Wliere  the  ground  in  its  natural  state  is  too 
soft  to  bear  the  weight  of  the  proposed  structure,  recourse  must  be  had  to 
artificial  means  of  support,  and,  in  doing  this,  whatever  mode  of  construe- 
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it  to  rot,  and  for  such 


fion  te  adopted,  the  principle  nnist  always  be  that  of  extending  the  hear- 
ing Burfaee  as  much  as  possible.  There  are  many  ways  of  doing  this— as 
hy  a  thick  layer  of  concrete  or  b^ton 
(fig.  1),  or  by  layers  of  planking,  or  by 
a  net-work  of  timber,  or  by  increasing 
width  of  wall,  or  these  different  methoda 
may  be  combined.  The  weight  may 
also  be  distributed  over  the  entire  area 
of  the  foundation  by  inverted  arches. 
The  use  of  timber  is  objectionable 
where  it  cannot  be  kept  constantly  wet, 
as  alternations  of  dryness  and  moisture  soon 
localities  concrete  is  to  be  preferred. 

In  the  case  of  a  foundation  partly  natural  and  partly  artificial,  the  ut- 
most care  and  circumspection  are  required  to  avoid  fractures  in  the  super- 
structure ;  and  it  cannot  be  too  strongly  impressed  that  it  is  not  an 
miyielding,  but  a  mviform  yieldmg  foundation  that  is  required,  and  that 
it  is  not  the  amoimt  so  much  as  the  inequaUty  of  settlement  that  does  the 
mischief. 

To  prevent  the  lateral  escape  of  the  supporting  material,  when  build- 
ing in  running  sand  or  soft  clay,  which  would  ooze  out  from  below  the 
work,  and  allow  the  superstmeture  to  sink,  in  addition  to  protecting  the 
surface  with  planking,  eoncreto,  or  timber,  it  is  often  necessary  to  enclose 
the  whole  area  of  the  foundation  with  piles  of  timber  or  plank  driven  close 
together ;  this  is  caUed  sTteet^iling 

"Where  there  is  a  hard  stratum  below  the  soft  ground,  hut  at  too  great 
a  depth  to  allow  of  the  sohd  work  being  brought  up  from  it  witliout  greater 
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expense  than  the  circumstances  of  the  case  will  allow,  it  is  usual  to  drive 
down  wooden  piles  (fig  3),  often  shod  with  iron,  until  their  bottoms  are 
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firmly  fixed  in  the  hard  ground.  The  upper  ends  of  the  piles  are 
then  cut  off  level,  and  covered  with  a  platform  of  timber,  on  which  the 
work  is  built  in  tlie  usual  way.  The  piles  are  generally  of  about  1  foot 
diameter,  and  are  driven  at  distances  of  from  2  to  3  feet  from  centre  to 
centre. 

"Where  a  firm  foundation  is  required  to  be  formed  in  a  situation  where 
no  firm  bottom  can  be  found  within  an  available  depth,  piles  are  driven, 
to  consoUdate  the  mass,  a  few  feet  apart  over  the  whole  area  of  the  foun- 
dation, which  is  surrounded  by  a  row  of  sheet-piling  to  prevent  the  escape 
of  the  soil ;  the  space  between  the  pile-heads  is  then  filled  to  the  depth  of 
several  feet  with  stones  or  concrete,  and  the  whole  is  covered  with  a  tim- 
ber platform  on  which  to  commence  the  soBd  work. 

Foundations  beneath  tlie  surface  of  water,  as  for  the  foundations  of 
piers  and  abutments  of  bridges,  are  formed  iij  piles,  by  throwing  down 
masses  of  stone  until  the  mass  reaches  the  surface  of  the  water,  by  caisson, 
or  by  enclosing  the  space  within  a  coffer-dam,  and  proceeding  as  in 
common  foundations. 

A  caisson  is  a  chest  of  timber  which  is  floated  over  the  site  of  the  work, 
and  being  kept  in  its  place,  is  loaded  with  stone  until  it  rests  firmly  on 
the  gi'ound.  In  some  cases  tlie  stone  is  merely  thrown  in,  the  regular 
masonry  commencing  with  the  top  of  the  caisson,  which  ie  sunk  a  Httle 
below  the  level  of  low  water,  so  that  the  whole  wood-work  may  be  always 
covered,  and  the  caisson  remains  as  part  of  the  structure.  In  others  the 
masonry  is  built  on  the  bottom  of  the  caisson,  and  when  the  work  reaches 
the  level  of  the  water,  the  sides  of  the  caisson  are  removed. 

Foundations  under  water  are  frequently  executed  with  blocks  of  b^ton 
or  hydraulic  concrete,  which  has  the  property  of  setting  under  water.  The 
site  of  the  work  is  first  enclosed  with  a  row  of  sheet-piling,  which  protects 
the  b^ton  from  disturbance  until  it  has  set.  The  French  engineers  have 
used  bdton  in  the  works  at  Algiers,  in  large  blocks  of  324  cubic  feet,  which 
were  floated  out  and  allowed  to  drop  into  their  places  from  s)in^.  This 
method,  which  proved  perfectly  successful,  was  adopted  in  consequence  of 
the  smaller  blocks  first  used  being  displaced  and  destroyed  by  the  force 
of  the  sea. 


The  requisite  precaution  having  been  taken  to  secure  a  safe  foundation 
for  the  structure,  the  next  subject  to  be  taken  into  consideration  is  the  sub- 
stance and  proportions  of  the  walls. 
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"Walls  of  permanent  structures  are  almost  exclusively  composed  of 
eitlier  stone  or  brick,  or  botli,  and  are  included  in  one  general  term  as 
■ma&on/ry. 

Fig.  3  represents  the  front  of  a  wall  called  tlie  face ;  fig.  4,  a  section  ; 
and  fig.  5,  the  view  of  rear,  or  tlie  hacking.     The  interior  of  the  wall  is 


called  the  filing.  The  term  course  is  applied  to  each  horizontal  layer  of 
stone  or  brick ;  if  all  the  stones  in  a  layer  are  of  equal  thickness,  it  is 
termed  regvlar  coui-sing.  FooUngs  are  the  lower  projecting  courses  (figs. 
3  and  4)  resting  on  the  foundation,  usually  not  less  than  double  the  width 
of  the  wall  above  in  walls  of  buildings  ;  but  for  other  walls,  the  width  de- 
pends on  the  nature  of  the  foundation.  Bock  foundations  need  no  extra 
width  of  wall.  Siring  courses,  or  helUng,  are  upper  courses  projecting 
slightly  beyond  the  face  of  the  wall.  Ceding  is  the  top  courses,  usually 
got  out  in  considerable  lengths  in  comparison  with  the  stones  in  the  rest 
of  the  work. 

The  hed  of  a  stone  or  brick  is  the  bottom  surface  on  which  it  rests ;  the 
huild  is  the  upper  surface  on  which  the  stone  above  is  placed ;  the  inter- 
stices between  the  stones  are  termed  joints.  Stretchers  are  stones  or  brick 
which  have  tlieir  length  disposed  lengthways  of  the  wall ;  headers  have 
their  length  crossways.  Qum/ns  are  the  corners  of  a  wall.  Bond  is  the 
lapping  of  the  stones  or  brick  on  each  other  in  the  conetniction,  so  as  to 
tie  the  separate  pieces  together.  Three  classes  of  bond  are  shown  in  the 
face  (fig.  3)  ;  the  lowest  six  courses  consist  of  alternate  combes  of  headers 
and  stretchers,  the  next  six  courses  above  have  alternate  headers  and 
sti'etchers  in  the  same  course,  and  in  the  remaining  courses  a  header 
occm-s  at  every  third  stone  ;  this  is  the  most  usual  bond.  Headers  should 
not  be  placed  one  above  the  other  in  alternate  courses. 
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T"ig8.  6  and  T  represent  brick  bonds  ; — fig.  6,  the  old  English  bond,  and 


Kv^N^i^N^S^ 


Fig.  a.  Ffg.  T. 

fig,  7,  the  Flemish  bond.  The  most  common  bond  in  this  country  is  to 
lay  a  certain  number  of  stretching  courses,  and  then  a  heading  course. 
The  fire-law  of  New  York  requires  brick  work  to  be  built  with  header8 
every  five  courses,  but  every  seventh  course  a  heading  course  is  more  com- 
monly used.  In  ail  masonry,  no  vertical  joint  should  extend  through  two 
courses,  but  the  vertical  joints  should  be  as  near  as  possible  midway  be- 
tween those  below ;  in  other  words,  hreakjomt  with  them. 

"Walls  are  composed  of  stones  laid  either  with  or  witliout  mortar.  The  lat- 
ter is  called  dtnj  masonry ;  rough  wall  is  dry  work  of  rough  stones ;  if  laid 
in  mortar,  it  is  called  ruTMe  work,  but  frequently  this  term  is  made  to  include 
all  rough  work.  Cut  stone  is  called  ashler;  thus  (figs.  3, 4,  5),  the  face  is 
ashler,  the  backing  rubble.  Hubble  may  be  either  coursed  or  uncoursed. 
On  the  thickness  of  waMs.—Bet<dning--v!ai\a  are  such  as  sustain  a  lateral 
^  pressure  from  an  embankment 
or  a  head  of  water  (figs.  8  and 
'■)).  Tlie  width  of  a  retaining 
wall  depends  upon  the  height 
of  the  embankment  which  it 
$§  may  have  to  sustain,  and  the 
kind  of  earth  of  which  it  is 
composed,  (the  steeper  the 
jiatural  slope  at  which  the 
earth  would  stand,  tlie  less 
the  thrust  against  the  wall,)  and  the  comparative  weight  of  the  earth  and 
of  the  masonry.  The  fonnula  given  by  Morin  for  ordinary  earths  and 
masomy  is  6  =  0.285  h  +  h' ;  that  is,  to  find  the  breadth  of  a  wall  laid 
in  mortar,  multiply  the  whole  height  of  the  embankment  above  the  footing 

bv  __-  ■  for  dry  walls  make  the  thickness  one-fourth  more. 
■'  1000 '  ■' 

Most  retaining  or  brick  walls  have  an  inclination  or  hatter  to  the  face, 
sometimes  also  the  same  in  the  back,  but  offsets  (fig.  8)  are  more  common. 
The  usual  batter  is  from  1  to  3  inches  horizontal  for  each  foot  vertical.  To 
determine  tlie  thickness  of  a  wall  having  a  batter,  "  determine  the  width 
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by  our  former  rule,  and  make  tliie  the  -width  at  one-ninth  of  the  height 
ahove  the  base." — Morin. 

The  footings  or  treTich  walls,  as  tliey  are  often  tenned,  of  a  retaining- 
■wall  should  be  sunt  below  the  action  of  the  frost,  and  are  generally  about 
one  foot  -wider  than  the  wall,  offsetting  6  inches  both  face  and  back. 

Walls  of  hiUdinffS. —  Figs.  1,  2,  3,  4,  plate  I.,  represent  the  thickness 
of  eictemal  brick  walls  to  the  first,  second,  third,  and  fourth-rate  bnildinga, 
as  provided  by  the  Building  Act  for  the  eity  of  London.  Figs.  5,  6,  7,  8, 
show  the  same  with  respect  to  party-walls.  The  figures  1,  IJ,  3,  2^,  re- 
present the  number  of  lengths  of  brick  in  the  wall.  The  following  table 
gives  the  way  in  which  buildings  are  rated  in  Liverpool,  not  differing,  con- 
structively, materially  from  that  of  London. 


HEIOHTB  AND  WIHTHS  OF  BUILDIHGS.                                                    ' 

Flril-isf.  dwelllne-lioiiM. 

S«.nrt-I.l«  dw.lliD?-booi.. 

™„...,...H...... 

roj.lh.™B  dw.lLngJi™™. 

Eiceedlngfmty-tonr  feet 

NotBsceeMtigfotty-four 
feet  In  heleht,  or  twenty- 

Not  eseeedlnj  thirtj-sis 
ftet  in  belght,  or  tiventy- 
one  feet  Croai. 

Hotesceedlugthlrtr-two 
feet  tn  belght^  ot  Meenfaet 

"  Every  brewery,  distillery,  manufactory,  or  warehouse,  of  whatever 
height  or  extent  of  frontage,  is  considered  to  be  a  first-rate  building,  the 
external  walls  of  which,  are  in  their  respective  stories  to  he  2^,  2,  and  1^ 
bricks  in  thickness,  and  the  party-waUs  of  2  and  IJ  bricks. 

"  When  the  foundations  of  any  building  shall  not  be  upon  rock,  such 
foundations  to  have  footing  courses  under  the  same," 


beS^^^    "^-^ 


Figs.  10, 11, 12, 13,  represent  the  position  of  the  chimneys  and  thickness 
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of  cliimney-backB  in  party-walls,  according  to  the  several  rates;  viz.,  fig,  10 
(first-rate),  tasement,  IJ  brick,  all  above,  1  brick  thick.  Fig.  11  shows 
the  thickness  when  the  chimneys  are  placed  back  to  back  in  party-walls 
of  first-rate  buildings. 

Fig.  12  shows  tJie  dimensions  of  second,  third,  and  fourtli-rate  boild- 
ings,  and  fig.  13  the  same  when  back  to  back. 

The  following  is  the  Building  Act  in  New  York  in  regard  to  the  thick- 
ness of  walls : 

"  The  outside  walls  of  all  dwelling-houses,  stores,  storehouses,  and  other 
buildings,  shall  be  not  less  than  eight  inches  thick  ;  and  all  such  outside 
walls  as  shall  exceed  thirty-five  feet  in  height  from  tlie  level  of  the  side- 
walk to  the  peak  or  highest  point  tliereof,  and  all  party-walls,  shall  be 
not  less  than  twelve  inches  thick.  And  all  walls,  whether  outside,  party, 
or  partition  walls,  of  any  such  dwelling-house,  store  or  storehouse,  or  other 
building  other  tlian  a  dwelling-honse,  which  shall  exceed  fifty  feet  in 
height  from  the  level  of  the  sidewalk  to  the  peak  or  highest  point  thereof, 
shall  not  be  less  than  sixteen  inches  thick  to  the  under  side  of  the  second 
tier  of  beams  above  the  level  of  the  sidewalk  :  provided  said  under  side 
of  said  second  tier  of  beams  be  not  less  than  twenty  feet  from  the  level  of 
the  sidewalk ;  but  should  the  under  side  of  said  second  tier  of  beams  be 
less  than  twenty  feet  from  the  level  of  the  said  sidewalk,  said  walls  shall 
be  sixteen  inches  thick  to  the  under  side  of  the  third  tier  of  beams  above 
the  said  level. 

"  Every  cellar,  pier,  column,  post,  and  pillar,  built  of  mbble,  stone,  or 
brick,  shall  at  intervals  of  not  more  than  three  feet  have  built  into  it  a 
stone  of  not  less  than  three  inches  thick,  and  of  a  diameter  each  way  equal 
to  the  diameter  of  the  pier,  column,  post,  or  pillar." 

From  the  above  acta  we  can  establish  the  necessary  thickness  of  walls 
for  the  usual  buildings  in  a  city ;  but  for  detached  manufactories  and  work- 
shops it  is  usual  to  adopt  a  somewhat  greater  thickness  for  the  walls ;  thus, 
for  eotfon  factories  of  five  stories,  the  first  story  is  generally  two  feet,  the 
second  and  third  twenty  inches,  and  the  fourth  and  fifth  16  inches.  Walls 
built  of  rubble  should  also  be  somewhat  tliicker  than  those  of  brick — on 
an  average  at  least  one  quarter  thicker,  but  depending  on  the  character  of 
the  stone.  "Walls  of  entirely  cut  stone  are  stronger  than  brick  of  the  same 
dimensions,  but  are  unusual ;  the  common  form  of  cut-work  is  to  make  the 
face  ashler,  and  back  up  with  rubble  or  brick, 

M<yrtar  is  a  mixture  of  lime  or  cement,  or  both,  with  water  and  sand. 
In  the  preparation  of  good  mortar,  the  materials  should  be  well  selected  ; 
the  sand  sharp  and  clean,  the  proportions  properly  preserved,  and  the 
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whole  intimately  mixed.  As  a  general  rule,  the  lime  or  cement  should  be 
sufficiently  iine  to  cover  all  the  grains  of  sand,  and,  at  the  same  time,  with 
the  thinnest  possible  stratum.  Practically,  about  three  to  four  cubic  feet 
of  sand  are  added  to  one  cubic  foot  of  half  liquid  Kine,  for  fat  limes ;  lean 
lime  may  not  beai"  more  than  half  this  sand.  Cement  is  generally  mixed 
with  sand  in  proportions  of  one  to  three,  hut  in  situations  where  a  quick 
set  ie  necessary,  in  equal  proportions. 

A.Tches. — Arches  are  of  varioiis  shapes,  as, 


The  outer  surface  of  the  arch  is  called  the  ^trados  or  hidk  of  the  arch, 
the  inner  or  concave  surface  the  inirados  or  the  sojtt ;  the  joints  of  all 
arches  should  be  perpendicular  to  the  surface  of  the  soffits.  The  stones 
are  called  arch  stones  or  voussoirs.  The  first  course  on  each  side  are 
termed  sprmgers,  which  rest  on  the  imposts  or  ahidments.  In  case  of  a 
segmental  arch,  the  course  beneath  the  springers  are  called  shew-lachs. 
The  extreme  width  between  springers  is  called  the  span  of  the  arch,  and 
the  versed  sine  of  the  curve  of  the  sofHt  the  rise  of  the  arch.  The  highest 
portion  of  the  arch  is  called  the  crown,  and  the  centre  course  of  voussoirs 
the  Jcey-course.  The  side  portions  of  arches  between  the  springing  and  the 
crown,  are  termed  Jiaunchea  orfla/riks.  All  arches  sliould  be  weU  sustained 
by  backing  on  the  haunches,  called  spa/ndrel-'hackva^.  The  line  of  inter- 
section of  arches  cutting  across  each  other  transversely  is  called  a  grom, 
and  the  arches  themselves  groined  a/rckes. 

That  the  voussoirs  of  an  arch  may  resist  crushing,  they  must  have  a 
certain  depth  proportioned  to  the  pressure  of  the  arch ;  and  as  this  in- 


i,<^;aocB  from  the  curve  towards  !}ie  springing,  the  depth  of  the  voussoirs 
should  likewise  increase  from  the  crown  to  the  springing.    Peronnet  haa 
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given  as  a  rale  for  the  depth  at  the  crown  the  formula  d  =  .07  r  +  1  foot, 
in  which  formula  r  is  the  greatest  radius  of  curvature  of  the  intrados. 
This  formula  is  applicable  to  arches  less  tlian  fifty  feet  radius ;  hut  beyond 
this  it  gives  greater  dimensions  than  in  ordinary  practice.  In  order  to 
facilitate  investigations  on  the  stability  of  arches  of  the  more  usual  forms, 
M.  Petit  calculated  a  series  of  tables,  of  which  we  give  the  abstract  for 
circular  arches,  aa  the  class  occurring  most  frecjuently  in  practice. 


CO-EFFICIENT  OF  HORIZONTAL  THEU8T  AT  THE  CEOWM. 

hIrsih 

Fl..l^ 

Fig.  16. 

Fig.  16.                                                          1 
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0.126 
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0.068 
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0.049 

; 

0T2 
027 

To  find  the  thickness  of  abutment  necessary  to  support  the  thrust  of 
the  arch,  multiply  the  co-efdcient  found  in  the  table  for  the  particular 
caee  by  3.8,  and  the  square  root  of  the  product  multiplied  by  the  radius, 
r,  of  the  intrados,  will  give  the  extreme  thickness  of  the  abutment. 

Ikam^le. — ^What  is  the  horizontal  thrust,  and  what  the  thickness  of 
abutment  necessary  to  support  an  arch  of  ten  feet  span  and  two  feet  rise? 


By  Peronnet's  formula,  d  =  O.Ot  x  7.25  +  1  =  1.50. 

E  =  T.25  +  1.50  =  8.75 

^  =  y^^  1.20 
T        7.25 

By  the  table  against  1.20,  under  the  the  column  a  =  6  A,  we  find  0,102 
aa  the  eo-efflcient  of  thrust,  160  lbs.  being  taken  as  the  average  weight  of 
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a  cubic  foot  of  masonry,  the  absolute  tJirust  per  square  foot  of  surface  is 

0.103  X  150  X  T25"  =  804  lbs. 

t'0.102  X  3.8  X  7.25  =  4.50  feet,  thickness  of  abutment. 

The  formula  gives  the  thickness  of  abutment,  supposing  the  height  infinite ; 
for  low  abutments,  the  thickneea  may  be  reduced,  for  common  spans,  about 
ten  per  cent. 

The  following  table  gives  the  dimensions  of  the  arches  of  a  selection 
of  bridges  of  European  construction. 
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For  smaller  culverts  of  15  to  30  feet  span,  the  usual  construction  is  to 
make  the  arch  from  1  foot  6  inches  to  2  feet  deep.  Arches  in  stone  are 
seldom  turned  less  than  1  foot  deep,  whatever  may  be  the  span ;  brick 
arches  for  less  than  10  feet  span  are  generally  8  inches,  and  this  depth 
is  required  by  building  acts. 

rig.  17  represents  a  section  of  the  Croton  aqueduct  in  an  open  rock 
cut.  The  bottom  is  raised  with  con- 
crete to  the  proper  height  and  form 
for  the  inverted  arch  of  a  simple 
course  of  brick.  The  side  walla  are 
of  stone  laid  in  cement,  plastered 
and  faced  with  a  single  course  of 
brick.  The  arch  is  semicircular,  of 
brick,  two  courses  thick,  with  span- 
dril  backing  nearly  to  the  level  of 
the  crown,  and  the  earth  filled  in  on 
top.  ng.  IT. 
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FBAMINO. 

)  the  art  of  arranging  beanie  for  the  varions  purposes  to 
■which  they  are  applied  in  structures.  Timber  and  iron  are  the  only  ma- 
terials in  common  use  for  frames. 

Wooden  beams  are  usually  represented  longitudinally  both  in  eleva- 
tion and  in  section  by  their  outlines  merely,  or  in  end  view  by  rectangles 
with  diagonals  from  opposite  comers  (fig.  18),  and  in  end  section  by  the. 

nsual  diagonal  lines  in 
e  direction  across  the 


more  II 

or  when  a  distinction  is  to  be  marked  between  different  materials,  the 
grain  of  tlie  wood  is  represented  as  in  figs.  19  and  20,  a  side  and  end  ele- 
vation of  a  beam. 

Flooring.— 1!hQ  timbers  which  support  the  flooring-boards  and  ceiling 
of  a  room  are  called  the  naked  flooring. 

The  simplest  form  of  flooring,  and  the  one  usually  adopted  in  the  con- 
straction  of  city  houses  and  stores  is  represented  iu  plan  and  section,  fig. 
21.  It  consists  of  a  single  series  of  beams  or  deep  joists,  reaching  from 
wall  to  wall.    As  a  lateral  brace  between  each  set  of  beams,  a  system  of 


C 


bridging  is  adopted,  of  which  the  best  is  the 


■hone  bridging,  formed 
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of  short  pieces  of  joista  about  2x4,  croBBing  each  other,  and  nailed  se- 
curely to  the  top  and  bottoms  of  the  several  beame,  represented  by  a  and 
h  in  fig.  21,  and  whereevcr  a  fine  occurs,  or  a  stairway  or  well-hole  pre- 
vents one  or  more  joists  from  resting  on  the  wall,  a  trim/mm-  or  header,  H, 
is  framed  across  the  space  into  the  outer  beams  or  triiMiher  'beams  T  T,  and 
the  beams  cut  off,  or  taU-beams  are  framed  into  the  tnmmer 

Whenever  the  distances  between  the  walls  exceed  the  length  that  can 
safely  be  given  to  joists  in  one  piece,  an  intermediate  beam  or  girder, 
running  longitudinally,  is   introduced,  into   'r~ — ~— 

which  the  joists  ai-e  framed  (fig.  23),     Yery    | 

often  the  joists  are  merely  notched   on  to 

beams.     Flooring  is  still  farther  varied,  by 

framing  with  girders  longitudinally ;  beams 

crossways,  and  framed  into  or  resting  on  the 

girders  ;  and  joists  framed  into  the  beams, 

running  the  same  direction  as  the  girders.  rig.  22. 

It  is  evident,  that  when  the  joists  are  not  flush  or  level  with  the  bottom 

of  the  beams  or  girders,  either  that  in  the  finish  the  beams  will  show, 

or  that  ceiling-joists  or  furrings  will  have  to  be  introduced. 

On  the  sise  of  Joists.^— The  following  dimensions,  taken  in  part  from 
the  Liverpool  Building  Act,  may  be  considered  as  safe  sizes  for  ordinary 


constructions,  the  distances  from  centre  to  centre  being  0 
Joists  in  floors,  clear  bearing 

;  7  feet,  and  not  exceeding  10  feel,  tt 


i  foot. 


10  " 

12  " 

6  X  2i  " 

12  " 

Ui  " 

.'    7  X  2i  ' 

m  '■ 

16  " 

"    8  X  2J  ■ 

16  " 

18  "    " 

18  " 
20  " 

9  X  2i  " 

'■   10  X  2i  ' 

go  " 
22  " 

24  " 

11  X  3   ' 

It  is  to  be  observed  that  lumber  is  seldom  sawed  to  dimensions  of  frac- 
tions of  an  inch  ;  we  must  therefore  adopt  a  width  of  an  integral  inch,  and 
proportion  the  distances  from  centre  to  centre,  according  to  the  increase  or 
decrease  of  width  given  to  the  joists. 

Trimmers  and  headers  should  be  of  greater 
width  than  the  joists,  depending  on  the  length  of 
the  former,  and  the  amount  cut  from  the  laid 
beams  or  the  dimensions  of  the  opening.  The 
New  York  Building  Act  requires  all  trimmers 
should  be  hung  in  stirrup  irons  (fig.  23),  and  not  framed  in.     It  also  re- 
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quires  all  girders  to  be  not  less  than  10  by  12  inches  square,  and  that  the 
posts  supporting  them,  shall  be  placed  at  intervals  of  not  inore  than  10 
feet. 

Floors. — In  New  York  it  is  usual  to  lay  single  floors,  of  tongued  and 
grooved  boards,  but  in  the  Eastern  States,  double  floors  are  more  common ; 
the  first  floor  consists  of  an  inferior  quality  of  boards,  unmatched,  laid 
during  the  progress  of  the  work  as  a  sort  of  staging  for  the  carpenter  and 
mason,  and  in  finiehing,  a  second  course  is  laid  on  them  of  better  material, 
generally  tongued  and  grooved,  but  sometimes  only  joint«d.  Ceilings 
should  always  be  furred ;  that  is,  laths  should  never  be  nailed  directly 
to  the  joists;  the  usual  furrings  are  of  inch  board,  two  inches  wide, 
and  twelve  inches  from  centre  to  centre,  nailed  across  from  joist  to 
joist. 

Fig.  24.  represents  a  section  of  a  miU  floor.     The  girders  or  beams, 

generally  in  pairs  with  a  space 
i  of  about  an  inch  between  them, 

are  placed  at  a  distance  of  from 
1  to  nine  feet  from  centre 
to  centre,  and  are  ot*  from  twelve  to  sixteen  inches  in  depth.  On  these,  a 
rough  plank  floor  of  from  three  to  four  inches  thick  is  laid ;  the  plank 
are  doweUed  together,  that  is,  put  together  with  pins  or  dowels,  like  a 
barrel  head.  Above  the  plank  is  laid  the  usual  top  floor,  and  beneath  a 
sheathing  of  thin  boards. 

For  extended  bearings  and  for  heavy  loads,  it  is  often  found  necessary 
to  truss  the  girders  or  beams.     Fig.  25  represents  a  bracing  truss  of 


wrought  iron  between  a  double  girder ;  often  a  simple  piece  of  arched  iron 
is  let  into  the  wood,  half  on  each  side,  and  the  beams  bolted  strongly  to- 


Fig.  26  represents  a  truss  by  suspension ;  in  this  case,  the  strength 
upon  the  cohesive  force  of  the  iron. 
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Firerproof  floors. — Fig.  27  represents  a  eection  of  the  fire-proof  flooring 


Fig,  21, 

constructed  ty  Cooper  &  Hewitt.  The  girders  or  beams  are  of  wrought 
iron,  with  archee  of  a  single  course  of  brick  in  cement  between  them, 
resting  on  their  lower  flanches.  The  seven-inch  deep  beams  are  placed  at 
a  distance  of  from  three  to  five  feet  from  centre  to  centre ;  extreme  width 
of  span,  between  side  walls,  fifteen  feet-  Strips  of  plank  are  fastened 
lengthways  at  the  side  or  on  top  of  the  beams,  to  receive  the  floor.  Fur- 
rings  for  the  ceiling  may  be  attached  cro'is'w  a;  s  to  the  bottom  ot  the  beims, 
or  the  EofiitB  of  the  arches  may  be  plastered  without  any  preparation 

Fig.  28  represents  a  section  of  one  of  the  French  syttems  of  hie  pioof 
floors.     It    consists  of  I 
girders,  placed  at  a  dis 
tanee  of  one  metre  (39.38 
inches),    from    centre    to   | 
centre,   slightly  ca/mhered  ru  '" 

or  curved  upwards  in  the  centre ,  the  depth  ut  the  girders  to  depend 
npon  the  span.  Stirrups  of  cast  iron  are  shd  ujon  the  giiders,  into  winch 
the  ends  of  flat  iron  joists,  set  edgeways,  pass  and  are  secured  by  pins; 
the  ends  of  the  joists  take  a  bearing  also  on  the  bottom  flanges  of  the 
girders.  The  joists  are  placed  at  a  distance  of  one  metre  from  centre  to 
centre.  Upon  the  joists  rest  rods  of  square  iron,  which  in  this  way  form  a 
^fnllage  for  the  support  of  a  species  of  rough  cast  and  the  ceiling.  By 
this  and  other  very  similar  systems,  the  French  have  succeeded  in  reducing 
the  cost  of  such  floors  to  that  of  wooden  ones. 

Floors  are  sometimes  constructed  of  brick  in  single  or  in  groined 
arches,  the  thrust  being  opposed  by  tlie  weight  of  the  abutments,  but 
owing  to  its  expensiveness,  and  the  amount  of  room  occupied  by  the  ma- 
terial, this  kind  of  construction  is  not  at  present  very  common  in  edifices. 

Pari^io7i8  are  usually  simply  studs  set  at  intervals  of  twelve  or  six- 
teen inches,  these  spaces  being  adapted  to  the  length  of  the  lath  (forty- 
eight  inches).  The  sizes  of  the  studs  are  generally  2  x  4,  3  x  5,  or  3  x  6 
inches,  according  to  the  height  of  the  partition ;  for  any  high  partitions, 
greater  depth  may  be  required  for  the  stnds,  but  three  inches  will  be  suf- 
ficient width.  Partitions  should  be  bridged  like  floors  with  herring-bone 
bridging. 
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Fig.  29  represents  the  frame  of  the  side  of  a  wooden  house,  in  -which 
A  A  are  the  posts,  B 
the  plate,  C  C  girts  or 
mterties,  D  J)  hraees,  E 
sill,  F  window  posts  or 
st/uds,  G  G  sfw^g. 

TJeual  dimensions  of 
timber  for  frame  of  com- 
mon dwelling  houses : — 
sills  6x8,  posts  4x8, 
studs   2  X  4  or  3  X  4, 
girts  6  X  the  depth  of 
floor  joists,   plates  4  x 
6,  the  floor  joists  (J  flg. 
30),  are  notched  into  the 
girts ;    more    frequently 
the    girts    are    omitted. 
The  studs  are  of  the  same  length 
as  the  posts,  and  the  floor  joists  are 
supported  by  a  board,  a,  3  or  4  x  1 
let  into  the  studs  (fig.  31),  and  firmly 
nailed;   the  joists   are   also  nailed 
strongly  to  the  studs.    The  posts  and 
studs  are  tenoned  into  the  siUs  and 
girts.     Fig.   32   represents  a  tenon-, 
i  c,  in  side  and  end  elevation,  and 
mortice,  a;  the  portions  of  the  end 
of   the   stud   resting  on   the  beam 
are    called    the    shouldera    of    the 
^'^■'*-  tenon. 

Hoofs. — ^The  roofs  of  city  dwellings  and  stores  are  generally  flat,  that 
is,  with  but  very  httle  inclination,  from  half  an  inch  to  two  inches  per  foot, 
merely  sufficient  to  discharge  the  water.  The  beams  are  laid  from  wall  to 
wall,  the  same  as  floor  timbers,  but  usually  of  less  depth,  or  at  greater  dis- 
tances between  centres,  and  with  one  or  two  rows  of  bridging.  The  roof 
is  laid  with  tongued  and  grooved  boards,  and  mostly  covered  with  tin. 

Figs.  1,  2,  3,  Plate  II.,  represent  side  or  portions  of  side  elevations  of 
the  usual  form  of  framed  roofs.  The  same  letters  refer  to  the  same  parts 
in  all  the  figures  of  the  plate.    T  T  are  the  tie  beams,  R  K  the  main  raftefts. 
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T  r  the  jack  rafters,  P  P  the  ^ates,  p^  the  purlines,  K  K  the  / 
k  &  h'kig  holts,  q  q  qwen  holts,  both  are  called  suspension  bolta,  C  C  the 
collar  or  strainmg  beams,  E  B  hraces  or  studs,  h  h  ridge  boards,  c  c  cor- 
bels. 

The  pitch  of  the  roof  ie  the  mclmation  of  the  rafters,  and  is  ueuaUy 
designated  in  reference  to  the  epan  as  \,  \,  \,  &c.,  pitch,  that  is,  the  height 
of  the  ridge  above  the  plate  is  ^,  \,  |,  &c,  of  the  span  of  the  roof  at  the 
level  of  the  plate.  The  higher  the  pitch  of  the  roof,  the  less  the  thrust 
against  the  side  walls,  the  less  likely  the  snow  or  water  to  lodge,  and  con- 
sequently, the  tighter  Uie  roof.  For  roofs  covered  with  ehinglea  or  slate, 
in  this  portion  of  the  country,  it  is  not  advisable  to  use  less  than  \  pitch ; 
above  that,  tlie  pitch  should  be  adapted  to  the  style  of  architecture 
adopted.     The  pitch  in  most  common  use  is  \  the  span. 

Fig.  1  represents  the  simplest  framed  roof;  it  consists  of  rafters,  resting 
upon  a  plate  framed  into  the  ceiling  beam ;  this  beam  is  supported  by  a 
suspension-rod,  Ic,  from  the  ridge,  but  if  supported  from  below,  this  rod 
may  be  omitted.  This  foi-m  of  construction  is  sufficient  for  any  roof  of 
less  than  25  feet  span,  and  of  the  usual  pitch,  and  may  be  used  for  a  40 
feet  span  by  increasing  the  depth  of  the  rafteiB  to  12  inches ;  deep  rafters 
should  always  be  bridged.  By  the  introduction  of  a  purliue  extending 
beneath  the  centre  of  the  rafter,  supported  by  a  brace  to  the  foot  of  the 
suspension  rod,  as  shown  in  dotted  line,  the  depth  of  tlie  rafters  may  ob- 
viously be  reduced.  It  often  happens  that  the  king-bolt  may  interfere  with 
tlie  occupancy  of  the  attic ;  in  that  ease  the  beam  is  otherwise  supported. 
Again,  it  may  be  necessary  that  the  tie  beam,  which  is  also  a  ceiling  and 
floor  beam,  should  be  below  the  plate  some  3  to  i  feet ;  in  that  case,  the 
thrust  of  the  roof  is  resisted  (fig.  4)  by  bolts,  hi),  passing  through  the 
plate  and  the  beam,  and  by  a  collar  plank,  C^  spiked  on  the  sides  of  the 
rafters,  high  enough  above  the  beam  to  afford  good  head  room.  For  roofs 
I  pitch  and  under  20  feet  span,  the  bolts  are  unnecessary,  the  collar  alone 
being  sufficient. 

Pig.  2  represents  a  roof,  a  larger  span  than  fig,  1 ;  the  frame  may  be 
made  very  strong  and  safe  for  roofs  of  60  feet  span.  King-bolts  or  sus- 
pension-rods are  now  oftener  used  than  posts,  with  a  smaU  triangular 
block  of  hard  wood  or  iron,  at  the  foot  of  the  bolts,  for  the  support  of  the 
braces.  The  objection  to  this  form  of  roof  is  that  the  framing  occupies 
all  the  space  in  the  attic ;  on  this  account  the  form,  fig.  3,  is  preferred  for 
roofs  of  the  same  span,  and  is  also  applicable  to  roofs  of  at  least  75  feet 
span,  by  the  addition  of  a  brace  to  the  rafter  from  the  foot  of  the  queen- 
bolt.  The  collar  beam  (fig.  6), 'is  also  trussed  by  the  framing  similar  to 
15 
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lig.  2.     In  tlie  older  roofs,  queen  posts  are  used  (fig.  33),  with  the  foot  se- 

r~]  cured  by  straps  or  joint  bolts  to  the  tie  beam.     In  many 

— \  A  church  and  bam  roofs  the  tie  beam  is  cut  off  (fig.  6,  Plate 

Jl  Nv*  n.),  the  queen  post  being  supported  on  a  post,  or  itself  ex- 

\  tending  to  the  base,  with  a  short  tie  rod  framed  into  it 

from  the  plate. 

Figs.  7  and  8,  Plate  11.,  represent  the  foot  of  a  rafter  on 
II . .  an  enlarged  scale.     In  fig.  7,  the  face  of  the  rafter  does  not 

project  beyond  the  face  of  the  plate ;  the  coving  is  foi-med 
_/  by  a  small  triangular,  or  any  desirable  form  of  plank, 
^g-  88.  framed  into  the  plate.     The  form  given  to  the  foot  of  the 

rafter  is  called  a  crowfoot.  In  fig.  8,  the  rafter  iiaelf  projects  beyond  the 
plate  to  form  the  coving.  Fig.  9  represents  a  front  and  side  elevation  and 
plan  of  the  foot  of  a  main  rafter,  showing  the  form  of  tenon,  in  this  ease 
double ;  a  bolt  passing  through  the  rafter  and  bea^  retains  the  toot  of  the 
former  in  its  place.  Fig.  10  represents  the  side  elevation  of  the  foot  of  a 
main  rafter  with  only  a  small  portion  of  the  beam,  the  remainder  being 
supplied  by  a  rod.  In  fig.  7,  of  a  similar  conetruction  to  fig.  1,  the  tie  rod 
passes  directly  through  the  plate.  In  general,  when  neither  ceiHng  nor 
flooring  is  supported  by  the  tie  beam,  a  rod  is  preferable. 

Hoofs  are  now  very  neatly  and  strongly  framed  by  the  introduction  of 
cast-iron  shoes  and  abutting  plates  for  the  enda  of  the  braces  and  rafters. 
Fig.  11  represents  the  elevation  and  plan  of  a  east-iron  king  head  for  a 
roof  similar  to  fig.  2.  Fig.  12,  that  of  the  brace  shoe ;  fig.  13,  that  of  the 
rafter  shoe  for  the  same  roof  Fig.  14,  the  front  and  side  elevation  of  the 
queen  head  of  roof  similar  to  fig.  3,  and  iig.  15, 
elevation  and  plan  of  queen  brace  shoe. 

Fig.  34  represents  the  section  of  a  rafter  shoe 
for  a  tie  rod  ;  the  side  flanches  are  shown  in  dotted 
line. 

On  the  sise  <md  the  proportions  of  the  different  members  of  a  roof: — 
Tie  beams  are  usually  intended  for  a  double  purpose,  and  are  therefore  af- 
fected by  two  strains ;  one  in  the  direction  of  their  length  from  the  thrust 
of  the  rafters,  the  other  a  cross  strain,  from  the  weight  of  the  floor  and 
ceiling.  In  estimating  the  size  necessary  for  the  beam  the  tiirust  need  not 
be  considered,  because  it  is  always  abundantly  strong  to  resist  this  strain, 
and  the  dimensions  are  to  be  determined  as  for  a  floor  beam  merely, 
each  point  of  suspension  being  a  support.  "When  tie  rods  are  need,  the 
strain  is  in  the  direction  of  their  length  only,  and  their  dimensions  can  be 
calculated,  knowing  the  pitch,  span,  and  weight  of  the  roof  per  square 
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foot,  and  tlie  distance  apart  of  the  ties,  or  the  amount  of  surface  retained 
by  each  tie. 

^M^e.— Multiply  one  half  the  weight  by  one  half  the  span,  and  divide 
the  product  by  the  pitch. 

Meam^le. — ^What  is  the  strain  upon  the  tie  rod  of  a  roof  40  feet  span 
and  15  feet  pitch  ? 

The  weight  of  the  wood-worh  of  a  roof  may  be  estimated  at  35  lbs. 
per  cubic  foot,  or  on  an  average  at  about  9  Iba.  per  foot  square,  slate  at  7  to 
9  lbs.,  sliingles  at  X\  to  2  lbs.  The  force  of  the  wind  may  be  assumed  at 
15  lbs.  per  square  foot.  T!ie  excess  of  strength  in  the  timbers  of  the  roof 
as  allowed  in  aU  calculations,  will  be  sufficient  for  any  accidental  and 
transient  force  beyond  this.  If,  therefore,  the  roof  be  like  fig.  1,  Plate  II., 
without  ceiling  beneath,  and  retained  by  a  tie  rod,  we  may  consider  as 
the  weight  per  square  foot  for  a  slate  roof:  9  +  7  +  15  =  31  lbs.  The 
length  of  the  rafter  is  VW  +  15^  =  25  feet ;  hence,  if  the  tie  rods  are  10 
feet  apart,  the  amount  of  surface  on  each  incline  supported  by  the  tie  is 
26  X  10  =  250  square  feet,  which  multiplied  by  the  weight  per  square 

foot,  or  250  X  31  =  7750  lbs. ;  applying  the  rule,  -^  x  20  -^  15  =  5166 

lbs.,  the  thrust  on  the  tie  rod.  If  we  estimate  the  strength  of  wrought- 
iron  at  10,000  lbs.  per  square  inch  of  section,  or  8,000  lbs.  when  a  thread 

is  cut  upon  the  end,  then,  ^ttj-^  =  0.646  square  inches,  or  a  rod  a  little 

exceeding  J  of  an  inch  in  diameter. 

The  rafters  (fig.  1,  Plate  11.),  may  be  considered  as  jack  rafters  of  long 
bearings,  or  as  a  beam  supporting  transversely  the  weight  of  the  roof,  and 
the  accidental  pressures,  and  may  be  estimated  by  resolving  the  direction 
of  these  pressures  into  a  line  perpendicular  to  the  direction  of  the  rafters. 

Main  rafters,  as  in  figs.  2  and  3.  The  pressure  on  main  rafters  ia  in 
the  direction  of  their  length,  when  they  are  supported  by  braces  at  or  very 
near  the  points  where  the  purlinos  rest ;  but  in  addition  to  the  weight  of 
the  roof,  they  support  a  portion  of  the  weight  of  the  tie  beam,  and  what- 
ever may  be  dependent  upon  it.  If  the  fi-ame  is  like  fig.  2,  that  is,  with 
a  king-bolt  or  post,  and  the  weight  is  uniformly  distributed  upon  the  beam, 
then  one  half  the  weight  is  supported  by  the  bolt  or  post,  and  consequently 
by  the  rafter,  and  the  other  half  by  the  side  walls.  Under  the  same  cir- 
cumstances, the  suspension  rods  (fig.  3),  support  each  ^  of  the  weight  of 
the  beam,  &c.,  and  the  side  walls  each  j.  But  in  general,  where  the  attic 
is  made  use  of,  the  load  is  not  uniformly  distributed,  by  far  the  greatest 
part  is  suspended  upon  the  rods. 
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To  find  the  pressure  on  the  main  rafter.  Multiply  one  lialf  the  weight 
of  the  roof,  and  that  portion  of  the  weight  of  the  beam  and  ife  load  which 
may  depend  upon  it,  by  the  length  of  the  'rafter,  and  divide  the  product 
by  the  pitch, 

Meample. — ^What  ie  the  pressure  upon  the  main  rafter  of  a  slate  roof 
of  56  feet  span,  21  feet  pitch,  frames  10  feet  between  centres,  and  form 
like  fig.  3,  with  an  uniformly  distributed  load  on  the  beam  of  8,400  lbs., 
and  a  load  between  the  suspension  rods  of  10,000  lbs. 


The  length  of  rafter  is      ^"28'  +  21'  =  35  feet. 

Assuming  the  load  per  square  foot  upon  the  rfrfter  the  same  as  the  pre- 
ceding example, 
then  35  X  31  X  10  —  10,850  lbs.,  J  the  weight  of  roof. 

\  of  the  uniform  weight 

J  the  weight  between  rods  - — -—  =    5,000  1 

Total,  18,650  11 
18650  X  35       ,,  ^„^  ,T 


If  we  now  assume  the  resistance  of  wood  at  740  lbs.  per  square  inch,*  or 
600  lbs.  for  length  exceeding  13  times  their  t 


The  proportion  of  the  depth  to  the  width  is  generally  about  10  to  8  or  5 
to  4. 

Hence  VsTi  ^  ^  =  ^-^^  x  5  =  8,1  inches  =  depth. 

1.62  X  4  =  6.5  inches  =  width. 

Gwilt,  in  his  Architecture,  recommends  the  following  dimensions  for 
portions  of  a  roof: 
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These  dimensions,  for  rafters,  are  somewhat  lees  than  the  usual  practice 
in  this  country  ;  no  calculations  seem  to  have  been  made  for  using  the  attic. 
An  average  of  common  roofs  here,  would  give  the  following  dimensions 
nearly:  30  feet  span,  8x5  inches;  40  feet,  9  X  6;  50  feet,  10  x  7;  60 
feet,  11  X  8 ;  collar  beams  the  same  size  as  main  rafters.  Eoof  frames 
from  8  to  13  feet  from  centre  to  centre. 

Dimensions  for  jack  rafters  15  to  18  Indies  apart. 

For  a  bearing  of  6  feat,  3   x   23-  inobas. 
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The  pressure  on  t!ie  plates  is  transverse  from  the  thrust  of  the  rafters, 
but  in  all  forms  except  fig.  1,  owing  to  the  notching  of  the  rafters  on  the 
purlines,  this  pressure  is  inconsiderable.  The  usual  size  of  plates  for  figs. 
1  and  2,  is  6  X  6  inches.  iFor  forms,  fig.  1,  the  size  depends  on  the  mag- 
nitude of  roof,  and  the  distance  between  the  ties.  The  width  in  all  such 
cases  to  be  greater  than  the  depth ;  4  to  6  inches  may  be  taken  as  the 
depth,  8  to  13  for  the  width. 

Joints. — As  timber  cannot  always  be  obtained  of  sufficient  length  for 
the  different  portions  of  a  frame,  it  ia  often  necessary  to  unite  two  or  more 
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pieces  together  by  the  ends,  called  scarfing  or  lapping. 


4^:7^ — I 


j3.  35  and  36 
are  tiie  most  common  means  of  lapping  or  halving, 
wliich  methods  may  be  employed  when  there  is 
not  much  longitudinal  comprceeion  or  extension. 
When  such  an  effect  is  to  he  provided  for,  the 
upper  as  well  as  the  lower  timber  should  be  let 
into  each  other.     Figs.  37,  38,  39, 40,  41,  are  ditfer- 


&=c3 


\ 

f     r-r 

/            ! 

i      1 

i                                1 

ent  methods  to  obtain  this  result.  In  figs.  31,  38,  the  joint  is  brought  to  a 
bearing  by  a  key  driven  in  tight.  Fig.  39  represents  a  scarf  suited  for  a 
beam  supported  at  this  joint  by  a  post,  and  where  there  is  tensile  strain, 
the  timber  should  be  joint-bolted  or  anchored.  The  centre  of  the  post 
should  be  beneath  the  extreme  edge  of  the  lower  joint.  Figs.  40  and  41 
are  long  scarfs,  in  which  the  pai'ts  are  bolted  through  and  strapped,  suited 
for  tie  beams.  Joints  are  also  often  made  by  abutting  the  pieces  together 
and  bolting  splicing  pieces  on  each  side ;  still  further  security  is  given  by 
cutting  grooves  in  both  timbers  and  pieces  and  driving  in  Ifeys. 

Oiroidar  Boofs. — The  rafters  of  cyUndrical  roofs  may  be  constructed 
of  strips  of  boards  cut  to  the  width  of  the  rafter,  bent  into  the  form  of  the 
proposed  arc,  and  nailed  together  to  the  depth  required  for  the  size  of  the 
roof.  The  plate  extends  the  whole  length  of  the  building ;  the  foot  of  the 
rafters  are  nailed  or  bolted  to  the  plate,  and  ties,  eitlier  of  wood  or  iron, 
as  often  as  may  be  necessary,  retain  the  thrust.  For  a  50  feet  span,  of  6 
feet  rise,  the  rafters  may  be  10  x  4  inches,  and  15  inches  apart;  such  a 
roof  being  very  flat  on  top,  must  be  covered  with  metal.  Very  large 
cylindrical  roofs  are  constructed  of  trusses,  those  of  Howe's  bridge  (fig.  52), 
the  suspension  rod  being  radial,  and  the  lower  and  upper  chords  concen- 
tric ;  such  roofs  are  nearly  semicircular.  Tlie  ends  of  each  truss  are  retained 
by  tie  bolts,  and  purlines  are  used  to  support  the  rafters ;  but  in  p 
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such  roofs  are  for  railroad  station  houses,  and  no  rafters  are  used,  corrugated 
iron  "being  placed  from  purline  to  pnrline.  Eoofs  of  less  than  30  feet  epan 
are  often  made  of  corrugated  iron  alone,  curved  into  a  suitable  are,  and  tied 
by  bolts  passing  through  the  iron  about  2  to  4  feet  above  the  eaves. 

Iron  Roofs. — Plate  III.,  flg.  1,  represents  the  half  elevation  of  an  iron 
roof  of  a  forge  at  Pane ;  figs.  2,  3,  4,  details  on  a  larger  scale.  This  is  a 
common  form  of  iron  roof,  consisting  of  main  rafters,  K,  of  the  X  section, 
fig.  4,  trussed  by  a  suspension  rod,  and  tied  by  another  rod.  The  purlinea 
are  also  of  X  iron,  secured  to  the  rafters  by  pieces  of  angle  iron  on  each 
side;  and  the  roof  is  covered  with  either  plate  iron  resting  on  jack  rafters, 
or  corrugated  iron  extending  from  purline  to  porline.  The  rafter  shoe,  A, 
and  the  strut,  S,  are  of  east  iron,  all  the  other  portions  of  the  roof  are  of 
wrought  iron. 

The  surface  covered  by  this  particular  roof,  is  53  metres  (164  feet)  long, 
and  30  metres  (98J  feet)  wide.  There  are  11  frames,  including  the  two  at 
the  ends,  which  form  the  gables. 

The  following  are  the  details  of  the  dimensions  and  weights  of  the  dit- 
ferent  parts : 


2  rafters,  0.73  feet  deep,  length  togetbar,  99.1  feet, 
6  rods,  0.13  feet  diameter,  "  "  131.4  " 
16  bolts,  "  .  .  .  . 

8  liridle-straps,  0.24  x  .05 

2  pieces,  ,046  tMoJt,  connecting  the  raffers  at  the  ridge,  > 
4      "  "  at  the  foot  of  the  etrnt   . 

4       "       .036  thieli,  nnitiag  therafleraat  thejnnct 

with  their  bolts  and  nuts, 
2  cast  iron  struts,  .... 

2  rafter  shoes, 

Total  of  one  frame,  .... 


IG  purhnes,  1  ridge  iron,  each  0.4G  deep,  17.9  long. 
Bolts  for  the  same,  .... 

16  jack  raftere,  X  i™!",  0.16  deep, 


m  covering,  including  laps,  per  square  foot, 


e  reduced  by  substituting  corru- 
'eight  per  square  foot,  and  omit- 


The  weight  of  iron  in  this  roof  could  b 
gated  iron  for  the  covering,  even  of  less  v 
ting  the  jack  rafters. 

Eoofs  are  sometimes  mode  with  deep  corrugated  main  rafters  with  flat 
iron  between,  or  purlines  and  corrugated  iron  for  the  eoveiing.  The  great 
objection  to  iron  roofs,  lies  in  the  condensation  of  the  interior  air  by  the 
outer  cold,  or,  as  it  is  termed,  sweating;  on  this  account  they  are  seldom 
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used  for  other  tuildings  than  boiler  houses  or  depots,  except  a  ceiling  be 
made  below  to  prevent  the  contact  of  the  air  inside  with  the  iron. 

Fig.  5  is  an  elevation  of  nearly  two  of  the  three  panels  of  one  of  the 
cast  iron  girders  for  connecting  the  columns,  and  eai-rying  the  transverse 
main  gutters,  which  supported  the  roof  of  the  English  Crystal  Palace. 
Figs.  6,  7,  8,  9,  10, 11,  sections  of  various  parts  on  an  enlarged  scale. 

The  depth  of  the  girder  was  3  feet,  and  its  length  was  23  ft.  3J  inches. 
Tile  sectional  area  of  the  bottom  rail  and  fiange  in  the  centre  (fig.  7),  was 
6i  square  inches ;  the  width  of  both  bottom  and  top  rail  (fig.  6),  was  re- 
duced to  3  inches  at  their  extremities.  It  will  be  observed  that  the  section 
of  the  braces  and  ties  are  such  as  to  give  great  stiffness,  and  the  section  of 
the  braces  at  S  6  (fig.  8),  is  greater  than  at  c  c  (fig.  9) ;  the  section  of  the 
tie  (fig.  10),  is  the  same  as  the  brace  at  <!  c;  they  are  all  formed  with  a 
ilraft,  that  is,  with  a  taper  from  the  centre  to  the  outside  of  from  ^'^  to  ^V 
of  an  inch  on  a  side,  according  to  the  depth  of  the  feather. 

The  weight  of  these  girders  was  about  1,000  lbs.,  and  they  were  proved 
by  a  pressure  of  9  tons,  distributed  on  the  centre  panel, 

A  second  series  of  girders  were  made  of  similar  form  to  fig.  5,  but  of 
increased  dimensions  in  the  section  of  their  parts.  Their  weight  averaged 
about  1,350  lbs.,  and  they  were  proved,  as  above,  to  15  tons. 

A  third  series,  of  increased  section  of  parts,  weighed  about  2,000  lbs., 
and  were  proved  to  22J  tons. 

Fig,  12  represents  an  elevation  of  two  of  the  nine  panels  of  one  of  the 
wrought  iron  trusses  which  carry  the  lead  flat  and  arched  roof  across  the 
nave  of  the  Crystal  Palace.  Tliese  trusses  are  72  feet  long  and  6  feet  deep. 
The  top  rail  G,  shown  in  section  fig.  13,  consists  of  two  angle  irons  4J 
inches  deep,  Z\  inches  wide,  and  |  of  an  inch  thict,  with  a  plate  9  inches 
wide  and  \  thick,  riveted  on  top.  A  space  of  2  inches  is  left  between  the 
angle  irons.  The  angle  irons  are  in  five  lengths,  and  are  connected  by 
eight  \  rivets  passing  through  them,  and  through  a  plate  or  plates  intro- 
duced between  them.  The  top  plate  is  in  seven  lengths,  connected  by  \ 
inch  rivets,  through  the  angle  irons,  the  plate,  and  a  joint  plate.  The  top 
plate  is  riveted  to  the  angle  irons  by  \  inch  countersunk  rivets,  6  inches 
apart.  The  bottom  rail  consists  of  two  fiat  wrought  iron  bars,  6  inches 
deep,  with  a  2  inch  space  between  them.  It  is  in  four  lengths,  jointed  by 
six  1  inch  rivets  passing  through  joint  plates  6  x  18  x  i|  inches  on  the 
outside,  and  three  plates  17  x  f  inches.  The  bars  forming  the  central 
lengths  of  the  bottom  rail  are  |  of  an  inch  thick,  and  those  forming  the 
side  lengths  are  f  of  an  inch  thick. 

The, end  standards  are  of  cast  iron,  Z\  inches  wide,  4  inches  deep,  and 
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1  inch  thick,  of  a  T  form  of  section,  secured  to  the  columii  by  six  IJ  inch 
bolts.  The  standard  is  2  inches  thick  at  top  and  bottom  where  it  receives 
the  rails.  Two  sockets  are  formed  in  the  middle,  to  receive  the  diagonals 
I  and  J.  I,  being  exposed  to  compression,  is  made  of  four  angle  irons, 
2J  X  2J  X  y\  inch,  riveted  together  in  pairs  with  ^  inch  rivets.  The 
diagonal  J  is  formed  of  two  bars,  4^  x  g  inch,  and  is  secured  at  each  end 
by  a  If  inch  rivet.  The  ends  are  thickened  by  short  plates  riveted  to  them 
to  make  up  in  a  measure  the  loss  of  strength  from  the  large  rivet  hole. 
The  diagonal  K  is  formed  of  two  bars  4i  inches  deep  by  1  inch  thick,  and 
is  fixed  at  each  end  by  a  2  inch  bolt  and  nut.  The  other  diagonals,  being 
exposed  to  much  less  strain,  are  formed  of  single  bars  i^  x  i  inch,  and 
are  secured  at  each  end  by  a  1  inch  rivet. 

The  standards  B  and  0  consist  each  of  four  angle  irons,  2j  x  2i  x  i 
incJi,  riveted  together  in  pairs,  and  the  two  pairs  riveted  together  with  six 
small  cast  iron  distance  pieces  between  them.  The  next  standard,  that  is, 
the  third  from  each  end,  but  not  shown  in  the  drawing,  is  of  cast  iron.  It 
is  of  +  section,  being  at  the  centre  6x6  inches,  thickness  of  metal  |  to  J 
of  an  inoh.  The  base,  which  rests  upon  the  base  of  the  bottom  rail,  is  18 
X  4  inches,  and  the  top  is  18  x  3  inches.  Triangular  projections  enter 
the  top  and  bottom  rail,  where  they  are  secured  by  1  inch  rivets.  In  the 
centre  is  a  socket  or  slot  through  which  pass  the  two  light  diagonals. 
Tlie  main  strength  of  the  truss  consists  in  the  top  and  bottom  rails,  the 
diagonals  I,  J,  K,  the  first  wrought  iron  standard,  E,  and  the  east  iron 
standard,  D. 

On  the  General  Prineiples  of  Bracing. — Let  fig.  42  be  the  elevation 
of  a  common  roof  truss,  and  let 
a  weight,  "W,  he  placed  at  the 
foot  of  one  of  the  suspension 
rods.  Now,  if  the  construction 
consisted  merely  of  the  rafter  ' 
C  E,  and  the  collar-beam  C  C,  F'b-  la 

resting  against  some  fixed  point,  then  the  point  E  would  support  the  whole 
downwai-d  pressure  of  the  weight ;  but  in  consequence  of  the  connection 
of  the  parts  of  the  frame,  the  pressure  must  be  resolved  into  components 
in  the  direction  C  A  and  C  E,  C  5  will  represent  the  pressure  in  the 
direction  Of  B,  C  w  the  portion  of  the  weight  supported  at  B,  C  a  tlie 
pressure  in  the  direction  0'  A,  and  w  W  the  portion  of  the  weight  sup- 
ported on  A.  The  same  resolution  obtains  to  detennine  the  direction  and 
amount  of  force  exerted  on  a  bridge  truss  of  any  number  of  panels,  by  a 
weight  placed  at  any  point  of  its  length  (fig.  43.)    In  either  case,  the 
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effect  of  the  oblique  form  C  A,  upon  the  angle  0,  is  evidently  to  force 
it  upwards ;  that  is,  a  weight  placed  at  one 
side  of  the  frame  has,  as  in  case  of  the  arch, 
a  tendency  to  raise  the  other  side.    Tlie  effect 
^'s*^  of  this  upward  force  is  a  tension  on  a  por- 

tion of  the  braces,  according  to  the  position  of  the  weigJit ;  but  as  braces, 
from  the  manner  in  which  they  are  usually  connected  with  the  frame,  are 
not  capable  of  opposing  any  force  of  extension,  it  follows  that  the  only 
resistance  is  that  which  is  due  to  the  weight  of  a  part  of  the  structure. 

Figs,  a  and  45  illustrate  the  results  of  overloading  at  single  points 
such  forms  of  construction. 


[XM>^><] 


To  remedy  this  effect,  if  counter  braces  be  introduced,  as  shown  in  dot- 
ted lines  (fig.  46),  the  tendency  of  a  ^\  eight  moving  across  the  structure  is 
to  compress  the  counters  and  extend  the  braces.  But  since,  as  we  have 
said,  braces  are  not  usually  Iramtd,  especially  in  wooden  structures,  to  re- 
sist a  tensile  strain,  it  is  necessary  to  overcome  this  force  in  another  way ; 
that  is,  by  introducing  wedges  between  the  end  of  the  counter  braces  and 
the  joints  against  which  they  abut,  or  bj  means  of  the  counters  and  the 
suspension  rods,  in  any  way  straining  the  structure  so  that  there  may  be 
an  additional  compression  upon  the  brace  mjre  than  the  upward  or  tensile 
force  exerted  by  any  passing  weight  In  this  case,  therefore,  the  passage 
of  a  load  would  produce  no  additional  strain  upon  any  of  the  timbers,  but 
would  tend  to  relieve  the  counters.  The  counter  braces  do  not,  of  eom'se, 
assist  in  sustaining  the  weight  of  the  structure ;  on  the  contrary,  the 
greater  the  weight  of  the  structure  itself,  the  more  will  the  counter  braces 
be  reheved. 

If  instead  of  the  counter  braces,  the  braces  themselves  are  made  to  act 
both  as  tie  and  as  a  strut,  as  has  been  done  sometimes  in  iron  bridges  and 
trusses,  then  the  upward  force  will  be  counteracted  by  the  tension  of  the 
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brace,  but  in  general  counter  braces  are  preferable,  as  it  is  better  that  the 
force  exerted  against  any  portion  of  the  structure  should  always  be  in  one 
direction. 

It  follows,  from  what  lias  been  shown  of  the  effect  of  a  variable  load, 
that  no  bridge,  either  straight  or  arched,  intended  for  the  passage  of  heavy 
vehicles  or  trains,  should  ever  be  without  counter  braces  or  diagonal  ties, 
and  that  only  in  the  case  of  roofs  or  ac[ueducts  of  similar  construction, 
when  the  load  is  uniform,  or  very  small  in  comparison  with  the  weight  of 
the  structure  itself. 

On  the  Truss  ly  Tension  Hod  (fig.  47). —  Since  the  limit  of  the  elaa- 


Fig.41. 

ticity  of  iron  is  very  small  in  comparison  with  wood,  when  iion  is  thus 
used  to  truss  timber,  the  rods  must  break  before  the  beam  reaches  the  de- 
flection that  the  weight  should  produce.  It  is  evident,  therefore,  that  in 
construction  the  beam  should  not  be  cambered  by  the  tension  of  the 
rod,  but  that  the  top  of  the  beam  should  be  arched,  and  be  permitted  to 
settle  with  the  weight  before  it  strains  the  rod  at  aU.  In  general,  the  rods 
should  be  depended  on  to  resist  the  whole  of  the  tension,  and  act  as  the 
lower  chords  of  an  ordinary  bridge ;  in  this  way  the  calculation  becomes 
very  simple  and  furnishes  safe  practical  results.  Thus  {flg.  47.),  to  estimate 
the  strain  upon  the  suspension  rod,  multiply  the  weight  supported  at  the 
point  G  or  c'  by  the  length  of  the  rod  ad  ox  d'  b,  and  divide  the  product 
by  the  length  of  the  strut  c  d.  The  length  of  the  rod  and  of  the  strut, 
may  be  measured  from  any  horizontal  line  which  completes  the  triangle, 
Sample.— ^h&t  must  be  the  tension  on  the  rod  of  a  truss  40  ft.  span, 
supporting  a  load  uniformly  distributed  of  80,000  lbs. ;  the  struts  Gd,</  d', 
being  3  feet,  and  the  middle  interval  13  feet,  and  the  end  ones  14  feet 
each  ?  Then  each  point  o,  c',  supports  '-i  +  V  -^  *•*  ^  Jf  of  the  weight, 
and  the  side  walls  £■$  each. 


6,000,  weight  on  c  or  c'. 


V14'  +  3"  =  14.32,  length  of  rod. 
S6000  X  14. 


124,106  lbs.,  tension  of  rod. 

to  resist  this  tension. 
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.,  in  which  the  load  is  unifonnly  distribnted.  If  we  represent  the 
load  at  each  of  the  points,  4,  3,  2,  1,  2',  &c.,  by  1,  the  load  at  4  will  be 
supported  \  upon  a  and  |  upon  3 ;  hence  tlie  strut  3  will  have  to  support 
a  load  of  1  +  .5  =  1.5  ;  of  this,  |  will  be  supported  by  2  and  i  by  a;  | 
of  1.5  =  1, 1  +  1  —  2,  load  on  strut  2;  f  of  this  load,  or  1,5,  will  be  supported 
at  1,  and  since  from  the  opposite  side  there  is  an  equal  force  exerted  at  1, 
therefore  the  strut  1  supports  1  +  1,5  +  1-5  =  4 ;  the  tension  on  the  rod 
c2is  4;  on  2  3,  4  +  1  =  5;  on  3  4,  5  +  1=6;  on  4  a,  6  +  1  =  7;  and 
the  rod  should  therefore  be  increased  in  strength  in  these  proportions  from 
the  central  point  c,  to  the  point  of  suspension,  a.  The  tension  on  the  rods 
3  4,  2  3,  1  2,  may  be  easily  resolved  from  their  direction  and  the  load  upon 
the  several  struts. 

If  this  construction  bo  reversed,  the  parts  which  now  act  as  ties  must  be 
made  as  braces,  and  braces,  ties ;  then  we  have  a  roof  tru^,  and  the  force 
exerted  on  the  several  parts  may  be  estimated  in  a  similar  way  as  for  the 
suspension  truss. 

It  is  evident  that  neither  of  these  constructions  would  serve  for  a  bridge 
truss,  subject  to  the  passage  of  heavy  loads,  but  is  only  fit  to  support  uni- 
form and  equally  distributed  loads. 

To  frame  a  construction  so  that  it  may  be  completely  braced,  that  is, 
under  the  action  of  any  arrangement  of  forces ;  the  angles  must  not  admit 
of  alteration,  and  consequently  the  shape  cannot.  The  form  should  be 
resolvable  into  either  of  the  following  elements  :■ — -Pigs.  49,  50,  51. 


^  ^ 


In  these  figures,  lines 
compression ;    lines      


==   represent  parts  required  to  resist 
parts   to   resist   tension   only;    lines 


parts  to  resist  both  tension  and  compression. 
It  is  evident  that  in  a  triangle  (fig.  49.),  an  angle  cannot  increase  or 
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diminish,  withont  the  opposite  angles  also  increasing  or  diminishing.  In 
the  form  fig.  50,  a  diagonal  must  diminish ;  in  fig.  51  a  diagonal  must 
extend,  in  order  that  any  change  of  form  may  take  place.  ConsecLuently 
all  these  forms  are  completely  braced,  as  each  does  not  permit  of  an  effect 
taking  place,  which  would  necessarily  result  from  a  change  of  figure. 
Hence  also,  any  system  composed  of  these  "forms,  properly  connected, 
breaking  joint  as  it  were  into  each  other,  must  be  braced  to  resist  the 
action  of  forces  in  any  direction ;  but  as  in  general  all  bridge  tmeses  are 
formed  merely  to  resist  a  downward  pressure,  the  action  on  the  top  chord 
being  always  compression,  it  is  not  necessary  that  these  chords  should  act 
in  both  capacities. 


"We  instance  figs.  52  and  53,  as  illustrative  of  two  systems  of  bridge 
trussing,  the  one  being  an  elevation  of  Howe's  bridge  truss,  the  other  of 
Pratt's.  There  are  many  other  forms  of  trussing,  but  sufficient  has  been 
said  to  explain  the  principles  of  most  constructions.  For  farther  illustra- 
tion, we  would  refer  to  Haupt  on  Bridge  Construction. 


In  the  earlier  chapters  of  this  work  we  have  given  deecriptions  of  the 
usual  variety  of  drawing  instruments  and  their  use,  and  it  is  to  bo  pre- 
sumed that  the  reader  is  sufficiently  acquainted  with  their  management  to 
construct,  with  but  little  explanation,  most  architectural  drawings. 

It  has  been  observed,  that  the  first  thing  to  be  done  towards  the  execu- 
tion of  a  drawing  is  to  determine  the  scale  upon  which  the  drawing  is  to 
be  made.  The  usual  scale  for  plans  and  elevations  in  architectural  draw- 
ings is  either  four  feet  or  eight  feet  to  the  inch,  and  especially  in  all  work- 
ing drawings  it  is  necessary  that  the  scale  should  be  such  that  it  can  be 
measured  with  the  common  two-foot  rule,  whose  divisions  are  in  eighths 
or  sixteenths  of  an  inch.  Working  details  are  generally  drawn  on  coarse 
paper,  and  on  as  large  a  scale  as  possible,  often  full  size.  In  our  own  illus- 
trations, the  size  of  the  page  has  confined  us  to  scales  much  smaller  than 
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should  be  recommended  in  practice,  and  tlie  learner,  in  copying  them, 
ehould  in  no  case  adopt  the  eame  scale,  but  select  one  for  himself. 

Plate  IV.,  represents  the  plans,  end  and  side  elevation,  and  section  of  a 
honse. 

To  construct  these,  select  a  scale  of  say  4  feet  to  the  inch,  and  com- 
mence with  the  plan  fig.  1.  '  Lay  off  a  base  line  A  B  on  this  measure  of 
20  feet  for  the  length  of  the  house,  and  erect  perpendiculars  at  the  extrem- 
ities thus  measured.  Lay  off  16  feet  for  the  width  on  each  of  the  perpen- 
diculars, and  connect  these  points,  the  line  will  be  parallel  to  A  B,  and  the 
outline  of  the  house  will  be  defined.  The  thickness  of  the  wall  for  a  house 
of  this  size,  if  of  brick,  will  be  8  inches  for  wall  and  2  inches  for  furring 
and  plastering,  or  10  inches ;  if  of  wood,  the  studs  should  be  2  x  4 ;  1^ 
inches  for  outside  boarding  and  1  for  lath  and  plaster,  or  6^  in  total.  Lay  off 
now  on  the  inside  of  the  outline  the  thickness  of  the  wall,  and  draw  the  inte- 
rior lines.  Lay  off  now  the  partitions  marking  the  rooms ;  these  partitions 
may  be  represented  by  a  single  line  or  by  two  lines.  The  thickness  of 
partition  for  such  an  edifice  will  be  from  4  to  5  inches.  The  dimensions, 
as  generally  marked,  should  be  from  outside  lines  to  centres  of  partitions, 
or  from  centres  to  centres  of  partitions,  as  much  more  determinate  for  the 
carpenter  to  work  from  than  dimensions  in  the  clear,  that  is,  between  par- 
titions, or  actual  space  in  the  rooms.  Lay  off  now  the  position  of  the 
windows,  which  are  to  be  3  feet  wide.  It  is  to  be  observed  that  we  must 
strive  in  general  to  preserve  uniformity  both  in  inside  and  outside  appear- 
ance. Here  we  wish  the"  front  window  to  be,  as  near  as  possible,  in  the 
centre  of  the  room,  and  also,  on  the  outside,  to  be  uniform  with  the  posi- 
tion of  the  door.  The  side  of  the  door  may  be  4  feet  from  the  end  of  the 
house;  mark  its  position  and  width;  but  the  side  of  the  window,  if  in  the 
centre  of  the  room,  will  bo  5  feet  4  inches  from  the  opposite  corner;  make 
it  5  feet,  and  lay  off  the  window  in  the  rear  opposite  to  the  front  window, 
The  openings  for  windows  are  distinguished  from  those  for  doore  by 
straight  lines  drawn  across  the  aperture.  The  window  in  the  end  of  the 
house,  to  present  an  uniform  appearance  outside,  should  be  in  the  centre, 
and  this  position  wiU  also  suit  the  pnrpose  for  which  the  room  is  designed, 
a  blank  comer  being  necessary  for  the  bed.  Lay  off  now  the  position  of 
-the  fireplace  in  the  centre  of  the  end  of  the  room  and  of  the  structure, 
the  opening  to  be  3  feet,  the  width  of  the  jambs  8  inches  each,  and  the 
width  of  the  back  2  feet  4  inches.  Draw  lines  for  a  partition  flush  with 
the  face  of  the  chimney  to  one  side  of  the  room,  with  an  opening  for  a 
door  to  be  for  a  closet  or  pantry;  all  the  inside  doors  to  be  2  feet  10  inches 
wide,  .and  to  be  represented  by  openings  in  the  partitions  merely.    Lay 
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off  the  etairs,  ae  elio'wii  in  the  lobby,  2  feet  9  inches  long.  Now  fill  in  the 
space  between  the  interior  and  exterior  outlines  of  the  walla  and  partition 
in  black,  leaving  the  openings  for  the  doors  and  windows  without  color, 
and  the  plan  is  complete.  The  filling  is  not  necessary,  bnt  it  adds  consid- 
erably to  the  distinctness,  and  is  more  explanatory  to  persons  not  conver- 
sant with  drawings,  thaji  leaving  it  in  plain  outline. 

To  constmct  the  front  elevation  (fig.  2),  project  the  varions  points  or 
position  of  the  comers,  window  and  door,  as  shown  on  the  plan,  and  extend 
the  lines  of  projection  as  high  as  may  be  necessary  above  the  line  ED; 
on  these  lines  mark  off  the  height  of  window  and  door,  the  height  of  the 
eaves  in  projecting  must  be  determined  from  the  end  elevation ;  finish  the 
window  and  door  with  lines  to  represent  caps  and  sills,  and  whatever  other 
lines  may  be  necessary  for  the  style  of  finish  of  the  drawing.  On  the  line 
C  D  erect  also  the  outlines  of  the  end  elevation,  taking  the  horizontal  di- 
mensions from  the  plan,  and  projecting,  as  far  as  possible,  the  vertical  ones 
from  the  front  elevation.  Establish  the  ridge  of  the  roof  by  setting  off 
the  height  of  the  pitch  on  the  centre  line  above  the  eaves,  and  draw  the 
various  lines  to  represent  the  boarding  and  cornice.  Draw  the  chimney 
in  the  centre  above  the  ridge.  It  is  to  be  observed  that  this  chinmey  is  at 
the  opposite  end  of  the  house,  and  may  be  represented  in  lighter  lines  than 
the  rest  of  the  drawing.  The  base  of  the  chimney  and  the  eaves  are  to 
be  projected  on  the  front  elevation.  It  is  to  be  observed  that  many  lines 
may  be  projected,  either  from  the  front  to  the  side  elevation,  or  vice  versa; 
the  true  way  is  to  construct  both  elevations  together. 

The  outline  of  the  section  (fig.  i),  may  be  taken  from  the  end  elevation 
or  may  be  constructed  directly  from  the  dimensions.  The  roof  is  con- 
structed of  the  plainest  form,  as  being  of  very  moderate  span,  and  the 
attic  may  be  finished  for  occupation.  The  dimensions  given  in  this  par- 
ticular instance,  in  all  the  figures,  is  such  as  would  be  sufficient  for  the 
class  of  building  and  purposes  for  which  it  is  designed.  The  learner  will 
copy  the  details  as  laid  down,  but  on  the  scale  which  has  been  adopted. 

The  cellar  plan  (fig.  5),  is  easily  deduced  from  the  ground  or  first  floor 
plan  (fig.  1). 

Plate  v.,  represents  plans  of  familiar  forms  of  houses,  all  drawn  to  the 
same  scale,  as  illustrations  to  the  student,  and  as  examples  to  be  copied  on 
a  larger  scale.  The  same  letters  of  reference  are  used,  on  all  the  plans,  for 
rooms  intended  for  similar  purposes.  Thus,  K  K  designate  kitchens,  cook- 
ing rooms,  or  laundiies,  D  D  eating  rooms,  S  S  sleeping  rooms,  P  P  draw- 
ing rooms,  parlors,  or  libraries,  j}ip  pantries,  china  or  store  closets,  or  clothes- 
presses,  0  0  water-closets  and  bath  rooms. 
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Tlie  plana  and  elevations  given  in  Plate  lY.  represent  as  small  a  dwell- 
ing house  as  there  should  be  occasion  for  huilding.  Fig.  1,  Plate  V.,  is 
the  firet  floor  plan  of  a  house  containing  one  room  more,  which  may  be 
used  either  as  an  eating  or  drawing  room.  Figs.  2  and  2',  are  tlie  first  and 
second  floor  plans  of  a  still  larger  house.  Fig.  3  is  the  floor  plan  of  the 
same  honse  difierently  arranged,  the  kitchen  bein^in  the  basement.  Fig. 
4,  the  same,  with  an  L  in  tlie  rear  for  the  kitchen.  These  plans  are  all  of 
square  houses,  and  although  not  pictureeque  in  their  elevations,  are  yet 
very  convenient  and  economical  structures;  they  are  intended  for  the 
country.  The  sheds  and  back  offices  should  be  beneath  a  different  roof, 
but  attached  or  not  to  the  main  building  as  inay  be  desired. 

Figs.  5,  6,  and  7,  are  first  floor  plans  of  houses  of  a  different  outline, 
but  yet  unifonn,  or  nearly  so ;  in  subsequent  plates  will  be  found  illus- 
trations of  more  varied  forma  of  houses.  In  the  cities,  houses  are 
mostly  confined  to  one  form  in  tlicir  general  outline,  a  rectangle.  Figs. 
8  and  9  may  be  taken  as  the  usual  type  of  New  York  Oity  houses.  Figs. 
8,  8',  8',  are  the  basement,  first,  and  second  floor  plans  of  a  Basement 
house,  three  rooms  deep.  There  is  usually  a  cellar  beneath  the  basement, 
but  in  some  cases  there  are  front  vaults,  entered  beneath  the  steps  to  the 
front  door ;  the  entrance  to  the  basement  itself  is  also  beneath  the  steps. 
The  front  room  of  the  basement  may  be  used  as  an  eating  room,  for  the 
servants'  sleeping  room,  billiards  or  library.  The  usual  dining  room  is  on 
the  first  floor ;  a  dumb  waiter  being  placed  in  the  butler's  pantry  p, 
for  convenience  in  transporting  dishes  to  and  from  the  kitchen.  The  ob- 
jection to  three  room  deep  houses  is  that  the  central  room  is  too  dark,  being 
lighted  by  sash  folding  doors  between  that  and  the  front  or  rear  rooms  or 
both.  Fig.  S"'  is  a  modification  to  avoid  this  objection,  the  dining  room, 
or  tea  room  as  it  is  generally  called,  being  built  as  L,  so  that  there  is  at 
least  one  window  in  the  central  i-oom  opening  directly  out-doore.  Figs.  9, 
9',  9",  9'",  are  plans  of  the  several  floors  of  an  Enghgh  Basement  house  so 
called,  distinguished  from  the  former  in  that  the  principal  floor  is  up  one 
flight  of  stairs.  The  first  story  or  basement,  is  but  one  or  two  steps  above 
the  street,  and  contains  the  dining  room,  with  its  butler's  pantry  and  dumb 
waiter,  a  small  sitting  room,  with,  in  some  cases,  a  small  bed  room  in  the 
room  in  the  rear  of  it.  The  kitchen  -is  situated  beneath  the  dining  room, 
in  the  sub-basement.  The  grade  of  the  yard  is  in  general  some  few  steps 
above  the  floor  of  the  kitchen.  Vaults  for  coal  and  provisions  are  exca- 
vated either  beneath  the  pavement  in  front  or  beneath  the  yard.  The 
advantages  of  this  form  of  house  are  the  small  sitting  room  on  the  first 
floor,  which  in  small  families,  and  in  the  winter  months,  is  the  most  fre- 
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quently  occupied  of  any  in  the  houee ;  the  epaciousnese  of  its  dining  room 
and  parlors  in  proportion  to  the  width  of  the  house,  which  is  often  but  16 
feet  8  inches  in  width,  or  tliree  houses  to  two  lots,  and  not  unfrequently  of 
even  a  less  width.  The  objections  to  the  house  are  the  stairs,  which  it  ie 
necessary  to  traverse  in  passing  from  tiie  dining  rooms  or  Ititchen  to  the 
sleeping  rooms,  but  this  objection  would,  of  coiu^e,  lie  against  any  house 
of  narrow  dimensions,  where  floor  space  ie  supplied  by  height. 

On  the  Size  amd  Proportion  of  Rooms  m  general. — "  Proportion  and 
ornament,"  according  to  Ferguson,  "  are  the  two  most  important  resources 
at  the  command  of  the  architect,  the  former  enabhng  him  to  construct  or- 
namentally, the  latter  to  ornament  his  construction,"  A  proportion  to  be 
good,  must  be  modified  by  every  varying  exigence  of  a  design,  it  is  of 
course  impossible  to  lay  down  any  general  rules  which  shall  hold  good  in 
all  cases ;  but  a  few  of  its  principles  are  obvious  enough.  To  take  first 
the  simplest  form  of  the  proposition,  let  ns  suppose  a  room  built,  which 
shall  be  an  exact  cube — of  say  20  feet  each  way — such  a  proportion  must 
be  bad  and  inartistic ;  (and  besides,)  tlie  height  is  too  great  for  the  other 
dimensions.  As  a  general  rule,  a  square  in  plan  is  least  pleasing.  It  is 
always  better  that  one  side  should  be  longer  than  the  other, 'so  as  to  give  a 
little  variety  to  the  design.  Once  and  a  half  the  width  has  been  often 
recommended,  and  with  every  increase  of  length  an  increase  of  height  is 
not  only  allowable,  but  indispensable.  Some  such  rule  as  the  following 
meets  most  cases  :  "  The  height  of  the  room  ought  to  be  equal  to  half  its 
width  plus  the  square  root  of  its  length ; "  but  if  the  height  exceed  the 
width  the  effect  is  to  make  the  room  look  narrow;  again,  by  increasing  the 
length  we  diminish,  apparently,  the  other  two  dimensions.  This,  however, 
is  merely  speaking  of  plain  rooms  with  plain  walls ;  it  is  evident  that  it  will 
be  impossible,  in  any  house,  to  construct  all  the  rooms  and  passages  to 
conform  to  any  one  rule  of  proportion,  nor  is  it  necessary,  for  in  many 
rooms  it  would  not  add  to  their  convenience,  which  is  often  the  most  desir- 
able end ;  and  if  required,  the  unpleasing  dimensions  may  be  counteracted 
by  the  art  of  the  architect,  for  it  is  easy  to  increase  the  apparent  height  by 
strongly  marked  vertical  lines,  or  bring  it  down  by  horizontal  ones.  Thus 
if  the  walls  of  two  rooms  of  the  same  dimensions  be  covered  with  the  same 
strongly  marked  striped  paper,  in  one  case  tlie  stripes  being  vertical,  and 
in  the  other  horizontal,  the  apparent  dimensions  will  be  altered  very  con- 
siderably. So  also  a  deep  bold  cornice  diminishes  the  apparent  height  of  a 
room.  If  the  room  is  too  long  for  its  other  dimensions,  this  can  be  reme- 
died by  breaks  in  the  walls,  by  the  introduction  of  pilasters,  &c.  So  also, 
as  to  the  external  dimensions  of  a  wall,  if  the  length  is  too  great  it  is  to  be 
16 


,y  Google 


242 


ICHTTECTDEAL  DEAWIN&. 


remedied  hj  projections,  or  by  breaking  up  tbe  lengths  into  divisions. 
This  will  be  nnderetood  by  reference  to  elevations  of  "  Country  Houses," 
Plates  XXIII  to  2XVL  In  this  view,  as  variety  in  form  adds  greatly  to  the 
picturesque,  it  is  far  better  in  designing  a  country  house,  where  one  is  not 
restricted  to  room,  to  mark  out  the  rooms  to  tbe  size  which  we  wish  them  to 
be,  cutting  out  slips  of  paper  of  the  dimensions,  according  to  some  scale,  to 
arrange  them  then  in  as  convenient  an  order  as  possible,  and  again  modifying 
the  arrangement  by  the  necessities  of  construction  and  economy.  Thus 
the  more  tbe  enclosing  surface,  in  proportion  to  the  included  area,  the 
greater  the  number  of  chimneyS)  unnecessary  extent  of  passages;  all  of 
course  conduce  to  an  excess  of  expense.  Again,  the  kitchen  should  be  of 
convenient  access  to  the  dining  room,  both  should  have  large  and  commo- 
dious pantries,  and  all  rooms  should  have  an  access  from  a  passage,  with- 
out being  compelled  to  pass  through  another  room ;  this  is  particularly 
applicable  to  the  communication  of  the  kitchen  with  the  front  door.  Out- 
side doors  for  common  and  indiscriminate  access  should  open  into  passages 
and  never  into  important  rooms. 

As  to  the  size  of  tbe  different  rooms,  they  must  of  course  depend  on 
the  purposes  to  which  they  are  to  be  applied,  the  class  of  house,  and  the 
number  of  occupants.  To  commence  with  the  kitchen,  for  the  poorer  class 
of  houses  it  is  also  used  as  an  eating  room,  and  should  therefore  be  of  con- 
siderable size  to  answer  both  purposes ;  for  the  richer  houses,  size  is  neces- 
sary for  the  convenience  of  the  work ;  in  New  York  City  houses  the  aver- 
age will  be  found  to  be  about  16  x  20  feet,  for  medium  houses  in  the 
country  they  are  in  genera!  less,  say  12  x  16.  A  back  kitchen,  scullery, 
or  laundry,  should  be  attached  to  the  kitchen,  and  may  serve  as  a  passage 
way  to  out  of  doors. 

The  dining  or  eaimig  rooms. — ^The  width  of  dining  tables  vary  from  3 
to  6  feet  6  inches,  the  space  occupied  by  the  chair  and  person  sitting  at  the 
table  is  about  18  inches  on  each  side  ;  the  table  space,  for  comfort,  should 
be  not  less  than  2  feet  for  each  person  at  the  sides  of  the  table,  and 
considerable  more  at  the  head  and  foot ;  hence  we  may  calculate  the  space 
that  will  be  necessary  for  tbe  family  and  its  visitors,  at  the  table.  If  we 
now  allow  a  farther  space  of  2  feet  at  each  side  for  passages,  and  some  3 
to  5  at  the  head  for  the  extra  tables  or  chairs,  we  can  mark  out  the  mini- 
mum of  space  required :  but,  if  possible,  do  not  confine  the  dining  room  to 
meagre  limits,  unless  for  very  small  families ;  let  not  the  parties  be  lost  in 
the  extent  of  space,  nor  let  them  appear  crowded. 

The  shym  room  ^parlors,  if  there  are  any  intended  for  such  in  the  house, 
may  be  made  according  to  the  rules  given  above,  not  square,  but  the  length 
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about  once  and  a  half  tlie  width ;  if  much  longer  than  this,  break  up  the 
walls  hj  transoms  or  projections.  As  to  the  particular  dimensions  no  rules 
can  be  given,  it  mnst  depend  on  every  person's  taste  and  means.  20  x  16 
may  be  considered  a  fair  medium  size  for  a  regular  living  room  parlor,  not 
a  drawing  room.  The  same  size  will  answer  very  well  for  a  sleeping  room. 
The  usual  width  of  single  beds  is  2  feet  8  inches,  of  three-quarter  3  feet 
6  inches,  of  whole  4  feet  6  inches,  the  length  6  feet  6  inches,  so  that  if 
adequate  means  of  ventilation  are  provided,  it  is  easy  to  see  into  how  small 
quarters  persons  may  be  thrust.  The  bed  should  not  stand  too  near  the 
fire,  nor  between  two  windows ;  its  most  convenient  position  is  head  against 
an  interior  wall,  with  a  space  on  each  side  of  at  least  2  feet. 

Pantries. — Closets  for  crockery  should  not  be  less  than  14  inches  in 
width  in  the  clear ;  for  the  hanging  up  of  clothes,  not  less  than  18  inches, 
and  should  be  attached  to  every  bed  room.  For  medium  houses,  the  closets 
of  large  sleeping  rooms  should  be  at  least  3  feet  wide,  with  hanging  room, 
and  drawers  and  shelves.  There  should  also  be  blanket  closets,  for  the 
storing  of  blankets  and  linen ;  these  should  be  accessible  from  the  entries, 
and  may  be  in  the  attic.  Store  closets  should  also  be  aiTanged  for  gro- 
ceries and  sweetmeats. 

Passages. — The  front  entries  are  usually  6  feet  wide  in  the  clear ;  com- 
mon passage  ways  are  usually  3  feet  wide ;  these  are  what  are  required,  but 
ample  passages  give  an  important  effect  to  tlie  appearance  of  the  houses. 
The  width  of  principal  stairs  should  be  not  less  than  3  feet,  and-  all  first 
class  houses,  especially  those  not  provided  with  water-closets  and  slop 
sinks  on  the  chamber  floor,  should  have  two  pair  of  stairs,  a  front  and 
a  back  pair ;  the  back  stairs  may  not  necessarily  be  over  2  feet  6  inches 
in  width. 

The  JTeigkt  of  Stories. — ^It  is  usual  to  make  the  height  of  all  the  rooms 
on  each  floor  equal,  it  can  be  avoided  by  furring  down,  or  by  the  break- 
ing up  of  the  stories,  by  the  introduction  of  a  mezzonine  or  intermediate 
story  over  the  smaller  rooms.  Both  remedies  are  objectionable ;  the  more 
artistic  way  is  to  obviate  the  appearance  of  disproportionate  height  by 
means  stated  above. 

The  average  height  of  the  stories  for  such  city  dwellings  as  we  have 
given  plans  of  are :  cellar  6  feet  6  inches,  common  basement  8  to  9  feet, 
English  baeement  9  to  10,  principal  story  12  to  15,  first  chamber  floor  10 
to  12,  other  chamber  floors  8  to  10. feet,  all  in  the  clear.  For  country 
houses  the  smaller  of  the  dimensions  are  more  commonly  used.  Attic 
stories  are  sometimes  but  a  trifle  over  6  feet  in  height,  but  are  of  course 
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Details  of  ^a/rts.  Stairs  consist  of  the  tread  or  sti^  on  wliicli  we  set 
our  feet,  and  risers,  upright  pieces  supporting  the  treads — each  tread  and 
riser  forms  a  stair.  If  the  treads  are  parallel  they  are  called ^ers,  if  less 
at  one  end  than  the  other,  they  are  called  wvnders  ;  in  figs.  1  and  3,  Plate 
v.,  both  kinds  are  shown.  Any  wide  step,  for  the  purpose  of  resting,  is 
called  a  landing.  The  height  from  the  top  of  the  nearest  step  to  the  ceil- 
ing above,  is  called  the  /leadway.  The  edge  of  the  step  which  is  rounded 
is  called  a  nosing,  as  flg.  6,  Plate  Y. ;  if  a  small  hollow  b  he  glued  in 
the  angle  of  the  nosing  and  riser,  it  is  called  a  moulded  nosing.  The  pieces 
which  ^pport  the  ends  of  the  stairs  are  called  strings,  that  against  the 
wall  the  wall  siring,  the  other  the  outer  string.  Besides  the  strings, 
pieces  of  timber  are  framed  and  placed  beneath  the  fliers,  called  carriages. 
The  opening  on  plan  (which  must  occur  between  the  outer  strings,  if  they 
are  not  perpendicular  over  each  other),  is  called  the  well  hole.  A,  fig.  3, 
Plate  TI. 

Tlie  breadth  of  stairs  in  general  use  is  from  9  to  13  inches.  In  the 
beat  staircases,  the  breadth  should  never  he  less  than  13  inches,  nor  more 
than  15.  The  height  of  the  riser  should  be  the  more,  the  less  the  width 
of  the  tread ;  for  a  15  inch  tread  the  riser  should  be  5  inches  high,  for  12 
inches,  %\,  for  9  inches,  8.  In  laying  out  the  plan  of  stairs,  having  deter- 
mined the  starting  point  either  at  bottom  or  top  as  the  case  may  be,  find 
exactly  the  height  of  the  story;  divide  this  by  the  height  you  suppose  the 
riser  shoiild  he.  Thus  (fig.  1 ),  if  the  height  of  the  story  and  thickness  of 
floor  be  9  feet,  and  we  suppose  the  riser  should  be  about  1  inches  high, 

then  108  inches,  divided  by  7  =  15|, 

It  is  clear  that  there  must  he  an  even  number  of  steps,  either  16  or  15; 
to  be  near  to  what  we  have  supposed  to  be  the  height  of  the  riser,  adopt  15, 
then  VV  ~  7t°5  inches,  height  of  riser. 

For  this  particular  case  we  assume  the  breadth  of  the  st«p  as  10  inches, 
and  the  length  at  3  feet,  a  very  usual  length,  seldom  exceeding  4  feet  in 
the  best  staircases  of  private  houses. 

Lay  off  (fig.  1),  the  outside  of  the  stairs,  two  parallel  lines  3  feet  apart, 
and  space  off  from  the  point  of  beginning  14  treads  of  10  inches  each,  and 
draw  the  cross  parallel  lines,  and  we  have  the  plan  of  the  stairs.  It  is  to 
be  observed  that  the  number  of  treads  is  always  one  less  than  the  number 
of  risers,  the  reason  of  which  will  appear  by  observing  the  elevation,  fig.  2. 

To  construct  the  elevation,  the  line  of  the  stair  in  plan  may  be  pro- 
jected, and  the  height  be  divided  into  the  number  of  risers,  15  of  T^  inches 
each,  and  cross  parallels  drawn  through  these  points. 
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"When  the  etaira  are  circular,  or  consist  in  part  of  windei-s  and  fliera,  as 
in  fig.  3,  the  width  of  the  tread  of  the  windere  should  be  measured  on  the 
central  line.  The  construction  of  the  elevation  of  a  circular  flight  may  be 
understood  from  figs.  3  and  4. 

The  drawing  of  elevation  of  etairs  is  in  general  neceesaiy,  to  determine 
the  opening  necessary  to  be  framed  in  the  upper  fiooi,  to  secure  piopei 
headway.  Thus  (fig.  2),  the  distance  between  the  neiiei^t  staii  and  the 
ceiling,  at  a,  should  not  be  less  than  6  feet;  a  moie  ample  bpaee  improves 
the  looks  of  the  stairway ;  but  if  we  are  confined  m  oui  hmits,  tlus  ■«  ill  de 
tennine  the  position  of  one  trimmer,  the  other  will  be  ot  couKje  at  the  top 
of  the  stairs.  "When  one  flight  is  placed  over  amtlier,  the  spicc  lequiied 
for  timber  and  plastering,  under  the  steps,  is  ibiit  6  niches  foi  oichimy 
stairs. 

rig,  5  represents  a  eirculai-  flight  of  staire  without  i  well  hole,  the  uii 
row  ends  of  the  winders  being  mortised  into  a  central  shaft  or  newel 
Tlie  same  term  is  also  applied  to  the  first  Ixdiostei  or  post  of  the  hand  rail 
The  objection  to  all  cu'cular  etairs  of  this  form,  or  with  a  small  well  hole, 
is  that  there  is  too  much  difference  between  the  width  of  the  tread,  but  a 
small  portion  being  of  a  suitable  size.  The  handsomest  and  easiest  stall's 
ai'e  sti'aight  rwras,  divided  into  landings,  intermediate  of  the  stories,  and 
either  continuing  then  in  the  same  line,  or  turning  at  right  angles,  or 
mailing  a  full  return. 

The  top  of  the  hand  rail  should,  in  general,  be  ahout  2  feet  10  inches 
above  the  nosing,  and  should  follow  the  general  line  of  the  steps.  Tlie 
angles  of  the  head  rail  should  always  be  eased  off,  as  shown  at  the  top  and 
bottom  in  fig.  2.  A  common  form  of  the  hand  rail  is  shown  (fig.  Y) ;  to 
serve  the  purpose  for  which  in  part  it  is  designed,  that  is,  of  affording  an 
assistance  in  ascending  or  descending,  it  should  not  be  wider  than  tlie 
grasp  of  the  hand,  and  where  for  ai'chitectural  effect  a  more  massive  fomi 
may  be  necessary,  it  is  very  convenient,  and  may  be  very  ornamental,  to 
have  a  sort  of  double  form,  that  is,  a  smaller  one  plaated  on  top  of  the 
lai-ger,  as  in  fig.  8. 

Doors. — Fig.  9  represents  tlie  elevation,  and  fig.  10  the  horizontal  sec- 
tion of  a  common  inside  door.  A  A  are  the  stUes,  B,  C,  H,  D,  tlie  lottom, 
loch^parUng,  and  top  rait,  E  the^««eJ?,  and  F  tlie  muntin  ;  the  combina- 
tion of  mouldings  and  offsets  around  tiie  door,  G,  is  called  the  mohii/fwse  y 
in  the  section,  a  a,  are  the  pailition  stufls,  6  6  tlie  ^aox  jaiy^s. 

With  regard  to  the  proportions  of  internal  doors,  they  should  depend 
in  some  degree  on  the  size  of  the  apartments ;  in  a  small  room  a  large 
door  always  giTCS  it  a  diminutive  appearance,  but  doors  leading  from  the 
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same  entry,  which  are  brouglit  into  the  same  view,  should  he  of  uniform 
height.  The  smaller  doors  which  are  found  on  sale  are  2  ft.  4  in,  x  6  feet ; 
for  water  closets,  or  very  small  pantries,  they  are  sometimes  made  as  nar- 
row as  20  inches,  but  any  less  height  than  6  feet  will  not  afford  requisite 
head  room.  2  ft.  9  in.  x  7  ft.,  3  ft.  x  7  ft.  6  in.,  or  3  ft.  6  in.  x  8  ft.,  are 
well  proportioned  6  panelled  doors.  But  the  apparent  proportions  of  a 
door  may  be  varied  by  the  omission  of  the  parting  rail,  making  the  door 
i  panelled,  or  narrowed  still  more  by  the  omission  of  the  lock  rail,  making 
a  2  panelled  door.  Sometimes  the  muntin  is  omitted,  making  hut  one 
panel;  but  this  of  course  will  not  add  to  the  appearance  of  width,  but  the 
reverse.  Wide  panels  are  objectionable,  as  they  are  apt  to  shrink  from 
the  mouldings  and  crack. 

When  the  width  of  the  door  exceeds  5  feet,  it  is  generally  made  in  two 
parts,  each  part  being  hung  to  its  side  of  the  frame,  or  one  part  hung  to 
the  otlier,  so  as  to  fold  back  like  a  shutter  ;  or  the  parts  may  be  made  to 
slide  back  into  pockets  or  grooves  in  the  partition,  as  shown  in  plan  and 
horizontal  section,  iigs.  11  and  12.  One  of  the  doors  in  the  drawing  is 
shown  as  a  sash  door,  the  other  close  panels,  so  as  to  give  two  illustrations 
in  the  same  diagram  ;  the  same  may  be  said  of  the  architrave.  It  may  be 
unnecessary  to  say  that  in  construction  both  sides  and  doors  should  be  uni- 
form. The  upper  panels  of  the  close  door  may  be  made  of  glass ;  the 
finish  around  this  half  of  the  door  is  with  an  architrave,  as  in  fig,  9,  but 
with  different  mouldings.  The  finish  over  the  other  half  of  the  door  is  an 
entablature,  supported  by  pilasters  A,  commonly  called  by  carpenters 
antte,  though  not  correctly  so,  the  antte  being  pilasters  at  the  end  of  a  pro- 
jecting wall. 

Figs.  1  and  3,  Plate  VII.,  are  the  elevation  and  horizontal  section  of  an 
antae  finished  outside  door,  with  side  lights  C  C,  and  a  top,  fan,  or  tran- 
som light  B.  The  bar  A.  is  called  a  transom,  and  this  term  is  applied 
generally  to  horizontal  bars  extending  across  openings,  or  even  across 
rooms. 

Fig.  3  is  the  elevation  of  an  outside  folding  door.  Tlie  plan  (fig.  4), 
shows  a  vestibule  V,  and  an  interior  door.  The  outer  doors,  when  open, 
fold  back  into  the  pockets  or  recesses,  j?^,  in  the  wall.  This  is  the  present 
usual  form  of  doors  for  first-class  houses  in  this  city.  The  fan  lights  are 
made  semicircular,  and  also  the  head  of  the  upper  panels  of  the  door ; 
these  panels  in  the  interior  or  vestibule  door  are  of  glass. 

Windows  are  apertures  for  the  admission  of  light  to  the  building,  for 
ventilation,  and  for  looking  out.  When  used  for  the  admission  of  light 
only,  the  sashes  may  be  stationary,  as  they  sometimes  are  in  churches,  but 
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for  most  positions  they  are  intended  for  all  these  purposes,  and  therefore 
the  saelies  are  made  to  open,  either  by  sliding  vertically,  or  laterally,  or 
like  doors. 

The  fi-Tst  is  the  common  form  of  window,  the  sashes  are  generally  bal- 
anced by  weights ;  the  second,  except  in  a  cheap  form  in  mechanics'  shops, 
are  seldom  used  ;  the  third  are  called  casements,  or  French  windows. 

Figs.  5  and  6  represent  the  parts  of  the  common  sash  window  and  its 
shutters,  broken,  so  as  to  show  the  details  on  a  large  scale.  The  general 
outside  appearance  of  this  window  is  familiar,  and  represented  simply  in 
the  elevations,  Plate  IV.  Fig.  5,  Plate  YII.,  is  the  elevation  of  the  win- 
dow and  shutter,  in  which  S  designates  the  sill  of  the  sash  frame,  W  the 
stone  sill,  with  a  wash  to  discharge  the  water,  B  is  the  bottom  rail  of  the 
sash,  M  the  meeting  rails,  and  T  the  top  rail,  H  is  the  head  of  the  sash 
frame,  A  the  architrave  similar  to  that  around  doors.  In  the  sectional 
plan,  O  C  are  the  window  stiles,  F  the  pulley  stile,  w  w  the  sash  weights,  p 
the  parting  strip,  and  D  D  double  fold  shutters.  Sash  windows  for  dwell- 
ings are  almost  always  made  with  twelve  lights,  six  in  each  sash.  The 
height  of  the  window  must  of  course  depend  on  the  height  of  the  room, 
Unless  the  windows  begin  from,  or  nearly  from,  the  floor,  the  point  a 
(fig.  5),  may  be  fixed  at  a  height  of  about  30  inches  above  the  fioor,  and 
the  top  of  the  window  sufficiently  below  the  ceiling  to  allow  space  for  the 
architrave  or  other  finish  above  the  window,  and  for  the  cornice  of  the 
room,  if  there  be  any  ;  a  little  space  between  these  adds  to  the  effect.  For 
common  windows,  the  width  of  the  sash  is  4  inches  more  than  that  of  the 
glass,  and  the  height  6  inches  more  ;  thus  the  sash  of  a  window  3  lights 
wide  and  4  hghts  high,  of  12  x  16  glass,  is  3  feet  4  inches  wide,  and  5  feet 
10  inches  high.  In  plate  glass  windows  more  width  is  taken  for  the  stiles 
and  rails.  The  most  usual  sizes  of  glass  are  7  X  9,  8  x  10,  9  x  13,  10  x  12, 
10  X  14,  11  X  15,  12  X  16,  12  X  18,  12  x  20,  14  x  20,  but  glass  may  be  had 
of  intermediate  or  of  much  larger  sizes.  Plate  glass,  either  polished  or 
rough,  may  be  had  of  size  as  large  as  14  x  7  feet. 

Fig,  7  represents  the  elevation  of  half  of  a  French  window,  the  same 
letters  designate  similar  parts  as  in  fig.  5.  A  transom  bar  is  often  framed 
between  the  meeting  rails,  and  in  this  case  the  upper  sash  may  be  movable ; 
in  the  fig.  it  is  fixed.  An  upright,  called  a  iriiilliim,  is  often  introduced  in 
the  centre,  against  which  the  sash  shuts.  Fig.  8  is  a  section  of  the  eleva- 
tion, fig,  9  of  the  plan. 

For  convenience  of  egress  and  ingress,  the  lower  sashes  should  not  be 
less  than  5  feet  6  inches  high,  that  is,  when  the  window  opens  on  a  stoop  or 
It  will  be  seen  that  in  both  forms  of  sash  the  bottom  rail  is  the 
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■widest,  and  that  for  the  same  aperture  t!ie  French  window  admife  the  least 
light.  The  chief  objection  to  this  window  lies  in  the  difdculty  of  keeping 
oat  the  rain  at  the  bottom  in  a  driving  storm.  To  obviate  this,  the  small 
moulding  d,  with  a  drip  or  undercut,  is  nailed  to  the  bottom  rail ;  but  the 
more  effectual  means  is  the  patent  weather  strip,  the  same  as  used  on  outr 
side  doors. 

The  most  simple  exterior  iinish  for  windows  in  brick  or  stone  houses,  is 
a  plain  stone  cap  and  sill,  the  height  of  the  cap  for  common  apertures 
being  from  four  to  'five  courses  of  brick,  and  the  sill  three  courses,  the 
latter  always  to  project  from  one  to  two  inches  beyond  the  line  of  brick- 
work. Usually  in  wooden  structures,  and  often  in  stone  and  brick,  an 
architrave  is  formed  around  the  window  (figs.  54,  and  55).  Por  brick 
houses  the  facings  are  made  of  stone.  The  architrave  should  not  project 
so  much  as  to  interfere  with  the  shutting  back  of  the  blinds.  Bhnds  are 
commonly  three-eighths  of  an  inch  narrower,  and  one  inch  longer  than 
the  sash. 


Fig.  64,  Fip  B5.  Pi^  B*. 

Tig.  56  represents  a  section  of  the  finish  around  the  bottom  of  the  wall 
of  a  room.  A,  is  tlie  base,  consisting  of  a  plain  strip  or  skirting,  with  a 
moulding  above  it.  B,  is  the  sarbase  or  chain  rail ;  between  these,  it  is 
not  unusual  to  have  a  panelled  or  plain  board,  called  the  dado.  The 
rough  plastering  is  usually  continued  to  the  floor,  the  skirting  and  surbase 
are  then  nailed  on,  the  hard  finish  is  next  put  on,  and  lastly  the  base 
moulding.  The  panels  of  the  dado  are  imitated  in  oil  or  distemper ;  the 
surbase  is  seldom  used  but  in  dining  rooms  or  ofSces. 
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For  the  finish  of  tlie  angle  of  the  wVl  and  ceiling,  the  cornice  adds 
often  to  the  architectural  effect.  It  consists  of  a  series 
of  mouldings  similar  to  the  style  of  finish  of  tbe 
lionees,  extending  around  the  room.  Fig,  57  exliihits 
the  section  of  quite  a  simple  one.  The  effect  of  the 
cornice  is  to  diminish  the  apparent  height  of  the 
room ;  for  low  rooms,  if  adopted,  it  should  extend  in 
width  on  the  ceiling,  and  but  little  in  depth  on  the  j,.    ^^ 

wall,  and  the  reverse  where  an  opposite  effect  is  desired. 

Mre-Places. — ^Fire-places  for  wood  are  made  with  flaring  Jambs  of  the 
form  shown  in  plan,  fig.  58 ;  the  depth  from  1  foot  to  15  inches,  the  width 
of  opening  in  front  from  2  feet  6  inches  to  4  feet,  according  to  the  size  of 
the  room  to  be  warmed ;  height  2  feet  3  inches  to  2  feet  9  inches,  the 
width  of  back  about  8  inches  less  than  in  front ;  but  at  present  fire-places 
for  wood  are  seldom  used,  stoves  and  grates  having  superseded  the  fire- 
place.    The  space  requisite  for  the  largest  grate  need  not  exceed  2  feet  in 


width  by  8  inches  in  depth.  Tlie  requisite  depth  is  given  by  the  projec- 
tion of  the  grate,  and  of  the  mantel-piece.  Fig.  60  represents  the  eleva- 
tion of  a  mantel-piece  of  very  usual  proportions.  The  length  of  the  mantel 
is  5  feet  5  inches,  the  width  at  base  4  feet  6  inches,  the  height  of  opening 
2  feet  7  inches,  and  width  2  feet  9  inches.  A  portion  of  this  opening  is 
covered  by  the  iron  sides  or  architrave  of  the  grate,  and  the  actual  open 
space  would  not  probably  exceed  18  inches  in  mdth  by  2  feet  in  height. 
The  sizes  of  flues  are  8  x  8,  4  x  13,  and  8  x  13  inches.  In  brick  or  stone 
houses  the  flues  are  formed  in  the  thickness  of  the  wall,  but  when  distinct 
they  have  an  outside  shell  of  a  half  brick  or  4  inches.  The  flues  of  differ- 
ent fire-places  should  be  distinct,  those  from  the  lower  stories  pass  up 
through  the  jambs  of  the  upper  flre-places,  and  keeping  side  by  side  with 
but  half  a  brick  -between  them,  are  topped  out,  sometimea  in  a  cluster, 
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but  more  generally  in  i  bingle  Imo ,  forming  i  chijnney  16  inches  in  width 
by  a  length  according  to  the  namber  of  the  flnea  The  usual  finish  of  tie 
top  of  the  chimney  is  h)  a  stone  cap  and  several  projecting  courses  of 
brick,  as  shown  in  fig  bX,  or  some  himilar  iorm  Tlie  chimney  is  often 
made  to  add  considerably  to  tlie  archite-ctural  efiect  in  its  finish,  as  will  be 
seen  in  Plates  XXII  to  XXV 


1      1 1 

Roof. — ^The  general  principles  of  the  construction  of  roofs  has  been 
already  treated  of,  A  front,  and  end  elevation  or  gable  is  given,  Plate  IV. 
But  many  roofs,  especially  of  sqiiare  houses,  are  hipped ;  that  is,  the  roof 
slopes  on  all  sides  to  the  eaves,  as  shown  in  elevation,  fig.  63,  at  A  and  B 
the  ends  of  tlie  house ;  at  C  and  D  there  arc  gables.  Fig.  62  represents  the 
plan  of  the  same ;  lines  are  drawn  parallel  with  the  eaves,  to  show  as  it 
were  the  lap  of  the  shingles  or  slates,  and  are  generally  drawn  heavier  or 
closer  together  at  the  ridge.  Fig.  (J4  represents  the  elevation  of  a  gambrel 
or  Mansarde  roof,  the  principle  of  the  construction  of  which  is  given, 
p.  118. 

The  eaves  of  roofs  are  finished  with  entablatures,  consisting  of  various 
mouldings  or  members  appropriate  to  tiie  style  of  architecture  of  the 
structure.  The  gutters  or  eaves  troughs  are  generally  formed  in  the  cor- 
nice (fig.  66),  but  sometimes  they  are  formed  into  the  depth  of  the  rafter, 


Fig, «,.  Fig.  6«.  Fig.  ai. 

sometimes  on  top  of  tlie  roof  {fig.  67),  and  sometimes  by  I'aising  a  parapet 
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(fig.  65),  and  forming  a  vaUey,  rather  a  gutter.  It  is  desirable,  however, 
that  the  overflow  of  the  glitter  should  flow  over  the  outer  edge,  and  not 
back  between  it  and  the  roof. 

It  will  have  been  observed  that  for  the  finish  of  most  of  the  parts  of  an 
edifice,  mouldings  are  found  neeeasary;  so  much  so,  that  they  should 
be  classed  among  useful  rather  than  ornamental  members.  These  mould- 
ings are  drawn  either  directly  or  indirectly  from  the  Grecian  orders  of 
architecture. 

The  regular  mouldings  are  eight  in  number :  Fillet  or  Band,  Torus, 
Astragal  or  Bead,  Ovolo,  Cavetto,  Cyma  Eecta  or  Ogee,  Cyma  Keversa  or 
Talon,  Scotia. 

To  construct  a  Fillet. — ^The^e^,  a  (lig.  68),  is  the  smallest  rectangular 
member  employed  in  any  composition  of  mouldings.  When  it  stands  on 
a  flat  surface,  its  projection  ia  usually  made  equal  to  its  height.  It  is  em- 
ployed to  separate  members.  i  l 

To  describe  a  Torus,  or  an  Asbrcigal. — The  ^"  ^ 

torus  and  astragal  are  semicircles  in  fonn  pro- 
jecting from  vertical  diameters,  as  in  fig.  69.  pig.  es.  Fig.  ea. 
Bisect  the  vertical  diameter  a  h,  on  which  the  figure  is  projected ;  on  the 
centre  c,  describe  a  semicircle  with  ca  as  radius.  Tlie  astragal  is  described 
like  the  torus,  and  is  distinguished  from  it  in  the  same  order  by  being 
made  smaller.  The  torus  is  generally  employed  in  the  bases  of  columns; 
the  astragal,  in  both  the  base  and  capital. 

To  describe  am,  Ovolo. — ^The  ovolo  is  a  member  strong  at  the  extremity, 
and  intended  to  support.  The  Roman  ovolo  consists  of  a  quadrant  or  a 
less  portion  of  a  circle.;  the  Greek  ovolo  is  elliptic. 

First,  the  Roman  ovolo.     "When  the  projection  is  equal  to  the  height. 
Draw  ah  for  the  height,  and  S  c  at  right  angles 
and  equal  to  it,  for  the  projection.     On  the 
centre  h  describe  the  quadrant  ca. 

When  the  projection  is  less  than  the  height. 
Draw  a&  and  Jc  (fig.  71),  as  before,  equal  to  ^is™-  ^^^^'^■ 

the  height  and  the  projection.    On  centres  a  and  c,  with  radius  o&,  describe 


r^ 


arcs  cutting  at  4 ;  and  on  d  with  same  radius 
the  arc  a  c  to  form  the  ovolo. 

Second,  the  Greek  ovolo.  Draw  df  from  the  lower 
end  of  tlie  proposed  curve,  at  the  required  inclination ; 
draw  the  vertical  ^  e/^  to  define  the  projection,  the 
point  6  being  the  extreme  point  of  the  curve.  Draw 
eh  parallel  to  df^  and  draw  the  verticals?  A  A,  such  that  t^A  is  equal  to 
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h  Ji.  Divide  e  h  and  ef  into  the  same  number  of  eq^ual  parts ;  from  d 
draw  straight  hnes  to  the  points  of  division  in  ef,  and  from  h  draw  lines 
to  meet  those  otliers  successively.  The  intersections  so  found  are  points  in 
the  curve,  which  may  be  traced  accordingly. 

To  describe  a  Ca/vetto, — ^The  eavetto  ia  deecrihed  like  the  Roman  ovolo: 
—J,  by  circular  arcs,  as  shown  in 

figa.  73  and  74.  Sometimes 
it  is  composed  of  two  circular 
arcs  united  {iig.  75) ;  set  off 
he,  two-thirds  of  the  projec- 
tion, draw  the  vertical  5  d 
Join  e  d  and  produce  it  to  p  ; 
0  equal  to  ni,  and  draw  the 
to  complete  the 


M 


Tis-T: 


equal  to  h  e,  and  on  d  describe  the  arc  h 
draw  i  n   perpendicular  io  ed,  set  off 
horizontal  line  op  meeting  e;p;  rm.p  describe  the 
curve. 

To  describe  a  Cyma  retita,  or  Ogee. — ^The  ogee  (fig.  76),  is  compounded 

~~ff' — h    of  a  concave  and  a  convex  surface.     Join  a 

and  5,  the  extremities  of  the  curve,  and  bisect 

ah  aXc ;  on  a,  c,  as  centres,  with  the  radius 

''      a,  c,  describe  arcs  cutting  at  d;  and  on  5,  c, 

Fig.  16.  Fig.  rt.  describe  arcs  cutting  at  e.     On  d  and  e,  as 

centres,  describe  the  arcs  ac,  ci,  composing  liie  moulding. 

To  describe  a  Cyma  r&oersa,  or  Talon. — ^The  talon  (fig.  77),  hke  the 
ogee,  is  a  compotmd  curve,  and  is  distinguished  trom  the  other  by  having 
the  convex  part  uppermost.     It  is  described  in  the 
same  manner  as  the  ogee. 

Note. — If  the  curve  be  required  to  be  made  quicker, 
a  shorter  radius  than  oc  must  be  employed.    The  projec- 
tion of  the  moulding  n  h  (fig.  76),  is  usually  equal  to  the 
Fig,  TB.  height  a  n. 

Second,  the  Greek  talon.  Join  the  extreme  points  a,  h  (fig.  78) ;  bisect 
a  S  at  <?,  and  on  ac,c  S,  describe  semicircles.  Draw 
perpendiculars  do,  &c.,  from  a  number  of  points  in 
aCjCb,  meeting  the  circumferences ;  and  from  the  same 
points  set  off  horizontal  lines  equal  to  the  respective 
perpendiculars  :  o  n  equal  to  od  for  example.  The 
curve  line  hna,  traced  through  the  ends  of  the  lines, 
will  be  the  contour  of  the  moulding. 

To  describe  a  iSfco^Mr.— Divide  the  perpendicular  a  h 
(fig.  79),  into  three  equal  parts ;  and  with  the  flret,  a  e, 
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as  radius,  and  on  centre  e,  describe  the  arc  afh;  on  the  perpendicular  oo, 
setoff  gI  equal  to  ae,  join  el  and  bisect  it  by  the  perpendicular  o  <?, 
meeting  co  at  o.  On  centi'e  o,  witli  radixis  o  e,  describe  the  arc  e  A  to 
complete  the  figure. 


EB     OF     AKOHITECTUEE. 


Order,  in  architecture,  is  a  eystem  or  assemblage  of  parts  subject  to 
certain  uniform  establislied  proportions,  regulated  by  the  office  each  part 
has  to  perform.  An  order  may  be  said  to  he  the  genus,  whereof  the  spe- 
cies are  Tuscan,  Doric,  Ionic,  Corinthian,  and  Composite ;  and  eonsists  of 
two  essential  parts :  a  column  and  entablature. 

These  are  subdivided,  the  first  into  three  parts,  namely :  the  base,  the 
shaft,  and  the  capital.  The  second  also  into  three  parts,  namely:  the 
architrave,  or  chief  beam,  C,  Plate  YIII.,  which  stands  immediately  on 
the  column ;  the  frieze  B,  which  lies  on  the  architrave ;  and  the  cornice  A, 
which  is  the  crowning  or  uppermost  member  of  an  order.  In  the  subdi- 
visions certain  horizontal  members  are  used,  which  from  the  curved  form 
of  their  edges  are  called  mouldings,  the  construction  of  which  has  already 
been  explained,  and  their  appHcation  may  he  seen  on  the  Plate  ;  thus  a  is 
the  ogee,  i  the  corona,  o  the  ovolo,  d  the  cavetto,  which  with  fillets  com- 
pose the  cornice,yy  the  fascia.  The  capital  of  the  column  eonsists  of  the 
upper  member  or  abacus  ^,  the  ovolo  moulding  c,  the  astragal  ii,  and 
the  neck  k.  The  base  consists  of  the  torus  i,  and  the  plinth  I.  The 
character  of  an  order  is  displayed,  not  only  in  its  column,  but  in  its  general 
forms  and  detail,  whereof  the  column  is,  as  it  were,  the  regulator ;  the  ex- 
pression being  of  strength,  grace,  elegance,  lightness,  or  richness.  Though 
a  building  be  without  columns,  it  is  nevertlieless  said  to  be  of  an  order, 
if  its  details  be  regulated  aecording  to  the  method  prescribed  for  such 
order. 

In  all  the  orders  a  similar  unit  of  reference  is  adopted  for  the  construc- 
tion of  their  various  parts.  Thus,  the  lower  diameter  of  the  column  is 
taken  as  the  proportional  measure  for  all  other  parts  and  members,  for 
which  purpose  it  is  subdivided  into  sixty  parts,  called  minutes,  or  into  two 
modules  of  thirty  minutes  each.  Being  proportional  measures,  modules 
and  minutes  are  not  fixed  ones  like  feet  and  inches,  but  are  variable  as  to 
the  actual  dimensions  which  they  express — ^larger  or  smaller,  according  to 
the  actual  size  of  the  diameter  of  the  column.  For  instance,  if  the  diam- 
pter  be  just  five  feet,  a  minute,  being  one-sixtieth,  will  be  exactly  one  inch. 
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Therefore  before  commencing  to  draw  an  elevation  of  any  one  of  tlie 
orders,  determine  the  diameter  of  the  column,  and  from  that  form  a  scale 
of  equal  parts,  by  sixty  divisions,  and  then  lay  off  the  widths  and  heights 
of  the  different  members  according  to  the  proportions  of  the  required 
order  as  marked  in  the  body  or  on  the  sides  of  the  plates." 

Plate  VIII.  presents  an  illustration  of  the  Tuscan  order,  considered  by 
architects  as  a  spurious  or  plain  sort  of  Doric,  and  hardly  entitled  to  re- 
mark as  a  distinct  order.  E,  in  the  frieze  corresponding  to  the  triglyph, 
illustrates  still  further  the  connection  of  the  two  orders ;  but  by  many 
architects  this  member  is  not  introduced.  Fig.  1  is  an  elevation  of  cap- 
ital and  entablature,  iig.  3  of  the  base,  and  fig.  3  of  a  detached  capital. 
Our  example  is  constructed  according  to  the  rules  given  by  Yincent 
Scamozzi. 

Examples  of  two  capitals  are  given,  differing  merely  in  the  number  of 
mouldings  in  the  abacus.  In  fact,  this  introduction  of  simple  mouldings 
is  about  the  only  variety  allowable  in  the  order.  Ornament  is  not  admit- 
ted, nor  are  the  pillars  ever  fluted. 

A  slightly  convex  curvature,  or  entasis,  is  given  in  execution  to  the 
outline  of  the  shaft  of  a  cohimn,  by  classic  architects,  just  saf&cient  to 
counteract  and  correct  its  appearance,  or  fancied  appearance,  of  curvature 
in  a  contrary  direction  {i.  e.,  concavely),  which  might  else  take  place,  and 
cause  the  middle  of  the  shaft  to  appear  thinner  than  it  really  is. 

Fig.  4  represents  the  form  of  a  half  column  from  the  Pantheon  at 
Eome.  In  fig.  5,  another  example  of  entasis,  the  lower  third  of  the  shaft 
is  uniformly  cylindrical;  the  two  upper  thirds  are  divided  into  seven  equal 
parts.  On  the  semicircle  shown  in  the  figure,  is  a  chord  cut  off  parallel 
to  the  diameter,  the  length  of  which  is  fifty-two  parts,  only  one-half  being 
shown.  Divide  that  part,  a,  i,  of  the  circumference  between  the  diameter 
and  chord  into  seven  equal  parts,  and  draw  parallel  lines  from  each  division 
to  those  of  the  upper  part  of  the  column,  which  will  give  the  diameter  of 
the  shaft  at  each  division ;  by  increasing  the  number  of  the  divisions, 
more  diameters  for  different  parts  of  the  shaft  may  be  found. 

Plate  IX.  exhibits  an  example  of  the  Doric  order,  from  the  temple  of 
Minerva  in  the  Island  of  Egina.  The  dimensions  are  given  in  parts  of  the 
diameter,  as  in  the  preceding  plate,  and  the  same  capital  letters  denote 
corresponding  parts.  Fig.  1  ia  an  elevation  of  the  capital  and  the  entab- 
lature. Fig.  2  of  tlie  base,  and  a  part  of  the  Podium.  Fig.  3  shows  the 
forms  of  the  flutes  at  the  top  of  the  shaft,  and  fig,  4  at  the  base.  Fig.  5, 
the  outline  of  the  capital  on  an  enlarged  scale. 

The  Doric  order  may  be  said  to  be  the  original  of  the  Greek  orders, 
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of  which  there  are  properly  but  three :  the  Doric,  Ionic,  and  Corinthian, 
■which  differ  in  the  proportion  of  their  parts,  and  in  some  of  the  omamenta 
or  mouldings.  Of  the  Doric,  the  mutules  a  a,  the  triglyphs  5  5,  tlie  guttse 
or  drops  ddoi  the  entablature,  the  echinus y,  and  the  annulets  ff  ff  oi  the 
capital,  maybe  considered  characteristic.  "With  regard  to  the  arrangement 
of  the  triglyphs,  one  is  placed  over  every  column,  and  one  or  more  inter- 
mediately over  every  intercolurmi  (or  span  between  two  columns),  at  such 
a  distance  from  each  other  that  the  metopes  c,  or  spaces  between  the  tri- 
glyphs, are  square. 

In  the  best  Greek  examples  of  the  order,  there  is  only  a  single  trigljph 
over  each  intercolumn.  One  peculiarity  of  the  Grecian  Doric  frieze  is, 
that  the  end  triglyphs,  instead  of  being,  like  the  others,  in  the  same  axis 
or  central  line  as  the  columns  beneath,  are  placed  quite  up  to  the  edge  or 
outer  angle  of  the  frieze.  The  mutules  are  thin  plates  or  shallow  blocks 
attached  to  the  under  side  or  soffit  of  the  corona,  over  each  triglyph  and 
each  metope,  with  the  former  of  which  they  correspond  in  breadth,  and 
their  soffits  or  under-surfaces  are  wrought  into  three  rows  of  guttse  or 
drops,  conical  or  otherwise  shaped,  each  row  consisting  of  six  guttle,  or  the 
same  number  as  those  beneath  each  triglyph.  Though  a  few  exceptions  to 
tiie  contrary  exist,  the  shaft  of  the  Doric  column  was  generally  what  is 
technically  called  fluted.  The  number  of  channels  is  either  sixteen  or 
twenty,  afterwards  increased  in  the  other  orders  to  twenty-four ;  for  they 
are  invariably  of  an  even  number,  capable  of  being  divided  by  four;  so 
that  there  shall  always  be  a  centre  flute  on  each  side  of  the  column. 

Plate  X.  presents  an  example  of  the  Ionic  order,  taken  from  the  temple 
of  Minerva  Polias  at  Athens.  Fig.  1  is  an  elevation  of  capital  and  entab- 
lature, lig.  2  of  the  base,  iig.  3  is  a  half  of  the  plan  of  the  column  at 
the  base  and  the  top,  fig.  4  an  elevation  of  the  side  of  the  capital.  In  the 
proportions  of  its  shaft,  which  are  more  slender,  and  the  addition  of  a  base, 
it  difi'ers  from  the  Doric  ;  but  the  capital  is  the  indicial  mark  of  the  order, 
by  which  it  is  immediately  recognized.  It  is  far  more  complex  and  irreg- 
ular than  the  other  orders  of  capitals ;  instead  of  showing  four  eqiial  sides, 
it  exhibits  two  fronts,  with  spirals  or  volutes  parallel  to  the  architrave,  and 
narrower  baluster  sides  (fig.  4),  as  th.ej  are  termed,  beneath  the  architrave. 

When  a  colonnade  was  continued  in  front  and  along  the  flanks  of  the 
building,  this  form  of  capital  in  the  end  column  occasioned  an  offensive 
irregularity ;  for  while  all  the  other  columns  on  the  flanks  showed  the  vo- 
lutes, the  end  one  showed  the  baluster  side.  It  was  necessary  that  the 
end  column  should,  therefore,  have  two  adjoining  volute  faces,  which  was 
i  by  placing  the  volute  at  the  angle  diagonally,  so  as  to  obtain  there 
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two  voluted  surfaces  placed  immediately  back  to  back.  This  same  diag- 
onal dispoaition  of  the  volutes  is  employed  for  all  the  capitals  alike,  in 
Roman  and  Italian  examples  of  this  order. 

The  capital  admits  of  great  diversity  of  character  and  decoration — it 
sometimes  is  without  necking,  sometimes  with ;  which  may  either  be  plain 
or  decorated,  to  euit  the  entire  design.  The  capital  may  also  be  modified 
in  its  proportions,  first  as.  regards  its  general  proportion  to  the  column ; 
secondly,  as  regards  the  size  of  the  volutes  compared  with  the  width  of 
the  face.  In  the  best  Greek  examples,  the  volutes  are  much  bolder  than 
in  the  Konian.  The  spirals  also  of  the  volutes  may  be  either  single  or 
manifold,  and  the  eye  or  centre  of  the  spiral  may  be  made  larger  or  smaller, 
flat  or  convex,  or  curved  as  a  rosette. 

Plate  XI.  represents  an  example  of  the  Corinthian  order,  from  the  Arch 
of  Hadnan,  at  Athens.  This  order  is  distinguished  from  the  Ionic,  more 
by  its  deep  and  foliaged  capital  than  by  its  proportions, — tlie  columns  of 
both  have  bases  differing  but  little  from  each  other,  and  their  shafts  are 
fiuted  in  the  same  maimer. 

Although  the  order  itself  is  the  most  delicate  and  lightest  of  the  three, 
the  capital  is  the  largest,  being  considerably  more  than  a  diameter  in 
height,  varying  in  difierent  examples  from  one  to  one  and  a  half  diame- 
ter, upon  the  average  about  a  diameter  and  a  quarter. 

The  capital  has  two  rows  of  leaves,  eight  in  each  row,  so  disposed  that 
of  the  taller  ones,  composing  the  upper  row,  one  comes  in  the  middle,  be- 
neath each  iaee  of  the  abacus,  and  the  lower  leaves  alternate  with  the 
upper  ones,  coming  between  the  stems  of  the  latter ;  so  that  in  the  first 
or  lower  tier  of  leaves  there  is  in  the  middle  of  each  face,  a  space  between 
two  leaves  occupied  by  the  stem  of  the  central  leaf  above  them.  Over 
these  two  rows  is  a  third  series  of  eight  leaves,  turned  so  as  to  support  the 
small  volutes  which,  in  turn,  support  the  angles  of  the  abacus.  Besides 
these  outer  volutes,  which  are  invariably  turned  diagonally,  as  in  the 
'  four-faced  Ionic  capital,  there  are  two  other 
smaller  ones,  termed  caidicoU,  which  meet  each 
other  beneath  a  flower  on  the  face  of  the  abacus. 
The  abacus  itself  is  not,  properly  speaking,  a 
square,  although  it  may  be  said  to  be  so  in  its 
general  form.  But  instead  of  being  straight, 
the  sides  of  the  abacus  are  concave  in  plan,  be- 
ing curved  outwards  so  as  to  produce  a  sharp 
point  at  each  comer,  which  is  usually  cut  off. 
Fig.  80  represents  one  of  the  capitals  of  the  Tower  of  the  Winds,  show- 
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ing  the  earliest  formation  of  the  Corinthian  capital.  In  thie  example  the 
abacus  is  square,  and  the  upper  row  of  leaves  of  the  kind  called  watcT 
leaves,  from  theif  resemblance  to  those  of  water  plants,  being  broad  and 
flat,  and  merely  carved  upon  the  vase  or  body  of  the  capital. 

The  proper  Corinthian  base  differs  from  that  of  the  usual  Ionic  or  Attic, 
in  having  two  smaller  scotife,  separated  by  two  astragals :  however,  both 
hinds  are  employed  indiscriminately.  The  shaft  is  fluted,  in  general,  simi- 
larly to  that  of  the  Ionic  column,  but  sometimes  the  flutes  are  cabled  as  it 
is  called,  that  is,  the  channels  are  hollowed  out  for  only  about  two-thirds 
of  the  upper  part  of  the  shaft,  and  the  remainder  cut  so  that  each  channel 
has  the  appearance  of  being  partly  filled  up  by  a  roimd  staff  or  piece  of 
rope,  whence  the  term  cabling. 

The  cornice  is  very  much  larger  than  in  the  other  orders, — larger  as  to 
height,  and  consequently  aa  to  projection  also. 

From  this  greatly  increased  depth  of  cornice,  it  consists  of  a  greater 
mmiber  of  mouldings  beneath  the  corona,  for  that  and  the  cymatium  over 
it  invariably  retain  their  places  as  the  crowning  members  of  the  whole 
series  of  mouldings.  In  our  illustration,  square  blocks  or  dentels  are 
introduced,  but  often  to  the  dentels  is  added  a  row  of  inodilUons,  imme- 
diately beneath  and  supporting  the  corona.  These  modillions  are  orna- 
mental blocks,  curved  in  their  under  surface  somewhat  after  the  manner 
of  the  letter  S  turned  thus,  m ;  and  between  them  and  the  dentels,  and 
also  below  the  latter,  are  ether  mouldings,  sometimes  cut,  at  others  left 
plain.  Sometimes  a  plain  uncut  d&ntel  l>am,d  is  substituted  for  dentels ; 
sometimes,  in  simpler  cornices,  that  is  omitted  altogether,  and  plainer 
blocks  are  employed  instead  of  modillions ;  or  else  both  dentels  and  mo- 
dilhons  are  omitted.  The  dentel  is  not  peculiar  to  this  order,  but  is  con- 
sidered as  more  properly  belonging  to  the  Ionic. 

The  Composite  Order  is  hardly  to  be  considered  as  a  distinct  order, 
being  but  a  union  of  the  Ionic  and  Corinthian.  Its  capital  consists  of  a 
Eoman  Ionic  one,  super-imposed  upon  a  Corinthian  foliaged  base,  in  which 
the  leaves  are  without  stalks,  placed  directly  upon  the  body  of  the  vase. 
In  general,  the  entablature  is  Corinthian — but  in  a  few  examples  it  is  Ionic. 

Although  columns  and  entablatures  do  not  of  themselves,  properly 
speaking,  constitute  an  order,  except  they  enter  into  the  organization  of  a 
structure ;  yet,  as  the  Greek  edifices  as  such,  are  almost  entirely  inappli- 
cable to  purposes  of  the  present  day,  we  have  confined  our  illustrations 
of  the  orders  to  the  pillars  and  entablatures  merely,  remarking,  that  how- 
ever the  Greek  temples  differed  from  each  other  as  to  the  treatment  of  the 
order  adopted,  the  number  of  columns  and  mere  particulars  of  that  kind, 
17 
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they  resemble  each  other.  Not  only  were  their  plans  invariably  parallel- 
ograms, but  alike  also  as  to  proportion,  forming  a  double  square,  or  being 
about  twice  as  much  in  length  as  in  breadth.  The  number  of  the  columns 
iu  front  was  invariably  an  even  one,  as  otherwise  there  would  be  no  inter- 
column  ;  hut  on  the  flanke  of  the  edifice,  where  there  was  no  entrance,  the 
number  of  intercolumna  was  an  even,  and  that  of  the  columns  an  uneven 
one,  so  that  a  column  came  in  the  centre  of  theee  side  elevations. 

As  to  the  mode  in  which  the  front  influenced  the  sides,  by  determining 
the  number  of  columns  for  them,  the  established  rule  seems  to  have  been 
to  give  the  flanks  twice  as  many  intercolumna  as  there  were  columns  at 
each  end :  thus  the  Parthenon,  which  is  oetastyle  or  eight  columns  in  front, 
has  sixteen  intercolumns,  and  consequently  seventeen  columns,  on  each 
flank.  In  like  manner,  a  hexastyle  temple  would  have  twelve  intercol- 
umns and  thirteen  columns  on  each  side. 

In  the  Doric  order,  tlie  distances  between  the  columns  is  governed 
entirely  by  the  triglyphs  of  the  frieze,  so  that  there  can  be  no  medium 
between  monotriglypliic  and  ditriglyphic  intercolumniation,  accordingly 
as  there  is  either  one  or  two  triglyplis  over  each  intercolumn.  But  in  the 
other  oi'ders  there  is  no  such  restriction ;  in  tliem  the  intercolumns  may  be 
made  wider  or  narrower,  as  circumstances  require,  fram  one  diameter  and  a 
quarter  to  a  half  in  width.  Gloae  spacing  carries  with  it  the  expression  of 
botli  richness  and  strength,  wMlst  wide  spacing  produces  an  effect  of  open- 
ness and  lightness,  but  also  partakes  of  meagreness  and  weakness,  owing 
to  the  want  of  sufficient  apparent  support  for  the  entablature. 

Another  mode  of  columniation  and  intercolumniation  which  has  some- 
times been  practised  by  Modem  Architects,  consists  in  coupling  the 
columns  and  making  a  wide  intercolumn  between  every  pair  of  columns, 
BO  that  as  regards  the  average  proportion  between  solids  and  voids,  that 
disposition  does  not  differ  from  what  it  would  be  were  the  columns 
placed  singly.  Supercolumniation,  or  the  system  of  piling  up  orders,  or 
different  stages  of  columns  one  above  another,  was  employed  for  such 
structures  merely  as  were  upon  too  large  a  scale  to  admit  of  the  applica- 
tion of  columns  at  all  as  their  decoration,  otherwise  than  by  disposing  them 
,in  tiers.  This  method  was  afterwards  adopted  by  the  Architects  of  tlie  Pal- 
ladian  School.  Sometimes  all  the  three  orders  are  employed  in  as  many 
tiers  of  columns  or  pilasters.  In  other  eases,  the  two  extreme  orders, — 
that  is,  the  Doric  and  Corinthian, — are  brought  together ;  in  other  cases 
but  a  single  order. 

In  one  or  two  instances  the  Greeks  employed  human  figures  to  support 
entablatures  or  beams ;  the  female  figures  or  Caryatides,  are  almost  uni- 
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formly  repreeented  in  an  erect  attitude,  -without  any  appai'ent  effort  to 
sustain  any  burden  or  load ;  wHlst  the  male  figures,  Telamones  or  Atlantee, 
manifestly  display  strength  and  muscular  action.  Besides  entire  figures, 
either  Hermes'  pillars  or  Termini  are  occasionally  used  as  substitutes  for 
columns  of  the  usual  form,  when  required  to  be  only  on  a  small,  at  least  a 
moderate  scale.  The  first  mentioned  consist  of  a  square  shaft  with  a  bust 
or  human  head  for  its  capital ;  the  latter  of  a  half-length  figure  rising  out 
of,  or  terminating  in,  a  square  shaft  tapering  downwards.  Hermes'  pillars 
seem  to  be  in  great  favor  with  modem  German  architects,  they  having  not 
unfrequently  employed  them  for  the  decoration  of  windows. 

The  Greek  orders  may  be  considered  as  the  rudiments  of  modem 
architecture,  but  the  forma  of  their  buildings  are  almost  entirely  inappli- 
cable to  modem  purposes.  The  Eomans  developed  and  matured  the 
Corinthian  order,  and  also  worked  out  a  freer  and  more  complex  and  com- 
prehensive system  of  architecture.  They  introduced  circular  forms  and 
curves  not  only  in  elevation  and  section,  but  in  plan ;  and  while,  among 
the  Greeks,  architecture  was  confined  almost  exclusively  to  external  ap- 
pearance and  effect,  in  the  hands  of  the  Romans  it  was  made  to  minister 
to  internal  display  also.  The  true  Roman  order  consists,  not  in  any  of  the 
columnar  ordinances,  but  in  an  arrangement  of  two  pillare  placed  at  a  dis- 
tance from  one  another  nearly  equal  to  their  own  height,  and  having  a 
very  long  entablature,  which,  in  consequence,  required  to  be  supported  in 
the  centre  by  an  arch  springing  from  piers.  This,  as  will  be  seen  from 
fig.  1,  Plate  XII.  was,  in  fact,  merely  a  screen  of  Grecian  architecture 
placed  in  front  of  an  arcade.  Though  not  without  a  certain  richness  of 
effect,  still  as  need  by  the  Romans,  these  two  systems  remain  too  distinctly 
dissimilar  for  the  result  to  be  pleasing,  and  their  use  necessitated  certain 
supplemental  arrangements  by  no  means  agreeable.  In  the  first  place  the 
columns  had  to  be  mounted  on  pedestals,  or  otherwise  an  entablature  pro- 
portional to  their  size  would  have  been  too  heavy  and  too  important  for  a 
thing  so  useless  and  so  avowedly  a  mere  ornament.  A  projecting  key- 
stone was  also  introduced  into  the  arch.  This  was  unobjectionable  in 
itself,  but  when  projecting  so  far  as  to  do  the  duty  of  an  intermediate  cap- 
ital, it  overpowered  the  arch  without  being  equal  to  the  work  required  of 
it.  The  Eomans  used  these  arcades  with  all  the  three  orders,  frequently 
one  over  the  other,  and  tried  various  expedients  to  harmonize  the  construc- 
tion with  the  ornamentation,  but  without  much  effect.  They  seem  always 
to  have  felt  the  discordance  as  a  blemish,  and  at  last  got  rid  of  it,  remov- 
ing the  pier  altogether,  and  substituting  in  its  place  the  pillar  taken  down 
from  its  pedestal.    This  of  course  was  not  effected  at  once,  but  was  the 
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result  of  many  trials  and  expedients.  One  of  the  earliest  of  these  is  oh- 
served  in  the  Ionic  Temple  of  Concord,  in  which  a  concealed  arch  is 
thrown  from  the  head  of  each  pillar,  but  above  the  entablature,  so  as  to 
take  the  whole  weight  of  the  superstructure  from  off  the  cornice  between 
the  pillars.  When  once  this  was  done  it  was  perceived  that  so  deep  an 
entablature  was  no  longer  required,  and  that  it  might  he  either  wholly 
omitted,  as  was  sometimes  done,  in  the  centre  intercolumniation,  or  at  all 
events  very  much  attenuated.  There  is  an  old  temple  at  Talavera,  in 
Spain,  which  ia  a  good  example  of  the  former  expedient ;  aud  the  Church 
of  the  Holy  Sepulchre,  built  by  Constantine  at  Jerusalem,  is  a  remarkable 
example  of  the  latter.  There,  the  architrave  is  cut  off  so  as  merely  to 
form  a  block  over  each  of  the  pillars,  and  the  frieze  and  cornice  only  are 
carried  across  from  one  of  these  blocks  to  the  otlier,  while  a  bold  arch  is 
thrown  from  pillar  to  pillar  over  these,  so  as  to  take  any  weight  from  off  a 
member  which  has  at  last  become  a  mere  ornamental  part  of  the  style, 

Figs,  2,  3  and  4,  Plate  XII.,  from  the  Palace  of  Diocletian  at  Spalatro, 
are  illiBtrations  of  the  different  modes  of  treatment  of  the  arch  and  entab- 
lature. 

Perhaps  the  most  satisfactory  works  of  the  Romans  are  those  which  we 
consider  as  belonging  to  civil  engineering  rather  than  to  architecture ; 
their  aqueducts  and  viaducts,  all  of  which,  admirably  conceived  and  exe- 
cuted, have  furnished  practical  examples  for  modern  constructions,  of  which 
the  High  Bridge  across  Harlem  Kiver  may  be  taken  as  an  illustration. 

The  whole  history  of  Eoman  architecture  is  that  of  a  style  in  course 
of  transition,  beginning  with  purely  Pagan  or  Grecian,  and  passing  into  a 
style  almost  wholly  Christian.  The  first  form  which  Christian  art  took  in 
emancipating  itself  from  the  Pagan  was  the  Eomancsque,  which  afterwards 
branched  off  into  the  Byzantine  and  the  Gothic. 

The  Romanesque  and  Byzantine,  as  far  as  regards  the  architectural 
features,  are  almost  synoymous ;  in  the  earlier  centuries  there  is  an  orna- 
mental distinction,  the  Eomanesque  being  simply  a  debasement  of  Eoman 
art — the  Byzantine  being  the  art  combined  with  the  symbolic  elements 
introduced  by  the  new  Christian  religion.  As  commonly  used,  the  dome 
is  also  considered  a  characteristic  of  the  Byzantine,  but  this  will  be  found 
among  Roman  examples.  In  its  widest  signification,  the  Romanesque  is 
applied  to  all  the  earlier  round  arch  developments,  in  contradistinction  to 
the  Gothic  or  later  pointed  arch  varieties  of  the  North.  In  this  view  the 
Norman  is  included  in  the  Romanesque,  and  this  distinction  will  be  suffi- 
cient for  onr  purpose. 

The  general  characteristics  of  the  Gothic  are  these ;  it  is  essentially 
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pointed  or  vei^cal  in  its  tendency,  and  its  details  geometrical,  in  its  win- 
dow tracery,  in  its  openings,  in  ite  cluster  of  shafts  and  bas^,  in  its  suits  of 
mouldings,  and  by  the  univereal  absence  of  tlie  dome,  and  the  substitution 
of  the  pointed  for  the  round  arch. 

The  Romanesque  pillars  ai'C  mostly  ronnd  or  square,  and  if  square, 
generally  set  evenly,  whilst  the  Gothic  squai-e  pillar  is  set  diagonally. 

Figs.  5,  6,  7,  8  and  9,  Plate  XII.,  represent  sections  of  Gothic  pillai's ; 
fig.  10  is  half  of  one  of  the  gi'eat  western  piers  of  the  Catliedral  of  Bourges, 
measuring  8  feet  on  each  side, 

Figs.  11  and  12  are  the  elevations  of  capitals  and  bases  and  the  sec- 
tions of  Gothic  Pinal's,  one  from  Salisbury,  the  other  from  Lincoln  Cathe- 
dral. Fig.  13  is  a  Byzantine  capital  from  the  church  of  St.  Sophia  at 
Constantinople ;  fig.  14  one  from  the  palace  at  Gelnhausen ;  fig.  15,  a  Nor- 
man one,  from  Winchester  Cathedral,  and  fig.  16  a  Gothic  capital  and  base 
from  Lincoln  Cathedral. 

Moiddi/ngs. — "  All  classical  architecture,  and  the  Romanesque  which  is 
legitimately  descended  from  it,  is  composed  of  bold  independent  sliafts, 
plain  or  fluted,  with  bold  detached  capitals  foi-ming  arcades  or  colonnades 
where  they  are  needed,  and  of  walls  whose  apertures  ai'e  smTOunded  by 
coui'ses  of  parallel  lines  called  moiddings,  and  have  neither  shafts  nor 
capitals.  The  shaft  system  and  moulding  system  are  entirely  separate,  the 
Gothic  architects  confounded  the  two ;  tliey  clustered  the  shafts  till  they 
looted  Hke  a  group  of  moulding,  they  shod  and  capitalled  tJie  mouldings 
till  they  looted  lite  a  group  of  shafts." 

Gothie  Mouldings  appeal-  in  almost  every  conceivable  position ;  from 
the  bases  of  piers  and  piers  themselves,  to  the  riba  of  the  fretted  vaults 
which  they  sustain,  scarce  a  member  occurs  which  is  incapable  of  receiv- 
ing consistent  decoration  by  this  elegant  method. 

Jamb  Mouldings. — In  the  earliest  examples  of  T^^'i     I  ~' 

man  doonvays,  the  jambs  are  mostly  simply  sqii  u    I 
back  from  the  walls ;  recessed  jambs  succeeded,  and   n 

I  in  both  Norman  and  Gothic  arcliltectme ,  and  , 


when  thus  raised  detached  shafts  were  placed  in  each  I 

angle  (fig.  81).     In  the  later  styles,  the  shafts  were  almost  v_  I   ,  1 

invariably  attached  to  the  stracture,     Tlie  angles  them-  fi^  si 

selves  were  often  cut  or  chamfered  ofi^,  and  the  mouhhngs  attached  to  the 
chamfer  plane.  The  arrangement  of  window  jambs  dming  the  succesbive 
periods  was  in  close  accordance  with  tliat,  of  doonvays. 

In  the  richer  examples  small  shafts  were  introduced,  which,  rising  iip  to 
tlie  springing  of  the  window,  earned  one  or  several  of  the  arch  inouklings. 
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Yet  mouldings  are  not  nevertheless  essential  accessories ;  many  windows 
of  the  richest  tracery  have  their  mullions  and  jambs  composed  of  simple 
chamfers. 

Aroh  Mouldings,  even  wlien  not  continuous,  partook  of  the  same 

general  arrangement  as  those  in  the  jamhs,  ■with  greater  richness  of  detail. 

When  shafts  were  employed,  they  carried  groups  of  m.oulding8  more 

elaborate  than  those  of  the  jambs,  thongh  still  falling  on  the  same  planes. 

Capitala  were  either  moulded,  or  carved  with  foliage,  animals,  &e. ; 

^ they  always  consisted  of  three  distinct  parts  (fig.  82),  the 

head  mould  A,  the  bell  B,  and  the  neck  mould  0.  In 
Norman  examples  the  head  mould  was  almost  invariably 
square ;  in  the  later  styles  it  is  circular,  or  corresponding 
to  the  form  of  the  pillar. 

9  consist  of  the  plinth  and  the  base  mouldings. 

The  plinth  was  square  in  the  Norman  style,  afterwards 

^^^  octagonal,  then  assuming  the  form  of  the  base  mouldings, 

it  bent  m  and  out  with  the  outline  of  the  pier.     Base  mouldings  were  also 

extensively  used  round  the  buttresses,  towers  and  walls  of  churches. 

String  Courses. — The  most  usual  and  perhaps  essential  position  of  the 
string  course  is  under  the  windows.  In  the  Norman  styles  they  were 
usually  heavy  in  the  outline,  and  displayed  no  particular  beauty  of  arrange- 
ment. In  the  later  styles  they  were  remarkably  light  and  elegant ;  from 
restraint  or  horizontality,  they  now  rose  close  under  the  sill  of  the  window, 
and  then  suddenly  dropping  to  accommodate  themselves  to  the  arch  of  a 
low  doorway,  and  again  rising  to  run  immediately  under  the  adjoining  win- 
dow. In  this  way,  the  string  courses  frequently  served  the  purpose  of  a 
drip  stone  or  hood  moulding  over  doors ;  occasionally  the  hood  mould  was 
continued  from  one  window  to  the  other.  But  in  the  later  styles  they  were 
generally  terminated  in  heads,  flowers,  or  some  quaint  device,  or  simply 
returned  at  the  springing  of  the  arch. 

Cornices  are  not  an  essential  feature  in  Gothic  architecture.  In  the 
Norman  and  early  English  styles,  the  cornice  was  a  sort  of  enlarged  string 
course  formed  by  the  projection  of  the  upper  part  of  the  wall,  which  was 
supported  on  brackets  or  corbels,  and  hence  termed  the  corbel  table. 

The  earliest  moulding  in  Norman  work,  is  a  circular  bead  strip  worked 
^^  out  of  the  edges  of  a  recessed  arch,  called  a  circular  howtd 
From  a  circular  form  the  bowtel  soon  became 
pointed,  and,  by  aii*easy  transition,  into  the  bowtel  of  one, 
I  two,  or  three  fillets,  all  of  which,  with  their  numerous  varieties, 
performed  important  parts  in  the  Gothic  moulding  system. 
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Fig.  84  ia  the  s&foll  moulding,  being,  in  fact,  a  simple  filleted  bowtel, 
■witli  the  fillet  undeveloped  on  one  side,  as  shown  by  the  ^^M^'>:^^''i$»?MI 
dotted  lines.     If  this  moulding  be  cut  in  half,  throug^i  ; 

the  centre  of  the  HUet,  we  have  on  the  developed  side       \^ 
the  moulding  now  tei-med  by  carpenters  the  rule  joint,  i\T^. 

which,  by  rounding  off  the  corners  by  reverse  curves,  becomes  the  wave 
moulding. 

The  ogee  is  also  used  very  generally  in  Gothic  architecture,  both  single 
and  double,  the  latter  formed  by  the  junction  of  two  o 
Figs.  85  and  86  ai-e  examples  of 

groupings  of  moiddinge,  fig.  85  being 

of  the  earher  Gothic,  the  filleted  bow- 

tel  with  alternate  hollows,  fig.  86,  of 

the  pei-pendicular  style,  the  hollow  in 

the  one  ease  being  made  prominent, 

and  dividing  individual  mouldings;  , 

in.  the  latter  insignificant,  and  as  a 

separation  of  groups  of  mouldings. 

Arches  are   generally  divided  into  the  triangidar-headcd  ai'ch,  the 

round-headed  arch,  and  the  pointed  arch.     Of  round-headed  arches  tliere 

are  fom  kinds,  the  seimcnculai  segmental  the  stilted,  and  the  horee-shoe. 
Tlie  stilted  arch,  fig  87,  i^^  semicnculai  but  the  sides  are  can-ied  down- 

wai'ds  in  a  sti'aight  line  below  the  sj  img  of  the  curve,  till  they  rest  upon 

the  imposts.    In  the  hoi&e  shoe  arch  tlie  sides  'U'e  also  canied  down  be- 
low the  centre,  but  tillow  the  same  cuive  (fig  ^8). 


F«  sa 


The  pointed  arch  may  be  divided  into  two  classe  those  descr  1  e  1  f  on 
two  centres,  and  those  described  from  four.  Of  the  firet  class  there  are 
three  kinds,  the  equilateral,  the  lancet,  and  the  obtuse.  The  equilateral 
(fig.  89),  is  formed  of  two  segments  of  a  circle,  of  which  the  radii  are 
equal  to  the  breadth  of  the  arch.  The  radii  of  the  lancet  segment  ai-e 
longer  than  the  width  of  the  arch,  and  of  tlie  obtuse,  shorter. 

Of  the  complex  arches,  there  is  tlie  Ogee  {fig.  90),  and  the  Tudor  (fig. 
92).  Tlie  Tudor  arch  is  described  from  four  centres,  two  on  a  level  with 
the  spring  and  two  below  it. 
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Of  foiled  arches,  there  are  the  round  headed  trefoil  (fig.  91),  the  pointed 
trefoil  (fig.  93),  and  the  sc^uare-headed  trefoil  aich  (1 


The  eerai-eircular  arch  is  the  Koman  Byzantine  and  Norman  arch,  the 
ogee  and  horse-shoe  is  the  profile  of  many  Turkish  and  Moorish  domes,  the 
pointed  and  foliated  arches  are  Gothic. 

Domes  cmd  Vaults. — ^Both  domes  and  vaults  are  found  in  Eoman 
works,  but  with  the  decline  of  Eoman  power  the  art  of  vaulting  was  lost, 
and  the  churches  of  all  Koman  Christendom  remained  with  nothing  but 
timber  roofs.  But  among  the  Greek  Christians,  or  Byzantines,  it  was  re- 
tained, or  else  re-invented ;  but  the  Greek  vaulting  consisted  wholly  of 
spherical  surfaces,  whilst  the  Eoman  consisted  of  cylindrical  ones.  Figs. 
95  and  96  illustrate  this  distinction,  fig.  95  being  the  elevation  of  a  Eoman 
cylindrical  cross  vault,  and  fig.  QQ,  the  elevation  of  the  roof  of  the  church 


of  St.  Sophia  at  Constantinople ;  and  the  sprouting  of  domes  out  of  domes 
continues  to  characterize  the  Byzantine  style,  both  in  Greek  churches  and 
Turkish  mosques,  down  to  the  present  day.  This  system  of  vaulting  has 
aJeo  been  adopted  in  St.  Paul's,  London,  and  at  St.  Genevieve,  Paris.  As 
a  constructive  expedient  the  cross  vault  ie  to  be  preferred,  as  the  whole 
pressure  and  thrust  are  collected  in  four  definite  resultants,  applied  at  the 
angles  only,  so  that  it  might  be  supported  by  four 
ii\  mg  buttresses,  no  matter  how  slender,  provided 
they  were  placed  in  the  direction  of  these  result- 
ts,  and  were  strong  enough  not  to  be  crushed  by 
,  the  pressure. 

Fig.  97  represents  a  compartment  of  the  sim- 
plest Gothic  vaulting,  a,  a,  groin  ribs,  h,  b,  1>,  side  ribs. 
The  Eoraans  introduced  side  ribs,  appearing 
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on  the  inside  as  flat  bands,  and  harmonizing  with  the  similar  form  of 
pilastere  in  the  walls,  hut  they  never  need  groin  ribs ;  the  Gothic  build- 
ers introduced  these,  and  deepened  the  Koman  ribs.  The  impenetra- 
tion  of  vaults,  either  round  or  pointed,  produces  elliptical  groin  lines, 
or  else  lines  of  double  curvature.  Yet  the  early  Gothic  architects  rarely 
made  their  groin  ribs  elliptical,  and  never  deviating  from  a  vertical  plane. 
These  ribs  were  usually  sbiiple  pointed  arches  of  circiilar  curvature, 
thrown  diagonally  across  the  space  to  be  groined,  and  the  four  side  arches 
were  equally  simple,  the  only  care  being  that  all  the  arches  should  have 
their  vertices  at  the  same  level.  The  shell  between,  therefore,  was  no 
regular  geometric  surface.  The  strength  depended  on  the  ribs,  and  the 
shell  was  made  quite  light,  often  not  more  than  six  inches,  while  Roman 
vaults  of  the  same  span  would  have  been  three  or  four  feet.  Tlie  differ- 
ence of  principle  being,  that  the  Romans  made  their  vault  »wrfaces  geo- 
metrically regular,  and  left  the  groins  to  take  their  chance ;  while  the  early 
Gothic  architects  made  their  groins  geometrically  regular,  and  let  the  in- 
termediate surfaces  take  their  chance. 

In  the  next  step  the  groin  ribs  were  elliptical,  and  when  intermediate 
ribs  or  tieroerom  were  inserted,  these  ribs  had  also  elliptical  curvatures, 
but  different  from  the  groins,  in  order  tliat  the  vault  of  cut  stone  built 
upon  ttiem  might  have  a  regular  cylindrical  surface.  In  augmenting  the 
number  of  tiercerons,  and  making  them  ramify,  combinations  of  circular 
arcs  were  substituted  for  the  elliptic  cur\'es ;  tlie  surfaces  of  these  vaults 
could  not  be  cylindrical,  but  the  ribs  were  placed  very  near  each  other,  in 
order  that  the  portion  of  the  vault  between  each  pair  might  practically  be 
almost  cyhndricai.  In  the  formation  of  the  compound  circular  ribs  three 
conditions  were  to  be  observed: — 1st,  that  the  two  arcs  should  have  a 
common  tangent  at  the  point  of  meeting.  2d.  That  the  feet  of  all  the 
ribs  should  have  the  same  radius,  up  to  the  level  at  which  they  completely 
separate  from  each  other.  Sd.  That  from  this  point  upwards,  their  curva- 
tures should  be  so  adjusted  as  to  make  tliem  all  meet  their  fellows  on  the 
same  horizontal  plane,  so  that  all  the  ridgea  of  the  vaults  may  be  on  one 
level. 

The  geometrical  difBculty  of  such  works  led  to  what  is  called /«» 
tracery  vavltm^.  If  similar  arches  spring  from  each  side  of  the  pillars 
(iig.  97),  it  is  easy  to  perceive  that  the  portion  of  vault  springing  from 
each  pillar  would  have  the  foim  of  an  inverted  concave-sided  pyramid, 
its  horizontal  section  at  every  level  being  square.  Jn'ow  the  later  archi- 
tects converted  this  section  into  a  circle,  the  four-sided  pyramid  became  a 
conoid,  and  all  the  ribs  forming  the  conoidal  surface  became  alike  in  cur- 
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vature,  so  that  they  all  might  be  made  simple  circular  arcs ;  these  ribs 
are  continued  witli  unaltered  curvature  till  they  meet  and  form  the 
but  m  this  case  the  ridges  are  not  level,  but  gradually  descend 
every  way  from  the  centre  point  {fig.  98). 

In  the  figure  this  is  not  fully  carried  out, 
for  no  rib  is  continued  higher  than  those 
over  the  longer  sides  of  the  compartment, 
'  so  that  a  email  lozenge  is  still  left,  with  a 
hoes  at  its  centre.  When  the  span  of  the 
main  arch  h  «,  was  large  in  proportion  to 
that  of  h  c,  the  arch  b  c  became  a  very  acute 
lancet  arch,  and  scarcely  admitting  win- 
To  obviate  this,  the  compound  curve 


dows  of  a 


Pis.  BK 

elegant  or  sufficient  size, 
was  again  introduced,  and  the  ribs  were  made  less  curved  in  their  upper 
parts  than  in  the  lower.     Hence  the  four-centred  or  Tudor  arches. 

The  four-centred  arch  is  not  nece^arily  flat  or  depressed,  it  can  be 
made  of  any  proportion,  high  or  low,  and  always  with  a  decided  angle  at 
the  vertex.  In  general,  the  angular  extent  of  the  lower  curve  is  not  more 
than  65°,  nor  less  than  45°.  The  radius  of  the  upper  curve  varies  from 
twice  to  more  than  six  times  the  radius  of  the  lower,  but  generally  speak- 
ing, the  greater  their  disproportion,  the  less  pleasing  is  the  sudden  change 
of  curvature.  The  projecting  points  of  the  trefoil  arch  are  sometimes 
called  cusps,  often  introduced  for  ornament  merely,  but  serving  construc- 
tively both  in  vaults  and  arches,  as  a  load  for  the  sides,  to  prevent  them 
rising  from  the  pressure  on  the  crown.  This  property  of  arches  has  been 
explained,  depending  on  the  principle  (p.  118),  that  if  a  polygon  of  rods 
be  reversed,  the  position  in  which  it  will  stand  is  that  which  it  will  assume 
for  itself  when  loaded  with  the  same  weights  and  suspended ;  and  perhaps 
the  equilibrium  of  some  of  the  boldest  vaultings  was  insured  by  experi- 
ments on  systems  of  rods  representing  the  ribs  inverted;  and  for  any  archi- 
tect who  may  wish  to  introduce  pendants  or  cusps  in  his  vaultings,  this 
riile  of  trial  will  be  found  particularly  useful. 

As  vaulting,  in  general,  were  contrived  to  collect  the  whole  pressure 
of  each  compartment  into  four  single  resultants,  at  the  points  of  springing, 
leaving  the  walls  so  completely  tmloaded  that  they  are  required  only  as 
enclosures  or  screens,  they  might  be  entirely  omitted  or  replaced  by  win- 
dows. Indeed,  the  real  supporting  walls  are  broken  into  narrow  slips, 
placed  at  right  angles  to  the  outHne  of  the  building,  and  called  buttresses. 
As  to  the  enclosing  walls,  being  not  for  support,  they  may  be  placed  as 
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the  architect  pleases,  either  at  the  outer  or  inner  edge  of  the 
The  one  method,  heing  that  adopted  by  the  French  architects,  gave  to 
their  interiors  those  deep  recesses,  whilst  the  other,  or  English  method, 
served  only  to  produce  external  play  of  light  and  shade. 

The  Norman  buttress  resembles  a  flat  pilaster,  being  a  mass  of  masonry 
with  a  broad  face,  sHghtly  projecting  from  the  wall.  They  are,  generally, 
of  but  one  stage,  rising  no  higher  than  the  cornice,  under  which  they 
often,  but  not  always,  finish  with  a  elope.  Sometimes  they  are  carried  up 
to,  and  terminate  in,  the  corbel  table. 

Fig.  1,  Plate  Xm.,  represents  a  buttress  in  two  stages,  with  simple 
slopes  as  set-ofis ;  this  example  is  somewhat  narrower  and  projects  more 
than  tlie  Noraian  buttress. 

Fig.  2  is  a  buttress  of  the  Early  English  style,  having  a  plain  triangu- 
lar or  pedimental  head.  The  angles  were  sometimes  chamfered  off,  and 
Bometimes  ornamented  with  slender  shafts.  In  buttresses  of  different 
stages,  the  triangular  head  or  gable  is  used  as  a  finish  for  the  intermediate 
stages. 

In  the  Decorated  style,  the  oater  surfaces  of  the  buttresses  are  orna- 
mented with  niches,  as  in  fig.  3.  In  the  Perpendicular  style,  the  outer 
surface  is  often  partially  or  wholly  covered   with  panel-work   tracery 

(%.  *)■ 

It  has  been  said  that  the  buttress  was  a  eonetructive  expedient  to  re- 
sist the  thrust  of  vaulting,  but  to  resist  the  thrust  of  the  principal  vault, 
or  that  over  the  nave  or  central  part  of  the  church,  buttreeses  of  the  re- 
quisite depth  would  have  filled  up  the  side  aisles  entirely.  To  obviate 
this,  the  system  of  flying  buttresses  'was  adopted,  that  is,  the  connection 
of  the  interior  with  the  outer  buttress,  by  an  arch  or  system  of  arches,  as 
'shown  in  fig.  5.  To  add  weight,  and  consequently  solidity,  to  the  outer 
piers,  they  were  surmounted  by  pinnacles,  rendering  them  thus  a  suffi- 
ciently steady  abutment  to  the  flying  arches,  which,  in  their  turn,  abutted 
the  central  vaults. 

An  easy  transition  leads  us  from  pinnacles  to  spires,  the  latter  being 
but  the  perfect  development  of  the  former,  and  each  requiring  the  assist- 
ance of  the  other  in  producing  a  thoroughly  harmonious  effect.  Yet  the 
spire  never  was  a  constructive  expedient,  or  useful  in  any  way.  From  the 
tower,  the  spire  arose  first  as  a  wooden  roof,  and  as  height  was  one  of  the 
great  objects  to  be  attained,  it  was  carried  to  an  elevation  beyond  the 
mere  requirements  of  a  protection  against  the  weather. 

The  earlier  towers  of  the  Komaneeque  style  were  constructed  without 
spircB.     All  are  square  in  plan,  and  extremely  eiuular  in  deBign.     Fig,  6, 


„Googlc 


368  AECHITECTDBAL   DRAWING. 

Plate  XIII.,  is  an  elevation  of  the  tower  attached  to  the  church  of  S.'a. 
Maria,  in  Coemedin,  and  is  one  of  the  beet  and  most  complete  examples 
of  this  style.  Its  dimensions  are  small,  being  but  15  feet  broad  and  110 
feet  high ;  a  sufficiency  of  height,  where  buildings  are  not  generally  tall, 
to  give  prominence,  without  overpowering  other  objects,  which  renders 
these  towers  not  only  beautiful  structures  in  themselves,  but  singularly 
appropriate  ornaments  to  the  buildings  to  which  they  were  attached. 
These  towers  are  the  types  of  the  later  Italian  campaniles,  or  bell-towers, 
most  generally  attached  to  some  angle  of  churches,  but  sometimes  de- 
tached, yet  so  placed  that  they  stiU  form  a  part  of  the  church  design. 
Sometimes  they  are  but  civic  constructions,  as  belfries,  or  towers  of  de- 
fence. In  design,  the  Gothic  towers  differ  from  the  Italian  campaniles. 
The  campanile  is  square,  carried  up  without  break  or  offset,  to  two-thirds, 
at  least,  of  its  intended  height ;  it  is  generally  solid  to  a  considerable  height, 
or  with  only  such  openings  as  serve  to  admit  light  to  the  staircases.  Above 
this  solid  part  one  round  window  is  introduced  in  each  face,  in  the  next 
story,  two,  in  the  one  above  this,  three,  then  foiir,  and  lastly,  five,  the 
lights  being  separated  by  slight  piers,  so  that  the  upper  story  is,  virtually, 
an  open  loggia. 

The  Gothic  towers  have  projecting  buttresses,  frequent  offsets,  lofty 
spii"ee,  and  a  general  pyramidal  form.  Fig.  7  is  the  front  elevation  of  a 
simple  English  Gothic  tower;  here  the  plain  pyramidal  roof,  rising  at 
an  equal  slope  on  each  of  the  four  sides,  is  intersected  by  an  octagonal 
spire  of  steep  pitch.  The  first  spires  were  simple  quadrangular  pyramids, 
afterwards  the  angles  were  cut  off,  and  they  became  octagonal,  and  this  is 
the  general  Gothic  form  of  spire.  Often  instead  of  intersecting  the  square 
roof  as  in  the  figure,  the  octagonal  spire  rests  upon  a  square  base,  and  the 
angles  of  the  tower  are  carried  up  by  pinnacles,  or  the  sides  by  battlements, 
or  by  both,  as  in  flg.  8,  to  soften  the  transition  between  the  perpendicular 
and  sloping  part. 

In  general  the  spires  of  English  churches  are  more  lofty  than  those  on 
the  Continent.  The  angle  at  the  apex  in  the  former  being  about  10°  and  in 
the  latter,  about  15°.  The  apex  angle  of  the  spires  of  Chichester  and  Lich- 
field, are  from  12°  to  13°,  or  a  mean  between  the  two  proportions,  and  ac- 
cording to  Ferguson,  more  pleasing  than  either;  although  having  more  lofty 
spires,  yet  the  Engfish  construction  is  much  more  massive  in  appearance, 
than  the  Continental ;  the  apertures  are  less  numerous,  and  the  surfaces  are 
less  cut  up,  and  covered  with  ornaments.  The  spires  of  Friberg  Church 
and  many  others  on  the  Continent  are  made  open  work,  a  precedent  fol- 
lowed sometimes  in  this  country,  but  not  in  the  same  material — wood 
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rather  than  stone.  Li  cast  iron,  the  same  effect  would  be  obtained  at  a  lesB 
cost,  and  equally  durable  with  stone. 

Sometimee  the  central  spires  of  the  tower  were  omitted ;  each  of  the 
pinnacles  at  the  angles  being  converted  as  it  were  into  spires.  Sometimes 
the  tower  is  abruptly  ended  by  mere  battlements  around  its  sides.  In  the 
poorer  churches,  a  bell-cot  was  made  to  serve  the  purpose  of  a  bell  tower ; 
tliis  was  foniied  by  carrying  up  the  gable  wall,  as  in  fig.  9,  and  mating 
apertures  for  the  reception  of  the  bell.  When  the  wall  was  not  of  the  re- 
quisite thickness,  the  cot  was  either  supported  by  buttresses  from  beneath, 
or  the  corbels  were  projected  from  each  side  of  the  wall. 

Fig.  10  represents  the  upper  portion  of  the  tower  of  Ivan  Veliki  at 
Mo'seow.  The  Russian  towers  are  generally  constructed  independent  of 
their  churches,  and  are  intended  for  the  reception  of  their  massive  belle. 

WiTidows. — Before  the  use  of  painted  glass,  very  small  apertures  suf- 
ficed for  the  introduction  of  the  required  quantity  of  light  into  a  church  ; 
as  a  consequence  the  windows  of  the  Romanesque  churches  were  gener- 
ally small,  and  devoid  of  traceiy.  ■  Again,  as  the  Byzantine  architects 
adorned  their  walla  with  paintings,  they  could  not  make  use  of  stained 
glass ;  neither  in  their  climate,  did  they  require  large  apertures ;  they  fol- 
lowed in  general  form  the  Romanesque  window,  apertures  with  circular 
heads,  either  single  or  in  groups  (fig,  1,  Plate  XIV.  or  fig.  6,  Plate  XIII.), 
The  Norman  windows  were  also  small,  each  consisting  of  a  single  light, 
semicircular  in  the  head,  and  placed  as  high  as  possible  above  the  gi-ound  ; 
at  first  splayed  on  the  inside  only,  afterwards  the  windows  began  to  be 
recessed  with  mouldings  and  jamb  shafts  in  the  angles,  as  in  fig,  2. 

Tile  Lancet  in  general  use  in  the  early  Gothic  period  was  of  the  sim- 
plest arrangement:  in  these  windows  the  glass  was  brought  within  three 
or  four  inches  of  the  outside  of  the  wall,  and  the  openings  were  widely 
splayed  in  the  interior.  The  proportions  of  these  windows  vary  consider- 
ably ;  in  some  the  lieight  being  but  five  times  the  width,  in  others  as  much 
as  eleven ;  eight  or  nine  times  may  be  taken  as  the  average.  Lancet  win- 
dows occur  singly:  in  groups  of  two,  three,  five  and  seven,  rarely  of  four 
and  six.  The  triplet,  fig,  3,  is  the  most  beautiful  arrangement  of  lancet 
windows.  It  was  customary  to  mark  with  greater  importance  the  centra! 
light,  by  giving  it  additional  height,  and  in  most  cases  increased  width 
also.  In  some  examples  the  windows  of  a  lancet  triplet  are  placed  within 
one  dripstone  forming  a  single  arch,  thus  bearing  a  strong  resemblance  to 
a  single  three-light  window.  The  first  approximation  to  tracery  appears  to 
have  been  the  piercing  of  the  space  over  a  double  lancet  window  com- 
prised   within   a   single   dripstone ;   in   place  of  tbe   customary  simple 
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arch  bead,  in  soine  examples  of  lancet  -windows,  the  head  of  the  light  is 
foiled. 

From  the  combination  and  (oiling,  or  cnsping,  of  distinct  lancets,  a 
single  window  divided  by  mullions  and  tracery  derives  its  origin. 

A  traceried  window  may  be  justly  regarded  as  a  distinctive  character- 
istic of  Gothic  architecture.  With  the  decided  establishment  of  the  prin- 
ciple of  window  tracery,  it  became  a  recognized  constructive  arrangement 
to  recess  the  mullions  from  the  face  of  tlie  wail  in  which  the  window  arch 
was  pierced,  and  the  fine  eiFect  thus  produced  was,  as  tlie  art  advanced, 
speedily  enhanced  by  the  introduction  of  distinct  orders  of  mulHons,  and 
by  recessing  certain  portions  of  the  tracery  from  the  face  of  the  primary 
mulUoiw  and  their  corresponding  tracery  bars.  The  tracery  bars  are  those 
portions  of  the  masonry  of  the  window  head  which  mark  out  the  principal 
figures  of  the  design;  from  these  the  minor  and  more  strictly  decorative 
parts  of  the  stone  work  may  be  distinguished  under  the  title  of  Forrth 
pieces. 

Decorated  window  tracery  has  been  generally  divided  into  two  chief 
varieties.  Geometrical  and  Plowing ;  the  former  consisting  of  geometrical 
figures,  as  circles,  trefoils,  quatrcfoils,  curvilinear  triangles,  lozenges,  &c. 
&c. ;  while  in  flowing  tracery,  these  figures,  though  etill  existing,  are 
gracefully  blended  together  in  one  design.  Li  its  most  perfect  state,  geo- 
metrical tracery  invariably  exhibits  some  large  figure  of  a  distinct  and  de- 
cided character,  which  occupies  the  entire  upper  pai-t  of  the  window-head. 

Fig.  4  represents  a  quatrefoil  window,  fig.  5,  a  pointed  trefoil  in  out- 
line ;  with  the  centres  of  the  difl'erent  circles  indicated,  and  such  lines  as 
may  be  necessary  to  explain  tlie  way  in  which  they  are  described.  These 
forms  and  modifications  of  them,  will  be  found  of  general  application  in 
traceried  windows.  Fig.  6  represents  two  forms  of  circular  windows,  or 
roses  tournantes. 

Fig.  7  represents  an  example  of  the  earlier  decorated  tracery  window- 
head,  consisting  of  two  foiled  lancets,  with  a  pointed  quatrefoil  in  the 
spandrel  between  them.  One  half  of  the  windows  in  this,  as  in  some  of 
the  following  figures,  is  drawn  in  skeleton  to  explain  their  constmction. 

Fig.  8  is  another  example  of  Decorated  tracery. 

Fig.  9  is  an  example  of  the  English  leaf  tracery ;  fig.  10  of  the  French 
flamboyant.  The  difference  between  the  two  styles  is,  that  while  the 
upper  ends  of  the  English  loops  or  leaves  are  round,  or  simply  pointed, 
the  upper  ends  of  the  latter  terminate  like  tlieir  lower  ones,  in  angles  of 
contact,  giving  a  flame-like  fonn  to  the  tracery  bars  and  form  pieces. 

In  England  the  Perpendicular  style  succeeded  the  Decorated ;  the  mid- 
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lions  instead  of  diverging  in  flowing  or  curvilinear  lines,  are  carried  up 
straight  tlirough  the  head  of  the  windows ;  smaller  muUions  spring  from 
the  head  of  the  principal  hghts,  and  thus  the  upper  portion  of  the  window 
ia  filled  with  panel-lite  compartments.  The  principal  as  well  as  the  sub- 
ordinate lights  are  foliated  in  their  heads,  and  large  windows  are  often  di- 
vided horizontally  by  transoms.  The  forms  of  the  window  arches  vary 
from  simple  pointed,  to  the  complex  four-centred,  more  or  less  depressed. 

Pig.  11  is  an  example  of  Perpendicular  windows. 

Pig.  13  is  a  square-headed  window,  such  as  were  usual  in  the  clere 
stories  of  Perpendicular  architecture. 

Figs.  13  and  14  are  quadrants  of  circular  windows,  used  more  (special- 
ly in  Prance,  for  the  adornment  of  the  west  ends  and  transepts  of  the  ca- 
thedrals. 

Besides  the  tracery  characteristic  of  Gothic  architecture,  there  is  a 
tracery  peculiar  to  the  Saracenic  and  Moorish  style,  of  which  fig.  15  may 
be  taken  as  an  example — it  being  a  window  of  one  of  the  earliest  mosques. 
The  general  form  of  the  window  and  door-heads  of  this  style  is  that  of  the 
horse-shoe,  either  circular  or  pointed. 

Doorways. — Plate  XV".  fig.  1,  represents  the  half  of  a  circular-headed 
doorway,  which  may  be  considered  the  tj-pe  of  many  entrances  both  in 
Eomanesque,  Gothic,  and  later  styles.  It  consists  of  two  or  more  recessed 
arches,  with  sliafts  or  mouldings  in  the  jambs.  In  the  earHer  styles  the 
arches  were  circular,  in  the  later  Giathie,  generally  pointed,  but  some- 
times circular;  in  the  earher,  the  angles  in  which  the  shafts  are  placed  are 
rectangular  ;  in  the  later,  the  shaft  is  often  moulded  on  a  chamfer  plane, 
tliat  is,  a  plane  inchned  to  the  face  of  the  wall,  generally  at  an  angle  of 
i5°  ;  often  the  chamfer  and  rectangnlar  planes  are  used  in  connection. 

Fig.  3  is  a  simple  head  of  a  depressed  four-centred  or  Tudor-arched 
doorway,  with  a  hood  moulding.  Pig.  3  represents  the  incorporation  of 
a  window  and  doorway.  Sometimes  the  doorway  pierces  a  buttress ;  in 
that  case,  the  buttress  expands  on  either  side  forming  a  sort  of  porch.  The 
Gothic  architects  placed  doors  where  they  were  necessary,  and  made  them 
subservient  to  the  beauty  of  the  design. 

Pig.  4  is  an  example  of  a  gabled  doorway  with  croelrets  and  finials. 
Fig.  5,  of  a  Perpendicular  doorway,  with  a  gable  above,  and  ornamented 
spandrels. 

Fig.  6  is  an  example  of  a  Byzantine,  and  fig.  7  of  a  Saracenic  doorway. 

The  Eenaissance  style  succeeded  the  Gothic,  being,  originally,  but  the 
revival  or  a  fair  rendering  of  the  classical  orders  of  architecture,  with  or- 
naments from  the  Byzantine  and  Saracenic  styles. 
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It  waa  in  Italy  tliat  this  revival  took  place,  and  Garbett  divides  this 
style  into  three  Italian  schools,  the  Florentino,  Venetian,  and  Eoman,  ex- 
hihiting  a  certain  analogy  to  the  three  orders  of  ancient  architecture. 
The  Florentine,  corresponding  to  the  Doric,  admits  of  little  apparent 
ornament,  but  any  degree  of  real  richnese,  preserving  in  its  principal 
forms  severe  contrast ;  powerful  masses  self-poised  without  corbelHng, 
without  arching ;  hreadih  of  every  thing,  of  light,  of  shade,  of  ornament, 
of  plain  wall ;  depth  of  recess  in  the  openings,  of  perspective  in  the  whole 
mass,  of  projection  in  the  cornice.  To  these  add  a  sort  of  utilitarianism, 
or  absence  of  features  useless  to  convenience  or  stability,  an  absence  of 
sacrifice  of  material,  admitting  of  great  plainness,  of  very  florid  enrich- 
ment. On  the  whole,  the  Florentine  may  be  called  the  plain,  common- 
sense  school. 

Very  different  in  principle  was  the  Venetian  school,  which,  hke  ite 
prototype,  the  Corinthian,  superseded  its  sober  rivals.  Its  aim  was  splen- 
dor, vaaiety,  show,  and  ornament ;  not  so  much  real  as  effective  ornament. 
Thus,  it  rarely  contains  so  much  carving  or  minute  enrichment  as  tlie  Flo- 
rentine admits ;  but  it  has  larger  ornaments,  constructed  (or  built)  orna- 
mente,  great  features  useless  except  for  ornament,  as  inaccessible  porticoes, 
detached  columns,  and  architraves  supporting  no  ceiling,  towers  built  only 
for  breaking  an  outline.  Its  decoration  is  spread  equally  over  the  whole 
work.  Eectangular  severity  gives  place  to  curved  elegance,  in  arches, 
domes,  circular  and  oblique-angled  plans,  true  grandeur  to  effect,  intellec- 
tual sense  of  fitness  to  eumorphie  beauty. 

The  Roman  school,  holding  the  same  place  as  the  Ionic,  is  intermediate 
in  every  respect  between  the  two  otlier  schools.  It  is  better  adapted  to 
churches  tban  to  any  other  class  of  buildings.  This  fitness  arises  from  the 
grand,  simple,  and  unitory  effect  of  one  tall  order,  generally  commencing 
at  or  near  the  ground,  and  including,  or  rather  obliterating,  the  distinction 
of  two  or  three  stories,  making  a  high  building  appear  a  single  story. 

To  describe  these  schools  technically,  the  Florentine  is  mostly  astylar, 
the  style  of  finistration  and  rustic  quoins ;  the  Koman,  the  style  of  pilas- 
ters ;  and  the  Venetian,  that  of  columns.  In  calling  the  Florentine  asty- 
lar, a  total  absence  of  external  orders  is  not  implied,  but  their  absence  as 
main  features,  or  on  a  considerable  scale.  Their  chief  application  is  to 
windows  and  doors,  and  the  greatest  orders  never  include  so  much  as  the 
height  of  a  single  story.  In  the  Eoman  school,  the  great  scale  of  the 
principal  order  renders  it  chiefly  an  order  of  pilasters.  The  outer  pilasters 
of  the  great  order  were  often  filled  in  with  smaller  and  columnar  ones,  in 
two  tiers,  while  a  still  smaller  set  decorated  the  openings.    As  the  Vene- 
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tians  did  not  use  such  large  orders,  they  easily  made  them  more  columnar, 
and  introduced  hanging  entablatures.  In  this  school  there  is  (except  in 
churchee)  no  principal  story  or  order,  if  there  be  more  than  one,  all  are 
nearly  equal,  or  equally  important. 

General  plan  and  outline,  in  the  Florentine,  is  of  the  utmost  simplicity, 
rendering  it  fitter  for  town  than  country  buildings ;  in  tlie  Eoman,  slightly 
more  varied ;  in  the  Venetian,  -whenever  the  site  will  admit,  broken, 
complex,  and  picturesque. 

We  have  thus  briefly  treated  of  the  distinguiahiug  features,  according 
to  Garbett,  of  the  three  modem  schools ;  there  are  many  other  distinctive 
styles  and  names,  but  they  may  mostly  be  included  under  the  one  or  the 
other  of  these  schools,  their  claim  for  a  distinctive  name  resting  rather  on 
the  peculiar  style  of  ornament  or  tracery  used,  than  any  great  distinctive 
architectural  feature. 

Ornament. — Architectural  ornament  is  of  two  kinds,  constructive  and 
decorative.  By  the  former  is  meant  all  those  contrivances,  such  as  capi- 
tals, brackets,  vaulting  shafts,  and  the  like,  which  sei-ve  to  explain  or  give 
expression  to  the  construction ;  by  the  latter,  such  as  mouldings,  frets, 
foliage,  &c.,  which  give  grace  and  life,  either  to  this  actual  constructive 
forms,  or  to  the  constructive  decoration.  It  is  to  the  latter  class  that  we 
■wish  to  call  attention ;  mouldings  of  the  different  styles  have  been  already 
treated  of;  we  therefore  propose  to  give  now  what  are  even  more  merely 
decorations  of  a  style. 

First,  as  to  Grecian  orders.  By  reference  to  Plate  IX.  we  see  that 
the  Doric  has  the  triglyph  mutules  and  guttte.  By  reference  to  Plate 
X.,  the  Ionic,  we  find  various  mouldings  of  the  cornice  frieze,  abacus, 
and  netk  of  the  column  enriched.  The  principal  ornament  of  the  neck 
of  the  column  is  the  anthemion,  commonly  known,  in  its  most  simple 
form,  as  the  honeysuckle  or  palmetto  ;  in  the  anthemion  as  represented  in 
the  figure,  tlie  palmetto  alternates  with  the  lily  or  some  analogous  form. 
The  ornament  of  the  abacus  is  the  egg  and  dart,  shown  on  a  large  scale, 
fig.  9,  Plate  XVI.,  where  may  be  found  also  the  i 
ornament  of  the  frieze  and  cornice,  fig.  7.  Fig.  99, 
the  fret,  and  fig.  100,  the  guilloche,  are  also  com-  | 
mon  Greek  ornaments,  used  to  adorn  the  soffits 
of  beams,  and  ceilings.  The  acanthus  is  the  dis- 
tinctive ornament  of  the  Corinthian,  of  which  a  1 
leaf  is  represented  on  a  large  scale  in  front  and  , 
side  view,  figs.  1,  2,  3,  Plate  XVI.  These  figures 
illustrate,  also,  the  way  in  which  ornaments  of 
18 
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irregular  figure  are  copied  by  the  drauglitaman.  Thus,  Buppoee  it  were 
required  to  draw  fig.  2,  and  in  a  reversed  position ;  circnniscribe  around 
the  given  figure,  a  pai-allelogram ;  divide  tliis  parallelogram  into  any 
number  of  eq^ual  sc[uares,  and  in  the  position  required  for  the  copy,  aa 
fig.  3  for  instance,  constrnct  a  similar  parallelogram.  For  convenience 
of  reference,  we  have  marked  the  vertical  divisions  of  the  squares  by  let- 
ters, a,  5,  0,  d,  e,f,'ff,  and  the  horizontal  divisions  by  figui'es,  1,  2,  3,  4 ;  this 
is  done  with  both  parallelograms.  But  it  must  be  remarked,  that  if  the 
copy  is  to  be  a  reverse  of  the  original,  the  figures  mai'king  the  horizontal 
divisions  of  the  copy  must  be  the  reverse  of  the  original,  as  may  be  seen 
in  figs.  2  and  3.  Now  mark  on  the  difierent  vertical  and  horizontal  lines 
of  tlie  corresponding  squares,  the  relative  positions  of  the  parts  of  the 
leaf,  and  through  these  points  thus  estabhshed,  construct  tlie  leaf  required. 
A  similar  metliod  may  be  used  in  constructing  a  copy  to  an  enlarged 
or  to  a  reduced  size  of  the  original,  by  enlarging  or  reducing  the  compar- 
ative sizes  of  the  squares  of  the  parallelogram  of  the  copy  on  a  scale  pro- 
portioned to  the  enlargement  or  reduction  requhed.  In  general,  the  inter- 
sections of  the  portions  of  the  leaf,  or  other  figure,  with  the  vertical  or 
horizontal  lines,  are  measured  and  ti'ansferred  by  the  eye ;  the  larger  the 
number  of  squai'es,  therefore,  the  gi'cater  probability  of  tlie  copy  coinciding 
with  the  original.  Figs.  4,  5,  and  6,  are  the  side  elevation,  front  elevation, 
and  section  of  a  Greek  bracket,  the  principal  ornaments  of  which  are  taken 
from  the  anthemion  and  acanthus. 

Fig.  1,  Plate  XVII.,  is  an  elevation  of  a  portion  of  an  enriched  coraice 
from  the  temple  of  Jupiter  Stator  at  Home,  of  the  Corinthian  order  of  ai-- 
chitecture.    Fig.  2,  is  the  under  side  of  the  modillion. 

The  chief  characteristic  of  Roman  ornament,  is  its  unifoi-m  magnifi- 
cence. As  a  style  it  is  not  original,  but  rather  an  enlargement  or  enrich- 
ment of  the  Greek.  There  is,  furtlier,  this  distinction  between  the  two 
styles,  that  the  most  rarely  used  elements  among  the  Greeks  are  the  most 
ehai"act eristic  of  the  Roman  decorations,  the  scroll  and  the  acanthus.  In- 
deed, every  form  which  will  admit  of  it,  is  habitually  enriched  with  acan- 
thus .clothing  or  foliations.  The  acanthus  of  the  Greeks  is  tlie  naiTow 
prickly  acanthus ;  that  of  the  Roman,  the  soft  acanthus.  For  capitals  the 
Roman  acanthus  is  commonly  composed  of  conventional  clnstei-s  of  olive 
leaves.  The  Greek  scroll  is  seldom  elaborated,  but  the  Roman  is  seldom 
without  acanthus  foliations.  Fig.  3,  represents  a  Roman  acanthus  scroll. 
The  free  introduction  of  monstere  and  animals  is  likewise  a  character- 
istic of  Greek  and  Roman  ornament,  as  the  sphinx,  tlie  triton,  the  grifGn, 
and  others ;  they  occur  however  more  abundantly  in  the  Roman. 
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As  tie  Oliristian  art  succeeded  the  Pagan,  symbols  became  the  founda- 
tion  of  decorations  in  the  Byzantine  and  Romanesque.  The  early  sym- 
bola  were  the  monogram  of  Christ,  the  lily,  the  cross,  the  serpent,  the  fish, 
the  aureole,  or  Tesica  piscis,  and  the  circle  or  nimbus,  the  glory  of 
the  head,  as  the  vesica  is  of  the  whole  body.  These  are  very  important 
elements  in  Christian  decoration,  especially  the  nintbna,  which  is  the  ele- 
ment of  the  trefoil  and  quatrefoil ;  the  first  having  reference  to  the  Trinity, 
the  second  to  the  four  Evangelists,  as  the  testimony  of  Christ,  and  to  the 
Cross,  at  the  extremities  of  which  we  often  find  four  circles,  besides  the 
circle  in  the  centre,  which  signifies  the  Lord.  Occaeionally  the  symbolic 
images  of  the  Evangeliete,  the  angel,  the  Hon,  the  ox,  and  the  eagle,  are 
represented  within  these  circles. 

The  hand  in  the  attitude  of  benediction,  and  the  lily  (the  fleur-de-lis), 
the  emblem  of  the  virgin  and  purity,  are  common  in  Cliristian  decoration. 
This  last  symbol  was  eventually  elaborated  into  the  most  characteristic 
foliage  of  Byzantine  and  Romanesque  art.  Conspicuous  in  their  foliage 
also  is  a  peculiar  formed  leaf,  somewhat  resembling  the  leaf  of  the  ordinary 
thistle.  The  serpent  figures  largely  in  Byzantine  art  as  the  instrument  of 
the  fall,  and  one  type  of  the  redemption. 

As  paganism  disappeared,  their  ornaments,  under  certain  symbolic 
modifications,  were  admitted  into  Christian  decorations.  Thus  the  folia- 
tions of  the  scroll  were  terminated  by  lilies,  or  by  leaves  of  three,  four  and 
five  blades,  the  number  of  blades  being  significant ;  and  in  a  similar  way, 
the  anthemion  and  every  other  ancient  ornament.  In  the  Byzantine  the 
symbolism  is  seldom  or  ever  absent,  however  much  it  may  be  modified  or 
disguised.  An  important  featiu-e,  always  to  be  observed  in  the  Byzantine, 
is  that  all  their  imitations  of  natural  forma  were  invariably  conventional ; 
it  is  the  same  even  with  animals  and  the  human  figure,  every  saint  had  his 
prescribed  colors,  proportions  and  symbols. 

The  Saracenic  was  the  period  of  gorgeous  diapers,  for  their  habit  of 
decorating  the  entire  surfaces  of  their  apartments  was  highly  favorable  to 
the  development  of  this  class  of  design.  The  Alhambra  displays  almost 
endless  specimens,  and  all  are  in  relief  and  enriched  with  gold  and  color, 
chiefly  blue  and  red.  The  religious  cycles  and  symbolic  figures  of  the  By- 
zantine are  excluded.  Mere  curves  and  angles  or  interlacings  were  now 
to  bear  the  chief  burden  of  a  design,  but  distinguished  by  a  variety  of  co- 
lor. The  curves  however  very  naturally  fell  into  standard  forms  and  fioral 
shapes,  and  the  lines  and  angles  were  soon  developed  into  a  verj'  charac- 
teristic species  of  tracery,  or  interlaid  strap  work,  very  agreeably  diversified 
by  the  ornamental  introduction  of  the  inscriptions,  which  last  custom  of 
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elaborating  inscriptions  with  their  designs  was  peeuliarly  Saracenic.  Al- 
though flow.era  were  not  palpably  admitted,  yet  the  great  mass  of  the 
minor  details  of  Saracenic  designs  are  composed  of  flower  forma  disguised, 
the  very  inscriptions  are  sometimes  thus  gi'ouped  as  flowers ;  still  no  ac- 
tual flower  ever  occurs,  as  the  exclusion  of  ail  natural  images  is  funda- 
mental to  the  style  in  its  purity. 

Fig.  3,  is  a  specimen  of  Alhambra  diaper. 

All  the  symbolic  elements  of  the  Byzantine  are  continued  in  the  Gothic. 
Ornamentally,  the  Gothic  is  tlie  geometrical  and  pointed  element  elaborated 
to  the  utmost ;  its  only  peculiarities  are  its  combinations  of  details ;  at  first 
the  conventional  and  geometrical  prevailing,  and  afterwards  these  com- 
bined with  the  elaboration  of  natural  objects  in  its  decoration.  The  By- 
zantines never  did  this,  their  ornaments  are  purely  conventional;  while 
in  the  finest  gothic  specimens,  not  only  the  traditional  conventional  omar 
nients,  but  also  elaborate  imitations  of  natm-al  plants  and  flowers  are  found. 
The  most  striking  feature  of  all  Gothic  work  is  the  wonderful  elaboration 
of  its  geometric  tracery ;  vesicas,  trefoils,  quatrefoils,  cinquefoils,  and  an 
infinity  of  geometiic  varieties  besides.  The  tracery  is  so  paramount  a 
characteristic,  that  the  three  English  varieties,  the  early  English,  the  deco- 
rated, and  the  perpendicular,  and  the  French  flamboyant,  are  distinguished 
almost  exclusively  by  this  feature.     See  Plate  XIY. 

Under  the  head  of  Gothic,  the  Norman  is  often  included,  but  it  is  rather 
a  transition  style  between  the  Komanesque  or  Byzantine,  and  the  Gothic. 
The  ornamental  moulding  used  in  the  decorative  details  of  this  style  are 
numerous,  among  which  the  more  common  is  the  chevron  or  zig-zag,  (fig. 
1,  plate  SVni.,)  simple  as  the  indented,  or  duplicated,  triplicated  or  quad- 
rupled ;  the  billet,  the  prismatic  billet,  the  square  billet,  and  the  alternate 
billet  (fig.  2) ;  the  double  cone,  the  flr  corie ;  the  cable,  fig,  i ;  the  embat- 
tled, fig.  5 ;  the  nail  head,  fig.  6.  In  the  early  English  style  we  find  the 
dog-tooth,  fig  7 ;  a  kind  of  pyramid-shaped  flower  leaves ;  the  ball  flower, 
fig.  8,  and  the  serpentine  vine  scroll,  are  the  most  characteristic  ornamen- 
tal moulduigs  of  the  decorated  style.  The  mouldings  of  the  perpendicu- 
lar are  not  peculiar ;  they  are  less  enriched  than  the  preceding  styles,  and 
the  same  panelling  which  is  found  in  the  windows  is  spread  over  every 
surface  of  tiie  building. 

In  the  early  English  we  have  the  first  development  of  geometrical  tracery, 
flying  buttresses,  crocketed  pinnacles,  columns  clustered,  and  an  extensive 
application  of  foliage  with  the  trefoil  leaf,  as  the  most  characteristic  orna- 
ment ;  sometimes  formed  as  a  clover  leaf,  at  other  times  very  irregularly 
formed. 
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The  early  English  ie  cliaracterized,  besides  its  tracery,  by  the  ogee  and 
the  pinnacled  canopied  receeses  of  its  buttressea  and  other  parts  producing 
a  prominence  of  diagonal  lines.  There  is  aleo  more  copying  of  natiu'e  in 
its  ornamental  details. 

In  tbe  Perpendicular,  the  new  features  are  the  horizontal  line  and  tlie 
panellings,  and  the  substitution  of  perpendicular  for  flowing  tracery. 

The  crocket,  in  its  earliest  form,  was  the  simple  '  arrow  head  of  the 
Episcopal,  pastoral  staff;  subsequently  finished  with  a  trefoil,  and  after- 
wards still  further  enriched.  Pigs.  9  and  10  are  early  Engheh  crockets  ; 
fig.  11  a  decorated  one.  Fig.  12  is  a  finial  of  the  same  style ;  both  finials 
and  crockets  in  detail  display  a  variety  of  forms ;  some  resembling  the 
botanical  productions  of  one  claes,  some  of  another. 

The  Parapets  of  the  early  English  style  are  often  a  simple  horizontal 
course,  supported  by  a  corbel  table,  sometimes  relieved  by  a  series  of  sunk 
blank  trefoil-headed  panels ;  sometimes  a  low  embattled  parapet  crowns 
the  wall.  In  the  decorated  style,  the  horizontal  parapet  is  sometimes 
pierced  with  trefoils,  sometimes  with  wavy  flowing  tracery  {fig.  13).  Gro- 
tesque spouts  or  gargoyles  discharge  the  water  from  the  gutters.  The 
parapets  of  the  perpendicular  style  are  frequently  embattled,  (14)  covered 
with  sunk  or  pierced  panelling,  and  ornamented  with  quatrefoil,  or  small 
trefoil-headed  arches ;  sometimes  not  embattled  but  covered  with  sunk  or 
pierced  quatrefoils  in  circles,  or  with  trefoils  in  triangular  spaces  as  in 
fig.  15. 

Amongst  the  varieties  of  ornamental  work,  the  mode  of  covering  small 
plain  surfaces  with  diapering  (fig.  16),  was  sometimes  used ;  the  design 
being  in  exact  accordance  with  the  architectural  features  and  details  of 
the  style.  The  rose,  fig.  IT,  the  badge  of  the  houses  of  York  and  Lancas- 
ter, is  often  met  with  in  the  perpendicular  style ;  and  tendrils,  leaves  and 
fruit  of  the  vine,  are  carved  in  great  profusion  in  the  hollows  of  rich  cor- 
nice mouldings,  especially  on  screen  work  in  the  interior  of  a  church. 
Fig.  18,  in  its  original  type,  a  Byzantine  ornament,  an  alternate  lily  and 
cross,  is  a  common  finish  to  the  cornice  of  rich  screen  work  in  the  latest 
Gothic,  and  is  known  imder  the  name  of  the  Tudor  flower. 

Figs.  19,  20,21,  are  examples  of  ornamental  crosses  used  as  finials, 
either  for  spires  or  pinnacles. 

The  Ornaments  of  the  Menaissance. — ^The  term  Eenaissance  is  used  in  a 
double  sense ;  in  a  general  sense  implying  the  revival  of  art,  and  specially, 
signifying  a  pecuUar  style  of  ornament.  It  is  also  sometimes,  in  a  very 
confined  sense,  applied  in  reference  to  ornament  to  the  style  of  Benvenuto 
Cellini ;  or,  as  it  is  sometimes  designated,  the  Henry  II.  (of  France)  style. 


„Googlc 


278  ARCHITECTURAL  DRAWING, 

The  mixture  of  Tarious  elements  is  one  of  the  eseetitials  of  this  style. 
These  elements  are  the  classical  ornaments  ;  unnatural  and  natural  flowers 
and  foliage,  the  former  often  of  a  pure  Saracenic  character,  man  and  ani- 
mals, natural  and  grotesque;  cartouches,  or  pierced  and  scrolled  shields,  in 
great  prominence;  tracery  independent,  and  developed  from  the  scrolls  of 
the  cartouches  ;  and  jewel  forms.     Tig.  1,  Plate  XIX. 

The  Elizabethan  is  a  partial  elaboration  of  the  same  style,  the  only 
difference  being  that  wbat  we. now  term  the  Elizabethan  exhibits  a  very 
striking  preponderance  of  strap  and  shield  work,  but  the  earlier  and  pure 
Elizabethan  is  much  nearer  allied  to  the  continental  styles  of  the  time ; 
classical  ornaments  but  rude  in  detail,  occasional  BcroU  and  arabesque 
work,  and  strap  work,  holding  a  much  more  prominent  place  than  the 
pierced  or  scrolled  shields.  Figs.  2  and  3  are  examples  of  the  two 
styles. 

Of  the  earliest  and  transition  styles  of  ^Renaissance  ornament,  are  the 
Tricento  and  the  Quatrecento ;  the  great  features  of  the  first  are  its  intricate 
tracery  and  delicate  scroll  work  of  conventional  foliage,  the  style  being 
but  a  slight  remove  from  the  Byzantine  and  Saracenic.  Of  the  second 
are,  in  addition,  elaborate  natural  imitations  of  fruit,  flowers,  birds  or 
animals  (fig,  4),  all  disposed  simply  with  a  view  to  the  ornamental ;  also 
occasional  cartouches,  or  scrolled  shield  work. 

In  aU  these  styles,  the  evidence  of  their  Byzantine  or  Saracenic  origin 
is  constantly  preserved,  in  the  tracery,  in  the  scroll  work  and  foliage,  and 
in  the  rendering  of  classical  ornaments.  The  Kenaissance  is,  therefore, 
something  more  approximative  to  a  combination  of  previous  styles  than  a 
revival  of  any  in  particular.  Yet  it  is  a  style  that  was  developed  solely 
on  ffisthetic  principles,  from  a  love  of  the  forms  and  harmonies  themselves, 
as  varieties  of  efi'ect  and  arrangements  of  beauty,  not  because  they  had 
any  particular  signification,  or  from  any  superstitious  attachment  to  them 
as  heirlooms. 

Fig.  5  is  an  example  of  ornament  in  the  Cinquecento  style.  The  ara- 
besque scroll  work  is  the  most  prominent  feature  of  the  Oinquecento,  and 
with  this  in  its  elements,  it  combines  every  other  feature  of  classical  art, 
with  the  imlimited  choice  of  natural  and  conventional  imitations  from 
the  entire  animal  and  vegetable  kingdom,  both  arbitrarily  disposed  and 
combined.  Absolute  works  of  art,  such  as  vases  and  implements,  and  in- 
struments of  all  kinds,  are  prominent  elements  of  the  Oinquecento  arar 
besque,  bat  cartouches  and  strap  work  wholly  disappear  from  the  best 
examples.  Another  chief  feature  of  the-  Oinquecento  is  tlie  admirable 
play  of  color  in  its  arabesques  and  scrolls,  and  it  is  worthy  of  note  that 
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the  three  secondary  colore,  orange,  green,  and  purple,  perform  the  chief 
parts  in  all  the  colored  decorations. 

Fig.  6  is  an  example  of  the  Louis  Quatorze  style  of  ornament.  The 
great  medium  of  this  style  was  gilt  stucco  work,  and  this  absence  of  color 
seems  to  have  led  to  its  most  etriking  characteristic,  infinite  play  of  Hght, 
of  shade ;  color,  or  mere  beauty  of  fonn  in  detail,  having  no  part  in  it 
whatever,  Flat  surfaces  are  not  admitted;  all  are  concave  or  convex:  this 
constant  varying  of  the  surface  gives  every  point  of  view  its  high  lights 
and  brilliant  contrasts. 

The  Louis  Quinze  style  differs  from  that  of  Louis  Quatorze  chiefly  in 
its  absence  of  symmetry ;  in  many  of  its  examples  it  is  an  almost  random 
dispersion  of  the  scroll  and  shell,  mixed  only  with  that  peeuhar  crimping 
of  shell  work,  the  coquillage. 

The  omamente  of  which  we  have  thus  given  examples  are,  in  general, 
applied  to  interior  decorations,  to  friezes,  pilasters,  panels,  architraves,  the 
faces  and  soffite  of  arches,  ceilings,  &c.,  to  furniture  and  to  art  manufac- 
tures in  general.  For  exteriors  these  ornaments  are  sparingly  applied ; 
shield  and  scroll  work,  of  the  later  Elizabethan  or  Eenaissance  style,  is 
sometimes  used,  but  very  seldom  tracery. 

Of  common  exterior  ornament,  the  baluster  is  peculiarly  modem,  with 
all  the  refinement  of  a  classic  model.  Balustrades  are  sometimes  of  real 
use  in  building,  and  at  other  times  merely  ornamental.  Such  as  are  in- 
tended for  use,  as  when  they  are  employed  on  steps  or  stairs,  before  win- 
dows, or  to  enclose  terraces  or  other  elevated  places  of  resort,  must  always 
be  nearly  of  the  same  height,  from  three  to  three  and  a  half  feet,  so  that 
a  person  of  ordinary  height  may,  with  ease,  lean  over  them  without  the 
danger  of  falling.  But  those  that  are  principally  designed  for  ornament, 
as  when  they  finish  a  building ;  or  even  for  use  and  ornament,  as  when 
they  fonn  the  railing  over  a  large  bridge,  should  be  proportioned  to  the 
architecture  they  accompany,  and  tlieir  height  ought  never  to  exceed  four- 
fifths  of  the  entablature  on  which  they  are  placed ;  nor  should  it  be  less 
than  two-thirds,  without  counting  the  plinth,  the  height  of  which  must  be 
sufficient  to  leave  the  whole  balustrade  exposed  to  view. 

Figs.  101,  102,  103,  104,  105,  and  106, 
represent  various  figures  of  balusters  and  of  va- 
rious proportions,  suited  to  the  various  orders 
they  may  serve  to  finish.  The  double-bellied 
balusters  (figs.  101  and  102)  are  the  lightest, 
and,  therefore  the  best  adapted  to  windows  ^'^■™'  ^^'-"^  ^""^  ^"^"^ 
or  other  compositionB  of  which   the    parts   are   small   and  tlie   profiles 
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delicate.     The  base  and  rail  may  be  of  the  same  profile  but  not  so  large 
as  for  single-bellied  ones. 

Ill  balustrades,  the  distance  between  two  balus- 
ters should  not  exceed  the  half  of  the  diameter  of 
the  thickest  part  of  the  baluster,  nor  less  than  one- 
third  of  it.  The  pedestals,  if  possible,  should  he  at 
intervals  of  about  nine  balusters,  but  as  the  pedes- 
tals must  be  placed  over  the  centre  of  the  piers,  the 
intervals  must  frequently  contain  more  balusters. 
F^ioe.  Fig.  108.  pjg_  j^Qg  shows  the  arrangement  of  a  baluster 

with  inclined  rails  and  bases. 

When  used  in  interiors,  either  for  decoration  or  use,  the  forms  of  the 
baluster  are  much  varied  and  enriched ;  this  is  especially  observable  in 
constructions  in  iron. 


ELEVATIONS 


Having  thus  given  a  brief  abstract  of  the  characteristics  of  various 
prominent  styles  of  architecture,  we  continue  our  article  on  houses  by 
giving  elevations,  either  suited  to  plans  already  exhibited,  or  to  other 
plans  which  will  be  found  on  the  same  plate  as  the  elevations.  It  must  be 
perceived  that,  in  general,  in  modem  constructions,  pure  ancient  art  is 
seldom  exhibited,  nor  would  it,  in  domestic  architecture,  be  found  suitable, 
the  requirements  and  appliances  being  very  different,  and  he  may  be 
called  an  architect,  who,  conversant  with  ancient  and  modem  practice, 
can  adapt  them  in  unity  and  harmony  to  modem  necessities. 

Plate  XX.  represents  the  front  elevation  of  a  basement  house  with  the 
general  characteristics  of  the  Florentine  style,  uniting  richness  and  gran- 
deur of  effect,  admirably  suited  to  the  locality  and  purpose  for  which  it 
is  designed,  a  first-class  house,  or  even  what  might  be  termed  a  palatial 
residence.  This  building  has  been  constructed  in  Fifth  Avenue,  New 
York,  after  designs  of  T.  Thomas  &  Son,  architects ;  the  specifications  of 
which  will  be  found  in  a  subsequent  chapter. 

English  basement  houses  are  generally  constructed  with  a  rusticated 
basement  as  in  the  preceding  example,  (Plate  XX.)  with  a  balustrade 
marking  the  distinction  between  it  and  the  principal  story.  The  entrance 
is  generally  raised  not  to  exceed  three  steps,  and  seldom  with  a. projecting 
porch ;  the  intention  being  to  make  the  basement  subordinate  to  the  prin- 
cipal story,  the  usual  finish  of  the  door-head  is  similar  to  that  of  the  win- 
dow.   In  general  Enghsh  basement  houses  are  intended  for  narrow  lots ; 
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showing  in  front  but  two  windows  to  the  stories  above  the  basement,  and 
one  basement  window.  Circular  heads  are  almost  invariably  used  for  the 
basement  openings,  and  for  the  windows  ab^jve  either  square  lintels  or 
slightly  arched.  Sometimes  a  species  of  Romanesque  window  of  clus- 
tered openings  is  adopted. 

Plate  XXI.  ia  an  elevation  of  a  house  after  what  is  here  usually  termed 
the  Trench  style  of  architecture.  Its  peculiarities  consist  rather  in  the 
foi-m  of  roof,  its  dormer  window,  than  any  distinctive  feature  in  the  main 
elevation  or  its  ornaments.  This  style  of  house  is  well  adapted  both  for 
city  and  country  residences.  It  is  especially  popular  in  the  neighborhood 
of  Boston. 

"When  the  architect  is  not  controlled  by  the  form  or  size  of  the  lot, 
much  picturesquen^a  may  be  given  by  varieties  of  form  and  irregulariti^ 
of  outline  in  the  construction  of  edifices. 

Plate  XXn.,  XXm.,  XXIY.  and  XXV.  are  elevations  and  plans  of 
country  residences  from  "  Downiiig's  Country  Houses,"  drawn  in  perspec- 
tive, the  principles  of  which  will  be  given  in  a  subsequent  chapter.  They 
may  be  taken  as  beautiful  illustrations  of  modem  constructions. 

Plate  XXn.  are  the  plans  and  elevation  of  a  Farm  House  in  the  Eng- 
lish Eural  Style. 

Plate  XXIII.  is  an  elevation  and  plan  of  a  plain  timber  cottage  villa, 
after  designs  of  Gervase  "Wheeler,  Architect,  of  Philadelphia,  "The 
construction,  though  simple,  is  somewhat  peculiar.  It  is  framed  in  such  a 
manner  that  on  the  exterior  the  construction  shows.  At  the  comers  are 
heavy  posts,  roughly  dressed  and  chamfered,  and  into  them  ai-e  morticed 
horizontal  ties,  immediately  under  the  springing  of  the  roof;  these,  with 
the  posts  and  the  studs  and  the  framing  of  the  roof  showing  externally. 
Intemally  are  nailed  horizontal  braces  at  equal  distances  apart_  stopping 
on  the  posts  and  studs  of  the  frame,  and  across  these  the  furring  and  lath- 
ing cross  diagonally  in  different  directions.  On  these  horizontal  braces, 
the  sheathing  composed  of  plank  placed  in  a  perpendicular  position  is  sup- 
ported and  retained  in  its  place  by  battens,  two  and  a  half  inches  thich, 
and  made  with  a  broad  shoulder.  These  battens  are  pinned  to  the  hori- 
zontal braces,  confining  the  planks,  but  leaving  spaces  for  shrinking  and 
swelling,  thus  preventing  the-  necessity  of  a  single  nail  being  driven 
through  the  planks.  A  representation  is  given  (fig.  lOT)  of  the  batten  B, 
and  the  mode  of  framing. 

Fig.  108  represents  the  usual  form  of  vertical  boarding,  which  is  less 
expensive  than  the  first  illustration,  and,  in  general,  will  be  found  suffi- 
^  secured  for  the  class  of  buildings  to  which  it  is  applied. 
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Plate  XXIT.  is  a  villa  in  what  Hr,  Downing 


ng.iD8. 

Gothic  style,  designed  by  him- 
self. Figs.  109,  110,  111,  and 
112,  represent  some  of  the  de- 
tails on  a  larger  scale. 

Fig.  109  is  an  elevation  of 
the  bay  window  with  a  balco- 
ny over  it,  to  the  scale  of  one- 
quart«r  of  an  inch  to  the  foot. 
Fig.  110,  tlie  verge  hoard  of 
the  email  gable  over  this  bal- 
cony. Fig.  Ill,  part  of  the 
verge  board  of  the  gable  over 
the  porch.  Fig.  112  are  chim- 
ney tope,  such  as  can  be  ob- 
tained of  GanJtirk  clay. 
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Plate  XXV.  is  the  elevation  and  principal  floor  plan  of  a  villa  in  the 
Italian  style,  as  conBtructed  after  plans  of  Mr.  Upjohn.     "  It  is  one  of  the 
most  succeesful  specimens  of  the  Italian  style  in  the 
United  States." 

This  villa  is  huilt  of  brick,  painted  externally 
of  a  light  freestone  color,  and  the  window  dressings, 
string  courses,  cornices,  brackets,  &c.,  are  all  free- 
stone. Figs.  113  and  114  are  the  front  and  side 
elevation  of  the  balcony  window  in  the  front  of  the 
house,  drawn  to  a  scale  of  one-quarter  of  an  inch 
to  a  foot. 

Figs.  115  and  116  are  the  first  and  second  story 
plans,  and  Plate  XXYI.  an  elevation  in  perspec- 
tive of  a  tenant  house,  built  by  the  New  York 
Workingmen's  Home  Association,  after  designs  by 
John  W.  Eitch,  architect. 

The  plans  are  admirably  suited  to  the  purpose 
designed,  a  separate  house  as  it  were  for  each 
tenant ;  suificient  for  the  wants,  and  within  the 
means  of  the  laboring  classes,  especially  adapted 
for  the  population  of  large  cities.  In  its  construc- 
tion it  is  almost  entirely  fire  proof;  the  staircases 
are  of  iron,  the  hall  floors  are  constructed  with  iron 
beams,  brick  arches,  and  blue  flagging ;  the  divid- 
ing floors  and  walls  are  deafened ;  every  alternate 
wall  is  of  brick ;  every  window  has  inside  ehutteiB, 
and  every  room  is  well  ventilated,  having  air  flues 
from  each  to  the  roof. 

In  the  lower  story  are  large  stores,  with  vaults  in  front.  On  the  south 
is  a  spacious  flagged  court  yard,  22  by  188  feet,  which  is  used  by  the  in- 
mates for  washing  and  drying  their  clothes— the  families  on  each  floor 
having  the  exclusive  use  of  it  for  specified  days  of  the  week.  The  yard 
connects  with  the  main  hall,  by  cross  halls,  and  is  shut  off  from  the  streets 
by  high  gates  that  are  kept  closed,  except  fuel  is  brought  to  the  premises, 
when  carta  can  be  driven  to  each  tenant's  cellar,  and  at  once  deposit  their 
loads.  The  cellar  is  divided  into  94  compartments,  that  is,  one  for  each 
tenement,  with  a  lock  and  key  for  each. 

On  the  upper  floor  are  two  large  adjoining  rooms,  measuring  together 
53  by  50  feet,  which  can  be  thrown  into  one,  or  disconnected  at  pleasure. 
They  are  designed  for  lectures,  concerts,  or  moral  and  educational  uses  for 
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the  inmatea  during  the  week,  and  for  Sunday  school  and  religii; 
ances  on  the  Sahbath. 

The  exterior  is  of  brick  with  brown  stone  window-eills,  and  in  its  style 
ia  an  excellent  example  of  the  architectural  effect  that  may  be  produced 
in  our  most  common  materials,  and  in  ^n  unpretending  edifice,  by  break- 
ing up  the  monotony  of  facade  by  even  gliglit  projections,  by  the  clustered 
and  circnlar  heads  of  the  windows,  and  by  an  appropriate  and  varied 
cornice.  This  style  is  becoming  very  popular  and  is  particularly  appli- 
cable to  the  construction  of  mills  and  workshops. 

Store  a/nd  Wwrehousea. — Plate  SXVII.  is  an  elevation  of  a  store  front, 
and  figs.  117  and  118  plans  of  first  story  and  basement. 
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These  plans  may  be  taken  as  a  type  of  the  general  class  of  large  whole- 
sale or  retail  stores  covering  but  one  lot.  In  this  city  there  is  usually 
beneath  the  sidewalks  two  stories,  the  basement  and  sub-cellar.  These 
■are  generally  let  with  the  first  story,  and  the  upper  stories  together  by 
themselves.  TJie  depth  of  the  stores  are  mostly  from  100  to  300  feet,  on 
an  average  about  150  feet.  The  centre  is  lighted  by  a  skyhght  in  the  roof, 
and  by  well-holes,  B,  beneath,  in  the  several  floors.  In  front  of  the  en- 
trance is  a  platform.  A,  which  is  either  an  iron  grating,  or,  when  the  base- 
ment extends  through  into  tlie  front  vaults,  covered  with  patent  vfeult 
lights.  To  protect  the  vaults  from  moisture  the  walls  are  laid  hollow,  and 
the  outside  covered  with  asphalte.  The  hoistway  to  basement  and  sub- 
cellars,  is  by  a  trap  in  the  grating  front  of  the  window,  usually  a  plat- 
form supported  by  chains  at  the  four  comers,  and  raised  vertically,  often 
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by  a  car  sliding  on  an  incline,  if  there  are  outisde  stairs  leading  to  the 
basement.  In  tlie  rear  an  area  of  some  ten  to  fifteen  feet  in  width  is  dug 
out,  and  the  two  lower  stories  show  full.  All  the  rear  windows  are  pro- 
tected by  iron  shutters. 

The  floor  of  the  first  story  is  often  laid  with  a  rising  grade,  of  about 
1  foot  in  100  towards  the  rear,  to  prevent  the  appearance  which  a  long 
level  sometimes  has  of  descending,  and  to  afford  more  light  in  tlie  rear  to 
the  basement.  The  oiBces  are  in  the  rear  on  this  floor.  The  safe  is  some- 
times built  into  the  wall,  or  into  a  projection  from  it,  or  the  safe  is  mova- 
ble ;  or,  what  is  rare  at  present,  a  book  vault  is  made  in  the  front  vault. 
The  front  windows  and  doors  are  mostly  protected  by  revolving  shutters 
rolling  up  lite  a  curtain  in  the  box  lintels  ahove.  Separations  are  made 
between  tenants  occupying  different  floors  by  iron  framed  skylights  over 
the  well-holea. 

C  is  the  entry  way  to  the  second  story,  separated  from  the  store  by  a 
glass  partition  protected  by  a  wrought  iron  screen  or  guard.  Above  thia 
entrance  in  the  second  floor,  is  the  hoistway  for  goods,  generally  about  five 
feet  sc[uare.  The  second  floor  does  not  differ  in  plan  from  the  first,  and 
so  with  the  stories  above,  except  in  some  cases  the  well-holea  are  wider 
in  the  upper  stories.    The  floors  are  all  level. 

The  water  closets  are  mostly  on  the  third  floor,  and  in  the  front  base- 
ment vault.  The  heating  is  either  by  stoves,  hot  air  furnaces,  or  steam. 
The  shelvings,  counters  and  other  furniture  depend,  of  course,  on  the  class 
and  kind  of  business. 

Front  Elevation. — Various  styles  are  adopted,  but  in  one  particular 
there  is  almost  an  uniformity ;  that  is,  the  whole  front  is  supported  on  posts 
of  cast  iron  in  the  first  story,  with  iron  Kntels  and  cornice ;  the  great  ob- 
ject being  to  get  as  much  light  as  possible  in  this  story.  These  posts  are 
sometimes  square  or  rectangular  in  plan,  with  a  small  sunk  panel  on  the 
face,  and  shield-like  omamenta  containing  the  number  of  the  store,  and 
capitals  at  the  top ;  sometimes  a  sort  of  Corinthian  column,  and  some- 
times two  posts,  the  inside  one  circular,  and  the  outside  square.  As  there 
is  but  little  chance  for  ornament,  the  building  seldom  assumes  any  distinc- 
tive expression  till  it  reaches  the  second  story.  The  great  ornament  of 
the  first  story  is  the  plate  glass.  The  elevation  and  plans  represent  the 
usual  form  of  the  wholesale  stores  with  but  three  openings  in  the  first  stoiy 
— one  window  and  two  doors.  In  the  retail  stores  occupying  a  full  lot 
there  are  generally  four  openings,  the  door  to  tlie  first  fioor,  central  between 
two  windows,  and  the  side  door  leading  to  the  second  story ;  but  where 
all  the  stories  are  occupied  by  the  same  trade,  the  side  door  is  usually 
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omitted.  The  door  of  the  retail  store  is  generally  recessed,  with  show 
windows  at  the  sides  to  admit  of  the  greater  display  of  goods.  The  glass 
of  the  windows  are  sometimes  of  one  plate,  as  large  as  8  X 14  feet  even, 
but  more  usually  in  four  squares ;  seldom  more  in  number. 

Above  the  first  story,  the  front  begins  to  assume  an  architectural  ex- 
pression, though  seldom  perhaps  very  significant  of  any  intention  or  de- 
sign for  a  specific  purpose  inside.  The  example  selected  may  be  con- 
sidered a  fair  average  of  the  class.  It  is  to  be  remarked  that  where 
various  businesses  are  to  be  carried  on  in  the  same  building,  and  where 
large  signs  may  be  neces8a;ry  to  designate  them,  there  will  be  but  little 
room,  as  there  will  but  little  necessity,  for  much  ornamental  detail. 

Plate  XXVm.  is  an  elevation  of  a  store  front  as  designed  and  executed 
in  cast  iron  by  D.  D.  Badger  &  Co.  of  this  city.  This  is  the  type  of  a 
class  of  buildings  coming  into  extensive  use,  and  is,  as  far  as  we  can  judge, 
the. handsomest  of  the  class.  The  style  is  Venetian,  and  when  the  front  is 
more  than  fifty  feet  in  width,  the  efiect  is  imposing.  It  is  rather  more  ap- 
propriate for  stores  with  offices  above,  or  for  stores  designed  for  but  one 
purpose,  as  signs  larger  than  could  be  placed  in  the  panels  would  mar  the 
efiect.  Iron  was  first  introduced  for  house  ironts  by  Mr.  Bogardus,  and 
it  has  much  to  recommend  it.  Ornaments  can  be  applied  profusely,  and 
at  the  same  time  cheaply,  and  in  durability  it  exceeds  our  common  free- 
stones. The  chief  objection  at  present  lies  in  this,  that  few  wish  to  go  to 
the  expense  of  new  patterns :  the  result  is  that  the  forms  become  too  ste- 
reotyped, especially  objectionable  when  much  ornament  is  used.  The  color 
which  it  should  be  painted  has  been  a  subject  of  much  discussion;  the 
prevailing  tint  at  present  is  a  sort  of  cream  color,  with  brown  trimmings 
of  the  windows. 

ScJwol  Houses. — ^Plate  XXIX.  contains  a  plan  and  elevation  of  a  dis- 
trict school  house,  with  seats  for  forty-eight  scholars.  There  are  two  en- 
trances, one  for  each  sex,  with  ample  accommodations  of  entry  or  lobby 
room  for  the  hanging  up  of  hats,  bonnets  and  cloaks.  A  side  door  leads 
from  each  entry  into  distinct  yards,  and  an  inside  door  opens  into  the 
school-room.  The  desk,  T,  of  the  teacher,  is  central  between  the  doors, 
on  a  platform,  P,  raised  some  six  or  eight  inches  above  the  floor.  In 
the  rear  of  the  teacher's  desk  is  a  closet  or  small  room,  for  the  use  of 
the  teacher.  The  seats  are  arranged  two  to  each  desk,  with  two  alleys 
of  eighteen  inches,  and  a  central  one  of  two  feet ;  the  passages  around 
the  room  are  three  feet.  The  scale  is  eight  feet  to  the  inch.  The  eleva- 
tion is  in  a  very  plain  Eomanesque  style,  to  be  constructed  of  brick  with 
hollow  walls. 
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On  the  Requirements  of  a  School- Hoxise. — Every  scholar  should  have 
room  enough  to  sit  at  ease,  his  seat  should  be  of  easy  access,  so  that  he 
may  go  to  and  fro,  or  be  approached  by  the  teacher  without  disturbing 
any  one  else.  The  seat  and  desk  should  be  properly  proportioned  to  each 
other  and  to  the  size  of  the  scholar  for  whom  it  is  intended.  The  seats  as 
fiu-nished  by  the  different  makers  of  school  fumitm-e,  vary  from  nine  to 
sixteen  inches  in  height ;  and  the  benches  from  seventeen  to  twenty-eight 
inches ;  measuring  on  the  side  next  the  scholar.  The  average  width  of  the 
desk  is  about  eighteen  inches,  and  ia  formed  with  a  elope  of  from  one  and 
a  half  to  two  and  a  half  inches,  with  a  small  horizontal  piece  of  from  two 
to  three  inches  at  top.  There  is  a  shelf  beneatli  for  books,  but  it  should 
not  come  within  about  three  inches  of  the  front.  The  width  of  the  seat 
varies  from  ten  to  fourteen  inches,  with  a  sloping  back,  like  that  of  a  chair ; 
it  should,  in  fact,  be  a  comfortable  chair.  It  will  be 
observed  that,  in  the  plate,  two  scholars  occupy  one  ]  "  |l— 1 1  p  ["  f-J  R 
bench ;  fig.  119  represents  another  arrangement,  in 
which  each  scholar  has  a  distinct  bench ;  and,  in  f]  h  Q  1 
many  respects  it  is  preferable,  but  is  not  quite  so 
economical  in  room.     In  primary  schools,  desks  are   ■!     L— ,  j     U-.  1     U-,  D 

not  necessary ;    and  in  many  of  the   intermediate    I \     \ \     \ \     U 

schools,  the  seat  of  one  bench  ia  formed  against  the  i — \  i — i  i — i  n 
back  of  the  next  bench  ;  but  distinct  seats  are  pre-  1  U  IJ  U  1 
ferable.     The  teacher's  seat  is  invariably  on  a  raised  rig-iw. 

platform,  and  had  better  be  against  a  dead  wall  than  where  there  are  win- 
dows. The  best  hght  is  undoubtedly  a  skylight,  but  as  this  is  seldom  con- 
venient, the  lights  at  the  side  should  be  high  above  the  floor.  Blackboards 
and  maps  should  be  placed  along  the  walls.  Care  should  be  taken  in  the 
warming  and  ventilation ;  the  room  should  not  be  less  than  ten  feet  high ; 
the  best  method  of  heating  is  by  furnaces  in  the  cellar,  warm  air  should 
be  introduced  in  proportion  to  the  number  of  scholars,  and  ventiducts 
should  be  formed  to  carry  off  the  impure  air. 

In  cities  the  school-houses  are  made  of  a  number  of  stories — the  pri- 
maries being  in  the  lower  stories,  and,  in  some  cases,  play  rooms  also,  and 
the  grammar  schools  occupying  the  whole  floor  above.  In  these  cases  the 
teachers  are  numerous,  and  separate  rooms  are  prepared  for  the  hearing 
of  recitations.  The  style  of  interior  finish  should  always  be  simple ;  in 
the  exterior  various  styles  have  been  adopted.  We  know  of  none  more 
suitable  than  brick  school-houses,  with  Eomaneaque  or  circular  window- 
heads  and  coved  cornices,  as  given  in  the  plate,  or  similar  to  the  Home, 
Plate  XXVI. 
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Zecture  Rooms,  Churches,  Uieatres,  legislative  Halls. — To  the  proper 
construction  of  rooms  or  edifices  adapted  for  these  purposes  Bome  know- 
ledge of  the  general  principles  of  acoustics,  and  their  practical  application, 
is  necessary.  In  the  case  of  lecture  rooms  and  churches,  the  positions  of 
the  speaker  and  the  audience  are  fixed ;  in  theatres,  one  portion  of  the 
enclosed  space  is  devoted  to  numerous  speakers,  and  the  other  to  the 
audience ;  in  legislative  halls,  the  speakers  are  scattered  over  the  greater 
part  of  the  space,  and  also  fonn  the  audience. 

formed  by  a  stone  thrown  into  still  water ;  but  direction  may  be  given  to 
sound,  so  tliat  tlie  transmission  is  not  equally  strong  in  every  direction ; 
thus,  Saunders  found  that  a  person  reading  at  the  centre  of  a  circle  of  one 
hundred  feet  in  diameter,  in  an  open  meadow,  was  heard  most  distinctly 
in  front,  not  as  well  at  the  sides,  but  scarcely  at 
,,- -,_  all  behind.     Fig.   120  shows  the  extreme  dis- 

tance every  way  at  which  the  voice  could  be 
distinctly  heard :  ninety-two  feet  in  front,  seventy- 
five  feet  on  each  side,  and  thirty-one  feet  in  the 
rear.  The  waves  of  sound  are  subject  to  the 
same  laws  as  those  of  light,  the  angles  of  reflec- 
tion are  equal  to  those  of  incidence ;  therefore, 
in  every  enclosed  space,  there  are  reflected  sounds 
more  or  less  distinct,  according  to  the  position  of  the  hearer,  and  to  the  form 
and  condition  of  the  surfaces  against  which  the  waves  of  sound  impinge. 
Thus,  of  all  the  sounds  entering  a  parabolic  sphere,  the  reflected  sounds 
are  collected  at  the  focus.  Solid  bodies  reflect  sound,  but  draperies  absorb 
it.  As,  in  all  rooms,  the  audience  can  never  be  concentrated  at  focal 
points,  nor  is  it  possible  in  any  construction  to  make  calculation  for 
all  positions,  it  is  in  general  best  to  depend  on  nothing  but  the  direct  force 
of  the  voice,  and  not  to  construct  larger  than  can  be  heard  directly  without 
aids  from  reflected  sounds. 

There  is  great  diSerence  in  the  strength  of  voice  of  different  speakers  ; 
the  limits  as  given  in  the  flgure  are  for  ordinary  reading  in  an  open  space. 
In  enclosed  spaces,  owing  to  the  reflected  sounds  or  some  other  cause,  there 
are  certain  pitches  or  keys  peculiar  to  every  room,  and  to  speak  with  ease, 
the  speaker  must  adapt  his  tone  to  those  keys.  The  larger  the  room,  the 
slower  and  more  distinct  should  be  the  articulation. 

It  has  been  observed,  that  the  direction  of  the  sound  influences  the  ex- 
tent to  which  it  may  be  heard.  The  direction  of  the  currents  of  air  through 
which  the  sound  passes  efiects  the  transmission  of  the  sound,  and  this  may 
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be  made  useful  when  tlie  rooms  are  heated  by  hot  air,  by  introducing  the 
air  near  the  speaker,  and  placing  the  ventilators  or  educts  at  the  outside 
of  the  rooms,  and  hy  placing  their  apertures  rather  nearer  the  bottom 
of  the  room  than  at  the  top.  It  would  seem  much  better  and  easier 
to  make  a  current  of  air  a  vehicle  of  sound  rather  than  depend  on  re- 
flection. 

The  best  form  for  a  lecture  room  is  the  semicircle,  or  three-iifthe  of  a 
circle,  fig.  130,  the  speaker  in  the  one  case  at  the  centre,  in  the  other,  at 
the  point  A,  on  a  platform  raised  some  two  or  three  steps  above  the  floor, 
the  audience  being  ranged  in  concentric  seats,  rising  from  the  centre 
outwards.  The  room  should  be  no  higher  than  requisite  for  beauty 
or  for  ventilation.  The  ceiling  should  be  slightly  curved,  not  flat  nor  half 
globe. 

On  the  space  oeciipied  5y  seats  m  general.'— A  convenient  arm-chair  oc- 
cupies about  twenty  inches  square,  the  seat  itself  being  about  eighteen 
inches  in  depth,  and  the  slope  of  the  back  two  inches.  Eighteen  inches 
more  affords  ample  space  for  passage  in  front  of  the  sitter :  this  accommoda- 
tion would  be  ample.  In  the  arrangement  of  seats  at  the  Academy  of  Mu- 
sic the  bottom  turns  up,  and  twenty-nine  inches  only  is  allowed  for  both  seat 
and  passage,  and  eighteen  inches  for  the  width  of  seat,  which  may  be  taken 
as  the  average  allowance  in  width  to  each  sitter  in  comfortable  public 
rooms.  In  lecture  rooms  stalls  are  often  used,  the  space  there  occupied  by 
seat  and  passage  being  about  two  feet  six  -inches.  The  alleys  should 
be  at  the  sides  of  the  room,  with  two  intermediate,  dividing  the  seats 
into  three  equal  benches,  and  not  one  in  the  centre,  except  in  very 
large  rooms,  as  the  space  thus  left  is  the  best  for  hearing  and  seeing  the 


In  the  earlier  churches,  ceremonies  and  rites  formed  a  very  large  part 
of  the  worship,  the  eight  was  rather  appealed  to  than  the  hearing,  and  for 
this  purpose,  churches  were  constructed  of  immense  size,  and  with  all  the 
appliances  of  ornament  and  construction,  with  pillars,  vaults,  groins  and 
ti'aceried  windows.  In  the  churches  of  this  country,  the  gi'eat  controlling 
principle  in  the  construction  of  a  church,  is  its  adaptation  to  the  comfort- 
able hearing  and  seeing  the  preacher.  In  this  view  alone,  the  church  is 
but  a  lecture  room :  but  since  even  the  character  of  the  building  may  tend 
to  devotional  feelings  in  the  audience,  and  since  certain  styles  and  forms 
of  architectiu-e  have  long  been  used  for  church  edifices,  and  seem  particu- 
larly adapted  for  this  purpose,  it  has  been  the  custom  to  follow  these  time- 
honored  examples,  adapting  them  to  the  modem  requirements  of  church 
worship. 
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Fig.  131,  is  a  plan  of  an  ancient  basiKcan   or  Romanesque  church; 
ig.  122,  a  sectional  elevation  of  the  same.     Fig.  123  ie  a  plan  of  a  Gothic 


church  in  whicli  0  is  the  chancel,  usually  at  the  eastern  extremity,  TI  the 
transept,  and  N  the  nave.  In  general  elevation  the  Gothic  and  Roman- 
esque agree  ;  a  high  central  nave  and  low  side  aisles.  In  the  later  Roman- 
esque the  transept  is  also  added. 

The  basilicas  aggregated  within  themselves  all  the  offices  of  the  Rom- 
ish chnrch.  The  circulai'  end  or  apex,  and  the  raised  platform,  or  dais  in 
trout  of  it,  was  appropriated  entirely  to  the  clergy;  beneath  was  the  crypt 
or  confessional  where  were  placed  the  bodies  of  the  saints  and  martyrs, 
and  pulpits  were  placed  in  the  nave,  from  which  the  services  were  said  or 
sung  by  the  inferior  order  of  clergy. 

The  plan,  fig.  123,  is  that  of  the  original  Latin  cross,  the  eastern  limb 
or  chancel  being  the  shorted,  and  the  nave  the  longest.  Sometimes  the 
eastern  limb  was  made  equal  to  that  of  the  transepts,  sometimes  even  lon- 
ger, but  never  to  exceed  that  of  the  nave.  In  the  Greek  cross  all  the 
limbs  are  equal.  In  most  of  the  French  Gothic  churches  the  eastern  end 
is  made  semicircular,  often  enclosed  hy  three  or  more  apsidal  chapels,  that 
is,  semi-cylinders,  surmounted  by  semi-domes. 

The  Byzantine  church  consisted  internally  of  a  large  square  or  rectan- 
gular chamber,  surmounted  in  the  centre  by  a  dome,  resting  upon  massive 
piers ;  an  apse  was  formed  at  the  eastern  end.  Circular  churches  were 
built  in  the  earlier  ages  for  baptisteries,  and  for  the  tombs  of  saints  and  em- 
perors. 

Having  thus  briefly  treated  of  the  general  form  of  ancient  churches, 
we  proceed  now  to  the  consideration  how  far  they  may  be  applied  to 
the  requirements  of  modem  church  services.  The  prime  necessities  are 
those  of  the  lecture  room ;  comfortable,  seats,  convenient  for  hearing  and 
seeing  the  preacher ;  and  proper  provision  for  ventilation.  In  addition,  an 
eligible  position  for  the  choir,  a  small  withdrawing  room  for  the  clergy- 
man, and  a  room  suitable  for  Sunday  Schools  and  for  pari 
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Seats  are  arranged  by  pews  or  stalls,  the  width  of  each  pew  being  in  gen- 
eral about  two  feet  ten  inches.  The  length  of  pews  is  varioue,  being  gen- 
erally of  two  sizes,  adapted  to  either  small  or  large  families,  say  from  seven 
feet  six  inches,  to  eleven  feet  six,  eighteen  inches  being  allowed  for  each  sit- 
ter. In  arrangement  it  is  always  considered  desirable  that  there  should  be  a 
central  aisle,  and  if  but  four  rows  of  pews,  two  aisles  against  the  wall ;  if 
six  rows,  one  row  on  each  side  will  be  wall  pews.  Few  chm'ches  are  now 
withont  an  organ ;  its  dimensions  should  of  course  depend  on  the  size  of 
the  church.  In  form  it  may  be  adapted  somewhat  to  the  place  which  may 
be  appropriated  to  it.  In  general  it  is  oblong  in  form,  the  longer  side  be- 
ing with  the  keys.  The  dimensions  suited  to  a  medium  sized  church  are 
about  nine  feet  by  fifteen,  and  twelve  feet  in  height.  The  withdrawing 
room  for  the  clergyman  may  be  but  of  very  small  dimensions,  and  should 
be  accessible  from  without.  The  Sunday  School,  in  general,  requires  in 
plan  about  half  the  area  of  the  church. 

As  city  residences  differ  from  those  in  the  country,  fi'om  the  same  ne- 
cessities  do  the  city  churches  differ  from  the  rural  ones.  A  very  common 
form  of  city  church  is,  in  plan,  that  of  the  Latin  cross,  with  extremely 
short  transepts  and  chancels ;  sometimes  the  roof  is  supported  by  pillars, 
with  imitated  vaults  in  plaster,  but  often  with  a  double  pitch  roof,  and 
open  timber  finish  in  the  inside.  The  organ  loft  is  sometimes  in  one  of 
the  transepts,  sometimes  at  the  back  of  the  congregation  over  the  door  of 
entrance. 

A  sort  of  basilican  church  is  also  very  common :  rectangular  in  form 
with  a  smaU  semicircular  niche  behind  the  preacher,  and  small  withdraw- 
ing rooms  or  vestries  at  each  side  of  it,  Tlie  ceilings  are  finished  after  the 
Greek  style,  with  sunk  panels,  sometimes  coved,  with  pilasters  but  seldom 
pillars,  except  short  ones,  to  support  the  galleries  which  are  adopted  in 
this  style  of  buildings,  but  not  so  commonly  in  the  Gothic.  The  rooms  for 
Sunday  Schools  are  almost  invariably  in  the  basement  of  the  city  churches. 

The  basilican  form  is  evidently  the  most  economical  in  its  occupation 
of  land ;  if  the  church  be  situated  at  the  comer  of  two  streets,  it  can  cover 
the  whole  lot,  one  side,  or  a  portion  of  one  side  being  left  blank  of  win- 
dows. If  an  elevation  similar  to  fig.  122  be  adopted,  the  light  can  be  ta- 
ken in  at  clere-story  windows.  But  this  form  is  objectionable  as  requiring 
pillars  in  constmetion,  which,  unless  made  of  iron,  and  of  small  size,  very 
much  interfere  with  sight  and  hearing. 

The  position  of  our  city  churches  is  usually  as  we  have  said  at  the  cor- 
ner of  streets,  but  if  they  can  be  placed  so  far  in  the  centre  of  a  lot  as  to 
receive  the  light  from  the  back  areas,  the  position  is  preferable  as  removed 
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from  the  noise  of  passing  vehicles.  In  that  case  the  chui-ch  proper  is  ap- 
proached hy  a  long  aisle,  above  which  may  he  tlie  room  for  the  Sunday 
School.  This  room  should  be  fitted  with  water-closets,  in  fact  they  would 
be  often  of  great  convenience  connected  with  all  churches. 

In  elevation,  city  churches  are  Greek  vrith  porticoes  in  front,  Koman- 
eeiine  and  Gothic,  occasionally  Byzantine.  The  Greek  have  no  tower  but 
often  a  spire  above  the  portico ;  the  Romanesque  and  Gothic  generally  one 
tower,  over  the  central  door  of  entrance,  or  at  one  corner ;  Bometimes  two, 
one  at  each  side  of  the  principal  door,  almost  invariably  siu'monnted  by 
spires,  high  and  tapering,  usually  of  wood,  but  in  some  instances  of  stone. 
Plate  XSX.  is  an  elevation  in  perspective  of  a  chui'ch  in  the  lioman- 
esque  style,  colored  to  represent  the  materials  of  which  it  is  composed, 
viz :  brick  with  mouldings  of  freestone,  Plate  XXXI.  is  an  elevation  of  a 
church  in  the  English  Decorated  Gothic  style.  The  tower  as  we  have  stat- 
ed before  was  not  attached  to  the  earlier  Roman  ehm'ches,  but  were  gen- 
erally separate  campaniles  or  watchtowers.  According  to  the  require- 
ments of  modem  architecture,  whatever  be  the  style,  they  are  usually 
placed  at  the  exti'emity  near  the  main  entrance,  either  centrally  or  at  the 
sides,  or  with  two  towers,  one  at  each  side.  It  will  be  observed  in  the 
Gothic  that  tlaere  is  a  side  entrance  with  its  appropriate  gable ;  in  a  simi- 
lar way,  small  edifices  may  be  attached  to  the  main  one,  for  necessary 
offices,  pareonages,  or  Simday  schools,  adding  much  to  the  picttu'esque 
efiect,  and  particulaiiy  appropriate  to  countiy  churches. 

With  regard  to  the  windows  of  churches,  it  is  the  custom,  in  Episcopal 
churches,  to  place  the  chancel  at  the  eastern  end,  and  very  often  to  make 
a  large  window  at  tliis  extremity.  This  is  very  objectionable,  as  the  light 
falls  du'ectly  in  the  eyes  of  the  congregation ;  if  a  window  is  indispensa- 
ble at  this  end,  it  is  better  that  it  sliould  be  a  side  or  top  opening,  to  give 
light  to  tlie  clergyman,  whenever  he  is  placed  witliin  the  recess — a  very 
beautiful  effect  is  produced  by  skylight  in  the  apse  of  the  Romanesque 
church,  which,  being  high  above  the  congi'egation,  does  not  interfere  with 
them,  and  affords  the  best  light  to  lead  the  services.  Thelight  in  churches 
should  not  he  garish,  but  well  diffused,  which  will  be  best  effected  by 
light  by  windows  placed  as  high  up  as  possible.  A  single  north  window, 
in  many  small  churches,  would  be  sufficient  for  all  purposes,  would  not 
injure  tlie  eyes  of  the  congregation  by  cross  lights,  and  were  the  walls 
painted  in  fresco  or  distemper,  would  add  very  much  to  the  effect.  Were 
suitable  means  provided  for  ventilation  no  other  windows  would  be  neces- 
sary. In  some  city  churches  the  light  in  tlie  daytime  is  taken  entirely 
from  skylights,  and  gas  burners  being  placed  in  tlie  roof  of  the  church. 
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the  roof  of  the  church,  and  reflected  below  throngh  the  same  apertures  in 
the  ceiling. 

Theatre. — The  requirements  of  theatres  and  opera  houses,  differ  essen- 
tially from  those  of  lecture  rooms  and  churches,  in  that  the  audience 
theinselvee  form  an  important  part  of  the  exhibition.  It  is  not  only  ne- 
cessary that  the  audience  should  have  a  good  position  for  hearing  and  see- 
ing the  performance  upon  the  stage,  but  also  to  eee  each  other.  The  most 
approved  forai,  now,  for  the  body  of  the  house,  is  a  circular  plan,  the 
opening  for  the  stage  occupying  from  one-fourth  to  one-iifth  of  the  circum- 
ference, the  sides  of  the  proscenium  being  short  tangents.  The  circular 
form  is  well  adapted  for  both  hearing  ,and  seeing,  and  also  for  lighting. 

In  the  general  position  of  the  stage,  proscenium,  orchestra,  orchestra 
seats,  parquette,  and  boxes,  but  one  plan  is  followed.  We  proceed  to  give 
briefiy  the  usual  arrangements  of  seats,  and  some  other  requirements,  and  a 
small  table  of  the  proportions  of  different  houses.  The  line  of  the  front  of 
the  stage,  at  the  foot  lights,  is  generally  slightly  curved,  mth  a  sweep,  say, 
equal  to  the  depth  of  the  stage,  and  the  orchestra  and  parquette  seats  are 
arranged  in  circles  concentric  with  it :  of  the  space  occupied  by  seats  we  have 
already  spoken.  The  entrance  to  the  parquette  may  be  through  the  boxes, 
near  tlie  proscenium,  and  often  centrally,  but  better  at  the  sides,  dividing  the 
boxes  into  three  equal  benches ;  the  seats  in  the  boxes  are  usually  concentric 
with  the  walls,  and  more  roomy  than  those  of  the  parquette.  The  orches- 
tra seats  are  of  a  height  to  bring  the  shoulders  of  the  sitter  level  with  the 
floor  of  the  stage,  and  the  floor  of  the  parquette  rises  to  the  outside,  1  in 
15  to  18.  The  floor  of  the  fii-st  row  of  boxes  is  some  2  to  3  feet  above  the 
floor  of  the  parquette  at  the  front  centre,  and  rises  by  steps  at  each  row, 
some  4  inche's  ;  in  the  next  tier  of  boxes  the  steps  are  considerably  more 
in  height,  and  so  on  in  the  boxes  above.  In  general,  three  rows  of  boxes 
are  all  that  is  necessary  ;  in  front,  above  the  second,  the  view  of  the  stage 
is  almost  a  bird's  eye  view.  The  floor  of  the  stage  descends  to  the  font- 
lights  at  the  rate  of  about  1  in  50.  In  large  theatres  it  is  of  the  utmost 
importance  that  all  the  lobbies  or  entries  should  be  spacious,  and  the 
means  of  exit  numerous  and  ample.  The  staircases  broad,  in  short  flights 
and  square  landings,  and  not  circular,  as,  in  ease  of  fright,  the  pressure  of 
persons  behind  may  precipitate  those  in  front  the  whole  length  of  the 
flight.  Ladies'  drawing  rooms  should  be  placed  convenient  to  the  lobbies, 
of  a  size  adapted  to  that/  of  the  theatre,  arranged  with  water  closets ; 
there  should  also  be  provided  rooms  for  the  reception  of  gentlemen's  canes 
and  umbrellas,  with  water  closets  attached.  The  box-office  should  be,  of 
course,  near  the  entrance,  but  so  arranged  as  to  interfere  as  little  as  possi- 
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ble  with  the  approach  to  the  doors  of  the  houee.  At  the  entrance  there 
should  he  a  very  spacious  lobhj,  or  hall,  bo  that  tlie  audience  may  wait 
sheltered  against  the  weather ;  if  possible,  there  should  be  a  long  portico 
over  the  sidewalk,  to  cover  the  approach  to  the  carriages.  But  single  en- 
trmices  are  neceesary  to  distinct  parts  of  the  house,  but  the  greater  the 
number  of,  and  the  mpre  ample  places  for  exit,  at  the  conclusion  of  the 
piece,  the  better. 
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Academy  of  Music,  Sew  York, 

Burton's  (New), 

Opera  House,  Philadelphia, 

Although  much  has  been  written  about  the  construction  of  legislative 
halls,  in  relation  to  acoustic  principles,  there  yet  seems  to  be  great  disa- 
greement in  practical  examples,  and  in  the  deductions  of  scientific  men. 
The  Chamber  of  French  Deputies  was  constructed  after  a  report  of  most 
celebrated  architects,  in  a  semicircular  form,  surmounted  by  a  fiat  dome, 
"hut  as  the  member  invariably  addresses  the  house  from  the  tribune,  at  the 
centre,  in  its  requirements  it  is  but  a  lecture  room.  Mr.  Mills,  Architect, 
of  Philadelphia,  recommends  for  legislative  or  forensic  debate,  a  room  cir- 
cular in  ita  plan,  with  a  very  slightly  concave  ceiling.  Dr.  Eeid,  on  the 
contrary,  in  reference  to  the  Houses  of  Parliament,  gave  preference  to  the 
sqnare  form,  with  a  low,  arched  ceiling.  The  Hall  of  Kepresentatives  nearly 
completed  at  Washington,  is  139  feet  long,  by  93  feet  wide,  and  about  36 
feet  high,  with  a  spacious  retiring  gallery  on  three  sides,  and  a  reporter's 
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gallery  behind  the  Speaker's  chair.  The  members'  desks  are_ arranged  in  a 
semicireular  form.  The  ceiling  is  flat,  with  deep  sunk  panels,  openings  for 
ventilation,  and  glazed  apertures  for  the  admission  of  light.  The  ventila? 
tion  ie  intended,  in  a  measure,  to  assist  the  phonetic  capacity  of  the  Hall, 
theair  being  forced  in  at  the  ceiling  and  drawn  out  at  the  bottom. 

In  reviewing  the  general  principles  of  acoustics,  it  will  be  found  that 
those  rooms  are  the  best  for  hearing  in  which  the  sound  arrives  directly  to 
the  ear,  without  reflection ;  that  the  sides  of  the  room  should  not  be  re- 
flectors, not  sounding  boards,  and  that  surfaces  absorbing  sound  are  less 
injurious  than  those  that  reflect.  Slight  projections,  such  as  ornaments  of 
the  cornices  and  shallow  pilasters,  tend  to  destroy  sound,  but  deep  alcoves 
and  recessed  rooms  produce  echoes.  Let  the  ceiling  be  as  low  as  possible, 
and  slightly  arcbed  or  domed;  all  large  external  openings  should  be 
closed ;  as  M,  Meynedier  expresses  it,  in  his  description  of  an  opera  house, 
"  Let  the  hall  devour  the  sound ;  as  it  is  bom  there,  let  it  die  there." 

Crystal  Palaces. — Plate  XXXIL  represents  a  perspective  view  of  the 
interior  of  the  .New  York  Crystal  Palace,  flgs.  125,  126  a  half  plan  of  the 
ground  floor  and  of  the  galleries.  This  building  originated  from  that  of 
London,  of  which  some  of  the  details  of  construction  have  been  already 
given.  These  buildings  are  composed  wholly  of  iron,  c^lass  and  wood,  but 
no  large  pieces  of  either  material  are  used ;  in  this  consists  their  great  pecu- 
liarity. Stiffness  and  tenacity  of  material  are  applied  rather  than  mass,  to 
counteract  incidental  strains ;  and,  on  this  account,  they  ai-e  not  as  suitable 
as  walls  of  brick  and  stone  for  permanent  structures,  nor  are  they  as  cheap  ; 
and  in  this  respect,  an  improvement  has  been  made  in  the  French  exhi- 
bition building ;  but  for  a  sti:ucture  easily  moved  and  put  together,  as  it  was 
intended,  and  for  green  or  hot-bouses,  it  seems  especially  adapted ;  and  as 
a  practical  example  of  the  application  of  iron,  and  an  economical  applica^ 
tion,  it  has  been  of  great  importance. 

Before  concluding  the  article  on  architectural  drawing  it  may  be  ap- 
propriate to  speak  briefly  of  materials  as  applied  in  the  exteriors  of  edifi- 
ces. Sufficient  has  already  been  said  of  their  strength,  we  now  refer 
merely  to  their  fltness  to  architectural  ornament. 

Brick  in  cities  is  by  far  the  most  common  of  all  materials,  nor  do  we 
know  of  any  more  suited  to  workshops  and  factories,  for  appropriateness, 
economy,  and  durability  (when  hard  burned),  nor  do  we  know  of  any  style 
of  architecture  more  fitted  to  the  material  than  the  Komanesque,  as  in 
Plate  XXVI.  Stone  in  the  rough  or  rubble  walls,  laid  in  cement  or  mortar, 
are  otten  used  for  tliese  stmctures,  but  in  that  case  the  lintels  should  be 
square,  alid  ii  possible  of  a  different  shade  of  stone. 
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For  city  residences,  and  storee,  the  exteriors  are  composed  of  all  sorts 
of  building  materials,  with  the  exception  of  wood,  from  its  insecurity  in 
case  of  fire  ;  brick,  with  marble,  freestone,  iron  or  terra  cotta  lintels  and 
sills  for  openings,  red  brick  and  straw-colored  bricks,  brick  on  rusticated 
basements,  and  sometimes  brick  in  alternate  stripes  with  marbles;  free- 
stone in  a  great  variety  of  shades,  mostly  of  a  reddish  brown,  often  fawn 
and  drab ;  marbles  white  and  veined ;  native  and  foreign  granite ;  and  iron, 
tlie  use  of  which  in  fronts  is  the  invention  of  our  age,  and  is  destined  to 
modify  our  style  of  architecture. 

All  materials  are  suited  for  country  residences  except  iron ;  stone 
houses  may  be  kept  in  their  native  color,  but  brick  or  wood  should  be 
painted.  We  extract  from  Downing  the  following  on  the  color  of  country 
houses.  "  We  think  all  buildings  in  the  country  should  be  of  those  soft 
quiet  shades  called  neutral  tints,  such  as  fawn,  drab,  gray,  brown,  etc.,  and 
that  all  positive  colors,  such  as  white,  yellow,  red,  blue  and  black  should 
always  be  avoided ;  neutral  tints  hai-monizing  best  with  nature  and,  posi- 
tive colors  most  discordant. 

In  tlie  second  place,  we  would  adapt  the  shade  of  color  as  far  as  possible, 
to  the  expression,  style  or  character  of  the  house  itself  A  large  mansion 
may  receive  a  somewhat  sober,  dignified  hue ;  a  house  of  moderate  size,  a 
lighter  and  more  pleasant  tone ;  small  cottages  should  always  have  a  cheer- 
ful, lively  tint,  not  much  removed  from  white.  Country  houses  thickly 
Burroimded  by  trees,  should  always  be  of  a  lighter  shade  than  those  stand- 
ing exposed.  In  proportion  as  a  house  is  exposed  to  view,  let  its  hue  be 
darker;  and  where  it  is  much  concealed  by  foliage,  a  very  light  shade  of 
color  is  to  be  preferred. 

"  A  species  of  monotony  is  produced  by  using  the  same  neutral  tint 
for  every  part  of  the  exterior  of  a  country  house.  A  certain  sprightliness 
is  bestowed  on  a  building  in  neutral  tint  by  painting  the  bolder  projecting 
features  of  a  different  shade.  The  simplest  practical  rule  that  we  can  sug- 
gest for  effecting  this  in  the  most  satisfactory  manner,  is  the  following :  if 
the  tint  selected  for  the  body  of  the  house  be  a  light  one,  let  tlie  facings 
of  the  windows,  cornices,  etc.,  be  painted  several  shades  darker  of  the 
same  color.  The  blinds  may  either  be  a  still  darker  shade  than  the  fa- 
cings, or  else  the  darkest  green.  K  on  the  other  hand,  the  tint  chosen  is 
a  dark  one,  then  let  the  window  dressings,  etc.,  be  painted  of  a  much 
lighter  shade  of  the  same  color." 

Thus  far  Mr.  Downing.  Most  persons  must  be  struck  with  the  justness 
of  his  remarks  in  general,  but  all  are  not  prepared  entirely  to  ignore  white 
as  a  color  for  country  houses.     We  have  always  fancied  in  contemplating 
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an  extensive  landscape  tliat  jottings  of  white  enlivened  the  scene,  and 
prefer  a  whitewashed  cottage,  carrying  an  air  of  cleanliness,  to  the  least 
admixture  of  neutral  tint :  neither  seems  it  high  art  to  harmonize  always 
with  nature,  it  often  makes  a  very  flat  picture. 

However  we  build,  or  whatever  built  of,  let  the  building  express  the 
purpose,  and  let  the  material  be  siiited  to  it.  Let  those  which  are  intend- 
ed for  time  be  of  lasting  materials,  but  those  that  are  temporary,  be  of 
that  most  convenient ;  let  not  one  imitate  the  other. 

YeniUaiion  and  Warming. — To  the  proper  construction  of  all  edifices 
some  knowledge  of  the  principles  of  ventilation  and  warming  are  neces- 
sary, as  the  arrangements  for  this  purpose  are  to  be  made  in  planning  the 
building.  Air  is  deteriorated  in  apartments  by  the  respiration  and  perspi- 
ration of  people,  and  by  combustion  in  heating  and  lighting.  At  least  3 
cubic  feet  per  minute  of  fresh  air  should  be  supplied  for  each  person  occu- 
pying the  room,  this  quantity  being  deteriorated  by  respiration  and  per- 
spiration. As  to  combustion,  1  pound  of  carbon  or  charcoal,  in  burning, 
consumes  3.6  pounds  of  oxygen,  which  is  that  contained  in  between  13 
and  14  pounds  of  atmospheric  air ;  and  1  pound  of  hydrogen,  consumes  8 
pounds  of  oxygen,  which  is  that  contained -in  about  40  pounds  of  atmos- 
pheric air.  !N"ow  tallow,  wax  and  oil  contain  upon  the  average  from  77  to 
80  per  cent  of  carbon,  and  from  11  to  14  per  cent,  of  hydrogen :  the  per 
centage  of  carbon  in  anthracite  and  bituminous  coal  is  more  various,  but  the 
same  calculations  may  be  used.  100  cubic  feet  of  air  weighs  about  7 
pounds,  so  from  the  above  data  the  approximate  consumption  of  oxygen 
by  any  given  quantity  of  the  above  combustibles,  is  easily  calculated. 
The  combustion  of  coal  gas  generally  spoils  thrice  its  bulk  of  oxygen,  or, 
fifteen  times  that  of  air. 

The  methods  of  wanning  most  generally  practised  in  this  country 
are  by  hot  air  furnaces  ;  in  which  coal  is  consumed,  in  furnaces  inclosed 
within  a  brick  chamber  into  which  the  fresh  air  is  introduced  from  out  of 
doors,  heated,  and  conveyed  usually  by  tin  conductors  to  the  various 
rooms  of  the  building.  In  this  case  it  will  not  of  course  be  necessary  to 
find  how  much  air  is  required  for  the  combustion  of  the  fuel,  as  the  air 
for  this  purpose  is  introduced  from  the  cellar :  it  is  only  requisite  to  deter- 
mine how  much  may  be  deteriorated  by  persons  occupying  the  rooms,  and 
how  much  by  the  lighting.  Having  determined  this  quantity,  we  make 
provision  for  introducing  the  amount  through  a  cold  air  box  to  the  hot  air 
chamber  of  the  furnace.  The  velocity  of  the  current  in  this  box,  to  deter- 
mine the  size  of  the  box,  we  call  4  feet  per  second.  Tliis  box  is  provid- 
ed with  a  slide  valve,  to  regulate  the  amount  of  air  furnished ;  in  extremely 
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cold  M^eather  the  air  tnay  pass  too  rapidly  through  the  chamber  without 
hecomiDg  sufficiently  heated.  The  size  of  the  conductors  is  less  in  propor- 
tionate area  than  that  of  the  air  box,  usually  not  more  than  half,  depend- 
ing somewhat  on  the  vertical  length  of  the  conductor.  The  higher  the 
condu6tor  the  Btronger  the  current,  and  the  less  the  necessary  area.  All 
hot  air  flues  should  he  removed  at  least  two  inches  from  wood  wort.  Hav- 
ing provided  moans  for  tlie  introduction  of  air,  it  is  necessary  also  to  pro- 
vide means  of  egress.  In  general  the  cracks  of  doors  and  windows  provide 
some  little  outlet,  but  hardly  adequate  to  the  I'equirements  of  public 
rooms.  There  should  be  ventilating  flues,  somewhat  larger  than  the  hot 
air  flues.  It  is  the  general  practice  to  introduce  the  hot  air  into  the  room 
at  or  near  the  bottom,  and  there  is  considerable  disagreement  where  the 
openings  of  the  ventilators  should  be,  whether  at  top  and  bottom,  or  top 
only  or  bottom  only.  In  the  English  Houses  ot  Parliament,  the  hot  air  is 
introduced  at  the  floor,  and  the  ventilating  flues  are  in  the  ceiling ;  in  our 
House  of  Eepresentatives  exactly  the  opposite  course  is  to  be  pursued,  the 
hot  air  is  forced  in  by  a  fan  into  the  top  of  the  room,  and  taken  out  at 
the  bottom ;  probably  as  long  as  suffteient  air  can  be  got  into  and  foul  air 
out  of  the  room,  it  matters  little  whether  it  is  introduced  at  top  or  bot- 
tom. It  is  evident  that  in  common  rooms,  when  the  current  is  not  influ- 
enced by  the  ventilating  arrangement,  jJie  nitrogen  of  the  vitiated  air 
rises  to  the  ceiling,  whilst  the  carbonic  acid  falls  to  the  bottom,  and  as  Uie 
former  is  more  in  quantity,  the  uppermost  stratum  of  air  is  the  foulest ;  and 
in  our  view,  if  the  foul  air  be  drawn  off  at  a  height  but  little  above  the 
height  of  the  persons  in  the  room,  it  would  seem  sufficient  for  ventila- 
tion, and  if  the  fresh  air  be  introduced  into  one  side  of  the  room,  and  the 
foul  air  taken  out  at  this  height  on  the  other,  there  would  be  a  warm  cur- 
rent of  air  circulating  at  the  height  most  effectual  for  wanning  the  occu- 
pants of  the  room. 

AH  ventilating  flues  should  be  provided  with  valves  or  regulators ;  thus 
when  it  is  not  necessary  to  change  the  air,  by  retaining  it  the  heat  is  retained, 
and  if  the  cold  air  from  the  room  can  be  supplied  to  the  air  chamber  of 
the  furnace  so  as  to  establish  a  current,  the  heat  will  be  much  economized. 
The  previous  remarks  on  ventilation  belong  more  appropriately  to  the 
heating  and  ventilating  of  public  edifices,  and  rooms  occupied  by  numbers 
of  people ;  in  private  houses,  in  general,  there  are  but  few,  and  the  amount 
of  air  deteriorated  but  small,  and  if  heated  with  open  fire-places  and 
grates,  the  cracks  of  the  doors  and  windows  supply  plenty  of  air  for  venti- 
lation ;  but  tlie  objection  to  this  are  the  draughts  of  cold  air.  Tlie  most 
perfect  way  for  heating  private  houses  ia  by  a  small  furnace  or  hall  stove. 
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taking  a  supply  of  fresh  air  from  outside  and  warming  the  halls,  and  open 
fires  in  the  occupied  rooms.  In  a  sanitary  point  of  view  no  arrangement 
of  ventilation  and  warming  can  supply  the  place  of  a  radiant  fire ;  hut  in 
view  of  the  inconvenience  of  numerous  fires,  the  next  best  thing  is  heat- 
ing by  low  steam,  or  hy  hot  water  pipes,  a  coil  heing  placed  in  air  cham- 
bers in  the  cellar,  with  a  fresh  air  supply,  and  coils  in  all  the  necessary 
rooms.  No  room  in  a  house  should  be  without  a  flue,  or  movable  fan- 
lights over  the  door  for  ventilation,  and  if  an  air  tube  can  be  carried  into 
a  flue  wliich  is  always  heated,  a  current  is  secured.  Steam  is  now  used 
extensively  to  heat  factories  and  workshops,  and  is  decidedly  the  most 
cleanly.  The  general  an-angement  is  in  rows  of  |  or  1  inch  pipe  against 
the  walls  of  the  room ;  one  foot  in  length  of  |  inch  pipe  being  the  length 
considered  adequate  to  heat  fifty  cubic  feet  of  space.  If  there  are  many 
windows  in  the  room,  as  they  are  very  cooling  surfaces,  and  also  very  sel- 
dom tight,  more  length  of  pipe  should  be  allowed.  Steam  is  used  at  va- 
rious pressures,  but  low  or  exhaust  steam  is  preferable,  as  the  pleasantest 
to  the  occupant,  being  in  this  respect  hke  hot  water.  The  desideratum 
in  all  wanning  apparatus  is  to  heat  with  a  surface  not  exceeding  the  heat 
of  boiling  water.  The  objection  to  water  lies  in  its  expense,  and  the  dan- 
ger if  not  kept  constantly  at  work  in  the  winter  of  freezing.  It  is  not 
therefore  adapted  to  places  which  are  to  be  heated  intennitingly. 

YenUlators. — Although  flues  may  be  made  for  ventilation,  stil!  it  is 
not  always  certain  that  there  will  be  an  ascending  current ;  often  chimneys 
draw  but  poorly.  In  public  buildings  an  artificial  draught  is  created  by  a 
fire  or  by  a  fan,  as  has  been  done  in  the  English  House  of  Parliament. 
The  usual  expedient  in  this  country,  is  by  some  of  the  common  cowls  for 
smoky  chimneys,  but  the  best  appears  to  be  Emerson's  Ventilator. 

Much  has  been  written  on  the  subject  of  ventilation  and  warming,  and 
many  expedients,  undoubtedly  adequate  in  themselves,  have  failed,  from 
the  carelessness  of  servants  and  from  want  of  attention.  The  grand  requi- 
site seems  to  be,  something  that  will  be  sure,  and  will  not  get  out  of  order. 
It  is  now  but  a  half  a  century  since  gas  was  introduced  for  lighting ;  it  has 
now  been  applied  for  cooking  and  warming,  but  not  to  a  large  extent  eco- 
nomically ;  whether  it  may  be  brought  into  general  use  for  this  purpose 
is  a  problem  yet  to  be  solved ;  but  steam,  as  now  applied  in  most  New 
England  factories,  from  a  central  set  of  boilers,  could  easily  be  applied  to 
the  wai'ming  and  ventilation  of  many  houses,  and  for  many  culinary  pur- 
poses, from  one  set  of  boilers ;  and  with  gas  would  supply  all  require- 
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SPECIFICATIONS. 


The  following  blank  Specifications  for  Mason's  and  Carpenter's  work 
are  intended  as  illustrations  of  the  usual  forms  of  such  papers. 


Specification  for  Mason  work.     To  be  performed  in  building,  erecting 
and  finishing  a  Dwelling  House ;  to  be  situated  on  ,  l^etween  , 

for  Agreeably  to  drawings  made  and  prepared  by  ,  Archi- 

tects. 

Date. 

Site  of  Building. — 

MeeoBaUon. — Dig  out  and  cart  away  all  the  ground  (that  may  be  neoeBsarj),  for  Basement, 
Cellar,  Areas,  Drains,  Cesspools,  and  footings  for  foundations,  and  cart  away  all 
the  snperfluons  rubbish  that  may  be  made  daring  the  progress  and  at  the  comple- 
tion of  the  building. 

Material)  a/nd  Worhnuinahip. — AH  the  several  materials  nged  in  or  about  this  BuUding, 
are  to  be  of  the  very  best  quality,  and  all  tie  work  to  be  done  in  the  beat  and  most 
workmanlike  and  substantial  manner,  under  the  direction  and  to  the  satisfaction  of 
the  arehite<,t>i 

II.    in. 

Se!srASc/"&t<WM«— Under  Cellar, -, 

Basement, All  to  be  in  the  clear  between  floors  and 

First  Story,     |    ceilings  when  finished. 

Stflrj', J 

The  roof  to  pitch 

Base  Courtes. — All  the  base  courees  to  bo  of  the  best  ....  stones,  and  to  be  ....  wide  xo 
all  the  walls  and  piers  throughout,  and  all  to  be  . , . .  thick,  Ifdd  close  and  solid, 
and  of  parallel  thickness. 

Blue  Stone  Walls. — Build  up  all  tie  atone  walls  agreeably  to  the  drawings  and  figures 
thereon,  with  the  best  quality  of  ....  stones  (in  cement),  properly  hammered  aqnare 
and  straight,  laid  close  and  level,  well  bonded  and  flushed  in. 

The  face  of  all  the  stone  walla  that  are  in  sight,  are  to  be  neatly  pointed. 
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All  the  stone  walls  that  come  in  contact  with  the  ground,  are  to  be  properly 
coated  on  the  outside  with  Hydraulic  Cement. 

Conci'ele. — The  whole  of  the  cellar  is  to  be  concreted  with  broken  stones  and  HydrauUe 
lime  laid  ....  thick  in  the  very  hcst  manner. 

{hal  8Kde. — Baild  a  coal  slide,  as  per  plan,  and  cover  the  same,  both  top  and  bottom,  with 
flag  stones,  well  laid  and  bedded  in  cement,  and  to  a  proper  grade. 

Brick  Work. — ^Build  np  all  the  brick  walls  agreeably  to  the  drawings  and  figures  thereon. 

The  chimney  of  brests  Are  places  in  Kitchen  and  Lanndry,  and  chimney  stacks 
above  roof,  and  all  the  rear  front,  are  to  he  faced  with  the  best  quality  of  .... 
pressed  bricks  of  uniform  deep  red  color.  All  laid  in  running  bond  and  white  putty 
mortar,  and  tuck-jointed. 

All  the  residue  of  the  brick  work  throi^hout  the  premises  to  be  done  with  the 
best,  well  burnt,  hard,  ....  bricks,  all  the  brick  walls  in  Basement  and  Areas  to  be 
built  in  cenjenL 

Build  Kers  and  Arches  in  cellar,  and  Piers  and  Arches  under  hearths,  and  build 
proper  Ash-pits  as  shown  on  plan.  Build  all  necessary  flues,  turn  trimmer-arches 
to  all  the  fireplaces,  arches  to  all  the  openings  of  the  width  of  the  openmgs.  Barge 
the  flues  and  scrape  the  same  at  the  completion. 

Build  up  the  hot  m  pipes  as  shall  be  directed.  Leave  indents  in  walls  for  hot 
air  tubes,  &c.  The  side  walls  are  to  be  carried  np  two  courses  of  brick  above  the 
roof  planking  to  receive  the  tin,  and  then  two  courses  on  the  tm,  Iwd  in  cement, 
to  receive  the  coping. 

All  the  fireplaces  are  to  have  brick  inner  hearths.  All  brick  walla  that  come 
in.  contact  with  the  ground,  are  to  be  well  cemented  on  the  outside. 

Cut  away  for,  and  make  good  after  Plumbers,  Fumacemen,  Gasmen,  ifcc,  and 
finish  aU  the  brick  work  complete  in  the  beat  manner. 
AH  the  fi^ont  plain  ABhlnr  is  to  he  backed  in  with wall  built  in  ... . 

Drain. — Build  a  drain,  to  sewer  on  ....  street,  in  the  best  manner,  and  all  to  be  properly 
cemented;  also  make  all  necessary  blind  drains,  and  put  in  proper  traps,  &c.,  com- 
plete, and  cover  the  drain  with  flagging,  and  all  to  be  done  in  the  best  manner  and 
as  shall  be  directed 

Build  cesspools,  ....  diameter  and  ....  deep,  in  4  inch  brick  work  as  shall 
he  directed. 

Magging. — All  the  flagging  to  be  done  with  the  very  best  quality  of  ....  flagging,  and 
not  to  he  leas  than  ....  thick  and  ....  super.,  ou  the  face,  and  to  be  well  smoothed 
ofi: 

Plag  aJ!  the lay  and  bed  in  the  concrete,  and  join  neatly  and  perfectly  tight. 

Flag  the  sidewalk  on  ....  with  large  aized  strong  flagging,  ....  thick,  squared 
and  fine  axed,  oat  of  wind,  and  the  joints  laid  sohd  in  mortar,  and  the  walk  to  be 
....  stones  in  width — have  blue  cut  stone  curbs,  ...  by  ....,and  cut  gutters 
....  by  ....  f^reeable  to  city  ordinances. 
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Lay  the  hearths  in  Kitchen  and  Laundry  with  blue  st 
plans,  to  be  ....  wide  and  ....  thick,  and  polislied. 


All  the  Oat-Stone  work  is  to  bo  done  with  the  very  best  quality  of  Stone,  of 
close,  fine  grain  and  of  uniform  color.  Cut  and  set  in  the  very  best  manner,  willi 
oil  putty,  and  agreeably  to  working  drawings,  pointed  and  cleaned  off,  and  all  to 
be  polished  except  what  is  mentioned  to  he  tooled. 

The  Chimney  Stacks  and  Plues  are  to  have  caps  as  per  elevation,  cramped  and 
leaded. 

Oope  the  wall  to  both  sides  of  main  building  with,  tooled  coping,  3  inches  by  14 
inches,  cramped  and  leaded,  and  bedded  in  cement. 

All  the  windows  to  rear  of  building  to  haye  sills  ....  by  ....  washed  and 
throated  and  moulded  lintels  , , , ,  by  ....  to  doors  and  windows.  Sills  to  door- 
ways   by Water  table  to  be  ....  by Copings  to  gratings  ....  by 

Have  jambs  and  mantels  to  Kitchen  and  Laundry  fireplaces :  jambs by 

,  cut  in  the  usnal  way. 

Front  Worh. — All  the  windows  to  front  on to  have  srehitraves,  pilasters,  and 

trasses  and  cornice,  as  shown  on  elevation — moulded  sill  ....  by  ....and  blocks 

Provide  and  put  np  the  rastioat«d  ashlar  to  first  story  ....  thick,  and  the 
nices,  panels  and  balusters  over  a  moulded  water  table  to  first  story,  and  balus- 
ters and  moulded  sill  course  supported  by  heavy  consols. 

The  rusticated  ashlar  to  be  in  courses,  as  shown  on  drawings,  not  leas  than  , . 

bed,  and reveals  to  windows,  and  cramped,  resting  upon  moulded  mII  oonrs 

The  plain  and  rusticated  ashlar  to  retnrn  ....  in  the  doorways,  and  all  the  front 
area  walls  and  under  stoop  throughout  to  be  faced  with  ashlar,  and  to  average  , . 

bed.    Coping  to  area  walls  ....  by Coping  to  receive  railing h j  , . 

and  moulded.    Moulded  steps  ....  by Sills  to  basement  doorways  to  he  . . 

If.... 

All  the  fi'ont  on ,  above  first  story,  is  to  have  plain  ashlar,  and  not  to  be 

less  than  ....  inch  bed,  properly  cramped  with  two  cramps  to  each  stone,  and  all 
the  architraves  to  all  the  windows  are  to  have inch  reveals. 

Front  St^  and  Door  Fieee. — Put  up  the  steps  and  door  piece  as  per  drawings  and  working 
drawings,  moulded  steps,  and  moulded  soUd  strings,  and  panelled  ashlar  both  sides, 
and  pedestals,  rails  and  balusters  complete. 

Provide  and  put  up  the  cornice  properly  cramped  and  anchored,  and  out  grooves 
in  top  for  copper. 

Iron  WorJc. — Provide  a  sufficiency  of  anchors,  ties,  and  cramps ;  and  anchors  for  cut-stone 

work,  and  iron  rims  and  covers  to  flues  for  stove  pipes,  and  registers  in  kitehen, 

laundry  and  chimney  brest ;  have  gratings  to  areas  as  per  plans,  one  grating  to 

be  made  to  fold  opeo  with  chain,  fiiatenings,  and  gratings  to  small  cesspools.    Pro- 
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vide  proper  plate,  chain,  and  fastenings  to  Ooal  Slide.  Provide  and  set  wrought- 
iroa  guard  bars  to  all  the  basement  windows  in  rear. 

All  the  residue  of  the  windows  in  basement  to  front  on are  to  have  or- 
namental wronght-iron  panels  to  fill  up  the  whole  size  of  the  windows. 

Provide  and  put  up,  strong  iron  lintels  to  all  openings  in  walla  shown  on  the 
plans.    Provide  and  fis  iron  doors  and  frames  to  ash-pits  and  flues  in  cellar. 

Finish  and  paint  all  the  iron  work  twice  over;  brown  stone  color  and  sanded. 

■All  the  lathing  to  be  done  with  narrow  laths,  free  from  sap,  reversing  the 
heading  joints  every  18  inches. 

The  mortar  for  the  two  first  coats  to  be  made  up  with  the  very  best  quality  of 
....  lime  and  sharp  grit  sand,  and  the  best  long  fresh  cattle  hair. 

All  the  hard  finishing  work  to  be  done  with  the  best  lump  ....  lime  and  pure 
while  marble  dust,  all  the  works  to  be  properly  gauged  with  plaster  of  Paris. 

Lath,  ecratch-coaf,  brown  and  hard  finish,  all  the  walls,  ceilings,  partitions,  studs, 
and  fnrring  of  every  description,  throughout  the  building,  except  walb  of  undei- 
cellar,  which  will  be  whitewashed  twice  over. 

The  browmng  to  be  made  plumb  and  strdgbt,  and  to  be  properly  hand  fioaf«d, 
the  hard  finishing  to  be  trowelled  hard  and  smooth  in  the  best  manner.  The  ceil- 
ings of  cellar  to  have  one  thick  coat,  and  hard  finished, 

Oom,iee». — The  bed,  bath  and  dressing  rooms,  to  have  a  moulded  cornice  to  girt  .... 
inches. 

The  drawing  room,  dining  room,  library,  hall,  and  vestibule  on  first  story,  to 
have  a  large  moulded  and  cove  cornice  with  one  row  of  large  enrichments. 

The  reception  room  ceiling  to  he  groined,  and  pnt  up  large  moulded  cornice,  fin- 
ished plain  for  painting,  the  niches  to  be  finished  with  a  rule  joint. 

Form  a  dome  over  centre  of  staircase,  in  panels,  with  enriched  mouldings.  All 
the  ceilings  of  principal  story,  are  to  be  formed  out  in  various  panels,  and  large 
Twsed  enriched  mouldings. 

Put  up  a  centre  piece  in  haU,  ....  diameter,  and  one  , . . . ,  and  . . , , 

Working  drawings  at  large  will  be  given  for  all  cornices,  &c.  Make  good  aSl 
damages  during  the  progress  and  at  tie  completion  of  the  work.  And  should 
any  blistei's,  cracks  or  defects  appear  during  the  progress  or  within  sis  months  after 
the  completion  of  the  building,  the  same  is  to  be  rectified  without  any  extra  charge. 

story  fioora,  are  to  be  deafened  with  tlie  best  quality  of  deaf- 
ening. 

Provide  materials  for  setting  all  the  mantels,  and  all  the  grates.  (The  grates  and 
mantels  will  be  furnished  by  the  owner.) 

Make  good  after  plumbers,  bellhangers,  gasmen,  and  other  works  necessary  to 
be  done  in  the  mason's  department.  And  finish  all  the  several  works  complete  to 
the  tnie  meaning  and  intention  of  the  drawings  and  this  speciScatiou,  leaving  all 
the  works  sound,  clean  and  perfect,  at  the  completion  of  the  building ;  and  the 
building  is  to  be  properly  cleaned  out  at  any  and  all  times  when  directed  by  the 
architects,  and  if  neglected  by  the  contractor,  the  architect  shall  have  the  power  to 
Lave  it  cleaned  out,  and  the  expense  ohai^d  to  the  contractor. 
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Specification  for  Carpeiitere'  "Work.     To  te  performed  in  bmlding, 

erecting,  and  finishing  a  dwelling  house,  to  be  situated  on ,  for 

Agreeably  to  the  drawings  made  by Architects. 


5  of  Building,— 


MateriaU  and  WorTmanikvp. — All  the  seTeral  materials  used  in  the  ereotioii  and  finishiag 
of  this  building  aro  to  be  of  the  very  beat  quality.  Timber  to  be  well  seasoned 
white  pine  free  from  all  defects.  All  the  lumber  for  joiners'  work,  to  be  clear  white 
pine,  and  well  seasoned,  and  free  from  all  defects,  and  all  the  works  throughout  to 
be  done  in  the  best,  most  workmanlike,  and  Enbstantial  maimer,  under  the  direction 
and  to  the  satisfaction  of  the  architects. 


Mm^hi  ofStoriet.— 


Floor  and  Soo_f  Bewms. — Basement  beams by  . . . .,  and  ....  from  centres.    First, 

. . . ,  ....  story  beams,  ....  by  . . . . ,  and  ....  from  centres.  Eoof  beams,  .... 
by  ....  from  centres. 

All  the  trimmers  and  headers  to  he  ....  thick,  by  the  depth  of  the  beams  in 
each  tier. 

All  the  beams  are  to  be  properly  framed  and  wedged,  for  fireplaces,  staircases, 
Bkylighta,  &c.,  and  to  be  well  laid  solid  on  the  walls.  No  blocking  will  be 
allowed. 

Have  ....  rows  of  double  cross  brid^ng  to  each  tier  of  beams,  and  springing 
pieces  for  arches,  and  strong  anchor  strips. 

The  ceilings  of  basement,  and  ....  stories  are  to  be  cross  furred  with  inch  fur- 
ring 2  inches  wide,  and  to  be  12  inches  from  centres.    The  basement, story 

floors  to  be  prepared  for  deafening. 

Partitions. — Put  up  all  the  partitions  throughout,  agreeably  to  the  drawings,  all  to  be 
properly  framed  and  bridged  in  the  strongest  manner,  aa  shall  be  directed.    All  the 

partitions  are  to  have  door  studs  and  heads by ,  sills  and  plates by 

,  filling  in  studs  ....  by  ....  and from  centres;  all  to  have  upright  block- 
ings and  templates. 

Farringa,  Wall  3Prip»,  &c. — Stud  ont  for  boxing  and  sUding  shutters,  niches  and  circular 
comers,  with  studs  ....  by  . . . , ,  and  ....  from  centres ;  fur  out  all  the  waUs  with 
inch  furring  3  inches  wide  and  12  inches  from  centres. 

Put  np  lintels  to  all  the  openings  ....  thick  by  their  respective  widths,  pro- 
vide a  snfGcieDoy  of  yellow  pine  planks,  wall  strips,  plates  and  wood  blocks,  and  such 
other  timber  that  may  be  required  to  complete  aU  tie  fiirrings  as  shall  be  directed. 
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Dome  (vnd  GeiUng  Joist. — Form  the  dome  over  principal  staircase  with  , , , .  aad  framing 
as  shall  be  directed,  bracketed  out  for  panels,  oomices,  &c. 

The  receptjon  room  ceiling  is  to  be  groined,  and  fonn  a  squai-e  dome  and  soffits. 

Provide  all  neceasary  brackets  and  fiuTings  for  circular  sofBts,  and  cradlings  for 
plastei-ers,  centres  for  arches,  and  turning  pieces  for  apertm'es ;  all  the  centi'es  to 
be  made  in  a  sti'ong  and  substantial  manner. 

Soiifs  wad  Sluyligltts. — All  the  roof  is  to  be  covered  with  merchantable  planed,  gi-ooved, 
and  tongued  planks,  free  from  large  or  loose  knots  and  other  defects,  laid  in  courses, 
and  form  proper  guttera  as  shall  be  directed.  Provide  and  put  up  an  iron  scuttle  to 
roofe,  ....  by  . . . .,  hung  with  strong,  wi-ought  straps,  hinges,  and  iron  curbs;  pnt 
on  chain,  hasp,  staple  and  padlock. 

provide  and  fix  an  iron  hipped,  skylight  over  ....  by  . . . . ,  with  proper  capping 
and  ventilation,  worked  with  pulleys,  weights,  and  cords.  Pi'ovide  and  fix  a  hori- 
zontal skylight  in  dome  as  shall  be  directed. 

Fhorings. — Lay  the  basement  floor  wifh  the  best  quality  1 J  inch  Yellow  Georgia  pine,  nai'- 

row  planks,  and  the ,  ....  story  floors,  with  the  best  quality  of  nai'row,  clean, 

IJ-  mch  white  pme  planLs,  not  to  exceed  3^  inches  wide,  all  to  be  planed,  gi-ooved, 
and  tongued,  laid  m  conifles,  and  Ihnd  nailed.  All  the  floors  are  to  be  neatly 
cleaned  oft  at  tlie  completion,  pnt  holders  tfl  hearths,  and  saddles  to  doorways. 

Soihea  and  Frnme^  —All  the  sashes  and  frames  are  to  he  made  agreeably  to  drawings,  all 
the  windows  to  tie  aie  to  have  French  casements,  hung  with  .,  ..butts,  and 

sash  fastemngs  All  the  leaidue  of  the  windows  are  to  have  ovolo  sashes, 
double  hung  with  cord's,  isle  pulleys,  weights,  and  box  frames,  sunk  sills,  .... 
sash  fiistemn^i.  All  the  sa-Jhes  m  pTi-titions  are  to  be  made,  hung  and  finished, 
as  shall  be  directed.    All  the  rear  sashes  ai'C  to  he  made  imitation  French, 

Put  np  rongh  gronnds  for  all  bases,  doorways,  and  windows,  throughout,  for  ma- 
son to  finish  plastering  to. 


Bmes. — All  the  rooms,  entries  and  landings,  ai^e  to  have  11  inch  moulded  bases,  . . ,  inches 
high.    Closets  to  have  inch  headed  bases,  ....  inches  high. 

WiTidows. — All  the  windows  are  to  have  1 J  inch  framed  and  moulded  backs,  plain  linings, 
and  moulded  architraves. 

Doors. — All  the  doors  ai-e  to  be inches  thick,  four  pane!,  moulded  both  sides,  hnng 

with inch  butts,  and  city-made  mortise  locks,  single  I'ebated  jambs,  and  ar- 

oMti'aves  as  described  to  windows.  And  put  np  in  all  the  closets  iron  hooks,  and 
shelves  in  each,  and  beaded  rails.  All  the  bedroom  doors  ai'e  to  have  fim  lights  and 
to  swing  on  a  pivot,  and  pnt  up  the  large  closets  and  trunkroom  as  shall  be  direct- 
ed by  the  owner,  with  wide  shelves  and  iron  pins. 
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W'hidoiDe.— 
Boots. — .  . 
Closets. — . 


Sase$. — All  the  rooms,  entry,  and  landing,  throughout,  are  to  have  . .  inch  sunk  plinth, . . 
inches  high,  and  moulded  hase  to  girt  . . . .,  and  the  plinths  to  be  grooved  and 
tongued  into  the  floors. 

Wittd&ws.—All  the  windows  on  this  story  are  to  have  hosing  and  sliding  blinds,  and  the 
architraves  .... 

Doors. — All  the  doors  on  this  story  are  to  be  ....  thick,  panelled  and  raised  monldings 
both  sides,  hting  with  ....  wide  butts  and  ....  mortise  locks  —  IJ  inch  rebatted 
jambs  and  architraves,  as  described  to  windows. 

The  sliding  doors  are  to  have  braasways,  shieves,  stops,  and  ....  mortice  locks, 
complete,  and  double  set  of  furniture. 

Closets. — The  closet  doors  are  to  be All  to  be  fitted  with  jambs  and  narrow 

moulded  architraves  inside. 

Fit  up  all  the  closets  with  drawers,  shelves,  locks,  kaobs,  and  folding  doorways, 
large  brass  hanging  pins  and  poi-celain  heads,  complete,  to  suit  the  owner. 

All  the  wide  jambs  and  soffits  to  have  moulded  panels  to  match  the  doors. 

All  the  closets  in  dressing  rooms,  private  room,  to  be  fitted  np  with 

Water  CloseU  and  Satfm. — Pit  np  the  water  closet  with  red  cedar  seats,  risers,  and  clamped 
flaps,  hung  with  3  inch  brass  butts,  and  1 J  inch  dovetailed  cistern;  and  put  up 
moulded  panel  framing  to  baths,  and  put  np  pilasters,  caps,  cornice,  and  arches 
complete. 

Fit  up  all  the  wash  stands  with  moulded  andbead  and  hntt  dwarf  panel  doors  and 
hinges,  knob  and  brass  spring  catches,  and  shelves  complete,  as  shall  be  directed. 


Windows. — 

All  the  window  shutters  to  rear  to  be  lined  with  iron  in  the  neatest  man 
The  sliding  shatters  to  rear  windows  in  librazy  to  be  ....  thick, 
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thicknesaes,  panelled  and  moulded  both  aides,  with  iron  in  between,  and  have  proper 
brass  ways,  shieves,  astragals,  stops,  bolts,  and  mortice  latches  with  flush  handles, 
complete.  The  bay  window  to  have  inside  folding  bliada,  hnng  with  strong  hinges, 
bolts  and  tastemngs,  and  to  fold  back  into  a  box. 

yyn. — AU  the  folding  doors  to  be  ....  thick,  and  rwsed  mouldings  both  sides,  huag 
with  5J^  inch  wide  plated  bntts,  6  inch  city  made  mortice  locks  and  large  fmiiiture, 
and  plated  flash  bolts  to  the  vestibule  doors. 

The  sliding  doors  to  be thick,  panelled,  and  mouldings  botU  aides,  and  to 

have  brass  ways,  , .  inch  shieves,  double  astragals  and  stops ;  mortice  locks,  flush 
crank  handles,  and  double  set  of  furniture,  and  aU  plated. 

All  the  doors  to  have  . ,  inch  double  rebated,  moulded  and  panelled  jambs ; 
moulded  ....  architraves  ....  wide,  and  plinth  blocks. 


Wmnacottwg. — The  dining  room  and  library  are  to  be  wainscotted  all  around  with 
framing,  and  moulded  capping,  3  feet  6  inches  high. 

Dv/nib  Waiter. — Put  xrp  a  dmnh  waiter  from  basement  to  first  story,  with  all  its  apparatus 
complete,  of  the  latest  and  most  approved  conatrnction ;  with  dwarf  panel  moulded 
doors,  locks  and  knobs  complete.  And  the  butler's  pantry  is  to  be  fitted  up  with 
pilasters,  caps,  cornice,  and  arches  complete  in  the  neatest  manner. 


Windows. — 

Doors. — 

The  doors  leading  from  the  laundry  to  the  yard,  and  also  from  laundry  to  kit- 
chen, and  from  kitchen  to  haliand  pantry,  and  the  front  entrance  doors  in  basement, 
to  he  made  saab  doors,  and  to  have  proper  bolts  and  mortice  locks ;  and  sliding  doors 
to  rear  to  be  lined  with  iron,  with  shieves,  way  stops,  bolts,  mortice  locks  and  rings 
complete. 

The  sashes  in  the  front  entrance  door  in  basement  are  to  be  hnng,  and  pnt  in 
iron  lattice  work  the  size  of  the  panel 

Closetg  and  Pantries. — 

The  kitchen  and  laundry  walls  and  partitions  all  around,  will  be  lined  with  nar- 
row clear  boards,  planed  and  grooved  tengued  and  beaded,  2  feet  10  inches  high 
and  properly  capped. 

Fit  up  the  laundry  with  wash  tubs  made  perfectly  water  tight,  with  lids  com- 
plete. 

Fit  up  t^e  water  closets  and  wash  stands. 
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UndsrCellar. — All  the  openings  in  c«Ilar  are  to  have  IJ  inoli  bead  and  tatt  folding  aash 
doors,  proper  frames  hung  with  4  inch  butts,  and  thumb  latches,  and  proper  bolta. 
Out  away,  and  make  good  after  plumbers,  and  case  all  the  pipes, 
Fit  Qp  the  cellar  with  coal  bins,  &c,  as  shall  be  directed  by  the  owner. 


Put  np  the  principal  staircase  agreeably  to  drawings,  If  inch  treads, 

moulded  and  returned  noseings,  IJ  inch  rises;  moulded,  carved  and  panelled  iront 
strings,  ....  sunk  waU  atringa,  all  to  be  housed  and  wedged,  put  upon  sti-oog  car- 
riages, and  rough  bracketed.  Have  , . , .  moulded  and  donble  beaded  hand  rails, 
and  newels,  and  balusters,  all  to  be  of  the  best  . , , . ;  the  balusters  and  strings  to 
be  varnished times  over,  and  the  rails  and  newels  to  be  polished, 

Pnt  up  the  other  staircases  of  white  pine,  with  proper  treads,  risers,  rails  and 
balusters  complete  in  the  usual  way ;  as  eball  be  directed. 


Mitranee  Doorway, — Put  np  the  principal  entrance  doorway  as  per  elevation,  of 

the  door  to  be  made  folding,  and  of  two  thicknesses ;  moulded  both  sides,  hung 

and  look,  and  two  mortice  bolts. 

Cornice. — Put  np  a  handsome  block  cornice  to  rear  of  building,  as  per  working  drawings, 
pnt  np  in  the  beat  manner. 

Working  drawings  at  large  will  be  pven  for  all  moulded  works. 
Furniture. — All  the  knobs  of  every  description  throughout  the  . , . .,  to  be  .... 

All  the  residue  of  the  furniture  and  knobs  throughout  the  building,  to  be  of  .... 

All  the  locks  and  fastenings  throughout  the  building  to  be  the  best  manufaotore, 

SpeaMng  Tithes. — Provide  and  put  up speaking  tubes,  from  . . , ,  to  , . . . ,  with  .... 

mouth-pieces  and  covera, 

T^n  Work — Tin  the  roof  with  the  best  qnality  of  single  cross  tin,  properly  soldered.  Pnt 
up  leaders  . .  inches  diameter,  made  of  strong  double  cross  tin,  and  have  6  inch 
strong  copper  socket  pipe  from  gutters,  and  globe  basket  cover.  The  lower  length 
of  the  leader  to  be  of  cast  iron,  with  a  shoe. 

Scrape  off  all  the  rosin,  and  paint  all  the  tin  work  tliree  times  over  with  the  beat 
■white  lead  and  oil. 

The  top  of  oomiees  and  gutters  are  to  be  lined  with  . .  ounce  copper. 

Sells. — Provide  and  hang  , ,  pulls  of  bells,  with  strong  copper  wire  and  tin  tubes,  all  to 
have  lever  chain  pulls  and  proper  cranks ;  . ,  pulls  to  be  plated,  and  all  the  resi- 
due to  be  of  porcelain. 

SUndi. — The  rear  windows  are  to  have  onteide  Venetian  blinds,  moulded  both  sides,  and 
piunted  French  green,  hung  with  strong  hinges  and  patent  festenings  and  catches. 
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Pmnting.—Ts.iDt  all  the  woodwork  throiigliout,  both  esterior  and  interior,  three  times 
over  in  the  heat  manner,  inolnding  all  the  rear  staira,  shelves,  etc.,  with  pnre  whit« 
lead  aad  oil. 

All  the  woodwork  in  basement  and  attio  tliroughont,  and  bath  rooms,  and 
butler's  pantry,  to  ba  grained  in  imitation  of  oak,  and  varnished  twice  over  with 
the  best  varnish;  also  panelling  under  wash  baaina;  and  al!  the  rear  wood  cornices 
to  be  painted  brown  stone  color  and  sanded. 

All  the  vestibule  doora  and  trimmings  to  be  grained  in  imitation  of  dark  oak, 
and  varnished  ....  over. 

Glmin^. — Glaae  all  the  front  windows  throughont  on  all  the  Btoriee,  and  lights  to  entrance 
doorway,  and  vestibule  doors,  with  ....  plate  glass. 

Glaze  all  the  windows  of  ... .  with  .... 

An  the  residue  of  the  glazing  to  be  done  with  . . . .,  except  under  cellar. 

The  outer  skylight  to  be  glazed  with  estra  donble  thick  ribbed  glass. 

Glaze  all  the  sash  doors  throughout,  and  sashes  in  partitions,  with  ornamented 
enamelled  glass,  to  cost  not  leas  than per  foot. 

All  to  be  left  whole  and  clean  at  the  completion  of  the  building. 

The  skylight  over  the  principal  stairs  to  be  glazed  with  stained  glaas  to  coBt 
not  less  than  $... 

The  skylight  over  reception  room  to  cost  not  leas  tlian  |..,  and  one  over  the  pri- 
vate stairs  to  cost  %... 

Size  of  the  glass  to  be  obtained  from  the  drawings. 

The  owner  to  have  the  privilege  of  furnishing  the  stdned  glass,  and  the  contrac- 
tor to  dednct  the  amount  specified. 

Finish  and  complete  all  the  carpenters'  work  to  die  true  meaning  and  intention  of 
the  drawings,  and  this  specification;  leaving  all  the  works  sound,  clean,  and  perfect 
at  the  completion  of  the  building.  All  the  floors  and  stairs  are  to  be  properly 
scrubbed  before  the  last  coat  of  paint  is  put  on. 


Conditions  wh-iah  r, 

The  ....  work  is  to  be  commenced  on  or  before  the  ..  day  of  ....,  and  the  building 
to  be  completely  finished  and  delivered  to  the  owner  by  tte  .... 

The  owner  shall  be  held  harmless,  either  in  suits  at  law  or  otherwise,  from  all  damages 
to  the  property  of  other  person  or  persons  arising  during  the  progress  of  the  work.  And 
he  shall  not  be  responsible  for  any  of  the  materials  to  be  used  in  the  erection  of  the  build- 
ing that  may  be  lost  or  stolen,  or  destroyed  by  Are,  beyond  the  amount  of  any  insurance 
that  he  may  have  on  the  building,  until  the  last  instalment  on  the  contract  is  paid.  Snob 
le  would  be  equally  for  the  benefit  of  owner  and  contractor,  pro  rata. 
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SHADING  AND   SHADOWS. 

Light  is  diffused  through  space  in  straight  lines,  and  the  lines  of  light 
are  called  rays.  When  the  source  of  Kght  is  situated  at  a  very  great  die- 
taoce  from  the  illuminated  objects,  as  in  the  case  of  the  sun  with  relation 
to  the  earth,  the  rays  of  light  do  not  sensibly  diverge,  and  may  be  regarded 
as  exctcUy  parallel  to  each  other.  Such  is  the  case  in  mechanical  draw- 
ings, where  the  objects  to  be  represented  are  always  regarded  as  illumi- 
nated by  the  solar  light. 

Light  is  called  direct  when  it  ia  transmitted  to  an  object  withont  the 
intervention  of  any  opposing  medium.  But  as  aU  bodies  subjected  to  tlie 
action  of  light  possess,  in  a  greater  or  lees  degree,  the  property  of  giving 
out  a  certain  portion  of  it  to  the  surrounding  objects,  this  reflected  ligltt 
becomes  in  its  turn,  though  with  greatly  diminished  intensity,  a  source  of 
illumination  to  those  objects  which  are  deprived  of  direct  light. 

Everything  which  tends  to  intercept  or  prevent  the  direct  light  from 
falling  in  upon  a  body,  produces  upon  the  surface  of  that  body  a  degree 
of  obscurity  of  greater  or  less  intensity  ;  this  is  called  a  shade  or  shadow. 
Such  effects  are  usually  classified  as  direct  shadows  and  cast  shadows. 

The  shade  proper,  or  di/fect  shadow,  is  that  which  occurs  on  that  por- 
tion of  the  surface  of  a  body  which  is  situated  opposite  to  the  enlightened 
part,  and  is  the  natural  result  of  the  form  of  the  body  itself,  and  of  its  posi- 
tion with  regard  to  the  rays  of  light.  Tlie  cast  shadow,  on  the  other  hand, 
ia  that  which  is  produced  upon  the  surface  of  one  body  by  the  interposi- 
tion of  another  between  the  former  and  the  source  of  light ;  thus  inter- 
cepting tlie  rays  which  would  otherwise  illuminate  that  surface.  An 
illustration  of  this  distinction  is  afforded  in  the  pyramid  represented  at 
fig.  1,  Plate  II,  where  the  shade  proper  is  shown  upon  that  half  of  the 
figiu-e  which  is  denoted  by  the  letters  D'  E'  G'  F'  in  the  plan,  while  the 
cast  shadow  occupies  the  space  comprised  between  the  lines  D'  e  and  T"  d 
on  the  honzontal  plane  of  projection.    Cast  sliadows  may  also  obviously 
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be  produced  upon  the  eurface  of  a  body  by  the  form  of  the  body  iteelf ;  as, 
for  example,  if  it  contain  projecting  or  concave  parts. 

Tlie  limit  of  the  direct  shadow  in  any  body,  whatever  may  be  its  form 
or  position,  is  a  line  of  greater  or  less  distinctness,  termed  the  lirte  of  sep- 
aration between  lu/ht  amd  shade;  or,  more  shortly,  the  Ime  of  shade;  this 
line  is,  of  course,  determined  by  the  contact  of  the  luminous  rays  with  the 
surface  of  the  body  ;  and  if  these  rays  be  prolonged  till  they  meet  a  given 
s\uface,  by  joining  all  the  points  of  intersection  with  that  surface,  we  ob- 
tain the  outline  of  the  shadow  cast  upon  it  by  the  part  of  the  body  which 
is  deprived  of  light. 

The  rays  of  light  being  regarded  as  parallel  to  each  otiier,  it  is  obvious 
that  in  the  delineation  of  shadows,  it  is  only  necessary  to  know  the  direc- 
tion of  one  of  them  ;  and  as  that  direction  is  arbitrary,  we  have  adopted 
the  usual  and  confessedly  the  most  convenient  mode  of  regarding  the  rays 
as  in  all  cases  falling  in  the  direction  of  the  diagonal  of  a  cube,  of  which 
the  sides  are  parallel  to  the  planes  of  projection.  The  diagonal  in  projec- 
tion upon  tlie  vertical  and  horizontal  planes  lies  at  an  angle  of  45°  with 
the  ground-line ;  and  thus  the  light  in  both  elevation  and  plan  appears  at 
the  angle  of  45°.  In  illustration,  let  E,  B'  (fig.  1,  plate  I)  be  the  projec- 
tions of  a  ray  of  light  in  elevation  and  plan ;  and  let  A,  A',  those  of  a 
point  of  which  the  shadows  are  required  to  be  projected  upon  the  vertical 
plane  X  Y.  Draw  the  straight  hues  A  a,  A'  a',  parallel  to  the  lines  E,  K', 
and  from  a',  where  the  line  A'  a'  meets  the  plane  X  T,  draw  the  perpen- 
dicular a'  a  to  meet  the  oblique  line  A  a;  then  the  intersection  a  is  the 
position  of  the  shadow  of  the  point  A. 

In  the  following  illustrations,  the  same  letter  accented,  is  employed  in 
the  plan  as  in  the  elevation,  to  refer  to  the  same  point  or  object. 

The  projections  of  the  diagonals  of  the  imaginary  cube  which  denote 
the  direction  of  the  rays  of  light  being  equal  in  both  planes,  it  follows 
tliat  in  all  cases,  and  whatever  may  be  tlie  form  of  the  surface  upon  which 
the  shadow  is  cast,  the  oblique  lines  joining  the  projections  of  the  point 
which  throws  the  shadow,  and  that  which  denotes  it,  are  also  equal.  Tims 
the  line  A  a  in  the  elevation  is  equal  to  the  line  A'  a'  in  the  plan.  Heuce 
it  will  in  some  cases  be  found  more  convenient  to  use  the  compasses 
instead  of  a  geometrical  construction ;  as,  for  example,  in  place  of  project- 
ing the  point  a'  by  a  perpendicular  to  the  ground-line,  in  order  to  obtain 
the  position  of  the  required  shadow  a,  that  point  may  be  found  by  simply 
setting  off  upon  the  line  A  a  a  distance  equal  to  A'  a'. 

Plate  I,  flg.  1. — Required  to  determine  the  sliMd&w  cast  iipon  the  vei'- 
tical  wall  'X.Y  h/the  straight  line  A  B. 
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It  is  obvioue  that  in  tide  cast;  the  shadow  itself  will  be  a  straight  line  ; 
lieiiee,  to  solve  the  problem,  it  is  only  necessai-y  to  find  two  points  in  that 
hne.  "We  have  seen  that  the  position  of  tlie  shadow  thrown  by  the  point 
A  is  at  a;  by  a  similar  process  we  can  easily  determine  the  point  J,  tlie 
position  of  shadow  tlirown  by  the  opposite  extremity  E  of  the  given  line ; 
the  straight  line  a  h,  which  joins  these  two  points,  is  the  shadow  reqiiired. 
It  is  evident  from  the  construction  of  this  figure,  that  the  Hne  ah  in 
equal  and  pai'allol  to  the  given  line  A  B ;  this  results  from  the  circum- 
stance tliat  the  latter  is  parallel  to  tlie  vertical  plane  X  T.  Hence,  wlten 
a  U'ne  ispa/i'aUel  to  a  plane.,  its  shadow  upoti  that  plane  is  a  line  which  is 
equal  and  po/r-allel  to  it. 

Suppose  now  that,  instead  of  a  mere  hne,  a  parallel  slip  of  wood  or 
paper,  A  B  C  D,  be  taken,  whieh,  for  the  sake  of  greater  simplicity,  we 
shall  conceive  as  having  no  tliickness.  The  shadow  cast  by  tliis  object 
upon  the  same  vertical  plane  X  T  is  a  rectangle  al)  o  d,  equal  to  that 
which  represents  the  projection  of  tlie  slip,  because  all  tlie  edges  of  the 
latter  ai-e  parallel  t-o  the  plane  upon  which  the  shadow  is  thrown.  Hence, 
in  general,  when  miy  surface,  whatever  may  be  its  form,  is  pa/rallel  to  a 
plane,  its  shadow  thrown  wp(m  thoij^anie  is  afigv/re  siimlar  to  it,  aiid  sirm- 
Iwvly  situated.  Tins  principle  facilitates  the  delineation  of  sliadows  in 
many  cases.  In  tlie  present  example,  an  idea  may  be  fomied  of  its 
utility  ;  for,  after  having  detennined  the  position  of  any  one  of  tlie  points 
a,  i,  c,  d,  the  figure  may  he  completed  by  di-awing  lines  eqiial  and  parallel 
to  the  sides  of  the  slip,  without  requiring  to  go  tlirougli  the  operations  in 
detail. 

Fig.  2,— When  the  object  is  not  parallel  to  tlie  given  plane,  the  cast 
shadow  is  no  longei'  a  figure  equal  and  similarly  placed  ;  the  method  of 
determining  it  remains,  however,  unchanged ;  thus,  take  the  portion  A  E 
of  the  slip  A  B,  which  thi-ows  its  shadow  on  the  plane  X  T ;  draw  the 
lines  A  (i,  E  e,  0  c,  Fy,  and  A'  a',  E'  e',  parallel  to  the  rays  of  light ;  make 
A  a  and  0  e  equal  to  A' a';  and  E  sand  F/^  equal  to  E' u';  coimectaefe, 
and  we  have  the  oiiUine  of  the  shadow  of  t!ie  slip  A  E, 

By  an  exactly  similar  constraction  we  have  the  shadow  of  tlie  portion 
E  E  on  the  plane  Y  Z,  whicli  being  inclined  to  tlie  plane  of  projection  in 
a  direction  conti-ary  to  X  Y,  necessarily  causes  the  shadow  to  be  broken, 
and  the  part  e  cZ  to  lie  in  a  eontraiy  direction  to  af. 

Fig.  3  still  further  illustrates  the  determination  of  the  shadow  of  the 
shp  upon  a  moulding  placed  on  tlie  plane  X  Y  parallel  to  tlie  slip. 

Fig.  4. — To  find  the  shadow  cast  ty  a  straight  Uiie  A  E  upon  a  cii,}-ved 
mvrfaoe,  either  conv&x  or  concave,  wJwse  hofisontal  projection  is  repre- 
sented ly  the  Une  X  e'  Y. 


„Googlc 


316  SHADIBG   AND    SHADOWS. 

It  has  been  already  explained,  that  the  shadow  of  a  pouit  upon  any 
surface  whatever  is  found  by  drawing  a  straight  line  through  tliat  point, 
parallel  to  the  direction  of  the  hght,  and  marking  its  intersection  with  the 
given  surface.  Therefore,  through  the  projections  A  and  A'  of  one  of  the 
points  in  the  given  straight  line,  draw  the  lines  A  a,  A'  a' ,  at  an  angle  of 
45° ;  and  through  the  point «',  where  the  latter  mee1«  tlie  projection  of  the 
given  surface,  raise  a  perpendicular  to  the  ground-hne ;  its  intersection 
with  the  line  A  a  is  the  position  of  the  shadow  of  the  first  point  taken  ; 
and  so  for  all  the  revei-sing  points  in  the  line. 

If  it  be  required  to  dehneate  the  entire  shadow  cast  by  a  slip  A  B  C  D, 
by  tiie  eonstraction  above  explained,  trace  two  equal  and  parallel  curves 
aelj,  ofd,  which  will  represent  the  shadows  of  the  sides  A  B  and  0  D  ; 
while  those  of  the  remaining  sides  will  be  found  denoted  by  the  vertical 
straight  lines  a  o  and  5  d,  also  equal  and  parallel  to  each  other,  and  to  the 
corresponding  sides  of  the  figure,  seeing  that  these  are  themselves  vertical 
and  parallel  to  the  given  surfaces. 

Fig.  5. — ^When  the  slip  is  placed  perpendicularly  to  a  given  plane  X  Y, 
on  which  a  projecting  moulding,  of  any  form  wliatever,  is  situated,  the 
shadow  of  the  upper  side  A'  B',  which  is  pTOJeeted  vertically  in  A,  will  be 
simply  a  line  A  o  at  an  angle  of  45°,  traversing  the  entire  surface  of  the 
moulding,  and  prolonged  unbroken  beyond  it.  This  may  easily  be  de- 
monstrated by  finding  the  position  of  the  shadow  of  any  number  of  points 
such  as  D',  taken  at  pleasure  upon  the  straight  line  A'  B'.  The  shadow 
of  the  opposite  side,  projected  in  C,  will  follow  the  same  inile,  and  be  dcr 
noted  by  the  Kne  C  c,  parallel  to  the  former.  Hence,  as  a  useful  general 
rule  :  m  all  cases  where  a  straight  line  is  perpendi&ulwr  to  a  -plcune  ofpr(h 
jection,  it  throws  a  shadow  upan  that^wne  in  a  straight  lAne,  forming  a/n. 
angle  of  ^^°  with  the  groundrUne. 

T"ig.  6  represents  still  another  example  of  the  shadow  cast  by  the  slip 
in  a  new  position ;  here  it  is  supposed  to  be  set  horizontally  in  reference 
to  its  own  surface,  and  perpendicularly  to  the  given  plane  X  T.  Here 
the  sliadow  commences  from  the  side  D  B,  which  is  in  contact  with  this 
plane,  and  terminates  in  the  horizontal  line  a  c,  which  corresponds  to  the 
opposite  side  A  0  of  the  slip. 

Plate  I,  fig.  7. — Hequired  to  find  the  shadow  cast  upon  a  vertical  plane 
"X-Y  hy  a  given  circle  parallel  to  it. 

Let  0,  C,  be  the  projections  of  the  centre  of  the  circle,  and  K,  E',  those 
of  the  rays  of  light. 

It  has  been  already  shown,  that  when  a  figure  is  parallel  to  a  plane,  its 
shadow  cast  upon  that  plane  is  a  figure  in  every  respect  equal  to,  and 
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symmetiical  with,  it ;  therefore  tlie  shadow  cast  by  the  circle  now  undei- 
consideration  wiil  he  expressed  by  another  circle  of  equal  radius ;  conse- 
quently, if  the  position  of  the  centi'e  of  this  new  circle  be  detennined,  the 
problem  will  be  solved.  Now  the  position  of  the  shadow  of  tlie  centi'al 
point  C,  according  to  the  rules  already  fully  developed,  is  easily  tixed  at 
e;  from  which  point,  if  a  circle  equal  to  the  given  circle  be  described,  it 
will  represent  the  outline  of  the  required  shadow. 

Fig.  8,— When  the  circle  is  perpendicxdar  to  botli  planes  of  projection, 
its  projection  upon  each  will  obviously  be  represented  by  the  equal  diam- 
etere  A  B  and  C  D',  both  perpendicular  to  the  ground-line.  In  this  ease, 
to  determine  the  caet  shadow,  describe  the  given  circle  upon  both  planes, 
aa  indicated  by  the  figures,  and  tUvide  the  circumference  of  each  into  any 
number  of  equal  parts  ;  then,  having  projected  the  points  of  division,  as 
A",  C=,  E^,  &c.,  to  their  respective  diameters  A  B  and  C  D',  draw  from 
them  lines  parallel  to  the  rays  of  light,  which,  by  their  intersection  with 
the  given  plane,  will  indicate  so  many  points  in  tiie  outline  of  the  cast 
sliadow. 

Fig.  11. — -If  the  given  circle  he  horizontal,  its  shadow  cast  upon  the  ver- 
tical plane  X  Y  becomes  an  ellipse  which  must  be  constructed  by  means 
of  points,  as  indicated  hy  the  iigui'es  referred  to  above ;  that  is  to  say,  tliat 
in  the  circumference  of  the  circle  a  certain  number  of  points  are  to  be 
taken,  such  as  A'  D'B',  &c.,  which  are  to  be  projected  successively  to 
A,  D,  B,  on  the  line  A  B,  and  through  each  of  th^e  points  lines  are  to  be 
drawn  parallel  to  the  direction  of  the  rays  of  light,  and  their  intersection 
with  the  given  plane  determined.  Tlie  junction  of  all  these  points  will 
give  the  ellipse  adh,  which  is  the  contour  of  the  required  shadow. 

Fig.  9  represents  a  circle  whose  plane  is  sitnated  pei'pendicularly  to 
the  direction  of  the  luminous  raye.  In  this  example  the  method  of  con- 
structing the  cast  shadow  does  not  differ  from  that  pointed  out  in  reference 
to  fig.  11,  provided  that  both  projections  are  made  use  of.  But  it  is  obvious, 
that  instead  of  laying  down  the  entire  horizontal  projection  of  this  circle, 
all  that  is  necessary  is  to  set  off  the  diameter  D'  E'  equal  to  A  B,  because 
the  shadow  of  this  diameter,  ti'ansferred  in  the  usual  way,  gives  the  major 
axis  of  the  ellipse  which  constitutes  the  outline  of  the  shadow  sought, 
while  its  minor  axis  is  at  once  determined  by  a  5,  equal  and  parallel  to 
AB. 

Fig.  10  exhibits  the  ease  of  a  circle  pai'allel  to  the  vertical  plane  of  pro- 
jection, throwing  its  shadow  at  once  upon  two  plane  surfaces  inclined  to 
each  other.  To  dehneate  this  shadow,  all  that  it  is  necessary  specially 
to  point  out  is,  that  the  points  d  and  e  are  found  hy  drawing  from  Y  a 
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line  Y  D',  parallel  to  the  raya  of  light,  and  projecting  the  point  D'  to  D 
and  E. 

Fig.  13  represents  constructions  similar  to  the  foregoing,  for  obtaining 
the  fonii  of  the  shadow  cast  by  a  horizontal  circle  upon  a  vertical  curved 
surface. 

"We  may  here  remark,  that  in  every  drawing  where  the  shadows  are  to 
be  inserted,  it  is  of  the  utmost  importance  that  the  projections  which  re- 
present the  object  whose  shadow  is  required  should  be  exactly  defined,  as 
well  as  the  surface  upon  which  this  shadow  is  cast ;  it  is  therefore  advis- 
able, in  order  to  prevent  mistakes  and  to  insure  accuracy,  to  draw  the 
figures  in  China  ink,  and  to  erase  all  pencil  marks  before  proceediog  to 
the  operations  necessary  for  finding  the  shadows. 

Plate  II,  fig.  l.^To  Jind  the  outUne  of  the  shmhw  east  v^onhoth  planes 
of^f^ectkm  hy  a  regula/r  hexagonal  jtyra/rmd. 

In  these  figures  it  is  at  once  obvious,  that  liie  three  sides  A.'  B'  F', 
A'  E'  C,  and  A'  C  D'  alone  receive  the  Kght ;  consequently  the  edges 
A'  r'  and  A'  T>'  are  the  lines  of  shade.  To  solve  this  problem,  then,  we 
have  only  to  determine  the  shadow  cast  by  these  two  Imes,  which  is 
accomplished  by  drawing  from  the  projections  of  the  vertex  of  the  pyra- 
mid the  lines  A  i'  and  A'  a'  parallel  to  the  ray  of  light,  then  raising  from 
the  point  i'  a  perpendicular  to  the  ground  line,  which  gives  at  a'  the 
shadow  of  the  vertex  on  the  horizontal  plane,  and  finally  by  joining  this 
last  point  a'  with  the  points  D'  and  F' ;  the  lines  D'  a'  and  F'  a'  are  the 
outlines  of  the  required  shadow  on  the  horizontal  plane.  But  as  the  pyra- 
mid happens  to  be  situated  sufficiently  near  the  vertical  plane  to  throw  a 
portion  of  its  shadow  towards  the  vertex  upon  it,  this  portion  may  he 
found  by  raising  from  the  point  c,  whore  the  line  A'  of  cuts  the  ground-line, 
a  perpendicular  c  a,  intersecting  the  line  A  h'  in  oy  the  lines  a  d  and  a  e 
joining  this  point  with  those  where  the  horizontal  part  of  the  shadow 
meets  the  ground-line,  will  be  its  outline  upon  the  vertical  plane. 

Fig.  2. — Required  to  detertmTie  the  limit  of  shade  on  a  cylinder  placed 
verUcall/y,  and  Ukefwise  its  shadow  east  upon  the  two  planes  of  prelection. 

The  lines  of  shade  on  a  cylinder  situated  as  indicated,  are  at  once  found 
by  drawing  two  tangents  to  "its  base,  parallel  to  the  ray  of  light,  and  pro- 
jecting through  the  points  of  contact  hnes  parallel  to  the  axis  of  the 
cylinder. 

Draw  the  tangents  J)'  d'  and  C  c'  parallel  to  the  ray  K' ;  these  are  the 
outlines  of  the  shadow  cast  upon  the  horizontal  plane.  Through  the  point 
of  contact  C  draw  the  vertical  hne  0'  0' ;  this  line  denotes  the  line  of  shade 
upon  the  surface  of  the  cyhnder.     It  xs  obviously  unnecessary  to  draw  the 
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perpendicular  from  the  opposite  point  D',  because  it  is  altogether  con- 
cealed in  the  vertical  elevation  of  the  solid.  In  order  to  ascertain  the 
points  C  and  D'  with  accuracy,  draw  through  the  centre  O'  a  diameter 
perpendicular  to  the  ray  of  light  R'. 

Had  this  cylinder  been  placed  at  a  somewhat  greater  distance  from  the 
vertical  plane  of  projection,  its  shadow  would  have  been  entirely  cast  upon 
the  horizontal  plane,  in  which  ease  it  would  have  tenninated  in  a  semi- 
circle drawn  from  the  centre  o',  with  a  radius  equal  to  that  of  the  base. 
But  as  a  portion  of  the  shadow  of  the  upper  part  is  thrown  upon  the  ver- 
tical plane,  its  outline  will  be  defined  by  an  ellipse  drawn  in  the  manner 
indicated  in  flg.  11,  plate  I. 

Fig,  3, — To  Jmd  the  line  of  shade  in  a  reo&rsed  c(ms,  and  its  shadow 
cast  upon  the  two  ipla/nes  of  pr<^ecfdon. 

From  the  centre  A'  of  the  base  draw  a  Hne  parallel  to  the  ray  of  light ; 
from  the  point  a'  where  it  intersects  the  perpendicular,  describe  a  circle 
equal  to  the  base,  and  from  the  point  A'  draw  the  lines  A'  V  and  A'  o',  touch- 
ing this  circle  ;  these  are  the  outlines  of  the  shadow  cast  upon  the  horizon- 
tal plane.  Then  from  the  centre  A'  draw  the  radii  A'  B'  and  A'  C  parallel 
to  of  h'  and  a'  c' ;  these  radii  are  the  horizontal  projections  of  the  lines  of 
shade,  the  former  of  which,  transferred  to  B  D,  is  alone  visible  in  the  ele- 
vation. But  in  order  to  trace  the  outline  of  that  portion  of  the  shadow 
which  is  thrown  upon  the  vertical  plane,  it  is  necessary  to  project  the 
point  C  to  C,  from  which,  by  a  construction  which  will  be  manifest  from 
inspection  of  the  figures,  we  derive  the  point  c  and  the  line  c  daa  part  of 
the  cast  shadow  of  the  lino  C  A'.  The  rest  of  the  outline  of  the  vertical 
portion  of  the  cast  shadow  is  derived  from  the  circumference  of  the  base, 
as  in  fig.  2. 

Fig.  4.— When  the  cylinder  is  placed  horizontally,  and  at  the  same 
time  at  an  angle  with  the  vertical  plane,  the  construction  is  the  same  as 
that  explained  (fig.  2) ;  namely,  lines  are  to  be  drawn  parallel  to  the  ray 
of  light,  and  touching  the  opposite  points  of  either  base  of  the  cylmder, 
and  through  the  points  of  contact  A  and  C  the  horizontal  lines  A  E  and 
C  D  are  to  he  drawn,  denoting  the  Hmits  of  the  shade  on  the  figure.  The 
latter  of  these  lines  only  is  visible  in  the  elevation,  while,  on  the  other 
hand,  the  former,  A  E  alone,  is  seen  in  the  plan,  where  it  may  be  found 
by  drawing  a  perpendicular  from  A  meeting  the  base  F'  G'  in  A'.  The 
line  A'  E'  drawn  parallel  to  the  axis  of  the  cylinder  is  the  hne  of  shade 
required.  Project  the  shadow  of  the  lino  A  E  on  the  vertical  plane  as  in 
previous  examples,  and  the  construction  will  define  the  ontHne  of  the 
shadow  of  the  cylinder. 
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The  example  here  giren  presents  the  particular  case  in  which  the  base 
of  the  cyHnder  is  parallel  to  the  directioii  of  the  rays  of  light  in  the  hori- 
zontal projection.  In  this  case,  all  that  is  required  in  order  to  determine 
the  line  A'  E'  is  to  ascertain  the  angle  wliich  the  raj  of  light  mahes  with 
the  projection  of  the  figure.  Draw  a  tangent  to  the  circle  F'  A'  G'  (which 
represents  the  hase  of  the  cylinder  laid  down  on  the  horizontal  plane),  in 
such  a  manner  as  to  mate  with  F'  G'  an  angle  of  35°  16',  and  through  the 
point  of  contact  A'  draw  a  Hne  parallel  to  the  axis  of  the  cylinder ;  this 
line  E'  A'  will  he  the  line  of  shade  as  before. 

Fig.  5  represents  a  cylinder  upon  which  a  shadow  is  thrown  by  a  rec- 
tangular prism,  of  which  the  sides  are  parallel  to  the  planes  of  projection. 
The  shadow  in  this  case  is  derived  from  the  edges  A'  D'  and  A'  E',  the 
first  of  which,  being  perpendicular  to  the  plane  of  projection,  gives,  accord- 
ing to  principles  already  laid  down,  a  straight  line  at  an  angle  of  i5°  for 
the  outhne  of  its  shadow,  whereas  the  side  A'  E'  being  parallel  to  that 
plane,  its  shadow  is  determined  by  a  portion  of  a  circle  ah  c,  described 
from  the  centre  o. 

Figs.  6,  7. — If  the  prism  be  hexagonal,  or  a  cylinder  be  substituted  for 
it,  the  mode  of  construction  remains  the  same.  But  it  should  be  observed, 
that  it  is  best  in  alt  such  cases  to  commence  by  finding  the  points  which 
indicate  the  main  direction  of  tlie  outline.  To  ascertain  the  point  a  at 
which  the  shadow  commences,  draw  from  a'  the  line  a'  A'  at  an  angle  of 
45°,  which  is  then  to  be  projected  vertically  to  a  A.  Then  the  highest 
point  S  (fig.  7)  should  be  determined  by  the  intersection  of  the  radius 
O'  B'  (drawn  parallel  to  the  ray),  with  the  circmnference  of  the  base  of 
the  cylinder  on  which  the  retiuired  shadow  is  cast ;  and  finally,  the  point 
c,  where  the  outline  of  the  cast  shadow  intersects  the  line  of  shade,  should 
be  determined  by  a  similar  process. 

Fig.  1  represents  a  hexagonal  prism  npon  wliieh  a  shadow  is  thrown 
by  a  rectangular  prism.  Determine  the  point  a  as  in  fig.  5,  plate  11. ; 
draw  from  the  angular  points  h',  cf  lines  parallel  to  tlie  direction  of  the 
light,  intersecting  the  edge  of  the  rectangular  prism  at  B',  C ;  project  these 
points,  and  draw  the  lines  B  J,  C  c;  their  intersections  with  the  edges  of 
the  hexagonal  prism  will  be  the  limiting  points  5,  e,  of  the  required 
shadow. 

Fig.  2  represents  a  hexagonal  prism  npon  which  a  shadow  is  cast  by 
another  hexagonal  prism.  The  construction  is  precisely  similar  to  the 
preceding.  Lines  pai'allel  to  the  direction  of  the  light  are  drawn  from 
the  angular  points  of  both  interior  and  exterior  prisms ;  these  points  are 
projected,  and  tlie  limiting  points  «,  J,  c,  d,  of  the  shadow  are  determined. 
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Fig.  3  represents  a  hexagonal  prism  upon  which  a  shadow  is  cast  by  a 
cyhnder,  a,  variety  of  the  preceding ;  but  as  in  this  case  the  outhne 
of  the  shadow  is  curved,  in  addition  to  the  lines  from  the  angular  points 


of  the  prism,  parallels  are  also  drawn  from  as  many  intermediate  points 
b'  d\  as  may  be  necessary  to  determine  the  outline  of  the  curved  shadow. 

Plate  in.,  fig.  7. — To  dejme  the  shadoioa  cast  wpon,  the  interior  of  a  hol- 
low ei/Undsr  in  section  iy  itself  and  lyy  a  owoular  piaton  JUted  into  it. 

The  example  shows  a  steam  cylinder,  A,  in  section,  by  a  plane  passing 
through  its  axis,  with  its  piston  and  rod  in  full. 

Conceive,  in  the  first  instance,  the  piston  P  to  be  removed ;  the  shadow 
cast  into  the  interior  of  the  cyhnder  will  then  consist,  obviously,  of  that 
projected  by  the  vertical  edge  B  0,  and  by  a  portion  of  the  horizontal 
edge  B  A,  To  find  the  first,  draw  through  B'  a  line  B'  h'  at  an  angle  of 
45°  with  E'  A ;  the  point  J',  where  this  line  meets  the  interior  surface  of 
the  cylinder,  being  projected  upwards  to  fig.  T,  gives  the  line  If  as  the 
outline  of  the  shadow  sought.  Then,  parallel  to  the  direction  of  the  light, 
draw  a  tangent  at  F'  to  the  inner  circle  of  the  base ;  its  point  of  contact 
being  projected  to  F  in  the  elevation,  maris  the  commencement  of  the  out- 
line of  the  shadow  cast  by  the  upper  edge  of  the  cylinder.  The  point  J, 
where  it  terminates,  will  obviously  be  the  intersection  of  the  straight  line 
fh  already  determined,  with  a  ray  B  h  from  the  upper  extremity  of  the 
edge  B  C  ;  and  any  intermediate  point  in  the  curve,  as  e,  may  be  found  by 
taking  a  point  E',  between  B'  and  h',  projecting  it  to  E,  and  causing  rays 
E  e,  E'  e',  to  pass  through  these  points.  The  outline  of  the  shadow  req^uired 
will  then  be  the  curve  "F  eh  and  the  straight  line  If.  Suppose  now  the 
piston  P  and  its  rod  T  to  be  inserted  into  the  cylinder  as  shown.  The 
lower  surface  of  the  piston  will  then  cast  a  shadow  upon  the  interior  sur- 
face of  the  cylinder,  of  which  the  outline  T>  dkoy  may  be  formed  in  the 
21 
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same  way,  as  will  be  obTious  from  inspection  of  the  figures,  and  compari- 
Bon  of  tJie  letters  of  reference.  The  piston-rod  T  being  cylindrical  and 
vertical,  it  casts  also  its  shadow  into  the  interior  of  the  cylinder ;  it  will 
obvioasly  consist  of  a  rectangle  ij  I  h  drawn  parallel  to  the  axis,  and  of 
which  the  sides  ij  and  k  I  are  determined  by  the  tangents  I'  i'  and  K'  V . 

Figure  4. — ^This  example  consists  of  a  hollow  cylinder,  surmounted 
by  a  circular  disc  or  cover,  sectioned  through  the  centre,  where  it  is  also 
penetrated  by  a  cylindrical  aperture.  The  construction  necessary  for  find- 
ing the  outlines  of  the  cast  shadow  will  obviously  be  the  same  as  already 
laid  down.  In  fMs  case,  however,  it  is  proper  to  know  beforehand  what 
parte  of  the  upper  and  lower  edges  of  the  central  aperture  cast  their 
shadows  into  the  interior  of  the  cylinder ;  if,  then,  we  take  the  trouble  to 
construct  the  shadows  of  each  of  these  edges  separately,  we  shall  find  that 
that  of  the  upper  edge  is  a  curve  5  e/",  and  that  of  the  lower  a  similar 
curve  ace,  cutting  the  former  in  c.  This  point  limits  the  parts  of  each 
curve  which  are  actually  visible  ;  namely,  the  portion  5  c  of  the  first,  and 
the  portion  e  e  of  the  second ;  hence  it  follows,  that  in  order  to  avoid  un- 
necessary work,  we  should  first  determine  the  position  of  the  point  of  inter- 
section, c,  of  the  two  curves,  which  is  in  fact  the  cast  shadow  of  the  lowest 
point  C  in  the  curve  D  C,  previously  laid  down  in  the  circular  opening  of 
the  cover,  in  the  manner  indicated  in  fig.  7,  plate  TTT, 


Fig.  5.— Let  a  cylinder  in  section  to  be  set  at  an  inclination  to  the  horizon- 
tal plane.  To  find  the  outline  of  the  shadow  cast  into  its  interior,  describe 
upon  the  prolongation  of  the  axis  of  the  cylinder  a  semicircle  A'  a'  B', 
representing  its  interior  surface,  and  then,  in  any  convenient  part  of  the 
paper,  draw  the  diagonal  m  o  parallel  to  the  line  of  light  A'  E',  and  con- 
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struct  a  acLuare  mnop  (fig.  6) ;  from  one  of  tbe  extremities,  o,  draw  the 
line  0  r  parallel  to  A'  B',  and  through  the  opposite  extremity,  m,  draw  a 
perpendicular  r  sto  this  line,  and  set  off  on  the  perpendicular  the  distance 
T  a  equal  to  the  side  of  the  square,  and  join  s  o.  Now, 
draw  through  the  point  A',  in  the  original  figure,  a  hne 
A' a',  parallel  to  s  o,  intersecting  tlie  circle  A'  a'  B'  in  the 
point  a',  which  being  projected  by  a  line  parallel  to  the 
axis  of  the  cylinder,  and  meeting  the  line  A  a,  drawn  at 
an  angle  of  45°,  gives  the  first  point  a  in  the  curve  G  d  a. 
Xhe  other  points  will  be  obtained  in  like  manner,  by  draw- 
ing at  pleasure  other  lines,  such  as  D'  d',  parallel  to  A'  a'.  rig.  s. 

To  jmd  the  ovtUne  of  the  shadow  cast  into  the  interior  of  a  hollow 


Let  A  B  0  D  (fig.  7}  represent  the  horizontal  projection  of  a  concave 
hemisphere.  Here  it  is  sufficiently 
obvious,  that  if  we  draw  through 
the  centre  of  the  sphere  a  line  per- 
pendicular to  the  ray  of  liglit  A  C, 
the  points  B  and  D  will  at  once 
give  the  extremities  of  the  curve  ^ 
Bought.  Construct  the  square  (; 
6),  making  m  o  the  diagonal  paral- 
lel with  A  C  at  m;  erect  the  pei^ 
pendicular  m  m^,  making  m  m," 
equal  to  one  side  of  the  square ; 
connect  m?  o.  Take  now  upon  the 
prolongation  of  the  lino  B  D  any 
point  O',  from  which,  as  a  centre,  describe  a  Bemicircle  with  the  radius 
A  O,  and  from  the  pointy  A'  draw  the  straight  line  A^  a  ].arallel  to  om,^; 
the  point  a'  of  its  intersection  with  the  circle  A!  a'  C,  projected  to  a,  will 
be  another  principal  point  in  the  outUne  of  the  shadow. 

By  imagining  similar  sections,  such  as  E  F  parallel  to  the  former  A  C, 
and  laying  down  in  the  same  way  semicircles  E  F  corresponding  to  them, 
and  drawing  through  E'  lines  parallel  to  o  m^,  and  projecting  their  intersec- 
tion with  their  semicircles  to  the  corresponding  sections  E  F  on  the  plan,  the 
remaining  points  in  the  curve  sought  may  be  obtained.  But  as  this  curve 
is  an  ellipse,  of  which  the  diameter  D  B  is  the  major  axis,  and  the  line  O  a 
the  half  minor  axis,  it  follows  that  tliis  last  line  being  determined,  the 
curve  may  be  constructed  by  the  ordinary  methods  for  e 
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There  will  now  be  no  difficulty  in  constructing  the  cast  shadow  in  the 
interior  of  a  eoncare  surface  (fig.  8),  fonned  by  the  combination  of  a  hollow 
semi-cylinder  and  a  quadiant  of  a  hillow  sphere,  called  a  niche,  as  we 
know  the  mode  of  tiacmg  the  shadows  upon  each  of  these  figures  separ- 
ately. Thus,  the  shadow  ot  the  cnculii  outline  upon  the  spherical  por- 
-B*  tion   is  part   of    an    ellipse 

,  icT),  whose  semi-axis  major 

^  is  0  D ;  tlie  semi-axis  minor 

is  obtained  by  describing  the 
^  ^  semicircle  E'  i'  E  with  the 

\,      radius  O  E,  di-awing   from 
■'f  ^    '''       the  point  B'  the  straight  line 

B=  i'  pai'allel  to  a  line  o  m', 
\  found  by  a  construction  as  before  (fig.  6), 
and  finally  projecting  tlie  point  of  intersec- 
tion i'  to  i  on  the  straight  line  B  O.  The 
point  e,  where  this  ellipse  cuts  the  horizontal 
diameter  A  I",  limits  the  cast  shadow  upon 
the  spherical  smface ;  therefore  all  the  points 
beneath  it  must  be  determined  upon  the  cy- 
lindrical part.  Through  A'  in  the  plan  draw 
the  line  A'  a'  pai-allel  to  the  ray  of  light ; 
project  a'  till  it  intersects  the  line  of  light 
A  (I  in  the  elevation  at  a.  The  fine  of  shadow 
below  a  is  the  shadow  of  the  edge  of  the  cy- 
linder, and  must  therefore  be  a  sti'aight  line. 
The  line  of  shadow  between  a  and  e  is  pro- 
duced by  the  outline  of  the  circnlai'  part  fall- 
ing on  a  cylindrical  smrfaee,  and  is  established  as  in  previous  constnictions, 
by  drawing  lines  parallel  to  the  rays  of  hght  tln-ough  different  points,  as 
B  in  the  cuiwed  outline,  and  similar  lines  thi-ongh  the  corresponding 
points  B'  in  the  plan,  and  projecting  their  intersections  h'  with  the  semi- 
circle till  they  intersect  the  firat  line  at  &  as  points  in  the  line  of  shadow. 

Plate  m.,  figs.  1,  2. — To  find  the  line  of  shade  m  a  spliere,  cmd 
the  auiHne  of  its  shadow  cast  i^xm,  the  horisontal  plane. 

Tlie  line  of  shade  in  a  sphere  is  simply  the  circumference  of  a  gi'eat 
circle  of  which  the  plane  is  pei-pendicular  to  the  direction  of  the  luminous 
ray,  and  consequently  inclined  to  the  two  planes  of  projection.  Tliis  line 
will,  tliereforc,  be  represented  in  elevation  and  plan  by  two  equal  ellipses, 
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the  major  axes  of  ■which  are  obviously  the  diametera  0  D  and  C  D',  drawn 
at  an  angle  of  45°. 

To  find  the  minor  axes  of  these  curves,  aSBume  any  point  O',  upon  the 
prolongation  of  the  diameter  of  the  perpendicular  C  D'  (fig.  2),  draw 
through  this  point  the  straight  line  O'  o',  inclined  at  an  angle  of  35°  16', 
to  A'  B'  or  its  parallel,  and  erect  upon  it  the  perpendicular  E'  F'.  The 
projection  of  the  two  extremities  E'  and  F'  upon  the  line  A'  B',  will  give, 
in  the  plan,  the  line  E'  F'  for  the  length  of  the  required  minor  axis  of  the 
ellipse,  i.  e.  of  the  line  of  shade  in  the  plan  ;  and  this  line  being  again 
transferred  to  the  elevation,  determines  the  minor  axis  E  F  of  the  line  of 
shade  in  the  elevation. 

Supposing  it  were  required  to  draw  these  ellipses,  not  by  means  of 
their  axes,  but  by  points,  any  number  of  these  may  be  obtained  by  making 
horizontal  sections  of  the  sphere.  Thus,  for  example,  if  we  draw  the  chord 
G  H,  parallel  to  A'  B',  to  represent  one  of  these  sections,  and  from  the 
point  a,  where  it  cuts  the  diameter  E"  F",  if  we  draw  a  perpendicular  to 
A'  B',  the  points  a'  a',  where  it  intersects  the  circumference  of  a  circle 
representing  the  section  Gr  H  in  plan,  will  be  two  points  in  the  line  of 
shade  required.  These  points  may  be  transferred  to  the  elevation,  by 
supposing  a  section  jr  A.  to  be  made  in  fig.  1,  corresponding  to  G  H  in  fig, 
2,  and  projecting  the  points  a'  a'  by  perpendiculars  to  ff  h,  the  line  repre- 
senting the  cutting  plane. 

The  outhne  of  the  shadow  cast  by  the  sphere  upon  the  horizontal  plane 
is  also  obviously  an  ellipse  ;  it  may  be  constructed  either  by  means  of  its 
two  axes,  or  by  the  help  of  points,  in  the  manner  indicated  in  the  figure. 

Figs.  3,  4,  and  5. — To  draw  the  Une  qf  shade  on  the  surface  of  a  rmg 
of  <^roul<j/r  section,,  m  v&tidcal  section,  elevaHon,  awl  plan. 

We  shall  first  point  out  the  mode  of  obtaining  those  primary  points  in 
the  curve  which  are  most  easily  found,  and  then  proceed  to  the  general 
case  of  determining  any  point  whatever. 

If  tangents  be  drawn  to  the  circles  represented  in  figs.  8  and  4,  parallel 
to  the  ray  of  light,  their  points  of  contact,  a,  I,  c,  d,  will  be  the  starting 
points  of  the  required  lines  of  shade. 

Again,  the  intersections  of  the  horizontal  lines  a  e,  d  g,  c  f,  drawn 
through  these  points,  with  the  axis  of  the  ring,  will  give  so  many  new 
points  e,  g,f  in  the  curve.  These  points  are  denoted  in  the  plan  {fig.  5),  by 
setting  ofi"  the  distances  a  e  and  c  f  upon  the  vertical  line  g'  D,  on  both 
sides  of  the  centre  C, 

Farther,  the  diameter  F'  G',  drawn  at  an  angle  of  45°,  determines,  by 
its  intersections  with  the  exterior  and  interior  circumferences  of  the  ring, 
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four  other  pointe  F',  t\  x',  and  Gr',  in  the  curve  in  question ;  these  points 
are  all  to  be  projected  vertically  upon  the  line  A  B. 

And,  lastly,  to  obtain  the  lowest  points  1 1,  construct  the  two  squares 
(fig.  6),  making  the  diagonals  o'  ml  and  o  m,  parallel  severally  to  the  ray 
of  light  in  plan  and  elevation ;  revolve  o'  in,  upon  the  point  o'  until  it  be- 
comes parallel  with  the  vertical  plane  of  projection;  project  to  m*,  and 
connect  o  n>? ;  draw  tangents  to  the  circles  represented  in  figs.  3  and  4, 
parallel  to  the  line  o  m',  and  transfer  the  distances  between  the  points  of 
contact,  «,  s,  and  the  axis  of  the  ring,  to  the  radius  E'  C  (tig.  5),  where 
they  aa-e  denoted  by  I'  I'  y  these  latter  points  are  then  to  be  projected  vei'- 
tically  to  I,  I,  upon  the  horizontal  lines  drawn  through  the  same  points  s,  s 
(figs.  3  and  4). 

The  curves  sought  might  now,  in  most  instances,  be  traced  by  the 
points  thus  obtained ;  but  should  the  ring  be  on  a  large  scale,  and  great 
accuracy  be  required,  it  may  be  proper  to  determine  a  greater  number 
of  points.  For  this  purpose,  draw  through  the  centre  C,  a  straight  line 
r  H',  in  any  direction,  draw  through  o',  one  of  the  angular  points  of  the 
cube  at  fig.  6,  a  straight  line  or  parallel  to  I'  H',  and  from  the  opposite 
point  m'  draw  a  pei-pendicular  m'  r'  to  o'  /.  Then,  having  revolved  the 
point  r'  to  /  by  means  of  a  circular  arc,  in  order  to  admit  of  this  last 
point  being  projected  to  r,  we  join  o  r. 

Applying  this  construction  to  the  figures  before  ns,  we  now  draw  tan- 
gents to  the  circles  represented  in  figs.  3  and  4,  parallel  to  the  line  o  r, 
and,  taking  as  radii  the  distances  from  their  respective  points  of  contact, 
h  and  I,  to  the  axis  of  the  ring,  we  describe  corresponding  circles  about 
the  centre  C,  fig.  4.  We  thus  obtain  four  other  points  in  the  curves  re- 
quired, namely,  I',  i,  h,  and  H,  which  may  also  be  projected  upon  the 
horizontal  lines  drawn  through  the  points  h  or  I. 

By  drawing  the  straight  line  J'  K'  so  as  to  form  with  F'  G'  the  same 
angle  which  the  latter  makes  with  the  line  H'  I',  we  obtain,  by  the  inter- 
section of  that  line  with  the  circles  last  named,  four  other  points  of  the 
curves  in  question. 

Figs.  8  and  9. — Of  ths  shadows  east  v^on  the  surf  aoes  of  grooved pulhys. 

The  construction  of  cast  shadows  upon  surfaces  of  the  kind  now  under 
consideration  is  founded  upon  the  principle  already  announced,  that  when 
a  drole  iapa/rallel  to  aplams,  its  shadow,  cast  upon  that  plcme,  is  amother 
circle  equal  to  the  onginal  eirele. 

Tate,  in  the  first  place,  the  case  of  a  circular-grooved  pulley  (figs,  8 
and  9) ;  the  cast  shadow  on  its  surface  is  obviously  derived  from  the  cir- 
cumference of  the  upper  edge  A  B.    To  determine  its  outline,  take  any 
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horizontal  line  D  E  upon  fig.  8,  and  describe  from  ttie  centre  C  (fig.  9)  a 
circle  with  a  radiua  equal  to  the  half  of  that  line ;  then  draw,  through  the 
same  centre,  a  line  parallel  to  the  ray  of  light,  which  will  intersect  the 
plane  D  E  in  c  y  lastly,  describe  from  the  point  e',  as  a  centre,  an  arc  of  a 
circle  with  a  radius  equal  to  A  C  ;  the  point  of  interaection,  a' ,  of  this  arc, 
with  the  circumference  of  the  plane  D  E,  will  give  when  projected  to  a 
(fig.  8),  one  of  the  points  in  the  curve  required. 

To  avoid  unnecessary  labor  in  drawing  more  lines  parallel  to  D  E  than 
are  required,  it  is  important,  in  the  first  place,  to  ascertain  the  highest 
point  in  the  curve  sought.  This  point  is  the  shadow  of  that  marked  H  on 
the  upper  edge  of  the  pulley,  and  which  is  determined  by  the  intersection 
of  the  ray  C  H'  with  the  circumference  of  that  edge  in  the  plan  ;  and  it 
is  obtained  by  drawing  through  the  point  A  (fig,  8)  a  straight  line  at  an 
angle  of  35°  16'  with  the  line  A  E,  and  through  the  point  6,  etriting  a 
horizontal  line  e  f,  which  by  its  intersection  with  the  line  H  A,  drawn  at 
an  angle  of  45°,  will  give  the  point  sought 

In  fig.  9,  the  pulley  is  supposed  to  be  divided  horizontally  in  the  centre, 
and  the  shadow  represented  is  derived  from  the  smaller  circle  I  K,  and  is 
easily  constructed  by  methods  above  described. 

Plate  lY. — To  irace  the  outlines  of  the  shadows  cast  •wp/m  the  surfaces 
of  screws  wnd  nuts,  hoth  triangular  amd  squa/re-threaded. 

Eigs.  1  and  3  represent  the  projections  of  a  screw  with  a  single  square 
thread,  and  placed  in  a  horizontal  position,  A'  of  being  the  direction  of  the 
ray  of  light.  In  this  example,  the  shadow  to  be  determined  is  simply  that 
cast  by  the  outer  edge,  A  B,  of  the  thread  upon  the  surface  of  the  inner 
cylinder ;  therefore  its  outline  is  to  be  delineated  in  the  same  manner  as  we 
have  already  pointed  out,  in  treating  of  a  cylindei-  surmounting  another 
of  smaller  diameter  (page  320). 

Figs.  3  and  4.— The  case  of  a  triangular-threaded  screw  does  not  admit 
of  so  easy  a  solution  as  the  above,  because  the  outer  edge  A  C  D  of  the 
thread,  in  place  of  throwing  its  shadow  upon  a  cylinder,  projects  it  upon  a 
heUcal  surface  inclining  to  the  left,  of  which  the  generatrix  is  known.  De- 
scribe from  the  centre  0  (fig.  3)  a  number  of  circles,  representing  the 
bases  of  so  many  cylinders,  on  the  surfaces  of  which  we  must  suppose 
helical  lines  to  be  traced,  of  the  same  pitch  with  those  which  form  the  ex- 
terior edges  of  the  screw  (see  fig.  4).  We  must  now  draw  any  line,  such 
as  B'  E',  parallel  to  the  ray  of  hght,  and  cutting  all  the  circles  described 
in  fig.  3  in  the  points  E',  F',  G',  E',  which  are  then  to  be  successively  pro- 
jected to  their  corresponding  helical  lines  in  fig.  4,  where  they  are  denoted 
by  B",  F,  G,  and  E.     Then,  transferring  the  point  E'  (fig.  3)  to  its  appro- 
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priate  position  B  on  the  edge  A  C  D  (fig.  4),  and  drawing  through  the 
latter  a  line  B  6  at  an  angle  of  45",  ite  intereection  with  the  curve  E'  G  E 
will  give  one  point  in  the  curve  of  the  shadow  required.  In  the  same 
manner,  by  conetrneting  other  curves,  such  as  H*  J  K,  the  remaining 
points,  as  h,  in  the  curve  may  be  found. 

IFigs.  5  and  6. — ^The  same  processes  are  requisite  in  order  to  determine 
the  outlines  of  the  shadows  cast  into  the  interior  surfaces  of  the  nut  cor- 
responding to  the  screw  last  described,  as  will  be  evident  from  inspection 
of  figs.  5  and  6.  Tliese  shadows  are  derived  not  only  from  the  helical 
edge  A  B  D,  but  also  from  that  of  the  generatrix  A  C. 

Figs.  7  and  8. — ^The  shadow  cast  by  the  helix  ABC  upon  the  concave 
surface  of  the  square-threaded  nut  is  a  curve  o  J  C,  which  is  to  be  deter- 
mined in  the  same  way  as  that  in  the  interior  of  a  hollow  cylinder.  The 
same  observation  applies  to  the  edges  A  A*  and  A*  E,  as  well  as  to  those 
of  the  helix  F  G  H  and  the  edge  H  I.  With  regard  to  the  shadow  of  the 
two  edges  J  K  and  K  L,  they  must  obviously  follow  the  rules  laid'  down 
in  reference  to  figs.  4  and  6,  seeing  that  it  is  thrown  upon  an  inclined  heli- 
cal surface,  of  which  A  L  is  the  generatrix. 

Hie  principles  so  fully  laid  down  and  illustrated  in  the  preceding  pages 
will  be  found  to  admit  of  a  ready  and  simple  appHcation  to  the  dehneation 
of  the  shadows  of  all  the  ordinary  forms  and  combinations  of  machinery 
and  architecture,  however  varied  or  complicated  ;  and  the  student  should 
exercise  himself,  at  this  stage  of  his  progress,  in'  tracing,  according  to  the 
methods  above  explained,  the  outlines  of  the  cast  shadows  of  pulleys,  spur- 
wheels,  and  such  simple  and  elementary  pieces  of  machinery.  It  must  be 
observed,  that  the  student  should  never  copy  the  figures  as  here  repre- 
sented, but  should  adopt  some  convenient  scale  somewhat  larger  than  our 
figures,  and  construct  his  drawings  according  to  the  description,  looking  to 
the  figures  as  mere  illustrations ;  in  this  way  the  principles  of  the  con- 
struction will  be  more  surely  understood,  and  more  firmly  fixed  in  his 
mind. 

MAMIFDLATION   OF   SHADING  AifD   SHADOWS. — ^METHODS   OF  TIHTING. 

The  intensity  of  a  shade  or  shadow  is  regulated  by  the  various  peculi- 
arities in  the  forms  of  bodies,  and  by  the  position  which  objects  may 
occupy  in  reference  to  the  light. 

Swrfaces  m  the  light.— 'Flut  surfaces  wholly  exposed  to  the  light,  and 
at  all  points  equidistant  from  the  eye,  should  receive  a  uniform  tint. 

In  geometrical  drawings,  where  the  visual  rays  are  imagined  parallel 
to  the  plane  of  projection,  every  surface  parallel  to  this  plane  is  supposed 
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to  have  all  its  parts  at  the  same  distance  from  the  eye ;  such  is  the  vertical 
side  of  the  prism  ahcd  (fig.  4,  plate  V). 

When  two  surfaces  thus  situated  are  parallel,  the  one  nearer  the  eye 
should  receive  a  lighter  tint  than  the  other.  Every  surface  exposed  to  the 
light,  but  not  parallel  to  the  plane  of  projection,  and  therefore  having  no 
two  points  equally  distant  from  the  eye,  should  receive  an  unequal  tint. 
In  conformity,  then,  with  the  preceding  rule,  the  tint  should  gradually  in- 
crease in  depth  as  the  parts  of  such  a  surface  recede  from  the  eye.  This 
effect  is  represented  in  the  same  figure  on  the  sm^ace,  a  dfe,  which,  hy 
reference  to  the  plan  (flg.  1),  is  found  to  be  in  an  inclined  position. 

If  two  surfaces  are  unequally  exposed  to  the  light,  the  one  which  is 
more  directly  opposed  to  its  rays  should  receive  the  fainter  tint. 

Thus  the  face  e'  a'  (fig.  1),  presenting  itself  more  directly  to  the  rays  of 
light  than  the  face  a'  i',  receives  a  tint  which,  although  graduated  in  con- 
sequence of  the  inclination  of  this  face  to  the  plane  of  projection,  becomes 
at  that  part  of  the  surface  situated  nearest  to  the  eye  fainter  than  the  tint 
on  the  surface  a  h. 

Smfama  in  shade. — ^When  a  surface  entirely  in  the  shade  is  parallel  to 
the  plane  of  projection,  it  should  receive  a  uniform  dark  tint. 

When  two  objects  parallel  to  each  other  are  in  the  shade,  the  one 
nearer  the  eye  should  receive  the  darker  tint. 

When  a  surface  in  the  shade  is  inclined  to  the  plane  of  projection,  those 
parts  which  are  nearest  to  the  eye  should  receive  the  deepest  tint. 

The  face  Ig  tic  (fig.  4),  projected  horizontally  at  V g'  (flg,  1),  is  situated 
in  this  manner.  It  will  there  be  seen,  that  towards  the  line  h  c  the  tint  is 
much  darker  than  it  is  where  it  approaches  the  line  g  h. 

If  two  surfaces  exposed  to  the  light,  but  unequally  inclined  to  its  rays, 
have  a  shadow  cast  upon  them,  that  part  of  it  which  falls  upon  the  surface 
more  directly  influenced  by  the  hght  should  be  darker  than  where  it  falls 
upon  the  other  surface. 

Exemplifications  of  the  foregoing  rules  may  be  seen  on  various  figures 
in  the  plates. 

In  order  that  these  rules  may  be  practised  with  proper  effect,  we  shall 
give  some  directions  for  using  the  brush  or  hair-pencil,  and  explain  the 
usual  methods  employed  for  tinting  and  shading. 

The  methods  of  shading  most  generally  adopted  are  either  by  the 
superposition  of  any  number  of  flat  tints,  or  by  tints  softened  off  at  their 
edges.  The  former  method  is  the  more  simple  of  the  two,  and  should  be 
the  first  attempted. 

Shading  hy  jlai  tmts. — ^Let  it  be  proposed  to  shade  the  prism  (fig.  4, 
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plate  v.),  by  means  of  flat  tints.  According  to  the  position  of  the  prism, 
as  shown  by  its  plan  (fig.  1),  the  face  ahod  (fig.  4)  is  parallel  to  the  plane 
of  projection,  and  therefore  entirely  in  the  light.  This  face  should  receive 
a  uniform  tint  either  of  Indian  ink  or  sepia.  When  the  surface  to  be 
tinted  happens  to  be  very  large,  it  is  advisable  to  put  on  a  very  light  tint 
first,  and  then  to  go  over  the  surface  a  second  time  with  a  tint  sufficiently 
dark  to  give  the  desired  tone  to  the  surface. 

The  face  ig he  being  inclined  to  the  plane  of  projection,  as  is  shown 
by  the  line  h'  g'  in  the  plan  (fig.  1),  should  receive  a  graduated  tint  from 
the  line  5  c  to  the  line  g  h.  This  graduality  is  obtained  by  laying  on  a 
fiucceseion  of  flat  tints  in  the  following  manner : — First,  divide  the  fine 
h'  g'  (fig.  1)  into  equal  parts  at  the  points  1',  2',  and  from  these  points  pro- 
ject lines  upon,  and  parallel  to,  the  sides  of  the  face  hghc  (fig.  4).  These 
lines  sliould  be  drawn  very  lightly  in  pencil,  as  they  merely  serve  to  cir- 
cumscribe the  tints.  A  greyish  tint  is  then  spread  over  that  portion  of  the 
face  hghc  (fig.  2),  between  the  lines  h  c  and  1,  1.  "WTien  this  is  dry,  a 
similar  tint  is  to  be  laid  on,  extending  over  the  space  comprised  within  the 
lines  i  c  and  2,  2  (fig.  3).  Lastly,  a  third  tint  covering  the  whole  surface 
hehg  (fig.  4}  imparts  the  desired  graduated  shade  to  that  side  of  the  prism. 
The  number  of  tints  designed  to  express  such  a  graduated  shade  depends 
upon  the  size  of  the  surface  to  be  shaded ;  and  the  depth  of  tint  must  vary 
according  to  this  number. 

As  the  number  of  these  washes  is  increased,  the  whole  shade  gradually 
presents  a  softer  appearance,  and  the  lines  which  border  the  different  tints 
become  less  harsh  and  perceptible,  Por  this  reason  the  foregoing  method 
of  representing  a  shade  or  graduated  tint  by  washes  successively  passing 
over  each  other  is  preferable  to  that  sometimes  employed,  of  first  covering 
the  whole  surface  hghc  with  a  faint  tint,  then  putting  on  a  second  tint 
h2  ^  c,  followed,  lastly,  by  a  narrow  wash  h  11  cf  because,  in  following 
this  process,  the  outline  of  each  wash  remains  untouched,  and  presents,  un- 
avoidably, a  prominence  and  harshness  which,  by  the  former  method,  are 
in  a  great  measure  subdued. 

The  face  adfe  is  also  incUned  to  the  plane  of  projection,  as  shown  by 
the  line  a'  e'  in  the  plan  (fig.  1) ;  but  as  it  is  entirely  in  the  light,  it  should 
be  covered  by  a  series  of  much  fainter  tints  than  the  surface  Ighc,  which 
is  in  th^  shade,  darkening,  however,  towards  the  line  ef.  The  gradation 
of  tint  is  effected  in  the  same  way  as  on  the  face  hghc. 

Let  it  be  proposed  to  shade  a  cylinder  (fig.  12),  by  means  of  flat  tints : 

In  shading  a  cylinder,  it  will  be  necessary  to  consider  the  difference  in 
ihe  tone  proper  to  be  maintained  between  the  part  in  the  light  and  that  in 
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the  shade.  It  should  be  remembered  that  the  line  of  separation  1 
the  light  and  shade  al>  is  determined  by  the  radius  0  a'  (fig.  5),  di'awn 
perpendicular  to  the  rays  of  light  E  O.  That  part,  therefore,  of  the  cylin- 
der which  is  in  the  shade  la  comprised  between  the  Hnea  a  h  and  c  d.  This 
portion,  then,  should  be  shaded  conformably  to  the  rule  previously  laid 
down  for  treating  surfaces  in  the  shade  inclined  to  the  plane  of  projection. 
All  the  remaining  part  of  the  cylinder  -which  is  visible  presents  itself  to 
the  light ;  but,  in  consequence  of  its  circular  figure,  the  rays  of  light  form 
angles  varying  at  every  part  of  its  surface,  and  consequently  this  surface 
ehould  reteive  a  graduated  tint.  In  order  to  represent  with  efi"eet  the 
rotundity,  it  will  be  necessary  to  determine  with  precision  the  part  of  the 
Burface  which  is  most  directly  affected  by  the  light.  This  part,  then,  ia 
situated  about  the  line  e  i  (fig.  12),  in  the  vertical  plane  of  the  ray  of  light 
E  O  (fig.  6).  As  the  visual  rays,  however,  are  perpendicular  to  the  ver- 
tical plane,  and  therefore  parallel  to  V  O,  it  follows  that  the  part  which 
appears  clearest  to  the  eye  will  be  near  this  line  V  O,  and  may  be  limited 
by  the  line  T  O,  which  bisects  the  angle  Y  0  E  and  the  line  E  O.  By 
projecting  the  points  e'  and  m/,  and  drawing  the  lines  e  i  and  m  n  (fig.  12), 
the  surface  comprised  between  these  lines  will  represent  the  lightest  part 
of  the  cylinder. 

This  part  should  have  no  tint  upon  it  whatever  if  the  cylinder  happen 
to  be  polished  :  a  turned  iron  shaft  or  a  marble  column  for  instance  ;  but 
if  tlie  surface  of  the  cylinder  be  rough,  as  in  the  case  of  a  cast-iron  pipe, 
then  a  very  light  tint — considerably  fighter  than  on  any  other  part— may 
be  given  it. 

Again,  let  us  suppose  the  half-plan  of  the  cylinder/'  m'  a'  d  (fig.  5),  to 
be  divided  into  any  number  of  equal  parts.  Indicate  these  divisions  upon 
the  surface  of  the  cylinder  by  faint  pencil  lines,  and  begin  the  shading  by 
laying  a  tint  over  all  that  part  of  the  cylinder  in  the  shade  a  o  dh  (iig,  6). 
This  will  at  once  render  evident  the  light  and  dark  parts  of  the  cyHnder. 
When  this  is  dry,  put  on  a  second  tint  covering  the  line  ah  oi  separation 
of  light  and  shade,  and  extending  over  one  division,  as  shown  in  fig.  7. 
A  third  tint  should  be  spread  over  this  division,  and  one  on  each  side  of 
it,  as  in  fig.  8.  Proceed  in  this  way  imtil  the  whole  of  that  part  of  the 
cylinder  which  is  in  the  shade  is  covered.  The  successive  stages  of  this 
process  may  be  seen  in  figs.  9, 10,  and  11. 

Treat  in  a  similar  manner  the  part  fe  i  g,  and  complete  the  operation 
by  covering  the  whole  surface  of  the  cylinder — excepting  only  the  division 
eTJini  (fig.  12) — with  a  very  light  tint ;  the  cylinder  will  then  assume  the 
appearance  presented  by  fig.  12. 
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I  tmts. — ^The  great  advantage  which  thia  method 
posseeses  over  the  one  just  described,  coneietB  in  imparting  to  the  ehade  & 
much  softer  appearance ;  the  limitations  of  the  different  tints  being  imper- 
ceptible. On  the  other  hand,  it  is  considerably  more  difficult,  requiring 
longer  practice,  and  greater  mastery  over  the  movements  of  the  brush  to 
accomplish  it  with  tolerable  precision. 

Let  it  be  proposed  to  shade  by  thia  method  the  segment  of  the  hexa- 
gonal pyramid  (fig.  8,  plate  VI.) 

The  plan  of  this  figure  is  similar  to  that  of  the  prism  (fig.  4,  plate  V.) 
Ite  position  in  reference  to  the  light  is  also  the  same.  Thus  the  fgce  alod 
shonld  receive  a  unform  flat  tint.  If,  however,  it  be  desired  to  adhere  rig- 
orously to  the  preceding  rules,  the  tint  may  be  shghtly  deepened  as  it 
approaches  the  top  of  the  pyramid,  seeing  that  the  surface  is  not  quite 
parallel  to  the  vertical  plane. 

The  face  hg he  being  inclined  and  in  the  shade,  should  receive  a  dark 
tint.  Tlie  darkest  part  of  this  tint  is  where  it  meets  the  line  h  c,  and  grad- 
ually becomes  hghter  as  it  approaches  the  Hne  g  h.  To  produce  this 
effect,  apply  a  narrow  strip  of  tint  to  the  side  h  c  (fig.  6),  and  then,  quali- 
fying the  tint  in  the  brush  with  a  little  water,  join  another  strip  to  this, 
and  finally,  by  means  of  another  brush  moistened  with  water,  soften  off  this 
second  strip  towards  the  line  1, 1,  which  may  be  taken  as  the  limit  of  the 
first  tint.     Tliis  is  shown  in  fig.  6. 

"When  the  first  tint  is  dry,  cover  it  with  a  second,  which  must  be  simi- 
larly treated,  and  should  extend  beyond  the  first  up  to  the  line  2,  2  (fig. 
V).  Proceed  in  this  manner  with  other  tints,  until  the  whole  face  hg  he 
is  shaded,  as  presented  in  fig.  8. 

In  the  same  way  the  face  e  a  dfis  to  be  covered,  though  with  a  con- 
siderably lighter  tint,  for  the  rays  of  light  happen  to  fall  upon  it  almost 
perpendicularly. 

It  may  be  observed,  that  consistently  to  carry  out  the  rules  we  have 
laid  down,  the  tint  on  these  two  faces  should  be  slightly  graduated  from 
e  a  tof'd,  and  from  c  h  toh  g.  But  tMs  exactitude  may  be  disregarded 
until  some  proficiency  in  shading  has  been  acquired. 

It  is  now  proposed  to  shade  the  cylinder  (fig.  4)  by  means  of  softened 
tints.  The  boundary  of  each  tint  being  indicated  in  a  manner  precisely 
similar  to  that  shown  by  fig.  5,  plate  V.,  the  first  strip  of  tint  must  cover 
the  line  of  extreme  shade  a  b,  and  then  be  softened  off  on  each  side,  as 
shown  in  fig.  13.  Other  and  successively  wider  strips  of  tint  are  to  follow, 
and  receive  the  same  treatment  as  the  one  first  put  on.  The  results  of  liiis 
process  are  shown  in  figs.  2,  3,  and  i. 


„Googlc 


Hoaedb,GoOglc 


„Googlc 


SHADING   AND   SHADOWS.  6<i6 

As  this  method  requires  considerable  practice  "before  it  can  be  per- 
formed with  much  uicety,  the  learner  need  not  be  discouraged  at  the  fail- 
ure of  hie  first  attempts,  but  persevere  in  practising  on  simple  figures  of 
different  sizes, 

If,  after  shading  a  figure  by  the  foregoing  method,  any  very  apparent 
inequalities  present  themselves  in  the  shade,  such  defects  may  be  remedied 
in  some  measure  by  washing  off  redundancies  of  tint  with  a  brush  or  a 
damp  sponge,  and  by  supplying  a  little  color  to  those  parts  which  are  too 
light. 

Dexterity  in  shading  figures  by  softened  tints  will  be  facilitated  in  prac- 
tising upon  lo/Tffe  surfaces ;  this  will  be  the  surest  way  of  overcoming  that 
timidity  and  hesitation  which  usually  accompany  all  first  attempt*,  bat 
which  must  be  laid  aside  before  much  proficiency  in  shading  can  be  ac- 
quired. 

lS:,ABOEA'nON   OP   SHADmS  AND   SHADOWS. 

Thus  far  the  simplest  primary  rules  for  shading  isolated  objects  have 
been  laid  down,  and  the  easiest  methods  of  carrying  them  into  operation 
explained.  It  is  now  proposed  to  exemplify  these  rules  upon  more  com- 
plex forme,  to  show  where  the  shading  may  be  modified  or  exaggerated, 
to  introduce  additional  rules  more  especially  adapted  for  mechanical  color- 
ing, and  to  offer  some  observations  and  directions  for  effectively  shading 
the  drawing  of  machines  in  their  entirety. 

"Whatman's  best  rough-grained  drawing-paper  is  better  adapted  for 
receiving  color  than  any  other.  Of  this  paper,  the  double  elephant  size  is 
preferable,  as  it  possesses  a  peculiar  eonsistency  and  grain.  A  larger 
paper  ia  seldom  required,  and  when  the  drawing  to  be  made  happens  to  be 
small,  a  portion  of  a  double  elephant  sheet  should  be  used. 

The  paper  for  a  colored  drawing  ought  always  to  be  strained  upon  a 
board  with  glue  or  strong  gum.  Before  doing  tliis,  caro  must  be  taken  to 
damp  the  face  of  the  paper  with  a  sponge  well  charged  with  water,  in 
order  to  remove  any  impurities  from  its  surface,  and  as  a  necessary  prepa- 
ration for  the  better  reception  of  the  color.  The  sponge  should  merely 
touch  the  paper  lightly,  and  not  rub  it.  The  whole  of  the  surface  is  to  be 
damped,  that  the  paper  may  be  subjected  to  a  uniform  degree  of  expansion, 
thereby  insuring,  as  it  dries,  a  uniform  degree  of  contraction.  Submitted 
to  this  treatment,  the  sheet  of  paper  will  present,  when  thoroughly  dry,  a 
clean  smooth  surface,  not  only  agreeable  to  work  upon,  but  also  in  the 
best  possible  condition  to  tahe  the  color, 

llie  size  of  the  brushes  to  be  used  will,  of  course,  depend  upon  tiie 
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scale  to  which  the  drawing  is  made.  Long  thin  brnshee,  however,  should 
be  avoided.  Those  poseessing  corpulent  bodies  and  fine  points  are  to  be 
preferred,  as  they  retain  a  greater  CLuantity  of  color,  and  are  more  manage- 
able. 

During  the  process  of  laying  on  a  flat  tint,  if  the  surface  be  large— 
though  this  is  seldom  the  ease  except  in  topographical  drawings — the  draw- 
ing may  be  slightly  inclined,  and  the  brush  well  charged  with  color,  so  that 
the  edge  of  the  tint  may  be  kept  in  a  moist  state  until  the  whole  surface  is 
covered.  In  tinting  a  small  surface,  the  brt^h  should  never  have  much 
color  in  it,  for  if  it  have,  the  surface  will  unavoidably  present  coarse 
rugged  edg'es,  and  a  coarse  uneven  appearance  throughout.  A  moderate 
quantity  of  color  in  the  brush,  well  though  expeditiously  nibbed  into  the 
paper,  is  the  only  method  of  giving  an  even  close-grained  aspect  to  the 
eurface.  In  fact,  for  mechanical  drawings,  there  is  rarely  occasion  for  well 
charging  the  brush  with  color.  The  tint  in  the  brush  may  be  very  dark 
or  very  light,  but  there  should  seldom  be  much  of  it. 

As  an  invariable  rule  let  it  be  remembered,  that  no  tint,  shade,  or 
shadow  is  to  be  passed  over  or  touched  until  it  is  quite  dry. 

In  the  examples  of  shading  which  are  given  in  this  work,  it  may  be 
observed  that  all  objects  with  curved  outlines  have  a  certain  amount  of 
reflected  light  imparted  to  them.  It  is  true  that  all  bodies,  whatever  may 
be  their  form,  are  afl'ected  by  reflected  light ;  but,  with  a  few  exceptions, 
this  light  is  only  appreciable  on  curved  surfaces.  The  judicious  degree 
and  treatment  of  this  light  is  of  considerable  importance  for  the  acquire- 
ment of  an  effective  style  of  shading. 

All  bodies  in  the  light  reflect  on  those  objects  which  surround  them 
more  or  less  light  according  to  the  situation.  Wherever  light  extends,  re- 
flection follows.  If  an  object  be  isolated,  it  is  still  reached,  by  reflected 
light,  fi-om  the  ground  on  which  it  rests,  or  from  the  air  which  surrounds  it. 

In  proportion  to  the  degree  of  polish  or  brightness  in  the  color  of  a 
body,  is  the  amount  of  reflected  light  which  it  spreads  over  adjacent  ob- 
jects, and  also  its  own  susceptibility  of  illumination  under  the  reflection 
from  other  bodies.  A  polished  steam-cylinder,  or  a  white  porcelain  vase, 
receives  and  imparts  more  reflected  light  than  a  rough  casting  or  a  stone 
pitcher. 

Shade,  even  the  most  inconsiderable,  ought  never  to  extend  to  the  out- 
line of  any  smooth  circular  body.  On  a  polished  sphere,  for  instance,  the 
shade  should  be  delicately  softened  off  just  before  it  meets  the  circumfer- 
ence, and  when  the  shading  is  completed,  tlie  body  color  intended  for  the 
sphere  may  be  carried  on  to  its  outline.     This  will  give  a  transparency  to 
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that  part  of  the  sphere  influenced  by  reflected  light,  which  it  could  not 
have  possessed  if  the  shade  tint  had  been  extended  to  its  circumference. 
Very  little  shade  should  be  Buffered  to  reach  the  outHnes  even  of  rough 
circular  bodies,  lest  the  coloring  look  harsh,  and  present  a  coarse  appear- 
ance quite  at  vai-iance  with  its  natural  aspect.  Shadows  also  become 
lighter  as  they  recede  from  the  bodies  which  cast  them,  owing  to  the  in- 
creasing amount  of  reflection  which  falls  on  them  from  surrounding  ob- 
jects. 

Shadows  appear  to  increase  in  depth  as  their  dista/neefrom  the  spectator 
dimmishea.  In  nature  this  increase  is  only  appreciable  at  considerable 
distances.  Even  on  extensive  buildings,  inequalities  in  the  depth  of  the 
shadows  are  hardly  perceptible ;  much  less,  then,  can  any  natural  grada- 
tion present  itself  in  the  sliadows  on  a  machine,  which,  supposing  it  to  be 
of  the  largest  construction,  is  confined  to  a  comparatively  small  space.  It 
is  most  important,  however,  for  the  effective  representation  of  machinery, 
that  the  variation  in  the  distance  of  each  part  of  a  machine  from  the  spec- 
tator should  at  once  strike  the  eye ;  and  an  exaggeration  in  expressing  the 
varying  depths  of  the  shadows  is  one  means  of  eff'ecting  that  object.  The 
shadows  on  the  nearest  and  most  prominent  parts  of  a  machine  should  be 
made  as  dart  as  color  can  render  them,  the  colorist  being  thus  enabled  to 
exhibit  a  marked  difference  in  the  shadows  on  the  other  parts  of  the  ma- 
chine as  they  recede  from  the  eye.  The  same  direction  is  applicable  in 
reference  to  shades.  The  shade  on  a  cyHnder,  for  instance,  situated  near 
the  spectator,  ought  to  be  darker  than  on  one  more  remote  ;  in  fact,  the 
gradation  of  depth  for  the  shades  follows  that  which  depicts  the  shadows. 
As  a  general  rule,  the  color  on  a  machine,  no  matter  what  it  may  be  in- 
tended to  represent,  should  become  lighter  as  the  parts  on  which  it  is 
placed  recede  from  the  eye. 

Plates  VII.  and  VUI.  present  some  very  good  examples  of  finished 
shading. 

Plate  Vn.  represents,  both  in  elevation  and  plan,  different  solids  vari- 
ously penetrated  and  intersected.  The  rules  for  the  projection  of  these 
solids  have  been  given  under  the  head  of  Geometrical  Prc^ection^  and 
illustrated  in  plates  IV.,  V.,  VI.,  and  VII.  They  are  selected  with  a  ^dew 
of  exhibiting  those  cases  which  are  of  most  frequent  occurrence,  and  at 
the  same  time  elucidating  tlie  general  principles  of  shading. 

Plate  Vm.  presents  examples  of  shading  and  shadow. 

Fig.  1  represents  a  hexagonal  prism  surmounted  by  a  fillet.  The  most 
noticeable  part  of  this  figure  is  the  shadow  of  the  prism  in  the  plan  view. 
It  presents  a  good  example  of  the  graduated  expression  which  should  be 
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given  to  all  shadows  cast  upon  plain  surfacee.  Its  two  extremities  are  re- 
markably different  in  their  tone.  As  the  shadow  neara  the  prism,  it  in- 
creases rapidly  in  depth  ;  on  the  contrary,  as  it  approaches  the  other  end, 
it  assumes  a  comparatively  light  appearance.  This  difference  is  doabt- 
lessly  a  great  exaggeration  upon  what  it  would  naturally  display.  Any 
modification  of  it,  however,  in  the  representation  would  destroy  the  best 
effect  of  the  shadow. 

The  direction  which  the  sliadee  and  shadows  take  in  all  the  plans  of 
the  figures  in  this  plate,  is  from  the  left  hand  lower  comer.  This  is  rigor- 
ously correct,  supposing  the  objects  to  remain  stationary,  whilst  the  spec- 
tator views  them  in  both  a  vertical  and  horizontal  position.  Nevertheless, 
to  many,  this  upward  direction  given  to  the  shadows  has  an  awkward 
appearance,  and,  perhaps,  in  the  plan  of  an  entire  machine,  the  shadows 
may  look  better  if  their  direction  coincide  with  that  which  is  given  to 
them  in  the  elevation.  If,  however,  the  shadows  be  correctly  projected, 
their  direction  is  an  arbitrary  matter,  and  may  be  left  to  the  taste  of  the 
draughtsman. 

Figs.  2,  3,  and  6  exemplify  the  complex  appearance  of  shade  and 
shadow  presented  on  concave  surfaces.  It  ia  worthy  of  particular  notice, 
that  the  shadow  on  a  concave  surface  is  darkest  towards  its  outline,  and 
becomes  lighter  as  it  nears  the  edge  of  the  object.  Reflection  from  that 
part  of  the  surface  on  wliich  the  light  falls  most  powerfully  causes  this 
gradual  diminution  in  the  depth  of  the  shadow,  the  greatest  amount  of  re- 
flection being  opposite  tlie  greatest  amount  of  light. 

It  may  be  as  well  to  remark  here,  that  no  hrilliemt  or  extreme  light 
should  be  left  on  concave  surfaces,  as  such  lights  would  tend  to  render  it 
doubtful  at  first  sight  whether  the  objects  represented  were  concave  or 
convex.  After  the  body-color — which  shall  be  ti-eated  in  a  subsequent 
section — ^has  been  put  on,  a  faint  wash  should  be  passed  very  lightly  over 
the  whole  concavity.  This  will  not  only  modify  and  subdue  the  light,  but 
tend  to  soften  any  asperities  in  the  tinting,  which  are  more  unsightly  on  a 
concave  surface  than  on  any  other. 

The  hghtest  part  of  a  sphere  (fig.  4)  is  confined  to  a  mere  point,  around 
which  the  shade  commences  and  gradually  increases  as  it  recedes.  This 
point  is  not  indicated  on  the  figure  referred  to,  because  the  shade  tint  on 
a  sphere  ought  not  to  be  spread  over  a  greater  portion  of  its  surface  than 
is  shown  there.  The  very  delicate  and  hardly  perceptible  progression  of 
the  shade  in  the  immediate  vicinity  of  the  light  point  should  he  effected 
by  means  of  the  body-color  of  the  sphere.  If,  for  instance,  the  material 
of  which  the  sphere  is  composed  be  brass,  the  body-color  itself  should  be 
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ligMened  as  it  nears  the  light  point.  In  like  manner  all  polished  or  light- 
colored  curved  surfaces  should  be  treated ;  the  part  bordering  upon  the  ex- 
treme light  being  covered  with  a  tint  of  body-color  somewhat  fainter  than 
that  used  for  the  flat  surfaces.  Again,  if  the  sphere  be  of  cast-iron,  then  the 
ordinary  body-color  should  be  deepened  from  the  light  point  until  it  meets 
the  shade  tint,  orer  which  it  is  to  be  spread  uniformly.  Any  curved  un- 
pohehed  surface  is  to  be  thus  treated ;  the  body-color  should  be  gradually 
deepened  as  it  recedes  from  that  part  of  the  surface  most  exposed  to  the 
light.  Considerable  management  is  necessary  in  order  to  shade  a  sphere 
effectively.  The  best  way  is  to  put  on  two  or  tliree  softened-ofF  tints  in 
the  form  of  crescents  converging  towards  the  light  point,  the  first  one 
being  carried  over  the  point  of  deepest  shade. 

A  ring  (fig.  5)  is  a  difficult  object  to  shade.  To  change  with  accurate 
and  effective  gradation  the  shade  from  the  inside  to  the  outside  of  the  ring, 
to  leave  with  regularity  a  line  of  light  upon  its  surface,  and  to  project  its 
shadow  with  precision,  require  a  degree  of  attention  and  care  in  their  exe- 
cution greater,  perhaps,  than  the  shade  and  shadow  of  any  other  simple 
figure.  The  learner,  therefore,  should  practise  the  shading  of  this  figure, 
as  he  will  seldom  meet  with  one  presenting  greater  difficulties. 

Figs.  7  and  8  show  the  peculiarities  of  the  shadows  cast  by  a  conical 
form  on  a  sphere  or  eyfinder.  The  following  fact  should  be  well  noted  in 
the  memory  i^That  the  depth  of  a  shadow  on  any  object  is  in  proportion 
to  the  degree  of  light  which  it  encounters  on  the  surface  of  that  object. 
In  these  figures  very  apt  illustrations  of  this  fact  may  be  remarked.  It 
will  be  seen  by  referring  to  the  plan  {fig.  7),  that  the  shadow  of  the  apex 
of  the  cone  happens  to  fall  upon  the  lightest  point  of  the  sphere,  and  is, 
therefore,  the  darkest  part  of  the  shadow.  So  also  the  deepest  portion  ot 
the  shadow  of  the  cone  on  the  cylinder  in  the  plan  (fig.  8)  is  exactly  where 
it  coincides  with  the  hne  of  extreme  light.  Flat  surfaces  are  similarly 
affected,  the  shadows  thrown  on  them  being  less  darkly  expressed,  accord- 
ing as  their  inclination  to  the  plane  of  projection  increases.  The  body- 
color  on  a  flat  surface  should,  on  the  contrary,  increase  in  depth  as  the  sur- 
face becomes  more  inclined  to  this  plane. 

Another  notable  fact  is  exemplified  by  these  figures  :— that  reflected 
light  is  incident  to  shadows  as  well  as  to  shades.  This  is  very  observable 
where  the  shadow  of  the  cone  falls  upon  the  eyhnder.  It  may  likewise 
be  remarked,  though  to  a  less  extent,  on  other  parts  of  these  figures.  The 
reflected  light  on  the  cone  from  the  sphere  or  cylinder  is  also  worthy  of 
observation.     This  light  adds  greatly  to  the  effect  of  the  shadows,  and 
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indeed  to  the  appearance  of  the  objects  themselves.  Altogether,  these 
figures  offer  admirahle  scope  for  study  and  practice. 

The  concentration  within  a  small  space  of  nearly  all  the  peculiarities 
and  effects  of  light,  shade,  and  shadow,  may  be  seen  on  plate  IX.,  in  the 
examples  of  screws  there  ^ven. 

The  parts  of  a  highly-finished  colored  drawing  of  a  machine  are  always 
affected  by  a  certain  degree  of  indefinableness  in  their  outline. 

Notwithstanding  the  most  careful  exertions  of  the  coloriet  to  keep 
every  feature  of  a  machine  clear  and  distinct,  some  amount  of  uncertainty, 
resulting  unavoidably  from  the  proximity  and  natural  blending  of  the  dif- 
ferent parte,  will  pervade  the  lines  which  separate  its  component  members. 
For  practical  working  purposes,  therefore,  a  completely  colored  dra-wing 
of  a  machine  is  unsuitable.  On  the  other  hand,  a  mere  outline,  although, 
perhaps,  intelhgible  enough  to  those  who  are  familiarly  acquainted  with 
the  machine  delineated,  has  an  undecided  appearance.  As  complete 
coloring  renders  it  difficult  for  the  eye  to  separate  the  various  parts  of  a 
machine,  owing  to  an  apparently  too  intimate  relationship  between  them ; 
a  line  drawing,  on  the  contrary,  perplexes  the  eye  to  discover  any  relation 
between  them  at  all,  or  to  settle  promptly  their  configuration.  The  eye 
involuntarily  asks  the  question,  is  that  part  round  or  square,  or  is  it  even 
a  distinct  part  of  the  machine  at  all  ?  As  a  means  of  avoiding  the  inde- 
finiteness  presented  by  the  outline  in  the  foi-mer  case,  and  the  want  of 
adequate  coherence  and  douhtfulne^  in  the  form  of  the  different  parts 
amenable  to  the  latter,  recourse  is  not  unfrequently  had  to  a  kind  of  semi- 
coloring,  or  rather  mere  shading  of  the  parts  of  a  machine.  Exemplifi- 
cations of  this  practical  style  of  representing  machines  may  be  observed 
in  plates  XXVIII.  to  XXXT.  inclusive,  "Drawing  of  Machinery,"  pages 
204  and  206.  Every  figure  looks  complete  without  elaboration,  and  is 
clearly  delineated  without  degenerating  into  the  bareness  of  a  mere  skele- 
ton. Outlines  and  forms  are  at  once  apprehended,  and  every  member  of 
the  machine  is  adjusted  without  hesitation  to  its  proper  place. 

In  such  drawings  shading  only  is  allowed,  and  therefore  but  shght 
scope  is  permitted  for  imparting  effects ;  and  it  is  advisable  to  follow  a 
direction  previously  given,  and  to  modify  the  color  on  every  part  accord- 
ing to  its  distance  from  the  eye.  It  may  be  as  well  also,  for  the  purpose 
of  maintaining  harmony  in  the  coloring,  and  of  equalizing  its  appearance, 
to  color  less  darkly  large  shades  than  small  ones,  although  they  may  be 
situated  at  an  equal  distance  from  the  eye.  No  very  dark  shading  is  per- 
missible on  this  species  of  drawing ;  indeed  the  tint  should  be  very  con- 
siderably lighter  than  on  finished  colored  drawings.     Besides  presenting 
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too  violent  a  contrast  between  the  parte  colored  and  those  without  any 
color  at  all,  dark  shading  would  produce,  in  some  measure,  the  indistinct- 
ness which  is  objectionable  in  completely  tinted  drawings. 


FINISHED     COLOEING. 

Ae  shades  and  shadows  have  been  copiously  treated  of,  attention  wiU 
now  be  directed  to  the  body-colors  beat  adapted  for  depicting  the  various 
materiab  employed  in  the  roanufaeture  of  machinery ;  to  their  composi- 
tion and  mixture ;  to  the  best  way  of  laying  them  on ;  and  to  the  various 
effects  to  which  they  may  be  made  subservient. 

The  coloring  of  drawings  representing  machinery  requires  a  special 
study,  the  process  of  its  development  being,  in  many  essentials,  very  differ- 
ent from  that  pursued  in  the  artistic  expression  of  other  objects. 

The  parts  of  a  machine  being  usually  constructed  with  mathematical 
accuracy,  and  always  presenting  a  well-defined  rigid  outline,  the  same 
unmistakable  deflniteness  should  be  maintained  in  any  attempt  to  picture 
such  an  object  on  paper.  There  should  be  no  "blending"  of  different 
colors,  no  doubtful  finish  to  a  tint,  no  softening  off  into  the  imaginative  ; 
every  part  should  present  at  once  to  the  eye  its  form  and  position ;  should, 
in  fact,  supply  the  place  of  a  tnadd  of  the  machine.  So  important  a  fea- 
ture is  this  in  mechanical  coloring,  that  when  correct  shadows  would  mate- 
rially obscure  any  part  of  a  machine,  they  should  either  be  entirely  sup- 
pressed, or,  when  such  an  omission  would  be  very  striking,  so  modified  as 
to  lessen  as  much  as  possible  the  obscurity  thus  produced. 

The  color  of  cast-iron  fresh  from  the  foundry  is  commonly  a  very  dark 
bluish  black,  having  blended  with  it  an  almost  imperceptible  brownish- 
green  tint  or  cast.  To  represent  the  casting  on  paper  to  the  best  advan- 
tage, the  following  colors  should  be  employed  : — Indian  ink  and  indigo, 
with  a  very  slight  admixture  of  lake.  This  last  ingredient  is  necessary ; 
for  Indian  ink,  being  actually  only  a  very  dark  brown,  it  would,  in  con- 
junction merely  with  a  blue,  impart  too  green  a  cast  to  the  tint  sought  to 
be  realized.  As  near  an  approximation  to  the  natural  tint  of  cast-iron  as 
can  be  obtained  by  the  process  of  printing  in  colors,  is  shown  on  plate  X. 

Great  care  should  be  taken  in  mixing  these  colors.  First,  the  lake — 
crimson  is  preferable — should  be  rubbed  on  the  pallet ;  about  half-a-dozen 
turns  of  the  hand  are  sufficient,  as  too  much  of  this  color  would  impart  a 
rusty  appearance  to  the  desired  tint.  The  indigo  may  then  be  added, 
and  lastly  the  Indian  ink.  The  quantity  of  lake  being  very  inconsiderable, 
about  two-thirds  of  the  mixture  should  be  composed  of  Indian  ink,  and 
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the  remaining  third  of  indigo.  Thia  proportion,  however,  will  be  best 
ascertained  by  occasionally  trying  the  tint  on  a  scrap  of  drawing-paper 
during  the  process  of  mixing.  When  the  tint  appears  to  have  approxi- 
mated as  near  as  poeeible,  according  to  the  colorist's  judgment,  to  the  tint 
described  above,  its  ingredients  should  be  well  mixed  together  with  the 
brush.  The  more  intimate  this  intermixture  of  the  colors  can  be  rendered, 
the  better ;  for  if  any  considerable  number  of  particles  of  the  same  color 
remain  together,  the  tint,  when  essayed,  will  present  a  streaky,  semi-party- 
colored  appearance.  The  tint  being  thus  prepared,  should  be  left  for  a  short 
time  untouched,  so  as  to  allow  the  grosser  particles  of  color  to  settle  at  the 
bottom  of  the  saneer,  !N"o  fear  need  be  entertained  of  getting  the  tint  too 
dark,  or  of  mixing  too  much  ;  on  the  contrary,  it  is  better  to  compound  a 
considerable  quantity  and  very  dark  in  one  saucer,  and  then  gently  pour 
a  little  into  one  or  two  others,  in  which,  with  varying  quantities  of  water, 
different  gradations  of  tint  may  be  produced.  The  tint  left  in  the  first 
pallet  should  be  preserved  for  shading  or  for  shadows,  and  when  it  has  be- 
come dry,  should  by  no  means  be  discarded,  as  it  will  always  be  service- 
able, and  indeed  preferable  for  imparting  the  lesser  dark  effects  to  various 
parts  of  the  drawing. 

.  With  one  or  two  exceptions,  which  will  be  pointed  out  later,  this  tint, 
variously  modified,  ie  the  only  one  to  be  employed  for  the  representatidn 
of  cast  iron.  It  is  adapted  as  well  for  expressing  the  shades  and  shadows 
as  for  depicting  the  body-color.  If  the  shades  and  shadows  be  indicated 
bj"  Indian  ink  alone,  the  small  amount  of  "brilliancy"  which  cast  iron 
naturally  enjoys  will  disappear  wherever  covered  with  Indian  ink,  and 
even  the  effect  of  the  body-color  will  be  very  sensibly  diminished. 

The  first  parts  of  the  drawing  of  a  machine  which  it  is  usually  most 
judicious  to  color  are  those  of  a  circular  form — cylinders,  the  more  im- 
portant shafts,  &c.  The  rods  and  smaller  shafts,  especially  where  they 
cross  other  parts  of  the  machine,  may  be  left  imtU  the  other  work  is 
finished. 

Taking  for  granted  that  the  learner  has  practised  the  art  of  shading 
according  to  the  simple  methods  previously  described,  and,  therefore,  that 
he  is  somewhat  acquainted  with  the  use  of  the  brush,  let  him  now  proceed 
to  color  a  circular  casting,  it  being  with  cast  iron  only  that  we  have  to  do 
at  present. 

Imagine  this  casting  to  he  a  large  cylinder.  First  draw  two  faint 
pencil  lines,  to  indicate  the  extremes  of  light  and  shade  on  its  surface. 
Pass  the  brush,  moderately  full  of  the  darkest  tint,  down  the  line  of  deep- 
est shade,  spreading  the  color  more  or  less  on  either  side,  according  to  the 
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diameter  of  the  cylinder  ;  then,  if  poeeible,  before  this  layer  of  tint  is  dry, 
towards  the  line  of  extreme  light,  beginning  at  the  top,  and  encroaching 
slightly  over  the  edge  of  the  first  tint,  lay  on  another  not  quite  so  dark, 
but  about  double  its  width.  It  may  be  observed,  that  it  is  not  very  essen- 
tial to  put  on  the  second  tint  before  the  first  is  dry,  for  the  latter  should 
be  80  dark  and  mick,  that  its  edges  may  be  easily  softened  at  any  time. 
"Whilst  this  second  tint  is  still  wet,  with  a  much  lighter  color  in  the  brush, 
proceed  in  the  same  manner  with  a  third  tint,  and  so  on,  until  the  line,  of 
extreme  light  is  nearly  attained.  Eepeat  this  process  on  the  other  side  of 
the  first  tint,  approaching  the  outline  of  the  cylinder  with  ft  very  faint 
wash,  so  as  to  represent  the  reflected  light  which  progressively  modifies 
the  shade  as  it  nears  that  hne.  Then  let  a  darkish  narrow  strip  of  tint 
meet,  and  pass  along  the  outline  of  the  cylinder  on  the  other  side  of  the 
extreme  hne  of  light,  after  which  gradually  fainter  tints  should  follow, 
treated  in  a  manner  similar  to  that  which  has  been  already  described,  and 
becoming  almost  imperceptible  just  before  arriving  at  the  line  of  light. 

This  is  a  very  expeditious  way  of  shading  a  cyhnder ;  but  even  to  the 
most  experienced  colorist,  it  is  not  possible,  by  the  above-described  means 
alone,  to  impart  a  sufficient  degree  of  well-regulated  rotundity  to  the  ap- 
pearance of  such  an  object.  Supci-fluities  ^and  deficiencies  of  color  ipill 
appear  here  and  fhere.  It  will  be.  necessary,  therefore,  to  equalize  to  some 
extent,  by  a  species  of  gross  stippling,  the  disparities  which  present  them- 
selves. This  is  done  by  spreading  a  little  color  over  the  parts  where  it  is 
deficient,  and  then  passing  very  lightly  over  nearly  the  whole  width  of  the 
shade,  with  the  brush  supplied  with  a  very  light  wash.  This  process  may 
be  repeated  to  suit  the  degree  of  finish  which  it  is  desired  to  give  the 
drawing.  In  the  same  manner  the  shading  of  all  curved  surfaces  is  to  be 
treated, 

Keconrse  is  often  had  to  what  is  called  "washing"  or  "sponging,"  in 
order  to  impart  softness  and  circularity  to  certain  forms.  Beyond  a  very 
limited  extent,  this  is  a  most  injudicious  system.  It  robs  the  shade  of  all 
the  Hghtest  and  most  brilliant  particles  of  color,  the  natural  position  of 
which  is  on  the  surface ;  it  destroys  that  "  crisp "  freshness,  so  essential 
towards  the  beautiful  appearance  of  aU  coloring ;  and,  what  is  still  worse, 
spreads  a  dirty  appearance  not  only  over  the  whole  surface  of  the  coloring, 
but  more  or  less  on  all  the  paper  which  surrounds  it.  Sponging  should 
never  be  adopted,  and  if  a  slight  washing  with  the  brush  be  sometimes 
attempted,  it  should  be  done  very  lightly,  and,  except  on  rare  occasions, 
not  allowed  to  pass  beyond  those  parts  of  the  drawing  covered  with  color, 
otherwise  that  sharp  cleanly  appearance,  which  eo  enhances  the  effect  of  a 
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colored  drawing,  will  be  lost.  Let  it,  then,  be  remembered,  that  the  less 
the  color,  whether  as  a  shade,  shadow,  or  tint  of  any  kind,  is  touched  aft&f 
it  has  reached  the  paper,  the  better.  Tlie  Bystem  of  shading  by  numerous 
tints  laid  one  over  the  other — a  system  which  almost  universally  prevails 
— ^is  no  doubt  a  very  easy,  and,  therefore,  advantageous  one  for  the  initia- 
tion of  beginners  into  a  dexterous  use  of  the  brush  and  the  grosser  mysteries 
of  coloring ;  but  no  highly  effective  mechanical  drawing  can  be  produced 
in  tliis  manner. 

The  principal  shadows  are  the  next  parts  of  the  coloring  which  will  now 
claim  attention.  The  outline  of  any  shadow  being  drawn  in  pencil,  along 
its  inner  line — the  Hue  which  forms  a  portion  of  the  figure  of  the  object 
whose  shadow  is  to  be  represented — lay  on  a  strip  of  the  darkest  tint,  wide 
or  narrow,  according  to  the  width  of  the  shadow,  and  then,  before  it  is 
dry,  eoften  off  its  outer  edge.  This  may  be  repeated  as  often  as  the  taste 
of  the  colorist  may  dictate,  but  the  color  should  not  spread  itself  over 
much  more  than  haff  the  space  occupied  by  the  shadow.  These  prelimi- 
nary touches  will  add  to  the  intensity  of  the  proposed  shadow,  and  neutralize 
a  certain  harshness  of  appearance  inevitable  to  all  shadows  made  equally 
dark  throughout.  The  effect  they  give  to  the  drawing  is  very  pleasing, 
and  ia,  moreover,  quite  natural,  for,  as  previously  explained,  the  greatest 
depth  of  a  shadow  is  invariably  tliat  part  of  it  immediately  contiguous  to 
the  object  shadowed  forth. 

The  representation  of  the  casting  is  now  to  be  completed  by  laying  on 
the  body-color.  This  might  be  done  by  a  single  wash  of  tint  if  the  ap- 
pearance of  east  iron  were  ae  hght  as  it  is  usually  depicted ;  but  its  natural 
color  being,  on  the  contrary,  very  opaque  and  heavy,  two  and  sometimes 
three  washes  are  necessary,  the  first  tint  being  rather  darker  than  those 
which  follow.  Each  tint  should  pass  over  the  shades  and  shadows  when 
they  occur,  care  being  taken  to  manceuvre  the  brush  at  such  parts  very 
Hghtly. 

The  most  conspicuous  fault  observable  in  the  generality  of  colored 
mechanical  drawings  is  a  deficiency  in  the  depth  of  the  tints  employed. 
There  appears  to  exist  an  nndefinable  fear  of  transferring  to  paper  the 
naturally  dark  appearance  of  iron ;  the  result  is  tlie  production  of  tame, 
ineffective  representations,  which,  instead  of  looking  as  they  should,  like 
models  of  iron  machines,  present  mere  faint  shadows  of  such  objects,  or, 
at  best,  machinery  constructed  of  some  unknown,  light,  and  rather  dirty 
materials. 

The  sectional  surfaces  of  cast-iron  are  to  be  indicated  by  one  Ught  tint 
of  indigo. 
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The  next  most  extensive  and  important  component  used  in  the  manu- 
facture of  machines  is  wrought  iron.  Precisely  the  same  colors  are  to  be 
employed  to  represent  this  material  as  have  been  pointed  out  for  east-iron. 
The  difference  in  the  appearance  of  these  metals  is  produced  by  altering 
the  proportion  of  the  two  principal  colors, — Lidian  ink  and  indigo.  Theso 
ingredients  should  be  mixed,  and  well  mixed,  in  about  equal  proportions, 
a  very  small  quantity  of  crimson  lake  being  first  rubbed  in  the  saucer. 
See  plate  X,,  Wrought  iron. 

The  same  -methods  of  shading  and  of  laying  on  the  shadows  prescribed 
for  cast  iron  are  to  be  adopted  iu  the  case  of  wrought  iron,  keeping,  how- 
ever, aU  parts  of  the  latter  lighter,  particularly  the  body-color.  The 
direct  and  reflected  lights  must  also  present  themselves  more  distinctly, 
and  to  a  much  greater  extent.  Polished  and  semi-pohshed  surfaces  inva- 
riably afford  greater  contrasts  of  light  and  shade  than  other  surfaces.  The 
steps  or  rather  glidings  from  one  extreme  to  the  other  are,  moreover,  softer 
and  more  delicately  graduated,  and,  therefore,  greater  care  is  requisite  in 
representing  them  on  paper.  These  remarks  are  very  effectively  illus- 
trated by  the  fragments  of  large  screws  shown  on  plate  IX. 

For  the  parts  of  wrought  iron  in  section  a  light  tint  of  Prussian  blue  is 
most  suitable.  This  is  the  only  service  for  which  Prussian  blue  can  pro- 
perly be  made  available  in  coloring  drawings  of  machinery.  In  conjunc- 
tion with  Indian  ink  or  indigo  its  inherent  brightness  entirely  disappears  ; 
an  ill-assorted  union  with  the  former  producing  a  dirty  color,  in  appear- 
ance not  unlike  that  presented  by  the  surface  of  a  stagnant  pool ;  and 
with  the  latter  creating  a  tint  bearing  a  striking  resemblance  to  soiled 
glass.  For  mechanical,  drawings,  then,  this  color  must  never  be  used  in 
combination. 

Brass,  except  in  small  quantities,  seldom  makes  its  appearance  in 
machineiy.  This  i?  fortunate  for  the  colorist,  as  there  is  no  metal  more 
difficult  to  represent  than  brass.  The  body-tint  is  composed  either  of 
gamboge  and  bomt  sienna,  or  gamboge  and  crimson-lake ;  the  shading 
and  shadows  being  best  expressed  by  burnt  umber.  See  plate  X., 
Brass. 

The  most  delicate,  and  careful  treatmtfnt  ia  needed  in  making  use  of 
these  colors ;  for,  when  on  the  paper,  they  are  all  of  them  very  soft,  and 
therefore  highly  sensitive  to  every  touch  of  the  brush.  For  this  reason 
the  shadows  are  best  put,on  after  the  body-color,  otherwise  their  edges 
will  inevitably  present  a  smeary,  indefinite  appearance. 

For  representing  bra^  and  copper,  the  method  of  coloring  we  have 
described  in  this  section  is  particularly  suitable.    To  attempt  the  produc- 
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:ioii  of  a  shade  with  burnt  timber,  by  means  of  a  sizeeession  of  tints,  would 
merely  realize  a  complicated  smear.  We  iind,  therefore,  that  the  Bhades 
and  shadows  of  brass  are  usually  represented  by  Indian  ink ;  but  as  gam- 
boge almost  invariably  enters  as  an  ingredient  into  the  body-color  of  brass, 
the  result  is  that  the  bright  gamboge  over  the  brown-black  Indian  ink  eir- 
hibits  a  species  of  green,  to  which  we  cannot  find  any  thing  comparable, 
but  which  commonly  has  a  very  unpleasant  effect  to  the  eye. 

In  shading  circular  surfaces  great  management  is  requisite.  "  Wash- 
ing" is  here  entirely  out  of  the  question,  for  even  the  necessary  softening 
off  with  the  brush  is  attended  with  much  difficulty.  The  brush  should  not 
pass  heavily  or  often  over  the  shade  tint,  lest  unseemly  deficiencies  and 
streaks  of  color  present  themselves  here  and  there,  which  prove  rather 
difficult  blemishes  to  repair.  The  utmost  care  and  experience,  neverthe- 
less, cannot  wholly  insure  the  colorist  against  the  perplexities  of  such 
partial  failures.  The  only  way  to  manage  these  defects  is  by  delicate 
stippling ;  suiting  the  depth  of  tint  to  the  various  degrees  of  shade 
affected,  and  then  passing  a  soft  brush,  filled  moderately  with  dark  body- 
color,  very  lightly  over  the  whole  shade. 

A  light  tint  of  gamboge  is  to  be  used  for  the  sections  of  brass. 

Tlie  directions  which  we  have  given  for  the  most  advantageous  treat- 
ment of  the  colors  representing  brass,  are  equally  appHeable  to  those  which 
exhibit  the  nearest  approach  to  copper,  the  colors  to  he  used  for  this  metal 
opposing  nearly  an  equal  amount  of  difficulty  in  their  management.  A 
mixture  of  orange  chrome  and  lake,  or  red-lead  and  lake,  best  represent 
this  metal ;  its  shades  and  shadows  being  indicated  by  sepia,  whilst  ite 
sectioning  is  shown  by  a  light  tint  of  orange  chrome.  See  plate  X., 
Copper. 

Such  are  the  colors,  and  such  is  the  manner  of  treating  them,  em- 
ployed for  depicting  on  paper  each  of  the  principal  metals  used  in  ma- 
chinery. 

Having  explained  in  detail  the  tinting  of  machinery  in  reference  both 
to  its  shading  and  body-color,  we  propose  to  complete  our  remarks  on 
mechanical  coloring  with  a  tew  suggestions  for  imparting  some  peculiar 
effects  to  the  representations  of  masses  of  machinery. 

We  have  already  noticed  that  the  shades  and  shadows  of  a  machine 
are  modified  in  intensity  as  their  distance  from  the  eye  increases.  Its 
body-color  should  be  treated  in  a  similar  manner,  becoming  lighter  and 
less  bright  as  the  parts  of  the  machine  which  it  covers  recede  from  the 
spectator. 

When  the  large  circular  members  of  a  machine  have  been  shaded,  the 
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sliadowe,  and  even  the  body-color  on  those  parts  furthest  removed  from 
the  eye,  are  to  follow,  and  the  proportaon  of  Indian  ink  in  the  tint  used 
should  increase  as  the  part  to  be  colored  becomes  more  remote.  A  little 
■washing,  moreover,  of  the  most  distant  parts  is  allowable,  as  it  gives  a 
pleasing  appearance  of  atmospheric  remoteness,  or  depth,  to  the  color  thus 
treated. 

The  amount  of  light  and  reflection  on  the  members  of  a  machine  should 
diminish  in  intensity  as  the  distance  of  such  objects  from  the  spectator  in- 
creases. As  it  is  necessary,  for  effect,  to  render,  on  those  parts  of  a  mar 
chine  nearest  the  eye,  the  contrast  of  light  and  shade  as  intense  as  possible, 
so,  for  the  same  object,  the  light  and  shade  on  the  remotest  parts  should 
be  subdued  and  blended  according  to  the  extent  or  size  of  the  machine. 

A  means  of  adding  considerably  to  the  definiteness  of  a  colored  me- 
chanical drawing,  and  of  promoting,  in  a  remarkable  degree,  its  effective 
appearance,  is  obtained  by  leaving  a  veiy  narrow  margin  of  hght  on  the 
edges  of  all  surfaces,  no  matter  what  may  be  the  angles  which  they  may 
form  with  the  surfaces  that  join  them.  This  should  be  done  invariably  ; 
we  do  not  even  except  those  edges  which  happen  to  have-  shadows  falling 
on  them  ;  in  such  eases,  however,  this  margin,  instead  of  being  left  quite 
white,  which  would  have  a  harsh  appearance,  may  be  shghtly  subdued. 
The  difficulty  of  achieving  this  effect,  of  imparting  a  clear,  regular,  un- 
broken appearance  to  these  lines  of  light,  seems  very  formidable,  and, 
indeed,  nearly  insuperable.  The  hand  of  the  colorist  may  be  as  steady 
and  confident  aa  a  hand  can  be,  and  yet  fail  to  guide  the  brush,  at  an 
almost  inappreciable  distance  from  a  straight  or  circular  line,  with  that 
precision  and  sharpness  so  requisite  for  the  accurate  delineation  of  this 
beautiful  effect.  We  shall,  however,  explain  a  novel  and  effective  method 
of  arriving  at  this  most  desirable  result. 

Suppose  the  object  about  to  receive  the  color  to  be  the  elevation  of  a 
long  flat  rod  or  lever,  on  the  edge  of  which  a.  line  of  light  is  to  be  left. 
Fill  the  drawing  pen  as  fall  as  it  will  conveniently  hold  with  tint  destined 
to  cover  the  rod  or  lever,  and  draw  a  broad  line  just  within,  hut  not  touch- 
ing, the  edge  of  the  lever  exposed  to  the  light.  As  it  is  essential  for  the 
successful  aecomphshment  of  the  desired  effect  that  this  line  of  color  should 
not  dry,  even  partially,  until  the  tint  on  the  whole  side  of  the  lever  has 
been  put  on,  it  will  be  as  well  to  draw  the  pen  again  very  lightly  over 
the  same  part,  bo  that  the  line  may  retain  as  much  tint  as  possible.  Im- 
mediately this  has  been  done,  the  brush,  properly  filled  with  the  same 
tint,  is  to  pass  along  and  join  the  inner  edge  of  this  narrow  strip  of  color, 
and  the  whole  surface  of  the  lever  filled  in.     Thus  a  distinct  and  regular 
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line  of  light  ia  obtained,  and,  in  fact,  the  lever,  or  -whatever  else  the  ob- 
ject may  be,  covered  in  a  shorter  time  than  usual.  A  still  more  expedi- 
tious way  of  coloring  such  surfaces  is  to  draw  a  second  Hne  of  color  along 
and  joining  the  opposite  edge  of  the  lever  or  other  object,  and  then  expe- 
ditiously to  fill  in  the  intermediate  space  between  the  two  wet  lines,  by 
means  of  the  brush.  In  this  manner  a  clear  xmiform  outline  to  the  tint  m 
obtained,  which  could  not  bo  effected  in  any  other  way.  As  celerity  in 
the  movements  of  the  colorist  is  very  necessary  to  carry  out  properly  this 
method  of  leaving  a  light  edge  to  the  boundaries  of  flat  surfaces,  and  as 
confidence  in  possessing  the  req^uisite  ability  to  perform  it  must  precede 
success,  a  little  practice  is  desirable  before  essaying  it  on  any  drawing 
of  importance.  The  blades  of  the  drawing  pen  must  not  be  sharp,  and  the 
pen  should  be  used  with  great  precaution  and  dehcate  lightness,  otherwise 
the  blades  will  cut  more  or  less  the  paper  and  leave  their  course  visible — 
an  unsightly  betrayal  of  the  mechanical  means  employed  to  obtain  such 
regularity  in  the  coloring.  Flat  circular  surfaces  may  be  treated  in  the 
same  manner,  by  using  the  pen-compass  in  place  of  the  drawing  pen. 
"When  such  surfaces  are  rather  extensive,  it  will  be  judicious  to  color  them 
in  halves,  or  in  qnadrantal  spaces,  taking  great  care,  when  joining  the 
parts  together,  that  they  may  overlap  or  fall  short  of  each  other  as  little 
as  possible.  The  appearance  of  these  junctions  may  be  obliterated  by 
slightly  washing  them,  or  by  going  over  the  whole  surface  with  a  very 
light  tint,  and,  in  passing,  gently  nibbing  the  seams  with  the  brush.  By 
similar  means  the  hne  of  light  on  a  cyhnder,  shaft,  or  other  circular  body, 
may  be  beautifully  expressed.  To  indicate  this  light  with  perfect  regu- 
larity is  highly  important,  for  if  a  strict  uniformity  be  not  maintained 
throughout  its  whole  length,  the  object  will  look  crooked  or  distorted. 
After  having  marked  in  pencil,  or  guessed  the  position  of  the  extreme 
light,  take  the  drawing  pen,  well  fiUed  with  a  just  perceptible  tint,  and 
draw  a  line  of  color  on  on^  side  the  line  of  light,  and  almost  touching  it ; 
then  with  the  brush,  filled  with  similar  hght  tint,  join  this  line  of  color 
whilst  still  wot,  and  fill  up  the  space  unoccupied  by  the  shade  tint,  within 
which  the  very  light  color  in  the  brush  wiU  disappear.  Let  that  part  of 
the  object  on  the  other  side  of  the  line  of  hght  be  treated  in  the  same  way, 
and  the  desired  effect  of  a  stream  of  light  clear  and  mathematically  regu- 
lar will  be  obtained.  The  effectiveness  and  expedition  of  this  method  will 
be  most  obvious  in  coloring  long  circular  rods  of  small  diameter,  where 
the  want  of  accuracy  is  more  immediately  perceptible.  The  extreme 
depth  of  shade,  as  well  as  the  hne  of  light  in  such  rods  may,  with  great 
effect,  be  indicated  by  filling  the  pen  with  dark  shade  tint,  and  drawing  it 
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exactly  over  the  line  representing  the  deep^t  part  of  the  ehade.  On 
either  side  and  joining  thia  strip  of  dark  color,  another,  composed  of 
lighter  tint,  is  to  be  drawn.  Others  successively  lighter  are  to  follow, 
until,  on  one  side,  the  line  of  the  rod  is  joined,  and  on  the  other  the 
lightest  part  of  the  rod  is  nearly  reached.  The  line  of  light  is  then  to  be 
shown,  and  the  faint  tint  used  on  this  occasion  spread  with  the  brush 
lightly  over  the  whole  of  that  part  of  the  rod  situated  on  either  side  of 
this  line,  thus  blending  into  smooth  rotundity  the  graduated  strips  of  tint 
drawn  by  the  pen. 

We  have  treated  of  the  proper  tints  of  metals  as  belonging  to  draw- 
ing of  machines,  as  they  are  in  general  the  important  elements  in  their 
construction ;  but  there  are  other  materials  as  wood,  brick  and  stone,  which 
are  almost  always  necessary  as  components,  or  supports  for  machines,  and 
require  to  be  represented.  These  materials  are  the  important  ones  in  ar- 
chitectural drawings.  The  best  general  rule  to  be  observed,  is  to  imitate 
in  the  drawings  the  natural  colors  of  the  material,  and,  if  necessary  to  the 
■proper  understanding,  put  small  marginal  blocks  of  color  for  reference. 

The  elevation  of  wood,  supposing  it  to  be  of  a  light  color,  may  be  tint- 
ed with  burnt  sienna  or  burnt  umber ;  if  it  be  of  a  dark  character,  as  oak, 
a  little  sepia  should  be  added  to  the  umber.  A  mixture  of  Indian  red 
and  Indian  ink  is  well  adapted  for  shading  wood,  and  for  the  shadows 
which  fall  upon  it. 

The  best  representative  for  granite  and  gneiss  and  Hke  stones,  is  a  very 
Hght  tint  of  Indian  ink ;  for  the  shading  and  shadows  Indian  ink  is  also 
preferable.  On  some  occasions  a  very  small  quantity  of  Indian  red  will 
impart  a  pleasing  effect  to  the  shade  or  shadows.  For  the  red  sand  stones 
this  color  will  serve  very  well  as  the  body  color.. 

The  tint  for  brickwork  must  be  varied  to  suit  the  color  of  bricks  used. 
For  the  elevation  of  ordinarj'  red  brick  work,  gamboge  and  burnt  sienna 
with  more  or  less  of  crimson  lake,  in  proportion  to  the  degree  of  redness 
which  the  bricks  present,  is  a  very  appropriate  mixture.  Indian  ink  and 
Indian  red  compound  a  tint  well  suited  for  the  shades  and  shadows,  and  a 
light  tint  of  pure  lake  exhibits  the  section  of  brick  work  most  natu- 
rally. 

In  all  tinted  drawings  the  more  important  parts,  whether  the  machinery 
or  the  structure,  should  be  more  conspicuously  expressed  than  those  parts 
which  are  mere  adjuncts.  Thus,  if  the  drawing  be  to  explain  the  con- 
struction of  the  machine,  the  tint  of  edifice  and  foundations  may  be 
kept  lighter  and  more  subdued  than  those  of  the  machine ;  and  if  the 
machine,  on  tte  contrary,  be  unimportant,  it  may  be  represented  quite 
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light,  or  better  Btill  in  mere  outline,  whilst  the  edifice  is  brought  out  con- 
spicuoualy  in  color. 

Plate  XI.  represents  the  elevation  of  an  horizontal  etationary  engine 
upon  a  heavy  cast  iron  frame,  placed  on  a  stone  coping  of  a  brick  wall, 
each  part  being  represented  in  colors  appropriate  to  the  materials  of  which 
they  are  severally  composed. 

For  further  illustrations  of  the  applicability  of  shade  and  color  in  the 
elaboration  of  drawings,  see  "  Architectural  Drawing,"  Plates  XXI.  XXX. 
and  XXXL,  and  "  Isometrical  Drawing,"  Plate  HI. 
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TOPOGRAPmCAl  DRAWING. 

ToPoaKApmcAL  Dbawino  ib  the  delineation  of  the  surface  of  a  locality, 
with  the  natural  and  artificial  objects,  as  houses,  roads,  rivers,  hills,  etc.,  upon 
it  in  their  relative  dimensions  and  positions ;  giving,  as  it  were,  a  miniature 
copy  of  the  farm,  field,  district,  etc.,  as  it  would  be  seen  by  the  eye  moving 
over  it.  Many  of  the  objects  thus  to  be  represented  can  be  defined  by 
regular  and  mathematical  lines,  but  many  other  objects,  from  their  irregu- 
larity of  outline,  it  would  be  very  difficult  thus  to  distinguish ;  nor  are 
the  particular  irregularities  necessary  for  the  expression.  Certain  con- 
ventional signs  have  therefore  been  adopted  in  general  use  among  drafts- 
men, some  of  which  resemble,  in  some  degree,  the  objects  for  which  they 
stand,  whilst  others  are  purely  conventional.  These  signs  may  be  ex- 
pressed by  lines,  or  by  tints,  or  by  both.  We  commence  with  those  in 
lines,  and  in  the  latter  part  of  our  treatise,  finish  with  examples  in  color. 

Plate  L,  fig.  I.,  represents  meadow  or  grass  line,  the  ,sit_r°^  ----*■— "T... 
short  lines  being  supposed  to  represent  tufts  of  grass ;  -"isr-""^'"^!*' 
the  base  line  of  these  tnfts  should  always  be  parallel  to  -■"■T'-^V-T;^-*" 
the  base  of  the  drawing,  no  matter  what  may  be  the »-i'''^«-™~-ji.--ji- — ■ 
shape  of  the  enclosure.  Fig.  1  expresses  the  same  tiling  m.^  '^-  -^t"^--^  -»'"- 
on  a  larger  and  coarser  scale. 

Fig.  IL  represents  an  orchard ;  fig.  III.  a  forest  or  clump  of  forest  trees. 
In  both  these  examples,  the  trees  are  represented  in  elevation ;  this  is  a 
very  common  method  of  representation,  but  not  consonant  with  the  other 
parts  of  the  plan.  It  seems  better  that  trees  should  be  represented  in 
plan,  as  in  fig.  lY.  Orchards  may  be  represented  thus  (fig.  2),  and  forests, 
on  a  larger  scale,  by  a  sort  of  distinctive  foliage,  according  to  the  kinds  of 
trees ;  thus  fig.  3  may  represent  chestnut,  fig.  4,  oak,  fig.  5,  pine  and  fir. 
When  trees  occur  upon  a  hill-side,  the  shading  lines  of  the  hill-side  should 
be  interrupted  to  receive  the  body  of  the  tree,  but  not  its  shadow,  which 
may  be  drawn  independently  of  them  when  the  slope  is  slight,  but  when 


„Googlc 


350 


TOPOGEAPEIOAL  DKAWING. 


it  is  eteep  the  shadows  may  be  omitted,  and  the  trees  shaded  nearly  as 
dark  ae  that  of  the  slope,  but  the  foliage  should  be  represented  rather 
sparse. 


Fig.  V,  represents  a  house  and  cultivated  ground ;  the  walks  and  roads 
are  in  white,  the  buildings  are  marked  by  diagonal  lines.  The  cultivated 
land  by  parallel  rows  of  broken  and  dotted  lines,  supposed  to  be  furrows. 
Sometimes  signs  are  used  to  represent  the  crops. 

Fig.  YI.  represents  marsh  land,  water  and  hog.  Kg.  YII,  a  river 
with  mud  and  sand  banks.  Sand  is  represented  by  fine  dots  made  with 
the  point  of  the  pen ;  mud  iu  a  very  similar  way,  but  the  dots  should  be 
much  closer  together.  Gravel  is  represented  by  still  coarser  dots,  and 
stones  by  irregular  angular  forms,  imitating  their  appearance,  as  seen  from 
above. 

Fig.  TUX  represents  a  bold  shore  bounded  by  cliffs.  "Water  is  almost 
invariably  represented  in  the  same  way,  except  in  connection  with  bogs 
(fig.  YI.),  by  drawing  a  line  parallel  to  the  shore  or  coast,  following  its 
windings  and  indentations,  and  as  close  to  it  as  possible;  then  another 
parallel  a  little  more  distant,  a  third  still  more  so,  and  so  on.  Small  ponds 
are  sometimes  represented  by  parallel  horizontal  lines,  but  usually  by  the 
curved  lines  of  shore.  Brooks,  and  even  rivers,  when  the  scale  is  small, 
are  represented  by  one  or  two  lines.  The  direction  of  the  current  is  shown 
by  arrows. 

Fig.  6  represents  a  turnpike.  If  the  toll-bar  and  marks  for  a  gate 
be  omitted,  it  is  a  common  highway.  Fig.  T  represents  a  road  as  sunk  or 
cut  through  a  hill.    Fig.  8,  one  raised  upon  an  embankment.    Fig.  9  is  a 


railroad,  often  represented  without  the  cross-tie,  by  two  heavy  parallel 
lines,  sometimes  by  but  one. 
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Fig.  10  repreeente  a  bridge  with  a  single  pier.    Fig.  11,  a  swing  or 


JUL  JJU. 
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draw  bridge.  Fig.  13,  a  suspension  bridge,  and 
fig.  13  a  ford.  Fig.  14,  a  lock  of  a  canal.  Oa^ 
nals  are  represented  like  roads,  except  that  in 
the  latter  the  side  from  the  light  is  the  shaded 
line,  in  the  former,  the  side  to  the  light. 

Fig.  15  represents  dwellings,  or  edifices  of         Fig-iB.  Pig.m 

any  sort ;  they  are  often  made  distinctive  of  their  purpose  by  some  small 
prefix,  as  a  pair  of  scales  for  a  court-house,  an  elevation  of  a  sign-pc«t  for 
a  tavern,  a  letter  for  a  post-office,  a  horseshoe  for  a  smithy,  a  small  water- 
wheel  for  a  water-mill,  and  a  chimney  for  a  Bteam-mill, 

-  Fig.  16  represents  a  church  or  catliedral ;  this  is  sufficiently  expressed 
by  its  plan ;  but  usually,  churches  are  represented  according  to  their  own 
plan,  with  the  distinctive  prefix  of  a  cross  or  a  steeple. 

The  localities  of  mines  may  be  represented  by  the  signs  of  the  planets, 
which  were  anciently  associated  with  the  various  metals,  and  a  black  circle 
for  coal.  Thus  g  Mercury,  ?  Copper,  "^  Lead,  J  Silver,  O  Gold,  3  Iron, 
U  Tin,  •  Coal. 

On  the  SepresentaHon  oj"  Bills. — ^The  two  methods  in  general  use  for 
representing,  with  a  pen  or  pencil,  the  slopes  of  ground,  ai-e  known  as  the 
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vertical  and  the  horizontal.  ■  In  the  first  (fig.  17),  the  strokes  of  the  pen 
follow  the  course  that  water  would  take  in  running  down  these  slopes. 
In  the  second  (fig,  18),  they  represent  horizontal  lines  traced  round  them, 
such  as  would  be  shown  on  the  ground  by  water  rising  progressively  by 
stages,  1,  2,  3,  4,  5,  6,  up  tlie  hill.  The  last  is  the  most  correct  represen- 
tation of  the  general  character  and  features  of  the  ground,  and  when  ver- 
tical levels  or  contours  have  been  traced  by  level  at  equal  vertical  dis- 
tances over  the  surface  of  the  ground,  they  ehonld  be  so  represented ;  or 
when,  by  any  lines  of  levels,  these  contours  can  he  traced  on  the  plans 
with  accm-acy,  the  horizontal  system  should  he  adopted  ;  but  where,  as  in 
most  plans,  the  hills  are  but  sketched  in  by  the  eye,  the  vertical  system 
should  be  adopted ;  it  affords  but  proximate  data  to  judge  of  the  slope, 
whereas,  by  the  contour  system,  the  slope  may  be  measured  exactly.  It  is 
a  good  maxim  in  topographical  drawing,  not  to  represent  as  accurate  any 
thing  which  has  not  been  rigorously  established  by  surveys.  '  On  this 
account,  for  general  plans,  when  the  surface  of  the  ground  has  not  been 
levelled,  nor  is  required  to  be  determined  with  mathematical  precision, 
we  prefer  the  vertical  to  the  horizontal  system  of  representing  slopes. 

On  drawing  hiUs  on  the  vertical  system,  it  is  very  common  to  di-aw 
contour  lines  in  pencil  as  guides  for  the  vertical  strokes.  If  the  horizontal 
lines  be  traced  at  fixed  vertical  intervals,  and  vertical  strokes  be  drawn 
between  tbem  in  the  line  of  quickest  descent,  they  supply  a  sufficiently  ac- 
curate representation  of  the  face  of  the  country  for  ordinary  purposes.  It 
is  usual  to  make  the  vertical  strokes  heavier  the  steeper  the  inclination, 
and  systems  have  been  proposed  and  used,  by  which  the  inclination  is 
defined  by  the  comparative  thickness  of  the  line  and  the  intervening 


In  describing  ground  with  the  pen,  the  light  is  generally  supposed  to 
descend  in  vertical  rays,  and  the  illumination  received  by  each  slope  is  di- 
minished in  proportion  to  its  divergence  from  the  plane  of  the  horizon. 
Thus  in  fig.  19,  it  will  be  seen 
that  a  horizontal  surface  receives 
an  equal  portion  of  light  with  the 
inclined  surface  resting  upon  it, 
and  as  the  inclined  surface  is  of 
greater  extent,  it  will  be  darker 
than  the  horizontal  in  proportion  to  the  inclination  and  consequent  in- 
crease of  the  surface,  and  on  this  principle  varied  forms  of  ground  are 
represented  by  proportioning  the  thickness  of  stroke  to  the  steepness  of 
the  slope. 
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In  the  German  system  as  proposed  by  Major  Lehmaim,  of  representing 
the  slopes  of  ground  by  a  scale  of  shade,  the  slope  at  an  angle  of  i5°,  as 
reflecting  its  light  horizontally,  is  supposed  to  be  the  greatest  ever  required 
to  be  shown,  and  is  represented  by  black,  whilst  the  horizontal  plane  re- 
flecting all  rays  upward  is  represented  by  white,  and  the  intermediate 
slopes  by  difi'erent  proportions  of  black  in  the  lines  to  white  in  the  spaces 
intervening.  We  have  not  thought  it  necessary  to  give  an  illustration  of 
this  scale  of  shade,  as  it  does  not  discriminate  between  slopes  of  greater 
inclination  than  45°,  preferring  the  modification  as  proposed  for  the  U.  S. 
Coast  Survey,  adapted  to  tlte  representation  of  all  necessary  slopes,  and 
consonant  with  the  demonstration,  fig  19.     Fig.  30  represents  this  scale  of 
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I,  the  following  are  the  proportions  of  black  and  white  i 
different  inclinations,  and  the  construction  may  be 
easily  understood  from  fig  20.    Thus  fonn  eiglit  paral- 
lel rectangles  according  to  the  number  of  slopCE 
be  represented ;  divide  each  of  these  rectangles  into 
eleven  parts,  then  the  proportion  of  white  to  black  in  a 
slope  of  ^i"  will  be  to  make  one  of  these  parts  black ; 
of  5°  two  parts,  of  10°  three,  and  so  on,    Now  thicken 
the  lines  according  to  this  proportion,  and  copy  the 
strokes  till  the  hand  becomes  habituated  to  their  for- 
mation, and  the  eye  so  practised,  that  the  graduation  for  aU  practical  pur- 
poses may  be  performed  without  direct  reference  to  the  scale. 

On  Tyrawing  mils  hy  Contours. — Draw  first  the  curves  which  have 
been  traced  on  the  ground  by  levels,  and  these  should  be  distinguished 
from  tlie  other  lines  by  color,  as  red,  or  by  size  of  lines.  It  should  be  ob- 
served that  whatever  point  has  been  actually  established  by  survey,  it 
should  not  be  confounded  with  sketching  by  eye.  If  there  are  no  such 
lines,  but  it  is  merely  intended  to  sketch  the  hills  as  in  the  usual  vertical 
style,  lay  off  the  curves  at  equal  vertical  intervals,  say  JO,  20,  50  or  100 
feet,  according  to  the  scale,  and  then  proceed  to  fill  in.  The  ground  between 
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these  fixed  curves  or  sections,  is  supposed  to  slope  uniforinly.  Divide  the 
space  therefore  equally,  and  draw  within  each  set  of  curves  as  many  lines 
as  may  be  suited  to  the  scale  of  the  map,  and  the  vertical  intervals  be- 
tween the  curves.  Draw  the  lines  with  firmness,  and  let  them  have  a 
length  varying  from  one  to  three  fourths  of  an  inch,  according  to  the  great- 
er or  less  degree  of  the  slope.  When  the  hill  is  steep  the  lines  should  be 
short  and  heavy,  growing  longer  and  lighter  as  the  inclination  becomes 
less.  The  lines  should  nearly  touch  each  other,  so  as  to  appear  almost 
consecutive,  but  not  overlap,  nor  with  a  determinate  interval  between 
their  ends.  Fig.  21  represents  tiie  half  of  the  hill,  fig:  18,  and  at  double 
scale,  completed  by  drawing  the  intermediate  contour  lines. 


Drawing  hills  by  contours  is  of  comparatively  late  introduction,  and 
is  generally  practised  abroad  lut  httle  used  here  it  is  more  difficult  for 
the  draughtsman,  and  no  more  expressi^  e  of  the  features  of  the  ground 
than  the  vertical  system,  and  has  little  to  recommend  except  where  actual 
lines  have  been  traced,  and  it  becomes  a  recoi-d  of  facts.  Certain  lines 
in  pencil  are  necessary  for  the  proper  drawing  according  to  the  vertical 
system,  but  when  the  drawing  is  complete,  an  implied  line  is  merely  left. 
Hills  are  much  more  effectively  expressed  by  the  brush  than  the  pen,  and 
much  more  readily,  of  which  illustrations  will  be  given  further  on. 

In  our  list  of  conventional  signs  we  have  given  but  few,  and  these 
only  the  most  prominent.  It  is  uselees  to  tax  the  memory  with  many,  as 
the  purposes  for  which  an  edifice  or  locality  is  intended  wiU  supply  some 
characteristic  by  which  they  are  easily  distinguished ;  as  in  case  of  mills 
already  given,  or  as  in  case  of  a  graveyard  by  a  tombstone,  a  quarry  by 
a  stone-hammer,  a  battle  field  by  crossed  swords,  &c.  When  there  is  no 
obvious  characteristic,  the  positions  may  be  lettered  or  numbered  and  ex- 
plained by  marginal  notes,  if  there  be  not  room  on  the  plan  in  its  appro- 
priate locality. 
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PLOTTING. 


Plotting  IB  the  making  of  tlie  plan  on  paper  from  the  measurements 
taken  in  the  field. 

The  rough  sketch  ie  usually  made  in  the  field-book,  that  is,  the  book 
kept  in  the  field,  in  which  all  the  steps  or  observations  of  the  survey  are 
noted  on  the  spot.  Tlie  field-book  is  generally  ruled  with  a  middle  col- 
umn, from  one  half  to  one  inch  in  width.  This  middle  column  is  intended 
to  represent  the  station  line  itself;  and  all  lines  crossing  the  station  line 
are  not  drawn  directly  across  the  middle  column,  but  arrive  at  one  side 
and  leave  it  on  the  other,  at  points  precisely  opposite.  The  middle  column 
is  reserved  entirely  for  the  angles  and  measures,  made  in  direction  of  flie 
station  line.  All  measurements  of  ofisets  or  angles  other  than  those  on 
the  direct  line  are  entered  in  the  marginal  spaces  at  each  side  of  the  middle 
column,  according  to  the  side  of  the  station  line  on  which  they  are  taken. 
The  stations  are  marked  thus  ©,  and  the  notes  commence  at  the  bottom  of 
the  page. 

Scales. — ^The  choice  of  the  scale  for  the  plot  depends  in  a  great  measure 
on  the  purpose  for  which  the  plan  is  intended.  It  should  be  large 
enough  Xsf  express  all  the  details  which  it  is  desirable,  modified  by  the  cir- 
cumstances, whether  the  map  is  to  be  portable,  or  whether  space  can  be 
afforded  for  the  exhibition  of  a  large  plan.  We  must  adapt  our  plan  for 
the  purposes  whicb  it  is  intended  to  illustrate,  and  the  place  it  is  to  oc- 
cupy. 

Plans  of  house  lots  are  usually  named  as  being  so  many  feet  to  the 
inch ;  plots  of  farm  surveys,  as  so  many  chains  to  the  inch ;  maps  of  sur- 
veys of  States,  as  so  many  miles  to  the  inch,  and  maps  of  railway  surveys, 
as  so  many  feet  to  the  inch,  or  so  many  inches  to  the  mile. 

For  farm  surveys,  if  of  small  extent,  two  chains  to  the  inch  is  a  eon-' 
venient  scale ;  for  larger  farms  three  chains  to  the  inch.  This  last  scale  is 
that  prescribed  by  the  English  Tithe  Commissioners  for  the  flrstrclaes 
maps.     One  acre  laid  out  in  the  form  of  a  square,  to  the  scale  of 

1  chain  to  the  inch  occupies       3.16  inolies  squara. 
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Knowing  how  much  ie  the  area  of  the  ground  to  be  plotted,  if  the  form 
is  square  we  can  easily  determine  the  side  of  the  square  occupied,  by  mul- 
tiplying the  square  root  of  the  area  in  acres  by  3,16,  and  dividing  the 
product  by  the  number  of  chains  to  the  inch  in  the  scale  assumed.  Thus 
if  50  acres  were  to  be  plotted  in  a  square,  to  the  scale  of  3  chains  to  the 

inch  =  V50  =  7.07.  7.07  x  3.16  =  22.34.  ^^  =  7.45  inches,  side 
of  the  square  of  the  plot  on  a  scale  of  3  chains  to  the  inch.  This  rule  will 
assist  the  draughtsman  in  selecting  a  scale  for  figures  not  very  irregular  in 
form. 

State  surveys  are  of  course  plotted  on  a  smaller  scale  than  those  of 
farms.  On  the  U,  S.  Coast  survey  all  the  scales  are  expressed  fractionally 
and  decimally.  The  original  surveys  are  generally  on  a  scale  of  one  to  ten 
or  twenty  thousand,  but  in  some  instances  the  scale  is  larger  or  smaller. 
The  public  surveys  embrace  three  general  classes : — 1.  Small  harbor 
charts.     2.  Charts  of  bays,  sounds,  &c.     3.  General  coast  charts. 

The  scales  of  the  first  class  vary  from  1 :  5,000  to  1 :  60,000,  according 
to  the  nature  of  the  harbor  and  the  different  objects  to  be  represented. 

The  scale  of  the  second  class  is  usually  fixed  at  1 :  80,000.  Prelimi- 
nary charts  are,  however,  issued  of  various  scales,  from  1 :  80,000  to 
1 :  200,000. 

Of  the  third  class  the  scale  is  fixed  at  1 :  400,000  for  the  ge»eral  chart 
of  the  coast  from  Gay  Head  to  Cape  Henlopen,  although  considerations 
of  the  proximity  and  importance  of  points  on  the  coast  may  change  the 
scales  of  charts  of  other  portions  of  our  extended  coast. 

On  all  plots  of  large  surveys,  it  is  very  desirable  that  the  scales  adopted 
should  bear  a  definite  numerical  proportion  to  the  linear  measurement  of 
the  ground  to  be  mapped,  and  that  this  proportion  should  be  expressed 
fractionally  on  the  plan,  even  if  the  scale  be  drawn  or  expressed  some 
other  way,  as  chains  to  the  inch.  The  decimal  system  has  the  most  to 
recommend  it,  and  is  generally  adopted  in  government  surveys. 

For  Railroad  Surveys,  the  New  York  general  railroad  law  directs  the 
scale  of  map  which  is  to  be  filed  lq  the  State  engineer's  office,  to  be  500 
feet  to  one-tenth  of  a  foot,  1 :  5,000. 

For  the  Canal  Maps,  a  scale  of  2  chains  to  the  inch,  1 :  1584  ie  em- 
ployed. In  England,  plans  and  sections  for  projected  lines  of  inland  com- 
munication, or  generally  for  public  works  requiring  the  sanction  of  the 
Legislature,  are  required,  by  the  "standing  orders,"  to  be  drawn  to  scales 
not  less  than  4  inches  to  the  mile,  1 :  15,840,  for  the  plan,  and  100  feet  to 
the  inch,  1 ;  1,200,  for  the  profiles. 
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In  the  United  States  engineer  eerrice,  the  following  scales  are  pre- 
ecrihed : 

Ganecal  plans  of  buildings 10  feet  to  the  inoJi,  ] 

Maps  of  ground  with  horizontal  cnrves  1  foot  apart,  r>0 


Topographical  maps  1^  miles  square, 


Maps  not  esoaeding  24  miles  square, 

"      compri^g      60     "         '*  .        . 


!  feet,  1 
1  foot,  1 


Survej^  of  roads  and  canals, 


10,560 
15,8iO 


The  description  of  various  scales  and  the  principles  of  their  construc- 
tion will  be  found  at  pp.  17  and  18,  to  which  the  reader  is  referred. 

In  plotting  from  tiie  field  hook,  the  first  hnea  to  be  laid  down  are  the 
outlines  or  main  lines  of  the  survey.  If  the  survey  has  been  made  by 
triangles,  the  principal  triangles  are  first  laid  down  in  pencil  by  the  inter- 
section of  their  sides,  the  length  being  taken  from  the  scale  and  described, 
with  compasses ;  if  tlie  hues  are  longer  than  the  reach  of  the  compasses, 
or  the  extent  of  the  scale,  lay  off  the  length  on  any  convenient  line,  and 
measure  and  describe  with  beam  compasses.  The  principal  triangles  being 
laid  down,  other  points  will  be  determined  by  intersections  in  the  same 
manner  as  measured  on  the  ground.  In  general,  when  the  surveys  have 
been  conducted  without  instruments  to  measure  the  angles,  as  the  compass 
or  theodolite,  the  position  of  the  points  on  paper  are  determined  by  the 
intersection  and  construction  of  the  same  lines  as  has  been  done  ia  the 
field. 

Surveys  are  mostly  conducted  by  measuring  the  inclination  of  lines  to 
a  meridian  or  to  each  other  by  the  compass,  or  by  the  theodolite.  In  the  sur- 
veys of  farms,  where  great  accuracy  is  not  required,  the  compass  is  most 
used.  The  compass  gives  the  direction  of  a  line  in  reference  to  the  magne- 
tic meridian.  The  variation  from  the  true  meridian,  or  a  direct  north  and 
south  line,  varies  considerably  in  different  parts  of  the  country.  In  1840, 
the  line  of  variation  in  which  the  needle  pointed  directly  north,  passed 
in  a  nearly  straight  direction  from  a  little  west  of  Cape  Hatteras, 
N.  C.J  through  the  middle  of  Virginia,  about  midway  between  Cleve- 
land, Ohio,  and  Erie,  Pa.,  and  through  the  middle  of  lakes  Erie  and 
Huron.  At  all  places  east  of  this  line  ihe  variation  is  westerly,  that  is,  the 
needle  points  west  of  the  line  north.  West  of  this  line  the  variation  is 
easterly. 
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Fig. 


? 
-(+)- 


2  represents  the  field  notes  of  a  survey  by  compasB.  Fig.  23  a 
plot  of  the  same,  with  the  position  of  the  protractor  in  laying 
off  the  angles.  In  this  way  of  plotting,  a  meridian  is  laid  off 
at  the  intersection  of  each  set  of  lines.  Sometimes  the  angles 
are  plotted  directly  from  the  determination  of  the  angle  of  de- 
flection of  two  courses  meeting  at  any  point,  without  laying 
down  more  than  one  meridian :   Figure  24,     When  the  first 


-ay- 
Fig.  w. 


Fig,ta 


letters  of  the  bearing  are  aHke,  that  is,  both  N,  or  both  S.,  and  the  last  let- 
ters also  alike,  both  E.  or  both  "W",,  the  angle  of  deflection  C  B  B'  will  be 
the  difference  of  the  bearings,  or,  in  this  instance,  20°. 


Fig,  25,     "When  the  first  letters  are  alike  and  the  last  different,  the 
angle  0  B  B'  will  be  the  sum  of  the  two  bearings. 
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Fig.  26.  When  the  first  letters  are  different  and  the  last  aKke,  sub- 
tract the  Buni  of  the  bearings  from  180°  for  the  angle  C  B  B' :  when  both 
the  first  letters  and  last  are  different,  subtract  their  difference  from  180° 
for  the  angle. 

Instead  of  drawing  a  meridian  through  each  station,  or  laying  off  the 
angle  of  deflection,  by  far  the  easiest  way  is  to  lay  off  but  a  single  meridian 
near  the  middle  of  the  sheet ;  lay  off  all  the  bearings  of  the  survey  from 


,  27,  and  number  to  correspond 


some  one   point   of  it  as  shown 

with  the  stations  from  which 

the   bearings   are  taken,  and 

then    transfer     them    to    the 

places  where  they  are  wanted 

by  any  of  the  instruments  used 

for  drawing  parallel  lines.  For 

the  protracting  of  the  rough 

plan,  sheets  of  drawing  paper 

can  be  bought  with  protractors 

printed  on  them.     When  the 

plans   are   large,   it   is   often 

convenient  to  lay  out  two  or 

three   meridians  on  different 

parts  of  the  sheet  and  lay  off  Fjg.  ai. 

the  bearings  of  lines  adjacent  to  each  meridian  upon  them. 

In  plotting  from  a  survey  by  a  theodolite  or  transit,  it  is  generally 
usual  to  lay  off  the  angles  of  deflection  of  the  different  lines  as  taken 
in  the  field,  plotting  all  the  tie  lines  as  corrections. 

When  the  plot  of  a  survey  does  not  close,  that  ie,  come  together,  or 
return  to  the  point  of  commencement,  as  it  seldom  does  exactly,  it  may 
be  corrected  or  forced ;  but  first  be  sure  that  the  bearings  and  distances  as 
given  in  the  field  book  are  laid  down  accurately,  and  then  proceed  to  cor- 
rect as  follows :  thus, let  ABODE,  _, 
fig  28,  be  the  boundary  lines  plotted 
according  to  the  notes,  and  suppose 
the  last  course  comes  to  E  instead 
of  ending  at  A  as  it  should.  Sup- 
pose also  that  there  is  no  reason  to 
suspect  any  error  more  in  one  line 
than  another,  that  the 
and  bearings  of  all  are  eq^ually  i 


^^---^ 
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tain;  then  the  inaeeuracy  must  be  distributed  among  all  the  lines  in 
proportion  to  their  length.  Each  point,  B,  C,  D,  E,  must  be  moved  in  a 
direction  parallel  to  E  A,  by  a  certain  distance.  Thus  add  together  the 
length  of  all  the  lines,  and  this  sum  is  to  the  line  A  B,  as  the  error  A  E  is 
to  the  correction  B  B' ;  for  the  next  point,  the  -whole  sum  is  to  A  E,  B  C,  as 
the  error  is  to  the  correction,  E  C ;  and  so  on ;  obtaining  the  second  term 
of  the  proportion  by  adding  consecutively  the  different  lines.  This  calcu- 
lation may  be  much  simplified  by  the  use  of  the  sector,  according  to  the 
rule  given  for  finding  a  fourth  proportional  (p.  23).  Take  the  error  A  E 
from  the  plan,  and  open  the  sector  until  this  quantity  becomes  the  trans- 
verse distance  of  the  first  term  or  sum  of  the  lines ;  then  the  distance  be- 
tween the  points  corresponding  to  the  consecutive  sums  will  be  the  corre- 
sponding error. 

The  best  way  of  correcting  errors  and  of  plotting  a  survey,  whether 
made  by  compass  or  by  theodolite,  is  by  balancing  the  survey,  or  correct- 
ing the  latitudes  and  departure  of  the  courses  so  that  they  shall  be  equal. 
For  the  method  of  doing  this,  we  refer  to  any  of  the  recent  works  on  sur- 
veying. From  Gillespie  on  Land  Surveying,  we  have  taken  most  of  the 
preceding  on  the  plotting  of  angular  surveys,  and  the  following  para- 
graph on  balancing. 


%,.. 
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This  table  represents  the 
survey  as  given,  fig.  22,  bal- 
anced. 

To  plot  from  this  table, 
draw  a  meridian  through  the 
point  taken  for  station  1,  as 
in  fig.  29.  Set  off  upward 
from  this  along  the  meridian 
'"*'  "'  the  latitude  2.21  chains  north 

to  A,  and  from  A  to  the  right  or  E.  set  off  the  departure  1.55  chains.  This 
gives  the  point  or  position  of  Station  2,  join  1  and  2.  From  A  again  set  off 
upward  2.36  chains,  and  from  B  to  the  right  perpendicularly  set  off 
2.83  chains,  lyhich  gives  position  of  Station  3,  join  2  and  3 :  and  so  pro- 
ceed setting  off  North  latitudes  upwards,  and  South  downwards,  East 
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departures  perpendicularly  to  the  right,  and  West  perpendicularly  to  tlie. 
left. 

In  balancing  surveys  made  by  a  theodolite,  a  meridian  is  assumed, 
!  of  the  lines  of  the  survey.     The  most  convenient  will  be 
3  long  hne  of  which  the  survey  lies  all  to  one  side. 


The  advantages  of  this  method  of  plotting  are  ^^^^^ 
its  accuracy,  rapidity,  the  impossibility  of  an  er- 
ror in  one  point  affecting  the  others,  and  tlie  cer- 
tainty of  coming  together. 

The  above  explains  the  method  of  plotting  the 
main  lines  of  the  survey ;  the  filling  in  is  from 
points  established  from  these  main  lines,  either 
by  the  construction  of  triangles,  by  measure,  or 
by  angles,  or  by  perpendiculars.  In  case  of  un- 
important lines,  as  the  crooked  brook  for  instance, 
fig.  30,  offsets  are  taken  to  the  most  pi-ominent 
angles,  as,  0,0,  a,  and  the  intermediate  bends  are 
sketched  by  eye  into  the  field  book.  In  copy- 
ing them  on  the  plan  a  similar  construction  is 
adc^ted. 

The  most  rapid  way  of  plotting  the  offsets,  is 
by  the  use  of  a  plotting  and  offset  scale,  fig.  31 — 
the  one  being  fixed  parallel  to  the  line  A  B  from 
which  the  offsets  are  to  be  laid  off,  at  such  a  dis- 
tance from  it,  that  the  zero  line  on  the  movable 
scale  coincides  with  it,  whilst  the  zero  of  its  own 
scale  is  on  a  line  perpendicular  to  the  position  of 
the  station  A  from  which  the  distances  were  meas- 
ured. It  is  to  be  observed  that  in  the  field  book 
all  the  measures  are  referred  to  the  point  of  be- 
ginning on  any  one  straight  line.  Having  placed  the  plotting  scale,  move 
the  offset  scale  to  the  first  distance  by  the  scale  at  which  an  offset  has 
been  taken,  mark  off  now  on  the  offset  scale  the  length  of  the  off'set  on 
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its  corrcBponding  side  of  the  line.  Proceed  then  to  the  next  distance,  es- 
tablishing thus  repeated  points,  join  the  points  by  lines  as  they  are  on  the 
ground. 

The  plotting  and  offset  scale  mnst  of  course  be  of  the  same  scale  as  the 
rest  of  the  drawing,  on  which  account  it  may  not  always  be  possible  to 
obtain  such  scales  adapted  to  those  of  the  plan ;  but  they  may  be  easily 
constructed  of  thick  drawing  paper  or  pasteboard. 

When  a  great  deal  of  plotting  to  one  scale  is  necessary,  as  in  govern- 
ment surveys,  the  offeet  scale  may  be  made  to  slide  in  a  groove  upon  the 
plotting  scale. 

In  protracting  the  triangles  of  an  extended  trigonometrical  survey  m 
which  the  sides  have  been  calculated  or  measured,  it  is  better  to  lay  down 
the  triangles  from  the  length  of  their  sides  rather  than  by  measuring  the 
angles,  because  measures  of  length  can  be  taken  with  more  accuracy  from 
a  scale,  and  transferred  to  the  plan  with  more  exactness  than  angles  can 
be  pricked  off  from  a  protractor ;  but  for  ordinary  surveys,  the  triangular 
tion  is  most  frequently  and  expeditiously  plotted  by  the  means  of  a  pro- 
tractor. 

The  outlines  of  the  survey  having  been  balanced  and  plotted  in,  and 
the  subsidiary  points,  as  established  hy  offsets  and  by  triangles,  the  filling 
in  of  the  interior  detail  is  done  by  copying  from  the  field  book  the  natural 
features  of  the  ground,  in  their  appropriate  position,  and  according  to  the 
conventional  signs  already  described. 

In  many  surveys,  as  of  roads,  rivers,  canals,  and  boundaries,  the  plot 
to  be  made  is  but  a  single  line,  with  a  few  of  the  nearest  local  objects  on 
eitlier  side.  In  some  instances  the  angles  at  each  intersection  are  taken 
merely  with  reference  to  the  two  lines  forming  the  angle,  and  are  therefore 
to  be  plotted  as  shown  in  fig.  23,  by  laying  the  protractor  at  each  inter- 
section ;  but  in  other  instances,  by  the  method  of  surveying,  the  directions 
of  all  Hues  are  referred  to  the  first  as  meridian,  or  if  the  survey  is  exten- 
sive, to  some  number  of  lines,  and  tlie  plotting  is  then  expeditiously  per- 
formed as  in  fig.  27.  In  this  system  of  surveying,  instead  of  fixing  the 
vernier  at  zero,  for  every  back  angle  the  preceding  forward  angle  is  re- 
tained except  for  those  lines  intended  as  meridians. 

Surveys  for  railways,  like  those  above,  are  of  lines  extensive  in  length 
but  of  very  little  width.  In  the  sui-veys  of  preliminary  or  trial  lines,  the 
curves  at  the  intersection  of  lines  are  seldom  introduced  ;  and  in  plotting 
it  is  but  the  usual  method  of  plotting  siu-veyed  lines,  hy  either  of  the 
methods,  according  as  the  survey  may  have  been  conducted,  with  the  the- 
odolite, or  with  the  compass. 
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In  plotting  curves  on  a  line  of  location,  lay  off  from  the  intersection 
of  tangents,  ae  C,  fig.  82,  tlie  distance  of  the  tangent  points  A  and  B,  and 
find  the  centre  O  of  the  curve,  by  the  erection  of  perpendiculars  to  these 
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two  points,  or  if  the  ra- 
dius  of  the  curve  is 
known,  by  describing 
arcs  with  this  radius 
from  the  same  points. 
Railway  curves  are  de- 
signated by  degrees  or 
a  curve  of  1°,  2°,  3°, 
according  to  the  angle  of  deflection  made  by  two  chords  of  100  feet 
each,  as  the  angle  A  D  E,  if  the  chords  A  D,  D  E  each  represent  100  feet. 
Two  curves  often  succeed  each  other  having  a  common  tangent,  at  the 
point  of  junction.  If  the  curves  He  on  opposite  sides  of  the  common  tan- 
gent, they  form  a  reversed  curve,  ABC,  {fig.  33,)  and  their  radii  may  be 

the  same  or  different. 
If  they  he  on  the  same 
side  of  the  common 
tangent  and  have  dif- 
ferent radii,  they  form 
a  compound  curve,  A 
BD.  Whentheradiiof 
curvature  are  known, 
the  determination  of 
the  centres  is  ob- 
tained easily,  by  de- 
scribing arcs  with  the  established  radii  from  the  tangent  points. 

If  the  radii  of  curvatures  are  not  known,  and  it  is  required  to  plot 
a  compound  or  reversed  curve  which  shall  be  tangent  at  the  points  A 
and  D  or  0  to  other  straight   lines,  the  change  of  curvature  taking 
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place  at  B,  then  at  A  erect  a  perpendicular  to  the  given  hne,  find 
some  point  on  this  perpendicular  -which  is  equally  distant  from  A  and  B, 
and  this  point  will  be  the  centre  of  the  curve  A  B ;  through  this  point 
and  B  draw  an  indefinite  line,  its  intereection  by  the  perpendicular  to  the 
tangent  at  D  will  be  the  centre  for  the  other  portion  of  tlie  compound 
curve  ;  and  its  intersection  by  the  perpendicular  to  the  tangent  at  C  will 
give  the  centre  for  the  reversed.  The  centres  of  curves  tangent  to  each 
other  must  he  in  a  straight  line,  passing  through  their  point  of  con- 
nection. 

When  the  curves  are  larger  than  can  be  described  by  the  dividers  or 
beam  compasses,  they  can  be  plotted  as  shown  in  geometrical  problems, 
or  points  of  a  curve  may  be  obtained  by  calculation  of  their  ordinates, 
and  the  curves  drawn  from  point  to  point  by  sweeps  and  variable  curves, 
Approximately,  knowing  the  central  ordinate  of  the  curve  between  two 
points,  the  central  ordinate  of  one  half  tliat  curve  will  be  one  quarter  of 
the  first.  Thus,  fig  33,  G  D  is  about  one  quarter  of  E  F,  hence  by  subdi- 
visions as  many  points  as  ai'e  necessary  may  be  obtained ;  but  it  should 
be  observed,  that  the  greater  the  number  of  degrees  in  the  arc,  the  less 

r  to  the  truth  the  rule. 


Fig  35  represent'' a  1  lot  of  a  railway  hne,  in  this  plot  the  cur\e  is 
represented  as  a  straisfht  hne,  the  radius  of  cui  vature  being  written  in 
This  method  is  sometimes  adopted  when  it  is  dcbirable  to  confine  the  plot 
within  a  limited  space  upon  the  sheet,  and  it  is  convenient  when  plotted 
thus  directly  beneath  the  profile  or  longitudinal  section  (fig.  34). 

In  plotting  the  section,  a  horizontal  or  base  line  is  drawn  on  which  are 
laid  off  the  stations  or  distances  at  which  levels  have  been  taken ;  at  these 
points  perpendiculars  or  ordinates  are  erected,  and  upon  them  are  marked 
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the  heights  of  the  ground  above  the  base,  and  the  marks  are  joined  by 
straight  lines.  To  express  rock  in  a  cut,  it  is  generally  represented  by  di- 
agonal lines ;  rivers  are  represented  in  section  by  cross  lines  or  colored  in 
blue ;  the  depth  of  the  sounding  in  a  mud  bottom  by  masses  of  dots. 

Since  it  would  be  in  general  impossible  to  express  the  variations  of  the 
euri'ace  of  the  ground  in  the  same  scale  as  that  adopted  for  the  plan,  it  is 
usual  therefore  to  make  the  vertical  seate  larger  than  that  of  the  horizontal 
lines  one,  in  proportion  of  10  or  20  to  1.  Thus,  if  the  horizontal  scale  of 
the  plan  be  400  feet  to  the  inch,  the  vertical  scale  would  be  40  or  20  feet 
to  the  inch, 

Por  the  purpose  of  facilitating  the  plotting  of  profiles,  profile  paper  is 
prepared,  on  -which  are  printed  horizontal  and  vertical  lines ;  the  horizon- 
tal lines  being  ruled  at  a  distance  of  ^\  of  an  inch  from  each  other,  every 
fifth  line  being  coarser,  and  every  twenty-fifth  still  heavier  than  the  others. 
Each  of  the  spaces  is  usually  considered  one  foot.  The  vertical  lines  are 
one  quarter  of  an  inch  distant  from  each  other,  every  tenth  line  being 
made  more  prominent  than  the  others ;  these  spaces  in  general  represent 
a  distance  of  100  feet,  the  usual  distance  between  stations  on  a  railroad. 
Much  time  is  saved  by  the  use  of  this  paper,  both  in  plotting,  and  in  read- 
ing the  measurements  after  they  are  plotted. 

In  the  plotting  of  sections  across  the  line,  which  are  extended  but  little 
beyond  the  line  of  the  cut  or  embankment,  equal  vertical  and  horizon- 
tal scales  are  adopted ;  these  plots  are  mostly  to  determine  the  position  of 
the  slope,  or  to  assist  in  calculating  the  excavation.  To  facilitate  these, 
cross  section  paper  is  prepared,  ruled  with  vertical  and  horizontal  lines, 
forming  squares  of  j\  of  an  inch  each.  Every  fifth  line  in  each  du-ectioa 
is  made  prominent.  When  cross  sections  are  extended  to  aka^  tLe  gcad-ie.  ft? 
cross  road,  or  changes  of  level  at  considerable  distance  from  the  line  of 
rail,  the  same  scales  vertical  and  horizontal  are  adopted  as  in  the  longitu- 
dinal section  or  profile. 

It  will  be  observed  in  fig.  S4,  that  the  upper  or  heavy  line  represents 
the  line  of  the  rail,  the  grades  being  written  above ;  this  ia  the  more  usual 
way,  but  sometimes,  as  in  fig.  36,  the  profile  and  plan  are  combined ;  that 
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J,  the  heights  and  depths  above  and  below  the  grade  line  of  the  road  are 
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transferred  to  the  plan,  and  referred  to  the  Hne  in  plan,  which  I 
thus  a  representation  both  in  plan  and  elevation. 

Cross  sections,  for  grades  of  cross  roads,  etc.,  are  usually  plotted  be- 
neath or  above  the  profile ;  they  may,  if  necessary,  be  plotted  across  the 
line  wlien  plan  and  profile  are  combined. 

Besides  the  complete  plans  as  above,  giving  the  details  of  the  location, 
land  plans,  so  called,  are  required,  showing  the  position  and  direction  of 
aJl  lines,  of  tences  and  boundaries  of  estates,  with  but  very  few  of  the 
topographical  features.  The  centre  line  of  road  is  represented  in  bold 
line,  and  each  side,  generally  in  red,  are  represented  the  boundaries  re- 
quired for  the  purposes  of  way.  In  general,  a  width  of  five  rods  is  the 
amount  of  land  set  off,  lines  parallel  to  the  central  line  being  at  a  distance 
of  two  and  one  half  rods  on  each  side ;  but  when,  owing  to  the  depth  of  the 
tjut  or  embankment,  the  slopes  run  out  beyond  this  limit,  the  extent  is  de- 
tennined  by  plotting  a  cross  section  and  transferring  the  distances  thus 
found  to  the  plan,  and  enclosing  all  such  points  somewhat  within  the 
limits  as  set  ofi^  for  railway  purposes.  These  plans  are  generally  filed  in 
the  register's  office  for  the  county  through  which  the  line  passes. 

For  Railway  plana  prepared  for  the  English  Parliament  certain  regulations  are  defined. 

The  plaa  must  he  upon  a  scale  of  at  least  four  inches  to  a  mile,  and  must  describe  the 
line  or  situation  of  the  whole  of  the  proposed  work,  and  the  lands  through  which  the 
eame  will  be  made,  and  also  any  communication  to  be  made  with  the  proposed  work.  If 
the  plan  is  on  a  scale  less  than  J  of  an  inch  to  every  100  feet,  there  nmst  be  an  additional 
plan  upon  that  scale  (1 :  4,800)  of  any  building,  yard,  and  of  any  ground  cultivated  as  a 
garden. 

The  plan  to  exhibit  thereon  the  distances  in  miles  and  furlongs,  from  one  of  the  ter- 
mini, with  memoranda  of  the  radii  of  all  curves  less  than  one  mile  in  length,  noted  on  the 
plan  in  chains  where  the  curve  occurs.  When  a  tunnel  is  intended  to  be  constructed,  it 
must  be  marked  in  by  a  dotted  line  on  the  plan. 

Each  distinct  property,  divided  by  any  visible  boundary  from  another  property,  should 
have  ft  aeparat«  number;  with  this  exception,  that  any  collection  of  buildings  and  grounds 
within  the  curtilage  of  a  building,  belonging  to  one  person  and  in  one  occupation,  m&y  be 
described  under  one  number;  thus,  farm  house,  yard,  &o.  When  it  is  necessary  to  inter- 
pose a  number,  a  duplicate  number  should  be  added ;  thus,  Ba,  8a,  The  numbering  should 
recommence  in  every  parish. 

All  lands  included  within  the  limit  of  deviation,  shown  by  lines  drawn  on  plan,  and 
all  lands  which  those  lines  touch,  must  be  numbered  and  described.  Public  roads,  and 
private  reads  if  fenced  out,  should  have  a  separate  number.  Navigable  and  mill  etreama 
must  be  separately  numbered. 

It  is  sometimes  usual,  at  the  completion  of  a  railway,  to  make  plans  of 
the  works  as  finished ;  and,  if  a  profile  of  the  line,  to  represent  the  differ- 
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ent  strata  or  rocks  in  the  cute,  -with  their  dip  or  inclination.  This  is  more 
properly  a  geological  profile ;  the  different  rocks  are  usually  distinguished 
by  different  colors  and  explained  by  marginal  notes  and  squares,  some- 
times by  marks,  dots,  and  cross  hatchings,  as  fig.  37,  often  by  color  in  ad- 


y\^\ 


dition.  Figs  I.,  H.,  III.,  lY.,  represent  the  primary,  secondary,  tertiary, 
and  recent  plutonic  rocks.  Fig.  1  represents  the  primary  fossiliferons 
strata ;  figs.  2,  3,  4,  the  secondaiy,  tertiary,  and  recent  strata.  In  tlie  plots 
of  geological  sections,  it  is  especially  requisite  that  the  different  strata 
should  be  accurately  represented. 

In  plotting  hydrometrical  or  marine  surveys,  the  depths  of  soundings 
are  not  expressed  by  sections,  but  by  figures  written  on  the  plan,  express- 
ing the  sounding  or  depth  below  a  datum  line,  generally  that  of  high 
water.  The  low  water  line  is  generally  represented  hy  a  single  continued 
line.   The  soundings  are  generally  expressed  in  fathoms,  sometimes  in  feet. 

It  is  usual,  in  plotting  from  a  field  book,  to  make  first  but  a  rough 
draft,  and  then  make  a  finished  copy  on  another  sheet.  In  the  first,  many 
lines  of  construction,  balances  of  survey,  and  trial  lines  are  drawn  which 
axe  unnecessary  in  the  copy ;  outUnes  of  natural  features  are,  sketched 
roughly,  but  the  plotting  of  surveys,  and  such  Hues  and  points  as  are  to 
be  preserved  in  the  copy,  must  be  plotted  with  accuracy. 

The  most  common  way  of  transferring,  for  a  fair  copy,  is  by  superpo- 
sition of  the  plan  above  the  sheet  intended  for  the  copy,  and  pricking 
tlirough  every  intersection  of  lines  on  the  plan,  and  all  such  points  as  may 
be  necessary  to  preserve.  The  clean  paper  should  be  laid  and  fastened 
smoothly  on  the  drawing  Vjoard,  the  rough  draft  should  be  laid  on  smoothly 
and  retained  in  its  position  by  weights,  glue,  or  tacks.  The  needle  must 
be  held  perpendicular  to  the  surface  of  the  plan,  and  pressed  through  both 
sheets ;  begin  at  one  side  and  work  with  system,  so  as  not  to  prick  through 
each  point  but  once,  nor  omit  any ;  make  the  important  points  a  trifle  the 
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largest.  For  the  irregular  curves,  as  of  rivers,  mate  frequent  points,  but 
very  small  ones.  On  removing  the  plan  select  the  important  points,  those 
defining  leading  lines ;  draw  in  these,  and  the  other  points  will  be  easily 
recognized  from  their  relative  position  to  these  lines.  When  any  point 
has  not  been  pricked  through,  its  place  may  be  determined  by  taking  any 
two  established  points  adjacent  to  the  one  required,  and  with  radii  equal  to 
their  distance,  on  the  plan,  from  the  point  required,  describing  arcs,  on 
the  copy,  on  the  same  side  of  the  two  points,  their  intersection  will  be  the 
point  desired.  In  this  way,  as  in  a  trigonometrical  survey,  having  ^tab- 
lished  the  two  extremes  of  a  base,  a  whole  plan  may  be  copied.  For  this 
purpose  the  triangular  compasses  (p.  27)  will  be  found  very  convenient. 
In  extensive  drawings  it  is  very  common  to  prick  off  but  a  few  of  the 
salient  points,  and  fill  in  by  intersections,  as  above,  or  by  copying  detached 
portions  on  tracing  paper,  and  transferring  them  to  the  copy ;  the  position 
of  each  sketch  being  determined  by  the  points  pricked  off,  the  transfer  is 
made  by  pricking  through  as  above,  or  by  transfer  paper  placed  between 
the  tracing  and  the  copy. 

Ti-acing  paper  is  a  thin,  ti'ansparent  paper,  prepared  expressly  for  the 
purpose  of  making  copies  of  drawings.  Placed  above  the  drawing,  every 
line  shows  through,  and  is  traced  directly  with  the  pen,  in  India  ink. 
These  tracings  are  used  mostly  to  preserve  duplicates  of  finiehed  drawings. 
As  tracing  paper  is  of  too  slight  a  texture  to  bear  much  handling,  cotton 
cloth  is  prepared  and  sold  under  the  name  of  "  vellum  tracing  paper." 
When  it  is  necessary  to  use  tracing  paper  drawings  to  work  by,  it  is  usual 
to  attach  them  to  sheets  of  white  paper,  which  serves  both  to  bring  out 
the  lines  and  to  strengthen  the  paper. 

Duplicates  of  drawings  are  now  very  neatly  executed,  and  of  course 
accurately  copied,  by  the  Photographic  process,  but  it  is  more  applied  to 
mechanical  and  architectural  drawings  than  topographical. 

An  accurate  and  rapid  way  of  tracing,  on  drawing  paper,  plans  of  small 
extent,  is  by  means  of  an  instrument  called  a  copying  glass.  It  consists 
of  a  large  piece  of  plate  glass  set  in  a  frame  of  wood,  which  can  be  in- 
clined at  any  angle  in  the  same  manner  as  a  reading  or  music  desk.  On 
this  glass  is  first  laid  the  original  plan,  and  above,  the  fair  sheet,  and  the 
frame  being  raised  to  a  suitable  angle,  a  strong  light  is  thrown  by  reflect- 
ors or  otherwise  on  the  under  side  of  the  glass,  whereby  every  line  in  the 
original  plan  is  seen  distinctly  through  the  fair  sheet,  and  the  copy  is  made 
at  once,  in  ink,  as  on  tracing  paper,  and  finished  while  being  traced.  This 
same  process,  on  a  small  scale,  is  adopted  by  putting  the  plans  upon  a 
pane  of  glass  in  a  window. 
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Plans  of  great  extent  cannot  be  eonveniently  copied  by  means  of  the 
copying  glass.  Moreover,  being  often  mounted  on  cloth,  whicb  renders 
them  opaque,  they  do  not  admit  of  being  traced  in  this  way.  In  euch 
cases  the  copy  may  be  made  by  means  of  transfer  paper.  The  plan  is  first 
traced  in  ink  on  tracing  paper  or  cloth,  black  leaded  or  transfer  paper  is 
then  placed  on  the  tair  sheet,  and  the  tracing  paper  copy  is  placed  above. 
All  is  steadied  by  numerons  weights  along  the  edges,  or  by  drawing  pins 
fixed  into  the  drawing  board.  A  fine  and  smooth  point  is  then  passed 
over  each  boundary  or  mark  on  the  tracing  with  a  pressure  of  the  hand 
BufEcient  to  cause  a  clear,  pencilled  mark  to  be  left  on  the  fair  sheet  by 
the  black  leaded  or  transfer  paper.  The  whole  outline  is  thus  obtained, 
and  afterwards  drawn  in  ink.  The  copyist  should  be  careful  in  his  manipu- 
lations, so  as  not  to  transfer  any  other  lines  than  those  required,  nor  leave 
smutches  on  the  fair  sheet. 

Plans  may  be  copied  on  a  reduced  or  enlarged  scale  by  means  of  the 
pentagraph,  but  the  more  usual  way  is  by  means  of  squares.  Draw  on 
the  plan  to  be  reduced,  a  series  of  parallel  and  equi-distant  lines,  with 
others  perpendicular  to  them  at  similar  intervals,  thus  covering  the  whole 
surface  with  equal  squai'es.  On  the  clean  sheet  draw  a  similar  set  of 
squares,  but  with  their  sides  to  the  desired  reduced  scale ;  one-half,  one- 
third,  &c.,  as  the  case  may  be.  Then  copy  into  each  small  square  all  the 
points  and  lines  in  the  corresponding  square  on  the  plan,  in  their  true  po- 
sition relative  to  the  sides  and  comers  of  the  square,  reducing  each 
distance,  by  proportional  dividers,  or  by  eye  as  may  be  necessary,  in  the 
given  ratio.  In  reducing  by  tlie  camera  lucida,  squares  on  the  plan  are 
brought  apparently  to  coincide  with  squares  in  the  copy,  and  the  details 
as  seen  through  the  prism  of  the  instrument,  are  then  filled  in  with  the 
pencil.  This  instrument  is  used  in  the  IT.  S.  Coast  Survey  office,  but  it 
cannot  reduce  smaller  than  one-fourth  without  losing  distinctness,  and  it  is 
very  trying  to  the  eyes. 

FiiviskiTig  the  Plan  or  Map. — ^In  general,  in  topographical  as  in  ar- 
chitectural and  mechanical  drawings,  the  light  ie  supposed  to  fall  upon  the 
surface  in  a  diagonal  direction  from  the  upper,  left-hand  comer.  This  rule 
is  not  uniform :  by  some  draughtsmen  the  light  is  introduced  at  the  lower 
left,  and  hills  are  mostly  represented  under  a  vertical  light,  although  the 
oblique  adds  more  to  the  picturesque  eiFect.  The  plan  is  usually  so  drawn 
that  the  top  may  represent  the  north,  and  the  upper  left-hand  corner  is 
then  the  north-west. 

In  inking  in,  commence  first  with  the  light  lines,  since  a  mistake  in 
these  lines  may  be  covered  by  tlie  shade  lines.     Describe  all  curves  which 
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are  to  be  drawn  with  compasses  or  sweeps  before  the  straight  Hnee,  for  it 
is  easier  to  join  neatly  a  straight  line  to  a  curve  than  the  opposite.  Ink 
in  with  system,  commencing  say  at  the  top ;  ink  in  all  light  lines  running 
easterly  and  ifreeterly,  then  all  Ught  lines  running  northerly  and  southerly, 
then  commence  in  the  same  way  and  draw  in  the  shade  lines.  It  will  of 
course  be  understood  that  elevated  objects  have  their  southern  and  eastern 
outline  shaded,  whilst  depressions  have  the  northern  and  western ;  thus 
in  conventional  signs  roads  are  shaded  the  opposite  to  canals.  Having 
inked  in  aU  lines  that  are  drawn  with  a  ruler  or  described  with  compasses, 
commence  again  at  one  corner  to  fill  in  the  detail,  keeping  all  the  rest  of 
the  plan  except  what  you  are  actually  at  work  upon  covered  with  paper, 
to  protect  it  from  being  soiled.  Tlie  curved  lines  of  brooks,  fences,  &c., 
are  sometimes  drawn  with  a  drawing  pen,  sometimes  with  a  steel  pen  or 
goose  quill.  The  latter  are  generally  used  in  drawing  the  vertical  lines 
of  hills. 

Boundary  lines  of  private  properties,  of   townships,  of  counties,  of 
states,  &c.,  are  indicated  by  various  combinations  of  short  lines,  dots  and 


All  plans  should  have  meridian  lines  drawn  on  them,  also  scales.  Plate 
I.  represents  several  designs  for  meridians.  In  these  diagrams  it  will  be 
observed  that  both  true  and  magnetic  meridians  are  drawn ;  this  is  desira^ 
ble  when  the  variation  is  known,  but  in  many  surveys  merely  the  magnet^ 
ic  meridian  is  taken ;  in  tliese  cases  this  line  is  simply  represented  with 
half  of  the  barb  of  the  arrow  at  the  north  point,  and  on  the  opposite  side 
of  the  line  from  the  tnie  meridan.  Scales  are  drawn  or  represented  in  va- 
rious forme,  as  may  be  seen  in  the  following  plates,  or  the  proportion  of 
the  plan  to  the  ground  is  expressed  decimally,  as  the  number  of  feet, 
chains,  etc.,  to  the  inch. 

Lettering.- — ^The  style  in  which  this  is  done  very  much  affects  the  gen- 
eral appearance  of  the  plan.  Great  care  must  be  taken  in  the  selection 
and  character  of  the  type,  and  in  the  execution.     The  usual  letters  are  the 
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wxyz,;:. 

1234567890 


ITALIC. 


ABCDEFGHIJKL 

MJYOPQRSTUVTr 

XYZ^ 

abcdef^hijklmnopqrst 
uvwxyz;: 


OTHIC,      OR     EGYPTIAN. 


ABCDEFCHIJKLIVIN 
OPQRSTUVWX 


Hoaedb,GoOglc 


t  TOPOGEAPHICAL   DEATVTKG. 

OLD     ENGLISH     BCEIBE      BLACK. 

12345fi78M,;:. 


GEEU:  AN      TEXT. 


CLAEENDON. 


ABCDEFGHIJKLmNOP 
ftRSTUVWXYZ& 


Hoaedb,GoOglc 


SMALL     CLAEBNDO 


abcdefghijklmnopqrstu 
vwxyz,;:. 

GEECI AN. 

ABCOfiFyUKLMNDPaRST 

nwxYU ;:. 


OLD     EN9LI8H 


:fil« 


tnuerem ,;:. 

iigeEriiiiELiiiPiisfifv 


Hoaedb,GoOglc 


TOPOGRAPHICAL   TEA  WING. 


ENGLISH    OUTLINE. 


/i\  ©  ©  ©  1  [F  ©  !}fl  0  J]  K  L  Ea  IM@;(P  ^  [^  ©  T  (U) 

Plate  III.  represents  a  mechanical  method  of  constrncting  letters  and 
figures.  This  plate  should  be  copied  by  the  draftsman,  and  on  a  much 
larger  scale,  by  drawing  first  the  system  of  squares  or  parallelograms,  and 
then  sketching  in  the  letters ;  in  this  way  well  formed  and  proportioned 
letters  can  always  be  made,  and  from  a  selection  of  alphabets  the  lettering 
may  be  selected  and  transferred  to  the  plan. 

Plate  IV.  are  examples  of  titles,  intended  merely  as  an  illustration  of 
the  form  of  letters  and  their  arrangement,  the  scale  being  much  smaller 
than  that  used  on  plans,  except  such  as  are  drawn  to  a  very  small  scale. 
It  will  be  observed  that  the  more  important  words  are  made  in  promi- 
nent type.  The  lower  part  of  the  title  should  always  contain,  in  small 
character,  the  name  of  the  party  making  the  survey,  and  also  the  name 
of  the  draftsman,  with  date  of  the  execution  of  the  plan :  if  the  survey 
was  made  some  time  previous,  the  date  of  the  survey  should  be  given. 
If  the  plan  is  compiled  from  several  surveys,  the  authorities  should,  if 
possible,  be  given.  The  lettering  of  the  title  should  be  in  lines  parallel  to 
the  bottom  of  the  plan,  and,  in  general,  tlie  great  mass  of  lettering  in  the 
body  of  the  plan  is  formed  in  similar  lines ;  but  curved  lines  are  often  not 
only  essential,  but  they  materi^illy  contribute  to  the  beauty  of  the  plan. 
Thus  on  crooked  boundaries  on  outlines  of  maps,  the  lettering  should  fol- 
low the  general  curve  of  the  boundary ;  also  on  crooked  rivers,  lakes, 
seas,  &c. ;  on  irregular  or  straggling  pieces  of  land,  in  order  to  show  the 
extent,  connection,  or  proprietorship  thereof,  the  lettering  should  follow 
the  central  line  of  such  a  tract ;  and  if  pieces  of  land  be  very  oblong  in 
form  but  regular  in  outline,  the  lettering  will  be  central  in  the  direction  of 
the  longest  side.  The  lettering  of  roads,  streets,  &c.,  is  always  in  the  di- 
rection of  the  line  of  road.  Curved  lines  of  lettering  are  often  introduced 
into  extended  titles  to  take  off  the  monotonous  appearance  presented  by  a 
great  number  of  straight  lines  of  writing. 

The  direction  of  all  lettering  should  be  so  as  to  be  read  from  left  to 
right.  K  shades  or  shadows  are  introduced  to  give  relief  or  break  up  the 
monotony,  they  should  be  uniform  with  the  rest  of  the  plan. 

On  the  Bpcumig  of  Letters. — It  will  be  observed  that  letters  vary  very 
considerably  in  their  width,  the  /being  the  narrowest,  and  the  IT  the 
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widest :  if  therefore  the  letters  composing  a  word  be  e 

distances  from  centre  to  centre,  the  interval  or  space  between  the  letters 

wilt  be  more  in  some  cases  than  in  others.     Thus,  in  the  word 

R    A    i    L  W  A  Y 

To  avoid  this,  write  in  first  one  letter,  and  then  space  off  a  proper  interval, 
and  then  write  in  the  next  letter,  and  then  space  off  the  interval  as  before, 
and  so  on,  thus, 


RAILWAY 

When,  as  frequently  happens,  the  words  are  very  much  extended,  in  order 
to  embrace  and  explain  a  large  extent  of  surface  or  boundary,  and  the 
space  occupied  by  the  letter  is  small  in  comparison  with  the  interval,  the 
disparity  of  intervals  will  not  be  noticed,  and  the  letters  may  be  then  laid 
off  at  equal  spaces  from  centre  to  centre,  thus : 

R        A         I         L        W        A        Y 

When  the  lines  of  lettering  are  curved,  the  same  rules  for  spacing  are  to 
be  observed  as  above.  If  the  letters  are  upright,  as  Roman  or  Gothic,  the 
sides  of  each  letter  are  to  be  parallel  to  the  radius  drawn  to  the  centre  of 
the  letter,  and  the  bottom  and  top  lines  at  right  angles  to  it.  If  the  let- 
ters be  inclined  as  Italic  letters,  then  the  side  lines  of  the  letters  must  be 
inclined  to  the  central  radial  line,  as  on  a  horizontal  hne  they  are  inclined 
to  the  perpendicular. 


In  laying  off  letters  by  equal  intervals,  it  is  usual  to  count  the  number 
of  letters  in  the  word,  and  fix  the  position  on  the  plan  of  the  central  one, 
and  then  space  off  on  each  side :  this  is  particularly  important  in  titles, 
when  it  is  necessary  that  many  lines  should  have  their  extremities  at  uni- 
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form  distances  from  the  centre  line.  In  laying  off  the  title,  we  determine 
what  is  necessary  to  be  included  in  the  title,  the  space  it  must  occupy,  the 
Qumber  of  lines  necessary,  and  the  style  and  arrangement  of  characters  to 
be  nsed.  Thus,  if  the  title  were,  plan  of  a  proposed  terminus  of  tlie  Har- 
lem Railroad  at  New  York,  1857,  knowing  the  space  to  be  occupied,  we 
can  write  the  title  thus : — 


Wenmtnad 

/^^/. 

We  now  draw  parallel  lines  at  intervals  suited  to  the  character  of  the  type 
we  intend  to  employ  for  the  different  words,  Ha/rlem,  Railroad  is  the  line 
to  be  made  most  prominent ;  this,  calling  the  interval  between  the  words 
one  letter,  includes  15  letters ;  or,  if  we  consider  I,  witli  its  proper  interval, 
but  half  a  letter,  (which  will  be  found  a  very  good  rule  in  spacing,)  14^ ; 
hence  the  centre  of  the  line  will  be  7^  letters  from  the  beginning,  or  J  of 
the  space  occupied  by  the  letter  R  and  its  interval.  Draw  a  perpendicu- 
lar line  at  the  centre,  and  write  in  li  in  such  a  character  as  may  suit  the 
position  to  be  filled,  and  lay  off  by  letters  and  spaces  the  other  letters. 
The  line  HwrUm  EaUroad  is  intended  to  occupy  the  whole  length  of 
space ;  that  is,  it  must  be  the  longest  Hne  in  the  title,  and  the  lines  above 
and  below  must  gradually  diminish,  forming  a  sort  of  double  pyramid. 
Proposed  Term-mus  includes  Ifii  lettei^,  tke  /  and  interval  between  the 
words  being  rat«d  as  above,  we  find  the  centre  to  be  nearly  midway  be- 
ween  the  words.  These  words  including  more  letters,  and  being  confined 
within  less  space,  must  be  in  smaller  character  than  the  preceding ;  and  as 
a  further  distinction,  a  different  style  should  be  adopted.  Having  deter- 
mined this,  we  proceed  to  vmte  in  the  letters  as  before,  and  in  the  same 
way  with  the  other  lines,  the  prepositions  as  unimportant  are  always  writ- 
ten in  small  type. 
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HARLEM  RAILROAD 


NEW    YORK 

1867 

I 

In  general  it  is  better  that  letters  should  he  first  written  on  a  piece  of 
paper,  distinct  from  the  plan,  as  repeated  trials  may  he  necessary  before  one 
is  arranged  to  suit  the  draughtsman.  Having  formed  a  model  title,  it  may  be 
copied  in  the  plan  by  measures  or  by  tracing  and  transfer  paper.  There 
are  some  words,  such  as  Plan,  Map,  Section,  Scale,  Elevation,  &c,,  which,  as 
they  are  of  constant  occurrence,  may  be  cut  in  stencil ;  sometimes  whole 
alphabets  are  thus  cut  and  words  compounded.  It  will  be  found  very  con- 
venient for  a  draughtsman  if  he  makes  tracing  or  copies  of  such  titles  as 
he  meets  with,  and  preserves  them  as  models ;  for  there  is  no  manipulation 
on  a  plan  that  contributes  more  to  the  effect  than  good  lettering  and  arrange- 
ment of  titles,  and  considerable  practice  should  be  expended  in  acquiring 
a  facility  in  lettering,  and  for  the  firet  start,  perhaps  nothing  will  be  found 
more  valuable  than  tracing  good  examples. 

"W.e  have  treated  of  mechanical  methods  by  which  most  persons  can 
learn  to  form  letters  and  words ;  but  it  must  be  borne  in  mind  that  the 
distances  between  letters  on  the  plan  are  only  intended  to  suit  the  eye ; 
if  therefore  a  person  accustom  himself  to  spacing,  so  that  his  eye  is  cor- 
rect, there  will  be  no  necessity  of  laying  off  by  dividers;  in  this  mode, 
such  letters  as  A  and  V,  L  and  T  are  brought  nearer  each  other  than  the 
regular  interval.  In  general  it  may  be  observed  in  reference  to  to  the 
lettering  of  Topographical  Drawings,  stiff  letters  like  those  of  etencil 
should  not  be  introduced,  but  there  should  be  such  variety,  incident  on 
construction  by  the  pen,  as  may  be  consonant  with  the  rest  of  the  drawing. 
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We  have  hitherto  treated  of  the  representation  of  the  features  of  the 
country  by  the  pen  only,  but  it  may  be  done  full  as  effectively  and  much 
more  expeditiously  by  means  of  the  brush  and  water  colors,  either  by 
India  ink  alone,  or  by  various  tints,  or  by  the  union  of  both. 

The  most  important  colors  for  conventional  tints  are,  (besides  India 
ink),  Indigo  (blue).  Carmine  (or  crimson  lake),  and  Gamboge  (yellow), 
used  separately  or  compounded.  Besides  these.  Burnt  Sienna,  Yellow 
Ochre,  and  Vermilion  are  sometimes  used,  although  the  three  first  are 
susceptible  of  the  best  combinations,  and  the  others  are  generally  used 
alone. 

The  following  conventional  colors  are  used  by  the  French  Military  En- 
gineers in  their  colored  topography.  Woods,  yellov)  ;  using  gamboge  and 
a  very  little  indigo.  Grass  land,  green  y  made  of  gamboge  and  indigo. 
Cultivated  land,  ir&wn ;  lake,  gamboge,  and  a  littie  India  ink ;  "  Burnt 
Sienna"  will  answer.  Adjoining  fields  should  be  slightly  varied  in  tint. 
Sometimes  furrows  are  indicated  by  strips  of  various  colors.  Gardens  are 
represented  by  small  rectangular  patches  of  brighter  ^reen  and  hrown. 
Uncultivated  land,  marbled  green  and  light  Jyrown,.  Brush,  brambles,  &c., 
marbled  green  and  yellow.  Heath,  furze,  &c.,  marbled  green  and.  pinlc. 
Vineyards,  purple;  lake  and  indigo.  Sands,  a  light  hrown;  gamboge 
and  lake  ;  "  Yellow  Ochre  "  will  do.  Lakes  and  rivers,  light  Hue,  with  a 
darker  tint  on  their  upper  and  left  hand  sides.  Seas,  dark  blue,  with  a  lit- 
tie yellow  added.  Marshes,  the  hlue  of  water,  with  spots  of  grass  green, 
the  toiiches  all  lying  horizontally.  Roads,  hrown  ;  between  the  tints  for 
sand  and  cultivated  ground,  with  more  India  ink.  Hills,  greenish  brown ; 
gamboge,  indigo,  lake  and  India  ink.  Woods  may  be  finished  up  by 
drawing  the  trees  and  coloring  them  green,  with  touches  of  gamboge  to- 
wards the  light,  (the  upper  and  left  hand  aide,)  and  of  indigo  on  the  op- 
posite side. 

In  addition  to  the  conventional  colors,  a  sort  of  imitation  of  the  con- 
ventional signs  already  explained  are  introduced  in  color  with  the  brush, 
and  shadows  are  almost  invariably  introduced.  The  light  is  supposed  to 
come  from  the  upper  left  hand  comer,  and  to  fall  nearly  vertical,  but  euf- 
flcientiy  obhque  to  allow  of  a  decided  light  and  shade  to  the  slopes  of 
hills,  tre^,  &c.     The  shadow  of  any  object  wiU  therefore  surround  its 
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lower  right  hand  outlines.  After  the  shadow  haa  been  painted,  the  out- 
line of  the  object  is  etrength'ened  by  a  heavy  hlaek  line  on  the  side  oppo- 
site the  light.  The  flat  tints  are  first  laid  on  as  above,  and  then  the  con- 
ventional signs  are  drawn  in  with  a  pencil  and  colored  in  with  appropriate 
and  more  intense  tints ;  the  shadows  are  generally  represented  in  India  ink. 

Hills  are  shaded,  not  aa  they  would  appear  in  nature,  but  on  the  con- 
ventional system  of  making  the  slopes  darker  in  proportion  to  their  steep- 
ness :  the  summit  of  the  highest  ranges  being  left  white.  Tiiis  aiTange- 
ment,  though  obviously  incorrect  in  theory,  has  the  advantage  of  being 
generally  understood  by  those  not  accustomed  to  plan  drawing,  and  is 
also  easy  of  execution.  Wash  the  surface  first  with  the  proper  flat 
tint,  trace  in  with  a  pencil,  outlines ;  then  lay  on  in  India  ink  tints  pro- 
portioned in  intensity  to  the  height  of  the  hills  and  steepness  of  the 
slopes.  To  soften  the  tints  two  brushes  are  used,  one  as  a  color  brush,  the 
other  as  a  water  brush :  the  tints  are  laid  on  with  the  first,  and  softened 
by  passing  the  water  brush  rapidly  along  the  edges.  The  water  brush 
must  not  have  too  much  water,  as  it  would  in  that  case,  lighten  the  tint 
to  a  greater  extent  than  is  intended,  and  leave  a  ra^ed  harsh  edge.  Tints 
may  be  applied  in  very  light  shades,  one  tint  over  another,  with  the 
boundary  of  the  upper  tint  not  reaching  the  extreme  limit  of  the  tint 
below  it.  When  depth  of  shade  is  required,  it  is  best  produced  by  appli- 
cation of  several  light  tints  in  succession :  no  tint  is  to  be  laid  over  the 
other  until  the  first  is  dry,  and  a  little  indigo  mixed  with  the  India  ink  im- 
proves its  color  and  adds  to  the  richness  of  efiect. 

When  woods  have  to  be  represented,  tlie  shading  used  for  the  trees 
instead  of  interfering  with  the  shadows  due  to  the  slopes,  may  be  made  to 
harmonize  with  them,  and  contribute  to  the  general  efiect  by  presenting 
greater  or  less  depth,  according  to  the  position  of  the  woods  on  the  sides, 
or  BummitB  of  the  hills. 

An  expeditious  and  effective  way  of  representing  hills  with  brush,  a 
species  of  imitation  of  hills  drawn  with  a  pen  on  the  vertical  system,  is 
effected  by  pressing  out  flat  the  brush  to  a  sort  of  comb-like  edge ;  draw- 
ing this  over  a  nearly  dry  surface  of  India  ink,  and  then  brushing  lightly 
or  more  heavily  between  the  contours,  according  to  the  steepness  of  the 
elope,  each  of  the  comb-like  teeth  making  its  mark. 

Kivers  and  masses  of  water  may  he  shaded  in  with  a  color  and  water 
brush  as  above,  or  by  superposition  of  light  tints,  a  shadow  may  be 
thrown  from  the  bank  towards  the  light,  and  the  outline  of  this  bank 
strengthened  with  a  heavy  black  line.  The  tints  are  to  be  in  indigo,  the 
shadows  in  India  ink. 
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Topographical  drawings  may  be  made  in  water  color  with  but  one  tint,  as 
India  ink,  or  ink  mixed  with  a  little  eepia.  The  conventional  signs  are  in 
imitation  of  pen  drawings,  the  hills  in  softened  tint,  or  drawn  with  the- 
comb-edged  brush,  and  tlie  rivers  shaded  with  superposed  tints. 

Most  artistic  and  effective  drawings  are  made  of  hills  as  they  would 
appear  in  nature,  under  an  obIic[ue  light :  the  sides  of  the  hills  next  the 
light  receiving  it  more  or  less  bnlliantly,  according  as  they  are  inehned 
more  or  less  at  right  angles  with  ita  rays,  and  the  shades  on  the  sides  re- 
moved from  the  light  increasing  in  intensity  as  the  slopes  increase  in  eteep- 
nesB.  This  style  may  be  rendered  most  expressive  by  a  skilful  draughts- 
man, especially  when  the  character  and  strike  of  the  hills  are  favorable  to 
the  direction  of  the  light,  but  with  this  style  of  representation  the  hills  are 
generally  made  to  partake  more  or  less  of  the  same  character,  appearing 
almost  uniformly  steepest  on  the  sides  removed  from  the  light.  It  partakes 
therefore  more  of  the  artistic  character,  more  difficult  to  execute,  and 
conveying  information  in  a  more  vague  manner  than  by  the  common  to- 
pographical conventionalities.  As  a  picture  it  must  be  left  to  explain 
itself;  the  writing  and  outline  necessarily  introduced  on  the  plan  con- 
tribute to  mar  its  effect. 

In  preparing  the  paper  for  a  tinted  drawing  it  must  he  damp-stretched 
upon  the  drawing  board  in  such  a  manner  that  the  moisture  of  the  color 
will  not  cause  undulations  or  blisters  on  the  surface :  this  process  is  pre- 
viously described  at  page  37.  Having  prepared  a  sheet  of  paper  accord- 
ing to  the  directions  there  given,  iirst  draw  in  the  lines  in  pencil,  and  af- 
terwai-ds  repeat  them  with  a  very  light  ink  line :  a  soft  sponge  well  satu- 
rated should  then  be  passed  quickly  over  the  surface  of  the  drawing,  in 
order  to  remove  any  portions  of  the  ink  which  would  be  Hable  to  mix  with 
the  tint  and  mar  its  uniformity.  When  the  paper  is  dry  proceed  to  lay  on 
the  conventional  tints. 

Great  care  is  necessary  in  preparing  and  combining  the  different  colors, 
and  attention  to  certain  mechanical  conditions  and  rules  must  be  observed 
in  order  to  insure  neatness  and  despatch  in  execution.  The  cakes  of  color 
are  quite  brittle,  and  it  is  well  to  moisten  the  end  and  allow  it  to  soften 
slightly  before  using,  then  ruh  upon  a  perfectly  clean  palette,  with  a  few 
drops  of  pure  water,  a  sufficient  quantity  of  color  to  tinge  to  the  proper 
intensity  as  much  water  as  will  be  required  for  the  whole  drawing,  This 
should  he  thoroughly  mixed  with  the  brush,  and  as  often  as  the  brush  is 
filled,  to  insure  uniformity  in  the  tint. 

Previous  to  applying  the  tint,  it  is  well  to  moisten  the  surface  to  be  col- 
ored with  clean  water,  which  will  prevent  tlie  tint  from  drying  too  rapidly 
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at  the  edges.  In  tinting  never  allow  tlie  edge  to  dry  until  the  whole  sur- 
face is  covered :  leave  a  little  superfluous  color  along  the  edge  whilst 
fiUing  the  brush.  Great  caution  is  necessary  in  approaching  the  outlines 
of  the  drawing,  and  the  point  of  the  brush  should  be  used  so  as  not  to 
overrun  the  lines. 

In  applying  a  flat  tint  to  large  surfaces,  let  the  drawing  board  be  in- 
clined upwards  at  an  angle  of  5  or  6  degrees,  so  as  to  allow  the  color  to 
flow  downwards  over  the  siirface.  With  a  moderately  full  brush  com- 
mence- at  the  upper  outline,  and  carry  the  color  along  uniformly  from  left 
to  right  and  from  right  to  left  in  horizontal  bands,  taking  care  not  to  over- 
run the  outlines,  in  approaching  which  the  point  of  the  brush  should  be 
used,  and  at  the  lower  outline  let  there  be  only  sufficient  color  in  the 
brush  to  complete  the  tinting. 

No  color  should  be  allowed  to  accumulate  in  inequalities  of  the  paper, 
but  should  be  evenly  distributed  over  the  whole  surface. 

Too  much  care  cannot  be  given  to  the  first  application  of  color ;  as  any 
attempt  to  remedy  a  defect  by  washing  or  applying  fresh  tints  will  be 
found  extremely  difficult,  and  to  generally  make  bad  worse. 

Erasers  should  never  be  used  on  a  tinted  drawing  to  remove  stains  or 
patches,  as  the  paper  when  scratched,  receives  the  tint  more  readily,  and  re- 
tains a  larger  portion  of  color  than  other  parts,  thereby  causing  a  darker  tint. 

Marbling  is  done  by  using  two  separate  tints,  and  blending  them  at 
their  edges.  A  separate  brush  is  required  for  each  tint ;  before  the  edge 
of  the  first  is  diy,  pass  the  second  tint  along  the  edge,  blending  one  tint 
into  the  other,  and  continue  with  each  tint  alternately. 

In  reference  to  the  general  effect  to  be  produced  in  tinted  topographi- 
cal drawings,  as  to  intensity,  every  thing  should  be  subordinate  to  clear- 
ness, no  tint  should  be  prominent  or  obtrusive.  Tints  that  are  of  small 
extent  must  be  a  little  more  intense  than  large  surfaces,  or  they  will  appear 
lighter  in  sliade.  Keep  a  general  tone  throughout  the  whole  drawing. 
Beginners  will  find  it  best  to  keep  rather  low  in  tone,  strengthening  their 
tints  as  they  acquire  boldness  of  touch. 

In  lettering  tinted  drawings,  let  the  letters  harmonize  with  the  rest  of 
the  plan ;  let  them  be  in  tint  more  intense  than  the  topography,  prominent 
but  not  obtrusive. 

Flourishes  around  the  titles  may  be  used  on  handsome  estate  maps,  and 
on  engraved  maps  of  coimtries.  They  should  be  used  in  proportion  to  the 
degree  of  finish  bestowed  on  the  rest  of  the  map  ;  and  while  they  give 
grace  and  elegance  to  the  title  when  used  in  moderation,  care  sliould  be 
taken  to  prevent  their  having  too  prominent  an  appearance. 
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Plate  V,  is  a  map  of  the  Harbor  and  City  of  New  Haven,  reduced 
from  the  charts  of  the  TJ.  S.  Coast  Survey,  without  the  depth  of  Boundings 
or  the  marks  of  shoals. 

Plate  VI.  is  a  representation  of  map  drawing  as  executed  by  the  bmsh 
in  India  ink  only.  The  hills  are  drawn  with  a  comb-edged  brush  in  nearly 
dry  color,  as  already  described;  in  the  following  plate  they  are  in  blended 
tint. 

Plate  Vn.  a  similar  map  in  color,  represented  according  to  the  con- 
ventional signs,  and  executed  as  described  in  the  previoua  pages. 

Plate  YIII.  contains  plan  and  sections  of  strata  of  a  lead  mine  copied 
from  Greenwell's  "  Mine  Engineering,"  intended  as  illustrations  in  this 
department  of  the  profession.  On  geological  maps  sections  are  similarly 
represented,  and  plans  are  colored  in  patches  according  to  the  formation. 
Shades  of  India  ink  usually  represent  coal  measures :  of  blue,  limestone  ; 
of  pink,  the  igneous  rocks,  as  trap,  granite,  &c.  In  all  cases,  there  are 
small  blocks  of  color  at  the  margin  of  the  map,  to  designate  the  mineral 
represented  by  each. 

In  all  the  departments  of  drawing,  we  have  thus  tried  to  illustrate  as 
fully  as  the  limits  of  this  work  would  admit,  the  general  principles  of  rep- 
resentation and  the  rules  of  projection ;  but  in  addition,  we  would  recom- 
mend to  every  one  who  wishes  to  make  himself  a  peri'ect  draughtsman, 
that  he  should  collect  good  charts  and  drawings,  study  them,  and  in  his 
leisure  moments  copy  them.  In  this  way  he  will  acquire  a  readiness  of 
manipulation,  and  ease  and  freedom  of  expression. 
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OOPTING   OF  DEAWIITG8    BT  PHOTO&EAPHY. 

Ab  it  is  now  quite  common  to  make  copies  of  drawings  by  Photogra- 
phy, it  seems  not  out  of  place  to  give  a  brief  abstract  of  the  process  as 
taken  from  the  "  Manual  of  Photography  "  by  Eobert  Hunt. 

The  most  simple  method  of  obtainiDg  sun  pictures  is  that  of  placing  the  drawing  to  be 
copied  on  a  sheet  of  prepared  paper,  pressing  it  close  by  a  piece  of  gla^,  and  exposing  the 
arrangement  to  suashine ;  all  the  parts  exposed  darken,  while  those  covered  are  protected 
from  chftDge,the  resnlliag  picture  being  white  on  a  dark  ground :  such  pictures  are  called 
negatice  photographs.  Pcdtive  plotographs,  those  which  are  correct  copies  of  the  draw- 
ing, are  obtained  by  the  super-position  of  the  negative  upon  another  piece  of  prepared  pa- 
per. Some  liind  of  copying  frame  is  an  indispensable  requisite  to  the  photographer ;  it  is 
used  ior  copjing  all  objects  by  transmission,  and  for  multiplying  the  original  pictures  ob- 
twned  by  means  of  the  camera  obsenra  from  nature.  Some  prefer  two  plates  of  stout 
plate  glass  pressed  very  closely  together  with  clamps  and  screws ;  but  as  the  intention  is 
to  bring  the  object  to  be  copied  and  the  sensitive  paper  into  the  closest  posMble  contact, 
numerous  mechanical  contrivances  will  suggest  themselves  for  the  purpose  to  the  ingenious. 

Select  ft  paper  of  a  uniform  texture,  free  from  spots  and  of  equal  transparency,  choos- 
ing the  oldest  rather  than  the  newest  varieties.  In  the  preparation  of  paper,  the  only  ap- 
paratus required  are  some  very  soft  sponge  brushes  and  large  camel-hair  pencils,  (no  metal 
should  be  employed  in  mounting  the  bmahes,  as  it  decomposes  the  silver  salts,)  a  wide 
shallow  vessel  capable  of  receiving  the  sheet  without  folds,  a  few  smooth  planed  boards 
safflniently  large  to  stretch  the  paper  upon,  and  a  porcelain  or  glass  slab ;  also  some  good 
vihite  blotting  paper,  soft  linen  or  cotton  cloth,  a  bos  of  pins,  a  glass  rod  or  two,  some  por- 
celain capsules,  and  some  beaker  glasses,  graduated  measures,  scales  and  weights. 

I  would  advise  the  amateur  to  start  upon  his  studies  with  but  three  solutions;  1st, 
chloride  of  sodium ;  2d,  nitrate  of  silver ;  3d,  hyposulphite  of  soda. 

MuHated  Papers,  as  they  are  termed,  are  formed  by  producing  a  chloride  of  silver  on 
their  surface,  by  washing  the  paper  with  the  solution  of  the  chloride  of  sodium,  (mwriaU 
of  toda,)  or  any  other  chloride,  and  when  the  paper  is  dry,  with  a  solution  of  nitrate  of 
silver.  Take  some  flat  deal  hoards  perfectly  clean,  pin  upon  them  by  their  four  corners, 
the  paper  to  be  prepared,  observing  the  two  sides  of  the  paper,  and  selecting  that  side  to 
receive  the  preparation  which  presents  the  hardest  and  most  uniform  surface.  Then,  dip- 
ping one  of  the  sponge  bmshes  into  the  solution  of  chloride  of  sodium,  a  sufBcient 
quantity  is  taken  up  by  it  to  moisten  the  surface  of  the  paper  without  any  hard  rubbing, 
and  this  is  to  he  applied  with  great  reguiarity.  The  papers  being  "  salted,"  are  allowed  to 
dry;  a  great  number  of  these  may  be  prepared  at  a  time,  and  kgpt  in  a  portfolio  for  use. 
To  render  these  sensitive,  the  papers  being  pinned  on  the  boards  or  carefally  laid  npon 
folds  of  white  blotting  paper,  are  to  be  washed  over  with  the  nitrate  of  silver,  applied  by 
means  of  a  camel-hair  pencil,  observing  the  instructions  previously  given  as  to  the  method 
of  moving  the  brush  upon  the  paper.  After  the  first  wasb  is  applied,  the  paper  is  to  be 
dried,  and  then  subjected  to  a  second  application  of  the  silver  solution.  Thus  prepared, 
it  will  be  sufBciently  sensitive  for  all  purposes  of  copying  by  application.  The  second 
wash  is  applied  for  the  purpose  of  insuring  an  excess  of  the  nitrate  of  silver  in  combma- 
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tion,  or  more  properly  speaking,  mixed  with  tlie  chloride.  The  proportions  in  which  the 
chloride  of  sodium  have  been  nsed  are  esceeiUngly  various ;  in  geaeral,  the  solntions  have 
been  made  too  strong,  hut  Beveral  eheiaista  have  recommended  washes  that  are  as  much 
too  weak.   For  copies  of  engravings  or  drawings  the  following  proportions  should  he  used ; 

Chloride  of  aodinm,  twentj-five  grains  to  an  onnce  of  wat«r.  Nitrate  of  silver  ninety- 
nine  grains  to  an  ounce  of  distilled  water. 

The  paper  is  first  soaked  in  the  Balme  soludon,  and  after  being  carefally  pressed  between 
folds  of  blotting-paper  and  dried,  it  is  to  be  washed  twice  with  the  solution  of  silver,  dry- 
ing it  bj  a  warm  fire  between  each  washing. 

Of  aU  the  fixing  agents,  the  hyposulphite  of  soda  is  decidedly  the  best^ 

The  picture,  or  as  many  of  them  as  there  may  he,  is  to  be  soaked  in  warm  water,  but 
not  warmer  than  may  be  home  by  the  finger ;  this  water  ia  to  be  changed  once  or  twice,  and 
the  pictures  are  then  to  be  well  drained,  and  either  dried  all  together,  or  pressed  in  clean 
and  dry  blotting-paper  to  prepare  them  to  imbibe  a  solution  of  the  hyposulphite  of  soda, 
which  may  be  made  by  dissolving  an  ounce  of  that  salt  in  a  quart  of  water.  Having 
poured  a  Uttle  of  the  solution  into  a  flat  dish,  the  pictures  are  to  be  introduced  one  by 
one ;  dayUght  will  not  now  injure  them ;  let  them  soak  for  two  or  three  minutes,  or  even 
longer  if  strongly  printed,  turning  and  moving  them  occaaonally.  The  remaining  unre- 
duced salts  of  silver  are  thus  thoroughly  removed  by  soaking  in  water  aod  pressing  in 
clean  blotting  paper  altei'nately ;  but  if  time  cau  be  allowed,  soaking  in  water  alone  will 
have  the  efiect  iu  twelve  or  twenty-four  hours,  according  to  the  thickness  of  the  paper.  It 
is  essential  to  the  succees  of  the  flsing  process,  that  the  paper  be  in  the  first  place  thorough- 
ly penetrated  by  the  hyposulphite,  and  the  sensitive  matter  dissolved ;  and  next,  that  the 
hyposulphite  compounds  be  effectually  removed. 

The  hyposulphite  of  silver  being  formed,  it  has  to  be  dissolved  out  of  the  paper,  the 
fibres  of  which  hold  it  with  a  strong  capillary  force ;  and  it  is  only  by  very  long  continued 
soaking  that  all  cau  be  removed.  The  slight  mechanical  aid  afforded  by  dapping  the  surface 
of  the  paper  with  a  soft  spouge  well  filled  with  water,  greatly  accelerates  the  removal  of 
the  salt ;  and  when  the  paper  ceases  to  tcnte  meeet,  we  may  depend  upon  the  permanence 
of  the  photograph. 
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PEESPEOTIVE  DRAWING. 


The  science  of  PerBpective  is  the  representation  by  geometrical  mles,  npon 


i  they 


to  the  eye,  from  any  point  of 


a  plane  snrface,  of  objects  a 
view. 

All  the  points  of  the  stirfaee  of  a  body 
are  visible  by  means  of  luminous  rays 
proceeding  from  these  points  to  the  eye. 
Thus,  let  the  line  A  B  (fig.  1)  be  placed 
before  the  eye,  C,  the  lines  drawn  from 
the  different  points  1,  2,  3,  4,  &c.,  repre- 
sent the  visual  rays  emanating  from  each 
of  these  points.  It  is  easy  to  understand 
that,  if  in  the  place  of  a  line  a  plane  or  Fig.  i. 

curved  surface  is  substituted,  the  result  -will  be  a  cone  of  rays. 

Let  A  B  (fig.  2)  be 
a  straight  line,  and  let 
the  globe  of  the  eye  be 
represented  by  a  cir- 
cle, and  its  pupil  by 
the  point  C.  The  ray 
emanating  from  A,  en- 
tering through  C,  will 
proceed  to  the  retina 
of  the  eye,  and  be  de- 
picted at  a.  And  as 
it  follows  that  all  the 
points  of  A  B  will  send 
rays,  entering  the  eye 

through  C,  the  whole  image  of  A  B  will  be 
25 


on  the  retina  of  the 
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eye  in  a  curved  line  a  3  5.  Conceive  the  line  AB  moved  to  a  greater 
distance  from  the  eye,  and  placed  at  A'  E',  then  the  optic  angle  will  be 
reduced,  and  the  image  a'  3  V  wiU  be  leas  than  before ;  and  as  our  visual 
sensations  are  in  proportion  to  the  magnitude  of  the  image  painted  on  the 
retina,  it  may  be  concluded  that  the  more  distant  an  object  ie  from  the  eye, 
the  smaller  the  angle  under  which  it  is  seen  becomes,  and  consequently 
the  farther  the  same  object  is  removed  from  the  eye  tlie  less  it  appears. 

Observation  has  rendered  it  evident,  that  the  greatest  angle  under 
which  one  or  more  objects  can  be  distinctly  seen,  is  one  of  90°.  If  be- 
tween the  object  and  the  eye  there  be  interposed  a  transparent  plane  (such 
as  one  of  glass  m  ii),  the  intersection  of  tliis  plane  with  the  visual  rays  are 
termed  perepectives  of  the  points  from  which  the  rays  emanate.  Thus  a 
is  the  perspective  of  A,  i  of  B,  and  so  on  of  all  the  intermediate  points  ; 
but,  as  two  points  determine  the  length  of  a  straight  line,  it  follows  that 
ah  is  the  perspective  of  A B,  and  a' h'  the  perspective  of  A' B'. 

It  is  evident  from  the  figure  that  objects  appear  more  or  less  great  ac- 
cording to  the  angle  under  which  they  are  viewed ;  and  further,  that  ob- 
jects of  unequal  size  may  appear  equal  if  seen  under  the  same  angle. 
For  draw/"^,  and  its  perepective  wilt  be  found  to  be  the  same  as  that  of 
A'B'. 

It  follows  also,  that  a  line  near  the  eye  may  be  viewed  under  an  angle 
much  greater  than  a  line  of  greater  dimensions  but  more  distant,  and 
hence  a  little  object  may  appear  to  be  much  greater  than  a  similar  object 
of  larger  dimensions.  Since,  therefore,  unequally  sized  objects  may  ap- 
pear equal  in  size,  and  equally  sized  objects  unequal,  and  since  objects  are 
not  seen  as  they  are  in  effect,  but  as  they  appear  under  certain  conditions, 
perspective  may  be  defined  to  be  a  science  which  affords  the  means  of  rep- 
resenting, on  any  surface  whatever,  objects  such  as  they  appear  when  seen 
from  a  given  point  of  view.  It  is  divided  into  two  branches,  the  one 
called  linear  perspective,  occupying  itself  with  the  delineation  of  the  con- 
tours of  bodies,  the  other  called  aerial  perspective,  with  the  gradations  of 
colors  produced  by  distance.  It  is  the  former  of  these  only,  that  is  pro- 
posed here  to  be  discussed. 

The  perspective  of  objects,  then,  is  obtained  by  the  intersection  of  the 
rays  which  emanate  from  them  to  the  eye,  by  a  plane  or  other  surface 
(which  is  called  the  picture),  situated  between  the  eye  and  the  objects. 

From  the  explanation  and  definition  just  given,  it  is  easy  to  conceive 
that  linear  perspective  is  in  reality  the  problem  of  constructing  the  section, 
by  a  surface  of  some  kind,  of  a  pyramid  of  rays  of  which  the  summit  and 
the  base  are  given.     Tlie  eye  is  the  summit,  the  base  may  I 
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the  whole  vieihle  extent  of  the  object  or  objects  to  be  represented,  and  the 
intersecting  surface  is  the  picture. 

A  good  idea  of  this  will  bo  obtained  by  supposing  the  picture  to  be  a 
transparent  plane,  through  which  the  object  may  be  viewed,  and  on  which 
it  may  he  depicted. 

In  addition  to  the  vertical  and  horizontal  planes  with  which  we  are  fa- 
miliar in  the  operations  of  projection,  several  auxiliary  planes  are  em- 
ployed in  perspective,  and  particularly  the  four  following ; 


T —^ 1 1 

T        (""^  D  

y f ?:-^^' ""^Z^ 

.:¥...- 


1.  The  horizontal  plane  A  B  (fig.  3),  on  which  the  spectator  and  the 
objects  viewed  are  supposed  to  stand,  for  convenience  supposed  perfectly 
level,  ia  termed  the  ground  plwns. 

2.  The  plane  M  ISi",  which  has  been  considered  as  a  transparent  plane 
placed  in  front  of  the  spectator,  on  which  the  objects  are  delineated,  is 
called  the  ^lams  of  pr(ye(Ai<m  or  the  ;plane  of  the  picture.  The  intersec- 
tion M  M  of  the  first  and  second  planes  is  called  the  line  of  projection,  the 
ground,  or  iase  line  of  the  picture. 

3.  The  plane  E  F  passing  horizontally  through  the  eye  of  the  spectator, 
and  cutting  the  plane  of  the  picture  at  right  angles,  is  called  the  horizontal 
plane,  and  its  intersection  at  D  D  with  the  plane  of  the  picture  is  called  the 
h^yrizon  Ime^  the  horizon  of  the  picture,  or  simply  the  horizon. 

4.  The  plane  8  T  passing  vertically  through  the  eye  of  the  spectator, 
and  cutting  each  of  the  other  planes  at  a  right  angle,  is  called  the  central 
plwm.  ^ 

Point  of  mew,  or  point  of  sight,  is  the  point  where  the  eye  is  supposed 
to  be  placed  to  view  the  object,  as  at  C,  and  is  the  vertex  of  the 
optic  cone.  Its  projection  on  the  ground  plane  S  is  termed  the  station 
point. 
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The  projection  of  any  point  on  the  ground  plane  is  called  the  seat  of 
that  point. 

Cenl/re  of  view  (commonly,  though  erroneously,  called  the  point  of 
eight),  is  the  point  V  where  the  central  vertical  line  intersects  the  horizon 
line  ;  a  line  drawn  from  this  point  to  the  eye  would  be  in  every  way  per- 
pendicular to  the  plane  of  the  picture. 

Points  of  distance,  are  points  on  the  horizontal  line,  as  remote  from 
the  centre  of  view  as  the  eye. 

Vmdsfdng  points,  are  points  in  a  picture  to  which  all  lines  converge 
that  in  the  original  object  are  parallel  to  each  other. 

Parallel  perspective. — An  object  is  said  to  be  seen  in  parallel  perspec- 
tive when  one  of  its  sidea  is  parallel  to  the  plane  of  the  picture. 

Angvla/r perfective. — An  object  is  said  to  be  seen  in  angular  perspec- 
tive when  none  of  its  sides  are  parallel  to  the  picture. 

To  find  the  perspective  of  points,  as  tlie  points  m,  s,  (lig.  4)  in  the  ground 


plane,  the  same  letters  designating  similar  planes  and  points  as  in  fig. 
3.  From  the  point  m  draw  a  Hne  to  the  point  of  sight  C,  and  also  to  the 
station  point  S,  at  the  intersection  of  the  line  m  S  with  the  base  line  M  S', 
erect  a  perpendicular  cutting  the  line  m  C,  the  intersection  m'  will  be  the 
perspective  projection  of  the  point  m,  on  the  plane  of  the  picture  M  V. 
The  point  s  being  in  the  central  plane,  its  projection  must  be  in  the  in- 
tersection of  that  plane  by  the  plane  of  the  picture,  as  the  point  s'  the 
intersection  of  the  central  vertical  line  by  tlie  line  s  0.  The  point  v 
being  both  in  the  central  and  horizontal  plane,  its  projection  in  the  plane 
of  the  picture  must  be  in  the  intersection  of  all  three  planes,  or  at  the 


„Googlc 


DEAWTNG   m   FEBSPEOnVE. 


point  of  view  V.  The  point  A  being  in  tlie  horizontal  plane,  its  projec- 
tion most  be  in  the  intersection  of  this  plane  with  the  plane  of  the  picture, 
or  the  intersection  A'  of  the  hoiizon  line  by  the  line  A  C.  The  points  A 
and  m  being  in  the  same  vertical  line,  the  points  A'  and  m'  must  also  be  in 
the  Bame  vertical  line  in  the  plane  of  the  picture,  and  the  position  of  A' 
might  be  determined  by  the  intersection  of  A  C  by  the  perpendicular  to 
the  base  line  at  its  intersection  by  7n  S. 

Connect  the  points  hvsm,  and  also  their  projected  perspective  points 
h!  Y  s'  ml,  and  we  find  that  whm,  tm  original  line  iaparaUel  orperpendio- 
ular  to  the  hose  of  the  picture,  the  perspectime  of  that  line  will  also  be  par- 
allel or  perpendicular  to  it. 

Fig  5.  Draw  the  diagonals  M  s  and  m  S',  project  as  in  preceding  fig- 
ure the  points  m  and  s  into  the  plane  of  the  picture,  draw  M  m,  M  S'  and 
S'  m' ;  now  since  m  and  M  are  the  extremities  of  a  line  perpendicular  to 
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Fig.  6. 

the  plane  of  the  picture,  the  line  rnl  M  must  be  the  projection  of  this  line 
on  the  pline  of  the  picture,  and  if  this  line  be  extended  it  will  pass  through 
V,  which  may  be  demonstrated  of  all  lines  perpendicular  to  the  plane  of 
the  pictnre  ;  hm,ce  the  perfective  direction  of  lines  perpendiGula/r  to  the 
picture  is  to  the  centre  of  view. 

If  the  line  m'  S'  be  extended,  it  will  pass  through  the  point  D,  and  if 
M  «'  be  extended  it  will  pass  through  a  point  in  the  line  of  the  horizon  at 
a  distance  from  Y  equal  to  Y  D ;  by  construction  D  Y  has  been  made  equal 
to  T  0,  and  as  thie  demonstration  is  applicable  to  other  similar  lines,  and 
since  M«i*S'  is  a  square;    hence    the  p&r^ecti/oe  di/rection  of  cM  Unes, 
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making  an  angle  of  45°  with  tJieplane  of  thepiciure,  is  towards  the  point 
of  distcmce. 

Having  thus  illustrated  the  rules  of  parallel  perspective,  -we  now  pro- 
ceed to  apply  them  to  the  drawing  of  a  square  and  euhe,  Plate  I.  The 
same  letters  are  employed  in  similar  position  as  in  preceding  figures. 

It  is  necessary  to  premise  that  the  student  should  draw  these  examples 
at  least  three  times  the  size  of  those  in  the  plate. 

Let  A  and  B  (fig  1,)  represent  the  plan,  or  situation  upon  the  ground, 
of  two  squares,  of  which  a  perspective  representation  is  required.  Piret 
draw  the  lino  M  M,  which  represents  the  base  line  of  the  picture ;  make  S 
the  station  point  or  place  of  the  observer,  and  draw  lines  or  rays  from  all 
visible  angles  of  the  squares,  to  8  ;  then  draw  the  lines  S  M,  parallel  to  the 
diagonal  lines  of  the  squares.  l!lfow  di-aw  M'  M'  parallel  'to  M  represent- 
ing the  base  line  of  the  picture  in  elevation ;  tlien  di'aw  S'  V,  the  vertical 
line  immediately  opposite  the  eye;  let  the  distance,  S'  V,  be  the  height  of 
the  eye  from  the  gi'ound,  and  draw  D  D  the  horizontal  lino;  V  being  the 
centre  of  view ;  let  fall  pei-pendicular  lines  from  the  angles  a  and  h  of  the 
plan  of  tie  square  A,  and  also  from  tlfe  point'  c,  where  the  ray  from  the 
angle  e  intersects  the  base  line,  M  M,  and  ffom  a'  and  5',  where  a  al  and  J  V 
intersect  the  base  or  ground  line  M'  M',  draw  lines  to  the  centre  of  view, 
V;  and  e' where  the  perpendicular  line  from  c  intersects  the  lineS' ViVill 
give  the  apparent  or  perspective  width  of  the  side  5  e  \  from  e'  draw  a 
line  parallel  to  a'  V,  and  tlie  perspective  representation  of  the  near- 
est square  A,  is  complete.  Li  order  to  prove  the  accuracy  of  tliis  per- 
formance, it  is  necessary  to  try  if  the  diagonal  lines,  a'  e',  and  b'f,  incline 
respectively  to  the  points  of  distance,  D  D,  on  the  horizontal  line :  if  so,  it 
is  correct.  The  square  B  is  drawn  in  precisely  the  same  manner,  and  will 
be  easily  understood  by  obseiwing  the  example. 

The  plans  of  the  two  cubes  C  and  D,  are  the  same  as  the  plans  of  the 
squares  A  and  B.  As  neither  of  these  cubes  appears  to  touch  the  plane 
of  the  picture  MM,  it  will  be  necessarj'  to  imagine  the  sides  Iff,  and  k  h, 
to  be  continued  until  they  do  so ;  now  draw  down  pei-pendicular  lines  from 
where  the  continuations  of  these  sides  intersect  the  base  line,  and  set  off" 
on  them  from  the  line  M'M',  the  height  of  the  cube,  as  1 — 2  which 
is  tiiG  same  as  the  width,  and  complete  the  square  shown  by  the  dotted 
lines :  from  all  four  angles  of  this  square  draw  lines  to  the  centre  of  view 
— this  will  give  the  representation  of  four  lines  at  right  angles  with  the 
picture  carried  on  as  far  as  it  would  be  possible  to  see  them ;  then  it  only 
remains  to  cut  off  the  required  perspective  widths  of  the  cubes  by  the  per- 
pendicular lines  from  the  intersection  of  the  visual  rays  with  the  plane  of 
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the  pietnre:  the  completion  of  this  problem  will  he  very  easy,  if  the 
drawing  of  the  squares  is  well  understood. 

In  such  simple  objects  as  these  it  will  not  be  necessary  to  draw  a  plan  ; 
when  one  side  is  parallel  to  the  picture,  and  dimensions  are  known.  In 
fig.  2,  the  same  objects  as  those  in  fig.  1  are  drawn  witliout  a  plan  thus  : — 

Draw  the  ground  line  M  M,  then  the  vertical  line  S'  Y,  and  the  horizon- 
tal line  D  D,  at  the  height  of  the  eye ;  making  D  D  the  same  distance  on 
each  side  of  V,  tliat  the  eye  is  from  the  transparent  plane ;  for  drawing 
the  squares  mark  off  from  S'  to  b',  on  the  ground  line,  tlie  distance  that 
the  square  is  on  one  side  of  the  observer ;  let  b'  a'  be  the  length  of  one 
side  of  the  square ;  from  b'  and  a'  draw  lines  to  V,  which  represent  the 
sides  of  the  square  carried  on  indefinitely ;  to  cut  off  the  required  per- 
spective width  of  the  side  i'  e'  of  the  square,  lay  off  the  width,  a'  V,  from 
b'  to^,  tlien  draw  fi-om^  to  D  on  the  left,  and  the  points'  where  the  line 
D^  intersects  V  V,  will  give  the  apparent  width  required ;  then  draw/"  e' 
parallel  to  a'  V,  and  the  square  is  complete :  this  may  be  proved  in  the 
same  way  as  in  fig.  1.  The  further  square  may  be  obtained  in  a  similar 
manner,  setting  off  the  distance  between  the  squares  from  j?  to  q,  and  the 
width  of  the  square  beyond  that,  and  drawing  lines  to  D  as  before : 
eome  of  the  lines  in  this  plate  are  not  continued  to  the  ground  line, 
in  order  io  avoid  confusion.  Proceed  with  the  cubes  by  the  same  rule. 
Let  1,  2,  3,  i,  be  the  size  of  one  side  of  the  cube  if  continued  until  touch- 
ing the  picture  ;  from  these  points  draw  rays  to  V :  from'  3  to  (  set  off  the 
distance  the  cube  is  from  the  picture,  and  from  t  to  r,  the  width  of  the 
eiibe ;  draw  from  these  points  to  D  on  the  right,  and  their  intersection  of 
the  line  3  V  inm^o-,  will  give  the  perspective  width  and  position  of  that 
Bide  of  the  cube :  draw  lines  perpendicular  to  the  ground  line  from  in  and 
o,  and  lines  parallel  to  4 — 3  from  the  angles  of  the  cube,  l',g',  m;  then 
di'aw  the  side  n  h',  and  the  cube  is  complete.  The  operation  of  drawing 
the  other  cube  is  similar,  and  easy  to  be  understood. 

From  the  drawing  of  a  square  in  parallel  perspective,  we  deduce  rules 
for  the  constraction  of  a  scale  in  perspective.  Let  D  M  M  D,  (fig  6,)  be 
the  plane  of  the  picture,  the  same  letters  of  reference  being  used  as  in 
preceding  figures.  From  S'  lay  off  the  distance  o  S'  equal  to  some  unit 
of  measure,  as  may  be  most  convenient ;  from  o  draw  the  diagonal  to  D 
the  point  of  distance  ;  now  draw  1 1'  parallel  to  the  ground  line  M  M, 
again  draw  from  1'  the  diagonal  1'  D,  and  lay  off  the  parallel  2  2',  pro- 
ceed in  the  same  way  with  the  diagonal  2'  D  and  the  parallel  3  3',  and 
extend  the  construction  as  far  as  maybe  necessary.  It  is  evident  o  S'  1 1', 
i'12  2',  2' 2  3  3'  are  the  perspective  projectors  of  equal   squares,   and 
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therefore  o  S',  1 1',  2  2'  3  3',  etc.,  and  S'  1,  1  2,  2  3,  etc.,  are  equal  to  each 
other,  and  that  if  o  S'  is  set  oif  to  represent  any  unit  of  measure,  as  one 
foot,  one  yard,  or  ten  feet,  &c,,  each  of  these  lines  represents  the  same  dis- 
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tance,  the  one  being  measures  parallel  to  the  base  line,  the  others  perpen- 
dicular to  it.  In  making  a  perspective  drawing  a  scale  thus  drawn  will  be 
found  very  convenient ;  but  as  in  the  centre  of  the  picture  it  might  inter- 
fere with  the  construction  lines  of  the  object  to  be  put  in  perspective,  it  is 
better  that  the  scale  be  transferred  to  the  side  of  the  picture  a  M  u,  the  di- 
agonals to  be  laid  off  to  a  point  to  the  right  of  D  equal  to  the  point  of 
distance. 

The  scales  thus  projected  are  for  lines  in  the  base  or  ground  plane ;  for 
lines  perpendicular  to  this  plane  the  following  construction  is  to  be  adopt- 
ed ;  upon  any  point  of  the  base  line  removed  from  8',  as  a  for  instance, 
erect  a  perpendicular,  ad;  on  this  line,  lay  oif  as  many  of  the  units  o  S' 
as  may  be  necessary ;  in  this  example  three  have  been  laid  off,  that  is,  a  d 
=3  0  S'.  From  a  and  d  draw  lines  to  the  centre  of  view,  and  extend  the 
parallels  1 1',  2  2',  3  3  ' ;  at  the  intersection  of  these  Hues  with  a  Y  erect 
perpendiculars.  The  portions  comprehended  between  the  lines  a  V  and  d 
V  will  be  the  perspective  representations  of  the  line  a  d,  in  planes  at  dis- 
tances of  1,  2,  3,  o  S'  from  the  base  line,  and  as  6,  c,  d  are  laid  off  at  inter- 
vals equal  to  oS',  by  drawing  the  lines  c  Y  and  5  Y  six  equal  squares  are 
constructed,  of  which  the  sides  correspond  to  the  unit  of  measure,  o  S'. 

To  determme  the  I^erspeetive  PosiUon  of  any  point  in  the  Ground  Plane, 
Thus  (fig,  7),  to  determine  the  position  of  the  point  p,  which  in  plane 
would  be  six  feet  distant  from  the  plane  of  the  picture,  SI  M,  and  ten  feet 
from  the  central  plane,  to  the  left. 

Lav  off  from  S',  to  the  left,  the  distance  a  S',  equal  to  six  feet  on  the 
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ecale  adopted;  draw  the  diagonal  to  the  point  of  distance  D,  on  the  right; 
at  its  intersection  a'  with  the  vertical  line  V  S',  draw  a  parallel  to  M  M 
the  base  line ;  lay  off  from  S',  S'  J  equal  to  ten  feet,  draw  5  V ;  the  inter- 
Bection  of  this  line^,  with  the  parallel  previouely  drawn,  will  be  the  posi- 
tion of  the  point  required. 
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By  a  similar  construction  the  position  of  any  point  in  the  ground  plan 
may  be  determined.  It  is  not  necessary  that  the  distances  shotdd  be  ex- 
pressed numerically ;  tliey  may  be  shown  on  the  plan  and  thence  be  trans- 
ferred to  the  base  line,  and  thrown  into  perspective  by  the  diagonals  and 
parallels.  As  the  intersections  of  the  various  lines  of  the  outlines  of  ob- 
jects are  points,  by  projecting  perspectively  these  points,  and  afterwards 
connecting  by  lines,  the  perspective  of  any  plane  surface,  on  the  ground 
plane,  may  be  shown. 

If  the  point  p  were  not  in  the  ground  plane,  but  in  a  position  directly 
above  that  already  assumed,  that  is,  the  distances  from  the  plane  of  the  pic- 
ture, and  the  central  plane  being  the  same,  but  its  distances  above  the 
ground  plane  were,  say,  five  feet ;  then  at  J  erect  a  perpendicular,  and  lay 
off  h  y  equal  to  five  feet,  connect  V  V,  at  f  erect  another  perpendicular, 
and  its  intersection  p'  with  the  line  V  V  will  be  the  position  of  the  point 
required. 

Or  the  plane  of  the  point  /»'  might  be  assumed  as  the  position  of  the 
ground  plane,  M'  M'  becoming  the  base  Hne,  and  laying  off  from  S",  S"  a!' 
and  S"  J' — equal  respectively  to  six  and  ten  feet;  drawing  the  diagonal 
a"D  and  h'Y  and  the  parallel  as  before,  the  point  j?'  will  he  determined. 

To  draw  <m  Octagon  m  Parallel  Perspeetwe.—Let  A  (fig.  8)  represent 
the  plan  of  an  octagon.  Draw  M  JI,  S'  V,  and  D  D,  as  before  ;  from  the 
points  M,  a,  h,  c,  draw  rays  to  V.  Set  off  on  M  M  from  c  to  the  right  the 
distances  ce,  od,  of,  from  which  draw  diagonals  to  D  on  the  left,  and 
at  their  intersection  with  the  ray  o  V,  draw  parallels  e'  g',  d'  h',  h'  I',  to 
the  base  line ;  these  points  will  correspond  to  the  angles  on  the  plan.    Now 
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connect  the  angles  on  the  perspective  view,  in  the  proper  succession,  and 
the  perspective  projection  is  complete. 

It  -will  be  observed,  that  in  this  construction  the  plan  has  been  placed 
forward  of  the  plane  of  the  picture,  contrary  to  the  position  it  should  oc- 
cupy, which  should  be  the  same  relative  position  back  of  this  plane ;  bnt 
it  will  be  found  mnch  simpler  in  construction  than  if  it  were  placed  as  in 
Plate  I.,  and  the  points  were  all  projected  to  the  base  line ;  it  is,  of  course, 
equally  correct  in  ita  perspective  projection. 


^3. 


To  dra/w  a  Circle  in  ParaUel  Perspective. — Let  C,  (fig.  8)  represent  the 
plan  of  a  circle,  round  which  let  the  square  aec-mhe  described,  two  of 
its  sides  being  parallel  to  the  base  line  M  M ;  draw  diagonals  across  the 
square,  and  where  these  intersect  the  circumference  of  the  circle  draw  the 
lines  hk  and  dff  parallel  to  the  base  line,  and  the  lines  o  n  and^y  at  right 
angles  thereto.  Draw  also  the  lines  fl  and  <!  A  at  right  angles  to  each 
other  through  the  centre  of  the  circle,  project  the  points  a,  o,  l,p,  m,  to 
the  base  and  draw  rays  to  V ;  set  oif  from  a'  to  the  left  the  distances  of  a, 
a'l),  a'c,  a'd,  a'e,  and  draw  diagonals  to  the  point  of  distance  D  on  the 
right ;  at  their  intersection  with  the  Hne  a'  V  draw  horizontal  lines,  or 
parallels  to  the  base,  and  there  will  be  projected  in  perspective  the  squai-e 
aeoin,  with  all  the  lines  of  parallels  and  perpendiculars ;  connect  the 
intersections  corresponding  to  the  points  o,  n,f,  g,  h,  h,  I,  r^  and  we 
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have  the  perspective  projection  of  the  required  circle,  which  will  be  an 
ellipse. 

To  erect  upon  the  octagonal  base  A  an  octagonal  pillar  or  tower.  This 
conetruction  resolves  itself  into  simply  constructing  another  octagon  on  an 
upper  plane,  and  connecting  the  visible  angles  by  perpendiculars,  or  per- 
pendiculars may  be  erected  at  the  points  M,  «,  5,  c,  and  the  heights  of  the 
tower  laid  off  upon  them,  and  from  these  extremities  rays  drawn  to  the 
centre  of  view  the  mtei-^ectiou  of  these  i  lys  by  perpendiculars  from  the 
angles  of  the  octag  n  beneath  will  determine  the  projection  of  the  upper 
surface  ot  tlie  pillar  rej-iesent  m  full  lines  all  visible  outlines,  and  the 
pi  ejection  18  complete 

In  the  same  manner  a  p  llir  may  be  erected  on  the  circular  base.  If 
the  I  illars  be  mcl  ned  the  firet  method  of  j  rejecting  the  upper  outline  on 
a  plane  assumed  it  the  height  of  the  pillar  must  be  adopted. 

To  diaw  iPyiamid  inParaXll  Pe>  jjedice.—hei  A  (fig.  9)  be  the 
llin  -A  3.  pyramid  the  dugcnal  lines  repreaent  the  angles,  and  their  in- 
tersection the  \ertex  i  roiect  the  plan  i.'i  n  previous  examples  of  squares. 
Draw  diagonal  lines  fnn  Mto5  aud  ji  to  their  intersection  gives  the 
perspective  centre  of  the  square  upon  this  point  raise  a  perpendicular 
line  which  is  the  axis  of  the  pyramid     draw  i  perpendicular  line  e  f,  in 


the  centre  of  the  line  M  a,  upon  which  set  up  the  height  of  the  pyramid 
ef;  froray  draw  a  line  to  V,  and  its  intersection  of  the  axis  of  the  pyramid 
at  d  will  give  the  perspective  height ;  complete  the  figure  by  drawing 
lines  from  d,  the  apex,  to  M,  a,  h,  the  three  visible  angles.  The  other 
two  pyramids  are  drawn  in  a  similar  manner,  by  setting  their  distances 
from  the  plane  of  the  picture  off  from  a,  on  the  ground  line  to  the  right, 
and  drawing  diagonals  to  the  point  of  distance  on  flie  left. 
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To  draw  a  Cone  in  Pa/ralld  Perspective. — Let  B  (fig.  9)  represent  the 
plan  of  a  cone,  apply  the  same  lines  of  construction  as  to  C  (fig.  8) ;  and 
draw  the  perspective  view  of  a  circle,  upon  the  perspective  centre  of 
which  draw  a  perpendicular  line,  cr,  h ;  on  the  centre  of  the  line  d  e,  raise 
a  perpendicular,  upon  which  set  up  the  height  of  the  cone,  from  the 
ground  line  to  c;  from  g  draw  a  ray  to  V,  and  the  point  where  this  line 
intersects  the  axis  of  the  cone  a  h,  in  J,  -will  give  the  perspective  height 
of  the  axis ;  from  h  draw  lines  toy  and  g,  and  the  figure  is  complete. 

To  draw  the  prism,  C,  which  consists  of  two  triangular  ends  and  three 
rectangular  sides,  place  the  length  of  the  side  a  M  upon  the  ground  line, 
and  draw  lines  to  V ;  mark  off  the  width  of  one  end  from  a  to  the  left  upon 
the  ground  line,  and  draw  to  the  point  of  distance  on  the  right,  which 
gives  the  perspective  width,  ad;  find  the  perspective  centre y  of  the 
side  in  the  same  way,  and  from  /  and  d  draw  horizontal  lines  until  they 
intersect  the  line  from  M  V;  upon y and  g  draw  perpendiculars;  set  up 
the  height  a  5,  of  the  end  of  the  prism,  and  from  h  draw  a  line  to  V,  and 
the  point  where  it  intersects  fc,  in  c-,  will  give  the  perspective  height  of 
the  end  of  the  figure  ;  from  c  draw  ce,  parallel  to  aM,  from  c  draw  cd, 
and  c  a,  and  the  visitle  end  is  complete ;  the  other  end  is  dotted  in  to  show 
the  process  only. 

E  is  the  representation  of  a  cylinder,  with  one  end  towards  the  spec- 
tator; its  projection  will  be  easily  nnderetood  by  examination. 

To  draw  a  Square  mid  Ovhe  in  Angular  Perspectioe.  Plate  11.  Let 
A  (fig,  1)  be  the  plan  of  the  square,  and  B  the  plan  of  the  cube,  M  M  the 
base  or  ground  line,  and  S  the  station  point.  Draw  M'  M.',  and  D  D'  par- 
allel to  M  M,  the  one  being  the  ground  line  and  the  other  the  horizon  of 
the  plane  of  the  picture ;  project  the  point  <?  on  M  M  to  d\  on  M!  M',  It 
has  been  shown  in  parallel  perspective  that  the  vanishing  points  of  diago- 
nals of  squares  lie  in  the  points  of  distance ;  if  through  the  station  point 
S,  in  any  of  the  preceding  figures,  lines  be  drawn  parallel  to  the  diagonals, 
they  will  intersect  the  base  lines  at  distances  from  the  central  plane  equal 
to  the  points  of  distance.  In  like  manner  to  find  the  vanishing  points  of 
lines  in  the  ground  planes,  or  in  planes  parallel  tn  the  ground  ^ane,  in- 
clined to  the  plane  of  the  picture,  through  the  station  point  S  draw  lines  par- 
allel to  the  inclined  lines,  and  project  their  intersection  with  the  base  line 
to  the  horizon  of  the  picture ;  thus,  in  the  present  example  draw  S II,  S  M 
parallel  to  ad,  e  h,  and  to  dc,  hg  ;  project  their  intersections  M,  M,  with 
the  base  line  to  D,  D',  the  horizon  of  the  picture,  and  D,  D',  will  be  the 
vanishing  points  of  all  lines  parallel  toad  and  d  c.  Draw  d'  D  and  d'  D', 
the  perspective  projection  of  d  a  will  lie  in  the  former  of  these  lines  and 
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dc  ia  the  latter.  To  determine  the  perspective  positiou  of  the  points  a 
and  c,  or  the  length  of  these  lines,  draw  the  rays  a  S  and  c  S,  project  their 
intersection  with  the  base  M  M,  upon  the  lines  d'  D  and  d'  T>',  and  their  in- 
tersections a',  d  will  be  the  perspective  projection  of  the  points  a  and  c. 
To  complete  the  projection  of  the  square,  draw  the  lines  a'D'  and  e'  D, 
their  intersection  will  be  the  perspective  projection  of  the  point  h,  and  the 
square  is  complete.  To  prove  the  construction,  draw  the  ray  S  S  and  pro- 
ject its  intersection  with  the  base  M  M,  and  if  the  construction  be  correct 
it  will  fall  upon  the  point  V. 

As  the  cube  is  placed  at  some  distance  from  the  plane«>f  the  picture, 
it  will  be  necessary  to  continue  either  ehor  g  h,0Y  both,  till  they  intersect 
the  base  line  MMatnand  m;  drop  perpendiculars  or  project  these  points 
upon  M  M'  at  n'  and  m' ;  on  these  perpendiculars  set  up  the  height  of  the 
cube  m'  o  and  n'  s,  draw  the  hues  m'  D',  o'  D'  and  n'T>,  3T>;  connect  the 
intersections  h'  and  h" ;  draw  the  rays  S  e  and  S  gi,  and  project  their  inter- 
sections withM  M,  to  (/  e'/  draw  the  lines  e"  J>'  and  /'  D ;  if  the  construction 
be  correct,  the  projection  of  the  intersection  of  the  ray  Sy  with  the  base 
will  fall  upony,  and  of  the  ray  S  h  will  fall  upon  h"  and  h'. 

To  Solve  the  Sams  Problem  hy  a  Different  Construction. — Let  A  and 
B,  (lig.  1,)  be  as  before  the  plans  of  the  square  and  of  the  cube ;  to  pro- 
ject them  perspectively  on  the  plane  of  the  picture  MD  D'M,  (fig.  3). 

From  the  point  M  and  M,  (flg.  1,)  set  off  distances  equal  to  M  S,  M  S, 
to^  and  j>'  /  project  these  points  upon  D  D'  fig.  2,  the  point  j),  fig  2,  will  be 
that  from  which  any  number  of  parts  may  be  laid  off  on  lines  vanishing  in 
D';  the  pointy  will  be  the  corresponding  point  for  lines  vanishing  in  D. 
These  points  may  be  called  the  points  of  division.  In  parallel  perspec- 
tive the  points  of  distance  were  the  points  of  division,  the  one  for  the 
other.  To  illustrate  their  application  in  the  present  example,  project  the 
point  d,  (iig.  1,)  to  d'  (fig.  2,)  draw  d'  ~D  and  d'  D',  from  d'  on  either  lay 
off  a  distance  d'  i,  d'  h  equal  to  the  side  of  the  square  a  d.  I^ow  since  p 
is  the  division  point  of  lines  vanishing  in  D  from  i,  draw  the  line  ip,  and 
its  intersection  with  d'  D  cuts  off  a  line  d'  a'  equal  perspectively  to  the 
line  d' i  (It  ad  measured  on  the  base  line.  Again  since _p'  is  the  division 
point  of  lines  vanishing  in  D',  the  line  kp'  cuts  off  on  d'  D',  a  line  d'  d  equal 
perspectively  to  the  line  d'  h,ov  ad  measured  on  the  base :  having  a'  d'  c, 
the  square  is  completed  by  drawing  the  lines  d  h'  towards  D,  and  a'  h' 
towards  D'. 

To  construct  the  cube,  project  the  point  m,  {iig.  1,)  to  m',  {fig.  2) ;  lay 
off  on  the  perpendicular  forming  the  projection,  Uae  height  m'  o'  of  the 
cube ;  draw  the  lines  tn!  D'  and  o'  D'.     Lay  off  the  distance  tn!  r  equal  to 


„Googlc 


JTIVE  DRAWING. 


m  h,  (fig.  1,)  and  draw  the  line  rp',  its  intersection  with  m'  D'  will  cut  off 
m'  h',  equal  to  m  h,  (fig.  1,)  and  establish  the  angle  h  of  the  cube.  From 
r  lay  off  r  s,  equal  to  A  ff,  (fig.  1,)  draw  sp',  and  its  intereection  with  W  D' 
establishes  the  angle  ^'.  Prom  A'  draw  a  line  vanishing  in  D.  Through 
h'  extend  a  line  j:>  h'  to  t,  from  t  lay  off  to  the  left  i  a,  equal  to  the  Bide  of 
the  cube  he ;  draw  ap,  and  its  intersection  with  the  line  h'  D,  establishes 
a  third  point  e  of  the  cube.  Upon  these  points  h'  g'  e'  erect  perpendicu- 
lars ;  those  upon  h'  and  g'  will,  by  their  intersection  with  o'  D,  determine 
h'  g".  Draw  h"  D',  its  intersection  with  the  perpendicular  at  g  determines 
e".     Draw  g"  H'  and  e"  D  to  their  intersection,  and  the  cube  is  complete. 

To  Dra/w  the  Perspective  Projection  of  an  Octagonal  Pillar  in  Angu- 
lar Per»pectwe, — Plate  lU.  Let  A,  (fig.  1,)  be  the  plan  of  the  pillar.  En- 
close it  by  a  square,  lef  M  M  be  the  base  line,  and  S  the  station  point ;  de- 
termine the  position  of  the  vanisiiing  points  for  the  sides  of  the  square  as  in 
Plate  II.,  and  project  the  square  upon  the  plane  of  the  picture  M  D  D'  M' 
by  eitlier  of  the  methods  already  explained.  These  hues  of  construction  are 
omitted,  as  on  the  necessarily  small  diagrams  they  would  confuse  the  stu- 
dent ;  but  in  drawing  these  examples  to  the  scale  recommended,  they  might 
be  retained.  From  the  angles  of  the  octagon  visible  to  the  spectator 
draw  rays  to  the  station  point  8  project  their  intersection  with  the  base 
line  MM,  to  the  perspective  square,  (fig.  2,)  which  will  thus  determine  on 
the  sides  of  the  square  the  positions  of  the  points  a',  V,  c',  d'.,  e',  correspond- 
ing to  the  visible  angles  of  the  octagon  ;  connect  these  points  by  lines.  To 
construct  the  pillar  upon  this  base,  upon  the  perpendicular  let  fall  from 
the  corner^  of  the  square  upon  M  M'  aty  set  off  the  height  of  the  pillar ; 
from  this  point/  draw  lines  to  the  vanishing  points  D,  D',  and  construct 
three  sides  of  an  upper  square  similar  to  the  lower  one.  The  lines  of  this 
square  will  determine  the  length  of  the  sides  of  the  tower,  which  are  the 
perpendiculai's  let  fall  npon  a'  V  c'  d'  e'. 

To  CoTiStruct  a  Circular  Pillar  in  Angidar  Perspective. — Plate  III. 
Let  B,  (fig.  1,)  be  the  plan  of  the  base ;  enclose  it  with  a  square  whose  aides 
are  parallel  respectively  to  S  M  and  S  M ;  project  this  square  upon  the  plane 
of  the  picture,  (fig.  2,)  divide  the  plan  into  four  equal  squares  by  lines  pai-- 
allel  to  the  sides  ;  draw  rays  through  the  points  h  and  i,  and  project  their 
intersection  with  M  M  upon  the  perspective  square.  From  the  points  h'  and. 
i'  thus  formed,  draw  lines  to  vanishing  points  D'  and  D,  and  the  perspec- 
tive square  is  divided  similarly  to  the  original,  and  there  are  four  points  of 
the  circle  established :  through  these  draw  the  perspective  of  the  cirele. 
By  the  division  of  tlie  base  into  smaller  squares  more  points  of  the  curve 
might  be  determined,  but  for  the  present  purpose  they  are  nnnecessary. 
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To  determine  the  outline  of  the  pillar,  draw  from  S  rays  tangent  to  the 
sides  of  the  plan  at  k  and  i,  the  perpendiculars  let  fall  from  their  intersec- 
tion with  M  M  will  be  the  outline  of  the  cylinder.  To  cut  them  off  to  the 
proper  height,  and  to  determine  the  top  of  the  cylinder,  upon  the  perpen- 
dicular let  fall  upon  i,  eet  off  the  height  of  the  cylinder  V  I",  and  upon  tliis 
plane  project  the  square  as  before,  and  draw  in  through  the  points  thus 
determined  the  outline  of  the  curve.  As  a  still  further  elucidation  of  the 
principle  of  projection,  an  enlarged  cap  is  represented  on  the  pillar,  of 
which  the  circumscribing  circle  (fig.  1,)  is  the  plan.  In  this  by  extending 
the  central  lines  of  the  square,  both  in  plan  and  perspective,  we  are  en- 
abled to  project  readily  eight  points  in  the  larger  circle  through  which 
the  curve  may  be  drawn. 

To  Draw  am,  Octagonal  Pyra/rmd  -in  Avvgular  Per^ectwe, — ^Plate  DI. 
Lety,  (fig.  1,)  be  the  base  of  the  pyramid;  project  upon  the  plane  of  the 
picture,  (fig.  8,)  the  visible  angles  of  the  base,  as  in  the  case  of  the  pillar.- 
Through  the  centre  of  the  plan  draw  a  line  parallel  to  one  of  the  sides  and 
intersecting  M  M  at  in;  from  this  point  let  fall  a  pei-pendicular  to  mf  on 
M  M',  (fig.  3,) ;  on  this  perpendicular  set  off  the  height  of  the  pyramid  m' 
o  from  m!  and  draw  lines  to  D'.  From  the  centre  of  the  plan  draw  a  ray 
to  8,  and  project  its  intersection  with  M  M,  upon  the  line  o  D',  its  intersec- 
tion o'  with  this  line  will  be  the  apex  of  the  pyramid :  from  tliis  point 
draw  lines  to  the  angles  of  the  base  already  projected,  and  the  pyramid  is 
complete- 
To  Dram  a  Cone  in  Angular  Perspective. — ^Plate  III.  Let  the  inner 
circle  B,  (fig.  1,)  be  the  base  of  tlie  cone  project  its  visible  outline  to  fig. 
3,  as  in  case  of  the  cylinder.  To  determine  its  height  extend  one  of  the 
diameters  of  the  plan  to  the  base  line  at^  /  from  this  point  let  fall  a  per- 
pendicular to^'  on  MM',  and  set  off  upon  it^'  g,  the  height  of  the  cone ; 
from^'  and  g  draw  lines  to  the  vanishing  point  D'.  Prom  the  centre  of 
the  plan,  (fig.  1,)  draw  rays  to  S,  and  project  its  intersection  with  M  M, 
upon  r'  on  the  line  g  D',  and  ;■'  will  be  the  apex  of  the  cone :  connect  the 
apex  with  the  extremities  of  the  perspective  of  the  base,and  the  projec- 
tion of  the  cone  is  complete. 

To  Ptoiw  the  El&oaiion  of  a  BuUdi/ng  in  Angvla/r  Per&pectvve. — ^Plate 
rV.  T"or  example,  take  the  school-house,  Plate  XXIX.  of  architecture. 
Plot  BO  much  of  the  plan  of  the  building  at  it  as  may  be  seen  from  the  po- 
sition of  the  spectator  at  S.  Di-aw  a  base  line,  and  through  the  station 
point  draw  parallels  tothe  sides  of  the  building  cutting  the  base  as  at  M 
M :  draw  M  M'  for  a  base,  and  D  D'  for  the  horizontal  line  of  the  picture. 
Project  M  and  M  to  D  and  D',    for  the  vanishing  points,  the  one  of  the 
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lines  parallel  to  a  o,  tlie  other  to  a  hj  extend  a  c,  ai ;  project  d,  e,  to 
d',  e',  and  on  d'  d  set  off  the  height  of  the  eavee  d'  o,  and  of  the  ridge  d 
n;  from  d',  o  and  n  draw  linee  to  D',  and  from  e  to  D,  draw  rajs  from  c 
and  b  to  S',  and  project  their  intersection  witli  the  base  to  the  vanishing 
hnea  juet  drawn.  To  find  the  perspective  of  the  ridge  draw  a  ray  from 
the  centre  of  a  h,  and  project  its  intersection  with  the  hase  to  r  on  the  line 
n  D',  the  point  is  the  apex  of  the  gable,  the  line  r  D  will  be  the  perspective 
of  the  ridge ;  to  determine  its  length  erect  a  perpendicular  at  the  intersec- 
tion of  t  D'  and  s  D,  draw  the  sloping  lines  of  the  roof,  and  the  outline  of 
the  building  is  complete.  The  filling  in  of  the  details  will  be  readily  under- 
stood ;  it  will  only  be  neeeesary  to  keep  in  mind,  that  all  lines  parallel  to 
a  h  must  meet  in  D',  those  to  a  c  in  D :  all  measures  laid  off  on  any  lines 
of  the  plan  must  be  connected  with  the  point  of  sight  S,  and  their  inter- 
sections with  the  base  projected.  All  vertical  heights  must  be  laid  off  on 
the  line  d'  d,  and  referred  to  the  proper  position  by  Hues  to  D  or  D',  as  the 
case  may  be. 

As  an  example  of  the  other  method  of  eonetmcting  this  same  problem, 
let  the  scholar  lay  off  to  the  double  of  the  present  scale  the  plane  of  the 
picture  M  D  D'  M',  and  the  division  points^'  and^,  and  without  drawing 
plan  or  elevation  take  the  dimensions  from  Plate  XXIX,  of  architecture. 

To  Draw  an  ArcJied  Bridge  in  Angvla/r  Perspective. — Plate  V.  Let 
A  and  B,  (fig.  1,)  he  the  plans  of  the  piei-s;  on  the  line  a  h,  one  of  the  sides 
of  the  bridge,  lay  down  the  curve  of  the  arch  as  it  would  appear  in  eleva- 
tion, in  this  example  an  ellipse.  Divide  the  width  of  the  arch  as  at  5.  e. 
(7.  e.y.^.  A.,  carry  up  lines  perpendicular  to  J  A  until  tliey  intersect  the 
curve  of  the  arch,  and  through  these  points,  draw  lines  parallel  to  J  A  as  A. 
I.  m.  /  let  o  r  be  the  height  of  the  parapet  of  the  bridge  above  the  spring  of 
the  arch.  Through  the  station  point  draw  lines  parallel  to  the  side  a  h 
and  end  aa  oi  the  bridge,  till  they  intersect  the  assumed  base  line  M  M : 
project  these  intersections  to  the  horizon  line  of  the  picture  for  the  vanish- 
ing points  D,  D'  of  perspective  lines  parallel  io  ah  and  a  a.  Let  fall  a 
perpendicular  from  a  to  a',  and  on  this  perpendicular  set  off  from  a'  the 
heights  sk,sl,s  m,  and  st;  from  a'  and  r'  draw  lines  to  D  and  D',  and  from 
the  points  m',  V,  h'  to  D'.  Draw  rays  from  the  points  a.  h.  c,  d.  e.f.  g.  h, 
to  the  station  point  S,  and  project  their  intersection  with  the  base  lines  to 
the  perspective  line  a'  D'  as  in  previous  examples :  the  intersection  of  the 
hues  h'  D',  V  D',  m'  D'  by  the  perpendiculars  thus  projected,  will  eetabHsh 
the  points  of  the  curve  of  the  arch  on  the  side  nearest  the  spectator.  To 
determine  the  position  of  the  opposite  side  of  the  arch,  from  a",  the  per- 
spective width  of  the  bridge,  draw  a"  D',  and  from  h'  draw  lines  to  D ; 
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the  line  h! p'  will  be  the  perspective  width  of  the  pier ;  draw  h'  D ;  and  from 
h°,  Id'  D ;  from  g"  the  intereection  of  tho  curve  of  the  arch  hy  the  perpen- 
dicular to  g',  draw  g"  D,  the  intersection  with  h"  D'  will  be  one  point  in 
the  curve  of  the  arch  on  the  opposite  side  of  the  bridge :  in  the  same  way, 
fixtm  any  point  in  the  nearer  arc  draw  lines  to  D,  and  the  intersection 
■with  lines  in  the  same  planes  on  the  opposite  side  of  the  bridge,  will  fur- 
nish points  for  the  further  arch :  all  below  the  first  only  will  be  visible  to 
the  spectator. 

To  Draw  in  Parallel  Perspective  the  Interior  of  a  Room. — Plate  V. 
We  propose  to  construct  this  by  scale  witliout  laying  down  the  plan. 
Draw  the  horizon  Hne  D  V  D',  and  the  base  M II',  mating  D  and  D'  the 
point  of  distance.  Let  tlie  room  be  20  feet  wide,  14  feet  high,  and  12  feet 
deep ;  on  the  base  M  M',  lay  off  the  rectangle  of  the  section  in  our  figure 
on  a  scale  of  8  feet  to  the  inch,  20  feet  x  14  feet.  From  the  four  corners 
draw  lines  to  the  centre  of  view  V ;  from  S'  lay  off  to  tlie  right  or  left  on 
M  M'  12  feet,  and  through  this  point  draw  lines  to  D'  or  D  as  the  case  may 
be :  through  the  point  of  intersection  a'  of  this  line  with  S'  V  draw  a  line 
parallel  to  M  M' ;  at  the  intersections  of  this  line  with  M  V  and  M'  V  erect 
a  perpendicular,  cutting  the  vanishing  lines  of  the  upper  angle  of  the 
room  at  d  and  e  ,■  connect  de  and  the  perspective  of  the  room  is  complete. 
To  draw  the  aperture  for  a  door  or  window  on  the  side,  measure  off  from 
S'  the  distance  of  the  near  side  from  the  plane  of  the  picture,  and  in  addi- 
tion thereto  the  width  of  the  aperture  ;  from  these  two  points  draw  lines  to 
the  proper  point  of  distance,  and  at  their  intersection  with  S'  V,  draw  par- 
allels to  M  M',  cutting  the  lower  angles  of  tlie  room,  and  erect  perpendie- 
ulai-s,  the  height  of  which  will  be  determined  by  a  line  drawn  from_/,  the 
height  of  the  window  above  the  fioor  measured  on  M  D,  Should  the  win- 
dow be  recessed,  tho  farther  jamb  will  be  visible  ;  extend  the  farther  par- 
allel to  M  M',  and  cut  it  by  a  line  ^  Y.  M  ^  being  the  depth  of  the  recess, 
the  rest  of  the  construction  may  be  easily  understood  by  inspection  of  the 
figure.  At  the  extremity  of  the  apartment  a  door  is  represented  half  open, 
hence  as  the  plane  of  the  door  is  at  right  angles  to  tlie  plane  of  the  picture, 
the  top  and  bottom  lines  will  meet  in  the  point  of  view ;  if  the  door  were 
open  at  an  angle  of  45°,  these  lines  would  meet  in  the  points  of  distance ; 
if  at  any  other  angle,  the  vanishing  points  would  have  to  be  determined 
by  eonsti'ucting  a  plan,  drawing  a  line  parallel  to  the  side  of  the  door 
through  the  station  point,  and  projecting  it  upon  the  horizon  line.  The 
chair  in  the  middle  of  tlio  room  is  placed  diagonally,  and  the  table  parallel 
to  the  plane  of  the  picture ;  their  projection  is  simple. 

To  Dram  in,  Per^ctive  a  Flight  of  Stairs. — Plate  VI.     Lay  off  the 
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base  line,  horizon,  centre  of  view,  and  point  of  distance  of  the  picture, 
construct  the  solid  ah  cd,  efg  h,  containing  the  stairs,  and  in  the  reqiured 
position  in  the  plane  of  the  picture,  divide  the  rise  a  c  into  equal  parts  ac- 
cording to  the  number  of  stairs,  four  for  instance ;  divide  perspectivelj  the 
line  a  h  into  the  same  number  of  parts ;  at  the  points  of  division  of  this 
latter  erect  perpendiculars,  and  through  the  former  draw  lines  to  the  cen- 
ti-e  of  view  ;  one  will  form  the  rise  and  tlie  other  the  tread  of  the  steps. 
From  the  top  of  the  flret  step  to  the  top  of  the  upper  continue  a  line  a  d, 
till  it  meets  the  perpendicular  S'  V  prolonged  in  «  /  this  line  will  be  the 
inclination  or  pitch  of  the  stair ;  if  throngh  the  top  of  the  step  at  the  other 
extremity  a  similar  line  be  drawn,  it  will  meet  the  central  perpendiculai- 
at  the  same  point  i>,  and  will  define  the  length  of  the  lines  of  nosing  of 
the  steps,  and  the  other  hnes  may  be  completed.  As  tlie  pitch  lines  of  both 
sides  of  the  stairs  meet  the  central  vertical  in  the  same  point,  in  like  man- 
ner V  will  be  the  vanishing  point  of  all  lines  having  a  similar  inclination 
to  the  plane  of  the  picture.  The  projection  of  the  other  flight  of  stairs 
will  be  easily  understood  from  the  lines  of  construction  perpendicular  to 
the  base  line  or  parallel  theretii,  lying  in  planes. 

To  Find  the  Beflection  of  Olyecta  in  tJie  TTafor.— Plate  VI.  Let  B  be 
a  cube  siispended  above  the  water ;  we  find  the  reflection  of  the  point  a, 
but  letting  fall  a  perpendicular  from  it,  and  setting  ofi"  the  distance  a'  w 
below  the  plane  of  the  water  equal  to  the  hne  a  w  above  this  line  ;  the  line 
wf  will  also  be  equal  to  the  line  wf;  find  in  the  same  way  the  points  V 
and  e' ,  through  these  points  construct  perspectively  a  cube  in  this  lower 
plane,  and  we  have  the  reflection  of  the  cube  above. 

To  find  the  reflection  of  the  square  pillar  D  removed  from  the  shore : 
suppose  the  plane  of  the  water  extended  beneath  the  pillar,  and  proceed 
as  in  the  previous  example. 

It  will  be  observed  that  those  lines  of  an  object  which  meet  in  the  cen- 
tre of  view  V,  in  the  original ;  their  corresponding  reflected  lines  will  con- 
verge to  tlie  same  point.  If  the  originals  conve]'ge'to  the  points  of  distance, 
the  reflected  ones  will  do  the  same.  To  find  the  reflection  of  any  inclined 
line,  flnd  the  reflection  of  the  rectangle  of  which  it  is  the  diagonal,  if  the 
plane  of  the  rectangle  is  perpendicular  to  the  plane  of  the  picture ;  if  the 
lino  is  inclined  in  both  directions  enclose  it  in  a  parallelopided  and  project 
the  reflection  of  the  solid. 

To  f,nd  the  Perfective  ProjecUon  of  Shadows. — Plate  VII.  Let  the 
construction  points  and  lines  of  the  picture  be  plotted.  Let  A  be  the  per- 
spective projection  of  a  cube  placed  against  another  block,  of  which  the 
face  is  parallel  to  the  plane  of  the  picture :  to  flnd  the  shadow  upon  the 
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block  and  upon  the  gi-ound  plane,  supposing  the  light  to  come  into  the 
picture  from  the  upper  left-hand  corner  and  at  an  angle  of  45°.  Since  the 
angle  of  light  ia  the  diagonal  of  a  cube,  coiiBtruct  another  cube  ainiilar  to 
A,  and  adjacent  to  the  face  dog;  draw  the  diagonal  J  J,  it  will  be  the 
direction  of  the  rays  of  light,  and  h  will  be  tlie  shadow  of  S  ',  connectyi 
and  oh^fTe  must  be  the  shadow  of  tlie  line  J/,  and  okoi  i  c;  the  one 
upon  the  horizontal  plane  and  the  other  in  a  vertical  one :  the  former  will 
have  its  direction,  being  a  diagonal,  toward  the  point  of  distance  D',  the 
other  being  a  diagonal  in  a  plane,  parallel  to  that  of  the  picture,  will  be 
always  projected  upon  this  plane  in  a  parallel  direction. 

Let  B  be  a  cube  similar  to  A ;  to  find  its  projection  upon  a  horizontal 
plane,  the  shadow  of  the  point  h'  may  be  determined  as  in  the  preceding 
example,  but  the  shadow  of  the  point  c',  instead  of  falling  upon  a  plane 
parallel  to  the  pictm-e,  falls  upon  a  horizontal  one ;  its  position  must  be  de- 
termined as  we  did  before  by  S.  Construct  the  cube  and  draw  the  diag- 
onal o'  I  j'  in  the  same  way  determine  the  point  wi'  the  shadow  of  d' ;  con- 
nect ch'lmn,  and  we  have  the  shadow  of  the  cube  in  perspective  on  a 
horizontal  plane. 

On  examination  of  these  projected  shadows,  it  will  he  found  that  as  the 
rays  of  light  fall  in  a  parallel  direction  to  the  diagonal  of  the  cube,  the 
vanishing  point  of  these  rays  will  be  in  one  point  V  on  the  line  D'  M' 
prolonged,  at  a  distance  below  D'  equal  V  D' ;  and  since  the  shadows  of 
vertical  lines  upon  a  horizontal  plane  are  always  directed  towards  the  point 
of  sight,  the  extent  of  the  shadow  of  a  vertical  line  may  be  determined 
by  the  intersection  of  the  shadow  of  the  ground  point  of  the  line  by  the 
line  of  light,  from  the  other  extremity.  Thus,  the  point  A,  cube  A,  is  the 
intersection  of/  D'  by  J  V ;  the  points  Ti,  I,  m  are  the  intersections  of  c  D', 
oD',)i'D'byS' V,  e'  ybyd'Y'.  Similarly  on  planes  parallel  to  that  of  the 
picture,  &,  cube  A  is  intersection  of  the  diagonal  c  k,  by  the  ray  of  light  b  V. 

Applying  this  rule  to  the  frame  0,  from  r,  s,p,  draw  lines  to  D'  from  r', 
8',^',  draw  rays  to  V;  their  intersections  define  the  outline  of  the  shadow  of 
the  post.  To  draw  the  shadow  of  the  projection,  the  shadow  upon  the  post 
from  t  will  follow  the  direction  of  the  diagonal  c  k.  Project  «  and  v  upon 
the  ground  plane  at  u'  and  v' j  from  t'  u'  v'  a,ndp  draw  lines  to  D';  from  t, 
u,  «,  w  and  x  draw  rays  to  V,  and  the  intersection  of  these  lines  with  their 
corresponding  lines  from  their  bases  will  give  the  outline  required ;  as  v  and  w 
are  on  the  same  perpendiculai-,  their  rays  will  intersect  the  same  line  v'  V. 

"With  reference  to  tJie  intensity  of  "  shade  and  shadow  "  and  the  neces- 
sary manipulation  to  produce  tlie  required  efl'ect,  the  reader  is  referred  to 
the  article  on  this  subject. 
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In  treating  of  Perepective  it  has  been  considered  not  in  an  artistic 
point,  as  enabling  a  pereon  to  draw  from  nature,  but  rather  as  a  useful  art  to 
assist  the  architect  or  engineer  to  complete  his  designs,  by  exhibiting  them 
in  a  view  siicli  as  they  wonld  have  to  the  eye  of  a  spectator  when  con- 
structed. In  our  examples,  owing  to  size  of  the  page,  we  have  been  limit- 
ed in  the  scale  of  the  figures,  and  in  the  distance  of  the  point  of  view,  or 
distance  of  the  eye  from  tlie  plane  of  the  picture,  and  as  it  was  unimportant 
to  the  mathematical  demonstration,  few  of  the  figures  extend  above  the 
line  of  the  horizon.  In  these  particular  points  it  is  unnecessary  that  the 
examples  should  be  copied.  The  most  agreeable  perspective  representa- 
tions are  generally  considered  to  be  produced  by  fixing  the  ang(e  of  vision 
M  S  M',  at  from  45  to  50°,  and  the  distance  of  the  horizon  above  the 
ground  line  at  about  one-third  the  height  of  the  picture. 

Linear  perspective  is  more  adapte'd  to  the  representation  of  edifices, 
bridges,  interiors,  &e,,  than  to  that  of  machinery ;  it  belongs,  therefore, 
rather  to  the  architect  than  to  the  engineer  or  the  mechanic ;  for  the  pur- 
poses of  the  latter  we  would  recommend  Isometrical  Perspective,  uniting 
accuracy  of  measures  with  graphic  perspective  representation. 
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ISOMETEICAL  DEAWING. 

PsopESSOE  Faeibh,  of  Cambridge,  has  given  the  term  Isometrieal  Per- 
spective to  a  particular  projection  which  represents  a  cube,  aa  in  fig.  1. 
The  words  imply  that  the  measure  of  the  representations  of  the  lines 
forming  the  sides  of  each  face  are  equal. 

The  principle  of  isometric  representation  con- 
sists in  selecting  for  the  plane  of  the  projection,  ■■'  ~,^ 
one  equally   inclined   to  three  principal  axes,  at     i--^  i 
right  angles  to  each  other,  so  that  aU  straight  lines 
coincident  with  or  parallel  to  these  axes,  are  drawn     ■ 
in  projection  to  the  same  scale.      The  axes   are     [ 
called  isometric  axes,  and  all  lines  parallel  to  them     ^^-.. 
are  called  isometric  lines.     The  planes  containing 
the  isometric  axes  are  isometric  planes ;  the  point                  ^'=  ^ 
in  the  object  projected,  assumed  as  the  origin  of  the  axes,  is  called  the  reg- 
ulating point. 

To  draw  the  isometrieal  projection  of  a  cube,  (fig.  3,)  draw  the  hori- 
zontal line  A  B  indefinitely  ;  at  the  point  D  erect  tiie  perpendiciilar  D  C, 
equal  to  one  side  of  the  cube  required ;  through  D  draw  the  line  D  5  and 
T>/  to  the  right  and  left,  making  fj)  B  and  5  D  A  each  equal  an  angle  of 
30°.  Consequently  the  angles  F  Df  and  F  D  S  are  each  equal  to  60". 
Make  D  h  and  H/  each  equal  to  tlie  side  of  the  cube,  and  at  b  andy  erect 
perpendiculars,  making  5  a  and /"e  each  equal  to  the  side  of  the  cube; 
connect  Faand  Feand  draw  e  (/ parallel  to  «  F,  and  a  gr  parallel  to  F  c, 
and  we  obtain  the  projection  of  the  cube. 

If  from  the  point  F,  with  a  radius  F  D,  a  circle  be  described,  and  com- 
mencing at  the  point  D  radii  be  laid  off  around  the  circumference,  forming 
a  regular  inscribed  hexagon,  and  tlie  points  D  a  e  be  connected  with  tlie 
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centre  of  the  circle  F,  we  have  an  isometrical  representation  of  a  cube. 
The  point  D  is  called  the  regulating  point. 

If  a  cube  be  projected  according  to  the  principles  of  isometrical  per- 
spective, in  a  similar  manner  as  we  have  constructed  one  according  to  the 
rules  of  linear  perspective,  the  length  of  the  isometrical  lines  would  be  to 
the  original  lines  as  .816i  to  1,  but  since  the  value  of  isometrical  perspec- 
tive as  a  practical  art  lies  in  the  apphcability  of  common  and  known 
scales  to  the  isometric  lines,  in  oiu'  constructions  we  have  not  thought  it 
necessary  to  exemplify  the  principles  of  the  projection,  bat  have  drawn  our 
figures  without  any  reference  to  what  would  be  the  comparative  size  of  the 
original  and  of  the  projection,  transferring  measm'es  directly  from  plans  and 
elevations  in  orthographic  projections,  to  those  in  isometry.  It  will  be  ob- 
served that  the  isometric  scale  adopted  applies  only  to  isometric  lines,  as 
F  D,  I"  a  and  F  e  or  lines  parallel  thereto ;  the  diagonals  which  are  abso- 
lutely equal  to  each  other,  and  longer  than  the  sides  of  the  cube,  are  the 
one  leBS,the  otlier  greater  ;  the  minor  axis  being  unity,  the  isometrical  lines 
and  the  major  axis  are  to  each  other  as,    1.   yS.   y3. 

Understanding  the  isometrical  projection  of  a  cube,  any  surface  or 
solid  may  he  similarly  constructed,  since  it  is  easy  to  suppose  a  cube  suffi- 
ciently lai-ge  to  contain  within  it  the  wliole  of  the  model  intended  to  be 
represented,  and  aa  hereafter  will  be  farther  illustrated,  the  position  of  any 
point  on  or  witliin  the  cube,  the  direction  of  any  line  or  the  inclination  of 
any  plane  to  which  it  may  be  cut,  can  be  easily  ascertained  and  repre- 
sented. 

In  figs.  1  and  2  one  face  of  the 
cube  appears  horizontal,  and  the 
other  two  faces  appear  vertical.  If 
now  the  figures  be  inverted,  that 
which  before  appeared  to  be  the  top 
of  the  object,  will  now  appear  to 
be  its  under  side. 

The  angle  of  the  cube  formed 
by  the  three  radii  meeting  in  the 
centre  of  the  hexagon,  may  be 
made  to  appear  either  an  internal  or 
external  angle ;  in  the  one  case  the 
faces  representing  the  interior,  and 
^'s-  ^-  in  the  other  the  exterior  of  a  cube. 

Figs.  3,  4,  5,  illustrate  the  application  of  isometrical  drawing  to  simple 
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combinations  of  the  cube  and  parallelopipedon.    The  mode  of  construction 


Figs.  8. 4, 6. 

of  these  figures  will  te  easily  understood  by  inspection,  as  they  contain  no 
lines  except  isometrical  ones. 

To  draw  Angles  to  iAe  Boundary  Lines  of  an  Isometrical  Cube. 


Draw  a  square  C  (fig.  6,)  -whose  sides  are  equal  to  those  of  the  isome- 
trieal  cube  A,  and  from  any  of  its  angles  describe  a  quadrant,  -which  di- 
vide into  90°,  and  draw  radii  through  the  divisions  meeting  the  sides  of 
the  square.  These  -will  then  form  a  scale  to  be  applied  to  the  faces  of  the 
cube ;  thus  on  D  E,  or  any  other,  by  making  the  same  divisions  along  their 
respective  edges. 

As  the  figure  has  twelve  isometrical  sides,  and  the  scale  of  tangents 
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maj  be  applied  two  ways  to  each,  it  can  be  applied  therefore  twenty-four 
ways  in  all.  We  tlius  have  a  simple  means  of  drawing,  on  the  ieometrical 
faces  of  the  cube,  lines,  forming  any  angles  with  their  boundaries. 

Figs.  1,  2,  3,  i,  5,  6,  Plate  I.,  show  the  section  of  a  cube  by  single 
planes,  at  various  inclinations  to  the  faces  of  the  cubes.  Figs.  7,  8  are  the 
same  cube,  but  turned  round,  with  pieces  cut  out  of  it.  Fig.  9  is  a  cube 
cut  by  two  planes  forming  the  projection  of  a  roof.  Fig.  10  is  a  cube  with 
all  of  the  angles  cut  off  by  planes,  so  as  to  leave  each  face  an  octagon. 
Fig.  11,  represents  the  angles  cut  off  by  planes  perpendicular  to  the  base 
of  the  cube,  forming  thereby  a  regular  octagonal  cylinder.  By  drawing 
lines  from  each  of  the  angles  of  an  octagonal  base  to  the  centre  point  of 
the  upper  face  of  the  cube,  we  have  the  isometrical  representation  of  an 
octagonal  priBm. 

Ae  the  lines  of  construction  have  all  been  retained  in  these  figures, 
they  will  be  easily  understood  and  copied,  and  are  sufficient  illustrations 
of  the  method  of  representing  any  solid  by  enclosing  it  in  a  cube. 

We  have  now  to  consider  the  application  of  this  species  of  projection 
to  curved  lines. 


Let  A  JpL  (fig.  8,)  he  the  side  of  a  cube  with  a  circle  inscribed ;  and 
siippose  all  the  faces  of  the  cube  to  have  similarly  inscribed  circles.  Draw 
the  diagonals  A  E,  C  D,  and  at  their  intersection  with  the  circumference 
lines  parallel  to  A  0,  B  X).  Now  draw  the  isometrical  projection  of  the 
cube,  (fig.  9,)  and  lay  out  on  the  several  faces  the  diagonals  and  the  par- 
allels ;  the  projection  of  the  circle  will  be  an  ellipse,  of  which  the  diago- 
nals being  the  axes,  their  extremities  are  defined  by  their  intersections /" 6, 
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e5,  (22,51,  d3,ci,  by  the  parallels;  having  thus  the  major  and  minor 
axis,  constract  the  ellipse  by  the  trammel,  or  since  the  curve  is  tangent  at 
the  centre  of  the  sides,  we  have  eight  points  in  the  curve ;  it  may  be  put 
in  by  sweeps  or  by  the  hand. 


To  Divide  ihe  Oircuinference  of  a  Circle. — First  method.  On  the 
centre  of  the  line  A  B  erect  a  perpendicular  0  D,  making  it  equal  to  C  A 
or  C  B ;  then  from  D,  with  any  radius,  describe  an  arc  and  divide  it  in 
the  ratio  required,  and  draw  the  divisions  radii  from  D  meeting  A  B  ; 
then  from  the  isometric  centre  of  the  circle  draw  radii  from  the  divisions 
on  A  B,  cutting  the  circumference  in  the  points  required. 

Second  method.  On  the  major  axis  of  the  ellipse  describe  a  semi-cir- 
cle, and  divide  it  in  the  manner  required.  Through  the  points  of  division 
draw  lines  perpendicular  to  A  E,  which  will  (I'^ide  the  circumferenco  of 
the  ellipse  in  the  same  ratio.  On  the  right  hand  of  the  figure  both 
methods  are  shown  in  combination,  and  the  intersection  of  the  lines  give 
the  points  in  the  ellipse. 

The  drawing  of  the  mitre-wheel,  (fig.  1,  Plate  II,)  is  given  as  an  illus- 
tration and  example  for  practice. 

Fig  2,  Plate  II.,  represents  a  pillow  block. 

Plate  m.  represents  various  combinations  of  framing  met  with  in  ar- 
cliitectural  and  mechanical  constructions. 

Plate  rV.  represents  a  culvert  such  as  were  constructed  beneath  the 
Croton  Aqueduct. 

The  Plates  and  figures  thus  represented  show  the  applicability  of  this 
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method  of  projection  to  Tarious  examples.  Many  others  might  be  intro- 
duced, but  the  principles  of  this  perspective  are  bo  easy  and  inteihgible, 
that  to  multiply  examples  would  be  entirely  unnecessary. 

Isometrical  projection  is  especially  valuable  to  the  mechanical  draughts- 
man, embracing  as  it  does  the  applicability  of  a  scale  with  pictorial  rep- 
resentation. For  drawings  for  the  Patent  Office  it  is  especially  desirable, 
yet  when  pictorial  representation  alone  ie  intended,  it  is  not  ae  truthful 
a  drawing  iu  linear  perspective.  Its  office  is  rather  practical  than  orna- 
mental. 
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Lotjarithma  of  Number,  Logarithmio  Sines,  Cosines,  Tangents,  and  Cotangents,  Natural  Sines,  and 
Cosines,  Natural  Tangents  and  Cotangents,  Rise  per  mile  of  Grades,  Ac 

By  JOHN  B.  HENCK,  Civil  EnaisBES. 
One  volume  with  fiftj-eight  Diagrams,  pocket-book  form,  $ 


TEMPLETON'S    ENGINEER,    MILLWEIGHT,  AND    MECHA- 
NIC'S POCKET  COMPANION, 

Comprising  Decimal  Arithmetic,  Tables  of  Sqiiare 
tioG,  airengtfi  of  Mateiials,  Meolianie  Powers,  Watei 
Kngines,  Tablei  of  Speijifie  Gravity,  <to.,  ite.    Also  a 
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